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INTRODUCTION

The 300 Area process trenches (316-5) are a Resource Conservation and Recovery Act (RCRA)

treatment, storage, and/or disposal unit in the Hanford Facility RCRA Permit (Ecology 2000). From 1975
through 1994 the trenches received effluent discharges of dangerous mixed waste from fuel fabrication
laboratories in the 300 Area. Groundwater monitoring at the 300 Area process trenches is conducted in
accordance with Washington Administrative Code (WAC) 173-303-645(11), Corrective Action Program,
and Part VI, Chapter 1 of the Hanford Facility RCRA Permit (Ecology 2000).. The modified closure plan
{DOE 1995), portions of which are incorporated into the Hanford Facitity RCRA Permit, indicates that
groundwater remediation is deferred to the Comprehensive Environmental Response, Compensatzon and.
Liability Act (CERCLA) 300-FF-5 groundwater operable unit.

This report is one of a series of semiannual groundwater monitoring reports on the corrective action
program at the 300 Area process trenches. It fulfills requirements of WAC 173-303-645(11)(g) to report
on the effectiveness of the corrective action program. This report covers groundwater monitoring data
collected during the pel‘l()d from January through June 2005.

OBJECTIVE

The objective of groundwater monitoring during the corrective action period is to demonstrate the
effectiveness of the corrective action program by examining the trend of the constituents of interest to
confirm that they are attenuating naturally, as expected by the CERCLA record of decision for the 300-
FF-3 Operable Unit (ROD 1996). The 300 Area process trenches were closed under a modified
closure/post-closure plan (DOE 1995) and continue to be in the groundwater corrective action program
because groundwater contamination continues to exceed groundwater quality criteria (federal drinking
water standards). Groundwater monitoring will continue for 30 years during the post-closure monitoring
period. :

RCRA GROUNDWATER-MONITORING PROGRAM

The groundwater-monitoring network for the 300 Area process trenches (Lindberg et al. 1995) includes
four well pairs (see Figure 1). Each of the well pairs has one shallow and one déep well. The shallow
wells are screened at the water table, and the deep wells are screened at the bottom of the unconfined
aquifer (i.e., above the lacustrine and over-bank deposits of the Ringold Formation lower mud unit). One
of the pairs is upgradient, and the other three pairs are downgradient. The constituents of -

interest are total uranium,’ and the volatile organic compounds cis-1,2-dichloroethene (cis-DCE),
trichioroethene (TCE), and tetrachloroethene. Sampling frequency is sermiannual, but during cach
semiannual sampling period the wells are sampled four times (monthly intervals). ‘As a resuit, the wells
are sampled during the months of January, February, March, June, July, August, September, and
December. Groundwater samples are analyzed for the contaminants of interest.

'Note that source, special nuclear, and by-product materials, as defined in the dtomic Energy Act (AEA), are

regulated at DOE facilities exclusively by DOE acting pursuant to its AEA authority. These materials are not

~ subject to regulation by the state of Washington. All information contairied herein and related to, or describing

- AEA-regulated materials and processes in any manner, may not be used to create conditions or other restrictions set
forth in any pernit, license, order, or any other enforceable instrument. DOE asserts that pursuant to the AEA, it has
sole and exclusive responsibility and authority to regulate source, special nuclear and by-product materials at DOE-
owned nuclear facilities. Information contained herein on radionuclides is provided for process description purposes

" only.



GROUNDWATER FLOW DIRECT ION

Measurements of depth to groundwater in each network well were collected when the wells were
sampled. The water table during the January to June 2005 sampling events was predommately in its
normal (low river stage) conﬁguratxon except for later in the reporting period when higher river volumes
raised the river level. Durinig low river stage periods the water table slopes to the southeast in the vicinity
of the 300 Area process trenches with the result that groundwater flows mainly to the southeast, -
dlschargmg to the Columbia River. During high river stages, the watér table may slope away from the
river causing a temporary reversed grad1ent in the v1cm1ty of the 300 Area process trenches aud bank
storage of river water. . _ RN

F1gures 2and 3 (ura.mum maps) show contours of the water table durmg December 2004 (pnor fo the
reporting period) and June 2003, respectwely The December 2004 water-table contours suggest a

- southeastern groundwater flow direction in the vicinity of the process trenches (low river stage
configuration). However, in June 2005 the water table: configuration j i the vicinity of the process
trenches suggests a south to southwestérn groundwater flow direction. Typlcally, low river stages occur
during the winter and early spring months with high river stages occurring in the late spring.
Groundwater response to river stage is'déscribed in detail in former semiannual reports on the RCRA 300
- Area process treniches and in anpual reports of the Groundwater Performance Assessment Project (e.g.,
Hartman et al. 2003, 2004, 2005)

GROUNDVVATER CONTAM]NAN T 'I'RENDS

This section discusses concentrations of uranium, c1s-DCE TCE, and tetrachloroethene lthe contaminants -
of interest) in the well network during the reporting period. Table 1 lists the analytical results for each
contaminant of" concem in each well of the monitoring network.

Uranium. The uranium plume continues to cover a large portlon of the 300 AIC“L, and there was
very little change throughout the reporting peried (Figure 2 — December 2005, just prior to the
reporting period and Figure 3 — June 2005, at the end of the reporting period).? The highest
concentrations in the plume continue to be downgradient (southeast) of the process trenches and
along the shore of the river as far soiuth as well 399-3-9 (Figure'1). Another area of high
uranium concentration is at well 399-3-11, which is downgradient from 307 trench. The 307
trench is another known source of uranium contamination. Concentrations of uranium at the
three downgradient network wells (wells 399-1-10A, -16A, and -17A) remained relatively
constant throughout the reporting period and have changed very little since 2001 (Figures 4, 5,
and 6). The only exceptlon to this relative stability in uranium concentration in the downgradlent
wells is the rise in uranivm concentration at well 399-1-10A.. A sudden rise and subsequent
slower decrease in uranium concentrations at this well starting in 2003 corresportd to excavation -
and cleanup work immediately upgradient of the well {at the 618-5 burial ground).

Uranium was dete'cted in six of the eight network wells dun'ng the reporting period. However, uranium

concentrations exceeded the drinking water standard (30 ug/L) only at the three downgradient network

- wells that are screened at the water table. The highest concentration reported was 70.8 ug/L atwell
399-1- 16A in a sample collected Ianuary 10 2005.

% Note: Additional uraninm data for the December 2004 and June 2005 maps were from wells sampled and analyzed
for the 300-FF-5 Operable Unit. CERCLA and RCRA ~sampling and analysis are coordinated to av01d duplication
of effort and fo provide consistency for data interpretation purposes.



Cis-1,2-Dichlorocthene. Cis-DCE was detected at two wells (399-1-16B, and 399-1-17B) in the 300
Area process trenches network during the reporting period. Both of these wells are screened in the lower
portion of the unconfined aquifer. Only well 399-1-16B had concentrations of cis-DCE that exceeded the
drinking water standard (70 ug/L). At well 399-1-16B the concentrations were 130, 170, 200, and 150 -
ug/L in January, February, March, and June 2005, respectively. The trend at well 399-1-16B (F1gure 7)1s
variable, fluctuating between 95 and 200 ug/L, but overall appears to be neither decreasing nor inereasing.
At well 399-1-17B, another well screened at the base of the unconfined aqulfer the reported results were
2.6 to 2.7ug/L dunng the reportmg penod :

h nchloroethene. TCE (drinking water standard 5 pg/L) was detected at three’ Wells in the 300
Area process trenches network during the reporting period. The well with the highest reported

. concentration was well 399-1- 16B (1.9 pug/L). This well is screened at the base of the
unconfined aquifer, and the source is most likely the 300 Area process trenches. The historical
trend at this well shows that TCE concentrations decreased since 1997, but have remained
relatively stable since 2000. The source of TCE at the other two wells (399-1-16A and 399-1-
17A, screened at the water table) is most likely offsite to the southwest. Concentrations of TCE
from the offsite source to the southwest are all below i. O ug/L in-300 Area process trenches.
network wells S

Tetrachloroethene. In recent years tetrachloroethene (5 ug/L diinking water standaa:d) has occasionally
been detected in the well network downgradient of the 300 Area process trenches. During the reporting
. period it was not detected at levels above the method' detection limit (0.1 pg/L). i

CONCLUSIONS

The objective of the groundwater monitoring plan is to examine the trend of the contaminants of concern
to confirm that they are attenuating naturalty. The overall concentration of uranium in network wells -

~ decreased during the years 1998 to 2001, but has been holding relatively stable since 2001. However,
rising water-table conditions during..high river stages mobilizes vadose zone uranium and temporarily
increases concentrations of uranium in the aquifer (as reported in earlier semiannual reports). The
concentration of cis-DCE appears to be holding steady at levels above the dnnkmg water standard (70
ug/L) in one well (399-1- 16B) and is not affected by river stage. :

REFERENCES

Atomic Energy Act of 1954. As a‘mended Ch. 1073, 68 Stat. 9'19 42 UsC 201'1 et seq.

Comprehenszve Environmental Response, Compensarzon and LtabzlztyAcz‘ 1980. Publzc Law 96- 510 as
amended 94 Stat. 2767, 42 USC 9601 etseq. =

DOE. 1995 300 Areq Process Trenches Modified Closure Plan and Part A, Form 3. DOE/RL-93-73,
Rev. 4, US. Depa:rtment of Energy, R10h1and Washlngton

Ecology. 2000. Dangerous Waste Portion of the Resource Canservatzon and Recovery Act Permit for
the Treatment, Storage, and Disposal of Dangerous Waste. Permit No. WA7890008967, Rev. 6, March
2000, as amended, Washington State Department of Ecology, Olympia, Washington.

Lmdberg IW, CI Chou, and VG Johnson. 1995, Groundwater Monitoring Plan for the 300 Area Process
Trenches. WHC-SD-EN-AP-185, Rev. 0A, West:tnghouse Hanford Company, Rlchland Washington,



Hartman MJ, LF Moré.sch, and WD.Webber (ec.is.--‘)._ 2003. Hanford Site Grbundwaref .Monitoring fo?
Fiscal Year 2002. PNNL-14187, Pacific Northwest National Laboratory, Richland, Washington.

Hartman MT, LF Morasch, and WD Webber (eds.). 2004. Hanford Site Groundwater Monitoring for
Fiscal Year 2003. PNNL- 14548 Pac1ﬁc Northwest National Laboratory; Richland, Washington.

Hartman MJ LF Morasch, and WD Webber (eds.). 2005 Hanford Site Groundwater Momtormg for :
Fiscal Year 2004 PNNL- 15070 Pacific Northwest National Laboratory, Rlchlaud, Was]hmgton '

Record of Decision (ROD). 1996. Declaration of the Record of Decision for the 300-FF-1 and SOO-FF 5
Operable Units. Washington State Department of Ecology, U.S. Environmental Protectmn Agency, and
U.s. Department of Energy, Rlchla:ud Washington.

Resource Conservation and Recovery Act. 1976 Public Law 94 580, as amended 90 Stat. 2795, 42 USC
6901 et seq.

WAC 173-303-645. Release from Regulated Unis. Was}nngton Admjmstratlve Code Olymp1a
Washington. ,



~Table 1. Results of GroundWater Analyses for 300 Area Process Trenc:hes Contannnants of -

*Interest During January to June 2005. L ,
Well Samiple - - ¢is-1,2-DCE," Tefrachloroethene, Tnchloroethene,_ Uranium h ol
Date ug/L ug/L ug/L ’
399-1-10A - 1/10/2005 027 U - 008 U 013 U 48.2°
399-1-10A  ~2/18/2005 027 UH © 0.1 UNH 013 UHE 46
399-1-10A  4/14/2005 027 U 01 U L 013 U 453
399-1-10A = 6/20/2005 027 .U . 01 U 013 U 41.1
399-1-10B. . 1/10/2005- - 027 ‘U 008 U 013 U 0.0314 -
399-1-10B  * 2/18/2005 027 UH 0.1 UNH 0.13 UH .0.0245
399-1-10B . 4/14/2005 027 U 01 U 013 U 0049 U
399-1-10B-  4/14/2005 027 U 01U 013 U 0.0433 U
399-1-10B  6/15/2005 027 U 0.1 U - 013 U 0.0271 U
399-1-16A  1/10/2005 027 U 008 U 044 J 70.8
399-1-16A  2/18/2005 027 U - 01U 0.54 7 62.3
399-1-16A  3/18/2005 07 1 01 U 038 7 63.4
399-1-16A  6/15/2005 027 U 01 U 046 T . 542
399-1-16B  1/10/2005 130 D 008 U 2 116
399-1-16B  2/18/2005 “170 DH 0.1 UNH 16 - H 11.7
399-1-16B  3/18/2005 200 D 0.1 U . 2 : 14.3
399-1-16B  6/15/2005 150 D 01 U 19 14.8
399-1-17A . 1/10/2005 027 U 008 U 025 1 57.8
399-1-17A  2/182005 027 U 0.1 U 02 7 40.7
399-1-17A  3/18/2005 027 U 01 U 024 J - 429
399-1-17A  6/15/2005 027 U 01 U 016 7 53.3
399-1-17B  1/10/2005 1.7 008 U 013 U 0.00558 U
399-1-17B - 2/18/2005 .27 01 U 013 U 0.00555 U
399-1-17B  3/18/2005 21 , 01 U 013U 0.00027 U
399-1-17B - 6/20/2005 1.6 01 U 013 U 00146 U
399-1-18A 17712005 027 U 008 U 013 U 541
399-1-18A  2/18/2005 027 U 01 U . 013 U 5.72
399-1-18A  3/18/2005 027 U R 013 U 5.66
399-1-18A  6/22/2005 027 U 01 U 013 U 5.8
399-1-18B 1/7/2005 027 U 008 U 013 U" 0.00611 U
1399-1-18B  2/18/2005 027 U 01 U 013 U 00111 U -
399-1-18B  3/18/2005 027 U - 01 U 013 U 0.00148 U
399-1-18B  6/22/2005 027 U. 01 U 013 U 0 U
399-1-18B = "6/22/2005 027 U 0.1 U 013 U 0.000469 U

H= Laboratory holding time exceeded

J= Value is an estimate (close to detection limit)
N= Spike recovery was outside control limits
U= Below detection limit
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Figure 1. Locations of Wells in the 300 Area Process Trenches Monitoring Networks (from WHC-SD-
EN-AP-185). The four well pairs of the 300 Area process trenches network have larger labels.
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Figure 2. Uranium Concentrations in the Upper Portion of the Unconfined Aquifer in December 2004.
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Figure 3. Uranium Concentrations in the Upper Portion of the Unconfined Aquifer in June 2005
[Note: Water-table contours from depths to water measurements collected June 9, 2005.]
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Figure 4. Uranium Concentrations in Well 399-1-10A
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Figure 5. Uranium Concentrations in Well 399-1-16A
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Figure 6. Uranium Concentrations in Well 399-1-17A
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Figure 7. Cis-1,2-Dichloroethene Concenirations in Well 399-1-16B
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