





ERGINEERIMGE CHANGE NOTICE CONTINUATION SHEET

1. ECN

— B-714-54

CHAHNGES TO SPECIFICATION B-714-C2

1)

2)

3)

SECTTION 01400

A) Para 1.3.1.4.a.1 (affects ECN B-714-26, pg 3, item 1B):
ADD after DIVISION 13 the following:

DIVISION 15 - MECHAMICAL

Section 154¢3 Chemical Process Piping Systems

B)

M-25 pipe code materials and welding filler material used to weld M-25 pipe
code materials outside confines of pits.

Guides, supports and anchor materials for M-25 piping as shown on Drawing
numbers H-2-77599, 1 of 1, H-2-78470, 1 of 2, 2 of 2 and welding filler
material used to weld guides, supports and anchors for M-25 piping outside
confines of pits.

Article 1.7 (aftects ECN B-714-9, pg 9)

Under the heading MECHANICAL Chemical Process Pipina System ADD to Off-Site*
the following: H - Initial M-25 Pipe Bending

SECTION 01720

ADD para 1.4.6.20 as follows: -

1.

4.6.20 Pipe Bend Wall Thickness Measurements: Provide records of

measurements required by Section 15493, paragraph 3.1.1.4.

SECTTOM 15493

A) ADD subparagraph a following paragraph 3.1.1.4 as follows:
a. Measure and document wall thickness at |ually spac | 2 inch increments
radially around each bend on M-25 Grout Feed Line pipe at the locations
shown on drawings. Take 4 measurements 90 degrees apart at each increment.
Documentation shall be traceable to bend Tocation. Deliver documentation
to KEH. ‘
B) CHANGE para 3.1.4.5 to read as follows:

3.1.4.5 Show on weld identification drawings location and extent of
pressure boundary materials and materials attached to pressure boundary
requiring CMTR’s. Reference each item to its specific report.
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EMGIMEERING CHANGE MOTICE CONTINUATION SHEET

1. ECN

rase Zeot b | 5714054

IANGES TO DRAUTNGS

2)

3)

4)

H-2-77596, €4 1, REY Q

A) ISGHETRIC (ZB7): ADD the following callout with leader Tine & arrow pointing
to the top bend on 2" GR-203-M25 pipe:  SEE NOTE 12

B) ADD NOTE 12 as follows:

12.  MEASURE AND RECORD THE WALL THICKNESS OF THE 2" GR-M25 PIPE AT THE
BEND AS SPECIFIED IN SPECIFICATION B-714-C2, SECTION 15493.

H-2-77611, Sd 1, REY O

DETAIL 2 (ZE5): CHANGE callout to read 3°-0" BEND RADIUS
TYP (SEE NOTE 12)

H-2-78467, S4 1, REV O
ADD NOTE 14 as follows:

14.  MEASURE AND RECORD THE WALL THICKNESS OF THE 2" GR-M25 PIPE AT THE
BEND AS SPECIFIED IN SPECIFICATION B-714-C2, SECTION 15493.

H-2-78481, SH 1, REV O

DETAIL 3 (ZC7): ADD the following callout with leader line & arrow pointing
to the bend on the 2" GR-300-M25 pipe 3°-0" BEND RADIUS
TYP (SEE NOTE 14)
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