
H ,!+\ ~ ~ r 
~-, 

9513336.0646 00400 
.__ 

~ !bh ,,--,.: ~o :•\, _ ... TRANSMITTAL FOR -~'Be , tel Hkn oro, lnc. 
CONTROLLED PROCEDURES 

Transmittal No. Date 
BHI PROJECT FILE 

TR-OP-40 01-26-95 03 
H6-08 Document No.fTitle of Manual 

BHI-OP-00027 
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PROCEDURE NO. 
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BHI-OP-00027 
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REV. NO. TITLE 
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BHI-OP-00027, Rev. 0. 
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REVISION ORDER Page 1 

DOCUMENT TO BE CHANGED: BHI-0~OO27 

Change 
Type: 

[ ] 
General 

Document 
Type/No. 

Rev. Date 
No. 

[X] Site Spec., [ ] Exception 
Site No. 2OO-ZP-1 

Rev. Order ID 
{Assigned by 
DCC) 

[ ] 
Revision 

Approval of this revision shall alter the document identified above for: 

[ ] Sites 

Initiated 
by: 

Reason for 
change: 

[X] the project as detailed below in Section 2. 

M. J. Galbraith 

Name 

Revision ASAP 
Required by: 

Date 

DESCRIPTION OF CHANGE: 

Section 

General 

Description 

Change all references from BV-87 to MBV-3. MBV-3 will be 
operated as BV-87 was operated in the procedure {ie. Move 
MBV-3 to open, closed or auto position as was specified in 
the procedure for BV-87). 

~{New 
Section) 

• I A ",I, aJJ.:C' of'~ 
:S~t ion -4~·{ "MBV-3 Automatic Mode ( i "terl eel( C~~ekli stt/ 

0 0 oo~, 
This section duplicates the steps in Section 4.2 owever,the 
pumps referenced {in Section~ are P3-A and P3-B {See n ~ 
attacheq.,pages of BHI-OP-OOOO2). /.7 r·,·111qb 

L~ 0~r 

REVIEWED: 

CONCUR: 

f O1te 

I I l L/ t/J_,,. 
l 

Function /Area/Project Manager Date 

BHI-PC ()run l~~-C/5 
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4.8 FAILSAFE MOTOR OPERATED VAVlB INTERLOCK CHECKLIST 

This seetieB is fef tesaeg the :FBtisafe Mete£ Operated Ball Val•;es iB.terleeks. Tests shall he 
pei:fgADed quar:tet:1¥, Tbey u:e l°'a&ed Qll &be illlet and QIH&et ef beth the IBtlttent 8fl6 Eftlttee:t 
&terage TBBks. They Bfe ieterleelEed te elese ee a series ef eeetlitieos as eeteEI iB the Legie 
Deseriptien (see Seetiee 8.c», aa4 aFe te slese en less ef pe1»er. The failsafe feature ef Meter 
Operated Ball '/al, es MB'/ 1 and MBV 2 and are te pr~ent spilling of tank contents to the gn,nnd m 
the er+1ent ef a pe·w'« f&ilttfe. Tahle 4 .1 is pfO'lided te deeumeat these 'fQafterly tesm. 

4.1 MB'r=l, Antematte Mede 

1) 

2) 

Set MBll 1 "()pee Clesed .•..ute" IPNkeh te "1..ute. • 

Start Pump P 1 (Well Pulnf'• aed wmeh fer ¥al¥e te epee. 

3• ()pee paeelhe&fd eit=euk hreaker fer MB¥ 1 aed 1Jerify elesere ef JJalJJe ee demeeoe:ated le&& 
ef pewer. 

4• Clase paeelheard eit=euit brealEer te 81:)e& ·.•al·;e, thee 9fttlt eff Well Pump P 1 aed ·,erify that 
•;al¥e eleses •Nftee P 1 9fttlts dewe. 

'4.2 MB¥ 2, AtltetDatie Mede 

1. Set MB¥ 2 "()pee Close Auto" switeh te "Atite." 

2. Stert leflueet Pump P lA., er P lB (Nate: These pllfBPs 8fe wif:ed so that beth eaeeet he 
sterted at the same ~ aed ·.vateh fer ¥al•Je te 81:)8&. 

3. Open paeelho&fd eit=euk hrealEer fer MB¥ 2 aed ¥erify elesere ef ¥al¥e ee less ef pewer. 

•. Close panclhoard eirettit hreaker te 81:)ee •;al"+'e, thee slNt off r;Atieher,er pllfBll is AHHHBg, 
-.P JM. er P lB, aBtl ¥erify that 1Jal1Je Gies• when p11111p saum de•.JJR. 

/.7 
I~ MBV-3, Automatic Mode 

1. Set MBV-3 "Open-Close-Auto" switch to "Auto." 

2. Start Influent Pump P-3A, or P-3B (Note: These pumps are wired so that both cannot be 
started at the same time) and watch for valve to open. 

3. Open panelboard circuit breaker for MBV-3 and verify closure of valve on loss of power. 

4. Close panelboard circuit breaker to open valve, then shut off whichever pump is running, 
P-3A or P-3B, and verify that valve closes when pump shuts down. 
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Table 4.1. Failsafe Motor Operated Valve Interlock Checklists (continued) 

MBV-3, Automatic Mode 

Action Verified/Date 

1) Set MBV-3 "Open-Close-Auto" switch to "Auto." 

2) Start Effluent Pump P-3A, or P-3B (Note: These pumps are 
electrically interlocked so that both cannot be started at the 
same time) and watch for valve to open. 

3) Open panelboard circuit breaker for MBV-3 and verify 
closure of valve on loss of power. 

4) Close panelboard circuit breaker to open valve, then shut off 
whichever pump is running, P-3A or P-3B, and verify that 
valve closes when pump shuts down. 


