
04-ED-109 

U.S. Department of Energy 

P.O. Box 450, MSIN H6-60 
Rich land, Washington 99352 

DEC 2 2 2004 

0063991 

Mr. Michael A. Wilson, Program Manager 
Nuclear Waste Program 
State of Washington !IE~~~!~~ 
Department of Ecology 
3100 Port of Benton Blvd. EDMC 
Richland, Washington 99352 

Dear Mr. Wilson: 

HANFORD SITE AIR OPERATING PERMIT (AOP) ADMINISTRATIVE AMENDMENT 
REQUEST FOR THE HANFORD TANK WASTE TREATMENT AND IMMOBILIZATION 
PLANT (WTP) 

Attached for your review and approval is a request for an Administrative Amendment to the 
Hanford Site AOP. The Hanford Tank WTP Non-Radioactive Air Emissions Notice of 
Construction Approval Order conditions are identified in Attachment 1 of the AOP under 
Discharge Point P-WTP-001 . 

The Administrative Amendment serves to correct the testing frequency for the WTP process 
facility emission units as well as amending the emission unit classification for the Analytical 
Laboratory. The proposed AOP amendments were presented to Oliver S. Wang of the State of 
Washington Department of Ecology (Ecology) on December 7, 2004, and included: 

• The opacity test frequency for the Pretreatment, Low-Activity Waste and High-Level Waste 
facilities should be amended from "At least once per calendar quarter," to "Initial test." The 
change reflects consistent application of AOP Attachment 1, Section 2.1 , visible emissions 
survey requirements for Tier 3 emission units; and 

• The stack designation for "other facility stacks" should be changed from Tier 2 to Tier 3 
since "other facility stacks" solely includes the WTP Analytical Laboratory emission units, 
which are equipped with radiological abatement equipment. Emission units equipped with 
radiological abatement equipment are classified as Tier 3 in accordance with AOP 
Attachment 1, Section 2.1. The opacity testing frequency should also be amended from "At 
least once per calendar quarter," to "Initial test," which is consistent with AOP Attachment 1, 
Section 2.1 . 

Mr. Wang agreed with the proposed changes and concurred that the changes should be 
incorporated into the AOP through the Administrative Amendment process. The Attachment 
provides the AOP replacement page for Ecology to use in implementing the changes. 



Mr. Michael A. Wilson 
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If you have any questions, please contact me, or your staff may contact Dennis W. Bowser, 
Environmental Division, (509) 373-2566. 

ED:DWB 

Attachment 

cc w/o attach: 
B. G. Erlandson, BNI (w/attach) 
J. Cox, CTUIR 
S. Harris, CTUIR 
S. L. Dahl, Ecology 
J. L. Hensley, Ecology 
J. J . Lyon, Ecology 
0. S. Wang, Ecology (w/attach) 
J. A. Bates, FHI 
W. E. Green, FHI (w/attach) 
P. Sobotta, NPT 
K. Niles, Oregon Energy 
M. F. Jarvis, RL 
A. W. Conklin, WDOH 
R. Jim, YN 
Administrative Record ('-"/~a.v.) 
Environmental Portal, LMSI 

Sincerely, 



Attachment 
04-ED-109 

Administrative Amendment to the Hanford Site 
Air Operating Permit 



Table 1.6 cont. May December 2004 

Discharge Point P-WTP-001 
200E Area, Vitrification 
Requirement Citation (WAC or Order Citation): DE02NWP-002 :_Amendment_l 

Condition Approval 
Condition: 

11/24/2003 

Periodic Monitoring: 

Test Method: 
Test Frequency: 

Required Records: 
State-Only Enforceable: 
Calculation Model ID: 

Emissions Control: 
1.1 Opacity from each exhaust stack from process facilities 
(Pretreatment, HL W and LAW) shall not exceed 5%, other facility 
stacks shall not exceed I 0%, over a 6 minute average as measured by 
EPA Reference Method 9, or an equivalent method approved in advance 
by Ecology. A certified opacity reader shall read and record the opacity 
concurrent with any source testing. 

For Pretreatment, HL W and LAW 
See Section 2.1, Tier 3. 
EPA Reference Method 9. 
At least oRee per ealoodar quarter. Initial test. 

Test Records. 
No. 
Not applicable. 

Condition Approval 
Condition: 

11/24/2003 

Periodic Monitoring: 

Test Method: 
Test Frequency: 

Required Records : 
State-Only Enforceable: 
Calculation Model ID: 

Emissions Control: 
1.1 Opacity from each exhaust stack from process facilities 
(Pretreatment, HL W and LAW) shall not exceed 5%, other facility 
stacks shall not exceed I 0%, over a 6 minute average as measured by 
EPA Reference Method 9, or an equivalent method approved in advance 
by Ecology. A certified opacity reader shall read and record the opacity 
concurrent with any source testing .. 

For Boilers, generators and fire pumps: 
See Section 2.1, Tier l. 
EPA Reference Method 9. 
At least once per calendar quarter. 

Test Records. 
No. 
Not applicable. 

Condition Approval 
Condition: 

11/24/2003 

Periodic Monitoring: 

Test Method: 
Test Frequency: 

Required Records : 
State-Only Enforceable: 
Calculation Model ID: 

Emissions Control : 
1.1 Opacity from each exhaust stack from process facilities 
(Pretreatment, HLW and LAW) shall not exceed 5%, other facility 
stacks shall not exceed 10%, over a 6 minute average as measured by 
EPA Reference Method 9, or an equivalent method approved in advance 
by Ecology. A certified opacity reader shall read and record the opacity 
concurrent with any source testing. 

For other facility stacks: 
See Section 2.1, +ief+.-Tier 3. 
EPA Reference Method 9. 
At least oRee per ealeRdar quarter. Initial test. 

Test Records. 
No. 
Not applicable. 

ATT 1-71 



Table 1.6 cont. May 2004 

Discharge Point P-WTP-001 
200E Area, Vitrification 
Requirement Citation (WAC or Order Citation): DE02NWP-002:_Amendment_l 

Condition Approval 

Condition: 

Periodic Monitoring: 
Test Method: 
Test Frequency: 

11/24/2003 

Emissions Control : 
1.2 All boilers, generators and the diesel fire pump shall be fired on 
Ultra-Low Sulfur Fuel (ULSF), ULSF means natural gas, propane, or 
fuel oil with a sulfur content of 0.0030 % or less. Compliance shall be 
monitored by maintaining and submitting records of fuel purchases. 

Recordkeeping. 
Not specified. 
Annually. 

Required Records: Records of monthly fuel purchases and use and an annual certification, 
from the fuel distributor, stating the sulfur content of the fuel that was 
supplied. 

State-Only Enforceable: No. 
Calculation Model ID: Not applicable. 

Condition Approval 
Condition: 

Periodic Monitoring: 
Test Method: 
Test Frequency: 

11/24/2003 
Emissions Control: 
1.3 Three of the steam generating boilers shall not exceed 8,760 hours 
(each) per year, and three shall not e/Cceed 3,679 hours (each) per year 
on a 12 month rolling summation calculated once per month. 
Compliance shall be monitored by installing and operating non-resetable 
totalizers on each boiler. 

Recordkeeping. 
Not specified. 
Monthly. 

Required Records : Records showing all hours of operation. 
State-Only Enforceable: Yes. 
Calculation Model ID: Not applicable. 

Condition Approval 
Condition: 

Periodic Monitoring: 
Test Method: 
Test Frequency: 

11/24/2003 
Emissions Control : 
1 .4 Each of the three emergency generators shall not operate for more 
than 164 hours per year on a 12 month rolling summation calculated 
once per month. 
Compliance shall be monitored by installing and operating non-resetable 
totalizers on each generator. 

Recordkeeping. 
Not specified. 
Monthly. 

Required Records: Records showing all hours of operation. 
State-Only Enforceable: No. 
Calculation Model ID: Not applicable . 

ATT 1-72 


