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2)

SECTION 10400

A)

B)

0)

Change paragraph 2.1.4 and 2.1.4.]1 to read as follows:

2.1.4 Sensing Cable, Low Profile Type with 18 inches of four conductor
leader cable, factory connected to each end: Raychem TraceTek, Catalog
No. TT 3000-MSC-XX-LP. "XX" denotes cable length in feet. Specify custom
cut length based on distance between two pull points.

2.1.4.1. Connectorized Jumper Cable: Male connector on one end, female
connector on opposite end, Raychem TraceTek, Catalog No. TT-MJC-3-MC.
(Required only at pull points that have a sensing cable termination.)

Change paragraph 2.1.4.2 heading to read: E&nd Termination:
Add paragraph 2.1.4.3, 2.1.4.4, 2.1.4.5, and 2.1.4.6 as follows:

2.1.4.3 Scotchlok plastic connector, for connecting one half of
Connectorized Jumper Cable to Sensing Cable, Raychem TraceTek, Catalog No.
TT-JSK-SL, package quantity 20.

2.1.4.4 Heat Shrinkable Tubing, for covering of Connectorized Jumper Cable
connectors after both connectors are connected together, Raychem TraceTek.

2.1.4.5 Portable Test Box, Raychem TraceTek, Catalog No. TT-PTB-1000 with
operating instructions for testing of TT 3000-MSC-XX-LP sensing cable.

2.1.4.6 Sensing Cable Map: Provide sensing cable map that shows entire
sensing cable routing from Grout Processing Facility to each of four vaults
(102-105). Indicate pipe length in segments not greater than 20 feet and
indicate the location of all pull point terminations. Provide glass and
frame for map. Maximum size not larger than 40 inches by 28 inches.

Change words in paragraph 3.2.8.1 frpm: access port to pull point.
Change paragraph 3.2.8.3 to read as follows:

3.2.8.3 Connect one half of a Connectorized Jumper Cable to the end of a
Sensing Cable using Scotchlok plastic connectors, 8 connectors reqguired at
each pull point where sensing cable is terminated. Terminations shall be
made at the following listed pull points: PP-11, PP-12, PP-14  PP-16, PP-21.
PP-22, Vault Pit 102, Vault Pit 103, PP-12, PP-24, PP-26, PP-28, PP-30, PP-
32, PP-38, Vault Pit 104, and Vault Pit 105.

Renumber paragraph 3.2.8.4 and 3.2.8.5 to 3.2.8.5 and 3.2.8.6 respectively.
Add new paragraph 3.2.8.4 as follows:
3.2.8.4 Connect together male and female connectors of Connectorizad Jumper

Cables and install heat shrinkable tubing over both connectors. Shrink using
heat gun. '
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H)

Change paragraph 3.3.3.1 to read as follows:

3.3.3.1 During installation immediately after sensing cable is pulled in and
terminated: Connect one end of the sensing cable to the portable test box
and an end termination to the opposite end of sensing cable. Check that the
sensing cable is functioning properly by following operating instructions
provided with the portable test box. If test indicates sensing cable is not
functioning properly, replace the sensing cable and retest.

Delete paragraph 3.3.3.2.

Replace Approval Data List and Vendor Information list with revised Lists
shown on pages 6 & 7 of this ECN.




SPEC/DWG
REF

ITEM DESCRIPTION

ACCEPTABLE VALUE,
CONDITION OR TOLERANCE

METHOD OF VERIFICATION

SAMPLE SIZE

16400

2.1.4

Sensing Cable

Sensing Cable
Accessories

Identification:

Raychem TraceTek Catalog

No. TT 3000-MSC-XX-LP
Configuration: As described
in manufacturer’s catalog

Identification:

Raychem TraceTek Catalog

Nos.

TT-MJC-3-MC (Connectorized
Jumper Cable)

TT-MET-MC (End Termination)

TT-JSK-SL (Plastic

Connector)

Heat Shrink Tubing

TT-PBT-1000 (Portable Test
Box)

Sensing Cable Map

Visual: Catalog number on
shipping container

Visual: Catalog number on
shipping container or on item

Submit for approval

100%

100%

100%
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