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Figure 5-421. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-B, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-422. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-B, Spatial Distribution of Groundwater Chromium 
Concentration During Calendar Year 11,885 
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Subgroup 1-B, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 3890 
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Figure ~25. Waste Management Alternative 2, Disposal Group 1, 
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Figure 5-426. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-B, Spatial Distribution of Groundwater Total Uranium 

Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

Under Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, in general, discharges from 
IDF-East are the predominant contributors. The RPPDF is a secondary contributor. 

For the conservative tracers, with the exception of chromium, concentrations at the Core Zone Boundary 
remain within an order of magnitude of the benchmark concentration during the last 5,000 years of the 
period of analysis. Concentrations at the Columbia River are slightly lower, but within an order of 
magnitude of the concentrations at the Core Zone Boundary. Chromium concentrations remain over two 
orders of magnitude below the benchmark at the Core Zone Boundary and the Columbia River. 

For uranium-238 and total uranium, limited mobility is an important factor governing the timeframes and 
scale of groundwater impacts. The concentrations of these retarded species remain well below the 
benchmark at the Core Zone Boundary and the Columbia River throughout the simulation. The peak 
intensity and area of the contamination plume are near the end of the period of analysis. 
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5.3.1.2.1.3 Disposal Group 1, Subgroup 1-C 

ACTIONS AND TIMEFRAMES INFLUENCING GROUNDWATER IMPACTS 

Subgroup 1-C covers disposal of waste generated under Tank Closure Alternative 3B and FFTF 
Decommissioning Alternative 2 or 3 as well as onsite- and offsite-generated waste. Waste would be 
converted to IHL W, ILA W glass, and cast stone waste. IHL W would be stored on site, while ILA W glass 
and cast stone waste would be disposed of at IDF-East. 

For the long-term groundwater impact analysis, two major periods were identified for Waste Management 
Alternative 2, Disposal Group 1, Subgroup 1-C, as follows: 

• The disposal period was assumed to start with the onset of disposal operations in IDF-East and 
the RPPDF in CY 2009 and continue through CY 2050, when these facilities would be 
operationally closed. During the disposal period, the materials in these permitted, operational 
facilities would not be available for release to the environment. 

• The post-disposal period was assumed to start in CY 2051 and continue through the l 0,000-year 
period of analysis until CY 11 ,940. At the start of this period, materials in the facilities become 
available for release to the environment, and modified RCRA Subtitle C barriers would be 
emplaced over IDF-East and the RPPDF to limit infiltration during the first 500 years of the 
post-disposal period. 

COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C. Complete results for all 40 COPCs are tabulated in Appendices M, N, and 0. The 
discussion in this section of long-term impacts associated with Waste Management Alternative 2, 
Disposal Group 1, Subgroup 1-C, is focused on the following COPC drivers: 

• Radiological risk drivers: iodine-129, technetium-99, and uranium-238 
• Chemical risk drivers: none 
• Chemical hazard drivers : acetonitrile, boron, chromium, fluoride, nitrate, and total uranium 

The COPC drivers for Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, were selected 
by evaluating the risk or hazard associated with all 40 COPCs during the year of peak risk or hazard at the 
Core Zone Boundary during the 10,000-year period of analysis and selecting the major contributors. This 
process is described in Appendix Q. Uranium-238 and total uranium were added to the COPC drivers; 
although their contribution to risk and hazard are not dominant during the year of peak risk or hazard, 
they become major contributors toward the end of the period of analysis. The radiological risk drivers 
listed above account for essentially 100 percent of the radiological risk. No chemical risk is predicted. 
The chemical hazard drivers above account for 100 percent of the chemical hazard associated with Waste 
Management Alternative 2, Disposal Group 1, Subgroup 1-C. 

The COPC drivers that are discussed in detail in this section fall into two categories. Iodine-129, 
tecbnetium-99, acetonitrile, boron, chromium, and nitrate are all mobile (i.e., move with groundwater) 
and long-lived (relative to the 10,000-year period of analysis), or stable. They are essentially 
conservative tracers. Uranium-238 and total uranium are long-lived, or stable, but are not as mobile as 
the other COPC drivers. These constituents move about seven times more slowly than groundwater. As 
the analyses of release, concentration versus time, and spatial distribution of the COPC drivers are 
presented, the distinct behavior of these groups will become apparent. 
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The other COPCs that were analyzed do not significantly contribute to drinking water risk at the 
Core Zone Boundary during the period of analysis because of high retardation factors (i .e. , retention in 
the vadose zone), short half-lives (i.e. , rapid radioactive decay), or a combination of both factors. 

ANALYSIS OF RELEASE AND MASS B ALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 
in tenns of the total amount of COPCs released to the vadose zone, groundwater, and the Columbia River 
during the 10,000-year period of analysis. Releases of radionuclides are totaled in curies; chemicals in 
kilograms (see Figures 5-427 through 5-438). Eight subtotals are plotted representing releases from 
ILA W glass, cast stone waste, ETF-generated secondary waste, retired melters, tank closure secondary 
waste, FFTF Decommissioning Alternative 3 waste, waste management secondary waste, onsite- and 
offsite-generated waste, and RPPDF waste. Note that the release amounts are plotted on a logarithmic 
scale to facilitate visual comparison of releases that vary over eight orders of magnitude. 

Figure 5-427 shows the estimated release at IDF-East to the vadose zone for the radiological risk drivers 
and Figure 5-428, the chemical hazard drivers. For all types of sources, the release to the vadose zone is 
controlled by the inventory (i .e., 100 percent of the inventory was released during the period of analysis) . 
The predominant source of acetonitrile, chromium, nitrate, and tecbnetium-99 is the cast stone waste; of 
iodine-129 is offsite-generated waste. Other sources of contamination include ILA W glass, 
ETF-generated secondary waste, retired melters, tank closure secondary waste, FFTF Decommissioning 
Alternative 3 waste, waste management secondary waste, and onsite-generated waste. 

Figure 5-429 shows the estimated release at IDF-East to groundwater for the radiological risk drivers and 
Figure 5-430, the chemical hazard drivers. In addition to the inventory considerations discussed in the 
previous paragraph, release to groundwater is controlled by the transport properties of the COPC drivers 
and by the rate of moisture movement through the vadose zone. With the exception of offsite-generated 
waste, of which nearly all that was released to the vadose zone reached groundwater in the analysis, only 
40 to 50 percent of the technetium-99 and iodine-129 released to the vadose zone reached groundwater. 
Chromium from ILA W glass and retired melters behaves similarly to tecbnetium-99 and iodine-129. 
When released from other sources, nearly all the chromium that enters the vadose zone reaches 
groundwater. For nitrate, fluoride , boron, and acetonitrile, nearly everything released to the vadose zone 
reaches groundwater. 

Figure 5-431 shows the estimated release at IDF-East to the Columbia River for the radiological risk 
drivers and Figure 5-432, the chemical hazard drivers. Release to the Columbia River is controlled by 
the transport properties of the COPC drivers. In nearly all cases, between 90 and 100 percent of the 
amount released to groundwater reached the Columbia River in the analysis. The exceptions to this trend 
are the retired melters for both tecbnetium-99 and iodine-129 and waste management secondary and 
onsite-generated waste for iodine-129. In these cases, nothing released to groundwater reached the 
Columbia River. 

Figure 5-433 shows the estimated release at the RPPDF to the vadose zone for the radiological risk 
drivers and Figure 5-434, the chemical hazard drivers. For all types of sources, the release to the vadose 
zone is controlled by the inventory (i .e., 100 percent of the inventory was released during the period of 
analysis). Tecbnetium-99, iodine-129, chromium, and nitrate are all present at the RPPDF. 

Figure 5-435 shows the estimated release at the RPPDF to groundwater for the radiological risk drivers 
and Figure 5-436, the chemical hazard drivers . In addition to the inventory considerations discussed in 
the previous paragraph, release to groundwater is controlled by the transport properties of the COPC 
drivers and by the rate of moisture movement through the vadose zone. All of the COPC drivers present 
at the RPPDF behave as conservative tracers , with essentially all of the mass released to the vadose zone 
reaching groundwater. 
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Figure 5-437 shows the estimated release at the RPPDF to the Columbia River for the radiological risk 
drivers and Figure 5-438, the chemical hazard drivers . Release to the Columbia River is controlled by 
the transport properties of the COPC drivers. Essentially everything released to groundwater reached the 
Columbia River in the analysis for all COPC drivers present. 
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Figure 5-438. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 
Chemical Releases at River Protection Project Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the analysis of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 
in terms of groundwater concentration versus time at the Core Zone Boundary and the Columbia River. 
Concentrations of radionuclides are in picocuries per liter; chemicals in micrograms per liter (see 
Figures 5-439 through 5-443). The benchmark concentration for each radionuclide and chemical is also 
shown. Because of the discrete nature of the concentration carried across a barrier or the river, a line 
denoting the 95th percentile upper confidence limit of the concentration is included on several of these 
graphs. This confidence interval was calculated to show when the actual concentration over a certain 
time interval is likely (95 percent of the time) to be at or below this value. The confidence interval is 
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basically a statistical aid to interpreting data with a significant amount of random fluctuation (noise). The 
confidence interval was calculated when the concentration had a reasonable degree of noise, the 
concentration's trend was level, and the concentrations were near the benchmark. Note that the 
concentrations are plotted on a logarithmic scale to faci litate visual comparison of concentrations that 
vary over five orders of magnitude. Table 5- 79 lists the maximum concentrations of the CO PCs in the 
peak year at IDF-East and the RPPDF, Core Zone Boundary, and Columbia River nearshore. 

Figures 5-439 through 5-442 show concentration versus time for iodine-129, technetium-99, chromium, 
and nitrate (the conservative tracers). For technetium-99, a small rise in concentration is evident in the 
early years, peaking around CY 3940 but remaining over an order of magnitude below the benchmark 
concentration. Beginning in CY 5400, concentrations at the Core Zone Boundary begin climbing again, 
stabilizing very near to the benchmark concentration at CY 7940. Iodine-129 follows a similar pattern, 
stabilizing slightly above the benchmark concentration, while chromium and nitrate peak below the 
benchmark. 

Figure 5-443 shows concentration versus time for total uranium. Because of the high retardation of 
uranium, no contamination appears until CY 9940, when total uranium concentrations at the Core Zone 
Boundary first surpass 1.0 x I o-8 micrograms per liter. 
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Table 5-79. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 
Maximum COPC Concentrations in the Peak Year at IDF-East and the RPPDF, 

Core Zone Boundary, and Columbia River Nearshore Groundwater 

Core Zone Columbia River Benchmark 
Contaminant IDF-East RPPDF Boundary Nearshore Concentration 

Radionuclide in picocuries per liter 
Technetium-99 5,660 33 8,160 1,690 900 

(9048) (3825) (9163) (8927) 
Iodine-1 29 18 0.1 8 7 1 

(8491 ) (3772) (8858) (8700) 
Chemical in micrograms per liter 
Acetoni trile 25 0 9 7 JOO 

(828 1) (1940) (8313) (8973) 
Chromium 437 2 265 116 100 

(8940) (3856) (8760) (93 11 ) 
Fluoride 0 0 1 0 4,000 

(8035) (1 940) (7258) (8913) 
Nitrate 50,200 149 21,200 14,100 45,000 

(8665) (38 I 1) (8290) (9453) 
Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are md1cated 
in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River Protection 
Project Disposal Facility. 
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ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 
in terms of the spatial distribution of groundwater concentration at selected times. Concentrations of 
radionuclides are in picocuries per liter; chemicals in micrograms per liter (see Figures 5-444 through 
5-456). Concentrations for each radionuclide and chemical are indicated by a color scale that is relative 
to the benchmark concentration. Concentrations greater than the benchmark concentration are indicated 
by the fully saturated colors green, yellow, orange, and red in order of increasing concentration. 
Concentrations less than the benchmark concentration are indicated by the faded colors green, blue, 
indigo, and violet in order of decreasing concentration. Note that the concentration ranges are on a 
logarithmic scale to facilitate visual comparison of concentrations that vary over three orders of 
magnitude. 

At CY 3890, there is a low-concentration plume of iodine-129 (see Figure 5-444) that stretches north 
from the RPPDF and through Gable Gap. By CY 7140 (see Figure 5-445), the plume from the RPPDF is 
gone, but a new plume has formed, traveling east from IDF-East. Concentrations in this plume are over 
an order of magnitude above the benchmark. Figure 5-446 shows the iodine-129 concentration for 
CY 11,885. Technetium-99 (see Figures 5-447 through 5-449), chromium (see Figures 5-450 through 
5-452), and nitrate (see Figures 5-453 through 5-455) show similar spatial distributions at selected times. 
Iodine-129, technetium-99, chromium, and nitrate are all conservative tracers (i .e., move at the rate of the 
pore water velocity). 

Total uranium shows a different spatial distribution over time. It is not as mobile as the COPCs discussed 
above, moving about seven times slower than the pore water velocity. As a result, travel times through 
the vadose zone are longer, release to the aquifer is delayed, and travel times through the aquifer to the 
Columbia River are longer. By CY 11 ,885, there is a plume extending through Gable Gap from the 
RPPDF (see Figure 5-456). Concentrations in all areas of the plume remain below one-twentieth of the 
benchmark. 
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Figure 5-444. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-C, Spatial Distribution of Groundwater lodine-129 
Concentration During Calendar Year 3890 
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Figure 5-445. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-C, Spatial Distribution of Groundwater Iodine-129 
Concentration During Calendar Year 7140 
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Figure 5--446. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 11,885 

5-487 



Draft Tank Closure and Waste Management Environmental impact Statement for the 
Hanford Site, Richland, Washington 

(p,cocuroes per l tet) 

Maximum contaminant level = 900 

90-450 

• 450-000 • 900-4,500 

4. ~ . 000 

• 9,000-45,000 

• >45,000 

D C...e Zone Boundary 

'·""' 
Note: To convert meters to 
feet, IT>Jl!Jplyby3281 

t0.000 15,000 -
Figure 5-447. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 3890 
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Figure 5--448. Waste Management Alternative 2, Disposal Group 1, 
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Figure 5-449. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 11,885 
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Figure 5-450. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-C, Spatial Distribution of Groundwater Chromium 
Concentration During Calendar Year 3890 
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Figure 5-451. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-452. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 11,885 
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Figure 5-453. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-C, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 3890 
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Figure 5-454. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 7140 
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Figure 5-455. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 11,885 
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Figure 5-456. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-C, Spatial Distribution of Groundwater Total Uranium 

Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

Under Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, in general, discharges from 
IDF-East are the predominant contributors. The RPPDF is a secondary contributor. 

For the conservative tracers, concentrations at the Core Zone Boundary remain within an order of 
magnitude of the benchmark concentration during the last 5,000 years of the period of analysis. 
Concentrations at the Columbia River are slightly lower, but within an order of magnitude of the 
concentrations at the Core Zone Boundary. The intensities and areas of these groundwater plumes 
stabilize around CY 6940. 

For uranium-238 and total uranium, limited mobility is an important factor governing the timeframes and 
scale of groundwater impacts. The concentrations of these retarded species remain well below the 
benchmark at the Core Zone Boundary and the Columbia River throughout the simulation. The peak 
intensity and area of the contamination plume are near the end of the period of analysis. 
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5.3.1.2.1.4 Disposal Group 1, Subgroup 1-D 

ACTIONS AND TIMEFRAMES INFLUENCING GROU DWATER IMPACTS 

Subgroup 1-D covers disposal of waste generated under Tank Closure Alternative 3C and FFTF 
Decommissioning Alternative 2 or 3, as well as onsite- and offsite-generated waste. Waste would be 
converted to IHL W, ILA W glass, and steam reforming waste. lHL W would be stored on site, while 
ILA W glass and steam reforming waste would be disposed of at IDF-East. 

For the long-term groundwater impact analysis, two major periods were identified for Waste Management 
Alternative 2, Disposal Group 1, Subgroup 1-D, as follows: 

• The disposal period was assumed to start with the onset of disposal operations in IDF-East and 
the RPPDF in CY 2009 and continue through CY 2050, when these facilities would be 
operationally closed. During the disposal period, the materials in these permitted, operational 
facilities would not be available for release to the environment. 

• The post-disposal period was assumed to start in CY 2051 and continue through the 10,000-year 
period of analysis until CY 11 ,940. At the start of this period, materials in the facilities become 
available for release to the environment, and modified RCRA Subtitle C barriers would be 
emplaced over IDF-East and the RPPDF to limit infiltration during the first 500 years of the 
post-disposal period. 

COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2. Complete results are tabulated 
in Appendices M, N, and 0. The discussion in this section of long-term impacts associated with Waste 
Management Alternative 2 is focused on the following COPC drivers: 

• Radiological risk drivers: technetium-99 and iodine-129 
• Chemical risk drivers: none 
• Chemical hazard drivers: chromium, nitrate, fluoride, boron, and total uranium 

The COPC drivers for Waste Management Alternative 2 were selected by evaluating the risk or hazard 
associated with all 40 COPCs during the year of peak risk or hazard at the Core Zone Boundary during 
the 10,000-year period of analysis and selecting the major contributors. This process is described in 
Appendix Q. The radiological risk drivers listed above account for essentially 100 percent of the 
radiological risk. No chemical risk is predicted. The chemical hazard drivers above account for over 
99 percent of the chemical hazard associated with Waste Management Alternative 2. 

The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, chromium, 
fluoride, nitrate, and boron) are all mobile (i.e. , move with groundwater) and long-lived (relative to the 
10,000-year period of analysis), or stable. They are essentially conservative tracers. Total uraniwn was 
added to the list because it begins to appear toward the end of the period of analysis. Total uranium is 
long-lived, or stable, but is not as mobile as the other COPC drivers; it moves about seven times more 
slowly than groundwater. The other COPCs that were analyzed do not significantly contribute to 
drinking water risk at the Core Zone Boundary during the period of analysis because of high retardation 
factors (i .e., retention in the vadose zone), short half-lives (i.e. , rapid radioactive decay), or a combination 
of both factors . 
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ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Disposal Group 1, Subgroup 1-D, in terms of the total amount of 
COPCs released to the vadose zone, groundwater, and the Columbia River during the 10,000-year period 
of analysis . Releases of radionuclides are totaled in curies; chemicals in kilograms (see Figures 5-457 
through 5-468). Eight subtotals are plotted for IDF-East representing releases from ILA W glass, 
ETF-generated secondary waste, tank closure secondary waste, FFTF Decommissioning Alternative 3 
waste, onsite- and offsite-generated waste, steam reforming waste, retired melters, and waste management 
secondary waste. Release plots from the RPPDF are also included. Note that the release amounts are 
plotted on a logarithmic scale to facilitate visual comparison of releases that vary over eight orders of 
magnitude. 

Figure 5-457 shows the estimated release at IDF-East to the vadose zone for the radiological risk drivers 
and Figure 5-458, the chemical hazard drivers. Technetium-99 is released to the vadose zone from each 
of the subtotaled sources, with steam reforming waste and offsite-generated waste contributing the most. 
Iodine-129 had releases in the analysis from six of the sources, with steam reforming waste and 
offsite-generated waste also contributing the most. Chromium had six sources, with steam reforming 
waste and tank closure secondary waste providing the most releases. Nitrate was released only from 
ETF-generated secondary waste, waste management secondary waste, and onsite-generated waste. 
Fluoride and boron both were released only from waste management secondary waste and 
onsite-generated waste. 

1.0x1Q5-r---------------------------------, 

1.0x1Q4-+---

1.0x1Q3-+---

'iii' 1.0x102-+---
ai 
•;: 1 .0x101-+---
:l 
~ 1.0 

:J: 1 .Qx1Q·1 
IV 
GI 1.Qx1Q·2 
cii 
0::: 1 .Qx1Q·3 

1 .0x 1Q-4 

1 .Qx1Q·5 

1.0x1Q-6 

Technetium-99 

• Immobilized low-activity waste glass 
• Steam reforming 

• Effluent Treatment Facility-generated 
secondary waste 
Retired melters 

lodine-129 

• Tank Closure secondary waste 
• Fast Flux Test Facility Alternative 3 waste 
• Waste Management secondary and onsite waste 
• Offsite waste 

Figure 5-457. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5--458. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 

Figure 5-459 shows the estimated release at IDF-East to groundwater for the radiological risk drivers and 
Figure 5-460, the chemical hazard drivers . Release to groundwater is controlled by the transport 
properties of the COPC drivers and by the rate of moisture movement through the vadose zone. For the 
conservative tracers (technetium-99, iodine-129, chromium, nitrate, fl uoride, and boron), the amount 
released to groundwater is typically equal to the amount released to the vadose zone. For tecbnetium-99, 
the amount released to groundwater was essentially equal to that released to the vadose zone for steam 
reforming waste, ETF-generated secondary waste, and offsite-generated waste. For ILA W glass, retired 
melters, and tank closure secondary waste, about 45 to 50 percent of the tecbnetium-99 released to the 
vadose zone was transferred to the groundwater. For FFTF Decommissioning Alternative 3 waste, waste 
management secondary waste, and onsite-generated waste, about 60 to 65 percent of the technetium-99 
released to the vadose zone was transferred to the groundwater. For iodine-129, the amount released to 
groundwater was essentially equal to that released to the vadose zone for steam reforming waste and 
offsite-generated waste. For ILA W glass, ETF-generated secondary waste, tank closure secondary waste, 
waste management secondary waste, and onsite-generated waste, about 40 to 50 percent of the iodine-129 
released to the vadose zone was transferred to the groundwater. For chromium, the amount released to 
groundwater was essentially equal to that released to the vadose zone for steam reforming waste, 
ETF -generated secondary waste, tank closure secondary waste, waste management secondary waste, and 
onsite- and offsite-generated waste. For ILA W glass, about 40 percent of the chromium released to the 
vadose zone was transferred to the groundwater. For nitrate, the amount released to groundwater was 
essentially equal to that released to the vadose zone for ETF-generated secondary waste, waste 
management secondary waste, and onsite- and offsite-generated waste. For fluoride, the amount released 
to groundwater was essentially equal to that released to the vadose zone for waste management secondary 
waste and onsite-generated waste. For boron, the amount released to groundwater was essentially equal 
to that released to the vadose zone for waste management secondary waste and onsite-generated waste. 

5-500 



Chapter 5 • Long-Term Environmental Consequences 

1.0><105~-------------------------------

1.0><104-t---

1.0><103-+---

U) 1.0><102-+--
CI) 

"§ 1.0x1Q1-+---

~ 1.0 

~ 1.0><10·1 
l1J 
Cl> 1.0x1Q·2 
cii 
0:: 1.0x1Q-3 

1.0><10-4 

1.0x1Q·5 

1.0><10·6 

Technetium-99 

• Immobilized low-activity waste glass 

• Steam reforming 

• Effluent Treatment Faci lity-generated 
secondary waste 

Retired melters 

lodine-129 

• Tank Closure secondary waste 

• Fast Flux Test Facility Alternative 3 waste 
Waste Management secondary and onsite waste 

• Offsite waste 

Figure 5-459. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, · 
Radiological Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5-460. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5--461 shows the estimated release at IDF-East to the Columbia River for the radiological risk 
drivers and Figure 5--462, the chemical hazard drivers. For the conservative tracers (technetium-99, 
iodine-129, chromium, nitrate, fluoride , and boron), the amount released to the Columbia River is 
typically essentially equal to the amount released to the vadose zone. For technetium-99, the amount 
released to the Columbia River from the groundwater was about 90 to 98 percent for ILA W glass, steam 
reforming waste, ETF-generated secondary waste, retired melters, tank closure secondary waste, FFTF 
Decommissioning Alternative 3 waste, waste management secondary waste, and onsite- and offsite
generated waste. For iodine-129, the amount released to the Columbia River from the groundwater was 
about 90 to 100 percent for ILA W glass, stream reforming waste, ETF-generated secondary waste, tank 
closure secondary waste, and offsite-generated waste. Essentially none of the iodine-1 29 released from 
waste management secondary waste and onsite-generated waste from the groundwater was transferred to 
the Columbia River. For chromium, the amount released to the Columbia River from the groundwater 
was about 90 to 100 percent for ILA W glass, stream reforming waste, ETF-generated secondary waste, 
tank closure secondary waste, waste management secondary waste, and onsite- and offsite-generated 
waste. For nitrate, the amount released to the Columbia River was essentially equal to that released to the 
groundwater for ETF-generated secondary waste, waste management secondary waste, and onsite- and 
offsite-generated waste. For fluoride, the amount released to the Columbia River was essentially equal to 
that released to the groundwater for waste management secondary waste and onsite-generated waste. For 
boron, the amount released to the Columbia River was essentially equal to that released to the 
groundwater for waste management secondary waste and onsite-generated waste. 
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Figure 5-461. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-462. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Columbia River 

Figure 5-463 shows the estimated release at the RPPDF to the vadose zone for the radiological risk 
drivers and Figure 5-464, the chemical hazard drivers. The only constituents released to the vadose zone 
from the RPPDF were technetium-99, iodine-129, chromium, and nitrate. 
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Figure 5-464. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chemical Releases at River Protection Project Disposal Facility to Vadose Zone 

Figure 5-465 shows the estimated release at the RPPDF to groundwater for the radiological risk drivers 
and Figure 5-466, the chemical hazard drivers. For the RPPDF, the amount released to groundwater was 
essentially equal to that released to the vadose zone for technetium-99, iodine-129, chromium, and nitrate. 
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Figure 5-466. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chemical Releases at River Protection Project Disposal Facility to Groundwater 

Figure 5-467 shows the estimated release at the RPPDF to the Columbia River for the radiological risk 
drivers and Figure 5-468, the chemical hazard drivers. For the RPPDF, about 95 percent of 
technetium-99, iodine-129, chrorni um, and nitrate released from the groundwater reached the Columbia 
River. 
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Figure 5-468. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chemical Releases at River Protection Project Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the analysis of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
impacts in terms of groundwater concentration versus time at the Core Zone Boundary and the Columbia 
River. Concentrations of radionuclides are in picocuries per liter; chemicals in micrograms per liter 
(see Figures 5-469 through 5-473). The benchmark concentration for each radionuclide and chemical is 
also shown. Because of the discrete nature of the concentration carried across a barrier or the river, a line 
denoting the 95th percentile upper confidence limit of the concentration is included on a few graphs. This 
confidence interval was calculated to show when the actual concentration over a certain time interval is 
likely (95 percent of the time) to be at or below this value. The confidence interval is basically a 
statistical aid to interpreting data with a significant amount of random fluctuation (noise). The confidence 
interval was calculated when the concentration bad a reasonable degree of noise, the concentration's trend 
was level, and the concentrations were near the benchmark. Note that the concentrations are plotted on a 
logarithmic scale to facilitate visual comparison of concentrations that vary over five orders of magnitude. 
Table 5-80 lists the maximum concentrations oftbe COPCs in the peak year at IDF-East and the RPPDF, 
Core Zone Boundary, and Columbia River nearsbore. 

Figure 5-469 shows the concentration versus time plot for technetium-99. Releases cause the 
groundwater concentrations at the Core Zone Boundary and at the Columbia River nearshore to exceed 
the benchmark concentration by about one-half of an order of magnitude at around CY 6000. The 
concentrations at the Core Zone Boundary and the Columbia River nearshore remain above the 
benchmark concentration through the end of the period of analysis. 
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The plot of concentration of iodine-129 versus time shows a pattern similar to that of technetium-99 
(see Figure 5-470). 
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Figure 5--471 shows the concentration versus time plot for chromium. The concentrations at the Core 
Zone Boundary exceed the benchmark from about CY 7000 to 10,000. During the same time period, 
concentrations from the Columbia River nearshore approach the benchmark, but never reach it. The 
concentrations at the Core Zone Boundary and the Columbia River nearshore both remain about one-half 
of an order of magnitude below the benchmark at the end of the period of analysis. 
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Figure 5-471. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Chromium Concentration Versus Time 
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Figure 5-472 shows the concentration versus time plot for nitrate. The concentrations at the Core Zone 
Boundary and the Columbia River nearshore both peak at around CY 8000. Even at the concentration's 
peak, nitrate levels still remain about one to one and one-half orders of magnitude below the benchmark 
level. 
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Figure 5-472. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Nitrate Concentration Versus Time 
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Figure 5--473 shows the concentration versus time plot for total uranium. It is not until around CY 9900 
that concentrations begin to appear on the graph. The concentrations at the Core Zone Boundary and the 
Columbia River nearshore both remain about eight to nine orders of magnitude below the benchmark 
level. 
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Figure 5-473. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Total Uranium Concentration Versus Time 

Table 5-80. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 
Maximum COPC Concentrations in the Peak Year at IDF-East and the RPPDF, 

Core Zone Boundary, and Columbia River Nearshore 
Core Zone Columbia River Benchmark 

Contaminant IDF-East RPPDF Boundary Nearshore Concentration 
Radionuclide in picocuries per liter 
Technetium-99 30,100 33 24,800 7,610 900 

(9032) (3825) (9067) (8274) 
Iodine-1 29 24 0.1 16 8 1 

(8 195) (3772) (8082) (8699) 
Chemical in micrograms per liter 
Chromium 436 2 174 116 100 

(9071) (3856) (8397) (9878) 

Fluoride 0 0 1 0 4,000 

(8035) (1940) (7258) (89 13) 

Nitrate 14,500 149 4,970 3,320 45,000 

(7859) (38 1 I) (7269) (7744) 

Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are 
indicated in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Faci lity; RPPDF=River Protection 
Proj ect Disposal Facility. 
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ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Disposal Group 1, Subgroup 1-D, in terms of the spatial distribution 
of groundwater concentration at selected times. Concentrations of radionuclides are in picocuries per 
liter, chemicals in micrograms per liter. Concentrations for each radionuclide and chemical are indicated 
by a color scale that is relative to the benchmark concentration. Concentrations greater than the 
benchmark concentration are indicated by the fully saturated colors green, yellow, orange, and red in 
order of increasing concentration. Concentrations less than the benchmark concentration are indicated by 
the faded colors green, blue, indigo, and violet in order of decreasing concentration. Note that the 
concentration ranges are on a logarithmic scale to facilitate visual comparison of concentrations that vary 
over three orders of magnitude. 

Figure 5-474 shows the spatial distribution of groundwater concentration of iodine-129 during CY 3890. 
Releases from the RPPDF create a plume extending northerly through Gable Gap toward the Columbia 
River. Peak concentrations in this plume exceed the benchmark by about one to five times, although the 
majority of the plume has concentrations less than one-twentieth of the benchmark. By CY 7140, releases 
from IDF-East create a new plume extending easterly toward the Columbia River (see Figure 5-475). 
Peak concentrations in this plume exceed the benchmark by 10 to 50 times. By the end of the period of 
analysis (CY 11 ,885), the plume created by the RPPDF has mostly dissipated, while the IDF-East plume 
continues to persist, with small patches exceeding the benchmark by about 5 to 10 times 
(see Figure 5-476). Technetium-99 shows a similar spatial distribution over time (see Figure 5-477 
through 5-479). Chromium and nitrate also show a similar spatial distribution over time, but with less
intense areas of peak concentration (see Figures 5-480 through 5-485). 

Total uranium is not as mobile as those COPCs discussed above, moving about seven times slower than 
the pore water velocity. As a result, travel times through the vadose zone are longer, release to the aquifer 
is delayed, and travel times through the aquifer to the Columbia River are longer. Figure 5-486 shows 
the distribution of total uranium during CY 11 ,885. A plume that is less than one-twentieth of the 
benchmark was released from the RPPDF and is extending northerly through Gable Gap toward the 
Columbia River. Because of the slow nature of the pore water velocity, most of the uranium releases are 
expected to occur after the period of analysis is over. 
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Figure 5-482. Waste Management Alternative 2, Disposal Group 1, 
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Figure 5-484. Waste Management Alternative 2, Disposal Group 1, 
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Figure 5-485. Waste Management Alternative 2, Disposal Group 1, 
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Figure 5--486. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-D, Spatial Distribution of Groundwater Total Uranium 

Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

For technetium-99, releases cause the groundwater concentrations at the Core Zone Boundary and at the 
Columbia River nearshore to exceed the benchmark concentration by about one-half of an order of 
magnitude at around CY 6000. The concentrations at the Core Zone Boundary and at the Columbia River 
nearshore remain above the benchmark concentration through the end of the period of analysis. 
Iodine-129 showed a pattern similar to that of techneti um-99. 

For chromium, the concentrations at the Core Zone Boundary exceed the benchmark from about CY 7000 
to 10,000. During the same time period, concentrations from the Columbia River nearshore approach the 
benchmark, but never reach it. The concentrations at the Core Zone Boundary and the Columbia River 
nearshore both remain about one-half of an order of magnitude below the benchmark at the end of the 
period of analysis. 
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Nitrate concentrations at the Core Zone Boundary and the Columbia River nearshore both peak at around 
CY 8000. Even at the concentration 's peak, nitrate levels still remain about one to one and one-half 
orders of magnitude below the benchmark level. 

It is not until around CY 9900 that total uranium concentrations begin to register on the graph. The 
concentrations at the Core Zone Boundary and the Columbia River nearshore both remain at about eight 
to nine orders of magnitude below the benchmark level. 

5.3.1.2.1.5 Disposal Group 1, Subgroup 1-E 

ACTIONS AND TIME FRAMES INFLUENCING GROUNDWATER IMPACTS 

Subgroup 1-E covers disposal of waste generated under Tank Closure Alternative 4 and either FFTF 
Decommissioning Alternative 2 or 3, as well as onsite- and offsite-generated waste. Waste would be 
converted to IHL W, ILA W glass, bulk vitrification glass, and cast stone waste. IHL W would be stored 
on site, while ILA W glass, bulk vitrification glass, and cast stone waste would be disposed of at IDF-East. 

For the long-term groundwater impact analysis, two major periods were identified for Waste Management 
Alternative 2, Disposal Group 1, Subgroup 1-E, as follows: 

• The disposal period was assumed to start with the onset of disposal operations in IDF-East and 
the RPPDF in CY 2009 and continue through CY 2050, when the facilities would be 
operationally closed. During the disposal period, the materials in these permitted, operational 
facilities would not be available for release to the environment. 

• The post-disposal period was assumed to start in CY 2051 and continue through the 10,000-year 
period of analysis until CY 11 ,940. At the start of this period, materials in the facilities become 
available for release to the environment, and modified RCRA Subtitle C barriers would be 
emplaced over IDF-East and the RPPDF to limit infiltration during the first 500 years of the 
post-disposal period. 

COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E. Complete results are tabulated in Appendices M, N, and 0. The discussion in this section 
of long-term impacts associated with Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
is focused on the following COPC drivers : 

• Radiological risk drivers : iodine-129 and technetium-99 
• Chemical risk drivers : none 
• Chemical hazard drivers: boron, chromium, fluoride , nitrate, and acetonitrile 

The COPC drivers for Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, were selected 
by evaluating the risk or hazard associated with all 40 COPCs during the year of peak risk or hazard at the 
Core Zone Boundary during the 10,000-year period of analysis and selecting the major contributors. This 
process is described in Appendix Q. The radiological risk drivers listed above account for essentially 
100 percent of the radiological risk. No chemical risk is predicted. The chemical hazard drivers above 
account for over 99 percent of the chemical hazard associated with Waste Management Alternative 2, 
Disposal Group 1, Subgroup 1-E. 

The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, boron, 
chromium, fluoride, nitrate, acetonitrile) are all mobile (i.e., move with groundwater) and long-lived 
(relative to the 10,000-year period of analysis), or stable. They are essentially conservative tracers. The 
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other COPCs that were analyzed do not significantly contribute to drinking water risk at the Core Zone 
Boundary during the period of analysis because of high retardation factors (i .e. , retention in the vadose 
zone), short half-lives (i.e., rapid radioactive decay), or a combination of both factors . 

ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E 
(IDF-East and the RPPDF releases), in tenns of the total amount of COPCs released to the vadose zone, 
groundwater, and the Colwnbia River during the 10,000-year period of analysis. Releases of 
radionuclides are totaled in curies; chemicals in kilograms (see Figures 5-487 through 5-498). Note that 
the release amounts are plotted on a logarithmic scale to facilitate visual comparison of releases that vary 
over 10 orders of magnitude. 

200-East Area Integrated Disposal Facility 

IDF-East has nine subtotals plotted representing releases from ILA W glass, bulk vitrification glass, cast 
stone waste, ETF-generated secondary waste, retired melters, tank closure secondary waste, FFTF 
Decommissioning Alternative 3 waste, waste management secondary waste, and onsite- and 
offsite-generated waste. 

Figure 5-487 shows the estimated release to the vadose zone for the radiological risk drivers and 
Figure 5-488, the chemical hazard drivers. For all nine types of sources, the release to the vadose zone is 
controlled by the inventory (i.e., 100 percent of the inventory was released during the post-disposal 
period). The predominant source of technetium-99 is cast stone waste and of iodine-129 is 
offsite-generated waste. For chemicals, the predominant source of chromium, nitrate, and acetonitrile is 
cast stone waste. The predominant sources of fluoride and boron are waste management secondary waste 
and onsite-generated waste. 
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Figure 5-487. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
Radiological Release at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5-488. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
Chemical Release at 200-East Area Integrated Disposal Facility to Vadose Zone 

Figure 5-489 shows the estimated release to groundwater for the radiological risk drivers and 
Figure 5-490, the chemical hazard drivers . In addition to the inventory considerations discussed in the 
previous paragraph, release to groundwater is controlled by the transport properties of the COPC drivers 
and by the rate of moisture movement through the vadose zone. For iodine-129, technetium-99, 
chromium, nitrate, fluoride, boron, and acetonitrile, the amount released to groundwater is essentially 
equal to the amount released to the vadose zone. This means that there is less than one order of 
magnitude difference. Overall, about 53 percent of the radionuclide amount (curies) released to the 
vadose zone during the period of analysis reached the groundwater; approximately 99 percent of the 
chemical quantity (kilograms) reached the groundwater. 

5-528 



en 
E 
Ill ... 
C) 

.2 

.:.: -Cl) 
Ill 
Ill 
Cl) 

ai 
0::: 

Chapter 5 • Long-Term Environmental Consequences 

1.0><104-r--------------------------------
1.0>< 103-+-------
1. 0 )( 102 

- --

1. 0 >< 101-+----I 

1 . 0-t---.-..-:,,," 

1.0x1Q·1+-- H,,~"! 

1.0x1Q·2 

1 . 0>< 10·3-t-----t:,;,.ti 

1.0>< 1Q-4 +--t•t✓-'t 

1. 0 >< 10·5 +---fll~ 

1.0><10·6 4-_.;,;=----'--

Technetium-99 

• Immobilized low-activity waste glass 

• Bulk vitrification waste glass 
• Cast stone 
• Effluent Treatment Facility-generated 

secondary waste 

lodine-129 

Retired melters 

• Tank Closure secondary waste 
• Fast Flux Test Facility Alternative 3 waste 

Waste Management secondary and onsite waste 

• Offsite waste 

Figure 5-489. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
Radiological Release at 200-East Area Integrated Disposal Facility to Groundwater 
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Chemical Release at 200-East Area Integrated Disposal Facility to Groundwater 

5-529 



Draft Tank Closure and Waste Management Environmental Impact Statement for the 
Hanford Site, Richland, Washington 

Figure 5--491 shows the estimated release to the Colwnbia River for the radiological risk drivers and 
Figure 5--492, the chemical hazard drivers. Release to the Columbia River is controlled by the transport 
properties of the COPC drivers . For iodine-129, technetium-99, chromium, nitrate, fluoride, boron, and 
acetonitrile, the amount released to the Colwnbia River is essentially equal to the amount released to 
groundwater. Overall, about 75 percent of the radionuclide amount (curies) released to the groundwater 
during the period of analysis reached the river; approximately 98 percent of the chemical quantity 
(kilograms) reached the river. 
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Figure 5--491. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
Radiological Release at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5--492. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
Chemical Release at 200-East Area Integrated Disposal Facility to Columbia River 
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River Protection Project Disposal Facility 

Figure 5-493 shows the estimated release to the vadose zone for the radiological risk drivers and 
Figure 5-494, the chemical hazard drivers. Release to the vadose zone is controlled by the inventory 
(i .e. , 100 percent of the inventory was released during the post-disposal period). The vadose zone 
radiological sources from the RPPDF are technetium-99 (largest) and iodine-129 (smallest). The 
chemical hazard sources from the RPPDF are nitrate (largest) and chromium (smallest). Fluoride, boron, 
and acetonitrile are not released from the RPPDF. 
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Figure 5-495 shows the estimated release to groundwater for the radiological risk drivers and 
Figure 5-496, the chemical hazard drivers. In addition to the inventory considerations discussed in the 
previous paragraph, release to groundwater is controlled by the transport properties of the COPC drivers 
and by the rate of moisture movement through the vadose zone. For iodine-1 29, technetium-99, 
chromium, and nitrate, the amount released to groundwater is essentially equal to the amount released to 
the vadose zone. Overall, about 100 percent of the radionuclide amount (curies) re leased to the vadose 
zone during the period of analysis reached the groundwater; approximately 100 percent of the chemical 
quantity (kilograms) reached the groundwater. 
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Subgroup 1-E, Radiological Release at 
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Figure 5-497 shows the estimated release to the Columbia River for the radiological risk drivers and 
Figure 5-498, the chemical hazard drivers. Release to the Columbia River is controlled by the transport 
properties of the COPC drivers. For iodine-129, technetium-99, chromium, and nitrate, the amount 
released to the Columbia River is essentially equal to the amount released to groundwater. Overall, 
96 percent of the radionuclide amount (curies) released to the groundwater during the period of analysis 
reached the river; 96 percent of the chemical quantity (kilograms) reached the river. 
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ANALYSIS OF CONCENTRA TlON VERSUS TIME 

This section presents the analysis of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
impacts in terms of groundwater concentration versus time at the Core Zone Boundary and the Columbia 
River. Concentrations of radionuclides are in picocuries per liter, chemicals in micrograms per liter 
(see Figures 5-499 though 5- 503). The benchmark concentration for each radionuclide and chemical is 
also shown. Because of the discrete nature of the concentration carried across a barrier or the river, a line 
denoting the 95th percentile upper confidence limit of the concentration is included on several of these 
graphs. This confidence interval was calculated to show when the actual concentration over a certain 
time interval is likely (95 percent of the time) to be at or below this value. The confidence interval is 
basically a statistical aid to interpreting data with a significant amount of random fluctuation (noise). The 
confidence interval was calculated when the concentration had a reasonable degree of noise, the 
concentration's trend was level, and the concentrations were near the benchmark. Note that the 
concentrations are plotted on a logarithmic scale to facilitate visual comparison of concentrations. 
Table 5-81 lists the maximum concentrations of the COPCs in the peak year at IDF-East and the RPPDF, 
Core Zone Boundary, and Columbia River nearshore. 

Figures 5-499 through 5-502 show concentration versus time for iodine-129, technetium-99, chromium, 
and nitrate. Releases from IDF-East and the RPPDF cause technetium-99 and iodine-129 groundwater 
concentrations to exceed benchmark concentrations by less than one order of magnitude during the later 
part of the period of analysis. Nitrate and chromium do not exceed benchmark concentrations. During 
this time, technetium-99 and iodine-129 groundwater concentrations at the Columbia River nearshore 
exceed the benchmark concentrations. Releases from IDF-East and the RPPDF cause groundwater 
concentrations to exceed benchmark concentrations by less than one order of magnitude during the 
middle and later parts of the period of analysis . 
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Figure 5-500. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, Technetium-99 
Concentration Versus Time 
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Figure 5-503 shows concentration versus time for total uranium. Late releases from IDF-East and the 
RPPDF result in groundwater concentrations that are seven orders of magnitude lower than benchmark 
concentrations for total uranium. Total uranium concentrations, while very minimal, continue to rise 
throughout the duration of the period of analysis, but never exceed the benchmark concentrations by the 
end of the period of analysis. 

Table 5-81. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
Maximum COPC Concentrations in the Peak Year at IDF-East 

and the RPPDF, Core Zone Boundary, and Columbia River Nearshore 
Core Zone Columbia River Benchmark 

Contaminant IDF-East RPPDF Boundary Nearshore Concentration 
Radionuclide in picocuries per Liter 
Technetium-99 6,490 103 3,090 2,030 900 

(9035) (3822) (9499) (8 I 17) 
Iodine-129 18 0.2 8 7 1 

(8491 ) (3940) (8858) (8699) 
Chemical in micrograms per Liter 
Acetonitrile 16 0 5 4 100 

(7959) (1940) (738 1) (6849) 
Chromium 224 6 96 64 100 

(9069) (3804) (8643) (8079) 
Fluoride 0 0 I 0 4,000 

(8035) ( 1940) (7258) (8913) 
Nitrate 29,000 229 13,900 6,380 45,000 

(9330) (4042) (8994) (8673) 

Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are 
indicated in bold text. 
Key: COPC=constituent o f potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River 
Protection Proj ect Disposal Facility. 

ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 
in terms of the spatial distribution of groundwater concentration at selected times. Concentrations of 
radionuclides are in picocuries per liter; chemicals in micrograms per liter (see Figures 5- 504 through 
5- 516). Concentrations for each radionuclide and chemical are indicated by a color scale that is relative 
to the benchmark concentration. Concentrations greater than the benchmark concentration are indicated 
by the fully saturated colors green, yellow, orange, and red in order of increasing concentration. 
Concentrations less than the benchmark concentration are indicated by the faded colors green, blue, 
indigo, and violet in order of decreasing concentration. Note that the concentration ranges are on a 
logarithmic scale to facilitate visual comparison of concentrations. 

Figure 5- 504 shows the spatial distribution of groundwater concentration for iodine-129 during CY 3890. 
Releases from the RPPDF result in groundwater concentration plumes that exceed the benchmark 
concentration north of the Core Zone Boundary. Peak concentrations in this plume are only slightly 
greater than the benchmark concentration and only in a very small area north of the Core Zone Boundary. 
During year 7140, releases from IDF-East create a plume exceeding the benchmark, extending from the 
200-East Area moving eastward toward the Columbia River (see Figure 5- 505). Also by CY 7140, most 
of the RPPDF plume continues to move north and reaches the Columbia River. By CY 11 ,885, most of 
the mass in the IDF-East plume is still moving eastward toward the Columbia River, with only small, 
isolated pockets of high concentration exceeding the benchmark (see Figure 5-506). Technetium-99 
(see Figures 5- 507 through 5- 509), chromium (see Figures 5-510 through 5-512), and nitrate 
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(see Figures 5- 513 through 5- 515) show similar spatial distributions at sele~ted times. Iodine-I 29, 
technetium-99, chromium, and nitrate are all conservative tracers (i .e. , move at the rate of the pore water 
velocity). 

Total uranium shows a different spatial distribution over time. This COPC is not as mobile as those 
discussed above, moving about seven times slower than the pore water velocity. As a result, travel times 
through the vadose zone are longer, release to the aquifer is delayed, and travel times through the aquifer 
to the Columbia River are longer. Figure 5- 516 shows the distribution of total uranium during 
CY 11,885. Releases from the RPPDF result in a groundwater plume that starts in the Core Zone and 
moves north through Gable Mountain. However, this plume does not exceed the benchmark 
concentration during the period of analysis. 
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Figure 5-507. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 3890 
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Figure 5- 508. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 7140 
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Figure 5- 509. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Technetiurn-99 

Concentration During Calendar Year 11,885 
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Figure 5- 510. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-E, Spatial Distribution of Groundwater Chromium 
Concentration During Calendar Year 3890 
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Figure 5- 511. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-512. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 11 ,885 
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Figure 5- 513. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 3890 
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Figure 5- 514. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 7140 
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Figure 5- 515. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-E, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 11,885 
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Figure 5-516. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-E, Spatial Distribution of Groundwater Total Uranium 

Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

Under Waste Management Alternative 2, Disposal Group! , Subgroup 1-E, in general, the inventories 
remaining at both IDF-East and the RPPDF, which would be available for release to the environment at 
the start of the post-disposal period, are predominant contributors. 

For the conservative tracers, concentrations slightly outside the Core Zone Boundary exceed benchmark 
standards by one order of magnitude during most of the period of analysis. Concentrations at the 
Columbia River are about one order of magnitude smaller. The intensities and areas of these groundwater 
plumes peak between CYs 7140 and 11,885. 

For uranium-238 and total uranium, limited mobility is an important factor governing the timeframes and 
scale of groundwater impacts. The concentrations of these retarded species do not exceed the benchmark 
at the Core Zone Boundary or Columbia River. 
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5.3.1.2.1.6 Disposal Group 1, Subgroup 1-F 

ACTIONS AND TIMEFRAMES INFLUENCING GROUNDWATER IMPACTS 

Subgroup 1-F covers disposal of Tank Closure Alternative 5, FFTF Decommissioning Alternative 3, and 
onsite .and offsite waste. Waste would be converted to IHLW, ILAW glass, bulk vitrification glass, and 
cast stone waste. IHL W would be stored on site, while ILA W glass, bulk vitrification glass, and cast 
stone waste would be disposed of at IDF-East. 

For the long-te1m groundwater impact analysis, two major periods were identified for Waste Management 
Alternative 2, Disposal Group 1, Subgroup 1-E, as follows: 

• The disposal period was assumed to start with the onset of disposal operations for IDF-East in 
CY 2009 and continue through CY 2050, when the disposal facility would be operationally 
closed and postclosure care would cease. During the disposal period the materials in this 
permitted, operational facility is not available for release to the environment. The RPPDF is not 
constructed and operated for this subgroup. 

• The post-disposal period was assumed to start in CY 2051 and continue through the 10,000-year 
period of analysis until CY 11 ,940. At the start of this period, materials in IDF-East become 
available for release to the environment, and modified RCRA Subtitle C barrier would be 
emplaced over IDF-East to limit infiltration during the first 500 years of the post-disposal period. 

COPC D RIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-F. Complete results for all 40 COPCs are tabulated in Appendices M, N, and 0 . The 
discussion in this section of long-term impacts associated with Waste Management Alternative 2, 
Disposal Group 1, Subgroup 1-F, is focused on the following COPC drivers: 

• Radiological risk drivers: iodine-129 and technetium-99 
• Chemical risk drivers: none 
• Chemical hazard drivers: boron, chromium, fluoride , nitrate, and acetonitrile. 

The COPC drivers for Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, were selected 
by evaluating the risk or hazard associated with all 40 COPCs during the year of peak risk or hazard at the 
Core Zone Boundary during the 10,000-year period of analysis and selecting the major contributors. This 
process is described in Appendix Q. The radiological risk drivers listed above account for essentially 
100 percent of the radiological risk. No chemical risk is predicted. The chemical hazard drivers above 
account for over 99 percent of the chemical hazard associated with Waste Management Alternative 2, 
Disposal Group 1, Subgroup 1-F. 

The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, acetonitrile, 
boron, chromium, fluoride, and nitrate) are all mobile (i.e. , move with groundwater) and long-lived 
(relative to the 10,000-year period of analysis), or stable. They are essentially conservative tracers. The 
other COPCs that were analyzed do not significantly contribute to drinking water risk at the Core Zone 
Boundary during the period of analysis because of high retardation factors (i.e., retention in the vadose 
zone), short half-lives (i.e., rapid radioactive decay), or a combination of both factors . 

ANALYSIS OF RELEASE AND MASS B ALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
in terms of the total amounts of radionuclide and chemical COPCs released to the vadose zone, 
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groundwater, and Columbia River during the 10,000-year period of analysis. Releases of radionuclides 
are totaled in curies; chemicals in kilograms (see Figures 5-517 through 5-522). Note that the release 
amounts are plotted on a logarithmic scale to facilitate visual comparison of releases that vary over 
10 orders of magnitude. 

200-East Area Integrated Disposal Facility 

Figure 5-517 shows the estimated release to the vadose zone for the radio logical risk drivers and 
Figure 5- 518, the chemical hazard drivers. The COPC inventories in the waste forms are a major factor 
in the release quantities of a COPC to the vadose zone. The predominant source of technetiurn-99 is cast 
stone waste (60 percent), fo llowed by offsite-generated waste (28 percent) and bulk vitrification glass 
(9 percent). Most of the iodine-129 (87 percent) is released from offsite-generated waste, followed by 
ETF-generated secondary waste (12 percent). All of the fluoride and boron are released by waste 
management secondary waste and onsite-generated waste. All of the acetonitrile is released by cast stone 
waste. The predominant source for chromium (78 percent) is sulfate grout, with some from cast stone 
waste (22 percent). The sources of nitrate are ETF-generated secondary waste (57 percent) and cast stone 
waste (43 percent). 
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Figure 5- 517. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5-518. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 

Figure 5-519 shows the estimated release to groundwater for the radiological risk drivers and 
Figure 5-520, the chemical hazard drivers. In addition to the inventory considerations discussed in the 
previous paragraph, release to groundwater is controlled by the transport properties of the COPC drivers 
and by the rate of moisture movement through the vadose zone. All of the chromium, nitrate, fluoride, 
boron, and acetonitrile from the vadose zone are released to groundwater during the period of analysis. 
About 63 percent of the technetium-99 released to the vadose zone reached the groundwater in the 
analysis; about 92 percent of the iodine-129 reached the groundwater. 
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Figure 5- 519. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5- 520. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5-521 shows the estimated release to the Columbia River for the radiological risk drivers and 
Figure 5- 522, the chemical hazard drivers. Release to the Columbia River is controlled by the transport 
properties of the COPCs. All of the groundwater technetium-99, iodine-129, chromium, nitrate, fluoride, 
boron, and acetonitrile, are released to the Columbia River. 

Overall, about 60 percent of the vadose zone technetium-99 and 90 percent of the iodine-129 reached the 
Colwnbia River within the time period of this analysis. About 96 to 98 percent of the vadose zone 
chromjum, nitrate, fluoride, boron,. and acetonitrile reached the Columbia River during the period of 
analysis. No uranium-238 or total uranium is released to the groundwater or Columbia River. 
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Figure 5-521. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-522. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the analysis of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
impacts in terms of groundwater concentration versus time at the Core Zone Boundary and the Columbia 
River. In the concentration versus time graphs, the concentrations of radionuclides are in picocuries per 
liter, chemicals in micrograms per liter. The benchmark concentration is also shown for each 
radionuclide and chemical. Because of the discrete nature of the concentration carried across a barrier or 
the river, a line denoting the 95th percentile upper confidence limit of the concentration is included on 
several of these graphs. This confidence interval was calculated to show when the actual concentration 
over a certain time interval is likely (95 percent of the time) to be at or below this value. The confidence 
interval is basically a statistical aid to interpreting data with a significant amount of random fluctuation 
(noise). The confidence interval was calculated when the concentration had a reasonable degree of noise, 
the concentration 's trend was level, and the concentrations were near the benchmark. Note that the 
concentrations are plotted on a logarithmic scale to facilitate visual comparison of concentrations. 
Table 5-82 gives the maximum concentrations of the COPCs in the peak year at IDF-East and the 
RPPDF, Core Zone Boundary, and Columbia River nearshore. 
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Table 5-82. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Maximum COPC Concentrations in the Peak Year at IDF-East 

and the RPPDF, Core Zone Boundary, and Columbia River Nearshore 
Core Zone Columbia River Benchmark 

Contaminant IDF-East RPPDF Boundary Nearshore Concentration 
Radionuclide in picocuries per liter 
Technetium-99 3,510 NIA 1,500 89 1 900 

(8276) (9155) (8090) 
Iodine-129 18 NIA 8 7 1 

(8 I 95) (8858) (8699) 
Chemical in micrograms per liter 
Acetonitrile 5 NIA 2 I 100 

(8475) (9519) (8575) 
Chromium 335 NIA 148 110 100 

(8735) (8764) (8819) 
Fluoride 0 NIA 1 0 4,000 

(8035) (7258) (8913) 
Nitrate 21,400 NIA 7,420 4,560 45,000 

(8448) (8887) (8787) 
Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are indicated 
in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; N/A=not applicable; 
RPPDF=River Protection Project Disposal Facility. 

Figures 5-523 through 5- 526 show concentration versus time for iodine-129, technetium-99, chromium, 
and nitrate. During the latter part of the analysis time period, the groundwater concentrations of 
iodine-129 from IDF-East exceed the benchmark concentrations at both the Core Zone Boundary and the 
Columbia River nearshore (see Figure 5- 523). However, the concentrations of iodine-129 are never more 
than one order of magnitude above the benchmark concentration level. The concentrations of 
technetium-99 and chromium (see Figures 5-524 and 5-525) approach but never exceed their benchmark 
concentrations. The concentration of nitrate always remains at least one order of magnitude less than its 
benchmark concentration (see Figure 5- 526). 

There are no detectable releases of either uranium-238 or total uraniwn to the environment over this 
analysis period. 
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Figure 5-523. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Iodine-129 Concentration Versus Time 
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Figure 5-524. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Technetium-99 Concentration Versus Time 
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Figure 5-525. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Chromium Concentration Versus Time 
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Figure 5-526. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
Nitrate Concentration Versus Time 
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ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 
in terms of the spatial distribution of groundwater concentration at selected times in this analysis period. 
Concentrations of radionuclides are in picocuries per liter; chemicals in micrograms per liter 
(see Figures 5-527 through 5- 534). Concentrations for each radionuclide and chemical are indicated by a 
color scale that is relative to the benchmark concentration. Figures 5-527 through 5-534 show 
groundwater releases that extend from the east edge of the Core Zone Boundary to the Columbia River. 
The iodine-129, technetium-99, chromium, and nitrate are all conservative tracers (i.e. , move at the rate of 
the pore water velocity). Releases from IDF-East result in groundwater concentrations that extend from 
the release source east to the Columbia River. For each map, the concentrations that are greater than the 
benchmark concentration are indicated by the fully saturated colors (green, yellow, orange, and red) in 
order of increasing concentration. Concentrations less than the benchmark concentration are indicated by 
the faded colors (green, blue, indigo, and violet) in order of decreasing concentration. The concentration 
ranges are on a logarithmic scale to facilitate visual comparison of concentrations. 

All plumes from IDF-East releases are initially contained in a narrow area moving eastward until they 
reach about one-third of the distance to the Columbia River nearshore boundary, where they spread out 
significantly and continue to the Columbia River. Figures 5- 527 and 5- 528 show the spatial distribution 
of iodine-129 groundwater concentration for CYs 7140 and 11 ,885, respectively. The CY 7140 data 
show that a release from IDF-East creates a plume outside of the east boundary between the Core Zone 
Boundary and the Columbia River nearshore. These data also show that there is an area east of the 
Core Zone Boundary where the concentration exceeds the benchmark concentration. By CY 11 ,885 
(see Figure 5-528), the plume mass has continued to spread out and is still moving eastward toward the 
Columbia River. The CY 11 ,885 plume also shows areas where the concentrations exceed the benchmark 
concentration. 

Figures 5-529 and 5- 530 show a similar technetium-99 release moving east toward the Columbia River 
for CYs 7140 and 11 ,885. The plumes show areas where the concentration oftechnetium-99 exceeds the 
benchmark concentration. The CY 11 ,885 data show that the chromium is dissipating, but 
high-concentration areas remain . 

Figures 5-531 and 5- 532 (CYs 7140 and 11 ,885 data) show a chromium plume with a small area where 
the concentration approaches the benchmark concentration. The CY 11,885 data show a reduced-size and 
reduced-concentration plume compared with the CY 7140 plwne. The CY 11 ,885 data also shows that 
the chromium concentration continues between the release source and the Columbia River, but that the 
distribution is dissipating. 

Figures 5-533 and 5-534 show the spatial distributions of groundwater concentrations of nitrate for 
CYs 7140 and 11 ,885. The nitrate release appears to approach the benchmark concentration in a small 
area east of the Core Zone Boundary. The CY 11,885 data show a nitrate plume significantly reduced in 
both area and concentration. 
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Figure 5-527. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-F, Spatial Distribution of Groundwater lodine-129 
Concentration During Calendar Year 7140 
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Figure 5-529. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-F, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 7140 
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Figure 5- 530. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-F, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 11,885 

5-564 



Chapter 5 • Long-Term Environmental Consequences 

Chromium 
(mocrograms per 1aer) 

1,000-5,000 

>5,000 

c:J Core Zone Boundary 

Note: To conven meters 10 
!eel. IOOftiply by 3 281 

10 ,000 15,000 ....... 

Figure 5- 531. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-F, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5- 532. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-F, Spatial Distribution of Groundwater Chromium 
Concentration During Calendar Year 11,885 
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Figure 5- 533. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-F, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 7140 
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Figure 5- 534. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-F, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 11 ,885 

SUMMARY OF IMPACTS 

For Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, in general , the predominant 
contributor is the iodine-129 inventory at IDF-East that is available for release to the environment at the 
start of the post-disposal period. The technetium-99, chromium, and nitrate concentrations do not appear 
to exceed benchmark standards during the period of analysis. These COPCs have concentrations at the 
Columbia River nearshore that are about one order of magnitude smaller than the benchmark 
concentrations. In general, the intensities are highest and the areas of these groundwater plumes largest 
between CYs 7000 and 9000, with concentrations declining through CY 11 ,885. 
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5.3.1.2.1.7 Disposal Group 1, Subgroup 1-G 

ACTlONS AND TIME FRAMES INFLUENCING GROUNDWATER IMPACTS 

Subgroup 1-G covers disposal of waste generated under Tank Closure Alternative 6C and FFTF 
Decommissioning Alternative 2 or 3, as well as onsite- and offsite-generated waste. Waste would be 
converted to IHL W and ILA W glass. IHL W would be stored on site, while ILA W glass would be 
disposed of at IDF-East. For the long-tenn groundwater impact analysis , two major periods were 
identified for Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, as follows: 

• The disposal period was assumed to start with the onset of disposal operations in IDF-East and 
the RPPDF in CY 2009 and continue through CY 2050, when the disposal facilities would be 
operationally closed. During the disposal period, the materials in these permitted, operational 
facilities would not be available for release to the environment. 

• The post-disposal period was assumed to start in CY 2051 and continue through the 10,000-year 
period of analysis until CY 11 ,940. At the start of this period, materials in IDF-East and the 
RPPDF would become available for release to the environment. For the purpose of analyzing 
long-term groundwater impacts of Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, IDF-East and the RPPDF are assumed to be covered by a barrier that limits 
infiltration for the first 500 years of the post-disposal period. 

COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G. Complete results are tabulated in Appendices M, N, and 0. The discussion in this section 
of long-term impacts associated with Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
is focused on the following COPC drivers: 

• Radiological risk drivers : iodine-129 and technetium-99 
• Chemical risk drivers: none 
• Chemical hazard drivers : boron, chromium, fluoride, and nitrate 

The COPC drivers for Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, were selected 
by evaluating the risk or hazard associated with all 40 COPCs during the year of peak risk or hazard at the 
Core Zone Boundary during the 10,000-year period of analysis and selecting the major contributors. This 
process is described in Appendix Q. The radiological risk drivers listed above account for essentially 
100 percent of the radiological risk. No chemical risk is predicted. The chemical hazard drivers above 
account for over 99 percent of the chemical hazard associated with Waste Management Alternative 2, 
Disposal Group 1, Subgroup 1-G. 

The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, boron, 
chromium, fluoride, and nitrate) are all mobile (i.e., move with groundwater) and long-lived (relative to 
the 10,000-year period of analysis), or stable. They are essentially conservative tracers. The other 
COPCs that were analyzed do not significantly contribute to drinking water risk at the Core Zone 
Boundary during the period of analysis because of high retardation factors (i .e. , retention in the vadose 
zone), short half-lives (i.e., rapid radioactive decay), or a combination of both factors . 
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ANALYSTS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G 
(IDF-East and RPPDF releases), in terms of the total amount of COPCs released to the vadose zone, 
groundwater, and the Columbia River during the 10,000-year period of analysis. Releases of 
radionuclides are totaled in curies; chemicals in kilograms (see Figure 5- 535 through 5- 546). Note that 
the release amounts are plotted on a logarithmic scale to facilitate visual comparison of releases that vary 
over 10 orders of magnitude. 

200-East Area Integrated Disposal Facility 

IDF-East has five subtotals plotted representing releases including ETF-generated secondary waste, tank 
closure and waste management secondary waste, FFTF Decommissioning Alternative 3 waste, and onsite
and offsite-generated waste. 

Figure 5-535 shows the estimated release at IDF-East to the vadose zone for the radiological risk drivers 
and Figure 5- 536, the chemical hazard drivers. For all five types of sources, the release to the vadose 
zone is controlled by the inventory (i.e. , l 00 percent of the inventory was released during the 
post-disposal period). The predominant source of technetium-99 and iodine-129 is offsite-generated 
waste. For chemicals, the predominant source of chromium is tank closure secondary waste and for 
nitrate is offsite-generated waste. The predominant sources of fluoride and boron are waste management 
secondary waste and onsite-generated waste. 

Figure 5-537 shows the estimated release at IDF-East to groundwater for the radiological risk drivers and 
Figure 5-538 the chemical hazard drivers. In addition to the inventory considerations discussed in the 
previous paragraph, release to groundwater is controlled by the transport properties of the COPC drivers 
and by the rate of moisture movement through the vadose zone. For iodine-129, technetium-99, 
chromium, nitrate, fluoride, and boron the amount released to groundwater is essentially equal to the 
amount released to the vadose zone. This means that there is less than one order of magnitude difference. 
Overall, about 90 percent of the radionuclide amount (curies) released to the vadose zone during the 
period of analysis reached the groundwater; approximately 100 percent of the chemical quantity 
(kilograms) reached the groundwater. 

Figure 5-539 shows the estimated release at IDF-East to the Columbia River for the radiological risk 
drivers and Figure 5- 540, the chemical hazard drivers. Release to the Columbia River is controlled by 
the transport properties of the COPC drivers. For iodine-129, technetium-99, chromium, nitrate, fluoride, 
and boron the amount released to the Columbia River is essentially equal to the amount released to 
groundwater. Overall, about 97 percent of the radionuclide amount (curies) released to the groundwater 
during the period of analysis reached the river; approximately 99 percent of the chemical quantity 
(kilograms) reached the river. 
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Figure 5- 535. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5- 536. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5- 537. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5- 538. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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River Protection Project Disposal Facility 

Figure 5-541 shows the estimated release at the RPPDF to the vadose zone for the radiological risk 
drivers and Figure 5- 542, the chemical hazard drivers. Release to the vadose zone is controlled by the 
inventory (i .e., 100 percent of the inventory was released during the post-disposal period). The vadose 
zone radiological sources from the RPPDF are technetium-99 (largest) and iodine-129 (smallest). The 
chemical hazard sources from the RPPDF are nitrate (largest) and chromium (smallest). Fluoride and 
boron are not released from the RPPDF. 

Figure 5-543 shows the estimated release at the RPPDF to groundwater for the radiological risk drivers 
and Figure 5-544, the chemical hazard drivers. In addition to the inventory considerations discussed in 
the previous paragraph, release to groundwater is controlled by the transp01i properties of the COPC 
drivers and by the rate of moisture movement through the vadose zone. For iodine-129, technetium-99, 
chromium, and nitrate, the amount released to groundwater is essentially equal to the amount released to 
the vadose zone. Overall, about 100 percent of the radionuclide amount (curies) released to the vadose 
zone during the period of analysis reached the groundwater; approximately 100 percent of the chemical 
quantity (kilograms) reached the groundwater. 

Figure 5-545 shows the estimated release at the RPPDF to the Columbia River for the radiological risk 
drivers and Figure 5-546, the chemical hazard drivers. Release to the Columbia River is controlled by 
the transport properties of the COPC drivers. For iodine-129, technetium-99, chromiwn, and nitrate the 
amount released to the Columbia River is essentially equal to the amount released to groundwater. 
Overall, 96 percent of the radionuclide amount (curies) released to the groundwater during the period of 
analysis reached the river; 96 percent of the chemical quantity (kilograms) reached the river. 
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Figure 5- 542. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Chemical Releases to River Protection Project Disposal Facility to Vadose Zone 
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Figure 5- 544. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Chemical Releases to River Protection Project Disposal Facility to Groundwater 
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Figure 5-546. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Chemical Releases to River Protection Project Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the analysis of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
impacts in terms of groundwater concentration versus time at the Core Zone Boundary and the Columbia 
River. Concentrations of radionuclides are in picocuries per liter; chemicals in micrograms per liter 
(see Figure 5- 547 through 5- 551). The benchmark concentration for each radionuclide and chemical is 
also shown. Because of the discrete nature of the concentration carried across a barrier or the river, a line 
denoting the 95th percentile upper confidence limit of the concentration is included on several of these 
graphs. This confidence interval was calculated to show when the actual concentration over a certain 
time interval is likely (95 percent of the time) to be at or below this value. The confidence interval is 
basically a statistical aid to interpreting data with a significant amount of random fluctuation (noise). The 
confidence interval was calculated when the concentration had a reasonable degree of noise, the 
concentration's trend was level, and the concentrations were near the benchmark. Note that the 
concentrations are plotted on a logarithmic scale to faci litate visual comparison of concentrations. 
Table 5-83 lists the maximum concentrations of the COPCs in the peak year at IDF-East and the RPPDF, 
Core Zone Boundary, and Columbia River nearshore. 

Figures 5- 547 through 5- 550 show concentration versus time for iodine-129, technetium-99, chromium, 
and nitrate. Releases from IDF-East and the RPPDF cause groundwater concentrations to exceed 
benchmark concentrations at the Core Zone and Columbia River nearshore boundaries by less than one 
order of magnitude for iodine-129. lodine-129 extends above the benchmark level during the later part of 
the period of analysis. Technetium-99, nitrate, and chromium do not exceed benchmark concentrations at 
the Core Zone or Columbia River nearshore boundaries. 

Uranium-238 has no detectable release to the environment throughout the duration of the period of 
analysis. Figure 5- 551 shows concentration versus time for total uranium. 
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Figure 5-549. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Chromium Concentration Versus Time 
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Figure 5-550. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Nitrate Concentration Versus Time 
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Figure 5-551. 'Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Total Uranium Concentration Versus Time 
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Table 5-83. Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
Maximum COPC Concentrations in the Peak Year at IDF-East and the RPPDF, 

Core Zone Boundary, and Columbia River Nearshore 
Core Zone Columbia River Benchmark 

Contaminant IDF-East RPPDF Boundary Nearshore Concentration 
Radionuclide in picocuries per liter 
Technetium-99 2,190 33 1,150 674 900 

(9004) (3825) (9155) (9451) 
lodine-129 19 0.1 9 7 1 

(8739) (3772) (8858) (8699) 
Chemical in micrograms per liter 
Chromium 4 2 2 1 100 

(86 18) (3856) (3889) (8528) 
Fluoride 0 0 1 0 4,000 

(8035) (1940) (7258) (8913) 
Nitrate 14,200 149 5,630 2,440 45,000 

(8522) (3811) (9653) (8827) 
Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are indicated 
in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River Protection 
Proj ect Disposal Facility. 

ANALYSIS OF SPATIAL DISTRJB UTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 
in terms of the spatial distribution of groundwater concentration at selected times. Concentrations of 
radionuclides are in picocuries per liter; chemicals in micrograms per liter (see Figures 5-552 through 
5- 564). Concentrations for each radionuclide and chemical are indicated by a color scale that is relative 
to the benchmark concentration. Concentrations greater than the benchmark concentration are indicated 
by the fully saturated colors green, yellow, orange, and red in order of increasing concentration. 
Concentrations less than the benchmark concentration are indicated by the faded colors green, blue, 
indigo, and violet in order of decreasing concentration. Note that the concentration ranges are on a 
logarithmic scale to facilitate visual comparison of concentrations. 

Figure 5-552 shows the spatial distribution of groundwater concentration for iodine-129 during CY 3890. 
Releases from the RPPDF result in a groundwater plume heading north through Gable Mountain. This 
plume does not exceed iodine-l 29's benchmark concentration north of the Core Zone. During CY 7140, 
releases from IDF-East create a plume exceeding the benchmark, extending from the 200-East Area 
moving eastward towards the Columbia River (see Figure 5- 553). Also by CY 7140, most of the RPPDF 
plume continues to move north and reaches the Columbia River. By CY 11 ,885 most of the mass in the 
IDF-East plume is still moving eastward toward the Columbia River, with only small, isolated pockets of 
high concentration exceeding the benchmark (see Figure 5-554). Technetium-99 (see Figures 5-555 
through 5-557), chromium (see Figures 5- 558 through 5-560), and nitrate (see Figures 5- 561 through 
5- 563) show similar spatial distributions at selected times, except none of them exceed their benchmark 
concentrations. Iodine-129, technetium-99, chromium, and nitrate are all conservative tracers (i.e. , move 
at the rate of the pore water velocity). 

Total uranium shows a different spatial distribution over time. This COPC is not as mobile as those 
discussed above, moving about seven times slower than the pore water velocity. As a result, travel times 
through the vadose zone are longer, release to the aquifer is delayed, and travel times through the aquifer 
to the Columbia River are longer. Figure 5-564 shows the distribution of total uranium during 
CY 11 ,885 . Releases from the RPPDF result in a groundwater plume that starts in the Core Zone and 
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moves north through Gable Mountain. However, this plume does not exceed the benchmark 
concentration during the period of analysis. 
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Figure 5-552. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 3890 
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Figure 5-553. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 7140 
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Figure 5-554. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 11,885 
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Figure 5-555. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 3890 
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Figure 5-556. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 7140 
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Figure 5- 557. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 11,885 
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Figure 5-558. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 3890 

5-588 



Chapter 5 • Long-Term Environmental Consequences 

Chromium 
(micrograms per I er) 

Maximum contaminant level = 100 

• <5 

• 5-10 

10-50 

• 50-100 

• 100-500 

• soo-, 000 

• 1 000-5,000 

• >5.000 

c:J COfe Zone Boundary 

5000 

Note: To conven meters to 
fee roolbply by 3 281 

10.000 15.000 -
Figure 5- 559. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-G, Sp~tial Distribution of Groundwater Chromium 
Concentration During Calendar Year 7140 
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Figure 5- 560. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 11,885 
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Figure 5- 561. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 3890 
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Figure 5-562. Waste Management Alternative 2, Disposal Group 1, 

Subgroup 1-G, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 7140 
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Figure 5-563. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 11,885 
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Figure 5-564. Waste Management Alternative 2, Disposal Group 1, 
Subgroup 1-G, Spatial Distribution of Groundwater Total Uranium 

Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

Under Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, in general, the inventory 
remaining at IDF-East and the RPPDF, which are available for release to the environment at the start of 
the post-disposal period, are predominant contributors. 

For the conservative tracers, concentrations slightly outside the Core Zone Boundary exceed benchmark 
standards by one order of magnitude during most of the period of analysis. Concentrations at the 
Columbia River are about one order of magnitude smaller. The intensities and areas of these groundwater 
plumes peak between CYs 7140 and 11 ,885 . 

For uranium-238 and total uranium, limited mobility is an important factor governing the timeframes and 
scale of groundwater impacts. The concentrations of these retarded species do not exceed the benchmark 
at the Core Zone Boundary or Columbia River. 
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5.3.1.2.2 Disposal Group 2 

Disposal Group 2 is characterized by an operational completion date of CY 2100 for both IDF-East and 
the RPPDF. Under Disposal Group 2, IDF-East would have a large capacity (425,000 cubic meters 
[556,000 cubic yards]) and the RPPDF would have a larger capacity (8,370,000 cubic meters 
[10,900,000 cubic yards]) . These capacities were designed to meet the waste generation volumes 
associated with Tank Closure Alternatives 2A and 6B, either FFTF Decommissioning Alternative 2 or 3, 
and onsite- and offsite-generated waste. 

5.3.1.2.2.1 Disposal Group 2, Subgroup 2-A 

ACTIONS AND TIMEFRAMES INFLUENCING GROUNDWATER IMPACTS 

Subgroup 2-A covers disposal of waste generated under Tank Closure Alternative 2A and FFTF 
Decommissioning Alternative 2 or 3, as well as, onsite- and offsite-generated waste. Waste would be 
converted to lHL W and ILA W glass. IHL W would be stored on site, while ILA W glass would be 
disposed ofat IDF-East. 

For the long-term groundwater impact analysis, two major periods were identified for Waste Management 
Alternative 2, Disposal Group 2, Subgroup 2-A, as follows : 

• The disposal period was assumed to start with the onset of disposal operations in IDF-East in 
CY 2009 and continue through CY 2100, when the disposal facility would be operationally 
closed. During this disposal period, the materials in this permitted, operational facility would not 
be available for release to the environment due to engineered control of potential releases from 
materials placed in IDF-East. 

• The post-disposal period for IDF-East was assumed to start in CY 2101. After CY 2101 , the 
materials in IDF-East would become available for release to the environment. The post-disposal 
periods would continue through the 10,000-year period of analysis until CY 11 ,940. For the 
purpose of analyzing long-term groundwater impacts of Waste Management Alternative 2, 
IDF-East is assumed to be covered by a barrier that limits infiltration for the first 500 hundred 
years of the IDF-East post-disposal period. 

COPC D RIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-A. Complete results are tabulated in Appendices M, N, and 0 . The discussion in this section 
of long-tenn impacts associated with Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 
is focused on the following COPC drivers: 

• Radiological risk drivers: iodine-129 and technetium-99 
• Chemical risk drivers : none 
• Chemical hazard drivers: boron, chromium, fluoride , and nitrate 

The COPC drivers for Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, were selected 
by evaluating the risk or hazard associated with all 40 CO PCs during the year of peak risk or hazard at the 
Core Zone Boundary during the 10,000-year period of analysis and selecting the major contributors. This 
process is described in Appendix Q. The radiological risk drivers listed above account for essentially 
100 percent of the radiological risk. No chemical risk is predicted. The chemical hazard drivers above 
account for over 99 percent of the chemical hazard associated with Waste Management Alternative 2, 
Disposal Group 2, Subgroup 2-A. 
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The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, boron, 
chromium, fluoride, and nitrate) are all mobile (i.e., move with groundwater) and long-lived (relative to 
the 10,000-year period of analysis), or stable. They are essentially conservative tracers. The other 
COPCs that were analyzed do not significantly contribute to drinking water risk at the Core Zone 
Boundary during the period of analysis because of high retardation factors (i.e. , retention in the vadose 
zone), short half-lives (i.e., rapid radioactive decay), or a combination of both factors . 

ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 
in terms of the total amounts of radionuclide and chemical COPCs released to the vadose zone, 
groundwater, and Columbia River during the 10,000-year period of analysis. Releases of radionuclides 
are totaled in curies; chemicals in kilograms (see Figures 5- 565 through 5- 570). Note that the release 
amounts are plotted on a logarithmic scale to facilitate visual comparison of releases that vary over 
10 orders of magnitude. 

200-East Area Integrated Disposal Facility Figure 5-565 shows the estimated release at IDF-East to the 
vadose zone for the radiological risk drivers and Figure 5-566, the chemical COPCs hazard drivers. The 
predominant source of technetium-99 in the vadose zone is offsite-generated waste (77 percent), followed 
by tank closure secondary waste (19 percent), and ETF-generated secondary waste (4 percent). The 
sources of the iodine-129 release are offsite waste (85 percent) and ETF-generated secondary waste 
(14 percent). All of the fluoride and boron released to the vadose zone are from waste management 
secondary waste and onsite-generated waste. All of the nitrate released is from ETF-generated secondary 
waste. The predominant source of chromium (81 percent) is tank closure secondary waste, followed by 
waste management secondary and onsite-generated waste (8 percent), ILA W glass (5 percent), and 
offsite-generated waste (4 percent). 

Figure 5-567 shows the estimated release at IDF-East to groundwater for the radiological risk drivers and 
Figure 5- 568, the chemical hazard drivers. In addition to the inventory considerations discussed in the 
previous paragraph, release to groundwater is controlled by the transport properties of the COPC drivers 
and by the rate of moisture movement through the vadose zone. Nearly all of the chromium (96 percent) 
and essentially all (99 percent) of the fluoride, boron, and nitrate are released to the groundwater from the 
vadose zone. Most of the technetium-99 (89 percent) and iodine-129 (91 percent) are released to the 
groundwater from the vadose zone. 

Figure 5-569 shows the estimated release at IDF-East to the Columbia River for the radiological risk 
drivers and Figure 5- 570, the chemical hazard drivers. Release to the Columbia River is controlled by 
the transport properties of the COPCs. About 89 percent of the groundwater technetium-99 and 
91 percent of the iodine-129 is released to the Columbia River. Almost all of the groundwater chromium 
(97 percent), fluoride (97 percent), nitrate (greater than 98 percent), and boron (97 percent) are released to 
the Columbia River. 

Overall, 86 percent of the technetium-99 and 89 percent of the iodine-129 from the vadose zone are 
released to the Columbia River. Overall, almost all of the chromium (93 percent), fluoride (96 percent), 
nitrate (98 percent), and boron (96 percent) from the vadose zone are released to the Columbia River. 
There is essentially no release of uranium-238 or total uranium to the groundwater or to the Columbia 
River. 
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ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the analysis of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 
impacts in tenns of groundwater concentration versus time at the Core Zone Boundary and the Columbia 
River. Concentrations of radionuclides are in picocuries per liter; chemicals in micrograms per liter 
(see Figures 5- 571 through 5- 574). The benchmark concentration is also shown for each radionuclide 
and chemical. Because of the discrete nature of the concentration carried across a barrier or the river, a 
line denoting the 95th percentile confidence limit of the concentration is included on several of these 
graphs. This confidence interval was calculated to show when the actual concentration over a certain 
time interval is likely (95 percent of the time) to be at or below this value. The confidence interval is 
basically a statistical aid to interpreting data with a significant amount of random fluctuation (noise). The 
confidence interval was calculated when the concentration had a reasonable degree of noise, the 
concentration 's trend was level, and the concentrations were near the benchmark. Note that the 
concentrations are plotted on a logarithmic scale to facilitate visual comparison of concentrations. 
Table 5-84 lists the maximum concentrations of the COPCs in the peak year at IDF-East and the RPPDF, 
Core Zone Boundary, and Columbia River nearshore. 

Figures 5-571 through 5-574 show concentration versus time for iodine-129, technetium-99, chromium, 
and nitrate. During the later part of the analysis time period, the groundwater concentrations of 
iodine-129 from IDF-East exceed the benchmark concentrations at both the Core Zone and Columbia 
River nearshore boundaries. However, the iodine-129 concentrations are never greater than one order of 
magnitude above the benchmark concentration. After peaking, the iodine-129 concentrations continue to 
decrease through 11 ,940 (see Figure 5-571). The technetium-99 shows a similar response, with a peak 
near the latter quarter of the analysis period and then a continuing decline through 11 ,940 
(see Figure 5-572). The technetium-99 concentrations at both the Core Zone and Columbia River 
nearshore boundaries never exceed the benchmark concentration. The chromium and nitrate 
concentrations show a similar trend (see Figures 5-573 and 5-574). The chromium concentrations 
approach but never exceed the benchmark concentration. The peak nitrate concentrations are always at 
least one order of magnitude less than the benchmark concentration. 

There are no detectable releases of either uranium-238 or total uranium to the environment over the 
analysis period. 

5-600 



Chapter 5 • Long-Term Environmental Consequences 

.;:- 1.0 

~ 
... 
QI 
C. 
rJj 
QI ·.: 
::, 
u 
0 u 
:§: 
C: -~ 
iv ... 
"E 
QI 
u 
C: 
0 

(.) 

-... Q) 
;!:: 

... 
Q) 
C. 
Ill 
Q) 

·.::: 
::, 
0 
0 
0 
·5.. -C: 
0 
.:; 
l'O ... -C: 
Q) 
0 
C: 
0 

0 

- Core Zone Boundary 
- Columbia River nearshore 
- Benchmark concentration 

1.0x1Q-4 
(1 picocuries per liter) 

Core Zone Boundary 
95th percentile upper confidence limit 

- Columbia River nearshore 
95th percentile upper confidence limit 

1.0x1Q·5 ..C:==:::::===::::;::==:::::==~--------------~-------1 
1940 2940 3940 4940 5940 6940 7940 8940 9940 10,940 11 ,940 

Calendar Year 

Figure 5- 571. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 
lodine-129 Concentration Versus Time 

1.0x1()• 

1.0x 103 

1.ox1 02 

1.0><101 

1.0 

1.0x1Q·1 

1.0x10°2 

1.0x10..J 

1111
1 

liiii l1ll•IY~1~,11i11 
1111 : 111 l-- ____ ,. 
11~1 I Ill i 

1~11 11 ! ~I ~I I 
11111 11 111111 1 

- Core Zone Boundary 

- Columbia River nearshore 
- Benchmark concentration 

(900 picocuries per liter) 

- Core Zone Boundary 
95th percentile upper confidence limit 

- Columbia River nearshore 
95th percentile upper confidence limit 

1.0><10-4 4----.-----,----"T""---.-----,-----,----.-----,-----,------l 
1940 2940 3940 4940 5940 6940 7940 8940 9940 10,940 11 ,940 

Calendar Year 
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Table 5-84. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 
Maximum COPC Concentrations in the Peak Year at IDF-East and the RPPDF, 

Core Zone Boundary, and Columbia River Nearshore 
Core Zone Columbia River Benchmark 

Contaminant IDF-East RPPDF Boundary Nearshore Concentration 
Radionuclide in picocuries per liter 
Technetium-99 2,820 NIA 1,150 671 900 

(8580) (8365) (8478) 
Iodine-129 24 NIA 10 6 I 

(9058) (9178) (9652) 
Chemical in micrograms per liter 
Chromium 3 NIA 2 I 100 

(9308) (8982) (8354) 
Nitrate 15,500 NIA 5,700 4,070 45,000 

(8055) (7905) (8056) 
Note: corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are 
indicated in bold text. 
Key: COPC=constituent of potential concern; JDF-East=200-East Area Integrated Disposal Facility; N/A=not applicable; 
RPPDF=River Protection Project Disposal Facili ty. 

ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 
in terms of the spatial distribution of groundwater concentration at selected times in this analysis period. 
Concentrations of radionuclides are in picocuries per liter; chemicals in micrograms per liter 
(see Figures 5- 575 through 5- 582). Concentrations for each radionuclide and chemical are indicated by a 
color scale that is relative to the benchmark concentration. 

Figures 5-575 through 5- 582 show that there are groundwater releases from IDF-East that extend to the 
Columbia River. The release distributions are confined in a narrow area until about a third of the distance 
to the Columbia River nearshore boundary, where they spread out significantly and continue to the 
Columbia River. The iodine-129, technetium-99, chromium, and nitrate are all conservative tracers 
(i.e., move at the rate of the pore water velocity) that are impacted by moisture content. For each 
distribution map, the concentrations that are greater than the benchmark concentration are indicated by 
the fully saturated colors green, yellow, orange, and red, in order of increasing concentration. 
Concentrations less than the benchmark concentration are indicated by the faded colors green, blue, 
indigo, and violet, in order of decreasing concentration. The concentration ranges are on a logarithmic 
scale to facilitate visual comparison of concentrations. 

Figure 5-575 and 5-576 show the spatial distribution of groundwater concentration for iodine-129 during 
CYs 7140 and 11 ,885. These figures show a growing distribution in both size and concentration that is 
still present through CY 11 ,885. There are areas where concentration is above the benchmark 
concentration east of the Core Zone Boundary. However, over the period of analysis, most of the 
distribution concentration remains below the benchmark concentration. 

Figures 5-577 and 5-578 show the technetium-99 release with a distribution from the release source to 
the Columbia River. There is also a small area east of the Core Zone Boundary where the technetium-99 
concentration approaches (and potentially exceeds) the benchmark concentration. By CY 11 ,885 
(see Figure 5-578), the distribution has increased over CY 7140 in size. Although most of the 
distribution is well below the benchmark concentration, this figure shows a distribution of technetium-99 
through CY 11,885. 
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Figures 5-579 and 5- 580 (CYs 7140 and 11 ,885) show a chromium release extending from the release 
source to the Columbia River. Comparisons of the CY 7140 and 11 ,885 distributions show about the 
same concentration and area for the releases. The concentration of chromium remains well below the 
benchmark concentration in both distributions. 

Figures 5-581 and 5- 582 show the spatial distribution of groundwater concentrations of nitrate for 
CY s 7140 and 11 ,885. There is an area east of the Core Zone Boundary where the nitrate release appears 
to approach the benchmark concentration. The CY 11 ,885 data show a significant reduction in 
concentration, especially for the isolated area of higher concentration. Most of the nitrate distribution is 
well below the benchmark concentration. 
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Figure 5- 575. Waste Management Alternative 2, Disposal Group 2, 

Subgroup 2-A, Spatial Distribution of Groundwater Iodine-129 
Concentration During Calendar Year 7140 
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Figure 5- 576. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-A, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 11,885 
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Figure 5-578. Waste Management Alternative 2, Disposal Group 2, 
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Concentration During Calendar Year 11,885 
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Figure 5-579. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-A, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-580. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-A, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 11,885 
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Subgroup 2-A, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 7140 
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Figure 5-582. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-A, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

Under Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, in general, the predominant 
contributor is the iodine-129 inventory at IDF-East that is available for release to the environment at the 
start of the post-disposal period. The technetium-99, chromium, and nitrate releases do not exceed 
benchmark concentrations during the period of analysis except in small, isolated areas (pockets). The 
release data show declining but significant concentrations through the end of this analysis period 
(CY 11 ,885). 
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5.3.1.2.2.2 Disposal Group 2, Subgroup 2-B, Base Case 

ACTIONS AND TIMEFRAMES INFLUENCING GROUNDWATER IMPACTS 

Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, includes Tank Closure 
Alternative 6B, Base Case; FFTF Decommissioning Alternative 2 or 3; and onsite- and offsite-generated 
waste. Waste would be converted to IHL W and ILA W glass. IHL W would be stored on site, while 
ILA W glass would be managed on site as high-level radioactive waste (HL W) pending disposition. 

For the long-term groundwater impact analysis, two major periods have been identified for Waste 
Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, as follows : 

• The disposal period starts with the onset of disposal operations for IDF-East and the RPPDF in 
CY 2009 and continues through CY 2100, when the disposal facilities will be operationally 
closed. During this disposal period, the materials in these permitted, operational facilities are 
assumed to be unavailable for release to the environment. 

• The post-disposal period starts in CY 2101 and continues through the 10,000-year period of 
analysis until CY 11 ,940. At the start of this period, materials in IDF-East and the RPPDF 
become available for release to the environment. For the purpose of analyzing long-term 
groundwater impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Base Case, IDF-East and the RPPDF are assumed to be covered by a barrier limiting infiltration 
for the first 500 years of the post-disposal period. 

COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case. Full results are tabulated in Appendices M, N, and 0. This discussion of 
long-term impacts associated with Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Base Case is focused on the following COPC drivers: 

• Radiological risk drivers: iodine-129 and technetium-99 
• Chemical risk drivers: none 
• Chemical hazard drivers : chromium, nitrate, and acetonitrile 

The COPC drivers for Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
were selected by evaluating the risk or hazard associated with all 40 CO PCs during the year of peak risk 
or hazard at the Core Zone Boundary during the 10,000-year period of analysis, and selecting the major 
contributors. This process is described in Appendix Q. The radiological risk drivers listed above account 
for essentially 100 percent of the radiological risk. There is no chemical risk. The chemical hazard 
drivers above account for over 99 percent of the chemical hazard associated with Waste Management 
Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case. 

The COPC drivers that are discussed in detail in this section (nitrate iodine-129, technetium-99, 
chromium, nitrate, and acetonitrile) are all mobile (i.e., they move with groundwater) and long-lived 
(relative to the 10,000-year period of analysis) or stable. They are essentially conservative tracers. The 
other COPCs that were analyzed do not significantly contribute to drinking water risk at the Core Zone 
Boundary during the period of analysis because of high retardation factors (i .e., retention in the vadose 
zone), short half-lives (i.e. , rapid radioactive decay), or a combination of both factors . 
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ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Base Case (IDF-East and the RPPDF), in terms of the total amount released to the vadose zone, 
groundwater, and the Columbia River. Releases of radionuclides are totaled in curies; chemicals, in 
kilograms. Both are totaled over the 10,000-year period of analysis. Note that the release amounts are 
plotted on a logarithmic scale to facilitate visual comparison of releases that vary over 10 orders of 
magnitude. 

200-East Area Integrated Disposal Facility 

Figure 5-583 shows the release to the vadose zone for the radiological risk drivers and Figure 5-584, the 
chemical hazard drivers. For all seven types of sources, the inventories in the waste fonns are a major 
factor in the quantities released to the vadose zone. The predominant source of technetium-99 in the 
vadose zone is offsite-generated waste (77 percent), followed by tank closure secondary waste 
(19 percent), and ETF-generated secondary waste (4 percent). The sources of the iodine-129 release are 
offsite-generated waste (85 percent) and ETF-generated secondary waste (14 percent). The chromium 
release is from the tank closure secondary waste (86 percent), waste management secondary waste and 
onsite-generated waste (8 percent), with some from offsite-generated waste (4 percent) and 
ETF-generated secondary waste (2 percent). All of the nitrate released is from ETF-generated secondary 
waste. There is no acetonitrile from any of the waste forms in IDF-East. 

Figure 5-585 shows the release to groundwater for the radiological risk drivers and Figure 5-586, the 
chemical hazard drivers. In addition to the inventory considerations discussed in the previous paragraph, 
release to groundwater is controlled by the transport properties of the COPC drivers and by the rate of 
moisture movement through the vadose zone. Most of the vadose zone technetium-99 (89 percent), 
iodine-129 (91 percent), chromium (>99 percent), and nitrate (>99 percent) is released to groundwater 
during the period of analysis. 

Figure 5-587 shows the release to the Columbia River for the radiological risk drivers and Figure 5-588, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of 
the COPC drivers. Most of the technetium-99 (97 percent), iodine-129 (97 percent), chromium 
(97 percent), and nitrate (>99 percent) in the groundwater is released to the Columbia River over the 
period of analysis. 

Overall, most of the technetium-99 (86 percent), iodine-129 (89 percent), chromium (96 percent), and 
nitrate (98 percent) from the vadose zone is released to the Columbia River. These releases are identical 
to those of Waste Management Alternative 2, Disposal Group 2-B, Option Case, for these COPCs. 
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River Protection Project Disposal Facility 

Figure 5- 589 shows the release to the vadose zone for the radiological risk drivers and Figure 5- 590, the 
chemical hazard drivers. Release to the vadose zone is controlled by the inventory (i.e. , 100 percent of 
the inventory was released during the post-disposal period). The predominant releases from the RPPDF 
are technetium-99 and iodine-129, with technetium-99 being the predominant radionuclide released. The 
chemical releases from the RPPDF include nitrate (largest), chromium, and acetonitrile (smallest). 

Figure 5-591 shows the release to groundwater for the radiological risk drivers and Figure 5-592, the 
chemical hazard drivers . In addition to the inventory considerations discussed in the previous paragraph, 
release to groundwater is controlled by the transport properties of the COPC drivers and by the rate of 
moisture movement through the vadose zone. For technetium-99, iodine-129, chromium, nitrate, and 
acetonitrile, the amount released to groundwater is essentially equal to the amount released to the vadose 
zone. 

Figure 5-593 shows the release to the Columbia River for the radiological risk drivers and Figure 5-594, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of the 
COPC drivers. For iodine-129, technetium-99, chromium, nitrate, and acetonitrile, the amount released to 
the Columbia River is essentially equal to the amount released to groundwater. 

Overall, about 96 percent of the radionuclides and chemicals released by the RPPDF to the vadose zone 
are released to the Columbia River during the period of analysis. Identical results were observed for 
Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case. 
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Chemical Releases at River Protection Project Disposal Facility to Vadose Zone 
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Figure 5-592. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Chemical Releases at River Protection Project Disposal Facility to Groundwater 
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Figure 5-594. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Chemical Releases at River Protection Project Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Base Case, in terms of groundwater concentration versus time at the Core Zone Boundary and the 
Columbia River nearshore. Concentrations of radionuclides are in picocuries per liter; chemicals, in 
micrograms per liter. The benchmark concentration of each radionuclide and chemical is also shown. 
The concentrations are plotted on a logarithmic scale to facilitate visual comparison of concentrations. 
Because of the discrete nature of the concentration carried across a barrier or the river, a line denoting the 
95th percentile upper confidence limit of the concentration is included on several of these graphs. This 
confidence interval was calculated to show when the actual concentration over a certain time interval is 
likely (95 percent of the time) to be at or below this value. The confidence interval is basically a 
statistical aid to interpreting data with a significant amount of random fluctuation (noise). The confidence 
interval was calculated when the concentration had a reasonable degree of noise, the concentration's trend 
was level, and the concentrations were near the benchmark. Table 5-85 lists the maximum 
concentrations of the COPCs in the peak year at IDF-East and the RPPDF, Core Zone Boundary, and 
Columbia River nearshore. 
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Table 5-85. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Maximum COPC Concentrations in the Peak Year at IDF-East and 
the RPPDF, Core Zone Boundary, and Columbia River Nearshore 

Core Zone Columbia River Benchmark 
Contaminant IDF-East RPPDF Boundary Nearshore Concentration 

Radionuclide in picocuries per liter 
Technetium-99 2,890 283 1,140 703 900 

(8580) (3889) (8365) (8477) 
Iodine-129 24 0.5 10 6 1 

(9058) (4089) (9188) (9652) 
Chemical in micrograms per liter 
Chromium 3 6 11 2 100 

(8281) (3868) (11232) (5035) 
Nitrate 16,600 353 5,750 3,310 45,000 

(8162) (3996) (8245) (7837) 
Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are indicated 
in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River Protection 
Project Disposal Facility. 

Figures 5-595 through 5-598 show concentration versus time for technetium-99, iodine-129, nitrate, and 
chromium, respectively. The releases oftechnetium-99 from IDF-East and the RPPDF do not exceed the 
benchmark concentrations at the Core Zone Boundary or the Columbia River nearshore (see 
Figure 5-595). The technetium-99 concentrations at both boundaries remain fairly constant for most of 
the analysis period and then decrease into CY 11 ,940. 

Figure 5-596 shows iodine-129 exceeding benchmark concentrations starting about CY 5940 and 
continuing through CY 11 ,940 for both the Core Zone Boundary and the Columbia River nearshore. 
Figures 5-597 and 5-598 show that the nitrate and chromium releases do not reach the benchmark 
concentrations over the period of analysis. The nitrate and chromium concentrations at the Core Zone 
Boundary and the Columbia River nearshore are always at least one order of magnitude lower than their 
benchmark concentrations. 

Figure 5-599 shows concentration versus time for total uranium. Uranium-238 has no detectable release 
to the environment. Total uranium concentrations, while very low, continue to increase during the period 
of analysis and beyond. The total uranium concentration never approaches closer than six orders of 
magnitude to the benchmark concentration during the period of analysis (through CY 11 ,940). 
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Figure 5-595. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Technetium-99 Concentration Versus Time 

-... QI = ... 
QI 
C. 
II) 
QI 

·;:: 
::, 
u 
0 
-~ 
C. -C: 
0 

:;::; 
~ -C: 
QI u 
C: 
0 u 

1.0><10·2 - Core Zone Boundary 

- Columbia River nearshore 
- Benchmark concentration 

(1 picocurie per liter) 

- Core Zone Boundary 
95th percentile upper confidence limit 

- Columbia River nearshore 
95th percentile upper confidence limit 

1.0><10-3 ~------------- ...... ----.---...... ----.---...... ----.------l 
1940 2940 3940 4940 5940 6940 7940 8940 9940 10,940 11 ,940 

Calendar Year 

Figure 5-596. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Iodine-129 Concentration Versus Time 

5-622 



... 
~ 
"' E 
I'!! 
C) 

e 
u 
]. 
r:: 
0 -I'!! 
i: 
Cl) 
u 
C: 
0 

(.) 

Chapter 5 • Long-Term Environmental Consequences 

1.0x105 -r------------------------------------

- Core Zone Boundary 

- Columbia River nearshore 
- Benchmark concentration 

(45,000 micrograms per liter} 

1.0><102 -t-----
. •111r, .I. . Ill 111111111 . ··-· -· 

. ' . ' 1111 1111111111111~111 y I I 
11 1 11111111 1 

I 
1.0x1Q•1 -t-----,----,-----,,-----.----,-----,----,----.....,..---.------4 

1940 2940 3940 4940 5940 6940 7940 8940 9940 10,940 11,940 

Calendar Year 

Figure 5-597. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Nitrate Concentration Versus Time 
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Figure 5-599. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 
Total Uranium Concentration Versus Time 

ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Base Case, in terms of the spatial distribution of groundwater concentrations at selected times. 
Concentrations of radionuclides are in picocuries per liter; chemicals, in micrograms per liter. 
Concentrations of each radionuclide and chemical are indicated by a color scale relative to the benchmark 
concentration. Concentrations greater than the benchmark concentration are indicated by the 
fully-saturated colors green, yellow, orange, and red in order of increasing concentration; concentrations 
lower than the benchmark concentration by the faded colors green, blue, indigo, and violet in order of 
decreasing concentration. Note that the concentration ranges are on a logarithmic scale to facilitate visual 
comparison of concentrations. 

Figures 5-600 through 5- 611 show concentration distributions at CYs 3890, 7140, and 11 ,885 for 
technetium-99, iodine-129, nitrate, and chromium. Figure 5-612 shows the concentration distribution for 
total uranium at CY 11 ,885. These groundwater releases from IDF-East that extend from the east of the 
Core Zone Boundary to the Columbia River and from the RPPDF north from the Core Zone Boundary to 
the Columbia River. The releases from the RPPDF remain in a fairly narrow area until about halfway to 
the Columbia River nearshore, where the plume spreads out and continues to the shoreline. The IDF-East 
plume is contained in a narrow area until it reaches about one-third of the distance to the Columbia River 
nearshore, where it spreads out and continues to the shoreline. 

Figure 5--600 (CY 3890) shows that the technetium-99 release from the RPPDF exceeds the benchmark 
concentrations in small areas north of the Core Zone Boundary. Figure 5--601 (CY 7140) shows that the 
RPPDF technetium-99 distribution has nearly dissipated, but that areas of higher technetium-99 
concentration remain. This figure also shows that the release from IDF-East extends from the release site 
to the Columbia River. By CY 11,885 (see Figure 5- 602), the RPPDF-released technetium-99 has nearly 
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dissipated, with the exception of a small, isolated area of high concentration. The IDF-East 
technetium-99 release has increased significantly, and the concentration in groundwater continues in a 
widely distributed plume through CY 11,885. Those concentrations, however, remain below the 
benchmark concentration. 

Figures 5-603 through 5-605 show similar concentration distribution for iodine-129, the RPPDF plume 
extending north from the Core Zone Boundary and the IDF-East plume extending east. Figure 5-603 
shows an RPPDF plume at CY 3890 and but no IDF-East plume, the IDF-East release having occurred in 
later years. Figure 5-604 shows a dissipated RPPDF iodine-129 distribution and a significant IDF-East 
plume extending from the release site to the Columbia River. There is an area east of the Core Zone 
Boundary in which the iodine-129 concentration exceeds the benchmark concentration. Figure 5-605 
(CY 11 ,885) shows almost no RPPDF iodine-129 but a small area (pocket) of high-concentration 
iodine-129 remains. This indicates that the IDF-East iodine-129 release to the Columbia River continues 
through CY 11 ,885, and that in smaller areas the concentrations approach or exceed the benchmark 
concentration. 

Figures 5-606 through 5-608 show chromium releases from the RPPDF and IDF-East that produce 
plume maps (time, space, and concentration) similar to those of the technetium-99 and iodine-129 
releases. These also show a delayed (relative to the RPPDF release) release of chromium from IDF-East. 
However, areas of higher nitrate concentrations from both releases do not exceed benchmark 
concentrations. A small area of higher nitrate concentration from the RPPDF nitrate release appears to be 
maintained through CY 11,885. 

The nitrate release shown in Figures 5-609 through 5-6 11 is nearly identical to the chromium release 
(time and space ranges). The IDF-East nitrate release never reaches the benchmark concentration. In 
CY 7140, the RPPDF shows a small area in which a high nitrate concentration is maintained, but this 
appears to dissipate by CY 11 ,885 . 

Figure 5-612 shows the concentration distribution for total uranium released from the RPPDF for 
CY 11 ,885. The released total uranium produces a fairly even distribution between the release source and 
the Columbia River nearshore. As total uranium is not as mobile as the other COPCs, the total uranium 
release results in a fairly homogeneous distribution between the release source and the Columbia River. 
The concentration is consistently well below the benchmark concentration and there are no areas of 
higher levels, as were observed for other CO PCs. The distribution and consistency of the CY 11 ,885 total 
uranium distribution would indicate that the released total uranium plume will remain well past 
CY 11 ,885 . 
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Figure 5-601. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 7140 
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Figure 5-603. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater lodine-129 

Concentration During Calendar Year 3890 
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Figure 5-604. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater lodine-129 

Concentration During Calendar Year 7140 
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Figure 5-605. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 11,885 
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Figure 5-606. Waste Management Alternative 2, Disposal Group 2, 

Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Chromium 
Concentration During Calendar Year 3890 
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Figure 5-607. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-608. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 11,885 
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Figure 5---609. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 3890 
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Figure 5-610. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 7140 
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Figure 5-611. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 11,885 
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Figure 5-612. Waste Management Alternative 2, Disposal Group 2, 

Subgroup 2-B, Base Case, Spatial Distribution of Groundwater Total Uranium 
Concentration During Calendar Year 11,885 

SUMMARY OF IMPACTS 

For Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, released iodine-129 
is the major source of this risk. The analysis indicates that the concentrations of the COPCs at these 
points decrease to levels significantly below the benchmark concentrations through CY 11,885. 

As for the conservative tracers, there are small, isolated areas near the outer Core Zone Boundary in 
which high concentrations appear not to dissipate; they remain high through the end of the period of 
analysis. The release of total uranium appears fairly homogeneous between the release source and the 
Columbia River nearshore. Although the concentration in this plume is well below the benchmark, total 
uranium remains in the environment and trends shows an increasing concentration through the end of this 
analysis period (CY 11 ,885). 
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5.3.1.2.2.3 Disposal Group 2, Subgroup 2-B, Option Case 

ACTIONS AND TIME FRAMES INFLUENCING GROUNDWATER IMPACTS 

Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, includes Tank Closure 
Alternative 6B, Option Case; FFTF Decommissioning Alternative 2 or 3; and onsite- and 
offsite-generated waste. Summaries of the actions and timelines for Waste Management Alternative 2 are 
provided in Chapter 2, Section 2.5. 

For the long-term groundwater impact analysis, two major periods have been identified for Waste 
Management Alternative 2, Disposal Group 1, Subgroup 1-E: 

• The disposal period starts with the onset of disposal operations for IDF-East and the RPPDF in 
CY 2009 and continues through CY 2100. During this disposal period, the materials in these 
permitted, operational facilities are assumed to be unavailable for release to the environment. 

• The post-disposal period starts in CY 2101 and continues through the 10,000-year period of 
analysis until CY 11 ,940. At the start of this period, materials in IDF-East and the RPPDF 
become available for release to the environment. For the purpose of analyzing long-term 
groundwater impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Base Case, IDF-East and the RPPDF are assumed to be covered by a barrier limiting infiltration 
for the first 500 years of the post-disposal period. 

COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 2, Disposal Group 2, Subgroup 
2-B, Option Case. Full results are tabulated in Appendices M, N, and 0 . This discussion of long-term 
impacts associated with Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option 
Case, is focused on the following COPC drivers: 

• Radiological risk drivers: iodine-129 and technetium-99 
• Chemical risk drivers: none 
• Chemical hazard drivers: chromium, nitrate, and acetonitrile 

The COPC drivers for Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
were selected by evaluating the risk or hazard associated with all 40 COPCs during the year of peak risk 
or hazard at the Core Zone Boundary during the 10,000-year period of analysis, and selecting the major 
contributors. This process is described in Appendix Q. The radiological risk drivers listed above account 
for essentially 100 percent of the radiological risk. There is no chemical risk. The chemical hazards 
drivers above account for over 99 percent of the chemical hazard associated with Waste Management 
Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case. 

The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, chromium, 
nitrate, and acetonitrile) are all mobile (i.e., they move with groundwater) and long-lived (relative to the 
10,000-year period of analysis) or stable. They are essentially conservative tracers. The other COPCs 
that were analyzed do not significantly contribute to drinking water risk at the Core Zone Boundary 
during the period of analysis because of high retardation factors (i.e. , retention in the vadose zone), short 
half-lives (i .e., rapid radioactive decay), or a combination of both factors . 
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ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2 Subgroup 2-B, 
Option Case, in terms of the total amount released to the vadose zone, groundwater, and the Columbia 
River. Releases of radionuclides are totaled in curies; chemicals, in kilograms. Both are totaled over the 
10,000-year period of analysis. Note that the release amounts are plotted on a logarithmic scale to 
facilitate visual comparison ofreleases that vary over 10 orders of magnitude. 

200-East Area Integrated Disposal Facility 

IDF-East has seven subtotals plotted representing releases from ETF-generated secondary waste, 
Preprocessing Facility (PPF) glass, retired melters, tank closure secondary waste, FFTF 
Decommissioning Alternative 3 waste, waste management secondary and onsite-generated waste, and 
offsite-generated waste. 

Figure 5-613 shows the release to the vadose zone for the radiological risk drivers and Figure 5-614, 
chemical hazard drivers. The inventories in the waste fonns are a major factor in the quantities released 
to the vadose zone. The predominant source of technetium-99 in the vadose zone is offsite-generated 
waste (77 percent), followed by tank closure secondary waste (19 percent), and ETF-generated secondary 
waste (4 percent). The sources of the iodine-129 release are offsite-generated waste (85 percent) and 
ETF-generated secondary waste (14 percent). The chromium release is from the tank closure secondary 
waste (85 percent), waste management secondary and onsite-generated waste (8 percent) offsite-generated 
waste (4 percent), ETF-generated secondary waste (2 percent), and PPF glass (1 percent). All of the 
nitrate released is from ETF-generated secondary waste. There is no acetonitrile from any of the waste 
forms in IDF-East. 

Figure 5-615 shows the release to groundwater for the radiological risk drivers and Figure 5-616, the 
chemical hazard drivers. In addition to the waste form inventory, release to groundwater is controlled by 
the transport properties of the COPC drivers and by the rate of moisture movement through the vadose 
zone. Most of the vadose zone technetium-99 (89 percent), iodine-129 (91 percent) and all of the 
chromium and nitrate are released to groundwater during the period of analysis. 

Figure 5-617 shows the release to the Columbia River for the radiological risk drivers and Figure 5-618, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of the 
COPC drivers. Most of the groundwater technetium-99 (97 percent), iodine-129 (97 percent), chromium 
(97 percent), and nitrate (>99 percent) are released to the Columbia River over the period of analysis. 

Overall, most of the vadose zone technetiwn-99 (86 percent), iodine-129 (89 percent), chromium 
(96 percent), and nitrate (98 percent) from IDF-East is released to the Columbia River. These releases are 
identical to those for Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case. 
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Figure 5---613. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5---614. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
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Figure 5-615. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
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Figure 5-616. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5-617. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-618. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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River Protection Project Disposal Facility 

Figure 5- 619 shows the release to the vadose zone for the radiological risk drivers and Figure 5-620, the 
chemical hazard drivers. Release to the vadose zone is controlled by the inventory (i.e., 100 percent of 
the inventory was released during the post-disposal period). The predominant releases from the RPPDF 
are technetium-99 and iodine-129, with technetium-99 being the predominant radionuclide released. The 
chemical releases from the RPPDF include nitrate (largest), chromium, and acetonitrile (smallest). 

Figure 5-621 shows the release to groundwater for the radiological risk drivers and Figure 5-622, the 
chemical hazard drivers. In addi tion to the inventory, release to groundwater is controlled by the 
transport properties of the COPC drivers and by the rate of moisture movement through the vadose zone. 
All of the RPPDF vadose zone technetium-99, iodine-129, chromium, nitrate, and acetonitrile is released 
to groundwater. 

Figure 5-623 shows the release to the Colwnbia River for the radiological risk drivers and Figure 5-624, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of the 
COPC drivers. All of the RPPDF groundwater iodine-129, technetium-99, chromium, nitrate, and 
acetonitrile, is released to the Columbia River. 

Overall, about 95 percent of the RPPDF vadose zone radionuclides and chemicals are released to the 
Colwnbia River during the period of analysis. This release is almost identical to that identified for Waste 
Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case. 
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Figure 5-619. Waste Management Alternative 2, Disposal Group 2, 
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Figure 5--620. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Chemical Releases at River Protection Project Disposal Facility to Vadose Zone 
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Figure 5--621. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Radiological Releases at 
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Figure 5-622. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Chemical Releases at River Protection Project Disposal Facility to Groundwater 
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Figure 5-624. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Chemical Releases at River Protection Project Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Option Case, in terms of groundwater concentration versus time at the Core Zone Boundary, and the 
Columbia River nearshore. Concentrations of radionuclides are in picocuries. per liter; chemicals, in 
micrograms per liter. The benchmark concentration of each radionuclide and chemical is also shown. 
The concentrations are plotted on a logarithmic scale to faci li tate visual comparison of concentrations. 
Because of the discrete nature of the concentration carried across a barrier or the river, a line denoting the 
95th percentile upper confidence limit of the concentration is included on several of these graphs. This 
confidence interval was calculated to show when the actual concentration over a certain time interval is 
likely (95 percent of the time) to be at or below this value. The confidence interval is basically a 
statistical aid to interpreting data with a significant amount of random fluctuation (noise). The confidence 
interval was calculated when the concentration had a reasonable degree of noise, the concentration ' s trend 
was level, and the concentrations were near the benchmark. Table 5- 86 lists the maximum 
concentrations of the COPCs in the peak year at IDF-East and the RPPDF, Core Zone Boundary and 
Columbia River nearshore. 
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Table 5-86. Waste Management Alternative 2, Disposal Group 2, Subgroup 2B, Option Case, 
Maximum COPC Concentrations in the Peak Year at IDF-East and 
the RPPDF, Core Zone Boundary, and Columbia River Nearshore 

Core Zone Columbia River Benchmark 
Contaminant IDF-East RPPDF Boundary Nearshore Concentration 

Radionuclide in picocuries per liter 
Technetium-99 2,890 340 1,350 717 900 

(8580) ( 4213) (4466) (8477) 
Iodine-129 24 0.6 10 6 1 

(9058) ( 4176) (9188) (9652) 

Chemical in micrograms per liter 
Chromium 3 33 97 17 100 

(8281) ( 41 18) (10533) (5522) 

Nitrate 16,600 9,070 28,400 5,700 45,000 

(8162) (3962) (9305) (4618) 
Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are indicated 
in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River Protection 
Project Disposal Facility. 

Figures 5- 625 through 5-628 show concentration versus time for technetium-99, iodine-129, nitrate, and 
chromium, respectively. With the exception of nitrate, the concentrations versus time are essentially 
identical to those for Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case. 

The concentration of technetium-99 (see Figure 5-625) is below the benchmark at the Core Zone 
Boundary and the Columbia River nearshore. The technetium-99 concentrations remains fairly constant 
for most of the analysis period and then decreases through CY 11 ,940, staying within about one order of 
magnitude from the benchmark. Figure 5-626 shows iodine-129 exceeding benchmark concentrations 
starting at about CY 5940 and continuing through CY 11 ,940 at both the Core Zone Boundary and the 
Columbia River nearshore. This concentration peaks during the last one-third of the analysis period and 
then declines, reaching the benchmark concentration at about CY 11,940. 

Nitrate concentrations at the Core Zone Boundary and Columbia River nearshore peak near the start of 
the analysis period (see Figure 5-627). Both concentrations then decrease through CY 11 ,885, always at 
least one order of magnitude below the benchmark concentration. Waste Management Alternative 2, 
Disposal Group 2, Subgroup 2-B, Base Case, shows a similar nitrate release, but with a peak about 
three-quarters of the way through the analysis period and then a decline to the benchmark concentration at 
about CY 11 ,885. 

Figure 5-628 shows that the chromium concentrations at the Core Zone Boundary and the Columbia 
River nearshore always remain just below the benchmark concentration. In Waste Management 
Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, the chromium is below the benchmark by at 
least one order of magnitude. 

Figure 5-629 shows concentration versus time for total uranium. Uranium-238 has no detectable release 
to the environment. Total uranium concentrations, while very low, continue to increase during the period 
of analysis and beyond. The total uranium concentrations remain at least six orders of magnitude below 
the benchmark concentration throughout the analysis period (through CY 11,940). These release 
concentrations are basically identical to those for Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case. 
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Figure 5-629. Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 
Total Uranium Concentration Versus Time 

ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, 
Option Case, in terms of the spatial distribution of groundwater concentrations at selected times. 
Concentrations of radionuclides are in picocuries per liter; chemicals, in micrograms per liter. 
Concentrations of each radionuclide and chemical are indicated by a color scale relative to the benchmark 
concentration. Concentrations greater than the benchmark concentration are indicated by the fully 
saturated colors green, yellow, orange, and red in order of increasing concentration; concentrations lower 
than the benchmark concentration, by the faded colors green, blue, indigo, and violet in order of 
decreasing concentration. Note that the concentration ranges are on a logarithmic scale to facilitate visual 
comparison of concentrations. 

Figures 5-630 through 5-641 show concentration distributions at CYs 3890, 7140, and 11 ,885 for 
technetium-99, iodine-129, nitrate, and chromium. Figure 5- 642 shows the concentration distribution of 
total uranium at CY 11 ,885. These data show that groundwater releases extend from IDF-East east to the 
Columbia River and from the RPPDF north to the Columbia River. The RPPDF release remains in a 
fairly narrow channel until about halfway to the Columbia River, where it spreads out. The IDF-East 
release is also contained in a narrow area until it reaches one-third the distance to the Columbia River, 
where it begins to spread. 

Figure 5-630 (CY 3890) shows a technetium-99 releases from the RPPDF that exceeds the benchmark 
concentrations in small areas just outside the Core Zone Boundary. Figure 5-631 (CY 7140) shows a 
nearly dissipated RPPDF technetium-99 distribution, as well as several very small areas in which the 
concentration exceeds the benchmark. It also shows several areas in which the technetium-99 released 
from IDF-East approaches and potentially exceeds the technetium-99 benchmark concentration. By 
CY 11 ,885 (see Figure 5-632), the technetium-99 from the RPPDF is nearly dissipated, though there 
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remains a small, isolated area of high concentration. The IDF-East technetium-99 release continues 
through CY 11 ,882, but most of the concentrations remain below the benchmark. 

Figures 5- 633 through 5-635 show similar concentration distributions of iodine-129 from the RPPDF and 
IDF-East, the RPPDF plume extending to the north from the Core Zone and the IDF-East plume to the 
east. Figure 5-633 shows an RPPDF plume at CY 3890 and but no IDF-East plume; it only becomes 
visible later. Figure 5-634 shows the dissipation of the RPPDF iodine-129 plume and a significant 
IDF-East plume. A small area (pocket) of high-concentration RPPDF iodine-129 remains and an area of 
IDF-East iodine-129 in concentrations higher than the benchmark has developed to the east of the Core 
Zone Boundary. Figure 5- 635 (CY 11 ,885) shows a nearly dissipated RPPDF iodine-129 plume and the 
small higher-concentration area. It also shows an expanded IDF-East iodine-129 distribution and an area 
in which the iodine-129 exceeds the benchmark concentration. The spatial distributions of technetium-99 
and iodine-129 over the analysis period are nearly identical to those of Waste Management Alternative 2, 
Disposal Group 2, Subgroup 2-B, Base Case. 

Figures 5-636 through 5-638 show plume maps (time, space, and concentration) for nitrate releases from 
the RPPDF and IDF-East that are similar to those for technetium-99 and iodine-129 releases. In isolated 
areas north of the Core Zone Boundary, the RPPDF-released nitrate concentrations exceed the benchmark 
concentrations, a circumstance not observed in Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Base Case, nitrate releases. There is also a small area of high nitrate concentration from 
the RPPDF release that appears to continue through CY 11 ,885. 

The chromium release shown in Figures 5-639 through 5-641 is nearly identical to the nitrate release in 
time and spatial ranges. The RPPDF release distribution includes a small area in which the chromium 
concentration exceeds the benchmark through CY 11 ,885. The IDF-East chromium release never reaches 
the benchmark, but the distribution continues through CY 11,885. In Waste Management Alternative 2, 
Disposal Group 2, Subgroup 2-B, Base Case, the nitrate high-concentration areas dissipate more rapidly 
and are below the benchmark concentration by CY 11 ,885 . 

Figure 5-642 shows the concentration distribution for total uranium released from the RPPDF for 
CY 11 ,885. The released total uranium produces a fairly homogeneous distribution between the release 
source and the Columbia River nearshore. The distribution concentration is consistently below the 
benchmark concentration. The retardation of total uranium yields a fairly consistent distribution between 
the point of release and the Columbia River. This indicates that the total uranium distribution will remain 
past CY 11 ,885. Identical results were observed for Waste Management Alternative 2, Disposal Group 2 
Subgroup 2-B, Base Case. 
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Concentration During Calendar Year 7140 
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Figure 5-632. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 11,885 
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Figure 5-633. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater lodine-129 

Concentration During Calendar Year 3890 
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Figure 5-634. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 7140 
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Figure 5-635. Waste Management Alternative 2, Disposal Group 2, 

Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Iodine-129 
Concentration During Calendar Year 11,885 
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Figure 5-636. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 3890 
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Figure 5-637. Waste Management Alternative 2, Disposal Group 2, 

Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 7140 
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Figure 5-638. Waste Management Alternative 2, Disposal Group 2, 

Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Nitrate 
Concentration During Calendar Year 11,885 
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Figure 5-639. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 3890 
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Figure 5-640. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-641. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 11,885 
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Figure 5-o42. Waste Management Alternative 2, Disposal Group 2, 
Subgroup 2-B, Option Case, Spatial Distribution of Groundwater Total Uranium 

Concentration During Calendar Year 11,885 
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SUMMARY OF IMPACTS 

For Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, in general, the 
analysis indicates that the concentrations of the COPCs at Core Zone Boundary and the Columbia River 
nearshore decrease to levels significantly below the benchmark concentrations. 

In small, isolated areas near the outer Core Zone Boundary, there are high concentrations of the 
conservative tracers that remain high (i.e., they appear not to dissipate) through the end of the period of 
analysis. A fairly homogeneous plume of released uranium lies between the release source and the 
Columbia River nearshore. Although the concentrations of total uranium are both two orders of 
magnitude lower than the benchmark concentrations during this analysis period, the trend appears to show 
a continuing increase through the end of that period. 

Except for isolated areas with nitrate and chromium, the spatial and time distributions are nearly identical 
to those for Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case. 

5.3.1.2.3 Disposal Group 3 

Disposal Group 3 is characterized by an operational completion date of CY 2165 for both IDF-East and 
the RPPDF. In Disposal Group 3, IDF-East has a large capacity (425,000 cubic meters 
[556,000 cubic yards]) and the RPPDF an even larger capacity (8,370,000 cubic meters 
[10,900,000 cubic yards]). These capacities are designed to meet the waste generation volumes 
associated with Tank Closure Alternative 6A, Base and Option Cases; FFTF Decommissioning 
Alternative 2 or 3; and onsite- and offsite-generated waste. 

ACTIONS AND T IMEFRAMES INFLUENCING GROUNDWATER IMPACTS 

Disposal Group 3 covers Tank Closure Alternative 6A, Base and Option Cases; FFTF Decommissioning 
Alternative 2 or 3; and onsite- and offsite-generated waste. For both the Base and Option Cases, waste 
will be converted to IHL W and PPF glass. IHL W would be stored on site, while PPF glass would be 
disposed of at IDF-East. 

For the long-term groundwater impact analysis, two major periods have been identified for Waste 
Management Alternative 2, Disposal Group 3: 

• The disposal period starts with the onset of disposal operations in IDF-East and the RPPDF in 
CY 2009 and continues through CY 2165 when these facilities will be operationally closed. 
During the disposal period, the materials in these permitted, operational facilities are unavailable 
for release to the environment. 

• The post-disposal period starts in CY 2166 and continues through the 10,000-year period of 
analysis until CY 11 ,940. At the start of this period, materials in the facilities become available 
for release to the environment. For purposes of analyzing long-term groundwater impacts of 
Waste Management Alternative 3, Disposal Group 3, IDF-East and RPPDF are assumed to be 
covered by a barrier lii;niting infiltration during the first 500 years of the post-disposal period. 
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COPC DRIVERS 

A total of 40 ~OPCs were analyzed for Waste Management Alternative 2, Disposal Group 3. Full results 
are tabulated in Appendices M, N, and 0. This discussion of long-term impacts associated with Waste 
Management Alternative 2 is focused on the following COPC drivers: 

• Radiological risk drivers: technetium-99 and iodine-129 
• Chemical risk drivers: none 
• Chemical hazard drivers: chromium, nitrate, total uranium, and acetonitrile 

The COPC drivers for Waste Management Alternative 2, Disposal Group 3 were selected by evaluating 
the risk or hazard associated with all 40 COPCs during the year of peak risk or hazard at the Core Zone 
Boundary during the 10,000-year period of analysis and selecting the major contributors. This process is 
described in Appendix Q. The radiological risk drivers listed above account for essentially 100 percent of 
the radiological risk. There is no chemical risk. The chemical hazard drivers above account for over 
99 percent of the chemical hazard associated with Waste Management Alternative 2, Disposal Group 3. 

The COPC drivers that are discussed in detail in this section (iodine-129, technetium-99, chromium, and 
nitrate) are all mobile (i.e. , they move with groundwater) and long-lived (relative to the 10,000-year 
period of analysis) or stable. They are essentially conservative tracers. Total uranium was added to the 
list because it begins to appear toward the end of the period of analysis. Total uranium is long-lived or 
stable, but is not as mobile as the other COPC drivers; it moves about seven times more slowly than 
groundwater. Acetonitrile was added because of its appearance in the RPPDF. The other COPCs that 
were analyzed do not significantly contribute to drinking water risk at the Core Zone Boundary during the 
period of analysis because of high retardation factors (i.e. , retention in the vadose zone), short half-lives 
(i.e., rapid radioactive decay), or a combination of both factors. 

ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Alternative 2, Disposal Group 3, Base and Option Cases, in terms of 
the total amount released to the vadose zone, groundwater, and the Columbia River. Releases of 
radionuclides are totaled in curies; chemicals, in kilograms. Both are totaled over the 10,000-year period 
of analysis. Note that the release amounts are plotted on a logarithmic scale to facilitate visual 
comparison of releases that vary over eight orders of magnitude. 

200-East Area Integrated Disposal Facility 

Seven subtotals are plotted for IDF-East representing releases from ETF-generated secondary waste, tank 
closure secondary waste, FFTF Decommissioning Alternative 3 waste, offsite-generated waste, steam 
reforming waste, retired melters, and waste management secondary and onsite-generated waste. 
Figure 5-643 shows the release to the vadose zone at IDF-East in the Base Case for the radiological risk 
drivers and Figure 5-644, the chemical hazard drivers. Technetium-99 is significantly released to the 
vadose zone from each on the subtotaled sources, with offsite-generated waste and tank closure secondary 
waste contributing the most. lodine-129 has significant releases from five of the subtotaled sources, with 
offsite-generated waste and ETF-generated secondary waste contributing the most. Chromium has six 
significant sources, with ETF-generated secondary waste and tank closure secondary waste providing the 
most releases. Nitrate is only significantly released from ETF-generated secondary waste and waste 
management secondary waste, and onsite-generated waste. 
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Figu,re 5-643. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 

1.0x108 --,---------------------------------, 

1.0x107 -+------------

1.0x106 -+------------

1.0x105 -+-------------

1.0x1Q4 -+------------

1.ox103 -+-------t 

1.Qx 102 -+--------1 

1.Qx1Q1 

1.0 

1.Qx1Q·1 
Chromium 

• Effluent Treatment Facility-generated 
secondary waste 

• Preprocessing Facility glass 

Retired melters 

Nitrate Acetonitrile 

• Tank Closure secondary waste 
• Fast Flux Test Facility Alternative 3 waste 
• Waste Management secondary and onsite waste 

• Offsite waste 

Figure 5-644. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5-645 shows the release to the vadose zone at IDF-East in the Option Case for the radiological risk 
drivers and Figure 5- 646, the chemical hazard drivers. The radiological risk drivers and the chemical 
hazard drivers released to the vadose zone in the Option Case are essentially identical to those in the Base 
Case. 
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Figure 5--645. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5--646. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Vadose Zone 
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Figure 5-647 shows the release to groundwater at IDF-East in the Base Case for the radiological risk 
drivers and Figure 5- 648, the chemical hazard drivers. Release to groundwater is controlled by the 
transport prope1ties of the COPC drivers and by the rate _of moisture movement through the vadose zone. 
For the conservative tracers (technetium-99, iodine-129, chromium, and nitrate), the amount released to 
groundwater is typically equal to the amount released to the vadose zone. Ninety-five to 100 percent of 
the technetium-99 released to the vadose zone released from ETF-generated secondary waste and 
offsite-generated waste reaches groundwater. Forty to 60 percent of the technetium-99 released to the 
vadose zone from other sources-i.e., PPF glass, retired melters, tank closure secondary waste, FFTF 
Decommissioning Alternative 3 waste, and waste management secondary and onsite-generated waste
reaches groundwater. For iodine-129 from offsite-generated waste, releases to groundwater and to the 
vadose zone are essentially equal. Only about 40 percent of the iodine-129 released to the vadose zone
i.e. , releases from ETF-generated secondary waste, PPF glass, tank closure secondary waste, and waste 
management secondary and onsite-generated waste- reaches groundwater. Chromium released to 
groundwater from ETF-generated secondary waste, tank closure secondary waste, waste management 
secondary and onsite-generated waste, and offsite-generated waste is essentially equal to that released to 
the vadose zone. About 45 percent of the chromium released from PPF glass and retired melters to the 
vadose zone is transferred to the groundwater. Finally, nitrate released to groundwater from 
ETF-generated secondary waste, waste management secondary waste, and onsite-generated waste is 
essentially equal to that released to the vadose zone. 
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Figure 5-647. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5-648. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Groundwater 

Figure 5- 649 shows the release to groundwater at IDF-East in the Option Case for the radiological risk 
drivers and Figure 5- 650, the chemical hazard drivers. The releases of radiological risk drivers and the 
chemical hazard drivers to groundwater in the Option Case are essentially identical to those in the Base 
Case. 
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Figure 5-649. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Groundwater 
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Figure 5-650. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Groundwater 

Figure 5-651 shows the release to the Columbia River at IDF-East in the Base Case for the radiological 
risk drivers and Figure 5-652, the chemical hazard drivers. For the conservative tracers (technetium-99, 
iodine-129, chromium, and nitrate), the amount released to the Columbia River is typically essentially 
equal to the amount released to the vadose zone. Ninety to 97 percent of the technetium-99 released to 
groundwater from ETF-generated secondary-waste, PPF glass, retired melters, FFTF Decommissioning 
Alternative 3 waste, waste management secondary and onsite-generated waste, and offsite-generated 
waste reaches the Columbia River. Only about 60 percent of the technetium-99 released to groundwater 
from the tank closure secondary waste reaches the river. Ninety to 97 percent of the iodine-129 released 
to groundwater from ETF-generated secondary waste and offsite-generated waste reaches the Columbia 
River. Only about 25 percent of the iodine-129 released from the tank closure secondary waste to 
groundwater is transferred to the river. Essentially none of the iodine-129 released to groundwater from 
PPF glass, waste management secondary waste, and onsite-generated is transferred to the river. As for 
chromium, 90 to 98 percent of the amount released from ETF-generated secondary waste, PPF glass, 
retired melters, tank closure secondary waste, waste management secondary and onsite-generated waste, 
and offsite-generated waste is released to the Columbia River. The amount of nitrate released to the 
Columbia River from ETF-generated secondary waste, waste management secondary waste, and 
onsite-generated waste is essentially equal to that released to the groundwater. 
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Figure 5-651. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-652. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-653 shows the release to the Columbia River at IDF-East in the Option Case for the radiological 
risk drivers and Figure 5-654, the chemical hazard drivers. For the IDF, the radiological risk drivers and 
the chemical hazard drivers released to the Columbia River in the Option Case are essentially identical to 
those in the Base Case. 
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Figure 5-653. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-654. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Chemical Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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River Protection Project Disposal Facility 

Figure 5-655 shows the release to the vadose zone at the RPPDF in the Base Case for the radiological 
risk drivers and Figure 5-656, the chemical hazard drivers. The only constituents significantly released to 
the vadose zone from the RPPDF were technetium-99, iodine-129, chromium, and nitrate. 
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Figure 5-655. Waste Management Alternative 2, Disposal Group 3, 
Base Case, Radiological Releases at 

River Protection Project Disposal Facility to Vadose Zone 
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Figure 5-656. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Chemical Releases at River Protection Project Disposal Facility to Vadose Zone 
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Figure 5----fJ57 shows the release to the vadose zone for the Option Case at the RPPDF for the radiological 
risk drivers, and Figure 5----fJ58, the chemical hazard drivers. For the RPPDF, the radiological risk drivers 
and the chemical hazard drivers for the Option Case have essentially identical releases to the vadose zone 
as in the Base Case. 
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Figure 5-658. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Chemical Releases at River Protection Project Disposal Facility to Vadose Zone 
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Figure 5-659 shows the release to groundwater for the Base Case at the RPPDF for the radiological risk 
drivers and Figure 5-660, the chemical hazard drivers. For the RPPDF, the amount released to 
groundwater was essentially equal to that released to the vadose zone for technetium-99, iodine-129, 
chromium, nitrate, and acetonitrile. 
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Figure 5-660. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Chemical Releases at River Protection Project Disposal Facility to Groundwater 
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Figure 5-661 shows the release to groundwater for the Option Case at the RPPDF for the radiological risk 
drivers and Figure 5- 662, the chemical hazard drivers. For the RPPDF, the radiological risk drivers and 
the chemical hazard drivers for the Option Case have essentially identical releases to the groundwater as 
in the Base Case. 
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Figure 5-662. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Chemical Releases at River Protection Project Disposal Facility to Groundwater 
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Figure 5-663 shows the release to the Columbia River for the Base Case at the RPPDF for the 
radiological risk drivers and Figure 5- 664, the chemical hazard drivers. For the RPPDF, about 95 percent 
of the amount that was released from the groundwater reached the Columbia River for technetium-99, 
iodine-129, chromium, nitrate, and acetonitrile. 
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Figure 5-664. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Chemical Releases at River Protection Project Disposal Facility to Columbia River 
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Figure 5---665 shows the release to the Columbia River for the Option Case at the RPPDF for the 
radiological risk drivers and Figure 5-666, the chemical hazard drivers. For the RPPDF, the radiological 
risk drivers and the chemical hazard drivers for the Option Case have essentially identical releases to the 
Columbia River as in the Base Case. 
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Figure 5-666. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Chemical Releases at River Protection Project Disposal Facility to Columbia River 

ANALYSIS OF CONCENTRATION VERSUS TIME 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 3, Base and 
Option Cases, in terms of groundwater concentration versus time at the Core Zone Boundary and the 
Columbia River. Concentrations of radionuclides are in picocuries per liter; chemicals, in micrograms per 
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liter. The benchmark concentration for each radionuclide and chemical is also shown. Because of the 
discrete nature of the concentration carried across a barrier or the river, a line denoting the 95th percentile 
upper confidence limit of the concentration is included on a few graphs. This confidence interval was 
calculated to show when the actual concentration over a certain time interval (95 percent of the time) is 
likely to be at or below this value. The confidence interval is basically a statistical aid to interpreting data 
with a significant amount of random fluctuation (noise). The confidence interval was calculated when: 
the concentration had a reasonable degree of noise, the concentration's trend was level, and the 
concentrations were near the benchmark. Note that the concentrations are plotted on a logarithmic scale 
to facilitate visual comparison of concentrations that vary over five orders of magnitude. Tables 5-87 and 
5- 88 list the maximum concentrations of the COPCs in the peak year at IDF-East and the RPPDF, Core 
Zone Boundary and Columbia River nearshore. 

Table 5-87. Waste Management Alternative 2, Disposal Group 3, Base Case, 
Maximum COPC Concentrations in the Peak Year at IDF-East and 
the RPPDF, Core Zone Boundary, and Columbia River Nearshore 

Core Zone Columbia River Benchmark 
Contaminant IDF-East RPPDF Boundary Nearshore Concentration 

Radionuclide in picocuries per liter 
Technetium-99 3,040 303 1,180 848 900 

(8646) (3987) (8173) (9284) 

Iodine-129 22 0.5 11 6 1 

(8850) (4073) (11300) (8985) 

Chemical in micro2rams per liter 
Chromium 3 6 11 3 100 

(8561) (4109) (6384) (4877) 

Nitrate 16,600 404 6,550 3,310 45,000 

(7367) (4001) (6859) (7741) 

Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are 
indicated in bold tex t. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River 
Protection Project Disposal Facility. 

Table 5-88. Waste Management Alternative 2, Disposal Group 3, Option Case, 
Maximum COPC Concentrations in the Peak Year at IDF-East and 
the RPPDF, Core Zone Boundary, and Columbia River Nearshore 

Core Zone Columbia River Benchmark 
Contaminant IDF-East RPPDF Boundary Nearshore Concentration 

Radionuclide in picocuries per liter 
Technetium-99 3,040 386 1,180 861 900 

(8646) (4013) (8173) (9284) 

Iodine-129 22 0.6 11 6 1 

(8850) (4 172) (11300) (8985) 

Chemical in micrograms oer liter 
Chromium 3 36 125 20 100 

(8561) (3878) (6610) (6701) 

Nitrate 16,600 10,300 30,200 5,620 45,000 

(7367) (4544) (4627) (6522) 

Note: Corresponding calendar years shown in parentheses. Concentrations that would exceed the benchmark value are 
indicated in bold text. 
Key: COPC=constituent of potential concern; IDF-East=200-East Area Integrated Disposal Facility; RPPDF=River 
Protection Project Disposal Facility. 
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Figure 5-667 shows the concentration versus time plot in the Base Case for tecbnetium-99. Releases 
cause the groundwater concentrations at the Core Zone Boundary and the Columbia River nearshore to 
approach the benchmark concentration around CY 7000 to CY 10,000. The concentrations at the Core 
Zone Boundary and at the Columbia River nearshore never constantly remain above the benchmark 
concentration throughout the period of analysis. 
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Figure 5-667. Waste Management Alternative 2, Disposal Group 3, Base Case, Technetium-99 
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Figure 5- 668 shows the concentration versus time plot in the Option Case for technetium-99. The plot 
for technetium-99 in the Option Case is similar that in the Base Case. 
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Figure 5-668. Waste Management Alternative 2, Disposal Group 3, Option Case, Technetium-99 
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The concentration versus time plot for iodine-129 in the Base Case shows a pattern similar to that of 
technetium-99, except that iodine-129 concentrations at the Core Zone Boundary and at the 
Columbia River nearshore exceed the benchmark from about CY 6000 until the end of the period of 
analysis. Exceedances peaked at around one order of magnitude above the benchmark concentration 
(see Figure 5-669). 
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Figure 5-669. Waste Management Alternative 2, Disposal Group 3, Base Case, Iodine-129 
Concentration Versus Time 
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The plot of iodine-129 concentration versus time in the Option Case is similar to that in the Base Case 
(see Figure 5-670). 
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Figure 5-671 shows the plot of concentration versus time for chromium in the Base Case. The 
concentrations at the Core Zone Boundary approach but do not exceed the benchmark from about 
CY 3800 to CY 5800. The concentrations at the Columbia River nearshore remained about two orders of 
magnitude below the benchmark. 
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Figure 5- 672 shows the plot of concentration versus time plot for chromium in the Option Case. The 
concentrations at the Core Zone Boundary and the Columbia River nearshore remain about one to two 
orders of magnitude below the benchmark. 
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Figure 5-673 shows the plot of concentration versus time for nitrate in the Base Case. The concentrations 
at the Core Zone Boundary and the Columbia River nearshore both peak at around CY 8000. Even at the 
peak concentration levels, nitrate concentrations still remain about one order of magnitude below the 
benchmark. 
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Figure 5-673. Waste Management Alternative 2, Disposal Group 3, Base Case, Nitrate 
Concentration Versus Time 
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Figure 5- 674 shows the concentration versus time plot in the Option Case for nitrate. The concentrations 
at the Core Zone Boundary peak at around CY 4800 but remain about one-half order of magnitude below 
the benchmark concentration. Concentrations from the Columbia River nearshore remain fairly steady at 
around one order of magnitude below the benchmark. 
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Figure 5-675 shows the plot of concentration versus time for total uranium in the Base Case. It is not 
until around CY 9500 that concentrations begin to appear on the graph. The concentrations at the Core 
Zone Boundary and the Columbia River nearshore both remain about seven to nine orders of magnitude 
below the benchmark. 
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Figure 5--675. Waste Management Alternative 2, Disposal Group 3, Base Case, Total Uranium 
Concentration Versus Time 
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The plot of total uranium's concentration versus time in the Option Case 1s similar to that m the 
Base Case (see Figure 5- 676). 
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Figure 5-676. Waste Management Alternative 2, Disposal Group 3, Option Case, Total Uranium 
Concentration Versus Time 

ANALYSIS OF SPATIAL DISTRIBUTION OF CONCENTRATION 

This section presents the impacts of Waste Management Alternative 2, Disposal Group 3, in terms of the 
spatial distribution of groundwater concentration at selected times. Concentrations of radionuclides are in 
picocuries per liter; chemicals, in micrograms per liter. Concentrations of each radionuclide and chemical 
are indicated by a color scale relative to the benchmark concentration. Concentrations greater than the 
benchmark concentration are indicated by the fully saturated colors green, yellow, orange, and red in 
order of increasing concentration; concentrations lower than the benchmark concentration, by the faded 
colors green, blue, indigo, and violet in order of decreasing concentration. Note that the concentration 
ranges are on a logarithmic scale to facilitate visual comparison of concentrations that vary over three 
orders of magnitude. 

Figure 5-677 shows the spatial distribution of groundwater concentration for technetium-99 in the Base 
Case during CY 3890. Releases from the RPPDF create a plume extending northerly through Gable Gap 
toward the Columbia River. Peak concentrations in this plume exceed the benchmark by about 10 to 50 
times, although most of the plume is below the benchmark. By CY 7140, releases from the IDF create a 
new plume extending easterly toward the Columbia River (see Figure 5-678). Peak concentrations in this 
plume exceed the benchmark by five times. By the end of the period of analysis (CY 11 ,885), the plume 
created by the RPPDF has mostly dissipated, while the IDF plume persists, most of it below the 
benchmark (see Figure 5-679). Iodine-129 shows a similar spatial distribution over time but with 
slightly more intense peak concentrations (see Figures 5-680 through 5-682). Chromium and nitrate 
also show a similar spatial distribution over time, but with less intense areas of peak concentration 
(see Figures 5-683 through 5-685 and Figures 5-686 through 5-688). 
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The spatial distributions of the conservative tracers in the Option Case are essentially identical to those in 
the Base Case (see Figures 5-689 through 5- 700). 

Total uranium is not as mobile as those radionuclides discussed above, moving about seven times slower 
than the pore water velocity. As a result, travel times through the vadose zone are longer, release to the 
aquifer is delayed, and travel times through the aquifer to the Columbia River are longer. Figure 5-701 
shows the distribution of total uranium during CY 11 ,885 for the Base Case. A plume that is less than 
one-twentieth of the benchmark has been released from the RPPDF and is extending northerly through 
Gable Gap toward the Columbia River. Because of the slow nature of uranium's pore water velocity, 
most of the uranium releases are expected after the period of analysis. The spatial distribution of total 
uranium in the Option Case is essentially identical to that of the Base Case (see Figure 5-702). 
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Base Case, Spatial Distribution of Groundwater Technetium-99 
Concentration During Calendar Year 7140 
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Figure 5-679. Waste Management Alternative 2, Disposal Group 3, 

Base Case, Spatial Distribution of Groundwater Technetium-99 
Concentration During Calendar Year 11,885 
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Figure 5-680. Waste Management Alternative 2, Disposal Group 3, 
Base Case, Spatial Distribution of Groundwater lodine-129 

Concentration During Calendar Year 3890 
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Figure 5-681. Waste Management Alternative 2, Disposal Group 3, 
Base Case, Spatial Distribution of Groundwater lodine-129 

Concentration During Calendar Year 7140 
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Figure 5-682. Waste Management Alternative 2, Disposal Group 3, 
Base Case, Spatial Distribution of Groundwater lodine-129 

Concentration During Calendar Year 11,885 
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Figure 5-683. Waste Management Alternative 2, Disposal Group 3, 
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Concentration During Calendar Year 3890 
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Base Case, Spatial Distribution of Groundwater Chromium 
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Figure 5-688. Waste Management Alternative 2, Disposal Group 3, 
Base Case, Spatial Distribution of Groundwater Nitrate 

Concentration During Calendar Year 11,885 
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Figure 5-689. Waste Management Alternative 2, Disposal Group 3, 
Option Case, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 3890 

5-704 



Chapter 5 • Long-Term Environmental Consequences 

(poooumes per liter) 

Ma.ximum contaminant level = 900 

• -• 45--90 

90-450 

450-900 

900--4 500 

4 500-4l 000 

• 9 000-45,000 

• >45 000 

c::J Core Zone Boundary 

5000 

Note; To convert meters to 
fffl. lOOltlply by 3 281 

10000 15.000 -
Figure 5-690. Waste Management Alternative 2, Disposal Group 3, 
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Figure 5-691. Waste Management Alternative 2, Disposal Group 3, 
Option Case, Spatial Distribution of Groundwater Technetium-99 

Concentration During Calendar Year 11,885 
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Figure 5-692. Waste Management Alternative 2, Disposal Group 3, 
Option Case, Spatial Distribution of Groundwater Iodine-129 

Concentration During Calendar Year 3890 
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Figure 5-696. Waste Management Alternative 2, Disposal Group 3, 
Option Case, Spatial Distribution of Groundwater Chromium 

Concentration During Calendar Year 7140 
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Figure 5-699. Waste Management Alternative 2, Disposal Group 3, 
Option Case, Spatial Distribution of Groundwater Nitrate 
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SUMMARY OF IMPACTS 

For technetium-99 in the Base Case, releases cause the groundwater concentrations at the Core Zone 
Boundary and at the Columbia River nearshore to approach the benchmark concentration around 
CY 7000 to CY 10,000. The concentrations at the Core Zone Boundary and the Columbia River 
nearshore never consistently remain above the benchmark throughout the period of analysis. 

The behavior of technetium-99 in the Option Case is similar to that in the Base Case. 

Iodine-129 concentrations in the Base Case at the Core Zone Boundary and the Columbia River nearshore 
exceed the benchmark from about CY 6000 until the end of the period of analysis. Peak exceedances 
were approximately one order of magnitude above the benchmark concentration. 

Iodine-129 concentrations in the Option Case show a pattern similar to that in the Base Case. 

Concentrations of chromium at the Core Zone Boundary in the Base Case approach the benchmark from 
about CY 3800 to CY 5800. During that time, there are no significant benchmark exceedances. The 
concentrations from the Columbia River nearshore remained about one order of magnitude below the 
benchmark. 

The concentrations over time in the Option Case for chromium at the Core Zone Boundary and from the 
Columbia River nearshore remain just below the benchmark. 

For the Base Case, nitrate concentrations at the Core Zone Boundary and from the Columbia River 
nearshore peak at around CY 8000. Even at the concentrations peak, nitrate levels still remain about one 
order of magnitude below the benchmark level. 

In the Option Case, the concentrations over time for nitrate at the Core Zone Boundary peaked around 
CY 4800 but remain about one order of magnitude below the benchmark. Concentrations from the 
Columbia River nearshore remained fairly steady at around one order of magnitude below the benchmark. 

For the Base Case, total uranium concentrations begin to register on the graph at CY 9500. The 
concentrations at the Core Zone Boundary and from the Columbia River nearshore both remain about 
seven to eight orders of magnitude below the benchmark level. 

Total uranium concentrations in the Option Case behave similarly. 
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5.3.1.3 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas 

This section describes the results of Waste Management Alternative 3. It includes analysis of long-term 
groundwater impacts from sources within the IDF-East, IDF-West, and RPPDF Barriers. Impacts of 
sources remaining within the tank farm barriers are discussed in Section 5 .1, which deals with tank 
closure impacts. Impacts of sources remaining within the FFTF Barrier are discussed in Section 5.2. 

Waste Management Alternative 3 is designed to show the impacts of waste disposal at IDFs in the 
200-East and 200-West Areas. Summaries of the actions and timelines for Waste Management 
Alternative 3 are provided in Chapter 2, Section 2.5 . There are three disposal facilities : 

• Two IDFs, one in the south-central part of the 200-East Area, which would receive tank wastes, 
and the other in the northern part of the 200-West Area, which would receive FFTF 
decommissioning waste, onsite-generated non-CERCLA waste, and offsite-generated LLW and 
MLL W. The LL W and MLL W inventories for trenches 31 and 34 are also included with the IDF 
inventory in this analysis. 

• The RPPDF, located in the Core Zone between the 200-East and 200-West Areas, which would 
receive lightly contaminated equipment and soils resulting from tank farm closure activities. 

Three disposal groups are analyzed. Each has a different configuration and timeline for the IDF and 
RPPDF facilities. The three disposal groups are discussed in detail in the following subsections. 

5.3.1.3.1 Disposal Group 1 

Disposal Group 1 is characterized by an operational completion date of CY 2050 for IDF-East, IDF-West, 
and the RPPDF. In Disposal Group 1, IDF-West has a large capacity (90,000 cubic meters 
[117,720 cubic yards]), IDF-East a larger capacity (1,300,000 cubic meters [1 ,700,400 cubic yards]), and 
the RPPDF a capacity of 1,080,000 cubic meters (1,412,640 cubic yards). These capacities are designed 
to meet the waste generation volumes associated with Tank Closure Alternatives 2B, 3A, 3B, 3C, 4, 5, 
6C; FFTF Decommissioning Alternative 2 or 3; and onsite- and offsite-generated waste. 

5.3.1.3.1.1 Disposal Group 1, Subgroup 1-A 

ACTIONS AND TIMEFRAMES INFLUENCING GROUNDWATER IMPACTS 

Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, includes Tank Closure 
Alternative 2B, FFTF Decommissioning Alternative 2 or 3, and onsite- and offsite-generated waste. Tank 
Closure waste would be converted to IHL W and ILA W glass. For the long-term groundwater impact 
analysis, two major periods have been identified for Waste Management Alternative 3, Disposal Group 1, 
Subgroup 1-A: 

• The disposal period starts with the onset of disposal operations for IDF-East and IDF-West in 
CY 2009 and the RPPDF in CY 2022 and continues for all three through CY 2050 when the 
disposal facilities will be operationally closed. During the disposal period, the materials in these 
permitted, operational facilities are not available for release to the environment. 

• The post-disposal period starts in CY 2051 and continues through the 10,000-year period of 
analysis until CY 11 ,940. At the start of this period, materials in IDF-East, IDF-West, and the 
RPPDF become available for release to the environment. For the purpose of analyzing long-term 
groundwater impacts of Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
IDF-East, IDF-West, and the RPPDF are assumed to be covered by a barrier limiting infiltration 
for the first 500 years of the post-disposal period. 
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COPC DRIVERS 

A total of 40 COPCs were analyzed for Waste Management Alternative 3, Disposal Group 1, 
Subgroup 1-A. Full results are tabulated in Appendices M, N, and 0 . This discussion of long-term 
impacts associated with Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, is focused 
on the following COPC drivers : 

• Radiological risk drivers: iodine-129 and technetium-99 
• Chemical risk drivers : none 
• Chemical hazard drivers : boron, chromium, fluoride, and nitrate 

The COPC drivers for Waste Management Alternative 3, Disposal Group, Subgroup 1-A, were selected 
by evaluating the risk or hazard associated with all 28 COPCs during the year of peak risk or hazard at the 
Core Zone Boundary during the 10,000-year period of analysis, and selecting the major contributors. This 
process is described in Appendix Q. The radiological risk drivers listed above account for essentially 
100 percent of the radiological risk. There is no chemical risk. The chemical hazard drivers above 
account for over 99 percent of the chemical hazard associated with Waste Management Alternative 3, 
Disposal Group 1, Subgroup 1-A. 

The COPC drivers discussed in detail in this section (iodine-129, technetium-99, boron, chromium, 
fluoride , and nitrate) are all mobile (i .e. , they move with groundwater) and long-lived (relative to the 
10,000-year period of analysis) or stable. They are essentially conservative tracers. The other COPCs 
analyzed do not significantly contribute to drinking water risk at the Core Zone Boundary during the 
period of analysis because of high retardation factors (i .e. , retention in the vadose zone), short half-lives 
(i .e. , rapid radioactive decay), or a combination of both factors . 

ANALYSIS OF RELEASE AND MASS BALANCE 

This section presents the impacts of Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
(IDF-East, IDF-West, and the RPPDF), in terms of the total amount released to the vadose zone, 
groundwater, and the Columbia River. Releases of radionuclides are totaled in curies; chemicals, in 
kilograms. Both are totaled over the 10,000-year period of analysis. Note that the release amounts are 
plotted on a logarithmic scale to facilitate visual comparison of releases that vary over 10 orders of 
magnitude. 

200-East Integrated Disposal Facility 

IDF-East has four subtotals plotted representing releases from ILA W glass, ETF-generated secondary 
waste, retired melters, and tank closure secondary waste. 
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Figure 5-703 shows the release to the vadose zone for the radiological risk drivers and Figure 5-704, the 
chemical hazard drivers. For all four sources, the release to the vadose zone is controlled by the inventory 
(i.e., 100 percent of the inventory was released during the post-disposal period). The predomjnant source 
of technetium-99 and chromium is tank closure secondary waste. For iodine-129 and njtrate, 
ETF-generated secondary waste is the predominant source. Boron and fluoride do not exist at IDF-East. 
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Figure 5- 705 shows the release to groundwater for the radiological risk drivers and Figure 5-706, the 
chemical hazard drivers . In addition to the inventory considerations discussed in the previous paragraph, 
release to groundwater is controlled by the transport properties of the COPC drivers and by the rate of 
moisture movement through the vadose zone. For iodine-129, technetium-99, chromium, and nitrate, the 
amount released to groundwater is essentially equal to the amount released to the vadose zone. This 
means that there is less than one order of magnitude difference. Overall, about 60 percent of the 
radionuclide amount (curies) released to the vadose zone during the period of analysis reaches 
groundwater; approximately 100 percent of the chemical quantity (kilograms) reaches groundwater. 
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Figure 5-707 shows the release to the Columbia River for the radiological risk drivers and Figure 5- 708, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of 
the COPC drivers. For iodine-129, chromium, and nitrate, the amount released to the Colwnbia River is 
essentially equal to the amount released to groundwater. The exception is waste from retired melters for 
technetiwn-99. In this case, releases to groundwater did not reach the Columbia River. About 90 percent 
of the radionuclide amount (curies) released to the groundwater during the period of analysis reaches the 
river; approximately 99 percent of the chemical quantity (kilograms) reaches the river. 
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Figure 5-707. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
Radiological Releases at 200-East Area Integrated Disposal Facility to Columbia River 
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Figure 5-708. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
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200-West Area Integrated Disposal Facility 

IDF-West bas three subtotals plotted representing releases: FFTF Decommissioning Alternative 3 waste, 
waste management and onsite-generated waste, and offsite-generated waste. 

Figure 5- 709 shows the release to the vadose zone for the radiological risk drivers and Figure 5-710, the 
chemical hazard drivers. For all three types of sources, the release to the vadose zone is controlled by the 
inventory (i.e., 100 percent of the inventory was released during the post-disposal period). The 
predominant source of tecbnetiurn-99 and iodine-129 is offsite-generated waste. For chromium, nitrate, 
boron, and fluoride, the predominant source is waste management secondary waste and onsite-generated 
waste. 
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Figure 5- 709. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
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Figure 5-711 shows the release to groundwater for the radiological risk drivers and Figure 5-712, the 
chemical hazard drivers. In addition to the inventory considerations discussed in the previous paragraph, 
release to groundwater is controlled by the transport properties of the COPC drivers and by the rate of 
moisture movement through the vadose zone. For iodine-129, technetium-99, chromium, nitrate, boron, 
and fluoride , the amount released to groundwater is essentially equal to the amount released to the vadose 
zone. This means that there is less than one order of magnitude difference. Overall, about 98 percent of 
the radionuclide amount (curies) released to the vadose zone during the period of analysis reaches 
groundwater; approximately 100 percent of the chemical quantity (kilograms) reaches groundwater. 
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Figure 5-711. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
Radiological Releases at 200-West Area Integrated Disposal Facility to Groundwater 
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Figure 5- 713 shows the release to the Columbia River for the radiological risk drivers and Figure 5-714, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of 
the COPC drivers . For techetium-99, iodine-129, chromium, nitrate, boron, and fluoride, the amount 
released to the Columbia River is essentially equal to the amount released to groundwater. About 
97 percent of the radionuclide amount (curies) released to groundwater during the period of analysis 
reaches the river; while approximately 98 percent of the chemical quantity (kilograms) reaches the river. 
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Figure 5-713. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
Radiological Releases at 200-West Area Integrated Disposal Facility to Columbia River 
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River Protection Project Disposal Facility 

Figure 5-715 shows the release to the vadose zone for the radiological risk drivers and Figure 5-716, the 
chemical hazard drivers. Release to the vadose zone is controlled by the inventory (i.e., l 00 percent of 
the inventory was released during the post-disposal period). The radiological releases to the vadose zone 
from the RPPDF include technetium-99 (largest) and iodine-129 (smallest). The chemical releases from 
the RPPDF include nitrate (largest) and chromi um (smallest). Fluoride and boron do not exist at the 
RPPDF. 
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Figure 5- 717 shows the release to groundwater for the radiological risk drivers and Figure 5-71 8, the 
chemical hazard drivers . In addition to the inventory considerations discussed in the previous paragraph, 
release to groundwater is controlled by the transport properties of the COPC drivers and by the rate of 
moisture movement through the vadose zone. For iodine-129, technetium-99, chromium, and nitrate, the 
amount released to groundwater is essentially equal to the amount released to the vadose zone. Overall, 
about 100 percent of the radionuclide amount (curies) released to the vadose zone during the period of 
analysis reaches the groundwater; approximately 100 percent of the chemical quantity (kilograms) 
reaches the groundwater. 
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Figure 5- 719 shows the release to the Columbia River for the radiological risk drivers and Figure 5-720, 
the chemical hazard drivers. Release to the Columbia River is controlled by the transport properties of 
the COPC drivers. For iodine-129, technetium-99, chromium, and nitrate, the amount released to the 
Columbia River is essentially equal to the amount released to groundwater. Overall, 96 percent of the 
radionuclide amount (curies) released to groundwater during the period of analysis reaches the river; 
96 percent of the chemical quantity (ki lograms) reaches the river. 
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Figure 5-719. Waste Management Alternative 3, Disposal Group 1, 
Subgroup 1-A, Radiological Releases at 
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ANALYSIS OF CONCENTRA TJON VERSUS TIME 

This section presents the impacts of Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
in terms of groundwater concentration versus time at the Core Zone Boundary and the Columbia River 
nearshore. Concentrations of radionucl ides are in picocuries per liter; chemicals in micrograms per liter. 
The benchmark concentration for each radionuclide and chemical is also shown. Because of the discrete 
nature of the concentration carried across a barrier or the river, a line denoting the 95th percentile upper 
confidence limit of the concentration is included on several of these graphs. This confidence interval was 
calculated to show when the actual concentration over a certain time interval is likely (95 percent of the 
time) to be at or below this value. The confidence interval is basically a statistical aid to interpreting data 
with a significant amount of random fl uctuation (noise). The confidence interval was calculated when the 
concentration had a reasonable degree of noise, the concentration 's trend was level, and the 
concentrations were near the benchmark. Note that the concentrations are plotted on a logari thmic scale 
to faci litate visual comparison of concentrations. Table 5- 89 lists the maximum concentrations of the 
COPCs in the peak year at the IDF-East, RPPDF, Core Zone Boundary, and Columbia River nearsbore. 

Table 5-89. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
Maximum COPC Concentrations in the Peak Year at IDF-East, IDF-West, the RPPDF, 

the Core Zone Boundary, and the Columbia River earshore 
Columbia 

Core Zone River Benchmark 
Contaminant IDF-East IDF-West RPPDF Boundary earshore Concentration 

Radionuclide in picocuries per liter 
Technetium-99 471 20,200 33 7,560 1,130 900 

(899 1) (3713) (3825) (3690) (4528) 
lodine-129 1 173 0.1 60 8 1 

( 11243) (3797) (3772) (3853) (4729) 
Chemical in microgram per liter 
Chromium 4 2 2 3 I 100 

(8511 ) (3696) (3856) (3628) (8879) 
Fluoride 0 l 0 l 0 4,000 

(1940) (3684) (1940) (3907) (4555) 
Nitrate 14,200 17 149 5,630 2,440 45,000 

(8522) (3703) (38 11 ) (9653) (8043) 
Note: Corresponding calendar years shown m parentheses. Concentrations that would exceed the benchmark value are indicated 
in bold text. 
Key: TDF-East=200-East Area Integrated Disposal Facil ity; IDF-West=200-West Area Integrated Disposal Fac ili ty; 
RPPDF=River Protection Project Disposal Facility. 
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Figures 5-721 through 5-724 show concentration versus time for iodine-129, technetium-99, chromium, 
and nitrate. Releases from IDF-East, IDF-West, and the RPPDF cause groundwater concentrations of 
iodine-129 to exceed benchmark concentrations at the Core Zone Boundary and Columbia River 
nearshore by approximately one order of magnitude. Iodine-129 extending above the benchmark occurs 
in the earlier part of the period of analysis. Technetium-99 has one peak at the Core Zone Boundary that 
exceeds the benchmark by one order of magnitude. This peak only lasts for approximately 10 percent of 
the period of analysis. Nitrate and chromium do not exceed benchmark concentrations at the Core Zone 
Boundary or Columbia River nearshore. 
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Figure 5-721. Waste Management Alternative 3, Disposal Group I, Subgroup 1-A, 
lodine-129 Concentration Versus Time 
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Figure 5-722. Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 
Technetium-99 Concentration Versus Time 
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