SAr-RC-006
100-N Ancillary Facilities & 190-DR
Other Solid Sampling for ERDF Waste
Designation

FINAL DATA PACKAGE

COMPLETE COPY OF DATA PACKAGE TO:

James Crocker X5-50 KW 1/29/2008
INITIAL/DATE
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INITIAL/DATE
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COMMENTS:
SDG 08-A-0301 SAF-RC-006
Rad only X Chem only Rad & Chem
X Complete , Partal
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Waste Site(s): 107-N Floor Tile
EDMC









1/25/08
DataChem Laboratories
Polarized Light Microscopy
Asbestos Analytical Report

Client: Washington Closure Hanford
Location: 107-N Floor Tile
Set ID: 08-A-0301

Client Sample ID: J168T6 J168T6 J168T7 J168T7

DCL Sam@ I'D: 08_01’7(1 A ne f\1751B ne n‘l’752A ne N1787N

Macroscopic ~ ¢ nation

Accepted/Rejected: Accepted Accepted Accepted Accepted

Homogeneity: Layered Layered Lay, d Lay

Color: Brown Tan Grey Tan

Texture: Flexible Crumbly Compact Resinous
script’ - Tile Mastic
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Aspestitos i ivuneras

% Chrysotile: >1<3

% Amosite:

% Crocidolite:

% Tremolite - Actinolite:

% Anthophyllite:

% Total Asbestos: ND ND >1<3 ND

Other Materials

% Cellulose:

% Fiberglass:

% Other Fibers:

% Resin/Binder: >20<30 >70 <80 >10<20 >70<80

% Non Fibrous: >60<70 >10<20 >70< 80 >10<20

ND = None Detected Trace =<1%
Special Prep Procedures: None.

*Notes: P. O.# Not Available.

Shawn Smythe -
Microscopist

All values are in area percent by visual estimate. The Federal Register Vol. 55 No. 224 Tuesday Nov. 20 1990 Rules and Regulations states
"... If the asbestos content is cstimated to be less than 10% by a method other than point counting,... (the analysis) be repeated using the point counting
technique by PLM.” Any of the above samples can be reanalyzed by point counting at the client’s request.
Wherever possible, separate phases arc analyzed and reported individually.
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