
GJ-HAN-83

Tank C-105

I Vadose Zone Characterization Project
* at the Hanford Tank Farms

I Tank Summary Data Report for Tank C-1 05

I August 1997

!I
I4

IrI D Ji '_] JI _
WokPromdUdrDECnrcIo EA1-6J73 o h ..Dprmn fEeg

AprvdfrpbiIees, itiuini niie



This report was prepared as an account of work sponsored by an agency of the United States
Government. Neither the United States Government nor any agency thereof, nor any of theirI
employees, makes any warranty, express or implied, or assumes any legal liability or
responsibility for the accuracy, completeness, or usefulness of any information, apparatus,
product, or process disclosed in this report, or represents that its use would not infringe privately
owned rights. Reference herein to any specific commercial product, process, or service by tradeI
name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its
endorsement, recommendation, or favoring by the United States Government or any agency
thereof. The views and opinions of authors expressed herein do not necessarily state or reflectI
those of the United States Government or any agency thereof.



I GJ-HAN-83
Tank C-105

I Vadose Zone Characterization Project
at the Hanford Tank Farms

3 Tank Summary Data Report for Tank C-105

1 August 1997

Prepared for
U.S. Department of Energy

Albuquerque Operations Office
Grand Junction Office

Grand Junction, Colorado

Prepared by
MACTEC-ERS

Grand Junction Office

Grand Junction, Colorado

Approved for public release; distribution is unlimited.

Work performed under DOE Contract No. DE-AC 13-96GJ87335 for the U.S. Department of
Energy.



I Contents

* Page

*Signature Page........................................................ i

1.0 Introduction........................................................ 1
1. 1 Background ..................................................... 1II1.2 Scope of Project.................................................. 1
1.3 Purpose of Tank Summary Data Report................................. 1

I2.0 Spectral Ganmma-Ray Log Measurements................................. 2
2.1 Data Acquisition.................................................. 2
2.2 Log Data and Plots................................................ 4

3.0 Review of Tank History............................................... 5
3.1 C Tank Farm .................................................... 5

3.1.1 Construction History .......................................... 5
3.1.2 Geologic and Hydrologic Setting................................. 7
3.1.3 Tank Contents............................................... 8
3.1.4 Tank Farm Status ............................................. 9

3.2 Tank C-105 ..................................................... 9

4.0 Boreholes in the Vicinity of Tank C-105.................................. 11
4.1 Borehole 30-05-02................................................ 12
4.2 Borehole 30-05-03................................................ 15
4.3 Borehole 30-05-04................................................ 17
4.4 Borehole 30-05-05................................................ 19I4.5 Borehole 30-05-06................................................ 22
4.6 Borehole 30-05-07................................................ 24
4.7 Borehole 30-04-02................................................ 26I4.8 Borehole 30-05-08................................................ 28
4.9 Borehole 30-05-09................................................ 30

*4. 10 B orehole 3 0-05 -10 ............................................... 31

5.0 Discussion of Results ................................................ 34

I6.0 Conclusions........................................................ 38

7.0 Recommendations................................................... 38

8.0 References......................................................... 39

DOE/Grand Junction Office Tank Summary Data Report for Tank C-105
August 1997 Page ii



I Contents (continued)

* Page

Appendix A. Spectral Gamma-Ray Logs for Boreholes in the Vicinity ofITank C-105................................................ A-i

* Figures

Figure 1. Gamma-Ray Spectrum........................................... 2
2. Plan View of Tanks and Boreholes in the C Tank Farm .................. 6
3. Correlation plot Of 137Cs, 60Co, 152 Eu, 15'Eu, and 235U Concentrations in

Boreholes Surrounding Tank C-105 ................................. 35

DO/rnIucinOfc akSmmr aaRpr o akC 0
Auut197PgIi



I Vadose Zone Characterization Project
at the Hanford Tank Farms

Tank Summary Data Report for Tank C-105

Prepared by:

E. Larsen Date 7 5~

Approved by:

I IF B rtsch, Hanford Project Manager Date

zli-Rk. Brodeur, Hanford Project Technical Lead Date

DOE/Grand Junction Office Tank Summary Data Report for Tank C-105

Auut19Iaei



I 1.0 Introduction

1.1 Background

The U.S. Department of Energy (DOE) Richland Operations Office tasked the DOE Grand
Junction Office (GJO) with characterizing and establishing a baseline of man-made radionuclide
concentrations in the vadose zone surrounding the single-shell tanks (SSTs) at the Hanford Site.
These tasks are being accomplished using spectral gamma-ray borehole geophysical loggingI measurements made in the boreholes surrounding the tanks. The primary objective of this
project is to provide data on the tanks for use by DOE organizations. These data may also be
used to develop an SST Closure Plan in compliance with the Resource Conservation and
Recovery Act and to prepare an Environmental Impact Statement for the Tank Waste
Remediation Systems program.

U 1.2 Scope of Project

3 The scope of this project is to locate and identify the gamma-ray-emitting radionuclides and
determine their concentrations in the vadose zone sediment by logging the monitoring boreholes
around the SSTs with a Spectral Gamma Logging System (SGLS). Additional details regardingI the scope and general approach to this characterization program are included in the project
management plan (DOE 1995c) and baseline monitoring plan (DOE 1995d). This project may
help to identify possible sources of any subsurface contamination encountered during the loggingI and to determine the implications of the contamination for Tank Farm operations. The acquired
data will establish a contamination baseline that can be used for future data comparisons, for
tank-leak verifications, and to help develop contaminant flow-and-transport models.

1.3 Purpose of Tank Summary Data Report

A Tank Summary Data Report (TSDR) will be prepared for each SST to document the results of
the spectral gamma-ray logging in the boreholes around the tank. Each TSDR provides a brief
review and a summary of existing information about a specific tank and an assessment of the
implications of the spectral gamma-ray log information, including recommendations on future
data needs or immediate corrective action, where appropriate. Appendix A of each TSDRI presents logs of radionuclide concentrations versus depth for all boreholes around that specific
tank. A comprehensive Tank Farmn Report will be prepared for each tank farm after completion
of characterization logging of all boreholes in the subject farm.
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I 2.0 Spectral Gamma-Ray Log Measurements

2.1 Data Acquisition and Processing

The concentrations of individual gamma-ray-emitting radionuclides in the sediments surrounding
a borehole can be calculated from the activities in the gamma-ray energy spectra measured in the
borehole using calibrated instrumentation. Spectral gamma-ray logging is the process of
collecting gamma-ray spectra at sequential depths in a borehole. Figure 1 shows a gamma-rayI spectrum with peaks at energies, from 0 to 2,700 kilo-electron-volts (keV), that are characteristic
of specific radionuclides. The spectrum includes peaks from naturally occurring radionuclides
40K, 238U, and 232 Th (KUT) and from man-made contaminants (e.g., 137 Cs and 60Co). Gamma-ray
source concentrations are cited in terms of picocuries per gram (pCi/g), even though this unit
technically describes decay rate per unit mass of sample rather than concentration. The use of
decay rate per unit mass is widespread in environmental work, where health and safety issues

relate to the radioactivity, not the chemical concentration.
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I Figure 1. Gamma-Ray Spectrum

Data are acquired in boreholes near the tanks according to methods described in the logging
procedures (DOE 1995b). Typical counting times at each measurement position are about
100 seconds (s), with a spectrum being collected every 0.5 foot (ft) along the length of the

borehole.

DOE/Grand Junction Office Tank Summary Data Report for Tank C-105
August 1997 Page 2



Long data acquisition times can reduce the uncertainties in the calculated concentrations
presented on the logs. However, economic and time constraints limit the amount of time
available for data collection. The statistical uncertainty for gamma rays emitted from low-Iactivity radionuclides such as ...8U and 232 Th can be high for this counting time, and the logs for
these radionuclides will show high levels of statistical uncertainty, as evidenced on the logs by
scatter in the plotted data and wide confidence intervals.

The minimum detection level (MDL) of a radionuclide represents the lowest concentration at
which the positive identification of a gamma-ray peak for that radionuclide is statistically
defensible. The spectrum analysis program calculates the MDL for a particular peak on the basis
of a statistical analysis of the spectral background level in the vicinity of the peak. The same
equations that translate peak intensities into decay rates per unit-sample mass also translate the
MDLs from counts per second (cps) to picocuries per gamn. A description of the MDL
calculation is included in the data analysis manual (DOE 1996b).

The gamma-ray spectra measured in a borehole are processed using a variety of software
programs to obtain the concentrations of individual gamma-ray-emitting radionuclides. All theI algorithms used in the concentration calculations and their application is discussed in the data
analysis manual (DOE 1996b). These calculated data, which are usually presented as vertical
profiles, are used to make an interpretation of vadose zone contamination associated with eachI borehole. When data from all the boreholes associated with a specific tank have been processed
and interpreted, a correlation interpretation is made of the vadose zone contamination
surrounding each tank.

The initial SGLS calibration report (DOE 1995a) contains the results obtained from operating the
logging tools in calibration models. The calibration report presents the mathematical functions
used to convert the measured peak area count rates to radioclement concentration in picocuries
per gram. The SGLS is routinely recalibrated (DOE 1996a) to ensure the accuracy of the
calculated radionuclide concentrations. The calculated radionuclide concentrations derived with
these conversion factors may be as much as 14 percent higher than the actual in situ
concentrations because the concentrations of the calibration models are expressed in terms of
gamma-ray activity per unit-sample mass of dry bulk material. However, the measurements
made in the calibration models were in a water-saturated environment. The conversion factors in
the calibration report (DOE 1 995a) are strictly applicable only when the logged formation has the
same water content as the calibration-model test zones. The vadose zone contains pore-space
water in various percentages of saturation from near 0 percent to near 100 percent, and the
boreholes are logged dry. Corrections for pore-space water cannot presently be applied to theI vadose zone measurements because the in situ water content is not being measured.

The calibration data from which conversion factors were derived were recorded with a loggingI tool in a borehole drilled through a uniform homogeneous isotropic gamma-ray-source material.
If the gamma-ray sources in the borehole being logged are not uniformly distributed in the
sediments, the conversion factor produces apparent concentrations. The concentrations

calculated for the top and bottom of a borehole are also apparent concentrations, because the
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I source-to-detector geometries at these locations differ from the source-to-detector geometries
during calibration.

I When gamma-ray spectra are measured in cased boreholes, a casing correction must be applied to
the peak count rates to compensate for gamma-ray attenuation by the casing. This correction
function is described in the calibration report (DOE 1995a), and the data analysis manual

(DOE 1996b) describes the application of the correction function in the data processing.

* 2.2 Log Data and Plots

The results of the processing and analysis of the log data presented in Appendix A, "SpectralI Gamma-Ray Logs for Boreholes in the Vicinity of Tank C-1O5," are grouped into a set of data
for each borehole. Each set includes a Log Data Report and log plots showing radionuclide

* concentration versus depth.

Log plots are presented that show the spatial distribution of the detected man-made
radionuclides. Plots of the natural gamma-ray-emitting radionuclides, at the same vertical scaleI as the man-made contamination plots, allows for interpretation of geologic information and the
correlation of these data with the man-made contamination. Rerun sections in selected boreholes
are used to check the logging system for data acquisition repeatability.

The log plots show the concentrations of the individual radionuclides or the total gamma count
rate in counts per second in each borehole. Where appropriate, log plots show the statistical
uncertainties in the calculated concentrations at the 95-percent confidence level
(±2 standard deviations).

A combination plot for each borehole shows the individual natural and man-made radionuclide
concentrations, the total gamma log, and the Tank Farms gross gamma log. The total gamma log
is a plot of the total number of gamma rays detected during each spectrum measurement. The
combination plot provides information on the relative contributions of individual radionuclides
to the total gamma-ray count. The total gamma log also provides a means for comparing the
spectral data with the historical Tank Farms gross gamma log data.

The Tank Farms gross gamma log data were collected with a nonspectral logging system
previously used by DOE contractors for leak-detection monitoring at the Hanford Tank Farms.
This system does not identify specific radionuclides, but its logs provide an important historical
record for the individual boreholes and offer a basis for temporal comparison. The gross gamma

logs shown on the plots in Appendix A are the latest data available.

Rerun sections in selected boreholes are used to check the logging system for data acquisitionI repeatability. Radionuclide concentrations shown on these plots are calculated independently
from the separate gamma-ray spectra provided by the original and repeated logging runs.

I The Log Data Report provides borehole construction information, casing information, logging
system identification, and data acquisition parameters used for each log run. A log run is a set of
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I spatially sequential spectra that are recorded in the borehole with the same data acquisition
parameters. A single borehole may have several log runs, often occurring on different days
because of the length of time required to log the deeper boreholes. The Log Data Report also

contains analysis information, including analysis notes and log plot notes.

U 3.0 Review of Tank History

I 3.1 C Tank Farm

3.1.1 Construction History

The C Tank Farm is located in the east portion of the 200 East Area, north of 7' Avenue and
west of Canton Avenue. This farm was constructed during 1943 and 1944 to store high-level
radioactive waste generated by chemical processing of irradiated uranium fuel from C Plant. The
tank farm consists of four Type I and 12 Type II single-shell storage tanks. Vadose zoneI boreholes are located around the tanks for purposes of leak detection. Figure 2 shows the relative
positions of the storage tanks and the vadose zone monitoring boreholes around them.

* All 16 tanks in the C Tank Farm were constructed to the first-generation tank design and were
designed for non-boiling waste with a temperature of less than 220 'F. The twelve Type HI tanks
are 75 ft in diameter and have capacities of 530,000 gallon (gal) each. The four Type I tanks areI 20 ft in diameter and have capacities of 55,000 gal each. Other than diameter, the Types I and II
tanks are of the same basic design (Brevick et al. 1994a and 1994b).

I The Type HI tanks are domed and steel-lined, with a maximum operating depth (cascade overflow
level) of approximately 17 ft above the center of the dished tank base; the tank base is 1 ft lower
at its center than at its edges. The storage portion of each tank is lined with a 0.25-in.-thick

carbon-steel liner. The steel liners on the tank sides extend to 19 ft above the dished bottoms of
the tank bases. The interiors of the concrete dome tops are not steel lined, but were treated with a
magnesium zincfluosilicate wash. The tanks are entirely below the ground surface and are

covered with approximately 7.25 ft of backfill material (Brevick et al. 1994a and 1994b).

The twelve type HI tanks are connected in four three-tank cascade series. These cascade series
consist of tanks C-101, -102, and -103, C-104, -105, and -106, C- 107, -108, and -109, and C-lb1,
-111, and -112. The tanks in the cascade series are arranged with each successive tank sited at anI elevation 1 ft lower than the previous tank, creating a gradient allowing fluids to flow from one
tank to another as they were filled. The four Type I tanks are connected with tie lines. The tie
lines allow the tanks to overflow to other tanks in the series and equalize tank volumes

(Brevick et al. 1994a and 1994b).

For primary internal leak detection, tanks C- 103, -106, and -107 are each equipped with an

ENRAF level detector and tank C- 110 is equipped with a manual tape. Tanks C-101, -102, -104,
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Figure 2. Plan View of Tanks and Boreholes in the C Tank Farm
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-105, -108, -109, -111,-i112, -201, -202, -203, and -204 are not equipped with primary leak-
detection sources (Hanlon 1997).

3.1.2 Geologic and Hydrologic Setting

Excavation for the construction of the C Tank Farm occurred in glaciofluvial. sediments of the
Hanford formration. These sediments consist primarily of cobbles, pebbles, and coarse to
medium sands with some silts. The excavated sediments were used as backfill around the
completed tanks (Price and Fecht 1976).

Beneath the backfill material are the undisturbed sediments of the Hanford formation. The
Hanford formation sediments consist of pebble to boulder gravel, fine- to coarse-grained sand,
and silt. Three distinct facies were recognized by Lindsey (1992): gravel-dominated, sand-
dominated, and silt-dominated (ordered from top to bottom of the formation). Baker et al. (1991)I named these facies the coarse-grained deposits (generally refer-red to as the Pasco Gravels), the
plane-laminated sand facies, and the rhythmite facies (commonly referred to as the Touchet
Beds), respectively. The Hanford formation sediments extend to a depth of about 225 ft in the

vicinity of the C Tank Farm (Lindsey 1993).

The distribution and similarities in lithologic succession of the facies types described aboveI indicate the Hanford formation can be divided into three stratigraphic sequences across the 200
East Area. These sequences are designated: 1) upper gravel, 2) sandy, and 3) lower gravel. The
sequences are composed mostly of the gravel-dominated and sand-dominated facies. The silt-
dominated facies are relatively rare except in the southern part of the 200 East Area. Because of
the variability of Hanford deposits, contacts between the sequences can be difficult to identify
(DOE 1993).

In the vicinity of the C Tank Farm, the upper gravel sequence is dominated by deposits typical of
the gravel-dominated facies of the Hanford formnation. Lesser occurrences of the sand-dominated
facies are encountered locally (DOE 1993). The upper gravel sequence consists of well-stratified
gravels with lenticular sand and silt interbeds and extends to a depth of approximately 61 to 73 ft
(23 to 35 ft below the base of the tank farm excavation). Strata within this inter-val generally dip
to the east-southeast and thin to the south (Lindsey 1993). However, strata near the transition
from the gravel-dominated to the sand-dominated facies locally dip to the north and east (Price

and Fecht 1976).

The sandy sequence generally consists of deposits typical of the sand-dominated facies of theI Hanford formation (DOE 1993). The sandy sequence is characterized by well-stratified coarse-
to medium-grained sand with minor pebble and lenticular silt interbeds less than 1 ft thick.
Localized silty intervals greater than 1 ft thick may be present and could potentially host perchedI water horizons that would probably not be laterally extensive because of pinchouts and clastic
dikes. The sandy sequence extends to a depth of approximately 198 ft (Lindsey 1993).

The lower gravel sequence of the Hanford formation is dominated by deposits typical of the
gravel-dominated facies. Local intercalated intervals of the sand-dominated facies are also found
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(DOE 1993). This unit is composed of interbedded sands and gravels with few silt interbeds.
Perched water is considered unlikely in this unit. The lower gravel sequence is about 27 ft thick
and extends to a depth of approximately 225 ft (Lindsey 1993).

The Ringold Formation directly underlies the Hanford formnation in the vicinity of the C Tank
Farmn. The Ringold Formation is approximately 70 ft thick and extends to a depth of 295 ft. A
thin, discontinuous silt-rich layer that dips to the south and pinches out to the north and west is
present in the southern portion of the tank farm. Perched water may occur at the top of this unit.
A variably cemented pebble to cobble gravel with a sand matrix occurs stratigraphically below
the silt-rich layer. This gravel may contain mud interbeds that could cause perched water to form
if the mud is cemented or well enough developed (Lindsey 1993).

In the vicinity of the C Tank Farm, the uppermost aquifer occurs within the Ringold Lower Mud
Unit at a depth of approximately 245 ft (Lindsey 1993; PNNL 1997). This uppermost aquifer is
generally referred to as the unconfined aquifer, but includes locally confined to semi-confined
areas DOE 1993).

The Ringold Formation is underlain by the Columbia River Basalt Group, which includes
approximately 50 basalt flows. Sandwiched between the various basalt flows are sedimentary
interbeds, collectively called the Ellensberg Formation. The Ellensberg Formation consists ofI mud, sand, and gravel deposited between volcanic eruptions. These sediments and porous flow
tops and bottoms form confined aquifers that extend across the Pasco Basin (PNNL 1997).

At the Hanford Site, recharge of the unconfined aquifer by precipitation is highly variable
depending on climate, vegetation, and soil texture. Recharge from precipitation is highest in
coarse-textured soils with little or no vegetation (PNNL 1997). Fayer and Walters (1995)
estimate that recharge to the unconfined aquifer in the area of the C Tank Farm is approximately
2 to 4 in. per year.

U For more detailed information about the geology and hydrogeology below the C Tank Farm, the
reader is referred to the following documents: Price and Fecht (1976), Caggiano and
Goodwin (199 1), Lindsey (1993), Lindsey (1995), and PNNL (1997).

3.1.3 Tank Contents

The C Tank Farm received a variety of waste types beginning in 1945. Initially, tanks C-101,
-102, -103, -104, -105, and -106 received metal waste, and tanks C- 107, -108, -109, -110, -111,Iand -112 received byproduct cake solution and waste solution from the first decontamination

waste cycle (referred to collectively as first-cycle waste). Tanks C-201, -202, -203, and -204
were used to settle waste to allow the supernatant liquid to be sent to a crib (Brevick etI al. 1994b). Over their operating life, the C Tank Farm tanks also received B-Plant
decontamination waste, U Plant waste, cladding wastes, PUREX Plant fission product waste,
waste water, and other waste types (Agnew 1997). A large amount of strontium from the

PUREX Plant fission product waste remains in tank C-106 and has caused a high heat load in the
tank (Brevick et al. 1994b).
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The tanks in the C Tank Farm currently contain an estimated 1,976,000 gal of mixed wastes
(Hanlon 1997) consisting primarily of various cladding wastes, tributyl phosphate and uranium
recovery wastes, and sludge produced by in-tank scavenging (Agnew 1997). DetailedI descriptions of the waste streams are presented in Anderson (1990) and Agnew (1995 and 1997).
On the basis of information presented in Agnew (1997), some of the principal radionuclides in
the tank wastes include 9OSr, 137Cs, '44Ce, 151Sm, 239Pu, 240Pu, 241Pu, 63 Ni, 137mBa, 155 Eu, and 154 Eu.

The wastes currently contained in the C Tank Farm tanks are in the form of sludge, supernatant
liquid, and interstitial liquid. Sludge is composed of a solid precipitate (hydrous metal oxides)
that results from the neutralization of acid waste. The wastes were neutralized before being
transferred to the tanks. Sludge forms the "solids" component of the tank waste. Liquids are
present as supernatant and interstitial liquids. Supernatant liquid floats on the surface of the solid
waste and interstitial liquid fills the interstitial voids within the solid waste. Interstitial liquid
may be drainable if it is not held in the interstitial voids by capillary forces.

3.1.4 Tank Farm Status

All the tanks in the C Tank Farm were removed from service during the late 1970s and early
1980s (Brevick et al. 1994a). Nine tanks in the C Tank Farm are categorized as sound (C-102,
-103, -104, -105, -106, -107, -108, -109, and -112), and seven are categorized as assumed leakers
(C- 10 1, -110, -111, -201, -202, -203, and -204) (Hanlon 1997). The tanks in the C Tank Farm
that have been designated as "assumed leakers" are identified on Figure 2.

All the tanks in the C Tank Farm, except tanks C-103 and C-106, have been interim stabilized,
and all the tanks, except tanks C- 103, -105, and -106, have intrusion prevention completed.
Tanks C- 103, -105, and -106 have been partial interim isolated (Hanlon 1997).

Currently, tanks C-102 and C-103 are on the Organics Watch List and tank C-106 is on the High-
Heat Load Watch List (Hanlon 1997). SSTs are added to a watch list because the waste in the
tanks may be in a potentially unsafe condition and the handling of the waste material requires
corrective action or special monitoring to reduce or eliminate the hazard. Resolution of the

* safety issues has been codified under Public Law 10 1-5 10 (generally known as the
Wyden Amendment).

3.2 Tank C-105

Tank C-105 was constructed during 1943 and 1944 and was placed into service in February 1946
(Welty 1988). Metal waste from tank C-104 was cascaded into tank C-lO5 beginning in
February 1947. The cascade also transferred waste to tank C- 106 beginning in July 1947. The
cascade series was full by the fourth quarter of 1947, and the metal waste was sluiced to recover
uranium in 1953 (Anderson 1990). The supernatant was pumped out and the tank received
uranium recovery waste during the second and third quarters of 1954 (Agnew 1996). Between
the third quarter of 1956 and the fourth quarter of 1962, the tank received U-Plant waste, PUREX
cladding waste, and coating waste (Anderson 1990; Agnew 1996). From the first quarter of 1963
until the fourth quarter of 1967, the tank received coating waste and PUREX high-level waste.
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I Between 1968 and 1980, tank C-l05 received numerous waste types including additional
PUREX high-level waste, B-Plant low-level waste and strontium sludge, waste water, REDOX
high-level waste and supernatant, PUREX sludge supernatant, cesium ion-exchange waste from

B Plant, and noncomplexed and complexed waste (Anderson 1990; Agnew 1996).

A brief operational history of tank C-105 indicates that a 36-in, liquid-level decrease occurred
between the last quarter of 1963 and the last quarter of 1967 (Walker 1977), which amounts to
approximately 99,000 gal of liquid loss from the tank (Brodeur 1993). Walker (1977) states that
"the records claim that the loss was due to 'steaming,' but there is no documentation of either
liquid level decrease studies or temperature data."

A program to recover strontium and cesium from aging waste stored in the A and AX Tank
Farms was implemented in the late 1960s. The recovery process required washing accumulated
slurries with water to remove desirable soluble constituents from the waste. After settling, theI supernate was decanted and pumped to tank C-i 106 and then to tank C- 105 for transfer to B Plant.
Once the supemnate arrived at B Plant, the wash solution was processed to recover cesium. This
decanting process proved ineffective, and strontium solids were held in solution and transferredI with the wash solution back to tank C- 106 and in lesser amounts to tank C-lO05, where they
accumulated (Ecology 1992).

I In 1971, wastes within tank C-106 reached temperatures of 212 'F (Ecology 1992). A report by
the Atlantic Richfield Hanford Company attributed the rise in temperature to unacceptable
quantities of strontium that were being transferred with the wash solution during the waste

recovery process (Walker 1977). Transfers to tanks C-lO5 and C-106 were halted because these
tanks were not designed or equipped for storing high-heat-generating (self-boiling) waste. Since
1971, tanks C-lO5 and C-106 have been actively ventilated with an exhauster system, and water

has been added periodically to both tanks to keep the wastes wet and to promote cooling
(Ecology 1992).

Dukelow (1974) reports that borehole 30-04-02, located halfway between tanks C-104 and
C-105, showed an increase in radiation at a depth of 40 ft during March 1974. Boreholes
30-05-05, 30-05-06, 30-05-08, and 30-05-09 were drilled to identify the source of the
contamination detected in borehole 30-04-02 (Welty 1988). The investigation indicated the
contamination was the result of overfilling tank C-lO5 and subsequent leakage from spare inletsI and cascade-line packing (Welty 1988).

Tank C-lO5 became inactive when the SSTs were declared inactive in November 1980I (Brevick et al. 1994b). Waste level adjustments were made in May 1979 and May 1983, and
partial isolation was completed in August 1983. Another level adjustment was made in May
1985, and water additions for evaporative cooling were discontinued in January 1988 (Brevick et

al. 1994b).

Representatives from the Washington State Department of Ecology met with officials from DOE

Richland Operations and Westinghouse Hanford Company (WHC) on July 22, 1992, to discuss
leak detection and contingency planning for tanks C-105 and C-106 (Brodeur 1993). WHC
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agreed to perform spectral gamma-ray logging of the 14 boreholes surrounding tanks C-105 and
C- 106 with the Radionuclide Logging System (RLS), the intrinsic germanium logging system
that was the predecessor to the SGLS. The logging operation was completed in April 1993; no
evidence of a large active leak from either tank was identified in the assessment of the RLS data
(Brodeur 1993). The 1993 RLS data are compared with the new SGLS data in this report.

Before 1996, the surface level of the waste in tank C-lO5 was monitored with a Food Instrument
Corporation (HIC) gauge. The liquid waste volume was determined by the HIC gauge and the
solid waste volume was determined by a sludge-level measurement device (Brevick et al. 1994b).

An ENRAF gauge installed in May 1996 is currently the primary instrument used for surface
level measurements. Tank C-lO5 is not equipped with a liquid observation well (Brevick et
al. 1994b) and has no primary means of leak detection (Hanlon 1997).

Tank C-lO5 is categorized as "sound/deactivated" (Welty 1988). The tank is currently listed as
containing noncomplexed waste and is classified as interim stabilized and partially interim
isolated. The tank presently contains 132,000 gal of sludge including 30,000 gal of drainable,

interstitial liquid and 2,000 gal of supemate (Hanlon 1997).

4.0 Boreholes in the Vicinity of Tank C-105

Ten vadose zone monitoring boreholes surround tank C-l05. These boreholes are 30-05-02,
30-05-03, 30-05-04, 30-05-05, 30-05-06, 30-05-07, 30-04-02, 30-05-08, 30-05-09, and 30-05-10.
All the boreholes are associated with tank C-lO5, except borehole 30-04-02, which is associated
with tank C-104. Figure 2 shows the location of each borehole in red.

The algorithms used for the calculation of the radionuclide concentrations from the SGLS data
* incorporate a correction for the attenuation of the gamma-ray intensity by the borehole casing

walls. The 10 boreholes were constructed between November 1972 and July 1974 using 6-in.
casing. The surface exposures of most the borehole casings are flush with small-diameterI concrete pads, making accurate measurements of the borehole casing wall thicknesses difficult.
Therefore, the casing wall thicknesses for the ten 6-in. boreholes are assumed to be 0.280 in., on
the basis of the published thickness for schedule-40, carbon-steel casing, which was the typical

casing used for 6-in.-diameter boreholes in the 1970s.

The boreholes surrounding tank C-lO05 are completed above the water table and contain no water.
The SGLS data were collected in the move/stop/acquire logging mode with a 100-s acquisition
time at 0.5-ft depth intervals.

As discussed in Section 3.2, 14 boreholes surrounding tanks C-lO05 and C- 106 were logged in
1993 using the "Radionuclide Logging System" (or RLS). The RLS used a lower efficiency
detector and shorter data acquisition time than the SGLS; therefore, the 1993 RLS data exhibit a
higher degree of uncertainty than the 1997 SGLS data. In addition, the 1997 SGLS data in some
cases do not show very low concentrations of contamination where the 1993 RLS data do. This
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occurs because the 1997 SGLS concentration data are suppressed if the concentration is less than
the MDL. This suppression did not occur with the 1993 RLS data, and as a result, some of the
1993 data reported could be false detections. Also, the RLS was unable to log the bottom 6 ft of

a borehole because the detector was positioned 6 ft above the bottom of the logging tool housing.
However, the 1993 RLS data are quantitative spectral gamma-ray log data and are of high quality
allowing comparison to the 1997 SGLS data. Individual plots comparing the measured

concentrations of man-made radionuclides from 1993 and 1997 for each borehole are included in
Appendix A.

The following sections present results of the spectral gamma-ray log data collected from
boreholes surrounding tank C- 105. Appendix A contains the plots of the log data. The mostI recent historical gross gamma data are presented on the combination plots in Appendix A. These
data, historical gross gamma logs from 1975 to 1996, the RLS logging data, and results from
other investigations were used in the preparation of this report.

4.1 Borehole 30-05-02

Borehole 30-05-02 is located approximately 8 ft from the northeast side of tank C-105 and was
given the Hanford Site designation 299-E27-70. This borehole was drilled in November 1972 to
a depth of 130 ft using 6-in, casing. The drilling report does not indicate the borehole casing was

perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS, is
approximately flush with the ground surface. The total logging depth achieved by the SGLS was
127.5 ft.

The man-made radionuclides 137Cs, 6Co, and 154 Eu were detected in this borehole. Continuous
'Cs contamination was detected from the ground surface to a depth of 81 ft. Alternating zones

of ntemitentandconinuus137C cotmnation were detected from 82 ft to the bottom of the

logged interval (127.5 ft). A zone of high 137CS contamination (ranging from 200 to 775 pCi/g)
was detected from 0.5 to 2 ft. A zone of moderate 137CS contamination was measured from about
5 to 30 ft. Discrete layers of elevated 13 7CS contamination ranging in concentration from 2 to
10 pCilg are located near the bottom of this zone. A very large zone of generally low 117 CSI concentrations (less than 1 pCi/g) was detected from about 30 ft to the bottom of the logged
interval. The highest 137CS concentration (1, 169 pCilg) was detected at the ground surface.
However, as described in Section 2. 1, this is not an accurate concentration value because theI source-to-detector geometry at the top of the borehole casing differs from source-to-detector
geometry used in the calibration.

Continuous 6OCo contamination was detected at low concentrations from 75 to 80.5 ft. Isolated
occurrences of low 60Co concentrations were also detected at 65 and 83 ft. This 60Co

contamination delineates a minor contaminant plume located at considerable depth below the
majority of the 137 CS contamination. The maximum 60Ocnetainws0.33 pCi/g atadepth
of 75 ft.

A single occurrence of 154 Eu was detected at the ground surface with a concentration of 1.5 pCi/g.
For reasons discussed previously, this is not an accurate concentration value. The gamma rays
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probably originated from an above-ground source, such as nearby contaminated equipment or
contamination that is localized to the ground surface.

An increase in the 40 K concentration values at 38 ft probably represents a change in lithology
from backfill material to the undisturbed Hanford formation. The drilling log reports a change
from silt, sand, and gravel to coarse sand and silt at this depth. Variable 40K concentration values

were detected from 48 to 73 ft. The 40K concentration values increase at 73 ft and again at 86 ft,
then remain elevated to the bottom of the logged interval. The drilling log reports very coarse
sand from 41 to 55 ft, coarse sand and gravel from 55 to 70 ft, and generally medium to coarse
sand and silt below 70 ft. The lithologic information reported in the drilling log generally
supports the interpretation that the variation in the 4'K concentration values between 48 and 73 ft
may represent the basal region of the gravel-dominated facies and that the increase in the 40K

concentration values at 73 ft probably represents the contact with the sand-dominated facies of
the Hanford formation. 

11
It was not possible to identify many of the 609-keV peaks used to derive the 23 Uconcentrations
between the ground surface and 22.5 ft. This occurred because high gamma-ray activityIassociated with the nearby 137CS peak (661 keV) created an elevated Compton continuum
extending to the 609-keV region, causing the MDL to exceed the measured 238U concentration.
A definitive peak is shown on the 218U plot at 39 ft.

The SGLS total gamma-ray plot reflects the presence of the man-made and naturally occurring
radionuclides. The peak in the total count rate at 39 ft corresponds closely with peaks in the 'OK
and 231U concentrations at this depth. The count rate steadily increases at the bottom of the
logged interval, corresponding with a consistent increase in the 137CS concentrations at this depth.

A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gamma data collected with the SGLS in 1997. The plot shows very good
repeatability of the 137 Cs data along the zone of continuous 117 CS contamination. However, the
data repeatability was not as good in regions where 137CS concentrations decreased to about
0.5 pCi/g. The RLS and SGLS data show a plume of "0Co contamination between about 70 and
85 ft. Between 1993 and 1997, the 60Co concentrations decreased within the plume, illustrating
the apparent radioactive decay of the 'Co. The data also suggest that no downward migration of
the 'Co contamination has occurred since 1993.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent
historical gross-gamma data are presented on the combination plot. The near-surface peak shownI on the SGLS plot is absent on the gross-gamma plot because no data were collected between 1
and 5 ft. However, the gross gamma activity reflects the shallow subsurface 137 CS contamination
between 5 and 25 ft. The earliest recorded historical gross-gamma log (January 1975) shows theInear-surface and shallow subsurface 137CS contamination and a small count-rate anomaly at about
75 ft. Subsequent historical logs show that the anomaly was present until the late 1970s. The
anomaly is attributed to the 6OCo contamination that has decayed to the current concentrationI levels of less than 0.5 pCilg, which are well below the detection level of the gross gamma
system.
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I Summaries of historical gross gamma log data from 1973 to 1987 presented in Welty (198 8)
identify the peak activity level below a depth of 20 ft. The location of an activity peak identified
at a depth of 22 ft in early 1973 remained largely unchanged during the recording period,

corresponding with the lower portion of the shallow subsurface 13 7CS contamination identified on
the SGLS plot. A small anomaly was identified at a depth of 72 ft in 1976; however, available
historical gross-gamma log data indicate this anomaly was present as early as 1975. The
anomalous activity moved to 76 ft by 1981 and decreased to levels below the detection limit by
1982. The anomaly may correspond with the zone of 6Co contamination shown on the
SGLS plot.

Most of the contamination detected around this borehole appears to have originated from theIinfiltration and deposition of surface contamination. The near-surface zone Of 137CS
contamination probably resulted from surface spills that have migrated down into the backfill
surrounding the borehole. The zone of elevated 137 CS contamination at about 9 ft may representI surface contamination that has migrated along the surface of the tank dome into this region of the
vadose zone.

IA zone of elevated 137 CS contamination was detected from 25 to 27 ft. Elevated 137CS
contamination was detected at the same depth interval in other nearby boreholes and may be
related to a leak from a nearby pipeline or tank. However, the distribution of this contaminationI may represent the accumulation of "'7Cs contamination on top of finer grained sediments within
the backfill material.

ISlightly elevated 13 7CS contamination was detected below 41 ft, directly below the tank farm
excavation. The drilling log reports an increase in the silt content of the Hanford formation at
this depth. On the basis of the RLS data assessment, Brodeur (1993) suggests this contamination
may have resulted from the accumulation of tank-dome runoff that migrated along the outside of
the tank to the base of the tank footing. The SGLS data support this interpretation.

The continuous zone of 61Co contamination between 75 and 80.5 ft probably represents the
remnant of a plume that migrated a considerable distance from the contaminant source and isIprobably not related to the 137 CS contamination detected around this borehole. The 60Co
contamination zone correlates with a concentration increase shown on the 40K plot, a silt and
sand layer identified in the drilling log, and the interpreted contact between the gravel- and sand-I dominated facies of the Hanford formation. A comparison of the RLS and SGLS data suggests
that no downward migration of the 'Co has occurred in this region of the vadose zone
since 1993.

The 137CS contamination detected below about 30 ft was probably carried down during the
drilling of this borehole or later migrated down the outside of the borehole casing. The zone ofIincreasing 137C contamination at the bottom of the logged interval is probably from particulate
matter that has either fallen down the inside of the borehole or accumulated around the outside of

* the borehole casing.
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4.2 Borehole 30-05-03

Borehole 30-05-03 is located approximately 3 ft from the east side of tank C-105. It was given
the Hanford Site designation 299-E27-81. This borehole was drilled in September 1974 to a
depth of 100 ft using 6-in. casing. The drilling report does not indicate if the borehole casing
was perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS,
is approximately flush with the ground surface. The total logging depth achieved by the SGLS
was 98.5 ft. 

17
The man-made radionuclides 1 Cs and 'Co were detected in this borehole. "'7Cs contamination
was detected continuously from the ground surface to a depth of 38.5 ft and semnicontinuously
from 40 ft to the bottom of the logged interval (98.5 ft). A thick zone of moderate '37CS
contamination ranging from 10 to 100 pCi/g was measured from near the ground surface to a
depth of about 35 ft. Thin, discrete layers of elevated "' 7Cs contamination ranging inI concentration from 50 to 100 pCi/g are located near the bottom of this zone. A very large region
Of low 117CS contamination (less than 1 pCilg) was detected from about 38 ft to near the bottom
of the logged interval. The highest 117CS concentration (257 pCilg) was detected at the ground

surface. However, as described in Section 2. 1, this is not an accurate concentration value
because the source-to-detector geometry at the top of the borehole casing differs from source-to-
detector geometry used in the calibration.

6OCo contamination was detected at generally low concentrations continuously from 73 to 83 ft
and at 84 ft. This contamination delineates a minor contaminant plume located at considerable
depth below the majority of the 137CS contamination. Slightly elevated 61Co concentrations
ranging from about 1 to 2.5 pCilg were detected between 73.5 and 75 ft.

The 40K concentration values decrease sharply from 34.5 to 36.5 ft, increase significantly from
36.5 to 37.5 ft, and generally remain elevated to a depth of 74.5 ft. A zone of variable 40K

concentrations occurs between 40 and 58 ft, and generally increased KUT concentrations were
detected below about 75 ft.

The increase in the 'OK concentration values at about 37 ft probably represents a change in
lithology from backfill material to the undisturbed Hanford formation. The variation in the 'OK
concentration values between 40 and 58 ft may represent sand or silt interbeds within the gravel-I dominated facies of the Hanford formation. The changes in the KUT concentrations at about
75 ft probably represent the contact with the sand-dominated facies. The drilling log was not
sufficiently detailed to support or contradict the interpretation of the concentration changes

shown on the KUT plots.

It was not possible to identify most of the 609-keV peaks used to derive the 238U concentrations

between the ground surface and 37.5 ft. This occurred because high gamma-ray activity
associated with the nearby 137 CS peak (661 keV) created an elevated Compton continuum
extending to the 609-keV region, causing the MDL to exceed the measured 231U concentration.
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The SGLS total gamma-ray plot reflects the presence Of 137CS contamination in the upper portion
of the borehole and the higher concentrations of "0Co in the lower portion of the borehole.

The interval between 70 and 90 ft was relogged as an additional quality check and to demonstrate
the repeatability of the radionuclide concentration measurements made by the SGLS. A
comparison of the measured 131CS concentrations and the naturally occurring radionuclides using
the data sets provided by the original and repeated logging runs is included with Appendix A.
The measurements repeated within two standard deviations (95-percent confidence level),
indicating very good repeatability of the measured gamma-ray spectral peak intensities used to
calculate the radionuclide assays.

A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gammna data collected with the SGLS in 1997. The plot shows very good
repeatability of the '37 Cs data in the upper 35 ft of the vadose zone, where the 117 CSI concentrations range from 10 to 100 pCilg. However, the data repeat less closely along the
region below 37 ft, where concentrations of 137Cs are generally less than 1 pCilg. The RLS and
SGLS data show a plume of "0Co contamination between about 73 and 85 ft. Between 1993 andI1997, the 60 Co concentrations decreased along the middle portion of the plume, illustrating the
apparent radioactive decay of the 61Co contamination in this region. During the same period,
however, the 61Co concentrations remained relatively stable in the upper portion of the plume andI have increased in the lower portion of the plume, suggesting that "OCo contamination recently
migrated into these regions around this borehole. However, the data from the two measurements

* do not yet establish a trend.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent
historical gross gamma data are presented on the combination plot; the plot does not illustrate the
near-surface peak that is shown on the SGLS plot because no data were collected at the 1- and
2-ft intervals. However, the gross gamma plot reflects the thick zone of shallow 'Cs
contamination, including the region of elevated 13 7CS concentrations near the bottom of this zone.
A small count-rate anomaly is also evident at 75 ft that probably represents the elevated
concentrations of 60Co (1 to 2.5 pCilg) detected by the SGLS at this depth. The earliest recorded3 historical gross gamma-ray log data (January 1975) show a higher count-rate anomaly in this
region, indicating the 61Co contamination was present at higher concentrations and deposited
before 1975.

Summaries of historical gross gamma log data from 1974 to 1987 are presented in Welty (1988).
The location of an activity peak identified at a depth of 32 ft in late 1974 remained largelyIunchanged during the recording period, corresponding with the region of elevated 137CS
contamination on the SGLS plot. This activity peak is also evident on the earliest historical gross
gamma log presented on the combination plot.

The majority of the 137CS contamination appears to be confined to the backfill material that
surrounds this tank. The sharp increase in the 4'K concentration values at a depth of about 37 ft
probably indicates the base of the tank farm excavation. This increase corresponds closely with
the lowermost extent of the thick zone of shallow 137CS. This contamination probably resulted

DOE/Grand Junction Office Tank Summary Data Report for Tank C-i 105
August 1997 Page 16



I from surface spills that have migrated down into the backfill surrounding the borehole. The
slightly increased 'Cs contamination at a depth of about 10 ft may represent surface
contamination that has migrated along the surface of the tank dome into this depth region of the
vadose zone. The thin, discrete layers of elevated 'Cs contamination detected at 32 and 35 ft
may indicate the accumulation of '3 7Cs near the base of the tank farm excavation.

UMuch of the 137 CS contamination detected below about 40 ft was probably carried down during
the drilling of this borehole or later migrated down the outside of the borehole casing. The zone3of increasing 131CS contamination at the bottom of the logged interval is probably from
particulate matter that has either fallen down the inside of the borehole or accumulated around
the outside of the borehole casing.

The continuous zone of 60Co contamination between 73 and 83 ft may be related to the region of
60 Co contamination detected in borehole 30-05-02. The contamination detected in bothI boreholes probably represents the remnant of a plume that migrated a considerable distance from
the contaminant source. The 60Co contamination zone correlates with the increase in "0K
concentrations and the general location of the contact between the gravel- and sand-dominatedI facies of the Hanford formation. A comparison of the RLS and SGLS data suggests that 'Co
contamination may have actively migrated into this region of the vadose zone since 1993,

* although this is still uncertain.

4.3 Borehole 30-05-04

1 Borehole 30-05-04 is located approximately 6 ft from the southeast side of tank C-lO5. It was
given the Hanford Site designation 299-E27-69. This borehole was drilled in December 1972 to
a depth of 120 ft using 6-in, casing. The drilling report does not indicate if the borehole casing
was perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS,
is approximately flush with the ground surface. The total logging depth achieved by the SGLSI was 118.0 ft.

The man-made radionuclides 'Cs and 'Co were detected in this borehole. Nearly continuous
1 37CS contamination was detected from the ground surface to the bottom of the logged interval
(118 ft). A near-surface zone of moderate 137CS contamination (25 to 45 pCilg) extends to a
depth of 2 ft. The 137CS contamination decreases to less than 5 pCi/g between 5 and 16 ft,I gradually decreases to 103 ft, then progressively increases to the bottom of the logged interval
(118 ft). The highest 117CS concentration (68 pCi/g) was detected at the ground surface.
However, as described in Section 2. 1, this is not an accurate concentration value because the
source-to-detector geometry at the top of the borehole casing differs from source-to-detector
geometry used in the calibration.

I A thin zone of continuous 'Co contamination was detected from 81.5 to 84 ft. Isolated
occurrences of 60Co contamination were also detected between 85 and 105.5 ft. The 60Co

concentrations were very low, ranging from 0. 1 to 0.2 pCi/g.
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IThe increase in the 40 K concentration values at 40.5 ft probably represents a change in lithology
from backfill material to the undisturbed Hanford formnation. The drilling log reports a change in
lithology from packed gravel, rust, and sand to very coarse sand at this depth. The 40K

concentration values increase at about 72 ft and remain elevated to the bottom of the logged
interval. The drilling log reports a change in lithology from coarse sand and pea gravel to
medium sand at a depth of about 70 ft. The lithologic information reported in the drilling log,
supports the interpretation that the increase in the 'K concentration values at 72 ft probably
represents the contact between the gravel- and sand-dominated facies of the Hanford formation.

Between the ground surface and 2 ft, it was not possible to identify any of the 609-keV peaks
used to derive the 238U concentrations. This occurred because high gamma-ray activityIassociated with the nearby 137CS peak (661 keV) created an elevated Compton continuum
extending to the 609-keV region, causing the MDL to exceed the measured 211U concentration.

I The SGLS total gamma-ray plot reflects the presence of the man-made radionuclides where they
occur and the changes in the naturally occurring radionuclides elsewhere. The sharp increase in
the SGLS total count rate at the bottom of the logged interval corresponds closely to the peakIshown on the 137 CS concentration plot. The gradual increase in the total count rate between 70
and 80 ft corresponds with increases in the 40K concentration values within this depth range.

U A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gamma data collected with the SGLS in 1997. The plot shows acceptable
repeatability of the 131 Cs data along the length of the logged interval. The data repeat less closely
along the regions of relatively lower 137CS concentrations. The RLS and SGLS data show
intermittent, low concentrations of 6OCo contamination between 75 and 113 ft. Along most of3this interval, there is generally poor correlation between the 1993 and 1997 60Co data.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent3 historical gross-gammna data are presented on the combination plot. The plot illustrates only the
lower portion of the near-surface peak shown on the SGLS plot because no data were collected at
the 1 - and 2-ft intervals. This peak is clearly evident on the earliest recorded historical grossIgamma log (January 1975), indicating the near-surface 13 7CS contamination was deposited
before 1975.

I Summaries of the historical gross-gamma log data from 1974 to 1987 are presented in
Welty (1988). A single anomalous reading of 700 cps was recorded near the bottom of the
borehole (approximately 119 ft) in April 1974. This anomaly corresponds to the 137CS peakI shown at the bottom of the logged interval on the SGLS plot. Although this anomaly was not
subsequently recorded in Welty (1988), a review of the available gross-gamma log data indicates3 that this activity persisted over time. However, the most recent historical gross-gamma data
presented on the combination plot do not show this anomalous activity probably because the
lowermost 2 ft of the borehole was not logged.

IThe near-surface zone Of 137CS contamination probably resulted from surface spills that have
migrated down into the backfill surrounding the borehole. The zone between 5 and 16 ft may
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I represent contamination from a surface spill that has migrated along the surface of the tank dome
into this region of the vadose zone.

I Much of the "' 7Cs contamination detected below about 16 ft was probably carried down during
the drilling of this borehole or later migrated down the outside of the borehole casing. The zone
of increasing "'Cs contamination at the bottom of the logged interval is probably from
particulate matter that has either fallen down the inside of the borehole or accumulated around
the outside of the borehole casing.

The very low 61Co concentrations detected between 81.5 and 105.5 ft probably represent the
remnant of a plume that migrated a significant distance from the contaminant source. NoI correlation can be made between the 'Co deposition and the borehole-specific geology.

I 4.4 Borehole 30-05-05

Borehole 30-05-05 is located approximately 6 ft from the south side of tank C-105. It was given
the Hanford Site designation 299-E27-82. This borehole was drilled in June 1974 to a depth of

100 ft using 6-in, casing. The drilling report does not indicate if the borehole casing was
perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS, is3 approximately flush with the ground surface. The total logging depth achieved by the SGLS was
98.5 ft.

The man-made radionuclides 117 Cs and 'Co were detected in this borehole. Extensive 117CS
contamination was measured continuously from the ground surface to a depth of 84.5 ft. Regions
of relatively higher 137CS concentrations were detected from the ground surface to about 18 ft andI44 to 66 ft. The 117 CS concentrations ranged from 30 to 70 pCi/g between 60 and 66 ft.
Measurable 137CS contamination was also detected at 97 ft and the bottom of the logged interval
(98 to 98.5 ft). The highest 137 CS concentration (161 pCi/g) was measured at the ground surface.I However, as described in Section 2. 1, this is not an accurate concentration value because the
source-to-detector geometry at the top of the borehole casing differs from source-to-detector3 geometry used in the calibration.

Continuous 'Co contamination was detected from 69.5 to 74.5 ft at significant concentrations (as
much as 1 pCi/g). A few 60Co occurrences were detected at very low concentrations (0. 1 pCilg)

at 79, 79.5, and 97 ft. The 'Co contamination delineates a minor contaminant plume located at a
considerable depth below the majority of the 137CS contamination.

I The significant increase in the 'OK concentration values between 35.5 and 39.5 ft may represent a
change in lithology from backfill material to the undisturbed Hanford formation; however, the
lithology for this depth interval is not recorded on the drilling log. The 'OK concentration values
become slightly variable and gradually decrease from 43 to 65 ft, increase sharply from 65 to
67.5 ft, and generally remain elevated to the bottom of the logged interval. The drilling log3 reports a change in lithology from slightly gravelly, very coarse sand to slightly silty, medium to
fine sand at a depth of 65 ft. The lithologic information reported in the drilling log generally
supports the interpretation that the slight variation and decrease in the "0K concentration values
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I between 43 and 65 ft may represent the basal region of the gravel-dominated facies of the
Hanford formation and that the increase in the 40K concentrations at about 65 ft probably
represents the contact with the sand-dominated facies.

It was not possible to identify most of the 609-keV peaks used to derive the ...8U concentrations
between the ground surface and I Ift, along several short intervals between 14 and 50 ft, and 7Cfrom 53 to 69 ft. This occurred because high gamma-ray activity associated with the nearby 3 s
peak (661 keV) created an elevated Compton continuum extending to the 609-keV region,Icausing the MDL to exceed the measured 13 8U concentration.

The SGLS total gamma-ray plot reflects the presence of the man-made radionuclides in theI borehole. The numerous peaks in the SGLS total count rate between the ground surface and 85 ft
correspond closely to the peaks shown on the 117 Cs and 61Co concentration plots.

I A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gamma data collected with the SGLS in 1997. Although the plot shows good3correlation of the 1993 and 1997 11 7CS concentration profiles along the length of the logged
interval, the ' 37CS concentrations measured in 1997 were generally 15 to 30 percent less than
those measured in 1994. This may be attributable to the difference in the environmental
corrections used for the two data sets. The RLS and SGLS data show a continuous zone of 60Co

contamination between 70 and 75 ft. Between 1993 and 1997, the 60Co concentrations have
decreased within this zone, illustrating the apparent radioactive decay of the 'Co. The data also
suggest that no downward migration of the 'Co contamination has occurred since 1993.

An additional data plot included in Appendix A provides a more detailed comparison of the
'37 Cs, 60Co, and 4 0K concentrations detected by the RLS and SGLS between 50 and 80 ft. The
'Co and 'OK radionuclide concentrations were plotted on a linear scale to provide a more
illustrative comparison of these data. The plot shows good correlation of the 137CS concentration
profiles, suggesting that the 137CS contamination has remained fixed in the vadose zone since
1993. The plot shows good correlation of the 60Co contamination detected between 70 and 75 ft,
and illustrates the radioactive decay of the ~'Co between 1993 and 1997. It was calculated thatI 55 percent of the 'Co has decayed away during the past 4 years, by averaging the relative
decrease in the 60Co concentrations since 1993. However, the calculated decay rate is too high to
be consistent with the 5.27-year half-life of the oCo radioisotope. As shown by the comparisonIof the 137 Cs data discussed in the previous paragraph, the lower than expected 'Co
concentrations measured in 1997 may also be attributable to the difference in the environmental
corrections used for the two data sets. The plot shows poor correlation of the 'OK data along
several zones of the logged interval. The 1997 40 K data exhibit much less variation and appear to
be generally more consistent than the 1993 40K data.

I The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent
historical gross-gamma data are presented on the combination plot. The gross gamma-ray plot
adequately reflects the profile Of 137CS contamination shown on the SGLS plot. The earliest

recorded historical gross gamma log (January 1975) shows the same basic gamma-ray activity
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I profile, indicating that the contamination was deposited before 1975 and that the distribution of
the contamination in the vadose zone has remained unchanged since then.

I Summaries of the historical gross-gamma log data from 1974 to 1987 are presented in
Welty (1988). An activity peak was identified at a depth of 64 ft in mid-1974. The activity peak
shifted as much as 5 ft in depth during the reporting period; this peak shift is probably
attributable to poor depth control associated with the gross gamma system. Although the
anomalous activity has gradually decreased in intensity during the reporting period, it still
corresponds closely with the zone of relatively high 117CS contamination identified on the
SGLS plot.

The contamination pattern in the upper 40 ft of this borehole is very similar to the pattern in
borehole 30-05-03. The significant increase in the "0K concentration values shown on the KUT
plot between 35.5 and 39.5 ft probably indicates the base of the tank farm excavation. This3 concentration increase corresponds closely with the lowermost extent of the thick zone of
shallow 'Cs detected by the SGLS. This contamination probably resulted from surface spills
that have migrated down into the backfill surrounding the borehole. The zone of slightlyIincreased 117CS contamination between 7 and 13 ft may represent surface contamination that has
migrated along the surface of the tank dome into this region of the vadose zone. The thin layer of
relatively higher 'Cs contamination detected at about 37 ft may indicate minor accumulation of

1'7CS contamination near the base of the tank farm excavation.

The SGLS data reflect a region of high 137CS contamination detected between 60 and 66 ft. AIsimilar profile Of '"7CS contamination is evident on logs generated using the RLS data collected
in 1993. On the basis of an assessment of the RLS data, Brodeur (1993) concludes that there are
two possible sources for the high 137CS: lateral migration of the radionuclides released in the
C- 104-to-C- 105 cascade-line leak, or a leak from tank C-l105. The drilling log reports a
transition to finer grained material at a depth of 65 ft, which correlates with the top of the sand-
dominated facies unit and the zone of highest '"7CS contamination. Brodeur (1993) postulates
that it is likely that moisture carried the radionuclides down and preferentially concentrated them
in the finer grained strata, and that the finer grained strata enhanced the horizontal migration of
radionuclide laden moisture. Although it is difficult to determine the probable source, it appears
that local lithology has influenced the 'Cs contamination distribution around this borehole.

The gradually decreasing amounts Of 11"CS contamination detected below about 75 ft were
probably carried down during drilling of this borehole or later migrated down the outside of the
borehole casing. The 'Cs contamination at the bottom of the logged interval is probably from

particulate matter that has fallen down the inside of the borehole.

The continuous zone of 'Co contamination that extends from 69.5 to 74.5 ft and the overlyingIregion of high 13"CS contamination may be related to the same contaminant source. It appears
that the 6OCo contamination has migrated more deeply into the finer grained strata of the sand-
dominated facies. This zone of 6OCo contamination correlates with 6OCo zones detected in other

nearby boreholes, indicating possible horizontal migration of the 'C contamination away from
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I the contaminant source. A comparison of the RLS and SGLS data suggests that no downward
migration of the 'Co has occurred in this region of the vadose zone since 1993.

U 4.5 Borehole 30-05-06

Borehole 30-05-06 is located approximately 12 ft from the southwest side of tank C-lO5. It was
given the Hanford Site designation 299-E27-1 19. This borehole was drilled in July 1974 to a
depth of 60 ft using 6-in, casing. The drilling report does not indicate if the borehole casing wasI perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS, is
approximately 4 in. above the ground surface. The total logging depth achieved by the SGLS3 was 57.5 ft.

The man-made radionuclides "'7Cs and 23
1U were detected in this borehole. Continuous 137CS

contamination was detected from the ground surface to 33.5 ft and from 37.5 ft to the bottom of
the logged interval (57.5 ft). A near-surface zone of moderate 137 CS contamination (10 to
30 pCilg) extends to a depth of 2 ft. The 137CS contamination decreases to less than 10 pCilg
below this zone and continues to gradually decrease to less than 1 pCi/g below 26 ft. A region of
relatively higher 131CS concentrations generally ranging from 0.5 to 1 pCilg was detected between
41 and 52 ft. 137CS contamination slightly above the MDL was also detected at 35.5 and 36.5 ft.3The highest 137 CS concentration (70 pCi/g) was detected at the ground surface. However, as
described in Section 2. 1, this is not an accurate concentration value because the source-to-
detector geometry at the top of the borehole casing differs from source-to-detector geometry used

* in the calibration.

A single occurrence of 231U was detected at the ground surface with a concentration slightlyI above the MDL at 3.6 pCilg. For reasons discussed previously, this is not an accurate
concentration value. The detected gamma rays probably originated from an above-ground
source, such as nearby contaminated equipment or contamination that is localized to the

ground surface.

The significant increase in the "0K concentration values between 38.5 and 39.5 ft may represent aIchange in lithology from backfill material to the undisturbed Hanford formation. The 40 K
concentration values become variable from about 40.5 to 53.5 ft and may represent sand or silt
interbeds within the gravel-dominated facies. Because the lithology reported on the drilling log

contained minimal detail, it could not be used to support or contradict the interpretation of the
concentration changes shown on the 4'K plot.

U Between the ground surface and 2.5 ft, it was not possible to identify most of the 609-keV peaks
used to derive the 211U concentrations. This occurred because high gamma-ray activity
associated with the nearby 131CS peak (661 keY) created an elevated Compton continuum
extending to the 609-keV region, causing the ML to exceed the measured 238U concentration.

In addition, it was not possible to identify many of the 609-keV peaks along numerous short
intervals between 4.5 and 50 ft. This was caused by the occurrence of spectral peaks directly

DOE/Grand Junction Office Tank Sumnmary Data Report for Tank C-1053August 1997 Page 22



I adjacent to the 609-keV region that created a high degree of statistical uncertainty in the region
of interest.

IThe SGLS total gamma-ray plot reflects the 137 CS profile in this borehole. The numerous small
peaks in the SGLS total count rate generally correspond to the peaks shown on the 'Cs

* concentration plot.

A data plot included in Appendix A compares spectral gamma data collected with the RLS in3 1993 to spectral gamma data collected with the SGLS in 1997. The plot shows good
repeatability of the 137 Cs data in the upper 25 ft of the vadose zone where the concentrations of
1 37Cs range from 2 to 10 pCi/g. The data do not compare as well below 25 ft, where
concentrations Of 11 7CS were generally 1 pCilg or less. Although no 61Co contamination was
detected by the SGLS, the RLS detected numerous low concentrations of 'Co between 42.5 ft
and the bottom of the logged interval. The data suggest that since 1993, this contamination has

decayed to levels below the detection limit of the SGLS.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recentI historical gross-gamma data are presented on the combination plot. Although no data were
collected at the 1- and 2-ft intervals of the gross gamma-ray log, the plot generally reflects the
137CS contamination profile in the upper 15 ft of the borehole. The earliest recorded historicalI gross gamma log (January 1975) shows the same basic gamma-ray activity profile, indicating the
contamination was deposited before that time. The distribution of this contamination has
remained unchanged since 1975 other than a slight decrease in the count-rate values.

Summaries of the historical gross-gamma log data from 1974 to 1987 are presented in
Welty (1988). An activity peak was identified at a depth of 43 ft in mid-1974. The activity peak
shifted in depth as much as 4 ft, which is probably attributable to depth control problems
associated with the gross gamma system. The anomalous activity gradually decreased in
intensity to less than reportable levels (50 cps) by 1979, but the activity corresponds with the
zone of relatively higher 137CS contamination shown on the SGLS plot and with a zone of minor61Co contamination detected by the RLS in 1993.

The majority of the 137CS contamination located around the upper 26 ft this borehole appears to
be the result of downward migration of surface contamination. The near-surface zone of 137CSI contamination probably resulted from surface spills that have migrated down into the backfill
surrounding the borehole. The slightly increased 137CS contamination at a depth of about 9 ft may
represent surface contamination that has migrated along the surface of the tank dome into this

region of the vadose zone.

The zone Of 137CS contamination between 41 and 52 ft may have resulted from the cascade-line

leak between tanks C- 104 and C-l105 (Section 4.6).

The low 13 7CS concentrations contamination detected below 26 and 52 ft were probably carried

down during drilling of this borehole or later migrated down the outside of the borehole casing.
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The 'Cs contamination at the bottom of the logged interval is probably from particulate matter
that has fallen down the inside of the borehole.

U 4.6 Borehole 30-05-07

Borehole 30-05-07 is located approximately 2 ft from the southwest side of tank C-lO5. It was
given the Hanford Site designation 299-E27-l118. This borehole was drilled in July 1974 to a
depth of 70 ft using 6-in, casing. The drilling report does not indicate if the borehole casing wasI perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS, is
approximately flush with the ground surface. The total logging depth achieved by the SGLS was
67.0 ft.

Detector saturation occurred from 35.5 to 42 ft and 58 to 59.5 ft. As a result, no spectral data
were collected along these regions of the borehole. Zones of high dead time (greater than 50I percent) occurred from 34 to 35 ft, 42.5 to 44 ft, 47.5 to 57.5 ft, and 60 to 61 ft. Because
accurate radioassays could not be determined from the limited spectral data collected within
these intervals, these data were not included on the log plot.

The man-made radionuclides 137Cs, 60Co, 152Eu, 154 Eu, and 235U were detected in regions of the
borehole where detector saturation and high dead time did not occur. Continuous 137C

contamination was detected from the ground surface to 33.5 ft, 44.5 to 47 ft, and 61.5 ft to the
bottom of the logged interval (67 ft). A region of high 13 1CS contamination, ranging from 75 to
300 pCilg, extends from 1 to I11 ft. The 131CS contamination gradually decreases to levels
generally less than 2 pCi/g between I11 and 18 ft. A region of extremely high 131CS contamination
was detected between 33.5 and 65 ft with 137CS concentrations generally ranging from 3,000 to
4,500 pCi/g. It is likely that the '31CS concentrations exceed 4,500 pCilg within the zones of high
dead time or detector saturation.

3An isolated occurrence of ' 0Co (0. 16 pCilg) was detected at 28.5 ft. Continuous 60Co

contamination was detected from 65 to 66.5 ft at concentrations slightly higher that 1 pCi/g.

1152Eu contamination was detected at the ground surface and at 65.5 ft at concentrations of 12.5
and 43.4 pCi/g, respectively. 154 Eu contamination was detected at 27.5, 32.5, and 65.5 ft at3 concentrations of 8, 77.5, and 30.6 pCilg, respectively.

The presence of 2 35U contamination was detected at the ground surface, 46.5 ft, and 64 ft at
concentrations of 5.2, 156.3, and 94.9 pCi/g, respectively. As described in Section 2. 1, the
occurrences of 152 Eu and 215 U detected at the ground surface are probably not accurate
concentration values because the source-to-detector geometry at the top of the borehole casing3 differs from source-to-detector geometry used in the calibration. The radionuclides detected at
the surface probably originated from an above-ground source, such as nearby contaminated
equipment or contamination that is localized to the ground surface.

A sharp decrease in the 40K and 232 Th concentration values occurs at a depth of about 15 ft.
These offsets are suspected to have been caused by an undocumented borehole effect, such as
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I grout between the outside of the casing and the borehole wall. The borehole condition that
reduced the "0K and 2 32 Th responses below 15 ft probably also reduced the 131Cs responses along
the same depth interval. As a result, the 131CS concentration values may be understated.

None of the 609-keV peaks used to derive the 231U concentrations were identified throughout the
logged interval of the borehole. In addition, it was not possible to identify any of the 1460- and
2614-keV peaks used to derive the 4'K and 232 Th concentrations between 33 and 64 ft. The KUIT
data were absent between 33 and 64 ft because this zone was logged by the SGLS in real time
because the dead time exceeded 50 percent. Outside this zone, the 609-keV peaks were not
identified because high gamma-ray activity associated with the nearby 131CS peak (661 keV)
created an elevated Compton continuum extending to the 609-keV region, causing the MDL to
exceed the measured 238U concentration.

The SGLS total gamma-ray plot primarily reflects the presence Of 131CS contamination within this
borehole. A comparison of the 131CS log to the total gamma-ray log shows that the "' 7Cs
concentrations increase rapidly just below 30 ft while the total count rate increases more
gradually beginning at about 20 ft. The same effect was observed in the RLS data collected inI 1993, and was explained as a possible reflection of the differences in the geologic impulse
response function (Conaway and Killeen 1978a and 1978b) between a single photon peak and the
total spectrum that includes all the Compton downscatter and photoelectric response

(Brodeur 1993).

A data plot included in Appendix A compares spectral gamma data collected with the RLS inI 1993 to spectral gamma data collected with the SGLS in 1997. The plot shows good to very
good repeatability of the 137 Cs data in the upper 33 ft of the vadose zone. The region of
extremely high 137CS contamination between 34 and 61.5 ft had similar effects on the RLS and
SOLS detectors. Because of detector saturation or high dead time, no data were collected by the
RLS and SGLS from 34 to 44 ft and 47.5 to 61.5 ft. The concentrations of 137 Cs detected by the
RLS along the interval from 44.5 to 47 ft were almost one order of magnitude higher than those
detected by the SGLS. This may be attributable to inaccuracies in the RLS at high count rates. A
small continuous zone of 'Co contamination was detected near the bottom of the borehole by3 the SGLS in 1997 that was not detected by the RLS in 1993. This occurred because the RLS
logging tool configuration prevented the bottom portion of the borehole from being logged. It is
possible that the 'Co contamination detected in 1997 was not present in 1993, but the availableI data are not sufficient to make that determination.

Historical gross gamma log data collected from 1992 to 1996 using a scintillation probe wereI reviewed. The most recent historical gross-gamma data are presented on the combination plot.
The gross gamma-ray logging system is able to characterize a larger portion of the contamination
zone because of the low-efficiency detector (Brodeur 1993). The earliest recorded historicalU gross gamma log data (January 1975) were collected using a Geiger-Mueller probe, and the data
show that this contamination was present at that time.

I Summaries of the historical gross-gamma log data from 1974 to 1987 are presented in
Welty (1988). A large activity peak was identified at a depth of 37 ft in mid-1974. The activity
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I peak did not show a decrease in intensity during the recording period, and the peak corresponds
with the zone of detector saturation identified on the SGLS plot.

IThe near-surface zone Of 137CS contamination probably resulted from surface spills that have
migrated down into the backfill surrounding the borehole. The slightly increased 137CS
contamination at a depth of about 10 ft may represent surface contamination that has migrated
along the surface of the tank dome into this region of the vadose zone.

On the basis of the assessment of RLS data, Brodeur (1993) concludes that the high levels of
contamination below a depth of 30 ft around this borehole can be attributed to a leak from the
cascade line between tanks C-104 and C-105. The SGLS data support this interpretation andIindicate that this borehole has intercepted a region of highly concentrated 137CS contamination.
The zone of highest 117CS contamination (indicated by detector saturation) appears to have
accumulated near the base of the tank farm excavation. The SGLS also indicates that high levels

of contamination have migrated downward further into the native sediments of the Hanford
formation. However, the extent of the contaminant migration cannot be determined because of

* the limited depth of this borehole.

4.7 Borehole 30-04-02

U Borehole 30-04-02 is located approximately 11 ft from the southwest side of tank C- 105. It was
given the Hanford Site designation 299-E27-67. This borehole was drilled in December 1972 to
a depth of 135 ft using 6-in, casing. The drilling report does not indicate if the borehole casing
was perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS,
is approximately flush with the ground surface. The total logging depth achieved by the SGLS

was 134.5 ft. This borehole was not logged in 1993 with the RLS.

The man-made radionuclides 137Cs, 60Co, and 235U were detected in this borehole. Continuous
11'7 CS contamination was detected from the ground surface to 27 ft, 50 to 56.5 ft, and 61.5 to
64.5 ft. A near-surface zone of moderate 137CS contamination (25 to 45 pCilg) extends to a depth
of 2.5 ft. The 137CS contamination decreases to less than 20 pCilg and continues to graduallyUdecrease to less than 1 pCi/g below 22 ft. Discrete layers of elevated 13

1CS contamination ranging
in concentration from 1 to 8 pCi/g occur between 20 and 32 ft. Small continuous zones Of 137CS
contamination were detected at low concentrations from 35.5 to 36.5 ft and at the bottom of theIlogged interval (134 to 134.5 ft). The highest 131CS concentration (70 pCilg) was detected at the
ground surface. However, as described in Section 2. 1, this is not an accurate concentration value
because the source-to-detector geometry at the top of the borehole casing differs from source-to-

detector geometry used in the calibration.

A semicontinuous zone of ' 0Co contamination was detected from 38 to 58.5 ft at concentrations
up to 1 pCilg. A few occurrences of 'Co were detected at very low concentrations (0. 1 pCi/g)
between 60.5 and 63.5 ft. The 6 Co contamination delineates a significant contaminant plume
located at considerable depth below the majority of the 137CS contamination.
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I A single occurrence of ... U was detected at the ground surface with a concentration of 5.8 pCilg.
For reasons discussed previously, this is probably not an accurate concentration value. The
gamma rays probably originated from an above-ground source, such as nearby contaminated

equipment or contamination that is localized to the ground surface.

The increase in the 4'K concentration values at 39 ft probably represents a change in lithology
from backfill material to the undisturbed Hanford formation. The drilling log reports a change in
lithology from sand, gravel, and wood to very coarse sand at this depth. The 40K concentration
values increase from 63.5 to 65.5 ft and remain elevated to the bottom of the logged interval.
The drilling log reports a change in lithology from coarse sand and fine gravel to medium sand at
a depth of about 60 ft. The lithologic inform-ation reported in the drilling log supports theIinterpretation that the increase in the 40K concentration values at about 64 ft probably represents
the contact between the gravel- and sand-dominated facies of the Hanford formation.

I Between the ground surface and 11.5 ft, it was not possible to identify most of the 609-keV peaks
used to derive the 23 8U concentrations. This occurred because high gamma-ray activity
associated with the nearby 131CS peak (661 keY) created an elevated Compton continuum

extending to the 609-keV region, causing the MDL to exceed the measured 238U concentration.

The SGLS total gamma-ray plot reflects the distribution of 137 Cs and 61Co contamination in theI upper region of the borehole and the naturally occurring radionuclides elsewhere. The distinctive
peak in the total count rate at 40 ft corresponds with the peaks in the 60Co, 40K, and 238U
concentrations on the combination plot. The count rate increases sharply at about 63 ft,

corresponding to increases in the KUT concentrations at this depth.

The interval between 30 and 50 ft was relogged as an additional quality check and to demonstrateI the repeatability of the radionuclide concentration measurements made by the SGLS. A
comparison of the 13 7 Cs and naturally occurring radionuclides using the data sets provided by the
original and repeated logging runs is included with Appendix A. The measurements generally
repeat within two standard deviations (95-percent confidence level), indicating very good
repeatability of the measured gamma-ray spectral peak intensities used to calculate the
radionuclide assays.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent
historical gross-gamma data are presented on the combination plot. The profile of the gross
gamma-ray plot generally reflects the 13 7Cs and 6OCo contamination detected by the SGLS. This
profile was evident at significantly higher count rates on the earliest recorded historical grossI gamma log (January 1975), indicating that the 137Cs and 'Co contamination was probably
deposited before that time.

I Summaries of the historical gross-gamma log data from 1973 to 1987 are presented in
Welty (1988). An activity peak was identified at a depth of 41 ft in early 1973, which correlates
to the depth of the 61Co contamination detected on the SGLS plot. The peak amplitude slowly

increased until June 1974, then gradually decreased to stable levels by June 1983, indicating the
decay of 'Co at this depth.
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The near-surface zone of "'7Cs contamination probably resulted from surface spills that have
migrated down into the backfill surrounding the borehole. The slightly elevated 'Cs
contamination at a depth of 8 ft may represent surface contamination that has migrated along the

surface of the tank dome into this region of the vadose zone.

The zone of elevated 'Cs contamination detected from 25 to 27 ft is located at the same depthI interval in other nearby boreholes and may be related to a leak from a nearby pipeline or tank.

Much of the 137CS contamination detected below about 35 ft was probably carried down during
the drilling of this borehole or later migrated down the outside of the borehole casing. The 137CS
contamination detected at the bottom of the logged interval is probably from particulate matter

* that has fallen down the inside of the borehole.

The semnicontinuous zone of 'Co contamination between 38 and 58 ft probably represents theI ren-mant of a plume related to the cascade-line leak that occurred between tanks C-104 and
C-l105. The top of the "0Co contamination zone correlates with the base of the tank farm
excavation. The vertical extent of the "0Co plume is confined to the sediments of the gravel-

dominated facies of the Hanford formation.

4.8 Borehole 30-05-08

Borehole 30-05-08 is located approximately 5 ft from the southwest side of tank C-105. It was
given the Hanford Site designation 299-E27-1 17. This borehole was drilled in July 1974 to a
depth of 50 ft using 6-in, casing. The drilling report does not indicate if the borehole casing was
perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS, is
approximately flush with the ground surface. The total logging depth achieved by the SGLS was
49.0 ft.

The man-made radionuclides 137Cs, 'Co, and 114 Eu were detected in this borehole. Continuous
13 7CS contamination was detected from the ground surface to the bottom of the logged interval
(49 ft), delineating three distinct zones of elevated 137CS . A near-surface zone of moderate toIhigh 137 CS contamination (50 to 125 pCilg) extends from 1 to 7 ft. An isolated zone of elevated
137 CS contamination (10 to 70 pCilg) occurs from 15 to 20 ft, and a deeper zone of moderate 137CS
contamination (10 to 15 pCi/g) occurs from 45 to 47.5 ft.

Zones of continuous ' 0Co contamination were detected from 2.5 to 3 ft, 15.5 to 17 ft, and 34.5 to
48.5 ft. The 6OCo contamination was detected at concentrations generally less than 0.5 pCi/g;
however, the lowermost zone of 61Co contamination showed slightly elevated concentrations
ranging from 0.75 to 2 pCilg from 37.5 to 39 ft.

IA significant lens of continuous 15'4Eu contamination, with concentrations up to 20 pCilg, was
detected from 14.5 to 18.5 ft.

A significant variation occurs in the '0K concentration values between 36.5 and 39.5 ft. The 40K

concentration values gradually increase from 45 ft to the bottom of the logged interval. The
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I lithology reported on the drilling log contained minimal detail and could not be used to support
or contradict the interpretation of the concentration changes shown on the 40K plot. However, the
variation in the 40K concentration values between 36.5 and 39.5 ft probably represents a change

in lithology from backfill material to the undisturbed Hanford formation.

Between the ground surface and 20 ft, it was not possible to identify most of the 609-keV peaksIused to derive the 211U concentrations. This occurred because high gamma-ray activity
associated with the nearby 137 CS peak (661 keV) created an elevated Compton continuum
extending to the 609-keV region, causing the MDL to exceed the measured 238U concentration.

The SGLS total gamma-ray plot reflects the presence of the man-made radionuclides in the
borehole. The SGLS total count rate shows good definition of the contamination peak shapes
and is greatly enhanced in the region where '3 7cs, 60Co, and 154 Eu have been detected.

A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gamma data collected with the SGLS in 1997. The plot shows good
repeatability of the data in regions of the vadose zone where the concentrations of 131Cs exceedIabout 2 pCi/g. The data do not compare as well along intervals where concentrations Of 137CS are
less than 2 pCilg. The RLS and SGLS data show zones of 'Co contamination that occur in the
upper, middle, and lower regions of the logged interval. Between 1993 and 1997, theI concentrations of 'Co decreased within each zone, illustrating the apparent radioactive decay of
the ' 0Co. A continuous zone of 61Co contamination was detected near the bottom of the borehole
by the SGLS in 1997 that was not detected by the RLS in 1993. This occurred because the RLS

logging tool configuration prevented the bottom portion of the borehole from being logged. It is
possible that the 'Co detected in 1997 was not present in 1993, but the available data are not

* sufficient to make that determination.

The historical gross gamma log data from 1975 to 1996 were reviewed. The earliest recorded
historical gross gamma log (January 1975) reflects all the zones of contamination detected by the
SGLS, indicating that the contamination was deposited before 1975. The most recent historical
gross-gamma data (presented on the combination plot) do not clearly define the contamination
detected by the SGLS below 25 ft, indicating the probable decay of 61Co in this depth region.

Summaries of the historical gross gamma log data from 1974 to 1987 are presented in
Welty (1988). An activity peak was identified at a depth of 16 ft in mid-1974. A new tabulation
point was established at 39 ft in early 1975. The new peak may indicate the presence of 61Co at
this depth. Welty (1988) shows decreases in this activity over time that appear to be consistent

with the 'Co decay.

The near-surface zone Of 117 CS contamination probably resulted from surface spills that have

migrated down into the backfill surrounding the borehole.

A significant zone of 117 Cs and "5 Eu contamination combined with low levels of 60Co

contamination was detected between 14 and 20 ft. This contamination probably resulted from a
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transfer-line leak because it occurs at a relatively shallow depth above the level of the cascade
line between tanks C-104 and C-lO5.

It is likely that the 137Cs and 61Co concentration profiles in the deeper region of the borehole are
the result of subsurface contamination from the C-104-to-C-105 cascade-line leak. The zone of
slightly elevated 137CS contamination from 28 to 38 ft may have resulted from subsurface
contamination that migrated along the outside of the tank and accumulated near the base of the
tank farm excavation. The significantly elevated 117CS concentrations detected from 45 to 47 ft
may be contamination originating from the cascade-line leak that has accumulated on top of finer
grained material and spread laterally into this region of the borehole.

The continuous zone of oCo contamination between 34.5 ft and the bottom of the logged interval
probably represents the remnant of a plume related to the cascade-line leak. The zone of highest
60Co contamination correlates with the base of the tank farm excavation. The vertical extent of
the 60Co plume is unknown because of the limited depth of the borehole.

4.9 Borehole 30-05-09

Borehole 30-05-09 is located approximately 7 ft from the west side of tank C-105 and was given
the Hanford Site designation 299-E27-83. This borehole was drilled in June 1974 to a depth of
100 ft using 6-in, casing. The drilling report does not indicate if the borehole casing was
perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS, is
approximately flush with the ground surface. However, the current total depth of the borehole
was measured at 101.2 ft below the top of the casing using a weighted tape, indicating that the
borehole casing was probably extended to accommodate fill material that was added to the
surface of the tank farm after the borehole was completed. The total logging depth achieved by
the SGLS was 101.0 ft.

The man-made radionuclide 137CS was detected in this borehole. A thick zone of generally low
137 CS contamination, with concentrations decreasing with depth (7 to 0.2 pCilg), extends from the
ground surface to 32.5 ft. A deeper zone of low 131CS contamination (less than 0.5 pCilg) occursIbetween 48.5 and 77 ft with a region of slightly elevated 131CS concentrations (greater than
1 pCilg) between 57 and 64 ft. Scattered occurrences Of 137CS contamination were detected at
41.5 ft, from 78.5 to 86.5 ft, and at the bottom of the logged interval (101 ft). The highest 137CSI concentration (47 pCi/g) was detected at the ground surface. However, as described in Section
2. 1, this is not an accurate concentration value because the source-to-detector geometry at the top
of the borehole casing differs from source-to-detector geometry used in the calibration.

The '0K concentration values increase from 37 to 39 ft, gradually decrease from 40.5 to 55 ft,
become variable from 64.5 to 71 ft, increase below 71 ft, and remain elevated to the bottom of
the logged interval. The lithology reported on the drilling log does not correlate with the
interpretation of the changes shown on the "0K plot. However, the increase in the 'OK
concentration values between 37 and 39 ft probably represents a change in lithology from
backfill material to the undisturbed Hanford formation. The variation in the "0K concentration
values between 64.5 and 71 ft may represent the basal region of the gravel-dominated facies; the
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I increase in the 'K concentration values at 71 ft probably represents the contact with the sand-
dominated facies of the Hanford formation.

I The SGLS total gamma-ray plot reflects the "'7Cs contamination in the upper portion of the
borehole and the naturally occurring radionuclides elsewhere. The 137 CS contamination in the
lower portion of the borehole cannot be identified by the SGLS total gamma profile. The count
rate reflects variations in the 4'K concentration below a depth of about 35 ft instead.

A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gamma data collected with the SGLS in 1997. The plot shows fair to good
repeatability of the 137 Cs data in the upper 27 ft of the vadose zone. Generally poor repeatability
of the 'Cs data occurred below 27 ft.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent
historical gross-gamma data are presented on the combination plot. Apparently, no data were
collected at the 1- and 2-ft intervals of the gross gamma-ray log, so the plot reflects only the
lower portion of the near-surface contamination as a zone of slightly anomalous activity. TheI anomalous activity is also evident on the earliest recorded historical gross gamma log
(January 1975), indicating that the contamination was deposited before that time.

I Summaries of the historical gross-gamma log data from 1974 to 1987 included in Welty (1998)
do not identify any zones of anomalous gamma-ray activity below a depth of 20 ft.

IThe majority of the shallow 137CS contamination detected between the ground surface and 27 ft
probably resulted from surface spills that have migrated down into the backfill surrounding the
borehole. The region of elevated 137CS contamination detected from 58 to 63 ft suggests the
possibility of a subsurface source, such as the C- 104-to-C- 105 cascade-line leak. The
combination plot shows the contamination along an interval of decreased 4'K concentrations,
suggesting it may have traveled along a preferential pathway within the vadose zone.

The low levels Of 137CS contamination detected below 27 and 63 ft were probably carried down
during the drilling of this borehole or later migrated down the outside of the borehole casing.
The small amount Of 137 CS contamination at the bottom of the logged interval is probably from
particulate matter that has fallen down the inside of the borehole.

4.10 Borehole 30-05-10

I Borehole 30-05-10 is located approximately 9 ft from the northwest side of tank C-105 and was
given the Hanford Site designation 299-E27-68. This borehole was drilled in November 1972 to
a depth of 135 ft using 6-in, casing. The drilling report does not indicate if the borehole casing
was perforated or grouted. The top of the casing, which is the zero depth reference for the SGLS,
is approximately flush with the ground surface. However, the current total depth of the borehole
was measured at 135.8 ft below the top of the casing using a weighted tape, indicating that the

borehole casing was probably extended to accommodate fill material that was added to the

DOE/Grand Junction Office Tank Summary Data Report for Tank C-105
August 1997 Page 31



I surface of the tank farm after the borehole was completed. The total logging depth achieved by
the SGLS was 135.5 ft.

IThe man-made radionuclides 137cs, 60Co, and 235U were detected in this borehole. A zone of low
"' 7Cs contamination extends from the ground surface to a depth of 16 ft with concentrations
decreasing with depth (3 to 0.2 pCilg). Small regions of very low 137CS contamination (less than
0.6 pCi/g) occur from 26 to 30 ft and 114.5 to 116.5 ft. A small zone of increasing 137 CS
contamination (0.25 to 2.5 pCilg) occurs at the bottom of the logged interval (134.5 to 135.5 ft).
Isolated minor occurrences Of 117CS contamination are scattered throughout the rest of the
borehole. The highest 137 CS concentration (142 pCilg) was detected at the ground surface.
However, as described in Section 2. 1, this is not an accurate concentration value because the

* source-to-detector geometry at the top of the borehole casing differs from source-to-detector
geometry used in the calibration.

Several small zones of ' 0Co contamination were detected between 13 and 53.5 ft at
concentrations less than 0.25 pCi/g.

IA single occurrence of 235U was detected at the ground surface with a concentration of 6.7 pCilg.
However, for reasons discussed previously, this is probably not an accurate concentration value.
The detected gamma rays probably originated from an above-ground source, such as nearby

contaminated equipment or contamination that is localized to the ground surface.

The increase in the 40K concentration values at 39.5 ft may represent a change in lithology fromI backfill material to the undisturbed Hanford formation. However, the lithology reported on the
drilling log does not support this concentration increase. The 4'K concentrations gradually
decrease from 40 to 62 ft, then gradually increase from 62 to 90 ft. The drilling log reports a
change from very coarse sand to coarse sand and silt at a depth of 65 ft. The lithologic
information reported in the drilling log generally supports the interpretation that the increase in
the 40K concentrations at about 62 ft may represent the contact with the sand-dominated facies of
the Hanford formation.

3A sharp increase in the 2
11U concentration was detected at 90 ft that corresponds to the beginning

and end of individual log runs. This concentration decrease is most likely the result of radon
venting up the borehole between log runs. The variability in the 2"8U background is not related to
changes in the efficiency of the logging system, but more likely to the weather conditions during
a particular run. The 609-keV spectral peak used to calculate the 238U concentration is actually
emitted by 1

14 Bi, and the calculated 218U concentration is only accurate if the 214 Bi and 238U are inIsecular equilibrium. Because radon gas is an intermediate member of the 23'U decay chain, the
equilibrium condition will be disturbed by changes in the weather conditions in the vicinity of the
borehole. Wind, or the absence of it, affects the rate of radon venting from the borehole. The
variations in the calculated 218U background do not affect the determination of man-made
gamma-ray-emitting nuclides from the SGLS data set.

I The SGLS total gamma-ray plot reflects the 'Cs contamination in the upper 15 ft of the
borehole, but does not reflect the 137Cs and"6 Co contamination in the lower portion of the
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I borehole. The total count rate accurately reflects the variations in the "0K concentrations below a
depth of about 35 ft.

I A data plot included in Appendix A compares spectral gamma data collected with the RLS in
1993 to spectral gamma data collected with the SGLS in 1997. The plot shows generally good
repeatability of the data in the upper region of the vadose zone where the concentrations of 131CS

are continuous and exceed about 0.5 pCilg. The data do not compare as well below about 30 ft,
where concentrations of 137 Cs are sporadic and less than 0.5 pCilg. The RLS and SGLS data
show three zones of ' 0Co contamination that occur in the upper region of the logged interval.
Between 1993 and 1997, the concentrations of 60Co have decreased within each zone, illustrating
the apparent radioactive decay of the 60Co.

The historical gross gamma log data from 1975 to 1996 were reviewed. The most recent
historical gross-gamma data are presented on the combination plot. Apparently no data wereI collected at the 1- and 2-ft intervals of the gross gamma-ray log, so the plot does not reflect the
near-surface contamination detected by the SGLS. However, the earliest recorded historical
gross-gamma log (January 1975) shows anomalous activity in the upper 2 ft of the borehole,Iwhich was probably caused by the near-surface 131CS contamination. The early historical logs
show a slight anomaly at a depth of about 13 ft, corresponding to the weak zone of 61Co

I contamination identified on the SGLS plot.

Summaries of the historical gross-gamma log data from 1973 to 1987 are presented in
Welty (1988). An activity peak was identified at a depth of 20 ft in early 1974. The activity peak
moved to a depth of 23 ft and gradually decreased to less than reportable levels (50 cps) by 1978.
The historical activity may represent the decay of 'Co and correspond with the weak zone of
60Co contamination shown on the SGLS plot.

The 131CS concentration data shown on the SGLS plot indicate a zone of shallow subsurface
contamination, probably resulting from surface spills that have migrated down into the backfill
surrounding the borehole. The zone of slightly elevated 131CS contamination at about 8.5 ft may
represent surface contamination that has migrated along the surface of the tank dome into this
region of the vadose zone.

Most of the 13'Cs contamination detected below 20 ft was probably carried down during theI drilling of this borehole or later migrated down the outside of the borehole casing. The zone of
increasing 131CS contamination at the bottom of the logged interval is probably from particulate
matter that has either fallen down the inside of the borehole or accumulated around the outside ofI the borehole casing.

The zones of "0Co contamination detected from 13 to 14.5 ft and 23 to 26 ft may have resulted
from a nearby pipeline leak. The isolated region of minor 60Co contamination detected from 47
to 53.5 ft may represent the remnant of a plume related to the cascade-line leak that occurred
between tanks C-104 and C-105.
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U 5.0 Discussion of Results

A plot of the man-made radionuclide concentration profiles for the ten boreholes surrounding
tank C-105 is presented in Figure 3. The man-made radionuclides 137Cs, 60 Co, 152 Eu, 154 Eu, and

23were detected by the SGLS.

The SGLS detected a significant amount of near-surface and shallow subsurface 117 CS
contamination in all the boreholes. This contamination could have resulted from surface spills,I airborne contamination releases, or a combination of these (Brodeur 1993). The contamination
may have migrated, in some undetermined manner, down around the outside of the boreholes. It
is also possible that the contamination has been driven downward into the backfill material by
precipitation infiltration to as deep as the base of the tank farm excavation. If the contamination
in the upper portions of the boreholes has migrated downward along the borehole casings, then
the total contamination in the near-surface vadose zone is minor, If the contamination has
migrated downward into the backfill material, then the volume of contaminated material is large
and is a significant portion of the overall contamination in the vadose zone around this tank.

UThe SGLS detected moderate to high '37CS concentrations at the ground surface in all the
boreholes. Isolated occurrences of 215U were detected at the ground surface in the boreholes
along the northwest and southwest sides of tank C-lO05. 'Eu and 'Eu were also detected at the
ground surface in boreholes 30-05-07 and 30-05-02, respectively. The source of this
contamination is probably direct gamma radiation from nearby contaminated equipment orI contamination that is localized to the ground surface. As described in Section 2. 1, the
concentration values calculated at the ground surface are not considered accurate because the
source-to-detector geometry at the top of the borehole casing differs from the source-to-detectorIgeometry used in the calibration. As a result, the 137Cs, 11 2 Eu, 154 Eu, and 235U concentration values
detected using the SGLS are probably higher than the actual concentration levels of these3 radionuclides at the ground surface.

The elevated 117 CS concentrations detected between 5 and 14 ft in all the boreholes, except
borehole 30-05-09, may represent surface contamination that has migrated laterally along the

surface of the tank dome into this depth region of the backfill material.

A zone of elevated 117CS contamination was detected below 41 ft in borehole 30-05-02. This
contamination zone occurs approximately 3 ft below the base of the tank in a zone containing
increased silt content. On the basis of an assessment of RLS data contained in Brodeur (1993)
and recent SGLS data, it is possible that increased runoff from the tank dome may have carried
137CS contamination along the outside of the tank to the base of the tank footing, where it
accumulated on top of finer grained sediments in the Hanford formation below the tank farm3 excavation.

On the basis of RLS data interpreted by Brodeur (1993) and current SGLS data, all the boreholes3surrounding tank C-1O5, except 30-05-03, 30-05-04, and 30-05-10, contain subsurface 137 CS
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I contamination that does not appear to be strictly the result of downward migration of surface
contamination through the vadose zone sediment.

IA significant zone Of 117CS and 114 Eu contamination combined with low levels of 60Co
contamination was detected between 14 and 20 ft in borehole 30-05-08. This contamination
probably resulted from a transfer-line leak because it occurs at a relatively shallow depth, above
the level of the cascade line between tanks C- 104 and C-lO05. The contamination was not
detected in any other nearby boreholes, indicating that it is isolated to this region of the
vadose zone.

The RLS and SOLS detected a zone of relatively higher 137CS contamination at about 27 ft in
borehole 30-05-02. Brodeur (1993) concluded that this contamination probably originated from
a separate source because it is a relatively significant anomaly that was detected at this depth in
several nearby boreholes. The SGLS data support this interpretation. The contamination mayI have originated from a tank leak from tank C- 103 or C- 106. It could also be the result of a large
surface spill or transfer-line leak (Brodeur 1993).

IExtensive, shallow subsurface 137CS contamination exists in the vadose zone around boreholes
30-05-05, 30-05-06, 30-05-07, 30-04-02, 30-05-08, and 30-05-09. In most these boreholes,
individual zones of elevated 137CS contamination generally occur below about 40 ft. TheseI contaminant zones probably originated from the C-104-to-C-105 cascade-line leak. SGLS data
from nearby borehole 30-04-03 indicate that the 137CS contamination probably originated next to
tank C-104. It has been postulated that the contamination traveled down along the outside ofI tank C-lO5 and spread horizontally along the tank base (Brodeur 1993). The SGLS data indicate
that the 117CS contamination has further migrated both downward and laterally through the native
sediments below the tank farm excavation.

The region of relatively high 137CS contamination detected between 42 and 66 ft in borehole
30-05-05 may have originated from a source other than the C-104-to-C-105 cascade-line leak.
The RLS and SGLS data indicate that this high 137 CS contamination zone does not correlate with
adjacent boreholes and could be the result of a leak from tank C-lO05 (Brodeur 1993).3 Documentation on tank C-lO5 (Section 3.2) indicates that the tank experienced a 36-in, liquid-
level decrease during the 1960's, before borehole 30-05-05 was installed, If the liquid-level
decrease was the result of a leak, Brodeur (1993) concludes that the historical gross gamma dataI obtained between 1975 and 1993 show that this contamination has remained stable and that the
leak is no longer active. More recent gross gamma data obtained between 1993 and 1996 support
this supposition.

A comparison of the 1993 RLS and 1997 SGLS data shows generally good correlation of the
distributions Of 137 CS in all the boreholes. The shape of the RLS and SGLS 131CS profiles wereIvery similar, suggesting that the 137CS contamination originating from both surface and
subsurface sources is not actively mobile and has remained fixed in the vadose zone since 1993.
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The SGLS detected subsurface "0Co contamination in all the boreholes except 30-05-06 and
30-05-09. The comparison of the RLS and SGLS data illustrates the apparent radioactive decay
of 6OCo in several of these boreholes.

The primary source of the 60 Co contamination was probably the C-104-to-C-105 cascade-line
leak. The 60Co contamination appears to have migrated downward through the unsaturated zone
in this area, as seen by the trace amounts at various depths in some of the boreholes
(Brodeur 1993). Relatively shallow and persistent 'Co contamination occurs around boreholes
30-05-08 and 30-04-02, indicating these boreholes are probably in proximity of the contaminant
source. Once the 60Co contamination reached a high sorption silt layer, it appears to have spread
laterally below the base of the tank. The result is small, isolated zones of weak 60Co

contamination found at depth in many of the boreholes. These zones may be the remnants of
what is left after most of the 6OCo contaminant plume decayed (Brodeur 1993). The comparison
of the RLS and SGLS data suggests that some very limited downward migration of 61Co may

have occurred in boreholes 30-05-08 and 30-05- 10 since 1993, but the data are not conclusive.

6.0 Conclusions

The characterization of the gamma-ray-emitting contamination in the vadose zone surrounding
tank C-105 was completed using the SGLS. The data obtained using the SGLS and the geologic
and historical information available from other sources do not identify any large active leaks
from tank C-lO05 other than the cascade-line leak. However, the data indicate that surface spills
and subsurface leaks may have previously occurred in the vicinity of the tank and may be related
to activities associated with tank C-lO05 or other nearby tanks.

7.0 Recommendations

Approximately 30,000 gal of drainable, interstitial liquid and 2,000 gal of supernatant liquid
remain in tank C-105 (Hanlon 1997). It is recommended that monitoring of the boreholes
surrounding tank C-lO05 be continued annually to detect potential future leakage from the tank
and associated tank facilities and to monitor the potential spread of contaminant plumes.I Because the lithology appears to play an important role in the radionuclide distribution beneath
this tank, especially for 6 0Co, further lithologic characterization is recommended by logging a few
of the boreholes surrounding tank C-lO5 with a very high-efficiency system. This type ofI logging system can properly define the individual natural radionuclide concentrations and thus
better characterize site-specific geology.
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U -Spectral Gamma-Ray Borehole Page 1 of 2

IN~ m c -9 Lo D at R e ortLog Event A
*Borehole 30-05-02

Borehole Information
Farm : C Tank: C-105 Site Number: 299-E27-70
N-Coord : 4283W-Coord: 4820TOC Elevation: :645.70
Water Level, ft: None Date Drilled: 11 /30/72

Casing Record

Type: Steel-welded Thickness: 0.280 ID in.: 6

TpDepth, ft.: 0 Bottom Depth, ft.: 130

Borehole Notes:
This borehole was drilled in November 1972 to a depth of 130 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero

reference for the SGLS, is approximately flush with the ground surface.
Equipment Information

ILogging System: 2 Detector Type: HPGe Detector Efficiency: 35.0 %
Calibration Date: 10/96 Calibration Reference: GJO-HAN-13 Logging Procedure: P-GJPO-1 783

I Log Run Information
Log Run Number: 1 Log Run Date: 2/5/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 127.5 Counting Time, sec.: 100 L/R : L Shield: N 
Finish Depth, ift.: 64.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

HLog Run Number: 2 Log Run Date: 2/6/97 Logging Engineer: Bob Spatz
Start Depth, ft: 65.0 Counting Time, sec.: 100 L/R : L Shieid: N
Finish Depth, ft.: 0.0 MSA Interval, ft.: 5LgSedftm:n/

.5LgSedIf/i. /



rnSpectral Gamma-Ray Borehole Page 2 of 2
MAL___________ Log Data Report

Log Event A
*Borehole 30-05-02

U Analysis Information
Anaiyst: E. Larsen

Data Processing Reference: P-GJPO-1 787 Analysis Date: 5/16/97

3 Analysis Notes:
This borehole was logged by the SGLS in two log runs. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibration
from these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides Cs-i 37, Co-60, and Eu-i 54 were detected in this borehole. Continuous
Cs-i 37 contamination was measured from the ground surface to a depth of 81 ft. Alternating zones of
intermittent and continuous Cs-i 37 contamination were detected from 82 ft to the bottom of the logged
interval (127.5 ft). Continuous Co-60 contamination was detected from 75 to 80.5 ft. Isolated
occurrences of Co-60 were also detected at 65 and 83 ft. A single occurrence of Eu-1 54 was detected
at the ground surface.

The K-40 concentration values increase at about 38 ft and become variable from 48 to 73 ft. The K-40
concentration values increase again at 73 and 86 ft, then remain elevated to the bottom of the logged

itra.A definitive peak is shown on the U-238 plot at a depth of 39 ft.

Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Reports for tanks C-1 02, C-1l05, and C-1 06.

Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the
lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

I An additional log plot compares spectral gamma data collected with the Radionuclide Logging System
(RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs3 are not included on these plots.
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*Borehole 30-05-03
U Borehole Information

Farm: C Tank: C-1 05 Site Number: 299-E27-81
N-Coord : 4286 W-Coord: 4828 TOC Elevation: :646. 00
Water Level, ft: None Date Drilled: 9/30/74

Casing Record

Type: Steel-welded Thickness: 0.280 ID, in.: 6

Top Depth, ft. : 0 Bottomn Depth, ft.: 100

Borehole Notes:I This borehole was drilled in September 1974 to a depth of 100 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero

reference for the SGLS, is approximately flush with the ground surface.
Equipment Information

ILogging System: 2 Detector Type: HPGe Detector Efficiency: 35.0 %
Calibration Date: 10/96 Calibration Reference: GJO-HAN-1 3 Logging Procedure: P-GJPO-1 783

I Log Run Information
Log Run Number: 1 Log Run Date: 2/3/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 98.5 Counting Time, sec.: 100 LIR: L Shield: N
Finish Depth, ft. : 49.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

HLog Run Number: 2 Log Run Date: 2/4/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 50.0 Counting Time, sec.: 100 LJR: L Shield: N
Finish Depth, ft. 0.0 MVSA Interval, ft: .5 Log Speed, ftlmin.: n/a

Log Run Number: 3 Log Run Date: 2/4/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 90.0 Counting Time, sec.: 100 LJR: L Shield: N
Finish Depth, ft.: 70.0 MVSA Interval, ft.: .5 Log Speed, ftlmin.: n/a
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_______________JMTQ Log Data Report

Log Event A
*Borehole 30-05-03

Analysis Information
Analyst: E. Larsen
Data Processing Reference: P-GJPO-1 787 Analysis Date: 7/2/97

Analysis Notes:
This borehole was logged by the SGLS in three log runs. Two log runs were required to the log the
length of the borehole. A third log run was performed as an additional quality assurance check on a
segment of one of the primary log runs. The pre- and post-survey field verification spectra met the
acceptance criteria established for the peak shape and detector efficiency, confirming that the SGLS
was operating within specifications. The energy calibration and peak-shape calibration from these
spectra were used to establish the channel-to-energy parameters used in processing the spectra

acurdduring the logging operation.
Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

I The man-made radionuclides Cs-i 37 and Co-60 were detected in this borehole. Continuous Cs-i 37
contamination was measured from the ground surface to a depth of 38.5 ft. Semnicontinuous Cs-i 37
contamination was detected from 40 ft to the bottom of the logged interval (98.5 ft). Continuous Co-60
contamination was detected from 73 to 83 ft and at 84 ff.

The K-40 concentration values decrease sharply from 34.5 to 36.5 ft, increase significantly from 36.5 to
37.5 ft, then generally remain elevated to a depth of 74.5 ft. A zone of variable K-40 concentrations
occurs between 40 and 58 ft. Generally increased KUT concentration values occur below about 75 ft.
Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Report for tank C-1l05.

Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.
Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the
lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

I The interval between 70 and 90 ft was relogged as a quality assurance measure to establish the
repeatability of the radionuclide concentration measurements. The radionuclide concentrations shown

* were calculated using the separate data sets provided by the original and rerun logging runs.

An additional log plot compares spectral gamma data collected with the Radionuclide Logging System
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Log Data Report vn

*Borehole 30-05-03
I (RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs

are not included on these plots.
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*Borehole 30-05-04
Borehole Information

Casing Record

* Borehole Notes:
This borehole was drilled in December 1972 to a depth of 120 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero
reference for the SGLS, is approximately flush with the ground surface.

Equipment Information
ILogging System: 2 Detector Type: HPGe Detector Efficiency: 35.0 %

Calibration Date: 10/96 Calibration Reference: GJO-HAN-13 Logging Procedure: P-GJPO-1 783

I - Log Run Information
Log Run Number: 1 Log Run Date: 1/29/97 Logging Engineer: Bob Spaz
Start Depth, ft.: 0.0 Counting T ime, sec.: 100 LJR: L Shield: N
Finish Depth, ft. : 12.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

Log Run Number: 2 Log Run Date: 1/30/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 11.0 Counting Time, sec.: 100 UIR: L Shield: N
Finish Depth, ft.: 33.5 MVSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

Log Run Number: 3 Log Run Date: 1/30/97 Logging Engineer: Bob Spat
Start Depth, ft.: 32.5 Counting Time, sec.: 100 LIR: L Shield: N
Finish Depth, ft. : 43.0 MVSA Interval, ft.: .5 Log Speed, ftlm in.: n/a

Log Run Number: 4 Log Run Date: 1/31/97 Logging Engineer Bob Spatz
Start Depth, ft.: 118.0 Counting Time, sec.: 100 LIR: L Shield: N

Finish Depth, ft.: 42.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a
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Log Data ReportLoEvnA

3Borehole 30-05-04
Analysis Information3 Analyst: E. Larsen

Data Processing Reference: P-GJPO-1 787 Analysis Date: 7/2/97

3 Analysis Notes:
This borehole was logged by the SGLS in four log runs. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibration
from these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

3 Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides detected in this borehole were Cs-I 37 and Co-60. Nearly continuous Cs-
137 contamination was measured from the ground surface to the bottom of the logged interval (118 ft).
Athin zone of continuous Co-60 contamination was measured from 81.5 to 84 ft. Many isolated

occurrences of Co-60 contamination were also detected between 85 and 105.5 ft.

The K-40 concentration values increase at 41 ft, increase again at about 72 ft, then remain elevated toI the bottom of the logged interval.

Additional information and interpretations of log data are included in the main body of the TankI Summary Data Reports for tanks C-1 02 and C-1l05.
Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents thelowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

3 A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

An additional log plot compares spectral gamma data collected with the Radionuclide Logging System
(RLS) in 1993 to spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs areI not included on these plots.
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Log Event A
*Borehole 30-05-05

Borehole Information
Farm: C Tank: 0-105 Site Number: 299-E27-82

N-Coord : 42813 W-Coord: 4837TOC Elevation: :646.21

Water Level, ft: None Date Drilled: 6/30/74

Casing Record
Tp:Steel-welded Thickness : 0.280 ID, in.: 6

Top Depth, ft. : 0 Bottom Depth, ft. : 100

Borehole Notes:I This borehole was drilled in June 1974 to a depth of 100 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero
reference for the SGLS, is approximately flush with the ground surface.

Equipment Information

ILogging System: 2 Detector Type: HPGe Detector Efficiency: 35.0 %
Calibration Date: 10/96 Calibration Reference: GJO-HAN-13 Logging Procedure: P-GJPO-1 783

I Log Run Information -

Log Run Number: 1 Log Run Date: 1/29/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 98.5 Counting Time, sec.: 100 LIR: L Shield: N
Finish Depth, ft.: 51.5 MVSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

ULog Run Number: 2 Log Run Date: 1/29/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 52.5 Counting Time, sec.: 100 LIR: L Shield: N

Finish Depth, ft.: 0.0 MVSA Interval, ft.: .5 Log Speed, ftlmin.: n/a
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Log Event A,
*Borehole 30-05-05

Analysis Information
* Analyst: E. Larsen

Data Processing Reference: P-GJPO-1 787 Analysis Date: 7/2/97

* Analysis Notes :
This borehole was logged by the SGLS in two log runs. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibration
from these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

Casing correction factors for a O.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides Cs-i 37 and Co-60 were detected in this borehole. Extensive Cs-i 37
contamination was measured continuously from the ground surface to a depth of 84.5 ft, at 97 ft, and at
the bottom of the logged interval (98 to 98.5 ft). Continuous Co-60 contamination was detected from
69.5 to 74.5 ft, and at 79, 79.5, and 97 ft.

The K-40 concentration values increase significantly from 35.5 to 43 ft, become slightly variable andI gradually decrease between 43 and 65 ft, increase sharply from 65 to 67.5 ft, then generally remain
elevated to the bottom of the logged interval.
Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Reports for tanks C-1 02 and C-1l05.

Log Plot Notes:I Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

I Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the

* lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

An additional log plot compares spectral gamma data collected with the Radionuclide Logging SystemI (RLS) in 1993 to spectral gamma data collected with the SGLS in 1997. A separate plot was generated
from this data that includes the Cs-137, Co-60, and K-40 concentrations detected between 50 and 80 ft
plotted on a linear scale to provide a more detailed quantitative comparison of the data. Uncertainty
bars and MDLs are not included on either plot.
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Man-Made and Natural Gamma Logs
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MACTC E RONMNTA RETORA N SRYCE, LC ILog Event A
*Borehole 30-05-06

Borehole Information

Casing Record

* Borehole Notes:
This borehole was drilled in July 1974 to a depth of 60 ft using 6-in, casing. The drilling report does not indicate
if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on the basis
of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero reference
for the SGLS, is approximately 4 in. above the ground surface.

Equipment Information
ILogging System: 2 Detector Type: HPGe Detector Efficiency: 35.0 %

Calibration Date: 10/96 Calibration Reference: GJO-HAN-1 3 Logging Procedure: P-GJ PO-1783

I Log Run Information
Log Run Number: 1 Log Run Date: 1/22/97 Logging Engineer: Bob Soatz
Start Depth, ft.: 0.0 Counting Time, sec.: 100 UR: L Shield: N
Finish Depth, ft. : 25.0 MSA Interval, ft.: .5 Log Speed, ft/mmn.: n/a

Log Run Number: 2 Log Run Date: 1/22/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 57.5 Counting Time, sec.: 100 L/R: L Shield: N
Finish Depth, ft. : 41 .0 MSA Interval, ft.: .5 Log Speed, ft/mmn.: n/a

Log Run Number: 3 Log Run Date: 1/23/97 Logging Engineer: Bob Soatz
Start Depth, ft.: 42.0 Counting Time, sec.: 100 LJR : L Shield: N

Finish Depth, ft. : 24.0 MSA Interval, ft.: .5 Log Speed, ftmin.: n/a
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MAC7EC ENVRONMEN4TAL RESTORATON SERICES aC Log Data Report

*Borehole 30-05-06
U Analysis Information

Analyst: E. Larsen

Data Processing Reference: P-GJ PO-1787 Analysis Date: 7/2/97

Analysis Notes :
This borehole was logged by the SGLS in three log runs. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibration
from these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides Cs-137 and U-235 were detected in this borehole. The Cs-137
contamination was detected continuously from the ground surface to 33.5 ft and from 37.5 ft to the

botmof the logged interval (57.5 ft). A single occurrence of U-235 was detected at the ground surface
Most of the U-238 concentration data are absent from the ground surface to 2.5 ft.

I The K-40 concentration values increase significantly from 38.5 to 39.5 ft and become variable from
about 40 to 53.5 ft.

Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Reports for tanks 0-1 04 and C-i 05.

Log Plot Notes:I Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

I Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the
lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to

coincide with the SGLS data.
An additional log plot compares spectral gamma data collected with the Radionuclide Logging System
(RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs

are not included on these plots.
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* Natural Gamma Logs
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M O _MSpectral Gamma-Ray Borehole Pg o
________________TMT Log Data Report

Log Event A]
*Borehole 30-05-07

1 Borehole Information
Farm: C Tank: C-105 Site Number : 299-E27-1 18
N-Coord : 4286W-Coord: 4833TOC Elevation: 646.00
Water Level, ft: None Date Drilled: 7/31/74

Casing Record
Type : Steel-welded Thickness, in. : 0.280 ID, in.: 6

TpDepth, ft. : 0 Bottom Depth, ft.: 70

3 Borehole Notes:
This borehole was drilled in July 1974 to a depth of 70 ft using 6-in, casing. The drilling report does not indicate
if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on the basis
of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero reference
for the SGLS, is approximately flush with the ground surface.

Equipment Information
Lagging System: 2 Detector Type : HPGe Detector Efficiency: 35.0 % 
Calibration Date : 10/96 Calibration Reference: GJO-HAN-1 3 Logging Procedure: P-GJPO-1 783

Log Run Information

ILog Run Number: 1 Log Run Date: 1/21/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 67.0 Counting Time, sec.: .100 IR: L Shield: N
Finish Depth, ft. : 64.5 MSA Interval, ft.: .5 Log Speed, ft/mmn.: n/a

Log Run Number: 2 Log Run Date: 1/21/97 Logging Engineer: Bob Spatz

Start Depth, ft.: 64.0 Counting Time, sec.: .100 LJR : R Shield: N
Finish Depth, ft. : 31.5 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

ILog Run Number: 3 Log Run Date: 1/21/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 32.5 Counting Time, sec.: 100 LJR : L Shield: N3Finish Depth, ft.: 14.5 MSA Interval, ft.: .5 Log Speed, ft/mmn.: n/a



Spectral Gamma-Ray BoreholePae2o3
______________________________ Log Data Report

Log Event A
*Borehole 30-05-07

Log Run Number: 4 Log Run Date: .1/22/97 Logging Engineer: Bob Sioatz
Start Depth, ft.: 15.5 Counting Time, sec.: .100 L/R : L Shield: N
Finish Depth, ft.: 0.0 MSA Interval, ft. : .5 Log Speed, ft/min.: n/a

I Analysis Information
Analyst: E. Larsen3Data Processing Reference: P-GJ P0-1787 Analysis Date: 7/2/97

Analysis Notes:I This borehole was logged by the SGLS in four log runs. Excessive dead time (greater than 50 percent)
was encountered during log run 1 at a depth of 64.5 ft. As a result, log run 2 was logged in real time
from 64 to 31.5ft. Log runs 3 and 4 (32.5 to 0 ft) were logged in live time after the dead time dropped

* below 50 percent.

The pre- and post-survey field verification spectra met the acceptance criteria established for the peak
shape and detector efficiency, confirming that the SGLS was operating within specifications. The
energy calibration and peak-shape calibration from these spectra were used to establish the channel-to-
energy parameters used in processing the spectra acquired during the logging operation.

Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

Detector saturation occurred from 35.5 to 42 ft and 58 to 59.5 ft; no spectral data were collected along
these regions of the borehole. Zones of high dead time (greater than 50 percent) occurred from 34 to
35 ft, 42.5 to 44 ft, 47.5 to 57.5 ft, and 60 to 61 ft. Accurate radioassays could not be determined from
the limited spectral data collected within these intervals and, consequently, these data were not included

The man-made radionuclides Cs-i 37, Co-60, Eu-i 52, Eu-154, and U-235 were detected in regions of
the borehole where detector saturation and high dead time did not occur. Continuous Cs-i 37
contamination was detected from the ground surface to 33.5 ft, 44.5 to 47 ft, and 6i1.5 ft to the bottom of
the logged interval (67 ft). Co-60 contamination was detected at 28.5 ft and continuously from 65 to
66.5 ft. Eu-1 52 contamination was detected at the ground surface and 65.5 ft. Eu-i 54 contamination
was detected at 27.5, 32.5, and 65.5 ft. U-235 contamination was detected at the ground surface, 46.5,
and 64 ft.

I The K-40 and Th-232 concentration values decrease at a depth of about 15 ft.

Additional information and interpretations of log data are included in the main body of the TankI Summary Data Report for tank C-i 05.
Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The naturalI radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.
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MM WWM AL SUMN SEMM~IES, LCLog Data Report

Log Event A
*Borehole 30-05-07

Uncertainty bars on the piots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MVDL. The MDL of a radionuclide represents the
lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.
A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

3 An additional log plot compares spectral gamma data collected with the Radionuclide Logging System
(RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs
are not included on these plots.
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* Natural Gamma Logs
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Man-Made Radionuclide Concentrations
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MATEEWWWAiTM Log Data Report

[Log Event A
*Borehole 30-04-02

U Borehole Information
Farm : C Tank: C-1 04 Site Number: 299-E27-67
N-Coord : 4287W-Coord: 4836 TOC Elevation: 646.65
Water Level, ft: None Date Drilled: 12/31/72

H Casing Record
Tye:Steel-welded Thickness, in. :0.280 ID, in.: 6

Top Depth, ft. : 0 Bottom Depth, ft. 135

Borehole Notes:
This borehole was drilled in December 1972 to a depth of 135 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero
reference for the SGLS, is approximately flush with the ground surface.

Equipment InformationILogging System: 2 Detector Type : HPGe Detector Efficiency: 35.0 %
Calibration Date: 10/96 Calibration Reference: GJO-HAN-1 3 Logging Procedure: P-GJPO-1 783

I Log Run Information

ILog Run Number: 1 Log Run Date: 2/19/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 0.0 Counting Time, sec.: .100 LIR: L Shield: N
Finish Depth, ft.: 26.5 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

Log Run Number: 2 Log Run Date: 2/20/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 134.5 Counting Time, sec.: 100 LIR: L Shield: Y
Finish Depth, ft. : 103.0 MVSA Interval, ft. : .5 Log Speed, ftlmin.: n/a

ILog Run Number: 3 Log Run Date: 2/20/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 25.5 Counting Time, sec.: .100 LIR: L Shield: N
Finish Depth, ft.: 52.0 M5IA Interval, ft.: .5 Log Speed, ftlmin.: n/a



Spectral Gamma-Ray Borehole Page 2 of 3
______________Log Data Report

Log Event A]
*Borehole 30-04-02

Log Run Number: 4 Log Run Date: 2/21/97 Logging Engineer: Bob Sipatz
Start Depth, ft.: 104.0 Counting Time, sec.: .100 LIR: L Shield: N
Finish Depth, ft. : 73.0 MVSA Interval, ft. : .5 Log Speed, ftlmIn.: n/a

Log Run Number: 5 Log Run Date: 2/21/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 51.0 Counting Time, sec.: .100 IJR: L Shield: N
Finish Depth, ft.: 64.0 MVSA Interval, ft. : .5 Log Speed, ftlmin.: n/a

Log Run Number: 6 Log Run Date: 2/24/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 74.0 Counting Time, sec.: .100 LJR: L Shield: N
Finish Depth, ft.: 64.0 MVSAlInterval, ft.: .5 Log Speed, ftlmin.: n/a

Log Run Number: 7 Log Run Date: 2/24/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 50.0 Counting Time, sec.: .100 LJR: L Shield: N

Finish Depth, ft.: 30.0 MVSA Interval, ft.: ..5 Log Speed, ftlmin.: n/a

Analst: . LasenAnalysis Information

Data Processing Reference: P-GJPO-1787 Analysis Date: 7/2/97

I Analysis Notes :
This borehole was logged by the SGLS in seven log runs. Six log runs were required to the log the
length of the borehole. The seventh log run was performed as an additional quality assurance check onI a segment of one of the primary log runs. The pre- and post-survey field verification spectra met the
acceptance criteria established for the peak shape and detector efficiency, confirming that the SGLS
was operating within specifications. The energy calibration and peak-shape calibration from theseI spectra were used to establish the channel-to-energy parameters used in processing the spectraacquired during the logging operation.

Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides Cs-i 37, Co-60, and U-235 were detected in this borehole. Continuous
Cs-I 37 contamination was detected from the ground surface to 27 ft, 50 to 56.5 ft, and 61.5 to 64.5 ft.
A few small zones of Cs-i 37 contamination were detected between 35 ft and at the bottom of the
logged interval. A zone of Co-60 contamination was detected from 38 to 58.5 ft. A few occurrences of
Co-60 were detected between 60.5 and 63.5 ft. A single occurrence of U-235 was detected at the

* ground surface.

Most of the U-238 concentration data are absent between the ground surface and 11.5 ft.
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MAC~TC ElRONWfAL RSVRAUSEftXES, ±C Log Data Report

Log Event A
*Borehole 30-04-02

The K-40 concentration values increase at 39 ft and remain elevated to a depth of 63 ft. The K-40
concentrations increase again from 63.5 to 65.5 ft and remain elevated to the bottom of the logged

Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Reports for tanks C-i 04 and C-i 05.

Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the
lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from theI spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

The interval between 30 and 50 ft was relogged as a quality assurance measure to establish the
repeatability of the radionuclide concentration measurements. The radionuclide concentrations shown

* were calculated using the separate data sets provided by the original and rerun logging runs.
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MA~hCE~1RNUJETLRETORT~SER~ESUCLog Data Report

*Borehole 30-05-08
I Borehole Information

Casing Record

Borehole Notes:I This borehole was drilled in July 1974 to a depth of 50 ft using 6-in, casing. The drilling report does not indicate
if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on the basis
of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero reference
for the SGLS, is approximately flush with the ground surface.

Equipment Information
ILogging System: 2 Detector Type : HPGe Detector Efficiency: 35.0 %

Calibration Date: 10/96 Calibration Reference: GJO-HAN-13 Logging Procedure: P-GJPO-1783

I Log Run Information
Log Run Number: 1 Log Run Date: 1/24/97 Logging Engineer: Bob Spa

Start Depth, ft.: 49.0 Counting Time, sec.: 100 LIR: L Shield: N
Finish Depth, ft.: 0.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a
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* Bare hole 30-05-08
Analysis Information

*Analyst: E. Larsen
Data Processing Reference: P-GJPO-1 787 Analysis Date. 7/2/97

* Analysis Notes :
This borehole was logged by the SGLS in one log run. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibrationfrom these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

Casing correction factors for a O.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides Cs-137, Co-60, and Eu-i 54 were detected in this borehole. Continuous
Cs-137 contamination was detected from the ground surface to the bottom of the logged interval (49 ft).
Zones of continuous Co-60 contamination were detected from 2.5 to 3 ft, 15.5 to 17 ft, and 34.5 to 48.5
ft. A single zone of continuous Eu-154 contamination was detected from 14.5 to 18.5 ft.

Asignificant variation occurs in the K-40 concentration values between 36.5 and 39.5 ft. The K-40I concentration values gradually increase from 45 ft to the bottom of the logged interval.

Additional information and interpretations of log data are included in the main body of the TankI Summary Data Report for tank C-i 05.
Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The naturalI radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.
Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents thelowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

An additional log plot compares spectral gamma data collected with the Radionuclide Logging System
(RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLsI are not included on these plots.
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* Natural Gamma Logs
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Man-Made Radionuclide Concentrations

* 1993/1997 Spectral Gamma Data Comparison
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Log Evyent A3Borehole 30-05-09
Borehole Information

Casing Record

* Borehole Notes:
This borehole was drilled in June 1974 to a depth of 100 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zeroI reference for the SGLS, is approximately flush with the ground surface. However, the current total depth of the
borehole was measured at 101.2 ft using a weighted tape, indicating that the borehole casing was probably
extended to accommodate fIll material that was added to the surface of the tank farm after the borehole was

* completed.

Equipment Information
3Logging System: 2 Detector Type: HPGe Detector Efficiency: '35.0 %

Calibration Date: 10/96 Calibration Reference: GJO-HAN-13 Logging Procedure: P-GJPO-1783

3 Log Run Information
Log Run Number: 1 Log Run Date: 1/24/97 Logging Engineer: Bob Spat
Start Depth, ft.: 0.0 Counting Time, sec.: 100 UJR: L Shield: N
Finish Depth, ft. : 31.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

3Log Run Number: 2 Log Run Date: 1/27/97 Logging Engineer: Bob Spatz

Start Depth, ft.: 101.0 Counting Time, sec.: 100 LIR: L Shield: N
Finish Depth, ft. : 45.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

Log Run Number: 3 Log Run Date: 1/28/97 Logging Engineer: Bob Spatz

Start Depth, ft.: 46.0 Counting Time, sec.: 100 LJR: L Shield: N
Finish Depth, ft. : 30.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a
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Log Event A

*Borehole 30-05-09
Analysis Information

Analyst : E. Larsen

Data Processing Reference: P-GJPO-1787 Analysis Date: 7/2/97

* Analysis Notes :
This borehole was logged by the SGLS in three log runs. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibration
from these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

The man-made radionuclide Cs-i 37 was detected in this borehole. Nearly continuous Cs-i 37
contamination was detected from the ground surface to 32.5 ft and 48.5 to 77 ft. Cs-1 37 contaminationI was detected at 41.5 ft, intermittently between 78.5 and 86.5 ft, and at the bottom of the logged interval
(10 1 ft).

The K-40 concentration values increase from 37 to 39 ft, then gradually decrease from 40.5 to 55 ft.
The K-40 concentrations become variable between 64.5 and 71 ft, increase at 71 ft, and remain
elevated to the bottom of the logged interval.

* Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Report for tank C-i 05.

Loa Plot Notes:I Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the3 lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.

A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

An additional log plot compares spectral gamma data collected with the Radionuclide Logging SystemI (RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs
are not included on these plots.
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* Man-Made Radionuclide Concentrations
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* Natural Gamma Logs
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Man-Made Radionuclide Concentrations

* 1993/1997 Spectral Gamma Data Comparison
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U Borehole Information
Farm: C Tank: C-1 05 Site Number: 299-E27-68
N-Coord : 42,893 W-Coord: 4836 TOC Elevation: :646.23
Water Level, ft: None Date Drilled: 11/30/72

Casing Record

* Borehole Notes:
This borehole was drilled in November 1972 to a depth of 135 ft using 6-in, casing. The drilling report does not
indicate if the borehole casing was perforated or grouted. The casing thickness is presumed to be 0.280 in., on
the basis of the published thickness for schedule-40, 6-in, steel tubing. The top of the casing, which is the zero
reference for the SGLS, is approximately flush with the ground surface. The current total depth of the borehole
was measured at 135.8 ft below the top of the casing using a weighted tape, indicating that the borehole casing
was probably extended to accommodate fill material that was added to the surface of the tank farm after the

* borehole was completed.

Equipment Information
Logging System: 2 Detector Type : HPGe Detector Efficiency: 35.0 %
Calibration Date: 10/96 Calibration Reference: GJO-HAN-13 Logging Procedure: P-GJPO-1 783

3 Log Run Information
Log Run Number: 1 Log Run Date: 1/15/97 Logging Engineer: Bob Snaz3Start Depth, ft.: 0.0 Counting Time, sec.: 100 UR: L Shield: N
Finish Depth, ft.: 11.0 MVSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

ILog Run Number: 2 Log Run Date: 1/16/97 Logging Engineer: Bob Spatz
Start Depth, ft.: 10.0 Counting Time, sec.: 100 LJR: L Shield: N3Finish Depth, ft.: 91.0 MSA Interval, ft.: .5 Log Speed, ftlmin.: n/a

Log Run Number: 3 Log Run Date: 1/17/97 Logging Engineer: Bob Slatz3Start Depth, ft.: 135.5 Counting Time, sec.: 100 JR : L Shield: N
Finish Depth, ft.: 90.0 MSA Interval, ft.: .5 Log Speed, ft/min.: n/a
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3Borehole 30J0J3] U
U Analysis Information

Analyst: E. Larsen

Data Processing Reference: P-GJPO-1787 Analysis Date: 7/2/97

3 Analysis Notes :
This borehole was logged by the SGLS in three log runs. The pre- and post-survey field verification
spectra met the acceptance criteria established for the peak shape and detector efficiency, confirming
that the SGLS was operating within specifications. The energy calibration and peak-shape calibration
from these spectra were used to establish the channel-to-energy parameters used in processing the
spectra acquired during the logging operation.

3 Casing correction factors for a 0.280-in.-thick steel casing were applied during analysis.

The man-made radionuclides Cs-I 37, Co-60, and U-235 were detected in this borehole. Continuous
Cs-1 37 contamination was detected from the ground surface to 16 ft, 26 to 30 ft, 114.5 to 116.5 ft, andIa the bottom of the logged interval (134.5 to 135.5 ft). Isolated minor occurrences of Cs-i 37

contamination are scattered throughout the rest of the borehole. Several small zones of Co-60
contamination were detected between 13 and 53.5 ft. A single occurrence of U-235 was detected at the
ground surface.

The K-40 concentration values increase at 39.5 ft, gradually decrease from 40 to 62 ft, then gradually
increase from 62 to 90 ft. A sharp increase in the U-238 concentration was detected at 90 ft.

I Additional information and interpretations of log data are included in the main body of the Tank
Summary Data Report for tank C-1l05.3 Log Plot Notes:
Separate log plots show the man-made and the naturally occurring radionuclides. The natural
radionuclides can be used for lithology interpretations. The headings of the plots identify the specific
gamma rays used to calculate the concentrations.

Uncertainty bars on the plots show the statistical uncertainties for the measurements as 95-percent
confidence intervals. Open circles on the plots give the MDL. The MDL of a radionuclide represents the
lowest concentration at which positive identification of a gamma-ray peak is statistically defensible.
A combination plot includes the man-made and natural radionuclides, the total gamma derived from the
spectral data, and the Tank Farms gross gamma log. The gross gamma plot displays the latest
available digital data. No attempt has been made to adjust the depths of the gross gamma logs to
coincide with the SGLS data.

An additional log plot compares spectral gamma data collected with the Radionuclide Logging SystemI (RLS) in 1993 with spectral gamma data collected with the SGLS in 1997. Uncertainty bars and MDLs
are not included on these plots.
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40K (1461 keV) 238 U (609 keV) 232 Th (2614 keV)
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U Man-Made Radionuclide Concentrations

* 1993/1997 Spectral Gamma Data Comparison
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* 1993/1997 Spectral Gamma Data Comparison
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