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near the 200-DV-1 OU perched water area for 2012 are shown on Figures 4, 5, and 6 of the AM 

(DOE/RL-2014-34). 

 

Figure 1. Location of the Hanford Site, the 200-DV-1 OU Perched Water Area, and the 200 West P&T 
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Figure 2. Plan View of the 200-DV-1 OU Perched Water Area 



DOE/RL-2014-37, REV. 0 

6 

 

Figure 3. Southwest-Northeast Section View of the 200-DV-1 OU Perched Water Area 

Table 1. Well 299-E33-344 Perched Water Sampling Data 

Constituent Units 

Sampling Dates 

MCL 9/7/2011 10/4/2011 12/5/2011 4/23/2012 8/2/2012 2/5/2013 

COCs 

Uranium µg/L 4,500 63,600 71,500 51,500 26,600 37,300 30 

Technetium-99 pCi/L 5,640 37,800 45,100 22,100 12,200 51,000 900 

Nitrate as N mg/L 90.6 136 183 103 118 144 10 

Total chromium µg/L 297 76.6 46 139 199 154 100 

Hexavalent 

chromium 
µg/L 301 41.3 32 NA 52.3 NA 48a 

Tritium pCi/L NA 41,300 43,500 22,000 29,000 34,000 20,000 

Other Radionuclides 

Carbon-14 pCi/L NA NA NA NA 1,490 1,530 2,000 

Iodine-129 pCi/L NA U U NA U U 1 
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Table 1. Well 299-E33-344 Perched Water Sampling Data 

Constituent Units 

Sampling Dates 

MCL 9/7/2011 10/4/2011 12/5/2011 4/23/2012 8/2/2012 2/5/2013 

Other Nonradionuclides 

Arsenic µg/L NA 9.7 7.8 7.6 6.9 5.3 10 

Calcium mg/L 37.1 193 222 155 275 214 b 

Iron µg/L 169 312 340 87.7 19.8 23.6 300 

Sodium mg/L 661 366 326 289 343 275 b 

Chloride mg/L 66.3 98.5 87.2 82.1 84.4 85 250 

Fluoride mg/L 60.2 13.1 9.4 15.1 12.2 7.9 4 

Nitrite as N µg/L U 88.3 55.1 127.0 U U 1,000 

Sulfate mg/L 483 603 627 529 540 600 250c 

a. Final cleanup level in EPA et al., 2008, Record of Decision, Hanford 200 Area 200-ZP-1 Superfund Site, Benton County, 

Washington; WAC 173-340-720, “Model Toxics Control Act—Cleanup,” “Groundwater Cleanup Standards.” 

b. Does not have an MCL. 

c. Secondary MCL. 

MCL = maximum contaminant level 

NA = not analyzed 

U = undetected 

 

1.3.3 Previous Perched Water Extraction Activities 

In August 2011, extraction of the contaminated 200-DV-1 OU perched water was initiated to collect 

information on the perched zone and reduce migration of contamination to the unconfined aquifer. 

Well 299-E33-344 was configured for use as the extraction well (Figure 2). Cyclical perched water 

pumping from this well has continued in accordance with DOE/RL-2011-40, Field Test Plan for the 

Perched Water Pumping/Pore Water Extraction Treatability Test. 

A dedicated submersible pump installed in well 299-E33-344 has an automatic on/off pump control 

provided by water-level transducers (Figure 4). When the perched water level in well 299-E33-344 

reaches the high-level set point of 2.1 m (7 ft) above the pump, the pump turns on and the water is 

pumped into an aboveground water collection container located near the wellhead (approximately 23 to 

27 L [6 to 7 gal] per cycle). Once pumping lowers the water level to the low-level set point of 0.15 m 

(0.5 ft) above the pump, the pump shuts off to allow water from the perched zone to refill the well. 

The duration of this on/off cycle is typically 25 to 35 minutes. This phase of the perched water extraction 

is referred to as gravity drain because recharge of the well occurs naturally. 

As of September 2014, approximately 882,000 L (233,000 gal) of perched water have been extracted 

(Chapter 2 of SGW-58147). Based on sampling data, approximately 49 kg (108 lb) of uranium, 1.7 g 

(0.004 lb) of technetium-99, and 471 kg (1,037 lb) of nitrate have been removed from the perched zone 

(Table 2).  
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Figure 4. Configuration of Perched Water Extraction Well 299-E33-344 
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Table 2. Perched Water Extracted and Contaminants Removed from Well 299-E33-344 

Year Duration 

Perched Water 

Extracted 

(L) 

Uranium 

Removed 

(kg) 

Technetium-99 

Removed 

(g) 

Nitrate 

Removed 

(kg) 

2012 08/2011 to 09/2012 246,657 12.0 0.37 131.0 

2013 10/2012 to 09/2013 349,367 13.1 0.74 202.6 

2014 10/2013 to 09/2014 286,222 24.1 0.59 137.2 

Total 08/2011 to 09/2014 882,246 49.2 1.70 470.9 
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2 Removal Action Elements 

The 200-DV-1 OU perched water removal action consists of three primary elements: extraction of 

perched water from the subsurface, transfer of the water to the 200 West P&T, and treatment and disposal 

of the water at the 200 West P&T. 

2.1 Removal Action Work Activities 

Gravity drainage of water and cyclical pumping will be the primary method of extracting water from the 

perched water extraction well (299-E33-344) and the two additional perched water wells (299-E33-350 

and 299-E33-351) that were installed in 2014 (Figure 2). The two new perched water extraction wells 

(299-E33-350 and 299-E33-351) will be configured similarly to well 299-E33-344 (Figure 4). Perched 

water will be removed from all three wells by using gravity to drain contaminated water into the wells and 

dedicated pumps to extract the water to a container on the ground surface near the wells. The water then 

will be transferred by tanker truck to the 200 West P&T, where the water will be treated to remove 

contaminants and then injected into the aquifer beneath the 200 West Area. The perched water may 

alternatively be transferred to the 200 West P&T by pipeline once a pipeline is constructed. The perched 

water removal work activities are shown in Figure 5. 

Two additional phases of perched water extraction were included in the treatability test plan 

(DOE/RL-2011-40). The second phase would add a vacuum system to accelerate recharge into the well, 

thus increasing the removal capacity. This phase is referred to as vacuum-enhanced recovery of perched 

water. The third phase of pumping, which would occur as drainable perched water is reduced, would 

continue to use the vacuum system to extract pore water from the perched zone to maximize contaminant 

removal. This phase is referred to as pore water extraction. 

With three wells in operation, the rate of perched water removal is expected to increase, and the static water 

level in the wells is expected to decrease. This three-well system will establish performance data to estimate 

the remediation time for removing a significant portion of the perched water. Assessment of these data 

will guide a decision regarding whether and when to implement the additional phases of extraction. 

The second phase of perched water extraction (vacuum-enhanced recovery) could be implemented when 

levels and yields from the perched zone significantly decrease. The anticipated initial yield from all three 

wells is between 17,000 and 23,000 L (4,500 and 6,000 gal) per week. When the volume of perched water 

extracted decreases to between 4,000 and 6,000 L (1,000 and 1,500 gal) per week, consideration will be 

given to implementing vacuum-enhanced recovery. A vacuum would be applied to at least one extraction 

well. 



DOE/RL-2014-37, REV. 0 

12 

 

Figure 5. Perched Water Removal Activities 

As the perched water is removed, the perched zone will start to become unsaturated. Once the perched 

zone is in a mostly unsaturated condition, a higher vacuum would be applied to induce pore water 

extraction. Vacuum-enhanced recovery in the unsaturated zone will remove soil vapor with entrained 

pore water. Some pore water extraction could be initiated when vacuum-enhanced recovery of the 

perched water begins because parts of the well screens are above the top of the perched water. As the 

perched water is pumped out, the fraction of recovered water represented by pore water extraction will 

increase. Transition from vacuum-enhanced recovery to pore water extraction is anticipated to be gradual. 

Pore water extraction may be continued after vacuum-enhanced recovery of perched water has diminished 

to negligible amounts. 

Different vacuums and operating cycles may be evaluated during the vacuum-enhanced recovery and 

pore water extraction phases to obtain additional information on the subsurface hydraulic conditions and 

perched water extent. 

This removal action is designed to remove as much perched water as practical while awaiting issuance of 

the 200-DV-1 OU ROD. When the three perched water wells no longer yield sufficient amounts of water 

for extraction, as agreed upon by the Tri-Parties, the removal action will be terminated. 

2.2 Field Activities 

The following subsections describe the field activities associated with this removal action. 
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3 Safety and Health Management and Controls 

This chapter describes safety and health management and the controls that will be performed for this 

removal action. These controls are necessary for worker safety, site safety, and environmental protection. 

3.1 Emergency Management 

The CH2M HILL Plateau Remediation Company (CHPRC) Emergency Management Program 

(e.g., preparedness, planning, and response) complies with DOE/RL-94-02, Hanford Emergency 

Management Plan, and applicable DOE orders. This program establishes a coordinated emergency response 

organization for planning, response, and recovery from industrial, security, and hazardous material 

incidents. Emergency action plans for CHPRC-managed hazardous facilities identify the capabilities 

necessary to respond to emergency conditions, provide guidance and instruction for initiating emergency 

response actions, and serve as a basis for training personnel in emergency actions for each facility. 

3.2 Safeguards and Security 

Access to the Hanford Site (including the removal action area and treatment area) is restricted and 

controlled by DOE with items such as fences, signs, and security personnel. 

3.3 Health and Safety Program 

The health and safety plan (HASP) is required to protect personnel from environmental hazards associated 

with hazardous substances (both chemical and radiological), as well as physical hazards. The HASP 

specifies the physical and administrative controls to protect both personnel and the environment. 

3.3.1 Worker Safety Program 

Work activities identified in this RAWP are regulated under 29 CFR 1910.120, “Occupational Safety and 

Health Standards,” “Hazardous Waste Operations and Emergency Response.” The CHPRC Health and 

Safety Program includes all procedures for occupational safety and industrial hygiene developed and 

implemented to protect the health and safety of workers. The Health and Safety Program meets the 

requirements of 29 CFR 1910.120 for a written safety and health program. The CHPRC Soil and 

Groundwater Remediation Project (S&GRP) HASP (SGW-41472, Soil and Groundwater Remediation 

Project Site Specific Health and Safety Plan (HASP)) is an extension of the overall CHPRC Safety and 

Health Program. The HASP (SGW-41472) identifies the controls necessary to mitigate general hazards 

that can be encountered within the project. The controls to mitigate task-specific hazards are identified 

and evaluated in task-specific job hazard analyses as part of the work package development process. 

3.3.2 Integrated Safety Management System 

The Integrated Safety Management System is incorporated into all work activities. The program includes 

the following elements: 

 Organizational structure that specifies the official chain of command and the overall responsibilities 

of supervisors and employees 

 Comprehensive work plan developed before work begins at a site to identify operations and 

objectives and to address the logistics and resources required to accomplish project goals 

 Comprehensive hazard analysis when workers could be exposed to hazardous substances 

(both chemical and radiological), as well as physical hazards 

 Worker training commensurate with individual job duties and work assignments 
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 Medical surveillance program administered to comply with the requirements of 29 CFR 1910.120 

 CHPRC procedures, as well as project- and task-specific implementing plans and procedures 

 Voluntary protection plan 

3.3.3 Health and Safety Plan and Activity Hazards Analysis 

Access and work activities are controlled in accordance with approved work packages, as required by 

established internal work requirements and procedures. The S&GRP HASP (SGW-41472) identifies how 

the required HASP elements are integrated into the work control process: 

 Safety and health hazard analysis identifying hazards and their mitigations 

 Employee training assignments 

 Personal protective equipment (PPE) to be used by employees for tasks and operations 

 Medical surveillance requirements 

 Frequency and types of air monitoring, personnel monitoring, and environmental sampling techniques 

 Site control measures 

 Decontamination procedures 

 Emergency response plan, including necessary PPE and other equipment 

 Confined space entry procedures 

 Spill containment measures 

As part of work package development, a job hazards analysis is completed to identify and control hazards 

associated with the work tasks. Before work and activities begin, a pre-job briefing is held with the 

involved workers. This briefing includes a review of the hazards that may be encountered and the 

associated safety requirements. 

3.3.4 Radiological Controls and Protection 

The Radiological Controls and Protection Program is defined in DOE-approved programs and approved 

procedures. The Radiological Controls and Protection Program implements CHPRC policy to reduce 

safety and health risks to levels that are as low as reasonably achievable (ALARA) and to ensure the 

adequate protection of workers.6 The CHPRC Radiological Protection Program complies with the 

requirements of 10 CFR 835, “Occupational Radiation Protection.” Appropriate dosimetry, radiological 

work permit (RWP), PPE, ALARA planning, periodic surveys, and radiological control technician (RCT) 

support is also provided. 

In addition to the HASP, the RWP is prepared as needed for work in areas with potential radiological 

hazards. The RWP extends the Radiological Protection Program to the specific work site or operation. 

All personnel assigned to the project and all work site visitors must strictly adhere to the provisions 

identified in the HASP and RWP. 

Radiological control requirements are assessed as necessary. These controls will identify specific 

requirements for activities, such as periodic or continuous radiation monitoring by RCTs. The ALARA 

planning process will be used to identify contamination control requirements, radiation monitoring 

                                                      
6 Worker safety and health standards are not environmental standards per se and, therefore, are not potential 
ARARs. Instead, compliance with applicable safety and health regulations is required external to the CERCLA 
ARAR process. 



DOE/RL-2014-37, REV. 0 

19 

requirements, and other radiation control requirements for the individual tasks conducted during the 

removal action. 

Measures also are taken to minimize the possibility of releases to the environment. The air emission plan 

for 200-DV-1 OU perched water pumping/pore water extraction removal action (Appendix C of this 

RAWP) addresses the radionuclide inventory and activities that could cause potential release of this 

inventory, but not to the exclusion of 10 CFR 835 requirements. Radiological worker exposure is 

monitored using approved occupational radiological protection methods. 
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4 Environmental Management and Controls 

This chapter describes the environmental management and controls necessary to conduct this 

removal action. 

4.1 Applicable or Relevant and Appropriate Requirement Compliance 

ARARs for this removal action are identified in Appendix A of the AM (DOE/RL-2014-34). The key 

ARARs include standards for waste management, control of releases to the environment, reporting of 

nonroutine releases to the environment, and protection of cultural and ecological resources. Influent 

acceptance criteria for the 200 West P&T were also identified as to be considered (TBC) criteria for this 

removal action. ARARs and TBC criteria are specified and will be implemented in lower tier work 

control documents and procedures. Appendix B of this RAWP provides the implementation/action 

strategy for ARARs and TBCs. 

4.2 Waste Management Plan 

Several waste streams may be generated from this removal action, such as low-level, dangerous, and 

mixed waste. Purgewater may also be generated from well pumping, extracting, and/or sampling 

activities. Waste will be generated at two primary locations: the 200 West P&T, and the perched water 

extraction well field within the B Tank Farm complex. Waste generated from this removal action will 

comply with ARARs and TBC criteria. Solid waste generated through implementation of this removal 

action will be disposed at the Environmental Restoration Disposal Facility (ERDF) in accordance with 

WCH-191, Environmental Restoration Disposal Facility Waste Acceptance Criteria. Waste treatment 

and/or disposal may take place at other facilities on the Hanford Site or at an offsite facility that has been 

authorized by respective EPA regional offices in accordance with 40 CFR 300.440, “Procedures for 

Planning and Implementing Off-Site Response Actions.” 

In accordance with Section 5.2.3 of the AM (DOE/RL-2014-34), the 200-DV-1 OU perched water 

pumping/pore water extraction removal action well sites and the ERDF are considered a single site for 

response purposes.  

In accordance with Section 5.2.3 of the AM (DOE/RL-2014-34), the 200-DV-1 OU perched water 

pumping/pore water extraction removal action well sites and the 200 West P&T are considered to be a 

single site for response purposes. 

Waste generated from the removal action at the well field is considered to be investigation-derived waste 

and will be managed in accordance with DOE/RL-2012-20, Waste Control Plan for the 200-DV-1 

Operable Unit. 

Waste generated from treatment of extracted perched water at the 200 West P&T will be managed in 

accordance with the waste management plan for the 200 West P&T (Appendix B of DOE/RL-2009-124). 

4.3 Standards Controlling Releases to the Environment 

For radiological and nonradiological emissions, the air emission plan for 200-DV-1 OU perched water 

pumping/pore water extraction is provided in Appendix C of this RAWP. The air emissions plan 

demonstrates compliance with the ARARs identified in WAC 246-247, “Radiation Protection—Air 

Emissions”; WAC 173-480; WAC 173-400, “General Regulations for Air Pollution Sources”; and 

WAC 173-460, “Controls for New Sources of Toxic Air Pollutants.” The air monitoring plan for the 

200 West P&T (Appendix C of DOE/RL-2009-124) provides radiological requirements, criteria/toxic air 

emissions calculations, and control/monitoring requirements for activities at the 200 West P&T. 
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4.4 Reporting Requirements for Nonroutine Releases 

Immediate notification to the National Response Center upon discovery of the release of a hazardous 

substance into the environment in excess of a reportable quantity is required in accordance with 

40 CFR 302, “Designation, Reportable Quantities, and Notification.” 

In accordance with 40 CFR 355, “Emergency Planning and Notification,” immediate notification to the 

local emergency planning committee and to the State Emergency Response Commission is required for 

a release of a reportable quantity of an extremely hazardous substance, comprehensive release of 

a reportable quantity of an extremely hazardous substance, or a CERCLA hazardous substance. 

4.5 Cultural and Ecological Resources 

Protection of cultural resources is addressed in the Archeological and Historic Preservation Act of 1974, 

National Historic Preservation Act of 1966, and Native American Graves Protection and Repatriation Act 

of 1990. These federal acts mandate the identification and protection of archeological objects and 

historical data, including human remains, funerary objects, sacred objects, and objects of cultural 

significance. Prior to earth-disturbing activities (e.g., drilling, surface grubbing, and excavating), a survey 

will be completed and documented by Mission Support Alliance (MSA). Culturally significant items will 

be identified and documented, if found. Any restrictions regarding disturbance of the earth or otherwise 

will be identified in a letter report prepared by MSA. 
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5 Project Administration 

This chapter describes the management approach for implementing the removal action, including cost and 

schedule summary information, and a description of the project team; change management; training and 

qualifications; quality assurance (QA); and post-removal action activities. 

5.1 Cost 

The projected cost for this removal action was documented in the environmental evaluation/cost analysis 

(DOE/RL-2013-37). The estimate was prepared in accordance with EPA 540-R-00-002, A Guide to 

Developing and Documenting Cost Estimates During the Feasibility Study, in which the cost for 

alternatives over time were calculated as present-worth costs, which are sometimes referred to as “net 

present value.” 

The cost estimate summary was based on the best available information regarding the anticipated scope of 

the selected alternative. Changes in the cost elements are likely to occur based on new information and 

data collected during engineering design and performance of the removal action. The cost estimate is 

expected to be within -30 to +50 percent of the actual project cost. If actual costs are not within -30 to 

+50 percent of the estimated cost, the basis for the revised costs will be documented in a memorandum 

placed in the Administrative Record file. 

Table 4 provides the present-worth cost estimate for the 200-DV-1 OU perched water removal action 

(based on 2013 dollars). The pipeline to the 200 West P&T is planned to support transport of groundwater 

from the 200-BP-5 OU and perched water from the 200-DV-1 OU to the 200 West P&T for treatment and 

disposal. The majority of the costs support the removal action for the 200-BP-5 OU. For this reason, 

pipeline costs are not included. 

5.2 Schedule 

The removal action project is scheduled to begin in fiscal year 2016. The uranium treatment capability 

has been installed at the 200 West P&T, which will have the infrastructure for receiving the extracted 

perched water in fiscal year 2016. Until then, perched water from the 200-DV-1 OU will continue to be 

treated at the Effluent Treatment Facility. When the 200-DV-1 OU perched water wells no longer yield 

sufficient amounts of water for extraction, as described in Section 5.7 and as agreed to by the Tri-Parties, 

the removal action will be terminated. 

Table 4. Summary of Present-Worth Cost Estimate for Removal Action 

Removal Action Present-Worth Cost 

Extracting, transporting via tanker truck, and treating the 200-DV-1 OU perched water 

at the 200 West P&T. 
$1,598,450 

Source: DOE/RL-2013-37, 200-UP-1 Groundwater Operable Unit Remedial Design/Remedial Action Work Plan. 

Note: The accuracy range of the cost estimate is -30 percent to +50 percent. 

P&T = pump and treat 

5.3 Project Team 

CHPRC will conduct the removal action on behalf of DOE, who has responsibility for the removal action. 

This section describes the management responsibilities identified for this removal action. 
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5.3.1 DOE-RL Project Manager 

The DOE Richland Operations Office (DOE-RL) project manager is responsible for the following tasks: 

 Monitoring CHPRC performance of the perched water removal action for the 200-DV-1 OU 

 Obtaining EPA and Ecology approval of the RAWP 

 Authorizing removal action activities 

 Approving the RAWP 

 Functioning as primary interface with regulators 

5.3.2 DOE-RL Technical Lead 

The DOE-RL technical lead is responsible for the following tasks: 

 Providing day-to-day oversight of CHPRC workscope performance 

 Working with CHPRC, EPA, and Ecology to identify and resolve technical issues 

 Providing technical input to the DOE-RL project manager 

5.3.3 200-DV-1 Operable Unit Project Manager 

The 200-DV-1 OU project manager (or designee) is responsible and accountable for the following tasks: 

 Project-related activities 

 Coordinating with DOE-RL, regulators, and CHPRC management in support of the 200-DV-1 OU 

removal action activities to ensure that work is performed safely and cost effectively 

 Managing documents and requirements, field activities, and subcontracted tasks and ensuring that the 

project file is properly maintained 

5.3.4 200 West P&T Operations Manager 

The 200 West P&T operations manager is responsible for all 200 West P&T operations, including 

managing offloading of the 200-DV-1 OU perched water tank trucks and treatment/disposal of the 

perched water in accordance with DOE/RL-2009-124. 

5.3.5 200-DV-1 Operable Unit Technical Lead 

The 200-DV-1 OU technical lead is responsible for the following tasks: 

 Developing specific removal action design, analytical requirements, and quality control 

(QC) requirements either independently or as defined through a systematic planning process 

 Ensuring that removal action activities as delegated by the 200-DV-1 OU project manager are carried 

out in accordance with the lower tier implementation documents 

 Working closely with the environmental compliance officer (ECO), QA, Health and Safety, the field 

work supervisor (FWS), and the Sample Management and Reporting (SMR) organization to integrate 

these and other technical disciplines in planning and implementing the workscope 

5.3.6 Environmental Compliance Officer 

The ECO is responsible for the following tasks: 

 Providing technical oversight, direction, and acceptance of project and subcontracted 

environmental work 
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 Developing appropriate mitigation measures to minimize adverse environmental impacts 

 Reviewing plans, protocols, and technical documents to ensure that environmental requirements 

have been addressed 

 Identifying environmental issues affecting operations and developing cost-effective solutions 

 Responding to environmental and regulatory issues or concerns 

 Overseeing project implementation for compliance with applicable internal and external 

environmental requirements 

5.3.7 Quality Assurance 

The QA point of contact is responsible for the following tasks: 

 Addressing QA issues on the project 

 Overseeing implementation of the project QA requirements 

 Reviewing project documents (including the RAWP, data quality objective summary report, quality 

assurance project plan [QAPjP], SAP, and other lower tier implementation documents) 

 Reviewing data validation reports from third-party data validation contractors, as appropriate 

 Participating in QA assessments on removal action activities, as appropriate 

5.3.8 Health and Safety 

The Health and Safety organization is responsible for the following tasks: 

 Coordinating industrial safety and health support within the project in accordance with the health 

and safety program, job hazard analyses, and other pertinent federal regulation 

 Assisting project personnel in complying with the applicable health and safety program 

 Coordinating with Radiological Engineering to determine PPE requirements 

5.3.9 Radiological Engineering 

Radiological Engineering is responsible for the following tasks: 

 Providing radiological engineering and project health physics support 

 Conducting ALARA reviews, exposure and release modeling, and radiological controls optimization 

 Identifying radiological hazards and ensuring that appropriate controls are implemented to maintain 

worker exposures to hazards at ALARA levels 

 Interfacing with the project Health and Safety representative and other appropriate personnel, 

as needed, to plan and direct project RCT support 

5.3.10 SMR Organization 

The SMR organization is responsible for the following activities: 

 Interfacing between the 200-DV-1 OU technical lead, Field Sampling Operations (FSO), 

Well Maintenance organization, and the analytical laboratories 
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 Generating field sampling documents, labels, and instructions for field sampling personnel 

 Developing the Sample Authorization Form, which provides information and instructions to the 

analytical laboratories 

 Providing instructions to the FSO nuclear chemical operators (NCOs) on the collection of samples 

as specified in a SAP 

 Monitoring the entire sample and data process 

 Coordinating laboratory analytical work and ensuring that the laboratories conform to Hanford Site 

QA requirements (or their equivalent), as approved by the Tri-Parties 

 Resolving sample documentation deficiencies or issues associated with the FSO, laboratories, or 

other entities to ensure that project needs are met 

 Receiving analytical data from the laboratories 

 Ensuring that data are uploaded into the Hanford Environmental Information System database 

 Arranging for and overseeing data validation, as requested 

 Informing the 200-DV-1 OU project manager and/or the 200-DV-1 OU technical lead of any issues 

reported by the analytical laboratories 

5.3.11 Analytical Laboratories 

Analytical laboratories are responsible for the following tasks: 

 Analyzing samples in accordance with established methods 

 Providing data packages containing analytical and QC results 

 Providing explanations in response to resolution of analytical issues 

 Meeting SAP requirements 

 Being on the MSA evaluated suppliers list 

 Being accredited by Ecology for analyses performed for S&GRP 

5.3.12 Waste Management 

Waste Management is responsible for the following tasks: 

 Communicating policies and protocols 

 Ensuring compliance for waste storage, transportation, disposal, and tracking in a safe and 

cost-effective manner 

 Identifying waste management sampling/characterization requirements to ensure 

regulatory compliance 

 Interpreting data to determine waste designations and profiles 

 Preparing and maintaining other documents and confirming compliance with waste 

acceptance criteria 
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5.3.13 Field Sampling Organization 

The FSO is responsible for planning, coordinating, and conducting field sampling activities. Specific 

members of the FSO are responsible for the following tasks: 

 The FWS directs the NCOs and teamsters (i.e., tank truck drivers) and ensures that they are 

appropriately trained and available. 

 The FWS reviews the SAP for field sample collection concerns, analytical requirements, and special 

sampling requirements. The FWS ensures that the NCOs understand the sampling design and can 

perform sampling as specified by performing mock-ups and holding practice sessions with 

field personnel. 

 NCOs collect all salient samples in accordance with sampling documentation; complete field logbook 

entries, chain-of-custody forms, and shipping paperwork; and ensure delivery of samples to the 

analytical laboratories. 

 The FWS acts as a technical interface between the 200-DV-1 OU project manager and the field crew 

supervisors and ensures that technical aspects of the fieldwork are met. In consultation with the 

200-DV-1 OU project manager and SMR, the FWS resolves issues arising from translation of 

technical requirements to field operations and coordinates resolution of sampling issues. 

5.3.14 Well Maintenance 

The Well Maintenance manager is responsible for the following activities: 

 Conducting well maintenance and repair activities for the three 200-DV-1 OU pumping wells 

 Coordinating with the 200-DV-1 OU technical lead to identify field constraints that could affect 

perched water removal actions and sampling 

5.4 Change Management 

If a fundamental change arises to the selected response action that is not within the workscope defined 

in the AM (DOE/RL-2014-34), a revised removal action will be documented in a new AM or as 

an amendment to the existing AM. Supporting documentation will be prepared to allow DOE to select 

a revised removal action. 

Established configuration and change control processes ensure that proposed changes are reviewed in 

relation to the specified commitments. If a breach of these commitments is discovered, work will cease 

so stabilization and/or recovery actions may be identified and implemented, as appropriate. Change 

management will comply with appropriate CHPRC procedures. 

Determining the significance of the change is the responsibility of DOE. CHPRC management is 

responsible for tracking changes and obtaining appropriate reviews. CHPRC management will discuss the 

change with DOE, and DOE will then discuss the type of change that is necessary with EPA and Ecology. 

Appropriate documentation will follow. 

5.5 Personnel Training and Qualifications 

During the performance of removal action activities, the experience and capabilities of the operating staff 

are key to maintaining worker and environmental safety. Day-to-day knowledge of ongoing operations, 

month-to-month understanding of conditions encountered, and lessons learned are imperative to continue 

safe operations. 
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Training requirements will ensure that personnel have been instructed in the methods and technologies to 

work safely in and around radiological areas and to maintain their individual radiation exposure and the 

radiation exposures of others ALARA. Standardized core courses and training material will be presented, 

and site-specific information and technologies will be discussed for adequate training of workers. 

Health physics workers are required to have completed, and be current in, RCT qualification training. 

These training courses require successful completion of examinations to demonstrate an understanding of 

the training material. 

Specialized training will be provided, as needed, to instruct workers in the use of nonstandard equipment, 

performance of abnormal operations, and hazards of specific activities. Specialized training may be 

provided by on-the-job training activities, classroom instruction and testing, or pre-job briefings. 

The depth of training in any discipline will be commensurate with the degree of the hazards involved and 

the knowledge required for task performance. Specialized employee training also includes pre-job safety 

briefings, plan-of-the-day meetings, and facility/work site orientations. 

The CHPRC Training Program provides workers with the knowledge and skills necessary to 

execute assigned duties safely. A graded approach is used to ensure that workers receive a level of 

training that is commensurate with their responsibilities and that complies with applicable requirements. 

The HASP, RWP, and hazards analysis will include specific training requirements for removal action 

activities conducted. 

5.6 Quality Assurance Program 

Overall QA for the RAWP will be planned and implemented in accordance with 10 CFR 830, “Nuclear 

Safety Management,” Subpart A, “Quality Assurance Requirements;” EPA/240/B-01/003, 

EPA Requirements for Quality Assurance Project Plans; and DOE/RL-96-68, Hanford Analytical 

Services Quality Assurance Requirements Document (HASQARD). 

QA activities will use a graded approach based on the potential impact to the environment, safety, health, 

reliability, and continuity of operations. Other specific activities will include QA implementation, 

responsibilities and authorities, document control, QA records, and audits. A QAPjP has been prepared as 

part of a SAP (DOE/RL-2014-51) to govern this removal action. 

5.7 Post-Removal Action Activities 

When the 200-DV-1 OU perched water wells no longer yield sufficient amounts of water for extraction, 

as agreed to by the Tri-Parties, the removal action will be terminated. The perched water zone (Figure 3) 

will continue to be monitored for accumulation of contaminated water. The need for future action will be 

evaluated and identified in the 200-DV-1 OU ROD. 

At the completion of the removal action, a completion report will be issued that provides summary 

information, including the volume and concentration of perched water extracted, treatment results, and 

applicable 200-BP-5 OU monitoring data. 
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A1 Summary of the Conceptual Site Model 

This summary of the conceptual site model (CSM) for the 200-DV-1 Operable Unit (OU) perched water 

is based on the CSM presented in SGW-58147, Annual Performance Report for the 200-DV-1 Operable 

Unit Perched Water Extraction, Fiscal Year 2014. Borehole hydrologic, geologic, geochemical, and 

geophysical data sets were used to determine the nature of the perching horizon and the location and 

extent of the contaminated water within the perching zone. The resulting CSM indicates that the 

contaminated perched water is contained within a localized silty sand lens deposited in a structural low on 

top of a low-permeability paleosol (silt) layer (lower Cold Creek unit (CCU) silt [CCUz]) within the CCU 

(Figure A-1). 

The top of the contaminated silty sand lens is between 67 and 68.6 m (220 and 225 ft) below ground 

surface based on geophysical logs. The maximum thickness of the silty sand lens is approximately 4.6 m 

(15 ft). The lateral and vertical extent of the perched water is limited to the region containing the silty 

sand lens and underlying lower perching silt zone (CCUz lower). The bottom of the perched sand lens is 

approximately 4.6 m (15 ft) above the unconfined aquifer at its lowest point. The underlying perching 

silt layer (CCUz lower) forms a natural barrier that slows contaminant migration from the saturated silty 

sand layer to the aquifer. 

Liquid wastes containing uranium, technetium-99, and nitrate migrated vertically and laterally in the 

subsurface and accumulated within the CCU silty sand lens. The major sources of contaminated water are 

considered to be the nearby 200-DV-1 OU waste sites (216-B-7A&B Cribs and 216-B-8 Crib and Tile 

Field), which were used for subsurface infiltration of liquid wastes, and the single-shell tank (SST) 

241-BX-102, which released liquid waste to the subsurface when it was inadvertently overfilled. Other 

unplanned releases near SSTs 241-B-105 and 241-B-106 also may have contributed contaminated water 

(DOE/RL-2012-53, Groundwater Quality Assessment Plan for the Single-Shell Tank Waste Management 

Area B-BX-BY); however, their signature contaminant (cyanide) has not been detected at perched water 

well 299-E33-344. 

Dramatic changes in perched water chemistry and increases in contaminant concentrations occurred after 

the initiation of perched water extraction from well 299-E33-344. The initial extraction of perched water 

from this well is thought to have removed the lower concentration residual water that had accumulated 

from disposal operations that occurred several decades ago at the 216-B-7A&B Cribs and 216-B-8 Crib 

and Tile Field; these cribs and tile field are located on the eastern margin of the low-permeability 

perching silt layer (CCUz lower). The large volumes of wastewater disposed to these cribs and tile field 

likely saturated the perched water zone. Continued perched water extraction expanded the perched water 

capture area and pulled higher concentrations of contaminants from the west side of the perched zone, 

nearer the 241-BX-102 tank release, to the extraction well. 

In addition to the increased contaminant concentrations in the perched zone samples obtained from 

extraction well 299-E33-344, uranium, technetium-99, and nitrate concentration increases began shortly 

thereafter in groundwater monitoring well 299-E33-18, followed by increases in groundwater monitoring 

well 299-E33-345. These groundwater monitoring wells are located less than 3.5 m (11.5 ft) laterally 

from perched water extraction well 299-E33-344. Technetium-99 concentrations in both groundwater 

monitoring wells were already higher than in the perched zone well prior to initiation of perched water 

extraction. However, uranium and nitrate concentrations in the groundwater monitoring wells were lower 

than in the perched zone extraction well prior to initiation of perched water extraction. This indicates that 

the unconfined aquifer beneath the perched zone was already contaminated with technetium-99 and low 

levels of uranium and nitrate. 
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Figure A-1. CSM of the CCU Perching Zone 

Geophysical logging results for well 299-E33-18 have shown that increasing uranium concentrations 

occurred over time along the outside of the casing downward toward the water table. These data indicate 

that well 299-E33-18, an older unsealed well, may have been providing a more direct travel pathway for 

the perched water vadose zone contamination to migrate to the unconfined aquifer. Well 299-E33-18 was 

perforated, pressure-grouted, and decommissioned in 2013 to eliminate the potential for contaminant 

migration along the unsealed well. 

The two new perched water wells (299-E33-350 and 299-E33-351) and the new groundwater monitoring 

well (299-E33-360) (Figure A-1) also encountered the CCU interval and the highly contaminated perched 

water. The characterization results confirm the existing CSM, indicating that the lateral extent of the 

contaminated perched water is within the region mapped (Figure 2 in the document) and supporting the 

conclusion that this highly contaminated perched water is slowly leaking through the CCUz lower and 

impacting the unconfined aquifer. 
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ARAR applicable or relevant and appropriate requirement 

CERCLA Comprehensive Environmental Response, Compensation, and Liability Act 

of 1980 

COC contaminant of concern 

DOE U.S. Department of Energy 

Ecology Washington State Department of Ecology 

LDR land disposal restriction 

OU operable unit 

P&T pump and treat 

RCRA Resource Conservation and Recovery Act of 1976 

TBC to be considered 

Tri-Party Agreement Hanford Federal Facility Agreement and Consent Order (Ecology et al., 1989) 

UTS universal treatment standard 
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B1 Applicable or Relevant and Appropriate Requirements 

and To Be Considered Criteria Implementation/Action Strategy 

This appendix discusses how the substantive requirements from the pertinent applicable or relevant and 

appropriate requirements (ARARs) and to-be-considered (TBC) criteria will be implemented for the 

200-DV-1 Operable Unit (OU) perched water pumping/pore water extraction removal action. 

40 CFR 300, “National Oil and Hazardous Substances Pollution Contingency Plan,” requires that the 

removal action comply with ARARs to the extent practicable. ARARs are defined to include only 

substantive requirements of environmental standards incorporated in promulgated regulations that have 

been evaluated and determined to be pertinent to the removal action. ARARs do not include 

administrative requirements, including requirements to obtain any federal, state, or local permits. 

A TBC requirement pertains to information that consists of nonpromulgated advisories or guidance 

issued by federal or state governments. A TBC requirement is not legally binding and does not have 

the status of an ARAR. However, regulations and guidance state that, as appropriate, TBC information 

should be considered in determining the removal action necessary for protection of human health and 

the environment. The federal ARARs, state ARARs, and TBC criteria for this removal action are listed 

in Appendix A of the action memorandum (DOE/RL-2014-34, Action Memorandum for 200-DV-1 

Operable Unit Perched Water Pumping/Pore Water Extraction). 

Table B-1 presents the details of the implementation/action strategy for the ARARs. Table B-2 presents 

the details of the implementation/action strategy for TBC criteria. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Groundwater – Minimum Standards for Construction and Maintenance of Wells 

WAC 173-160-161, “Minimum 

Standards for Construction and 

Maintenance of Wells,” “How Shall 

Each Water Well Be Planned and 

Constructed?” 

Action-

specific 

Identifies well planning and construction 

requirements. 

All monitoring, injection, and extraction wells completed for 

the 200-DV-1 OU removal activities will meet the substantive 

requirements of these regulations. Well construction will be 

consistent with the current work practices for well 

construction and decommissioning. 

WAC 173-160-171, “What Are the 

Requirements for the Location of the 

Well Site and Access to the Well?” 

Identifies the requirements for locating 

a well. 

WAC 173-160-181, “What Are the 

Requirements for Preserving the 

Natural Barriers to Ground Water 

Movement Between Aquifers?” 

Identifies the requirements for preserving 

natural barriers to groundwater movement 

between aquifers. 

WAC 173-160-400, “What Are the 

Minimum Standards for Resource 

Protection Wells and Geotechnical Soil 

Borings?” 

Identifies the minimum standards for 

resource protection wells and 

geotechnical soil borings. 

WAC 173-160-420, “What Are the 

General Construction Requirements for 

Resource Protection Wells?” 

Identifies the general construction 

requirements for resource 

protection wells. 

WAC 173-160-430, “What Are the 

Minimum Casing Standards?” 

Identifies the minimum casing standards. 

WAC 173-160-440, “What Are the 

Equipment Cleaning Standards?” 

Identifies the equipment 

cleaning standards. 

WAC 173-160-450, “What Are the 

Well Sealing Requirements?” 

Identifies the well sealing requirements. 

WAC 173-160-460, “What Is the 

Decommissioning Process for Resource 

Protection Wells?” 

Identifies the decommissioning process 

for resource protection wells. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Air – Radiation/Radionuclides 

WAC 246-247-040(3) 

WAC 246-247-040(4), “General 

Standards” 

WAC 246-247-075(1), (2), (3), (4), 

and (8), “Monitoring, Testing and 

Quality Assurance” 

Action-

specific 

Requires that emissions be controlled to 

ensure that radiation emission standards 

are not exceeded: 

 New construction and significant 

modifications of emission units 

 Existing emission units and 

nonsignificant modifications 

Establishes the monitoring, testing, and 

quality assurance requirements for 

radioactive air emissions. 

These regulations require an evaluation of potential radiation 

emissions from new remedial sources by using best available 

radionuclide control technology or from existing sources by 

using as low as reasonably achievable control technology. 

Following evaluation of potential emissions, an air monitoring 

plan specifying any required monitoring for non-point and 

fugitive radioactive airborne emissions will be documented. 

The total unabated potential release (in curies) will be 

determined, and the annual dose to the maximally exposed 

individual will be calculated using the DOE guide 

(DOE/RL-2006-29, Calculating Potential-to-Emit 

Radiological Releases and Doses) or modeled using the 

CAP-88 PC computer model. Control and monitoring 

requirements for potential radiological air emissions will be 

based on the calculated/modeled value of the potential to emit.  

WAC 173-480-050(1), “General 

Standards for Maximum Permissible 

Emissions” 

WAC 173-480-070(2), “Emission 

Monitoring and Compliance 

Procedures”  

Action-

specific 

Determine compliance with the public 

dose standard by calculating exposure at 

the point of maximum annual air 

concentration in an unrestricted area 

where any member of the public may be. 

This state regulation is as (or more) 

stringent than the equivalent federal 

program requirement. 

The total unabated potential release (in curies) will be 

determined, and the annual dose to the maximally exposed 

individual will be calculated using the DOE guide 

(DOE/RL-2006-29) or modeled using the CAP-88 PC 

computer model. Control and monitoring requirements for 

potential radiological air emissions will be based on the 

calculated/modeled value of the potential to emit.  
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Air – General Regulations for Air Pollution Sources 

WAC 173-400-040(3) and (8) 

WAC 173-400-113, “General 

Regulations for Air Pollution”  

Action-

specific 

Requires all sources of air contaminants 

to meet emission standards for visible, 

particulate, fugitive, odors, and 

hazardous air emissions. Requires use of 

reasonably available control technology. 

This state regulation is as (or more) 

stringent than the equivalent federal 

program requirement. 

If the 200-DV-1 OU removal action activities result in visible, 

particulate, fugitive, and hazardous air emissions and odors, 

then applicable control technology is required. 

Air – Controls for New Sources of Toxic Air Pollutants 

WAC 173-460, “Controls for New 

Sources of Toxic Air Pollutants” 

Specific subsections: 

WAC 173-460-060 

WAC 173-460-150 

Action-

specific 

Requires that new sources of air 

emissions meet emission requirements 

identified in this regulation. This 

state regulation is as (or more) 

stringent than the equivalent federal 

program requirement. 

The owner/operator of a new toxic air 

pollutant source that is likely to increase 

toxic air pollutant emissions shall 

demonstrate that emissions from the 

source are sufficiently low to protect 

human health and safety from potential 

carcinogenic and/or other toxic effects. 

This state regulation is as (or more) 

stringent than the equivalent federal 

program requirement. 

If there is the potential for toxic air pollutants to become 

airborne as a result of remedial activities, the applicable 

emission standards must be met. To demonstrate compliance 

with applicable or relevant and appropriate requirements of 

WAC 173-400 and WAC 173-460, an acceptable source 

impact analysis will be completed. The analysis will 

demonstrate that, after application of toxic best available 

control technology, the new source’s maximum incremental 

ambient air impact levels do not exceed the WAC 173-460 

Class A or Class B acceptable source impact levels at the 

nearest site boundary; or, if applicable, that the new source 

toxic air pollutant emission rates do not exceed the small 

quantity emission rates specified in WAC 173-460 at 

the stack. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Solid Waste – Dangerous Waste Regulations 

WAC 173-303-016, “Dangerous Waste 

Regulations,” “Identifying 

Solid Waste”  

Action-

specific 

Identifies criteria for determining if 

materials are solid wastes. 

Waste materials generated during the 200-DV-1 OU removal 

action will be compared to these criteria. Those materials that 

are determined to be solid waste and that are also dangerous 

waste will be subject to applicable and substantive waste 

management requirements of WAC 173-303. 

WAC 173-303-017, “Recycling 

Processes Involving Solid Waste”  

Action-

specific 

Identifies materials that are and are not 

solid wastes when recycled. 

Waste materials generated during the 200-DV-1 OU removal 

action will be compared to these criteria. Those categories of 

wastes that are not solid wastes are not subject to these 

requirements. If any meet this requirement and are also solid 

wastes, they are subject to requirements of WAC 173-303. 

WAC 173-303-070(3), “Designation of 

Dangerous Waste”  

Action-

specific 

Establishes whether a solid waste is or is 

not a dangerous waste or an extremely 

hazardous waste. 

The designation procedures to determine if a solid waste 

meets any dangerous waste criteria apply to remediation 

wastes generated from 200-DV-1 OU remediation activities. 

Remediation wastes including media and treatment residuals 

generated from the 200-DV-1 OU will be designated 

according to the procedures identified in WAC 173-303. 

The generator will determine if waste is a characteristic or 

listed dangerous waste by applying knowledge or by testing 

the material. 

The COCs that may be extracted/encountered during the 

removal action include uranium, technetium-99, nitrate, total 

chromium, hexavalent chromium, and tritium. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

WAC 173-303-071, “Excluded 

Categories of Waste” 

Action-

specific 

Describes those categories of wastes that 

are excluded from the requirements of 

WAC 173-303 (excluding 

WAC 173-303-050, “Department of 

Ecology Cleanup Authority”) because 

they are generally not dangerous or are 

regulated under other state and federal 

programs or are recycled in ways that do 

not threaten public health or 

the environment. 

Wastes generated from the 200-DV-1 OU removal action 

(e.g., laboratory and treatability samples) will be reviewed 

against the categories identified in WAC 173-303-071. 

WAC 173-303-077, “Requirements for 

Universal Waste” 

Action-

specific 

Identifies those wastes exempt from 

regulation under WAC 173-303-140 

and WAC 173-303-170 through 

WAC 173-303-9907, “Reserved” 

(excluding WAC 173-303-960, “Special 

Powers and Authorities of the 

Department”). These wastes are subject 

to regulation under WAC 173-303-573, 

“Standards for Universal 

Waste Management.” 

Wastes generated from the 200-DV-1 OU removal action will 

be reviewed against universal waste criteria. For example, if 

batteries, thermostats, fluorescent lamps, and mercury-

containing equipment are generated, their handling, 

accumulation, labeling, shipping, and management will 

comply with the requirements provided in WAC 173-303-573. 

WAC 173-303-120, “Recycled, 

Reclaimed, and Recovered Wastes” 

Specific subsections: 

WAC 173-303-120(3) 

WAC 173-303-120(5) 

Action-

specific 

These regulations define the requirements 

for recycling materials that are solid and 

dangerous waste. Specifically, 

WAC 173-303-120(3) provides for 

the management of certain 

recyclable materials. 

Wastes generated from the 200-DV-1 OU removal action 

will be reviewed against the requirements for recyclable 

materials. If recyclable materials (e.g., spent refrigerants, 

antifreeze, lead-acid batteries, or used oil) are generated, they 

will be managed in accordance with the requirements of 

WAC 173-303-120(3). Eligible recyclable materials can be 

recycled and/or conditionally excluded from certain 

dangerous waste requirements. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

WAC 173-303-140(4), “Land 

Disposal Restrictions” 

Action-

specific 

This regulation establishes state standards 

for land disposal of dangerous waste and 

incorporates, by reference, the federal 

restrictions of 40 CFR 268, “Land 

Disposal Restrictions,” that are relevant 

and appropriate to solid waste that is 

designated as dangerous or mixed waste. 

The requirements prohibit the placement 

of restricted RCRA hazardous waste in 

land-based units such as landfills, surface 

impoundments, and waste piles until 

treated to standards considered protective 

for disposal. Specific treatment standards 

are included in the requirements. 

200-DV-1 OU remediation dangerous waste destined for 

onsite land disposal will be managed in accordance with 

these restrictions: 

 Cuttings generated as a result of well installation will be 

tested for indicator COCs. If soil is characterized as 

dangerous waste for RCRA-listed and/or characteristic 

criteria, it will be compared to corresponding LDRs/UTS. 

Soil (e.g., from borings) that are designated as listed 

dangerous waste must be treated to meet UTS or meet 

alternative treatment standards for RCRA hazardous soils. 

Generator certification is required to verify that the 

treatment standard has been achieved and the waste has not 

been diluted. Media with concentrations below health-based 

standards (i.e., WAC 173-340, “Model Toxics Control 

Act—Cleanup,” Method B cleanup levels) may be eligible 

for a contained-out determination subject to 

Ecology approval. 

 Treatment residuals (e.g., spent resin and tank sludge) will 

be tested for indicator COCs and will be compared to LDR 

treatment standards prior to land disposal. If waste exceeds 

applicable LDRs/UTS, it must be treated using the 

technology specified in 40 CFR 268.40, “Applicability of 

Treatment Standards,” prior to disposal. If restricted waste 

is shipped to the Environmental Restoration Disposal 

Facility or to an offsite treatment, storage, or disposal 

facility, notification must accompany the waste. Generator 

certification is required to verify that the treatment standard 

has been achieved and the waste has not been diluted. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

WAC 173-303-170, “Requirements for 

Generators of Dangerous Waste” 

Action-

specific 

Establishes the requirements for 

dangerous waste generators. For purposes 

of this removal action, 

WAC 173-303-170(3) includes the 

substantive provisions of 

WAC 173-303-200, “Accumulating 

Dangerous Waste On-Site,” by reference. 

WAC 173-303-200 further includes 

certain substantive standards from 

WAC 173-303-630, “Use and 

Management of Containers,” and 

WAC 173-303-640, “Tank Systems,” 

by reference. 

These requirements include the substantive portions of 

WAC 173-303-630 and WAC 173-303-640. 

Dangerous waste will be treated by the selected remedy; thus, 

the substantive portions of WAC 173-303-640(4), 

“Containment and Detection of Releases (from Tank 

Systems),” apply to key design and operational requirements. 

WAC 173-303-64620(4), 

“Requirements”  

Action-

specific 

Establishes requirements for corrective 

action for releases of dangerous wastes 

and dangerous constituents, including 

releases from solid waste 

management units. 

These requirements apply to investigation and remediation of 

dangerous wastes and dangerous constituents from solid waste 

management units and spill sites. 

The Washington State RCRA-authorized Hazardous Waste 

Management Act (RCW 70.105) and dangerous waste 

regulations (WAC 173-303) give Ecology corrective action 

jurisdiction over the 200-DV-1 OU, concurrent with 

CERCLA. As documented in the action memorandum 

DOE/RL-2014-34, Action Memorandum for 200-DV-1 

Operable Unit Perched Water Pumping/Pore Water 

Extraction), Ecology supports and accepts the 200-DV-1 OU 

removal action under the Tri-Party Agreement 

(Ecology et al., 1989) and the CERCLA program as satisfying 

corrective action requirements.  
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Special Historic and Ecological Resources 

Endangered Species Act of 1973 (16 

USC 1531[a], et seq., 16 USC 1536[c]) 

50 CFR 402, “Interagency 

Cooperation—Endangered Species Act 

of 1973, as Amended“ 

Migratory Bird Treaty Act of 1918  

(16 USC 703-712, et seq.) 

Location-

specific 

Prohibits actions by federal agencies that 

are likely to jeopardize the continued 

existence of listed species or result in the 

destruction or adverse modification of 

habitat critical to them. Mitigation 

measures must be applied to actions that 

occur within critical habitats or 

surrounding buffer zones of listed species 

in order to protect the resource. 

Activities associated with the 200-DV-1 OU removal action 

shall be coordinated with available ecological site data and 

surveys to ensure that adverse impacts to critical habitats will 

not occur. Prior to disturbing the earth (e.g., drilling, surface 

grubbing, and excavating), a survey will be completed and 

documented. The survey will look for threatened or 

endangered species and critical habitat and document such 

with respect to the areas included in this removal action where 

there would be disturbance of the earth. Any restrictions 

regarding disturbance of the earth or otherwise will be 

identified in a letter report. 

Native American Graves Protection 

and Repatriation Act of 1990 (25 USC 

3001, et seq.) 

43 CFR 10, “Native American 

Graves Protection and 

Repatriation Regulations” 

Location-

specific 

Establishes federal agency responsibility 

for discovery of human remains, 

associated and unassociated funerary 

objects, sacred objects, and items of 

cultural patrimony. Requires Native 

American Tribal consultation in the event 

of discovery. 

In 1987 and 1988, a comprehensive archaeological resources 

review of the Central Plateau was conducted that included an 

examination of samples collected from undisturbed portions. 

The inventory reported no significant surface archaeological 

sites were encountered. The 200-DV-1 OU removal action 

activities shall be coordinated with available site data and 

surveys and consultants to ensure adverse impacts do not 

occur. Prior to disturbing the earth (e.g., drilling, surface 

grubbing, and excavating), a survey will be completed and 

documented. The survey will look for culturally significant 

items and document such with respect to the areas included in 

this removal action where there would be disturbance of the 

earth. Any restrictions regarding disturbance of the earth or 

otherwise will be identified in a letter report. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Archaeological and Historic 

Preservation Act of 1974 

(16 USC 469a-1 through 469a-2(d)) 

Action-

specific 

Requires that removal actions at the 

200-DV-1 OU do not cause the loss of 

any archaeological or historical data. 

This act mandated preservation of data 

and does not require protection of the 

actual historical sites. 

In 1987 and 1988, a comprehensive archaeological resources 

review of the Central Plateau was conducted that included an 

examination of samples collected from undisturbed portions. 

The inventory reported no significant surface archaeological 

sites were encountered. The 200-DV-1 OU removal action 

activities shall be coordinated with available site data and 

surveys and consultants to ensure adverse impacts do not 

occur. Prior to disturbing the earth (e.g., drilling, surface 

grubbing, and excavating), a survey will be completed and 

documented. The survey will look for culturally significant 

items and document such with respect to the areas included in 

this removal action where there would be disturbance of the 

earth. Any restrictions regarding disturbance of the earth or 

otherwise will be identified in a letter report. 

National Historic Preservation Act of 

1966  

(16 USC 470, Section 106, et seq.) 

36 CFR 60, “National Register of 

Historic Places” 

36 CFR 65, “National Historic 

Landmarks Program” 

36 CFR 800.5, “Protection of 

Historic Properties” 

Location-

specific 

Requires federal agencies to consider the 

impacts of their undertaking on cultural 

properties through identification, 

evaluation, and mitigation processes. 

In 1987 and 1988, a comprehensive archaeological resources 

review of the Central Plateau was conducted that included an 

examination of samples collected from undisturbed portions. 

The inventory reported no significant surface archaeological 

sites were encountered. The 200-DV-1 OU removal action 

activities shall be coordinated with available site data and 

surveys and consultants to ensure adverse impacts do not 

occur. Prior to disturbing the earth (e.g., drilling, surface 

grubbing, and excavating), a survey will be completed and 

documented. The survey will look for culturally significant 

items and document such with respect to the areas included in 

this removal action where there would be disturbance of the 

earth. Any restrictions regarding disturbance of the earth or 

otherwise will be identified in a letter report. 
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Table B-1. Implementation Strategy for ARARs for the 200-DV-1 OU Removal Action 

ARAR Citation Type Regulatory Requirements Implementation/Action Strategy 

Note: The references cited in this table are included in the References chapter of this appendix. 

ARAR = applicable or relevant and appropriate requirement 

CERCLA = Comprehensive Environmental Response, Compensation and Liability Act of 1980 

COC = contaminant of concern 

DOE = U.S. Department of Energy 

Ecology = Washington State Department of Ecology 

LDR = land disposal restriction 

OU = operable unit 

RCRA = Resource Conservation and Recovery Act of 1976 

TBC = to be considered 

Tri-Party Agreement = Hanford Federal Facility Agreement and Consent Order (Ecology et al., 1989) 

UTS = universal treatment standard 
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Table B-2. Implementation Strategy for TBC Criteria for the 200-DV-1 OU Removal Action 

Document Type Requirements Implementation/Action Strategy 

To Be Considered 

EPA et al., 2008, Record of Decision, 

Hanford 200 Area 200-ZP-1 

Superfund Site, Benton County, 

Washington 

TBC This document provides the cleanup levels for 

the effluent treated at the 200 West P&T. 

Treatment capabilities at the 200 West P&T will meet 

the cleanup levels for treated effluent. 

DOE/RL-2013-07, 200-UP-1 

Groundwater Operable Unit 

Remedial Design/Remedial Action 

Work Plan 

TBC This document provides the cleanup levels for 

the effluent treated at the 200 West P&T. 

Treatment capabilities at the 200 West P&T will meet 

the cleanup levels for treated effluent. 

DOE/RL-2009-124, 200 West Pump 

and Treat Operations and 

Maintenance Plan 

TBC This document contains the operational and 

monitoring changes based on receiving the 

200-DV-1 OU perched water for treatment. 

Operations and monitoring will be updated as necessary 

to treat the perched water at 200 West P&T. 

OU = operable unit 

P&T = pump and treat 

TBC = to be considered  

 



DOE/RL-2014-37, REV. 0 

B-13 

B2 References 

36 CFR 60, “National Register of Historic Places,” Code of Federal Regulations. Available at: 

http://www.ecfr.gov/cgi-bin/text-

idx?SID=e2ba3fada3ce26ef3cc303bfbca2881e&mc=true&node=pt36.1.60&rgn=div5. 

36 CFR 65, “National Historic Landmarks Program,” Code of Federal Regulations. Available at: 

http://www.ecfr.gov/cgi-bin/text-

idx?SID=e2ba3fada3ce26ef3cc303bfbca2881e&mc=true&node=pt36.1.65&rgn=div5. 

36 CFR 800.5, “Protection of Historic Properties,” “Assessment of Adverse Effects,” Code of Federal 

Regulations. Available at: http://www.ecfr.gov/cgi-bin/text-

idx?SID=e2ba3fada3ce26ef3cc303bfbca2881e&mc=true&node=se36.3.800_15&rgn=div8. 

40 CFR 268, “Land Disposal Restrictions,” Code of Federal Regulations. Available at: 

http://www.ecfr.gov/cgi-bin/text-

idx?SID=e2ba3fada3ce26ef3cc303bfbca2881e&mc=true&node=pt40.27.268&rgn=div5. 

 40 CFR 268.40, “Applicability of Treatment Standards.” 

40 CFR 300, “National Oil and Hazardous Substances Pollution Contingency Plan,” Code of Federal 

Regulations. Available at: http://www.ecfr.gov/cgi-bin/text-

idx?SID=17836b061ac9267e8bd1a09898317f8b&mc=true&node=pt40.28.300&rgn=div5. 

43 CFR 10, “Native American Graves Protection and Repatriation Regulations,” Code of Federal 

Regulations. Available at: http://www.ecfr.gov/cgi-bin/text-

idx?SID=17836b061ac9267e8bd1a09898317f8b&mc=true&node=pt43.1.10&rgn=div5. 

50 CFR 402, “Interagency Cooperation—Endangered Species Act of 1973, as Amended,” Code of 

Federal Regulations. Available at: http://www.ecfr.gov/cgi-bin/text-

idx?SID=17836b061ac9267e8bd1a09898317f8b&mc=true&node=pt50.11.402&rgn=div5. 

Archeological and Historic Preservation Act of 1974, Pub. L. 93-291, as amended, 16 USC 469a-1 – 

469a-2(d). Available at: http://www.nps.gov/history/local-law/fhpl_archhistpres.pdf. 

CAP-88 PC, Clean Air Act Assessment Package-1988, Version 2.0, U.S. Environmental Protection 

Agency National Computer Center, Research Triangle Park, North Carolina. Available at: 

http://www.epa.gov/radiation/assessment/CAP88/index.html. 

Comprehensive Environmental Response, Compensation, and Liability Act of 1980, 42 USC 9601, et seq., 

Pub. L. 107-377, December 31, 2002. Available at: http://epw.senate.gov/cercla.pdf. 

DOE/RL-2006-29, 2010, Calculating Potential-to-Emit Radiological Releases and Doses, Rev. 1, 

U.S. Department of Energy, Richland Operations Office, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=1009270905. 

DOE/RL-2009-124, 2015, 200 West Pump and Treat Operations and Maintenance Plan, Rev. 4, 

U.S. Department of Energy, Richland Operations Office, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0080208H. 

DOE/RL-2013-07, 2013, 200-UP-1 Groundwater Operable Unit Remedial Design/Remedial Action Work 

Plan, Rev. 0, U.S. Department of Energy, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0087671. 



DOE/RL-2014-37, REV. 0 

B-14 

DOE/RL-2014-34, 2014, Action Memorandum for 200-DV-1 Operable Unit Perched Water 

Pumping/Pore Water Extraction, Rev. 0, U.S. Department of Energy, Richland Operations 

Office, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0082284H. 

Ecology, EPA, and DOE, 1989, Hanford Federal Facility Agreement and Consent Order, 2 vols., 

as amended, Washington State Department of Ecology, U.S. Environmental Protection Agency, 

and U.S. Department of Energy, Olympia, Washington. Available at: 

http://www.hanford.gov/?page=81. 

Endangered Species Act of 1973, Pub. L. 93-205, as amended, 7 USC 136, 16 USC 1531, et seq. 

Available at: http://www.nmfs.noaa.gov/pr/pdfs/laws/esa.pdf. 

EPA, Ecology, and DOE, 2008, Record of Decision, Hanford 200 Area 200-ZP-1 Superfund Site, Benton 

County, Washington, U.S. Environmental Protection Agency, Washington State Department of 

Ecology, and U.S. Department of Energy, Olympia, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=00098825. 

Migratory Bird Treaty Act of 1918, 16 USC 703-712, Ch. 128, July 13, 1918, 40 Stat. 755, as amended. 

Available at: http://www.animallaw.info/statutes/stusmba.htm. 

National Historic Preservation Act of 1966, Pub. L. 89-665, as amended, 16 USC 470, Section 106, 

et seq. Available at: http://www.achp.gov/docs/nhpa%202008-final.pdf. 

Native American Graves Protection and Repatriation Act of 1990, Pub. L. 101-601, as amended, 

25 USC 3001, et seq. Available at: http://www.nps.gov/history/local-law/FHPL_NAGPRA.pdf. 

RCW 70.105, “Hazardous Waste Management,” Revised Code of Washington, Olympia, Washington. 

Available at: http://apps.leg.wa.gov/RCW/default.aspx?cite=70.105. 

Resource Conservation and Recovery Act of 1976, 42 USC 6901, et seq. Available at: 

http://www.epa.gov/epawaste/inforesources/online/index.htm. 

WAC 173-160, “Minimum Standards for Construction and Maintenance of Wells,” Washington 

Administrative Code, Olympia, Washington. Available at: 

http://apps.leg.wa.gov/WAC/default.aspx?cite=173-160. 

 WAC 173-160-161, “How Shall Each Water Well Be Planned and Constructed?” 

 WAC 173-160-171, “What Are the Requirements for the Location of the Well Site and Access to 

the Well?” 

 WAC 173-160-181, “What Are the Requirements for Preserving the Natural Barriers to Ground 

Water Movement Between Aquifers?” 

 WAC 173-160-400, “What Are the Minimum Standards for Resource Protection Wells and 

Geotechnical Soil Borings?” 

 WAC 173-160-420, “What Are the General Construction Requirements for Resource 

Protection Wells?” 

 WAC 173-160-430, “What Are the Minimum Casing Standards?” 

 WAC 173-160-440, “What Are the Equipment Cleaning Standards?” 



DOE/RL-2014-37, REV. 0 

B-15 

 WAC 173-160-450, “What Are the Well Sealing Requirements?” 

 WAC 173-160-460, “What Is the Decommissioning Process for Resource Protection Wells?” 

WAC 173-303, “Dangerous Waste Regulations,” Washington Administrative Code, Olympia, 

Washington. Available at: http://apps.leg.wa.gov/WAC/default.aspx?cite=173-303. 

 WAC 173-303-016, “Identifying Solid Waste.” 

 WAC 173-303-017, “Recycling Processes Involving Solid Waste.” 

 WAC 173-303-050, “Department of Ecology Cleanup Authority.” 

 WAC 173-303-070, “Designation of Dangerous Waste.” 

 WAC 173-303-071, “Excluded Categories of Waste.” 

 WAC 173-303-077, “Requirements for Universal Waste.” 

 WAC 173-303-120, “Recycled, Reclaimed, and Recovered Wastes.” 

 WAC 173-303-140, “Land Disposal Restrictions.” 

 WAC 173-303-170, “Requirements for Generators of Dangerous Waste.” 

 WAC 173-303-200, “Accumulating Dangerous Waste On-Site.” 

 WAC 173-303-573, “Standards for Universal Waste Management.” 

 WAC 173-303-630, “Use and Management of Containers.” 

 WAC 173-303-640, “Tank Systems.” 

 WAC 173-303-64620, “Requirements.” 

 WAC 173-303-960, “Special Powers and Authorities of the Department.” 

 WAC 173-303-9907, “Reserved.” 

WAC 173-340, “Model Toxics Control Act—Cleanup,” Washington Administrative Code, Olympia, 

Washington. Available at: http://apps.leg.wa.gov/WAC/default.aspx?cite=173-340. 

WAC 173-400, “General Regulations for Air Pollution Sources,” Washington Administrative Code, 

Olympia, Washington. Available at: http://apps.leg.wa.gov/WAC/default.aspx?cite=173-400. 

 WAC 173-400-040, “General Standards for Maximum Emissions.” 

 WAC 173-400-113, “Requirements for New Sources in Attainment or Unclassifiable Areas.” 

WAC 173-460, “Controls for New Sources of Toxic Air Pollutants,” Washington Administrative Code, 

Olympia, Washington. Available at: http://apps.leg.wa.gov/WAC/default.aspx?cite=173-460. 

 WAC 173-460-060, “Control Technology Requirements.” 

 WAC 173-460-150, “Table of ASIL, SQER and de Minimis Emission Values.” 

WAC 173-480, “Ambient Quality Air Standards and Emission Limits for Radionuclides,” Washington 

Administrative Code, Olympia, Washington. Available at: 

http://apps.leg.wa.gov/WAC/default.aspx?cite=173-480. 



DOE/RL-2014-37, REV. 0 

B-16 

 WAC 173-480-050, “General Standards for Maximum Permissible Emissions.” 

 WAC 173-480-070, “Emission Monitoring and Compliance Procedures.” 

WAC 246-247, “Radiation Protection—Air Emissions,” Washington Administrative Code, Olympia, 

Washington. Available at: http://apps.leg.wa.gov/WAC/default.aspx?cite=246-247. 

 WAC 246-247-040, “General Standards.” 

 WAC 246-247-075, “Monitoring, Testing and Quality Assurance.” 



DOE/RL-2014-37, REV. 0 

C-i 

Appendix C 

Air Emission Plan for 200-DV-1 Operable Unit Perched Water 
Pumping/Pore Water Extraction Removal Action  



DOE/RL-2014-37, REV. 0 

C-ii 

 

This page intentionally left blank.  



DOE/RL-2014-37, REV. 0 

C-iii 

Contents 

C1 Introduction ................................................................................................................................... C-1 

C2 Air Emissions ................................................................................................................................. C-3 

C2.1 Radiological Air Emissions ................................................................................................... C-3 

C2.2 Criteria and Toxic Air Emissions .......................................................................................... C-5 

C2.3 Radiological Airborne Source Information ........................................................................... C-5 

C2.4 Criteria and Toxic Airborne Source Information .................................................................. C-9 

C2.4.1 Data and Calculation Methodology .......................................................................... C-9 

C2.4.2 Potential-to-Emit Quantities ................................................................................... C-12 

C2.4.3 Comparison with WAC 173-460-150 Criteria ....................................................... C-16 

C3 Emission Controls ....................................................................................................................... C-19 

C4 Monitoring ................................................................................................................................... C-21 

C5 References .................................................................................................................................... C-23 

Figures 

Figure C-1.  Pore Water Extraction Test Configuration ......................................................................... C-4 

Figure C-2.  Calculated Flux ................................................................................................................... C-8 

Tables 

Table C-1.  Radiological Constituents in 200-DV-1 OU Perched Water .............................................. C-5 

Table C-2.  Criteria and Toxic Contaminants in 200-DV-1 OU Perched Water ................................. C-10 

Table C-3.  Comparison of Potential Release of Criteria and Toxic Chemicals 

from 200-DV-1 OU Perched Water with Criteria ............................................................. C-16 

Table C-4.  Vapor Partition Calculation .............................................................................................. C-18 



DOE/RL-2014-37, REV. 0 

C-iv 

 

This page intentionally left blank.  



DOE/RL-2014-37, REV. 0 

C-v 

Terms 

AM action memorandum 

APQ annual possession quantity 

CAS Chemical Abstracts Service 

CERCLA Comprehensive Environmental Response, Compensation, and Liability Act of 1980 

dpm disintegrations per minute 

EPA U.S. Environmental Protection Agency 

HEIS Hanford Environmental Information System 

HEPA high-efficiency particulate air 

MEI maximally exposed individual 

OU operable unit 

P&T pump and treat 

PTE potential to emit 

RAWP removal action work plan 

SQER small quantity emission rate 

  



DOE/RL-2014-37, REV. 0 

C-vi 

 

This page intentionally left blank. 



DOE/RL-2014-37, REV. 0 

C-1 

C1 Introduction 

This air emissions plan supports the removal action work plan (RAWP) that implements the 200-DV-1 

Operable Unit (OU) perched water removal action as specified in DOE/RL-2014-34, Action 

Memorandum for 200-DV-1 Operable Unit Perched Water Pumping/Pore Water Extraction. The action 

memorandum (AM) was prepared to document the selected alternative presented in DOE/RL-2013-37, 

Engineering Evaluation/Cost Analysis for Perched Water Pumping/Pore Water Extraction, as required 

by the Comprehensive Environmental Response, Compensation, and Liability Act of 1980 (CERCLA). 

The scope of the RAWP is limited to the extraction, transport, treatment, and disposal of contaminated 

perched water from the 200-DV-1 OU. The perched water contains uranium, tectnetium-99, nitrate, total 

chromium, hexavalent chromium, and tritium at concentrations that exceed the maximum concentration 

limits and represent the primary risk to human health and the environment. Removal and treatment of 

these contaminants from perched water at the 200 West Area Pump and Treat (P&T) meet the 

requirements of the AM (DOE/RL-2014-34) and the RAWP. There is no treatment for tritium; however, 

the resulting combined discharge concentration from the 200 West P&T is expected to be below the 

maximum contaminant level. 

The potential exists for radiological and chemical releases. Maximum values for radiological and 

chemical constituents, as observed in underlying sediment pore water or perched water analytical results, 

are used to calculate the release potentials described in Chapter C2 of this appendix. The pore water 

extraction test configuration is shown in Figure C-1. 
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C2 Air Emissions 

The following discussion addresses the potential radionuclide air emissions, and the criteria and toxic air 

emissions. CERCLA Section 121, “Degree of Cleanup,” requires response actions to meet the substantive 

requirements of other promulgated environmental regulations that are either applicable, or relevant and 

appropriate, to the planned remedial activities. At the same time, procedural and administrative aspects of 

these regulations, such as permitting requirements, do not apply to onsite CERCLA actions such as 

this action. Federal and state ambient air quality standards require that pollution control equipment be 

used to control emissions from new and existing sources. Because the perched water pumping/pore water 

extraction removal action has the potential to discharge hazardous air pollutants, an evaluation was 

conducted to estimate the activity of radionuclides and the concentration or mass of toxic air pollutants 

that could potentially be emitted from groundwater treatment operations. The following subsections 

present the results of this evaluation. 

C2.1 Radiological Air Emissions 

RCW 70.94, “Washington Clean Air Act,” requires the regulation of radioactive air pollutants. 

The Washington State implementing regulation (WAC 173-480, “Ambient Air Quality Standards and 

Emission Limits for Radionuclides”) sets standards that are as stringent as, or more stringent than, the 

federal Clean Air Act of 1990 and the federal implementing regulation, 40 CFR 61, “National Emission 

Standards for Hazardous Air Pollutants,” Subpart H, “National Emission Standards for Emissions of 

Radionuclides Other than Radon from Department of Energy Facilities.” U.S. Environmental Protection 

Agency (EPA) partial delegation of the 40 CFR 61 authority to the state of Washington includes all 

substantive emissions monitoring, abatement, and reporting aspects of the federal regulation. The state 

standards protect the public by conservatively establishing exposure standards applicable to a real or 

hypothetical maximally exposed individual (MEI). The standards address the point of maximum annual 

air concentration in an unrestricted area where any member of the public may be present. All combined 

radionuclide airborne emissions from the Hanford Site are not to exceed amounts that will cause exposure 

greater than 10 mrem/yr effective dose equivalent to any member of the public. The Washington State 

implementing regulation (WAC 246-247, “Radiation Protection—Air Emissions,” which adopts 

WAC 173-480 and 40 CFR 61, Subpart H standards) requires verification of compliance with the 

10 mrem/yr standard and would be applicable or relevant and appropriate to this CERCLA 

removal action. 



DOE/RL-2014-37, REV. 0 

C-4 

 

Figure C-1. Pore Water Extraction Test Configuration 

WAC 246-247 addresses potential radioactive airborne emissions from point sources and fugitive 

or diffuse sources by requiring monitoring of these sources. Such monitoring requires physical 

measurement of the effluent or ambient air, as well as quality assurance measures to ensure precision, 

accuracy, and completeness of environmental measurements. The substantive provisions of 

WAC 246-247 that require monitoring of radioactive airborne emissions would be applicable or relevant 

and appropriate to this removal action. 

These state implementing regulations further address control of radioactive airborne emissions where 

economically and technologically feasible (WAC 246-247-040[3] and [4], “General Standards for 

Maximum Emissions,” and associated definitions). To address the substantive aspect of these 

requirements, best or reasonably achieved control technology will be addressed by ensuring that 

applicable emission control technologies (i.e., those successfully operated in similar applications) will be 

used to the extent economically and technologically feasible (i.e., based on cost/benefit). 
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C2.2 Criteria and Toxic Air Emissions 

Under WAC 173-400, “General Regulations for Air Pollution Sources,” and WAC 173-460 requirements 

are established to regulate the emission of criteria and toxic air pollutants. In accordance with 

WAC 173-400-040, “General Standards for Maximum Emissions,” reasonable precautions must be 

taken to prevent the release of air contaminants associated with point sources and fugitive emissions 

resulting from excavation, materials handling, or other operations if criteria and toxic emissions are 

expected. The use of treatment technologies for emissions of toxic air pollutants that would be subject to 

the substantive applicable requirements of WAC 173-460 and WAC 173-400 is anticipated to be a part of 

this removal action. 

C2.3 Radiological Airborne Source Information 

The potential to emit (PTE) is calculated by using Method 1 for annual possession quantity (APQ) in 

accordance with DOE/RL-2006-29, Calculating Potential-to-Emit Radiological Releases and Doses. 

An environmental calculation (ECF-HANFORD-14-0039, Air Emissions from 200-DV-1 Operable Unit 

Perched Water Pumping/Pore Water Extraction) was used to determine the PTE for the removal action. 

The basis used for the calculations is conservative in order to provide bounding cases. 

The radiological constituents of concern are americium-241, antimony-125, beryllium-7, carbon-14, 

cesium-134, cesium-137, cobalt-60, europium-152, europium-154, europium-155, gross alpha, gross 

beta, potassium-40, ruthenium-106, thorium-228, thorium-230, thorium-232, technetium-99, uranium, 

uranium-233/234, uranium-235, uranium-238, iodine-129, neptunium-237, plutonium-238, 

plutonium-239/240, strontium-90, and hydrogen-3. Table C-1 shows maximum detected values of 

these constituents in perched water samples (per the Hanford Environmental Information System 

[HEIS] database). 

Table C-1. Radiological Constituents in 200-DV-1 OU Perched Water 

Isotope 

Well 

Name 

Sample 

Number 

Sample 

Date 

Concentration 

(pCi/L) 

Americium-241 299-E33-344 B21958 8/4/2009 0.16 

Antimony-125 299-E33-344 B2JBT8 12/5/2011 23.6 

Beryllium-7 299-E33-344 B2NC56 2/5/2013 734 

Carbon-14 299-E33-344 B2VPC7 4/22/2014 1,620 

Cesium-134 299-E33-344 B2KPL6 8/2/2012 590 

Cesium-137 299-E33-344 B2KPL6 8/2/2012 66 

Cobalt-60 299-E33-344 B2KPL6 8/2/2012 120 

Europium-152 299-E33-344 B2KPL6 8/2/2012 43 

Europium-154 299-E33-344 B2NC56 2/5/2013 60.9 

Europium-155 299-E33-344 B2KPL6 8/2/2012 160 

Gross alpha 299-E33-344 B2KPL6 8/2/2012 55,000 

Gross beta 299-E33-344 B2VPD1 4/22/2014 58,000 
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Table C-1. Radiological Constituents in 200-DV-1 OU Perched Water 

Isotope 

Well 

Name 

Sample 

Number 

Sample 

Date 

Concentration 

(pCi/L) 

Iodine-129 299-E33-344 B2FL66 10/4/2011 24 

Neptunium-237 299-E33-344 B21959 8/4/2009 0.812 

Plutonium-238 299-E33-344 B1V7P5 7/15/2008 0.21 

Plutonium-239/240 299-E33-344 B1V7P5 7/15/2008 0.15 

Potassium-40 299-E33-344 B2JBT8 12/5/2011 100 

Ruthenium-106 299-E33-344 B2KPL6 8/2/2012 310 

Strontium-90 299-E33-344 B2FL67 10/4/2011 5.59 

Technetium-99 299-E33-344 B2VPD1 4/22/2014 51,000 

Thorium-228 299-E33-344 B254M4 5/24/2010 0.372 

Thorium-230 299-E33-344 B22L90 11/12/2009 0.211 

Thorium-232 299-E33-344 B254M4 5/24/2010 0.15 

Total beta radiostrontium 299-E33-344 B21958 8/4/2009 4.3 

Tritium 299-E33-344 B2J8R7 12/5/2011 43,500 

Uranium 299-E33-350 B2W1W3 2/24/2014 107,000 

Uranium-233/234 299-E33-350 B2W1W3 2/24/2014 34,000 

Uranium-235 299-E33-344 B2VPD1 4/22/2014 2,600 

Uranium-238 299-E33-350 B2W1W6 2/24/2014 35,000 

Source: ECF-HANFORD-14-0039, Air Emissions from 200-DV-1 Operable Unit Perched Water Pumping/Pore Water 

Extraction, Appendix A (data from the HEIS database). 

OU = operable unit 

 

The PTE calculation is based upon the following information: 

 Sediment water removal is perched water. 

 Because the well 299-E33-344 screen is approximately 6 m (19.7 ft) long versus 1 m (3.3 ft) long, 

as modeled and shown in Figure C-2, the 54 L/day (14.27 gal/day) rate of pore water removal 

(assuming an applied vacuum of 300 cm [120 in.]) is increased by a factor of six, resulting in 

324 L/day (85.6 gal/day). Wells 299-E33-350 and 299-E33-351 are presumed to be similarly 

configured, yielding a daily pore water removal rate of 972 L/day (256.8 gal/day). 

 Release fractions are 1E-03 for liquid and 1E+00 for gas (DOE/RL-2006-29). 

 No credit is taken for constituent reduction by removal of soil moisture in the chiller/ 

condensate system. 
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 No credit is taken for constituent removal by high-efficiency filtration. 

 Usage for 12 consecutive months is assumed. 

 The highest constituent concentrations in the perched water for wells 299-E33-344, 299-E33-350, and 

299-E33-351 (HEIS database) (Table C-1) are used. 

 APQ: 

 (Volume of water discharged in L)(concentration in water in pCi/L) 

 (Three wells)(324 L/day)(365 days)(concentration in pCi/L)(1E-12 Ci/pCi) = Ci/yr 

 Americium-241 = 5.68E-08 Ci/yr  Antimony-125 = 8.37E-06 Ci/yr 

 Beryllium-7 = 2.60E-04 Ci/yr  Carbon-14 = 5.75E-04 Ci/yr 

 Cesium-134 = 2.09E-04 Ci/yr  Cesium-137 = 2.34E-05 Ci/yr 

 Cobalt-60 = 4.26E-05 Ci/yr  Europium-142 = 1.53E-05 Ci/yr 

 Europium-154 = 2.61E-05 Ci/yr  Europium-155 = 5.68E-05 Ci/yr 

 Gross alpha = 1.95E-02 Ci/yr  Gross beta = 2.06E-02 Ci/yr 

 Iodine-129 = 8.51E-06 Ci/yr  Neptunium-237 = 2.88E-07 Ci/yr 

 Plutonium-238 = 7.45E-08 Ci/yr  Plutonium-239/240 = 5.32E-08 Ci/yr 

 Potassium-40 = 3.55E-05 Ci/yr  Ruthenium-106 = 1.10E-04 Ci/yr 

 Strontium-90 = 1.98E-06 Ci/yr  Technetium-99 = 1.81E-02 Ci/yr 

 Thorium-228 = 1.32E-07 Ci/yr  Thorium-230 = 7.49E-08 Ci/yr 

 Thorium-232 = 5.32E-08 Ci/yr  Beta radiostrontium = 1.53E-06 Ci/yr 

 Tritium = 1.54E-02 Ci/yr  Uranium = 3.80E-02 Ci/yr 

 Uranium-233/234 = 1.21E-02 Ci/yr  Uranium-235 = 9.22E-04 Ci/yr 

 Uranium-238 = 1.24E-02 Ci/yr  

 PTE quantity: 

 APQ; liquid release fraction for americium-241, antimony-125, beryllium-7, carbon-14, 

cesium-134, cesium-137, cobalt-60, europium-152, europium154, europium-155, potassium-40, 

ruthenium-106, thorium-228, thorium-230, thorium-232, technetium-99, uranium-233/234, 

uranium-235, uranium-238, neptunium-237, plutonium-239/240, and strontium-90 
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Source: PNNL-SA-74945, Pore Water Extraction Simulation Results. 

Note: A 3 m (9.84 ft) thick silt lens and a 1 m (3.28 ft) long well screen are assumed. 

Figure C-2. Calculated Flux 

 APQ; gas release fraction for iodine-129 and tritium: 

 Americium-241 = 5.68E-11 Ci/yr  Antimony-125 = 8.37E-09 Ci/yr 

 Beryllium-7 = 2.60E-07 Ci/yr  Carbon-14 = 5.75E-07 Ci/yr 

 Cesium-134 = 2.09E-07 Ci/yr  Cesium-137 = 2.34E-08 Ci/yr 

 Cobalt-60 = 4.26E-08 Ci/yr  Europium-152 = 1.53E-08 Ci/yr 

 Europium-154 = 2.61E-08 Ci/yr  Europium-155 = 5.68E-08 Ci/yr 

 Gross alpha = 1.95E-05 Ci/yr  Gross beta = 2.06E-05 Ci/yr 

 Iodine-129 = 8.51 E-06 Ci/yr  Neptunium-237 = 2.88E-10 Ci/yr 

 Plutonium-238 = 7.45E-11 Ci/yr  Plutonium-239/240 = 5.32E-11 Ci/yr 

 Potassium-40 = 3.55E-08 Ci/yr  Ruthenium-106 = 1.10E-07 Ci/yr 

 Strontium-90 = 1.98 E-09 Ci/yr  Technetium-99 = 1.81 E-05 Ci/yr 

 Thorium-228 = 1.32E-10 Ci/yr  Thorium-230 = 7.49E-11 Ci/yr 

 Thorium-232 = 5.32E-11 Ci/yr  Beta radiostrontium = 1.53E-09 Ci/yr 

 Tritium = 1.54 E-02 Ci/yr  Uranium = 3.80E-05 Ci/yr 

 Uranium-233/234 = 1.21E-05 Ci/yr  Uranium-235 = 9.22E-07 Ci/yr 

 Uranium-238 = 1.24 E-05 Ci/yr  
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 Unabated dose: 

 Americium-241 = 2.38E-10 mrem/yr  Antimony-125 = 3.74E-11 mrem/yr 

 Beryllium-7 = 4.84E-11 mrem/yr  Carbon-14 = 1.42E-10 mrem/yr 

 Cesium-134 = 4.19E-09 mrem/yr  Cesium-137 = 1.13E-10 mrem/yr 

 Cobalt-60 = 1.06E-09 mrem/yr  Europium-152 = 2.32E-10 mrem/yr 

 Europium-154 = 3.72E-10 mrem/yr  Europium-155 = 6.98E-11 mrem/yr 

 Gross alpha = 9.81E-05 mrem/yr  Gross beta = 2.35E-07 mrem/yr 

 Iodine-129 = 3.47E-08 mrem/yr  Neptunium-237 = 6.57E-10 mrem/yr 

 Plutonium-238 = 3.46E-10 mrem/yr  Plutonium-239/240 = 2.68E-10 mrem/yr 

 Potassium-40 = 2.23E-10 mrem/yr  Ruthenium-106 = 3.13E-10 mrem/yr 

 Strontium-90 = 2.26E-11 mrem/yr  Technetium-99 = 1.86E-05 mrem/yr 

 Thorium-228 = 5.27E-10 mrem/yr  Thorium-230 = 1.05E-10 mrem/yr 

 Thorium-232 = 1.33E-10 mrem/yr  Beta radiostrontium = 1.74E-11 mrem/yr 

 Tritium = 4.15 E-07 mrem/yr  Uranium = 1.04E-10 mrem/yr 

 Uranium-233/234 = 4.29E-06 mrem/yr  Uranium-235 = 2.87E-07 mrem/yr 

 Uranium-238 = 3.40E-11 mrem/yr  

The total dose is 1.03E-04 mrem/yr. 

The distance to the Energy Northwest receptor is approximately 18.2 km (11.3 mi) east-southeast of 

well 299-E33-344, located adjacent to the B Tank Farm. This is the nearest public location where the 

hypothetical MEI might be located. The dose per unit curie airborne release factor, used specifically for 

the well 299-E33-344 location, was taken from Table 4-7 of DOE/RL-2006-29. The factors are based on 

modeling using the EPA-approved CAP-88 PC, Clean Air Act Assessment Package for 1988. The total 

unabated PTE would result in a total effective dose equivalent to the MEI from the proposed deep vadose 

zone pore water extraction test near the B Tank Farm of 1.03E-04 mrem/yr. 

C2.4 Criteria and Toxic Airborne Source Information 

ECF-HANFORD-14-0039 was used to determine the PTE for the removal action. 

C2.4.1 Data and Calculation Methodology 

In accordance with WAC 173-460-150, “Controls for New Sources of Toxic Air Pollutants,” significant 

chemical constituents of sediment pore water determined by analysis (per the HEIS database) are 

1,1,1-trichloroethane; 1,1,2,2-tetrachloroethane; 1,1,2-trichloroethane, 1,1-dichloroethane; 

1,1-dichloroethene; 1,2-dichloroethane; 1,2-dichloropropane; 1,4-dichlorobenzene, 1,4-dioxane; 

2,4-dinitrotoluene; 2-butanone; 2-methylphenol (cresol, o-); 3+4 methylphenol (cresol, m+p), 

4-methyl-2-pentanone; arsenic; benzene; beryllium; bis(2-ethylhexyl) phthalate; bromodichloromethane; 

bromoform; bromomethane; cadmium; carbon disulfide; carbon tetrachloride; chlorobenzene; 

chloroethane; chloroform; chloromethane; cobalt; copper; dibromochloromethane; ethylbenzene; 

fluoride; hexavalent chromium; lead; manganese; mercury; methylene chloride; naphthalene; 

n-nitrosodi-n-dipropylamine; pentachlorophenol; phenol; selenium; styrene; tetrachloroethene; toluene; 

trans-1,2-dichloroethylene; trichloroethene; vanadium; vinyl chloride; and xylenes (total). No other 

semivolatile organic analytes or volatile organic analytes were detected. Table C-2 shows maximum 

detected values of these constituents in perched water samples (per the HEIS database). 
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Table C-2. Criteria and Toxic Contaminants in 200-DV-1 OU Perched Water 

Constituenta CAS No. 

Well 

Name 

Sample 

Number 

Sample 

Date 

Concentration 

(µg/L) 

1,1,1-Trichloroethane 71-55-6 299-E33-344 B254M2 5/24/2010 1 

1,1,2,2-Tetrachloroethane 79-34-5 299-E33-344 B1T200 1/8/2008 1 

1,1,2-Trichloroethane 79-00-5 299-E33-344 B254M2 5/24/2010 1 

1,1-Dichloroethane 75-34-3 299-E33-344 B254M2 5/24/2010 1 

1,1-Dichloroethene 75-35-4 299-E33-344 B254M2 5/24/2010 1 

1,2-Dichloroethane 107-06-2 299-E33-344 B254M2 5/24/2010 1 

1,2-Dichloropropane 78-87-5 299-E33-344 B1T200 1/8/2008 1 

1,4-Dichlorobenzene 106-46-7 299-E33-344 B1XMD3 11/18/2008 1.3 

1,4-Dioxane 123-91-1 299-E33-344 B20JC3 6/26/2009 45 

2,4-Dinitrotoluene 121-14-2 299-E33-344 B22L92 11/12/2009 0.5 

2-Butanone 78-93-3 299-E33-344 B254M2 5/24/2010 1 

2-Methylphenol (cresol, o-) 95-48-7 299-E33-344 B20W33 6/26/2009 2 

3+4 Methylphenol 

(cresol, m+p) 

108-39-4 

106-44-5 
299-E33-344 B25F06 5/24/2010 2 

4-Methyl-2-pentanone 108-10-1 299-E33-344 B254M2 5/24/2010 1 

Arsenic 7440-38-2 299-E33-344 B20HK8 5/22/2009 28.9 

Benzene 71-43-2 299-E33-344 B254M2 5/24/2010 1 

Beryllium 7440-41-7 299-E33-344 B2PPB0 8/13/2013 4 

Bis(2-ethylhexyl) phthalate 117-81-7 299-E33-344 B21962 8/4/2009 5.9 

Bromodichloromethane 75-27-4 299-E33-344 B1T200 1/8/2008 1 

Bromoform 75-25-2 299-E33-344 B1T200 1/8/2008 1 

Bromomethane 74-83-9 299-E33-344 B1T200 1/8/2008 1 

Cadmium 7440-43-9 299-E33-344 B2J8R8 12/5/2011 9.1 

Carbon disulfide 75-15-0 299-E33-344 B254M2 5/24/2010 1 

Carbon tetrachloride 56-23-5 299-E33-344 B1XMD3 11/18/2008 3.2 

Chlorobenzene 108-90-7 299-E33-344 B254M2 5/24/2010 1 

Chloroethane 75-00-3 299-E33-344 B1T200 1/8/2008 1 

Chloroform 67-66-3 299-E33-344 B254M2 5/24/2010 1 

Chloromethane 74-87-3 299-E33-344 B1T200 1/8/2008 1 
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Table C-2. Criteria and Toxic Contaminants in 200-DV-1 OU Perched Water 

Constituenta CAS No. 

Well 

Name 

Sample 

Number 

Sample 

Date 

Concentration 

(µg/L) 

Cobalt 7440-48-4 299-E33-351 B2VWV2 1/30/2014 27.5 

Copper 7440-50-8 299-E33-344 B2VPD1 4/22/2014 192 

Dibromochloromethane 124-48-1 299-E33-344 B1T200 1/8/2008 1 

Ethylbenzene 100-41-4 299-E33-344 B254M2 5/24/2010 1 

Fluoride 16984-48-8 299-E33-350 B2W1W6A 2/24/2014 347 

Hexavalent chromium 18540-29-9 299-E33-344 B294R0 12/19/2010 381b 

Lead 7439-92-1 299-E33-344 B1T201 1/8/2008 0.436 

Manganese 7439-96-5 299-E33-344 B2FL67 10/4/2011 255 

Mercury 7439-97-6 299-E33-344 B1V7P5 7/15/2008 0.66 

Methylene chloride 75-09-2 299-E33-344 B20JC3 6/26/2009 30 

Naphthalene 91-20-3 299-E33-344 B1V7P5 7/15/2008 2 

n-Nitrosodi-n-dipropylamine 621-64-7 299-E33-344 B1XMD3 11/18/2008 0.57 

Pentachlorophenol 87-68-5 299-E33-344 B20W33 6/26/2009 2 

Phenol 108-95-2 299-E33-344 B25F06 5/24/2010 2 

Selenium 7782-49-2 299-E33-351 B2VWV2 1/30/2014 29.6 

Styrene 100-42-5 299-E33-344 B1T200 1/8/2008 1 

Tetrachloroethene 127-18-4 299-E33-344 B254M2 5/24/2010 1 

Toluene 108-88-3 299-E33-344 B254M2 5/24/2010 1 

trans-1,2-Dichloroethylene 156-60-5 299-E33-344 B254M2 5/24/2010 1 

Trichloroethene 79-01-6 299-E33-344 B254M2 5/24/2010 1 

Vanadium 7440-62-2 299-E33-344 B1T201 1/8/2008 148 

Vinyl chloride 75-01-4 299-E33-344 B254M2 5/24/2010 1 

Xylenes (total) 1330-20-7 299-E33-344 B254M2 5/24/2010 1 

a. ECF-HANFORD-14-0039, Air Emissions from 200-DV-1 Operable Unit Perched Water Pumping/Pore Water Extraction, 

Appendix A (per HEIS database). 

b. Converted HEIS data from mg/L to µg/L. 

CAS = Chemical Abstracts Service 

HEIS = Hanford Environmental Information System 

OU = operable unit 
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The PTE calculation uses a graded approach for each constituent detected above the method detection 

limit, based upon the following: 

 Sediment water removal is perched water. 

 Because the screen for well 299-E33-344 is approximately 6 m (19.7 ft) long versus 1 m (3.3 ft) long, 

as modeled and shown in Figure C-2, the 54 L/day (14.3 gal/day) rate of pore water removal 

(assuming an applied vacuum of 300 cm [120 in.]) is increased by a factor of six, resulting in 

324 L/day (85.6 gal/day). Wells 299-E33-350 and 299-E33-351 are presumed to be similarly 

configured, yielding a daily pore water removal rate of 972 L/day (256.8 gal/day). 

 For the initial step, the entire inventory is assumed to be released to the atmosphere regardless of the 

partial pressures associated with each constituent. No credit is taken for reduction of constituents by 

removal of soil moisture in the chiller/condensate system. No credit is taken for constituent removal 

by high-efficiency filtration. 

 For those constituents with liquid concentrations exceeding the airborne concentration limit at the 

de minimis value, an additional calculation (second step) is performed based on the partial pressure. 

The vapor pressures are corrected to 25°C (77°F) using the Clausius-Clapeyon equation. 

For elemental metals described as insoluble, a factor of 1 mg/L (1 part per million) is assigned. 

The entire inventory is assumed to be subject to release. No credit is taken for reduction of 

constituents by removal of soil moisture in the chiller/condensate system. No credit is taken for 

constituent removal by high-efficiency filtration. 

 For those constituents where the vapor correction results in a contaminant level above the de minimis 

value (third step), a 99 percent removal efficiency is credited to the chiller and high-efficiency 

particulate air (HEPA) filter as best available control technology for toxics. 

 Usage for 12 consecutive months is assumed. 

C2.4.2 Potential-to-Emit Quantities 

For the step one formula: 

lb/WAC 173-460-150 table time unit = 

(volume water discharged in L)(contaminant concentration) 

 1,1,1-Trichloroethane: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 1,1,2,2-Tetrachloroethane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 1,1,2-Trichloroethane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 1,1-Dichloroethane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 1,1-Dichloroethene: 

(972 L/day) (1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 



DOE/RL-2014-37, REV. 0 

C-13 

 1,2-Dichloroethane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 1,2-Dichloropropane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 1,4-Dichlorobenzene: 

(972 L/day)(365 day/yr)(1.3 μg/L)(g/1E+06 μg)(lb/454 g) = 1.02E-03 lb/yr 

 1,4-Dioxane: 

(972 L/day)(365 day/yr)(45 μg/L)(g/1E+06 μg)(lb/454 g) = 3.52E-02 lb/yr 

 2,4-Dinitrotoluene: 

(972 L/day)(365 day/yr)(0.5 μg/L)(g/1 E+06 μg)(lb/454 g) = 3.91E-04 lb/yr 

 2-Butanone: 

(972 L/day)(1 μg/L)(g/E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 2-Methylphenol (cresol, o-): 

(972 L/day)(2 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 3+4 Methylphenol (cresol, m+p): 

(972 L/day)(2 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 4-Methyl-2-pentanone: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Arsenic: 

(972 L/day)(365 day/yr)(28.9 μg/L)(g/1E+06 μg)(lb/454 g) = 2.26E-02 lb/yr 

 Benzene: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 Beryllium: 

(972 L/day)(365 day/yr)(4 μg/L)(g/1E+06 μg)(lb/454 g) = 3.13E-03 lb/yr 

 Bis(2-ethylhexyl) phthalate: 

(972 L/day)(365 day/yr)(5.9 μg/L)(g/1E+06 μg)(lb/454 g) = 4.61E-03 lb/yr 

 Bromodichloromethane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 Bromoform: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 
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 Bromomethane: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Cadmium: 

(972 L/day)(365 day/yr)(9.1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.11E-03 lb/yr 

 Carbon disulfide: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Carbon tetrachloride: 

(972 L/day)(365 day/yr)(3.2 μg/L)(g/1E+06 μg)(lb/454 g) = 2.50E-03 lb/yr 

 Chlorobenzene: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Chloroethane: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Chloroform: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Chloromethane: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Cobalt: 

(972 L/day)(27.5 μg/L)(g/1E+06 μg)(lb/454 g) = 5.89E-05 lb/day 

 Copper: 

(972 L/day)(1 day/24 hr)(192 μg/L)(g/1E+06 μg)(lb/454 g) = 1.71E-05 lb/hr 

 Dibromochloromethane: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 Ethylbenzene: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 Fluoride: 

(972 L/day)(347 μg/L)(g/1E+06 μg)(lb/454 g) = 7.43E-04 lb/day 

 Hexavalent chromium: 

(972 L/day)(365 day/yr)(381 μg/L)(g/1E+06 μg)(lb/454 g) = 2.98E-01 lb/yr 

 Lead: 

(972 L/day)(0.44 μg/L)(g/1E+06 μg)(lb/454 g) = 9.34E-07 lb/day 
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 Manganese: 

(972 L/day)(255 μg/L)(g/1E+06 μg)(lb/454 g) = 5.46E-04 lb/day 

 Mercury: 

(972 L/day)(0.66 μg/L)(g/1E+06 μg)(lb/454 g) = 1.41E-06 lb/day 

 Methylene chloride: 

(972 L/day)(365 day/yr)(30 μg/L)(g/1 E+06 μg)(lb/454 g) = 2.34E-02 lb/yr 

 Naphthalene: 

(972 L/day)(365 day/yr)(2 μg/L)(g/1E+06 μg)(lb/454 g) = 1.56E-03 lb/yr 

 n-Nitrosodi-n-dipropylamine: 

(972 L/day)(365 day/yr)(0.57 μg/L)(g/1 E+06 μg)(lb/454 g) = 4.45E-04 lb/yr 

 Pentachlorophenol: 

(972 L/day)(365 day/yr)(2 μg/L)(g/1E+06 μg)(lb/454 g) = 1.56E-03 lb/yr 

 Phenol: 

(972 L/day)(2 μg/L)(g/1E+06 μg)(lb/454 g) = 4.28E-06 lb/day 

 Selenium: 

(972 L/day)(26.9 μg/L)(g/1E+06 μg)(lb/454 g) = 6.33E-05 lb/day 

 Styrene: 

(972 L/day)(1 μg/L)(g/1 E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Tetrachloroethene: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 Toluene: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 trans-1,2-Dichloroethylene: 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

 Trichloroethene: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 

 Vanadium: 

(972 L/day)(148 μg/L)(g/1E+06 μg)(lb/454 g) = 3.17E-04 lb/day 

 Vinyl chloride: 

(972 L/day)(365 day/yr)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 7.82E-04 lb/yr 
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 Xylenes (total): 

(972 L/day)(1 μg/L)(g/1E+06 μg)(lb/454 g) = 2.14E-06 lb/day 

C2.4.3 Comparison with WAC 173-460-150 Criteria 

The small quantity emission rate (SQER) and de minimis values for toxic air pollutants, tabulated in 

WAC 173-460-150, represent values that require controls to limit potential emissions. Table C-3 

compares these values with calculated emissions. 

Table C-3. Comparison of Potential Release of Criteria and Toxic Chemicals 
from 200-DV-1 OU Perched Water with Criteria 

Constituent de minimis Constituent PTE 

PTE 

Exceeds 

de minimis? 

1,1,1-Trichloroethane 6.57 lb/day 0.00000214 lb/day No 

1,1,2,2-Tetrachloroethane 0.165 lb/yr 0.000782 lb/yr No 

1,1,2-Trichloroethane 0.6 lb/yr 0.000782 lb/yr No 

1,1-Dichloroethane 6 lb/yr 0.000782 lb/yr No 

1,1-Dichloroethene 1.31 lb/day 0.00000214 lb/day No 

1,2-Dichloroethane 0.369 lb/yr 0.000782 lb/yr No 

1,2-Dichloropropane 0.959 lb/yr 0.000782 lb/yr No 

1,4-Dichlorobenzene 0.872 lb/yr 0.00102 lb/yr No 

1,4-Dioxane 1.25 lb/yr 0.0352 lb/yr No 

2,4-Dinitrotoluene 0.107 lb/yr 0.000391 lb/yr No 

2-Butanone 32.9 lb/day 0.00000214 lb/day No 

2-Methylphenol (cresol, o-) 3.94 lb/day 0.00000428 lb/day No 

3+4 Methylphenol (cresol, m+p) 3.94 lb/day 0.00000428 lb/day No 

4-Methyl-2-pentanone 19.7 lb/day 0.00000214 lb/day No 

Arsenic 0.00291 lb/yr 0.0226 lb/yr Yes 

Benzene 0.331 lb/yr 0.000782 lb/yr No 

Beryllium 0.004 lb/yr 0.00313 lb/yr No 

Bis(2-ethylhexyl) phthalate 0.4 lb/yr 0.00461 lb/yr No 

Bromodichloromethane 0.259 lb/yr 0.000782 lb/yr No 

Bromoform 8.72 lb/yr 0.000782 lb/yr No 

Bromomethane 0.0629 lb/day 0.00000214 lb/day No 

Cadmium 2.28E-03 lb/yr 0.00711 lb/yr Yes 
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Table C-3. Comparison of Potential Release of Criteria and Toxic Chemicals 
from 200-DV-1 OU Perched Water with Criteria 

Constituent de minimis Constituent PTE 

PTE 

Exceeds 

de minimis? 

Carbon disulfide 4.26 lb/day 0.00000214 lb/day No 

Carbon tetrachloride 0.228 lb/yr 0.00250 lb/yr No 

Chlorobenzene 6.57 lb/day 0.00000214 lb/day No 

Chloroethane 197 lb/day 0.00000214 lb/day No 

Chloroform 0.417 lb/day 0.00000214 lb/day No 

Chloromethane 0.591 lb/day 0.00000214 lb/day No 

Cobalt 0.000657 lb/day 0.0000589 lb/day No 

Copper 0.011 lb/hr 0.0000171 lb/hr No 

Dibromochloromethane 0.355 lb/yr 0.000782 lb/yr No 

Ethylbenzene 3.84 lb/yr 0.000782 lb/yr No 

Fluoride 0.0854 lb/day 0.000743 lb/day No 

Hexavalent chromium 0.000064 lb/yr 0.298 lb/yr Yes 

Lead 10 lb/day 0.000000934 lb/day No 

Manganese 0.000263 lb/day 0.000546 lb/day Yes 

Mercury 0.0005.91 lb/day 0.00000141 lb/day No 

Methylene chloride 9.59 lb/yr 0.0234 lb/yr No 

Naphthalene 0.282 lb/yr 0.00156 lb/yr No 

n-Nitrosodi-n-dipropylamine 0.0048 lb/yr .000454 lb/yr No 

Pentachlorophenol 2.08 lb/yr 0.00156 lb/yr No 

Phenol 1.31 lb/day 0.00000428 lb/day No 

Selenium 0.131 lb/day 0.0000633 lb/day No 

Styrene 5.91 lb/day 0.00000214 lb/day No 

Tetrachloroethene 1.62 lb/yr 0.000782 lb/yr No 

Toluene 32.9 lb/day 0.00000214 lb/day No 

trans-1,2-Dichloroethylene 5.3 lb/day 0.00000214 lb/day No 

Trichloroethene 4.8 lb/yr 0.000782 lb/yr No 

Vanadium 0.00131 lb/day 0.000317 lb/day No 

Vinyl chloride 0.123 lb/yr 0.000782 lb/yr No 
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Table C-3. Comparison of Potential Release of Criteria and Toxic Chemicals 
from 200-DV-1 OU Perched Water with Criteria 

Constituent de minimis Constituent PTE 

PTE 

Exceeds 

de minimis? 

Xylenes (total) 1.45 lb/day 0.00000214 lb/day No 

OU = operable unit 

PTE = potential to emit 

 

Four metals (arsenic, cadmium, hexavalent chromium, and manganese) were the only constituents to 

exceed their de minimis value. To determine the concentration of vapor released to the atmosphere 

(vapor partition) from each metal, Henry’s law is applied using a calculated Henry’s law constant. 

The PTE is recalculated for the vapor concentration using the formula: 

lb/WAC 173-460-150 Table time unit =  

(volume water discharged in L)(contaminant concentration) 

The results of the step two process are summarized in Table C-4 assigned to the HEPA filter and the 

abated PTE is calculated using the following formula: 

Abated PTE (lb/yr) = (vapor partition PTE [lb/yr])(0.01) 

The abated arsenic vapor partition is 0.000128 lb/yr and is below the 0.05811 lb/yr SQER contained in 

WAC 173-460-150. HEPA filtration is considered adequate as best available control technology for toxics 

for arsenic. 

Table C-4. Vapor Partition Calculation 

Constituent 

Liquid 

Concentration 

(µg/L) 

Vapor 

Pressure 

(Calculated 

Atmosphere)a 

Henry’s Law 

Constant 

(Calculated 

Dimensionless)b 

Vapor 

Partition 

Concentration 

(µg/L)c PTEd 

Arsenic 28.9 1.84E-04 5.65E-01 1.63E+01 1.28E-02 lb/yr 

Cadmium 9.1 3.22E-13 1.49E-09 1.35E-08 1.06E-11 lb/yr 

Hexavalent 

chromium 
381 4.30E-54 9.18E-51 3.50E-48 2.73E-51 lb/yr 

Manganese 255 2.45E-34 5.51E-31 1.41E-28 3.01E-34 lb/day 

a. Formula: ln (P1/P2) = -(Hvap/R) (1/T1-1/T2) [i.e., P1 = exponent(-(344.3 kJ/mol × 1,000 J/kJ) × (1/298.15 – 1/2,942.15)) ÷ 

0.987]. Data obtained from New York University Physics Laboratory web page vapor pressure table and periodictable.com 

data provided by Mathmatica’s ElementData function from Wolfram Research Inc.; accessed online June 23, 2014. 

b. Formula: Hcc = ((VP × M)/S) × 41 [e.g., Hcc = ((6.30E-55 atmosphere × 51.996 g/mol). ÷ 1 mg/L) × 41]. 

c. Formula: Conc air = Conc H20 × Hcc [e.g., Conc. air = 381 µg/L × 1.34E-51]. 

d. Formula: lb/yr = (volume water discharged in L) (contaminant concentration) [e.g., lb/yr = 972 L/day × 365 days × 

5.12 E-49 µg/L × 1 g/1E+06 µg × 1 lb/454 g]. 

PTE = potential to emit 
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C3 Emission Controls 

Based on analysis of the potential radiological emissions, and criteria and toxic emissions, to the 

atmosphere and available control technologies, the following controls have been selected for use during 

the remedial action: 

 The aboveground air-handling systems will employ a chiller/condenser to remove a portion of the 

water vapor (for the purposes of collecting samples and protecting the blower and filter) and to reduce 

potential air emissions. 

 One stage of HEPA type filtration will remove potential particulates. The HEPA type is intended to 

reflect nonstandard application of HEPA abatement, not meeting engineered specifications of the 

applicable standards. The filter will be replaced at least annually (±6 months of the previous 

installation date) because of the high water vapor content of the well vent effluent. 
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C4 Monitoring 

Based on an analysis of the unabated release potential for radiological emissions, the emission unit has 

a PTE of less than 0.1 mrem/yr total effective dose equivalent to the MEI (minor source). Specifically, 

the calculated unabated annual total effective dose equivalent to the MEI for the deep vadose zone 

perched water pumping/pore water extraction removal action at well 299-E33-344 is 1.03E-04 mrem/yr. 

This activity is considered a minor source that requires only periodic confirmatory measurement. 

In the context of as low as reasonably achievable and worker protection, the following actions will be 

required based on radiological monitoring: 

 If contamination surveys in the ventilation exhaust port exceed 1,000 disintegrations per minute 

(dpm)/100 cm2 beta-gamma or 20 dpm/100 cm2 alpha, then suspend work, secure ventilation, and 

investigate the source of the contamination. 

 If the low-volume air sample results at the ventilation exhaust exceed 0.3 derived air concentration 

after allowing for decay of naturally occurring radionuclides, then suspend work, secure ventilation, 

and investigate the source of the contamination. 

Based on an analysis of the unabated release potential for criteria and toxic emissions, the emission units 

at wells 299-E33-344, 299-E33-350, and 299-E33-351 will have the potential to exceed the de minimis 

limit for arsenic (2.91E-03 lb/yr); specifically, the calculated unabated release of arsenic is 

2.26E-02 lb/yr. Application of the controls defined in Section C3, particularly the HEPA filter, will 

reduce emissions by at least a factor of 10, which is less than the SQER. 
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1 Introduction 

This sampling and analysis plan (SAP) describes the field sampling activities for the 200-DV-1 Operable 

Unit (OU) to support implementation of a non-time-critical removal action in accordance with 

DOE/RL-2014-37, Removal Action Work Plan for 200-DV-1 Operable Unit Perched Water Pumping/ 

Pore Water Extraction (hereafter referred to as the removal action work plan [RAWP]). The removal 

action for remediating perched water was selected in DOE/RL-2014-34, Action Memorandum for 

200-DV-1 Operable Unit Perched Water Pumping/Pore Water Extraction. The selected remedy consists 

of pumping/extracting water from the 200-DV-1 OU perched zone underlying the B Tank Farm complex 

in the 200 East Area and transferring the water by tanker truck (or pipeline) to the 200 West Pump and 

Treat (P&T), where the water is treated to remove contaminants and then injected into the aquifer beneath 

the 200 West Area. 

This removal action will minimize the release, or the threat of release, of hazardous substances from the 

200-DV-1 OU perched water zone to the underlying aquifer in the 200-BP-5 OU. The removal action is 

designed to recover as much perched water as practical while awaiting issuance of the 200-DV-1 OU 

Record of Decision (ROD). When the 200-DV-1 OU perched water wells no longer yield sufficient 

amounts of water for extraction (as agreed to by the U.S. Department of Energy [DOE], the 

U.S. Environmental Protection Agency [EPA], and the Washington State Department of Ecology 

[Ecology] [known as the Tri-Parties]), the removal action will be terminated. Additional actions, if 

needed, will be identified in the 200-DV-1 OU ROD. The removal action is consistent with the overall 

Hanford Site cleanup initiative and will, to the extent practicable, contribute to the efficient performance 

of any anticipated long-term remedial action, as required by 40 CFR 300.415(d), “National Oil and 

Hazardous Substances Pollution Contingency Plan,” “Removal Action.” 

This SAP consists of six chapters, with the remainder of this chapter addressing the project scope and 

objective, contamination and geologic background, contaminants of concern (COCs), regulatory history, 

and data quality objectives (DQOs). Chapter 2 discusses quality assurance (QA) requirements. Chapter 3 

provides the field sampling plan, and Chapter 4 addresses the waste management plan. Chapter 5 

discusses health and safety requirements, and Chapter 6 provides a reference list of the documents cited 

in this SAP. 

1.1 Project Scope and Objective 

The primary objective of this SAP is to collect and analyze perched water samples from three perched 

water extraction wells (299-E33-344, 299-E33-350, and 299-E33-351) and an aboveground container at 

the 200-DV-1 OU perched water site. Data from the perched water zone will also be obtained during the 

extraction activity. The data will be used to support treatment of the water at the 200 West P&T and to 

support decisions on adjusting, transitioning, or terminating the extraction system operations at the 

200-DV-1 OU perched water zone. 

1.2 Background 

Contaminated perched water has been encountered in the deep vadose zone in portions of the B Complex 

area since 1991. During the drilling of groundwater monitoring well 299-E33-344 for the unconfined 

aquifer in the 200-BP-5 OU, radiological contamination levels found in the perched water were higher 

than anticipated. As a result, drilling was terminated, and the well was configured as an extraction well 

for the 200-DV-1 OU perched water (SGW-39626, Borehole Summary Report for the Installation of 

Seven Groundwater Monitoring Wells at the 200-BP-5 Operable Unit, CY 2008). In August 2011, 

extraction was begun to collect information on the perched water and reduce contaminant migration to 
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the underlying aquifer. Two additional perched water extraction wells (299-E33-350 and 299-E33-351) 

were drilled and constructed in 2014 to support extraction operations and obtain additional information 

about the deep vadose zone (SGW-57488, Borehole Summary Report for the Installation of Two Perched 

Groundwater Wells in the 200-DV-1 Operable Unit, FY 2014). The extracted perched water will be 

collected in a centralized perched water container at the 200-DV-1 OU site, then transported to the 

200 West P&T for treatment. Figure 1-1 shows the locations of the Hanford Site, the 200-DV-1 OU 

perched water, and the 200 West P&T. Figure 1-2 provides a plan view of the 200-DV-1 OU perched 

water area within the B Tank Farm complex. 

The perched water contains uranium, technetium-99, nitrate, total chromium, hexavalent chromium, 

and tritium at concentrations above maximum contaminant levels (MCLs), as identified in the action 

memorandum (DOE/RL-2014-34). These contaminants are slowly moving downward, entering the 

200-BP-5 OU aquifer and contributing to groundwater contamination. Actual and threatened releases 

and the migration of hazardous substances from the perched water to the underlying aquifer present 

an imminent and substantial endangerment to human health and the environment. 

1.3 Site Geology/Hydrogeology 

The following subsections provide an overview of the stratigraphic units and geology in the 

200-DV-1 OU perched water area. 

1.3.1 Stratigraphic Units 

The geology in the perched water area is composed of the following five stratigraphic units, in 

descending order: 

 Hanford formation unit 1 (H1) (gravel dominated sequence) 

 Hanford formation unit 2 (H2) (sand-dominated sequence) 

 Cold Creek unit (CCU) – silt dominated (CCUz) (silt, fine-grained) 

 CCU – gravel dominated (CCUg) (gravel, coarse-grained) 

 Columbia River Basalt Group – bedrock 

Detailed discussion of the various stratigraphic units beneath the B Complex area is provided in 

Sections 2.3 and 2.5 of PNNL-19277, Conceptual Models for Migration of Key Groundwater Risk 

Contaminants Through the Vadose Zone and Into the Unconfined Aquifer Below the B-Complex, and in 

Chapter 3 of SGW-58147, Annual Performance Report for the 200-DV-1 Operable Unit Perched Water 

Extraction, Fiscal Year 2014. Backfill material was added to the surface during construction of the tanks, 

cribs, and trenches used in this area for liquid waste storage or disposal. The H1 underlies disturbed and 

manmade structures and consists of highly permeable gravel dominated basaltic sediment. The H2, 

a sand-dominated unit that underlies H1, extends vertically through approximately two-thirds of the 

vadose zone and is the thickest of the units. The H2 contains several thin, fine-grained, silty lenses that 

promote horizontal spreading of waste liquids that accumulate and migrate through the vadose zone. 

The CCU, which contains the perching interval, underlies H2. The Columbia River Basalt Group forms 

the bedrock and bottom of the unconfined aquifer and lies just a few meters below the bottom of the CCU 

perching silt layer (CCUz). Highly transmissive, coarse-grained, gravelly deposits (CCUg) overlie basalt 

and form the sediment interval containing the unconfined aquifer.  
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Figure 1-1. Location of the Hanford Site, 200-DV-1 OU Perched Water, and 200 West P&T  
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Figure 1-2. Plan View of 200-DV-1 OU Perched Water Area  
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1.3.2 Perched Water Zone Geology 

Perched water is contained within a localized sand lens deposited in a structural low on top of 

a low-permeability paleosol (silt) layer (CCUz) in the CCU. The top of the sand lens is defined at 

approximately 67 m (220 ft) below ground surface based on geophysical logs; the maximum thickness of 

the sand lens is roughly 4.6 m (15 ft). The lateral and vertical extent of the perched water is limited to the 

region containing the sand lens and underlying silt zone. The bottom of the perched sand lens is about 

4.6 m (15 ft) above the unconfined aquifer at its lowest point. The underlying silt layer forms a natural 

barrier that slows contaminant migration from the perched water within the sand lens to the underlying 

200-BP-5 OU. Liquid wastes containing uranium, technetium-99, and nitrate have migrated vertically and 

laterally in the subsurface and have accumulated in the perched water within the vadose zone sand lens. 

The areal extent of the perched water is estimated to be 19,175 m2 (206,398 ft2). Detailed information on 

the estimated extent is provided in PNNL-22499, Perched-Water Evaluation for the Deep Vadose Zone 

Beneath the B, BX, and BY Tank Farms Area of the Hanford Site. The conceptual site model and detailed 

information for the perched water zone are provided in SGW-58147. Figure 1-3 provides a cross-sectional 

view showing the geology of the perched water area. The location of the cross section is shown in 

Figure 1-2. 

 

Figure 1-3. Southwest-Northeast Cross Section of the 200-DV-1 OU Perched Water Area 

1.3.3 Sources of Perched Water Contamination 

Contaminated perched water has been encountered in the deep vadose zone in portions of the B Complex 

area since 1991. The B Complex area includes waste sites in the 200-DV-1 OU and the single-shell 

B, BX, and BY Tank Farms in Waste Management Area B-BX-BY. Data collected to date suggest that 

the perched water zone extends from the east-central portion of the BX Tank Farm, northeast to the 
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216-B-8 Crib (Figure 1-2). The major sources of the contaminated water are thought to be the 

200-DV-1 OU waste sites (e.g., 216-B-7A&B and 216-B-8 Cribs), which were used for subsurface 

infiltration of liquid wastes, and single-shell tank 241-BX-102, which released liquid waste to the 

subsurface when it was inadvertently overfilled (SGW-58147). 

1.4 Regulatory History 

Perched water extraction was initiated in August 2011 in the first phase of a treatability test. The first 

phase is referred to as “gravity drain” because recharge of the extraction well occurs naturally. Two 

additional phases of perched water extraction may also be considered. The second phase of perched water 

pumping would add a vacuum system to accelerate recharge into the well. Based on the results of the 

enhanced perched water pumping using the vacuum system, a third phase could be implemented to extract 

pore water in the perched zone. The treatability test is described in DOE/RL-2011-40, Field Test Plan for 

the Perched Water Pumping/Pore Water Extraction Treatability Test, and DOE/RL-2011-37, Sampling 

and Analysis Plan for the Perched Water Pumping/Pore Water Extraction Treatability Test. As of 

September 30, 2014, the vacuum-enhanced recovery and the pore water extraction phases of the treatability 

test plan have not been implemented because the natural recharge rate has been sufficient to maintain 

pumping from the extraction well. 

In January 2014, DOE/RL-2013-37, Engineering Evaluation/Cost Analysis for Perched Water 

Pumping/Pore Water Extraction, was prepared to evaluate alternatives for continued extraction of 

perched water as a non-time-critical removal action under the Comprehensive Environmental Response, 

Compensation, and Liability Act of 1980 (CERCLA). A 30-day public and Tribal Nations review of the 

engineering evaluation/cost analysis was held from February 3 through March 3, 2014. The action 

memorandum (DOE/RL-2014-34) that documents selection of the alternative for extraction and treatment 

of the perched water as a non-time-critical removal action was issued in December 2014. The removal 

action is being implemented in accordance with the RAWP (DOE/RL-2014-37). This SAP describes the 

field activities for the collection of water samples and perched water zone physical and chemical 

characteristics in support of the RAWP. 

1.5 Contaminants 

Contaminants identified in the 200-DV-1 OU perched water include both radioactive and chemical 

hazardous substances. The COCs established for this removal action apply to water removed from the 

perched water zone for treatment and not to the perched water layer remaining in the deep vadose zone. 

Table 1-1 lists the COCs and other radioactive and nonradioactive constituents in perched water samples 

obtained from well 299-E33-344, as identified in Table 1 of the action memorandum (DOE/RL-2014-34). 

These additional constituents were determined not to pose an impact to the 200 West P&T. The COCs, 

with the exception of tritium, will be treated at the 200 West P&T to below MCLs to meet the P&T 

injection criteria. There is no treatment method for tritium, but the resulting combined discharge 

concentration from the 200 West P&T is expected to be below the MCL for tritium. 

1.6 Data Quality Objectives Summary 

The DQO process is a strategic planning approach for defining the criteria that a data collection design 

should satisfy for the current SAP objectives. The DQO process ensures that the type, quantity, and 

quality of environmental data used in decision-making are appropriate for the intended application. This 

section presents a summary of the key outputs resulting from the DQO process. 
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Table 1-1. Contaminants in 200-DV-1 OU Extracted Perched Water 

COCs MCL Units Basis 

Uranium 30 µg/L Federal/state MCL 

Technetium-99 900 pCi/L Federal/state MCL 

Nitrate as N 10,000 µg/L Federal/state MCL 

Chromium (total) 100 µg/L Federal/state MCL 

Hexavalent chromium 48a µg/L MTCA, Method B 

Tritium 20,000 pCi/L Federal/state MCL 

Non-COCs MCL Units Basis 

Carbon-14 2,000 pCi/L Federal/state MCL 

Iodine-129 1 pCi/L Federal/state MCL 

Arsenic 10 µg/L Federal/state MCL 

Calcium b   

Iron 300c µg/L Federal/state MCL 

Sodium b   

Chloride 250c mg/L Federal/state MCL 

Fluoride 4 mg/L Federal/state MCL 

Nitrite as N 1 mg/L Federal/state MCL 

Sulfate 250c mg/L Federal/state MCL 

a. Final cleanup level identified in EPA et al., 2008, Record of Decision, Hanford 200 Area 200-ZP-1 Superfund Site, Benton 

County, Washington; and WAC 173-340-720, “Model Toxics Control Act–Cleanup,” “Groundwater Cleanup Standards.” 

b. Does not have an MCL. 

c. Secondary MCL. 

COC = contaminant of concern 

MCL = maximum contaminant level 

MTCA = Model Toxics Control Act 

 

1.6.1 Step 1 ― State the Problem 

Data are needed regarding the perched water to support the water treatment at the 200 West P&T; to 

further characterize the perched zone; and to support the decision-making process regarding making 

adjustments to the system, transitioning to vacuum-enhanced recovery, and terminating the 

removal action. 

At this time, it is not known how long gravity drain extraction will continue before vacuum-enhanced 

recovery can be implemented, or how long after that time the removal action can be terminated. 



DOE/RL-2014-51, REV. 0 

1-8 

Individual problem statements have been developed to define the scope of the data collection. Each 

problem statement identifies a condition or conditions that require measurement and observation data to 

meet specific data needs. In some instances, the same data may fill data needs for more than one 

problem statement: 

 Problem statement #1: Contaminants are found in perched water at the 200-DV-1 OU and pose 

a risk to the underlying unconfined aquifer in the 200-BP-5 OU. 

 Problem statement #2: The extracted perched water data (concentration and volume) need to be 

quantified to support the treatment at the 200 West P&T. 

 Problem statement #3: The perched zone needs to be better characterized to support decisions on 

making adjustments to the extraction system, transitioning to vacuum-enhanced recovery, or 

terminating the removal action. 

1.6.2 Step 2 ― Identify the Goals of the Study 

This step of the DQO process involves identifying the key principal study questions (PSQs) that the 

study attempts to address. The PSQs correspond to the problem statements identified in Section 1.6.1. 

The PSQs are then given alternative actions (AAs) and decision statements (DSs), which suggest paths to 

take, depending on the conditions found. The PSQs and their associated DSs for this study are identified 

in Table 1-2. 

Table 1-2. PSQs and Corresponding DSs 

PSQ #1: Do the COCs listed in Table 1-1 have concentrations (in the single centralized perched 

water container at the 200-DV-1 OU extraction site) above their MCLs and warrant treatment at the 

200 West P&T? 

AA #1-1  If yes, treat at the 200 West P&T. 

AA #1-2  
If no, transport the contents of the perched water container for treatment at the 200 West P&T and 

discuss with decision makers the option of discontinuing all future recovery actions. 

DS #1: Determine whether the COC concentrations in the single centralized perched water container at the 

200-DV-1 OU extraction site are above MCLs and, therefore, warrant treatment at the 200 West P&T, or if the 

option of discontinuing all future recovery actions should be discussed with decision makers after the contents of 

the perched water container are treated at the 200 West P&T. 

PSQ #2: Are the concentrations of COCs and the volume of water (in the single centralized perched water 

container at the 200-DV-1 OU extraction site) sufficient to allow for calculating the mass of COCs 

recovered to support the blending operation at the 200 West P&T? 

AA #2-1 If yes, calculate the mass of COCs recovered. 

AA #2-2 
If no, collect necessary data on the concentration and volume needed to calculate the mass of 

COCs recovered. 

DS #2: Determine whether the data on the concentration of COCs and volume are sufficient to allow for 

calculating the mass of the COCs recovered to support the blending operation at the 200 West P&T, or if 

additional concentration and volume data are needed. 



DOE/RL-2014-51, REV. 0 

1-9 

Table 1-2. PSQs and Corresponding DSs 

PSQ #3: Do the removed masses of the COCs listed in Table 1-1 in the single centralized perched water 

container justify continued extraction to protect groundwater?  

AA #3-1 If yes, continue extracting perched water to protect groundwater.  

AA #3-2 If no, discuss with decision makers the option of discontinuing all future recovery actions.  

DS #3: Determine whether the removed masses of the COCs listed in Table 1-1 in the single centralized perched 

water container justify continued extraction to protect groundwater, or if decision makers should discuss the 

option of discontinuing all future recovery actions.  

PSQ #4: Do the data from each extraction well (e.g., concentrations, masses, volumes, and flow rates) 

indicate the need for adjusting the performance of individual wells? 

AA #4-1 If no, continue current extraction operations. 

AA #4-2 If yes, adjust the individual wells to optimize extraction well performance. 

DS #4: Determine whether the data from each extraction well indicate the need for adjusting the performance of 

the individual wells to optimize extraction well performance, or if current extraction operations should continue.  

PSQ #5: Do the extraction system data and perched water zone data indicate the need to adjust the system, 

transition to vacuum-enhanced recovery, or terminate the removal action? 

AA #5-1 Continue the current gravity drain operation. 

AA #5-2 Adjust the system to optimize gravity drain extraction. 

AA #5-3 Transition to the vacuum-enhanced recovery system. 

AA #5-4 Terminate the removal action. 

DS #5: Determine whether the extraction system data and perched water zone data indicate the need to adjust the 

system, transition to vacuum-enhanced recovery, or terminate the removal action, or if current extraction 

operations should continue. 

AA = alternative action 

COC = contaminant of concern 

DS = decision statement 

MCL = maximum contaminant level 

OU = operable unit 

P&T = pump and treat 

PSQ = principal study question 

 

1.6.3 Step 3 ― Identify Information Inputs 

This step of the DQO process identifies the types and sources of information needed to resolve each of 

the DSs. Data may already exist, or it may be derived from computational or sampling and 

analysis methods. 

The problem statements and respective PSQs are associated with specific data needs. Table 1-3 identifies 

the required data, whether the data currently exist, and if additional data are required for each DS. 
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Table 1-3. Required Information and Reference Sources 

DS# Required Data 

Do Data 

Exist? 

(Yes/No) 

Source 

Reference 

Sufficient 

Quality? 

(Yes/No) 

Additional 

Information 

Required? 

(Yes/No) 

1 Contaminant concentrations (in the centralized perched water container at the 200-DV-1 OU site) No N/A N/A Yes 

2 Contaminant concentrations and volume (in the centralized perched water container at the 

200-DV-1 OU site) 
No N/A N/A Yes 

3 Total removed mass of contaminants (calculated by using the volume and concentrations from the 

single centralized perched water container prior to each transfer) 
No N/A N/A Yes 

4 Mass of contaminants 

Extracted volume 

Contaminant concentrations 

Water level 

Barometric pressure 

Flow rate 

Recovery rate during cyclic pumping operations 

No N/A N/A Yes 

5 Contaminant concentrations (each well and perched water container) 

Volume (each well and perched water container) 

Water level (each well) during pumping and periodically for static conditions (no pumping 

recovered) 

Flow rate (each well) 

Pumping test data including transient water levels during drawdown and recovery elements of 

the test 

Recovery rate during cyclic pumping operations 

Recharge rate 

Barometric pressure 

No N/A N/A Yes 

DS = decision statement 

N/A = not applicable 

OU = operable unit 
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1.6.4 Step 4 ― Define the Boundaries of the Study 

This step of the DQO process identifies the target population of interest and the spatial and temporal 

features pertinent for decision-making. Specific spatial and temporal boundaries are identified for the 

200-DV-1 OU. 

The physical boundaries constrain data collection to the extracted 200-DV-1 OU perched water, 

specifically from wells 299-E33-344, 299-E33-350, and 299-E33-351 and the centralized perched water 

container. The COCs established for this removal action apply to water removed from the perched water 

zone for treatment and not to the perched water layer remaining in the deep vadose zone. 

Temporal boundaries are related to frequency, timing, and duration of measurements and observations. 

Frequency is how often a sample is collected from a location. Timing is driven by the perched water 

thickness and extent, which will affect the duration of pumping cycles and the total volume extracted over 

time. The timing for sample collection is related to these cycles and the need for emptying the 

aboveground perched water container. Data for process control and monitoring hydraulic conditions using 

sensors will require a frequency commensurate with the data use. For instance, during hydraulic testing, 

these data are needed on the order of seconds; during normal operations, these data are needed at 

minute-to-hour frequencies. 

1.6.5 Step 5 ― Develop the Decision Rules 

The DSs are developed during the DQO process to consolidate potential questions and AAs. Decision 

rules (DRs) are generated from the DSs. A DR is an “IF…THEN…” statement that incorporates the 

parameter of interest, unit of decision-making, action level, and action(s) that would result from 

resolution of the decision. Table 1-4 presents the DSs that were identified in Section 1.6.2 and the DRs. 

The DRs are not explicitly quantitative because the purpose of the evaluation is to assess when changes 

to the system will occur and whether sufficient data can be obtained to support the 200 West P&T. 

Data generated for this SAP will be appropriately applied to the DRs. 

1.6.6 Step 6 ― Specify Tolerable Limits on Decision Errors 

As explained for the DSs and DRs, the evaluation is based on qualitative criteria rather than quantitative 

statistical analyses. The test location and the sampling and analysis activities are based on professional 

judgment for acquiring information that will resolve the DRs. Professional judgment includes an 

evaluation of laboratory testing and modeling/numerical simulations. 

1.6.7 Step 7 ― Develop the Plan for Obtaining Data 

Step 7 presents the final sampling and analysis design based on all of the information generated in Step 1 

through Step 6. The perched water monitoring locations and sampling frequencies that meet the data 

needs associated with the PSQs are provided in the field sampling plan (Chapter 3 of this SAP). 

1.7 Project Schedule 

This SAP provides instruction for sampling activities that support the 200-DV-1 OU perched water 

removal action until the removal action is terminated, as agreed to by the Tri-Parties. The sampling 

activities will be scheduled by the Sample Management and Reporting (SMR) organization. The sample 

management integrated lifecycle environment will be used to track overlapping requirements in order to 

reduce the number of sampling trips. 
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Table 1-4. Summary of DSs and DRS 

Decision Statement Decision Rule 

DS #1: Determine whether the COC concentrations in 

the single centralized perched water container at the 

200-DV-1 OU extraction site are above MCLs and, 

therefore, warrant treatment at the 200 West P&T, or if 

the option of discontinuing all future recovery actions 

should be discussed with decision makers after the 

contents of the perched water container are treated at 

the 200 West P&T. 

DR #1: If the COC concentrations in the single 

centralized perched water container at the 

200-DV-1 OU extraction site are above MCLs and, 

therefore, warrant treatment at the 200 West P&T, then 

continue the P&T operation; otherwise, transport the 

contents of the perched water container for treatment at 

the 200 West P&T and discuss with the decision 

makers the option of transitioning to vacuum-enhanced 

recovery or discontinuing all future recovery actions 

DS #2: Determine whether the COC concentrations 

and volume data are sufficient to allow for calculating 

the mass of the COCs recovered to support the 

blending operation at the 200 West P&T, or if 

additional concentration and volume data are needed.  

DR #2: If the COC concentrations and volume data are 

sufficient to allow for calculating the mass of the 

COCs recovered to support the blending operation at 

the 200 West P&T, then calculate the mass of COCs 

recovered; otherwise, collect COC concentration and 

volume data as needed to calculate the mass of 

COCs recovered. 

DS #3: Determine whether the masses of the COCs 

listed in Table 1-1 in the single centralized perched 

water container justify continued extraction to protect 

groundwater, or if decision makers should discuss the 

option of discontinuing all future recovery actions. 

DR #3: If the total removed contaminant mass from 

the perched water for the COCs (listed in Table 1-1) 

justifies continued extraction to protect groundwater, 

then continue the extraction operation; otherwise, 

discuss with decision makers the option of 

discontinuing all future recovery actions. 

DS #4: Determine whether the data from each 

extraction well indicate the need for adjusting the 

performance of the individual wells to optimize 

extraction well performance, or if current extraction 

operations should continue. 

DR #4: If the data from each well indicate the need for 

adjusting the well extraction system to optimize 

performance, then adjust as necessary; otherwise, 

continue current extraction operations. 

DS #5: Determine whether extraction system data and 

perched water zone data indicate the need to adjust the 

system, transition to vacuum-enhanced recovery, or 

terminate the removal action, or if current extraction 

operations should continue. 

DR #5: If the extraction system data and perched water 

zone data indicate the need to adjust the system, 

transition to vacuum-enhanced recovery, or terminate 

the removal action, then proceed with the necessary 

action; otherwise, continue current 

extraction operations. 

COC = contaminant of concern 

DR = decision rule 

DS = decision statement 

MCL = maximum contaminant level 

OU = operable unit 

P&T = pump and treat 
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2 Quality Assurance Project Plan 

A quality assurance project plan (QAPjP) establishes the quality requirements for environmental data 

collection. It includes planning, implementation, and assessment of sampling tasks, field measurements, 

laboratory analysis, and data review. This chapter describes the applicable environmental data collection 

requirements and controls based on the QA elements found in EPA/240/B-01/003, EPA Requirements for 

Quality Assurance Project Plans, EPA QA/R-5; and DOE/RL-96-68, Hanford Analytical Services Quality 

Assurance Requirements Document (HASQARD). Sections 6.5 and 7.8 of Ecology et al., 1989b, Hanford 

Federal Facility Agreement and Consent Order Action Plan (also known as the Tri-Party Agreement 

Action Plan) require that the QA/quality control (QC) and sampling and analysis activities to specify the 

QA requirements for treatment, storage, and disposal units, as well as for past-practice processes. 

This QAPjP also describes the applicable requirements and controls based on guidance found in Ecology 

Publication No. 04-03-030, Guidelines for Preparing Quality Assurance Project Plans for Environmental 

Studies, and EPA/240/R-02/009, Guidance for Quality Assurance Project Plans, EPA QA/G-5. 

This QAPjP is intended to supplement the contractor’s environmental QA program plan. 

This QAPjP is divided into four sections that describe the quality requirements and controls applicable to 

the 200-DV-1 OU perched water activities: project management, data generation and acquisition, 

assessment and oversight, and data review and usability. 

2.1 Project Management 

This section addresses project goals, the planned management approaches, and planned 

output documentation. 

2.1.1 Project Organization 

The contractor, or its approved subcontractor, is responsible for planning, coordinating, sampling, and 

shipping samples to the laboratory. The contractor is also responsible for preparing and maintaining 

configuration control of the SAP and assisting the DOE Richland Operations Office (DOE-RL) project 

manager in obtaining approval of the SAP and future proposed revisions to the SAP. Project organization 

(regarding routine groundwater monitoring) is described in the following sections and is illustrated in 

Figure 2-1. 

2.1.1.1 Regulatory Lead 

The lead regulatory agency is responsible for regulatory oversight of cleanup projects and activities. 

The lead regulatory agency has SAP approval authority for the OUs it manages and works with DOE-RL 

to resolve concerns over the work described in this SAP in accordance with Ecology et al., 1989a, 

Hanford Federal Facility Agreement and Consent Order (Tri-Party Agreement). 

2.1.1.2 DOE-RL Project Manager 

The DOE-RL project manager is responsible for the following: 

 Monitoring the contractor’s performance of activities under CERCLA, the Resource Conservation 

and Recovery Act of 1976 (RCRA), the Atomic Energy Act of 1954, and the Tri-Party Agreement 

(Ecology et al., 1989a) for the Hanford Site 

 Obtaining lead regulatory agency approval of the SAP 

 Authorizing field sampling activities 
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 Approving the SAP 

 Functioning as the primary interface with regulators 

 

Figure 2-1. Project Organization 

2.1.1.3 DOE-RL Technical Lead 

The DOE-RL technical lead is responsible for the following: 

 Providing day-to-day oversight of contractor workscope performance 

 Working with the contractor and the regulatory agencies to identify and resolve technical issues 

 Providing technical input to the DOE-RL project manager 

2.1.1.4 Operable Unit Project Manager 

The OU project manager is responsible and accountable for the following: 

 Maintaining responsibility for project-related activities 

 Coordinating with DOE-RL, the regulators, and contactor management in support of sampling 

activities to ensure that work is performed safely and cost effectively 
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 Managing sampling documents and requirements, field activities, and subcontracted tasks, and 

ensuring that the project file is properly maintained 

2.1.1.5 Operable Unit Technical Lead 

The OU technical lead is responsible for the following: 

 Developing specific sampling design, analytical requirements, and QC requirements, either 

independently or as defined through a systematic planning process 

 Ensuring that the sampling and analysis activities, as delegated by OU project manager, are 

performed in accordance with the SAP 

 Working closely with the environmental compliance officer (ECO), the QA organization, the Health 

and Safety organization, the field work supervisor (FWS), and the SMR organization to integrate 

these and other technical disciplines in planning and implementing the workscope 

2.1.1.6 Environmental Compliance Officer 

The ECO is responsible for the following: 

 Providing technical oversight, direction, and acceptance of project and subcontracted 

environmental work 

 Developing appropriate mitigation measures to minimize adverse environmental impacts 

 Reviewing plans, protocols, and technical documents to ensure environmental requirements have 

been addressed 

 Identifying environmental issues affecting operations and developing cost-effective solutions 

 Responding to environmental/regulatory issues or concerns 

 Overseeing project implementation for compliance with applicable internal and external 

environmental requirements 

2.1.1.7 Quality Assurance 

The QA point of contact is responsible for the following: 

 Addressing QA issues on the project 

 Overseeing implementation of the project QA requirements 

 Reviewing project documents (including DQO summary reports, QAPjPs, and SAPs) 

 Reviewing data validation reports from third-party data validation contractors, as appropriate 

 Participating in QA assessments on sample collection and analysis activities, as appropriate 

2.1.1.8 Health and Safety Organization 

The Health and Safety organization is responsible for the following: 

 Coordinating industrial safety and health support within the project in accordance with the health 

and safety program, job hazard analyses, and other pertinent federal regulations 
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 Assisting project personnel in complying with the applicable health and safety program 

 Coordinating with the Radiological Engineering organization to determine personal protective 

equipment requirements 

2.1.1.9 Radiological Engineering Organization 

The Radiological Engineering organization is responsible for the following: 

 Coordinating radiological engineering and project health physics support 

 Conducting as low as reasonably achievable (ALARA) reviews, exposure and release modeling, 

and radiological controls optimization 

 Identifying radiological hazards and ensuring that appropriate controls are implemented to maintain 

worker exposures to hazards at ALARA levels 

 Interfacing with the project Health and Safety representative and other appropriate personnel, as 

necessary, to plan and direct project radiological control technician (RCT) support 

2.1.1.10 Sample Management and Reporting Organization 

The SMR organization is responsible for the following activities: 

 Providing interface between the OU technical lead, Field Sampling Operations (FSO), the 

Well Maintenance organization, and the analytical laboratories 

 Generating field sampling documents, labels, and instructions for field sampling personnel 

 Developing the sample authorization form (SAF), which provides information and instruction to 

the analytical laboratories 

 Providing instructions to the FSO nuclear chemical operators (NCOs) (samplers) on the collection 

of samples as specified in the SAP 

 Monitoring the entire sampling and data process 

 Coordinating laboratory analytical work and ensuring that the laboratories conform to Hanford Site 

QA requirements (or their equivalent), as approved by the Tri-Parties 

 Resolving sample documentation deficiencies or issues associated with FSO, laboratories, or 

other entities to ensure that project needs are met 

 Receiving analytical data from the laboratories 

 Ensuring that data are uploaded into the Hanford Environmental Information System (HEIS) database 

 Arranging for and overseeing data validation, as requested 

 Informing the OU project manager and/or OU technical lead of any issues reported by 

analytical laboratories 
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2.1.1.11 Analytical Laboratories 

The analytical laboratories are responsible for the following: 

 Analyzing samples in accordance with established methods 

 Providing data packages containing analytical and QC results 

 Providing explanations in response to resolution of analytical issues 

 Meeting the requirements of this plan 

 Being on the Mission Support Alliance evaluated suppliers list 

 Being accredited by Ecology for the analyses performed for the Soil and Groundwater Remediation 

Project (S&GRP) 

2.1.1.12 Waste Management Organization 

The Waste Management organization is responsible for the following: 

 Communicating policies and protocols 

 Ensuring compliance with requirements for waste storage, transportation, disposal, and tracking in 

a safe and cost-effective manner 

 Identifying waste management sampling and characterization requirements to ensure 

regulatory compliance 

 Interpreting data to determine waste designations and profiles 

 Preparing and maintaining other documents confirming compliance with waste acceptance criteria 

2.1.1.13 Field Sampling Organization 

The FSO is responsible for the following: 

 Planning, coordinating, and conducting field sampling activities 

 Working with the FWS to direct the NCOs and ensuring that they are appropriately trained 

and available, as needed 

 Reviewing the SAP with the FWS regarding field sample collection concerns, analytical 

requirements, and special sampling requirements 

 Ensuring that the sampling design is understood by the NCOs and can be performed as specified, 

which is achieved by performing mock-ups and holding practice sessions with field personnel 

 Coordinating the NCOs collecting all salient samples in accordance with sampling documentation 

 Completing field logbook entries and chain-of-custody forms, shipping paperwork, and ensuring 

delivery of samples to the analytical laboratory 

 Working with the FWS to provide technical interface between the OU project manager and the field 

crew supervisors (e.g., the drilling buyer’s technical representative [BTR], and geologist-BTR) and 

ensuring that the technical aspects of the field work are met 
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 Working in consultation with the OU project manager and SMR to resolve issues arising from the 

translation of technical requirements to field operations and coordinating resolution of 

sampling issues 

2.1.1.14 Well Maintenance 

The well maintenance manager is responsible for the following: 

 Coordinating well maintenance activities 

 Coordinating with the OU technical lead to identify field constraints that could affect perched 

water sampling 

2.1.2 Quality Objectives and Criteria 

The QA objective of this plan is to ensure the generation of analytical data of known and appropriate 

quality that are acceptable and useful for decision-making purposes. In support of this objective, statistics 

and data descriptors known as data quality indicators (DQIs) help determine the acceptability and utility 

of data to the user. The principal DQIs are precision, accuracy, representativeness, comparability, 

completeness, bias, and sensitivity, which are defined (for the purposes of this document) in Table 2-1. 

Data quality is defined by the degree of rigor in the acceptance criteria assigned to the DQIs. Typically, 

the acceptance criteria are set by the analytical method itself; however, project-specific requirements as 

indicated by DQOs may result in more stringent acceptance criteria. The applicable QC guidelines, 

DQI acceptance criteria, and levels of effort for assessing data quality are dictated by the intended use of 

the data and the requirements of the analytical method. The DQIs are evaluated during the data quality 

assessment (DQA) process (Section 2.4.3). 

2.1.3 Special Training/Certification 

A graded approach is used to ensure that workers receive a level of training commensurate with their 

responsibilities and that is compliant with applicable DOE orders and government regulations. The FWS, 

in coordination with line management, will ensure that special training requirements for field personnel 

are met. 

In addition, pre-job briefings will be conducted in accordance with work management, work release 

requirements, documented evaluation activities, and associated hazards, including the following: 

 Objective of the activities 

 Individual tasks to be performed 

 Hazards associated with the planned tasks 

 Controls applied to mitigate the hazards 

 Environment in which the job will be performed 

 Facility where the job will be performed 

 Equipment and material required 

Training records are maintained for each employee in an electronic training record database. 

The contractor’s training organization maintains the training records system. Line management confirms 

that an employee’s training is appropriate and up-to-date prior to performing any field work. 
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Table 2-1. Data Quality Indicators 

DQI Definition 

Determination 

Methodologies Corrective Actions 

Precision Precision measures the agreement among 

a set of replicate measurements. Field 

precision is assessed through the collection 

and analysis of field duplicates. Analytical 

precision is estimated by duplicate or 

replicate analyses, usually on LCSs, spiked 

samples, and/or field samples. The most 

commonly used estimates of precision are 

the relative standard deviation and, when 

only two samples are available, the relative 

percent difference. 

Use the same analytical instrument to 

make repeated analyses on the 

same sample. 

Use the same method to make repeated 

measurements of the same sample within 

a single laboratory. 

Acquire replicate field samples for 

information on sample acquisition, 

handling, shipping, storage, 

preparation, and analytical processes 

and measurements. 

If duplicate data do not meet 

the objective: 

 Evaluate apparent cause 

(e.g., sample heterogeneity). 

 Request reanalysis or remeasurement. 

 Qualify the data before use. 

Accuracy Accuracy is the closeness of a measured 

result to an accepted reference value. 

Accuracy is usually measured as a percent 

recovery. QC analyses used to measure 

accuracy include standard recoveries, 

LCSs, spiked samples, and surrogates. 

Analyze a reference material or 

reanalyze a sample to which 

a material of known concentration or 

amount of pollutant has been added 

(a spiked sample). 

If recovery does not meet the objective: 

 Qualify the data before use. 

 Request reanalysis or remeasurement. 

Representativeness Sample representativeness expresses the 

degree to which data accurately and 

precisely represent a characteristic of 

a population, parameter variations at 

a sampling point, a process condition, or 

an environmental condition. It is 

dependent on the proper design of the 

sampling program and will be satisfied by 

ensuring the approved plans were followed 

during sampling and analysis. 

Evaluate whether measurements are 

made and physical samples collected in 

such a manner that the resulting data 

appropriately reflect the environment or 

condition being measured or studied. 

If results are not representative of the 

system sampled: 

 Identify the reason for the results not 

being representative. 

 Flag for further review. 

 Review data for usability. 

 If data are usable, qualify the data for 

limited use, and define the portion of 

the system that the data represent. 

 If data are not usable, flag 

as appropriate. 

 Redefine sampling and measurement 

requirements and protocols. 
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Table 2-1. Data Quality Indicators 

DQI Definition 

Determination 

Methodologies Corrective Actions 

 Resample and reanalyze, 

as appropriate. 

Comparability Comparability expresses the degree of 

confidence with which one data set can be 

compared to another. It is dependent upon 

the proper design of the sampling program 

and will be satisfied by ensuring that the 

approved plans are followed and that 

proper sampling and analysis techniques 

are applied. 

Use identical or similar sample 

collection and handling methods, sample 

preparation and analytical methods, 

holding times, and QA protocols. 

If data are not comparable to other 

data sets: 

 Identify appropriate changes to data 

collection or analysis methods. 

 Identify quantifiable bias, 

if applicable. 

 Qualify the data as appropriate. 

 Resample or reanalyze if needed. 

 Revise sampling or analysis protocols 

to ensure future comparability. 

Completeness Completeness is a measure of the amount 

of valid data collected compared to the 

amount planned. Measurements are 

considered to be valid if they are 

unqualified or qualified as estimated data 

during validation. Field completeness is 

a measure of the number of samples 

collected versus the number of samples 

planned. Laboratory completeness is 

a measure of the number of valid 

measurements compared to the total 

number of measurements planned. 

Compare the number of valid 

measurements completed (samples 

collected or samples analyzed) with 

those established by the project’s quality 

criteria (DQOs or performance and 

acceptance criteria). 

If the data set does not meet the 

completeness objective: 

 Identify appropriate changes to data 

collection and/or analysis methods. 

 Identify quantifiable bias, 

if applicable. 

 Resample or reanalyze if needed. 

 Revise sampling or analysis protocols 

to ensure future completeness. 

Bias Bias is the systematic or persistent 

distortion of a measurement process that 

causes error in one direction (e.g., the 

sample measurement is consistently lower 

than the sample’s true value). Bias can be 

introduced during sampling, analysis, and 

data evaluation. 

Sampling bias may be revealed by 

analysis of replicate samples. 

Analytical bias may be assessed by 

comparing a measured value in a sample 

of known concentration to an accepted 

reference value or by determining the 

recovery of a known amount of 

For sampling bias: 

 Properly select and use 

sampling tools. 

 Institute correct sampling and 

subsampling procedures to limit 

preferential selection or loss of 

sample media. 
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Table 2-1. Data Quality Indicators 

DQI Definition 

Determination 

Methodologies Corrective Actions 

Analytical bias refers to deviation in one 

direction (i.e., high, low, or unknown) 

of the measured value from a known 

spiked amount. 

contaminant spiked into a sample 

(matrix spike). 

 Use sample handling procedures, 

including proper sample preservation, 

that limit the loss or gain of 

constituents to the sample media. 

Analytical data that are known to be 

affected by either sampling or analytical 

bias are flagged to indicate possible bias. 

Laboratories that are known to generate 

biased data for a specific analyte are 

asked to correct their methods to remove 

the bias as best as practicable. 

Otherwise, samples are sent to other 

laboratories for analysis. 

Sensitivity Sensitivity is the minimum concentration 

of an instrument or method that can be 

reliably measured (i.e., instrument 

detection limit or limit of quantitation). 

Determine the minimum concentration 

or attribute to be measured by 

an instrument (instrument detection 

limit) or by a laboratory (limit of 

quantitation). 

The lower limit of quantitation is the 

lowest level that can be routinely 

quantified and reported by a laboratory. 

If detection limits do not meet the 

objective: 

 Request reanalysis or remeasurement 

by using methods or analytical 

conditions that will meet the required 

detection limit or limit 

of quantitation. 

 Qualify or reject the data before use. 

Source: SW-846, Test Methods for Evaluating Solid Waste: Physical/Chemical Methods, Third Edition; Final Update V, as amended. 

DQI = data quality indicator QA = quality assurance 

DQO - data quality objective QC = quality control 

LCS = laboratory control sample 
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2.1.4 Documents and Records 

The OU project manager (or designee) is responsible for ensuring that the current version of the SAP 

is being used and for providing updates to field personnel. Version control is maintained by the 

administrative document control process. Changes to the sampling document are handled consistent 

with HASQARD (DOE/RL-96-68) and the Tri-Party Agreement Action Plan (Ecology et al., 1989b). 

The OU project manager is responsible for tracking all SAP changes, obtaining appropriate review, and 

alerting DOE-RL of these changes. Appropriate documentation will follow, in accordance with the 

requirements for the type of change. Table 2-2 summarizes the changes that may be made and their 

documentation requirements. 

Table 2-2. Change Control for Sampling Projects 

Type of Changea 

Type of Change 

(Tri-Party Agreement 

Action Planb) Action Documentation 

Minor change: Change 

has no impact on the 

sample or field analytical 

result, and little or no 

impact on performance 

or cost. Further, the 

change does not affect 

the DQOs specified in 

the SAP. 

Minor field change: 
Changes that have no 

adverse effect on the 

technical adequacy of the 

job or the work schedule. 

The field personnel 

recognizing the need for 

a field change will consult 

with the OU project 

manager (or designee) 

prior to implementing the 

field change. 

Minor field changes will 

be documented in the field 

logbook. The logbook 

entry will include the field 

change, the reason for the 

field change, and the 

names and titles of those 

approving the 

field change. 

Significant change: 
Change has 

a considerable effect on 

performance or cost but 

still allows for meeting 

the DQOs specified in 

the SAP. 

Minor change: Changes 

to approved plans that 

do not affect the overall 

intent of the plan 

or schedule. 

The OU project manager 

will inform the DOE-RL 

project manager and the 

regulatory lead of the 

change and seek 

concurrence at a unit 

managers’ meeting or 

comparable forum. 

The lead regulatory agency 

determines if there is 

a need to revise 

the document. 

Documentation of this 

change approval would be 

in the unit managers’ 

meeting minutes or 

comparable record, such 

as a change notice.c 

Fundamental change: 
Change has significant 

effect on the sample or 

the field analytical result, 

performance, or cost, and 

the change does not meet 

the requirements 

specified in the DQOs in 

the sampling document. 

Revision necessary: 
The lead regulatory 

agency determines if 

changes to approved 

plans require revision to 

the document. 

If it is anticipated that 

a fundamental change will 

require the approval of the 

regulatory lead, the 

applicable DOE-RL 

project manager will be 

notified by the OU project 

manager and will be 

involved in the decision 

prior to implementation of 

a fundamental change. 

The lead regulatory agency 

determines if the change 

requires a revision to 

the document. 

Formal revision of the 

sampling document. 
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Table 2-2. Change Control for Sampling Projects 

Type of Changea 

Type of Change 

(Tri-Party Agreement 

Action Planb) Action Documentation 

a. Consistent with DOE/RL-96-68, Hanford Analytical Services Quality Assurance Requirements Document. 

b. Consistent with Sections 9.3 and 12.4 of Ecology et al., 1989b, Hanford Federal Facility Agreement and Consent Order 

Action Plan (Tri-Party Agreement Action Plan). 

c. The Tri-Party Agreement Action Plan Action Plan, Section 9.3, defines the minimum elements of a change notice. 

DOE-RL = U.S. Department of Energy, Richland Operations Office 

DQO = data quality objective 

OU = operable unit 

SAP = sampling and analysis plan 

 

The FWS, SMR organization, and appropriate BTR are responsible for ensuring that the field instructions 

are maintained and aligned with any revisions or approved changes to the SAP. The SMR will ensure that 

any deviations from the SAP are reflected in revised paperwork for the samplers and the analytical 

laboratory. The FWS or appropriate BTR will ensure that deviations from the SAP or problems 

encountered in the field are documented appropriately (e.g., in the field logbook) in accordance with 

corrective action protocols. 

The OU project manager, FWS, or designee is responsible for communicating field corrective action 

requirements and ensuring that immediate corrective actions are applied to field activities. 

The OU project manager is also responsible for ensuring that a project files are maintained. The project 

files will contain project records or references to the storage locations. Project files may include the 

following information, as appropriate: 

 Operational records and logbooks 

 Data forms 

 Global positioning system data (a copy will be provided to SMR) 

 Inspection or assessment reports and corrective action reports 

 Field summary reports 

 Interim progress reports 

 Final reports 

 Forms required by WAC 173-160, “Minimum Standards for Construction and Maintenance of 

Wells,” and the master drilling contract 

The following records are managed and maintained by SMR personnel: 

 Field sampling logbooks 

 Perched water sample reports and field sample reports 

 Chain-of-custody forms 
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 Sample receipt records 

 Laboratory data packages 

 Analytical data verification and validation reports, if any 

 Analytical data “case file purges” (i.e., raw data purged from laboratory files) provided by offsite 

analytical laboratories 

The laboratory is responsible for maintaining, and having available upon request, the following: 

 Analytical logbooks 

 Raw data and QC sample records 

 Standard reference material and proficiency test sample data 

 Instrument calibration information 

Records may be stored in either electronic or hardcopy format. Documentation and records, regardless 

of medium or format, are controlled in accordance with work requirements and processes to ensure 

that stored records are accurate and can be retrieved. Records required by the Tri-Party Agreement 

(Ecology et al., 1989a) will be managed in accordance with the requirements therein. 

2.2 Data Generation and Acquisition 

The following sections present the requirements for analytical methods, measurement and analysis, data 

collection or generation, data handling, and field and laboratory QC. The requirements for instrument 

calibration and maintenance, supply inspections, and data management are also addressed. 

2.2.1 Analytical Methods Requirements 

Laboratory analysis performed by Pacific Northwest National Laboratory (PNNL) will be conducted in 

accordance with PNNL procedures, QC standards, and analytical performance requirements. 

Analytical method performance requirements for samples collected are presented in Table 2-3. 

In consultation with the laboratory and the OU project manager, SMR can approve changes to analytical 

methods as long as the new method is based upon a nationally recognized standard method (e.g. EPA, 

ASTM International, formerly American Society for Testing and Materials [ASTM]), and the new 

method delivers analytical data that are comparable to those provided by the old method. The new method 

must achieve project DQOs as well or better than the replaced method and must be required due to the 

nature of the sample (e.g., high radioactivity). The laboratory using the new method must be accredited 

by Ecology to perform that method. Issues that may affect analytical results are resolved by SMR in 

coordination with the OU project manager. 

2.2.2 Field Analytical Methods 

Chemical field screening and radiological field survey data used for site characteristics will be measured 

in accordance with HASQARD (DOE/RL-96-68) requirements, as applicable. Field analytical methods 

may also be performed in accordance with the manufacturers’ manuals. Chapter 3 provides the 

parameters identified for field survey analyses. 
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Table 2-3. Performance Requirements for Perched Water Analysis 

Constituent CAS No. MCL Analytical Methoda 

Highest Allowable 

PQLb Precision Accuracy 

Radionuclides (pCi/L) 

Carbon-14 14762-75-5 2,000 Carbon-14 liquid scintillation 5 

≤20 80 to 120 

Iodine-129 15046-84-1 1 
Iodine-129 liquid scintillation 

(low level) 
1 

Technetium-99 14133-76-7 900 
Technetium-99 liquid 

scintillation or GPC 
15 

Tritium 10028-17-8 20,000 Tritium liquid scintillation 400 

Inorganics – Metals (µg/L) 

Arsenic 7440-38-2 10 EPA 6010 10 

≤20 80 to 120 

Cadmium 7440-43-9 5 EPA 6010 5 

Calcium 7440-70-2 c EPA 6010 1,000 

Chromium (total) 7440-47-3 100 EPA 6010  10 

Iron 7439-89-6 300 EPA 6010 50 

Magnesium 7439-95-4 c EPA 6010 750 

Manganese 7439-96-5 50d EPA 6010  5 

Potassium 7440-09-7 c EPA 6010 4,000 

Sodium 7440-23-5 c EPA 6010 500 

Uranium (total) 7440-61-1 30 EPA 6020 15 

Inorganics – Miscellaneous (µg/L) 

Chromium (hexavalent) 18540-29-9 48e EPA 7196 10 ≤20 80 to 120 
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Table 2-3. Performance Requirements for Perched Water Analysis 

Constituent CAS No. MCL Analytical Methoda 

Highest Allowable 

PQLb Precision Accuracy 

Inorganics – Anions (µg/L) 

Chloride 16887-00-6 250,000 Anions by IC – 300.0 400 

≤20 80 to 120 

Fluoride 16984-48-8 4,000 Anions by IC – 300.0 500 

Nitrate 14797-55-8 10,000 (as N) Anions by IC – 300.0 250 

Nitrite 14797-65-0 1,000 (as N) Anions by IC – 300.0 250 

Sulfate 14808-79-8 250,000d Anions by IC – 300.0 550 

General Chemistry (µg/L) 

Bicarbonate alkalinity HCO3ALKALINITY c Alkalinity by 310.1 5,000 

≤20 80 to 120 

Carbonate alkalinity CO3ALKALINITY c Alkalinity by 310.1 5,000 

Total inorganic carbon TINC c TOC by 9060 500 

Total organic carbon TOC c TOC by 9060 1,000 

Total dissolved solids TDS 500,000d TDS by 160.1 10,000 

a. For EPA Method 300.0, see EPA/600/R-93/100, Methods for the Determination of Inorganic Substances in Environmental Samples. For four-digit EPA methods, see 

SW-846, Test Methods for Evaluating Solid Waste: Physical/Chemical Methods, Third Edition; Final Update V. Equivalent methods may be substituted. 

b. Highest allowable PQLs are specified in contracts with analytical laboratories. Actual quantitation limits vary by laboratory and may be lower. Method detection limits are 

three to five times lower than quantitation limits. For radionuclides, values in this column are the highest allowable minimum detectable concentrations. 

c. Does not have an MCL. 

d. Secondary MCL. 

e. WAC 173-340-720, “Model Toxics Control Act—Cleanup,” “Groundwater Cleanup Standards,” Method B. 

CAS = Chemical Abstracts Service 

EPA = U.S. Environmental Protection Agency 

GPC = gas proportional counting 

IC = ion chromatography 

MCL = maximum contaminant level 

PQL =  practical quantitation limit 

TDS = total dissolved solid 

TOC = total organic carbon 
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2.2.3 Quality Control 

Laboratory QC sampling performed by PNNL will be conducted in accordance with PNNL procedures, 

QC standards, and analytical performance requirements. 

The QC requirements specified in this SAP must be followed in the field and analytical laboratory to 

ensure that reliable data are obtained. Field QC samples will be collected to evaluate the potential for 

cross-contamination and provide information pertinent to sampling variability. Laboratory QC samples 

estimate the precision, bias, and matrix effects of the analytical data. Field and laboratory QC sample 

requirements are summarized in Table 2-4. Acceptance criteria for field and laboratory QC are shown 

in Table 2-5. 

Data will be qualified and flagged in the HEIS database, as appropriate. 

Table 2-4. Project QC Requirements 

Sample Type Frequency Characteristics Evaluated 

Field Quality Control 

DUP One in 20 samples. Precision, including sampling and 

analytical variability 

SPLIT As needed. 

When needed, the minimum is one for every 

analytical method, for analyses performed 

where detection limit and precision and 

accuracy criteria have been defined in the 

analytical performance requirements table. 

Precision, including sampling, 

analytical, and interlaboratory 

FTB One in 20 samples. Contamination from containers or 

transportation. 

EB As needed. 

If only disposable equipment is used or 

equipment is dedicated to a particular well, 

then an EB is not required. 

Otherwise, one for every 20 samples.a 

Adequacy of sampling equipment 

decontamination and contamination 

from nondedicated equipment 

Analytical Quality Controlb 

Laboratory duplicate One per analytical batch.c Laboratory reproducibility 

and precision 

MS  One per analytical batch.c Matrix effect/laboratory accuracy 

MSD One per analytical batch.c Laboratory accuracy and precision 

LCS One per analytical batch.c Evaluate laboratory accuracy 

MB One per analytical batch.c Laboratory contamination 

SUR One per analytical batch.c Recovery/yield 

Tracer One per analytical batch.c Recovery/yield 
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Table 2-4. Project QC Requirements 

Sample Type Frequency Characteristics Evaluated 

a. For portable pumps, one EB is collected for every 10 well trips. Whenever a new type of nondedicated equipment is used, 

an EB will be collected every time sampling occurs until it can be shown that less frequent collection of EBs is adequate to 

monitor the decontamination methods for the nondedicated equipment. 

b. Batching across projects is allowed for similar matrices (e.g., all Hanford Site groundwater). 

c. Unless not required by, or different frequency is called out in, laboratory analysis methods. 

DUP = field duplicate 

EB = equipment blank 

FTB = full trip blank 

LCS = laboratory control sample 

MB = method blank 

MS = matrix spike 

MSD = matrix spike duplicate 

SPLIT = field split 

SUR = surrogate 

 

 

Table 2-5. Field and Laboratory QC Elements and Acceptance Criteria 

Analytea QC Element Acceptance Criteria Corrective Action 

General Chemical Parameters 

Alkalinity 

Conductivity 

Hexavalent chromium 

pH 

Total inorganic carbon 

Total organic carbon 

Total dissolved solids 

MBb 
< MDL 

<5% sample concentration 
Flagged with “C” 

LCS 80 – 120% recoveryc Data reviewedd 

Laboratory duplicate or 

MS/MSD 
<20% RPD Data reviewedd 

Post-preparation spikeb 75 – 125% recoveryc Flagged with “N” 

EB <2 times MDL Flagged with “Q” 

DUP ≤20% RPDe Flagged with “Q” 

Ammonia, Anions, and Cyanide 

Anions by IC 
MB 

< MDL 

<5% sample concentration 
Flagged with “C” 

LCS 80 – 120% recoveryc Data reviewedd 

Laboratory duplicate or 

MS/MSD 
≤20% RPD Data reviewedd 

MS 75 – 125% recoveryc Flagged with “N” 

EB, FTB <2 times MDL Flagged with “Q” 

DUP ≤20% RPDe Flagged with “Q” 

Metals 

ICP metals 

ICP/MS metals 

Mercury 

MB 
< RDL 

<5% sample concentration 
Flagged with “C” 

LCS 80 – 120% recoveryc Data reviewedd 

MS 75 – 125% recoveryc Flagged with “N” 
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Table 2-5. Field and Laboratory QC Elements and Acceptance Criteria 

Analytea QC Element Acceptance Criteria Corrective Action 

MSD 75 – 125% recoveryc Flagged with “N” 

MS/MSD ≤20% RPD Data reviewedd 

EB, FTB <2 times MDL Flagged with “Q” 

DUP ≤20% RPDe Flagged with “Q” 

Radiochemical Analyses 

Carbon-14 

Iodine-129 

Technetium-99 

Tritium 

Uranium (total) 

MB 
< MDA 

<5% sample concentration 
Flagged with “B” 

LCS 70 – 130% recovery Data reviewedd 

Laboratory duplicatee ≤20% RPD Data reviewed  

MSf 60 – 140% recovery Flagged with “N” 

Tracer (where applicable) 20 – 105% recovery Data reviewedd 

Carrier (where applicable) 30 – 105% recovery Data reviewedd 

EB, FTB <2 times MDA Flagged with “Q” 

DUP ≤20% RPD Flagged with “Q” 

a. Specific analytes and method for determination are available from the SMR organization. 

b. Does not apply to pH, conductivity, total residue, total suspended solids, total dissolved solids, or alkalinity. 

c. Determined by the laboratory based on historical data or statistically derived control limits. Limits are reported with the 

data. Where specific acceptance criteria are listed, those acceptance criteria may be used in place of statistically derived 

acceptance criteria. 

d. After review, corrective actions are determined on a case-by-case basis. 

e. Applies only in cases where both results are greater than five times the minimum detectable concentration. 

f. Applies only to isotopic technetium-99, total uranium by ICP/MS, and tritium. 

DUP = duplicate 

EB = equipment blank 

FTB = full trip blank 

IC = ion chromatography 

ICP = inductively coupled plasma 

ICP/MS = inductively coupled plasma/mass spectrometry 

LCS = laboratory control sample 

MB = method blank 

MDA = minimum detectable activity 

MDL = method detection limit 

MS = matrix spike 

MSD = matrix spike duplicate 

QC = quality control 

RPD = relative percent difference 

Data flags: 

B (organics)/C (inorganics/wetchem) = analyte was detected in both the associated QC blank and the sample 

N = all except gas chromatography/mass spectrometry – matrix spike outlier 

Q = associated QC sample is out of limit 
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2.2.3.1 Field Quality Control Samples 

Field QC samples are collected to evaluate the potential for cross-contamination and provide information 

pertinent to field sampling variability and laboratory performance to help ensure that reliable data are 

obtained. Field QC samples include field duplicates (DUPs), field splits (SPLITs), full trip blanks (FTBs), 

and equipment blanks (EBs). Field blanks are typically prepared with high-purity reagent water. The QC 

sample definitions and their required frequency for collection are described in this section. 

 Field duplicates (DUPs): Field duplicates are independent samples collected as close as possible to 

the same time and same location, and they are intended to be identical. Duplicates are placed in 

separate sample containers and are analyzed independently. The duplicates are collected at 

a frequency of 1 in 20 samples and should be collected generally from an area expected to have some 

contamination so valid comparisons between the samples can be made (i.e., some constituents that 

will likely be greater than their detection limit). 

DUPs must agree within 20 percent (for water samples), as measured by the relative percent 

difference (RPD), to be acceptable. Only those DUPs with at least one result greater than five times 

the appropriate detection limit are evaluated. Large RPDs can be an indication of potential laboratory 

performance problems, field sampling problems, or sample heterogeneity and should be investigated. 

DUP results not satisfying evaluation criteria will be qualified and flagged in the HEIS database, 

as appropriate. 

 Split samples (SPLITs): SPLITs are two samples are collected as close as possible at the same time 

and same location and are intended to be identical. SPLITs will be stored in separate containers and 

analyzed by different laboratories for the same analytes. SPLITs are interlaboratory comparison 

samples used to evaluate comparability between laboratories. 

 Full trip blanks (FTBs): FTBs are prepared by the sampling team prior to traveling to the sampling 

site. The preserved bottle set is identical to the set that will be collected in the field. It is filled with 

reagent water or silica sand, as appropriate to the primary sample media. The bottles are sealed and 

will be transported, unopened, to the field in the same storage containers used for samples collected 

the same day. The FTBs are typically analyzed for the same constituents as the samples from the 

associated sampling event. FTBs are used to evaluate potential contamination of the samples 

attributable to the sample bottles, preservative, handling, storage, and transportation. 

 Equipment blanks (EBs): EBs consist of reagent water or silica sand (as appropriate to the primary 

sample media) passed through or poured over the decontaminated sampling equipment identical to the 

sample set that will be collected and placed in sample containers, as identified on the project SAF. 

The EB sample bottles will be placed in the same storage containers with the samples from the 

associated sampling event. The EB samples will be analyzed for the same constituents as the samples 

from the associated sampling event. The EBs will be used to evaluate the effectiveness of the 

decontamination process. 

EBs are collected from reusable sampling devices on a 1-in-20 basis and are not required for 

disposable sampling equipment. 

For the field blanks (FTB and EB), results greater than two times the method detection limit (MDL) 

are identified as containing suspected contamination. However, for common laboratory contaminants 

such as acetone, methylene chloride, 2-butanone, toluene, and phthalate esters, the limit is five times 

the MDL. For radiological analytical data, blank results are flagged if they are greater than two times 

the total minimum detectable activity. 
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2.2.3.2 Laboratory Quality Control Samples 

Internal QA/QC programs are maintained by the laboratories used by the project. Laboratory QA includes 

a comprehensive QC program that includes the use of matrix spikes (MSs), matrix duplicates, matrix 

spike duplicates (MSDs), laboratory control samples (LCSs), surrogates (SURs), tracers, and method 

blanks (MBs). These samples are recommended in the guidance documents and are required by EPA 

protocol (e.g., EPA/600/4-79/20, Methods for Chemical Analysis of Water and Wastes) and will be run at 

the frequency specified in the respective references, unless superseded by agreement. QC checks outside 

of control limits are documented in analytical laboratory reports during DQAs (if performed). Laboratory 

QC and the typical frequencies are listed in Table 2-4. Acceptance criteria are shown in Table 2-5. 

The various laboratory QC samples are described below: 

 Laboratory duplicate: An intralaboratory replicate sample that is used to evaluate the precision of 

a method in a given sample matrix. 

 Matrix spike (MS): An aliquot of a sample spiked with a known concentration of target analyte(s). 

The MS is used to assess the bias of a method in a given sample matrix. Spiking occurs prior to 

sample preparation and analysis. 

 Matrix spike duplicate (MSD): A replicate spiked aliquot of a sample that is subjected to the entire 

sample preparation and analytical process. MSD results are used to determine the bias and precision 

of a method in a given sample matrix. 

 Laboratory control sample (LCS): A control matrix (e.g., reagent water) spiked with analytes 

representative of the target analytes or a certified reference material that is used to evaluate 

laboratory accuracy. 

 Method blank (MB): An analyte-free matrix to which all reagents are added in the same volumes or 

proportions used in the sample processing. The MB is carried through the complete sample 

preparation and analytical procedure. The MB is used to quantify contamination resulting from the 

analytical process. 

 Surrogate (SUR): A compound added to all samples in the analysis batch (field samples and QC 

samples) prior to preparation. The SUR is typically similar in chemical composition to the analyte 

being determined yet is not normally encountered. SURs are expected to respond to the preparation 

and measurement systems in a manner similar to the analytes of interest. Because SURs are added to 

all standards, samples, and QC samples, they are used to evaluate overall method performance in 

a given matrix. SURs are used only in organic analyses. 

 Tracer: A known quantity of radioactive isotope that is different from that of the isotope of interest 

but is expected to behave similarly and is added to an aliquot of sample. Sample results are generally 

corrected based on tracer recovery. 

The laboratories are required to analyze samples within the holding times specified in Table 2-6. In some 

instances, constituents in the samples not analyzed within the holding times may be compromised by 

volatilizing, decomposing, or other chemical changes. Data from samples analyzed outside of the holding 

times are flagged in the HEIS database with an “H” qualifier. 
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Table 2-6. Preservation, Container, and Holding-Time Guidelines 

Constituent 

Parameter 

Minimum 

Volume 

Container 

Typea Preservationb 

Holding 

Time 

Metalsc 

ICP/MS (with/without 

mercury) 

500 mL Narrow-mouth poly 

or glass 

Adjust pH to <2 with 

nitric acid 

28 days/6 monthsc 

Dissolved metals 

(with/without mercury) 

500 mL Narrow-mouth poly 

or glass 

Filter prior to pH 

adjustment to <2 with 

nitric acid 

28 days/6 monthsc 

Inorganic – Miscellaneous 

Hexavalent chromium 60 mL Amber glass Store at ≤6°C 24 hours 

Anions 

Chloride 500 mL Poly or glass Store at ≤6°C 28 days 

Fluoride 500 mL Poly or glass Store at ≤6°C 28 days 

Nitrate 500 mL Poly or glass Store at ≤6°C 48 hours 

Nitrite 500 mL Poly or glass Store at ≤6°C 48 hours 

Sulfate 500 mL Poly or glass Store at ≤6°C 28 days 

Radiochemical Analyses 

Carbon-14 2 × 1 L Narrow-mouth poly 

or glass 

None 6 months 

Iodine-129 2 × 4 L Narrow-mouth poly 

or glass 

None 6 months 

Technetium-99 by 

liquid scintillation 

1 L Narrow-mouth glass Adjust pH to <2 with 

HCl 

6 months 

Tritium 1 L Narrow-mouth glass None 6 months 

Other Analysesd 

Isotopic analysis 

(O-18/O-16 and H-2/H-1) 

1 L Narrow-mouth poly Filter 6 months 

Major ions 1 L Poly or glass Anions – store at 

≤6°C 

Cations – adjust pH to 

<2 with nitric acid 

Anions – 28 

days/48 hours 

Cations – 6 

months 

Notes: 

The information in this table does not represent EPA requirements but is intended solely for use as guidance. 

Selection of containers, preservation techniques, and applicable holding times should be based on the stated 
project-specific DQOs. 

a. Under the “Container” heading, the term “poly” stands for EPA clean polyethylene bottles. 

b. For preservation identified as “store at ≤6°C,” the sample should be protected against freezing unless it is known that 
freezing will not impact the sample integrity. 

c. For metals analysis, the 28 days/6 months holding-time defines 28 days for mercury and 6 months for all other metals.  

d. These analyses will be performed at PNNL and will be conducted in accordance with PNNL procedures, QC standards, and 
analytical performance requirements. 

EPA = U.S. Environmental Protection Agency 

ICP/MS = inductively coupled plasma/mass spectrometry 

PNNL = Pacific Northwest National Laboratory 

QC = quality control 
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2.2.4 Measurement Equipment 

Each user of the measuring equipment is responsible to ensure that the equipment is functioning as 

expected, properly handled, and properly calibrated at required frequencies in accordance with methods 

governing control of the measuring equipment. Onsite environmental instrument testing, inspection, 

calibration, and maintenance will be recorded in accordance with approved methods. Field screening 

instruments will be used, maintained, and calibrated in accordance with the manufacturer’s specifications 

and other approved methods. 

2.2.5 Instrument and Equipment Testing, Inspection, and Maintenance 

Collection, measurement, and testing equipment should meet applicable standards (e.g., ASTM) or have 

been evaluated as acceptable and valid in accordance with instrument-specific methods, requirements, 

and specifications. Software applications will be acceptance tested prior to use in the field. 

Measurement and testing equipment used in the field or in the laboratory will be subjected to preventive 

maintenance measures to ensure minimization of downtime. Laboratories must maintain and calibrate 

their equipment. Maintenance requirements (e.g., documentation of routine maintenance) will be included 

in the individual laboratory’s and onsite organization’s QA plan or operating protocols, as appropriate. 

Maintenance of laboratory instruments will be performed in a manner consistent with maintenance 

requirements specified in HASQARD (DOE/RL-96-68) and applicable Hanford Site requirements. 

2.2.6 Instrument and Equipment Calibration and Frequency 

Specific field equipment calibration information is provided in Section 3.5. Analytical laboratory 

instruments are calibrated in accordance with the laboratory’s QA plan and in accordance with 

HASQARD (DOE/RL-96-68). 

2.2.7 Inspection and Acceptance of Supplies and Consumables 

Consumables, supplies, and reagents will be reviewed in accordance with SW-846, Test Methods for 

Evaluating Solid Waste: Physical/Chemical Methods, Third Edition; Final Update V, requirements and 

will be appropriate for their use. Supplies and consumables used in support of sampling and analysis 

activities are procured in accordance with internal work requirements and processes. Responsibilities and 

interfaces necessary to ensure that items procured or acquired for the contractor meet the specific 

technical and quality requirements must be in place. The procurement system ensures that purchased 

items comply with applicable procurement specifications. Supplies and consumables are checked and 

accepted by users prior to use. 

2.2.8 Nondirect Measurements 

Data obtained from sources such as computer databases, programs, literature files, and historical 

databases will be technically reviewed to the same extent as the data generated as part of any sampling 

and analysis QA/QC effort. All data used in evaluations will be identified by source. 

2.2.9 Data Management 

The SMR organization, in coordination with the OU project manager, is responsible for ensuring that 

analytical data are appropriately reviewed, managed, and stored in accordance with the applicable 

programmatic requirements governing data management methods. 
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Electronic data access, when appropriate, will be through a Hanford Site database (e.g., HEIS) or 

a project-specific database, whichever is applicable for the data being stored. Where electronic data are 

not available, hardcopies will be provided in accordance with Section 9.6 of the Tri-Party Agreement 

Action Plan (Ecology et al., 1989b). 

Laboratory errors are reported to SMR on a routine basis. For reported laboratory errors, a sample issue 

resolution form will be initiated in accordance with applicable methods. This process is used to document 

analytical errors and to establish resolution with the OU project manager. The sample issue resolution 

forms become a permanent part of the analytical data package for future reference and for 

records management. 

2.3 Assessment and Oversight 

The elements in assessment and oversight address the effectiveness of project implementation and 

associated QA and QC activities. The purpose of assessment is to ensure that the QAPjP is implemented 

as prescribed. 

2.3.1 Assessments and Response Actions 

Random surveillances and assessments verify compliance with the requirements outlined in this SAP, 

project field instructions, the project quality management plan, methods, and regulatory requirements. 

Deficiencies identified by these assessments will be reported in accordance with existing programmatic 

requirements. The project’s line management chain coordinates the corrective actions or deficiency 

resolutions in accordance with the QA program, the corrective action management program, and 

associated methods implementing these programs. When appropriate, corrective actions will be taken by 

the OU project manager 

Oversight activities in the analytical laboratories, including corrective action management, are conducted 

in accordance with the laboratories’ QA plans. The contractor oversees offsite analytical laboratories and 

verifies that the laboratories are qualified to perform Hanford Site analytical work. 

2.3.2 Reports to Management 

Management will be made aware of deficiencies identified by self-assessments, corrective actions from 

ECOs, and findings from QA assessments and surveillances. Issues reported by the laboratories are 

communicated to the SMR organization, which then initiates a sample issue resolution form. This process 

is used to document analytical or sample issues and to establish resolution with the OU project manager. 

2.4 Data Review and Usability 

This section addresses the QA activities that occur after data collection. Implementation of these activities 

determines whether the data conform to the specified criteria, thus satisfying project objectives. 

2.4.1 Data Review and Verification 

Data review and verification are performed to confirm that sampling and chain-of-custody documentation 

are complete. This review includes linking sample numbers to specific sampling locations; reviewing 

sample collection dates, sample preparation dates, and sample analysis dates to assess whether holding 

times (if any) have been met; and reviewing QC data to determine whether analyses have met the data 

quality requirements specified in this SAP. 
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The criteria for verification include, but are not limited to, review for contractual compliance 

(e.g., samples were analyzed as requested), use of the correct analytical method, transcription errors, 

correct application of dilution factors, appropriate reporting of dry weight versus wet weight, and correct 

application of conversion factors. 

Errors identified by the laboratories are reported to the SMR project coordinator, who initiates a sample 

issue resolution form. This process is used to document analytical errors and to establish resolution with 

the OU technical lead. 

Relative to analytical data in sample media, field screening results are of lesser importance in making 

inferences regarding risk. Field QA/QC results will be reviewed to ensure that they are usable. 

The OU technical lead data review will help determine whether observed changes reflect 

improved/degraded groundwater quality or potential data errors. The review may result in submittal of 

a request for data review for questionable data. The laboratory may be asked to check calculations or 

reanalyze the sample, or the well may be resampled. Results of the request for data review process are 

used to flag the data appropriately in the HEIS database and/or to add comments. 

2.4.2 Data Validation 

Data validation activities will be performed at the discretion of the OU project manager and under the 

direction of SMR. If performed, data validation activities will be based on EPA functional guidelines. 

2.4.3 Reconciliation with User Requirements 

The DQA process compares completed field sampling activities to those proposed in corresponding 

sampling documents and provides an evaluation of the resulting data. The purpose of the DQA is to 

determine whether quantitative data are of the correct type and are of adequate quality and quantity to 

meet the project DQOs. For perched water monitoring activities performed through this integrated SAP, 

the DQA is captured in QC associated with the annual perched water report, which evaluates field and 

laboratory QC and the usability of data. Additional DQAs will be performed at the discretion of the 

OU project manager and will be documented in a report overseen by SMR. 
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3 Field Sampling Plan 

This chapter identifies the locations to be sampled, the sampling frequency, the data to be collected, and 

the contaminants to be analyzed. 

3.1 Sampling Objectives 

The main sampling objectives for the perched water removal action are to (1) assess the recovered masses 

and concentrations of the COCs, (2) measure the volume of extracted water, (3) optimize the extraction 

system operations, and (4) investigate the perched zone characteristics. These objectives are accomplished 

by obtaining perched water data at the three extraction wells and from the perched water container. 

The samples will be analyzed for COCs, and hydraulic data for the perched zone will be collected. 

The data will be used for the treatment of perched water at the 200 West P&T and to support decisions 

on adjusting, transitioning, or terminating the 200-DV-1 OU perched zone extraction system. 

3.2 Sample Location, Frequency, and Constituents to Be Monitored 

The following subsections provide details for the sampling activities performed under this SAP. This 

includes sample locations, sample identification, sampling frequency, sampling methods, and 

shipping requirements. 

3.2.1 Sampling Location 

Figure 1-2 shows the locations of the three extraction wells located within the perched water zone. During 

perched water extraction operations, samples will be drawn from the sampling port located on the pipe 

that transports water from the extraction wells to the perched water container. Figure 3-1 shows the 

operational flow diagram at the wellhead. Samples will also be drawn from the sampling port on the 

perched water container. The sample number, well number, and perched water container identification 

number will be documented (e.g., in the field logbook) for each perched water sample collected. 

At the startup of the gravity drain extraction operations under this removal action, perched water samples 

will be collected from all three extraction wells. 

3.2.1.1 Sample Identification 

The SMR organization will use a sample tracking database to track the perched water samples from 

collection through the laboratory analysis process. The HEIS database is the repository for the laboratory 

analytical results. HEIS sample numbers will be issued to the sampling organization for this project. 

The radiological and physical properties of each sample will be identified and labeled with a unique HEIS 

sample number. The sample location and corresponding HEIS numbers will be documented in the 

sampler’s field logbook. Each sample container will be labeled with the following information, using 

a waterproof marker on firmly affixed, water-resistant labels: 

 SAF number 

 HEIS number 

 Sample collection date and time 

 Analysis required 

 Preservation method (if applicable) 
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Note: Sampling location marked as “1” to satisfy DS #1, DS #2, and DS #3; sampling location marked as “2” to 

satisfy DS #4 and DS #5. 

Figure 3-1. 200-DV-1 OU Well Field Operational Flow Diagram 

3.2.1.2 Field Sample Logbook 

Information pertinent to sampling and analysis will be recorded on field data forms and in bound 

logbooks in accordance with existing sample collection protocols specified in HASQARD 

(DOE/RL-96-68). The sampling team is responsible for recording relevant sampling information. 

Logbook entries will be dated and signed by the individual making the entry. Program requirements will 

be followed for managing the generation, identification, transfer, protection, storage, retention, retrieval, 

and disposition of records. 

3.2.1.3 Sample Custody 

Sample custody will be maintained in accordance with existing Hanford Site sampling protocol. 

The custody of samples will be maintained from the time that samples are collected until ultimate disposal 

of the samples, as appropriate. A chain-of-custody record will be initiated in the field at the time of 

sampling and will accompany each set of samples shipped to the laboratory. Sample shipping procedures 

will be followed throughout sample shipping. Each chain-of-custody form will include the HEIS sample 

identification number, associated well identification number, and remediation system designation. 

The analyses requested for each sample will be indicated on the accompanying chain-of-custody form. 

Chain-of-custody procedures will be followed throughout sample collection, storage, transfer, analysis, 

and disposal to ensure that sample integrity is maintained. Each time the responsibility for the custody of 

the sample changes, the new and previous custodians will sign the record and note the date and time. 
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A custody seal is fixed to each sample container and sample collection package in such a way as to 

indicate potential tampering. The seal will be fixed to the lid of each sample container, and the custody 

seal will be inscribed with the sampler’s initials and the date. Sample custody during laboratory analysis 

is addressed in the applicable laboratory’s standard operating procedures. 

3.2.1.4 Sample Containers, Preservatives, and Holding Times 

Appropriate sample containers will be used for perched water samples collected for analysis. Container 

sizes may vary, depending on the laboratory-specific volumes needed to meet analytical detection limits. 

If, however, the radiological dose rate on the outside of a sample jar or the curie content within the 

sample exceeds levels acceptable to an offsite laboratory, the analytical project coordinator may send 

smaller volumes to the laboratory after consultation with SMR to determine acceptable volumes. Sample 

volumes, container types, and sample preservation requirements are maintained in the HEIS database and 

are captured on the sample chain-of-custody via the sample data tracking system. 

3.2.1.5 Sample Collecting Procedure 

During extraction operations, perched water is collected in a clean plastic container by using a tube 

connected to the sampling port, and field readings (e.g., temperature, pH, and conductivity) are recorded. 

After field readings are recorded, perched water is either collected in a large sample bottle and then 

pumped into the appropriate sampling containers or pumped directly from the system through the tubing 

into each sample bottle required for that sampling event as specified in Table 2-6. 

3.2.1.6 Sample Shipping 

Samples may not be transported without authorization from the S&GRP-authorized shipper. 

As applicable, the RCT will measure the contamination levels on the outside of each sample jar and the 

dose rates on each sample jar. The RCT will also measure the radiological activity on the outside of the 

sample container (through the container) and will document the highest contact radiological reading 

(in mrem/hr). This information, along with other data, will be used to select proper packaging, marking, 

labeling, and shipping paperwork in accordance with U.S. Department of Transportation (DOT) 

regulations (49 CFR, “Transportation”) and to verify that the sample can be received by the analytical 

laboratory in accordance with the laboratory’s acceptance criteria. The sampler will send copies of the 

shipping documentation to SMR within 48 hours of shipping. 

As a general guideline, samples with activities less than 5 Sv/hr (0.5 mrem/hr) can be shipped to an 

appropriate offsite laboratory (e.g., DOE contract laboratory or a laboratory with a U.S. Nuclear 

Regulatory Commission or state license for specific radionuclides). Samples with activities between 

5 and 100 Sv/hr (0.5 and 10 mrem/hr) may be shipped to an offsite laboratory, although samples with 

dose rates within this range will be evaluated on a case-by-case basis by SMR. Samples with activities 

greater than 100 Sv/hr (10 mrem/hr) may be sent to an onsite laboratory, as arranged by SMR. 

3.2.2 Sampling Parameters and Frequency 

The sampling requirements for COCs, non-COCs, and physical and operational parameters are provided 

in Table 3-1. 

The air emission plan (Appendix C in the RAWP [DOE/RL-2014-37]) was prepared to determine the 

potential for radiological and chemical releases to the atmosphere during the vacuum-enhanced recovery 

phase of the removal action. The potential to emit was calculated for all chemical contaminants found in 

the 200-DV-1 OU perched water. Four metals (arsenic, cadmium, hexavalent chromium, and manganese) 

were the only constituents to exceed their de minimis values, as specified in WAC 173-460, “Controls for 

New Sources of Toxic Air Pollutants.” Hexavalent chromium is a COC in the extracted perched water 



DOE/RL-2014-51, REV. 0 

3-4 

and is being sampled on a quarterly basis; arsenic is a non-COC and is being sampled on an annual basis. 

Cadmium and manganese are not perched water COCs and, therefore, will be monitored during the 

vacuum-enhanced recovery phase. For radiological contaminants, the unabated potential to emit is 

considered a minor source; therefore, only periodic confirmatory measurements are required for 

radiological monitoring. 

Table 3-1. Sampling Frequency 

Media Constituent CAS No. 

Sampling Frequency 

from Perched Water 

Wells and Container 

Perched water COCs 

Technetium-99 14133-76-7 Once per quarter 

Tritium 10028-17-8 Once per quarter 

Chromium (total) 7440-47-3 Once per quarter 

Hexavalent chromium 18540-29-9 Once per quarter 

Nitrate as N 14797-55-8 Once per quarter 

Uranium 7440-61-1 Once per quarter 

Non-COCs 

Carbon-14 14762-75-5 Semiannual 

Iodine-129 15046-84-1 Annual 

Arsenic 7440-38-2 Annual 

Calcium 7440-70-2 Annual 

Cadmiuma 7440-43-9 Annual 

Chloride 16887-00-6 Annual 

Fluoride 16887-00-6 Annual 

Iron 7439-89-6 Annual 

Manganesea 7439-96-5 Annual 

Nitrite as N 14797-65-0 Annual 

Sodium 7440-23-5 Annual 

Sulfate 14808-79-8 Annual 

Isotopic analyses 

(O-18/O-16 and H-2/H-1)b  Once at startup 
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Table 3-1. Sampling Frequency 

Media Constituent CAS No. 

Sampling Frequency 

from Perched Water 

Wells and Container 

Other analyses 

(magnesium, potassium, 

bicarbonate alkalinity, 

carbonate alkalinity, total 

inorganic carbon, total 

organic carbon, total 

dissolved solids) 

 Once at startup 

Field/operational 

parameters 
Barometric pressure  Continuous 

Conductivity  Continuous 

Extracted flow rate  Continuous 

Conductivity  Once per quarter 

Dissolved oxygen  Once per quarter 

Oxidation-reduction potential  Once per quarter 

pH  Once per quarter 

Temperature  Once per quarter 

Turbidity  Once per quarter 

Water level (well)  Continuous 

Water level (container)  Once per shipment 

a. Sample only when using the vacuum-enhanced recovery extraction technology. 

b. These analyses will be performed by PNNL and will be conducted in accordance with PNNL procedures, 

QC standards, and analytical performance requirements. 

CAS = Chemical Abstracts Service 

COC = contaminant of concern 

PNNL = Pacific Northwest National Laboratory 

QC = quality control 

 

At the startup of the gravity drain extraction operations under this removal action, perched water samples, 

along with operational and physical parameters, will be collected from all three extraction wells. All 

chemical (except for cadmium and manganese) and radiological parameters will be analyzed for baseline 

development purposes. For COCs and physical parameters, the sampling activity will be repeated every 

quarter thereafter. The sampling frequency for the non-COC carbon-14 is semiannual and annual for all 

other non-COCs. 

At the startup of the vacuum-enhanced recovery operations, perched water samples will be obtained from 

all operational wells. Physical parameters will also be obtained. All chemical (including cadmium and 

manganese) and radiological parameters will be analyzed for baseline development purposes. For COCs 
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and physical parameters, the sampling activity will be repeated every quarter thereafter. The sampling 

frequency for the non-COC carbon-14 is semiannual and annual for all other non-COCs. 

3.3 Sampling Methods 

Sampling methods may include but are not limited to the following: 

 Field screening measurements 

 Radiological screening 

 Perched water sampling 

 Water level measurements 

Perched water samples will be collected according to the current revision of applicable 

operating methods. 

For certain types of samples, preservatives are required. While the preservative may be added to the 

collection bottles before their use in the field, it is allowable to add the preservative at the sampling 

vehicle immediately after collection. Samples may require filtering in the field, as noted on the 

chain-of-custody forms. 

To ensure sample and data usability, the sampling associated with this SAP will be performed according 

to HASQARD (DOE/RL-96-68) requirements pertaining to sample collection, collection equipment, and 

sample handling. 

Suggested sample container, preservation, and holding-time requirements are specified in Table 2-6 for 

perched water samples. These requirements are in accordance with the analytical methods specified in 

Table 2-3. The final container type and volumes will be identified on the SAF and chain-of-custody form. 

This SAP defines a “sample” as a filled sample bottle for starting the clock for holding-time restrictions. 

Holding-time is the elapsed time period between sample collection and analysis. Exceeding required 

holding times could result in changes in constituent concentrations due to volatilization, decomposition, 

or other chemical alterations. Required holding times depend on the analytical method, as specified in 

appropriate EPA methods (e.g., EPA/600/4-79-020 or SW-846).  

3.3.1 Decontamination of Sampling Equipment 

Sampling equipment will be decontaminated in accordance with appropriate sampling equipment 

decontamination methods. To prevent potential contamination of the samples, care should be taken to use 

decontaminated equipment for each sampling activity. 

Special care should be taken to avoid the following common ways in which cross-contamination or 

background contamination may compromise the samples: 

 Improperly storing or transporting sampling equipment and sample containers 

 Contaminating the equipment or sample bottles by setting the equipment/sample bottle on or near 

potential contamination sources (e.g., uncovered ground) 

 Handling bottles or equipment with dirty hands or gloves 

 Improperly decontaminating equipment before sampling or between sampling events 
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3.3.2 Radiological Field Data 

Alpha, beta, and gamma data collection in the field will be used as needed to support sampling and 

analysis efforts. Radiological screening will be performed by the RCT or other qualified personnel. 

The RCT will record field measurements, noting the depth of the sample and the instrument reading. 

Measurements will be relayed to the field geologist (for aquifer tubes and wells) for daily inclusion in the 

field logbook or operational records, as applicable. 

The following information will be distributed to personnel performing work in support of this SAP: 

 Instructions to RCTs on the methods required to measure sample activity and media for gamma, 

alpha, and beta emissions, as appropriate. 

 Information regarding the portable radiological field instrumentation, including a physical description 

of the instruments, radiation and energy response characteristics, calibration, maintenance and 

performance testing descriptions, and the application and operation of the instruments. These 

instruments are commonly used on the Hanford Site to obtain measurements of removable surface 

contamination measurements and direct measurements of the total surface contamination. 

 Instructions regarding the minimum requirements for documenting radiological controls information 

in accordance with 10 CFR 835, “Occupational Radiation Protection.” 

 Instructions for managing the identification, creation, review, approval, storage, transfer, and retrieval 

of radiological information. 

 The minimum standards and practices necessary for preparing, performing, and retaining 

radiological-related information. 

 The requirements associated with preparing and transporting regulated material. 

 Daily reports of radiological surveys and measurements collected during conduct of field 

investigation activities. Data will be cross-referenced between laboratory analytical data and the 

radiation measurements to facilitate interpreting the investigation results. 

3.3.3 Water Levels 

Water levels within the 200-DV-1 OU perched water wells are monitored continuously with a pressure 

transducer to determine when the pump is turned on and off. The maximum water level measured during 

extraction operations is the high set point on the transducer. On a less frequent basis, the static water level 

will be measured manually while the extraction pumps are shut off. Two consecutive measurements are 

taken that agree within 6 mm (0.02 ft). These are recorded along with the date and time.  

3.4 Documentation of Field Activities 

Logbooks or data forms are required for field activities. A logbook must be identified with a unique 

project name and number. The individual(s) responsible for the logbooks will be identified in the front of 

the logbook, and only authorized persons may make entries in logbooks. Logbook entries will be 

reviewed by the FWS, cognizant scientist/engineer, or other responsible manager; the review will be 

documented by signature and date. Logbooks will be permanently bound, waterproof, and ruled with 

sequentially numbered pages. Pages will not be removed from logbooks for any reason. Entries will be 

made in indelible ink. Corrections will be made by marking through the erroneous data with a single line, 

entering the correct data, and initialing and dating the changes. 
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Data forms may be used to collect field information; however, the information recorded on data forms 

must follow the same requirements as those for logbooks. The data forms must be referenced in 

the logbooks. A summary of information to be recorded in logbooks is as follows: 

 Purpose of activity 

 Day, date, time, and weather conditions 

 Names, titles, and organizations of personnel present 

 Deviations from the QAPjP 

 All site activities, including field tests 

 Materials quality documentation (e.g., certifications) 

 Details of samples collected (e.g., preparation, SPLITs, DUPs, MSs, and EBs) 

 Location and types of samples 

 Chain-of-custody details and variances relating to the chain-of-custody 

 Field measurements 

 Field calibrations, testing, inspections, maintenance, and surveys; equipment identification numbers, 

as applicable 

 Equipment decontaminated, number of decontaminations, and variations to decontamination methods 

 Equipment failures or breakdowns, and descriptions of any corrective actions 

 Telephone calls relating to field activities 

The OU project manager, FWS, appropriate BTR (or designee), and SMR personnel must document 

deviations from protocols, problems pertaining to sample collection, chain-of-custody forms, target 

analytes, contaminants, sample transport, or noncompliant monitoring. Examples of deviations include 

samples not collected due to field conditions, samples not collected due to physical obstructions, or 

addition of samples due to unforeseen circumstances. 

As appropriate, such deviations or problems will be documented (e.g., in the field logbook) in accordance 

with internal corrective action methods. The OU project manager, FWS, appropriate BTR (or designee), 

or SMR personnel will be responsible for communicating field corrective action requirements and for 

ensuring that immediate corrective actions are applied to field activities. 

Changes in sample activities that require notification, approval, and documentation will be performed as 

specified in Table 2-2. 

3.5 Calibration of Field Equipment 

Construction management, the appropriate BTR, or the FWS is responsible for ensuring that field 

equipment is calibrated appropriately. Onsite environmental instruments are calibrated in accordance with 

the manufacturer’s operating instructions, internal work requirements and processes, or field instructions 

that provide direction for equipment calibration or verification of accuracy by analytical methods. 

The results from all instrument calibration activities are recorded in accordance with HASQARD 

(DOE/RL-96-68). 
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Field instrumentation, calibration, and QA checks will be performed as follows: 

 Prior to initial use of a field analytical measurement system 

 At the frequency recommended by the manufacturer or methods, or as required by regulations 

 Upon failure to meet specified QC criteria 

Calibration of radiological field instruments on the Hanford Site is performed by the Mission Support 

Alliance prime contractor, as specified by its calibration program. 

Daily calibration checks will be performed and documented for each instrument used to characterize areas 

under investigation. These checks will be made on standard materials sufficiently like the matrix under 

consideration for direct comparison of data. Analysis times will be sufficient to establish detection 

efficiency and resolution. 

Standards used for calibration will be traceable to nationally or internationally recognized standard 

agency sources or measurement systems, if available. 

3.6 Sample Handling 

Sample handling and transfer will be in accordance with established methods to preclude loss of identity, 

damage, deterioration, and loss of samples. Custody seals or custody tape will be used to verify that 

sample integrity has been maintained during sample transport. The custody seal will be inscribed with 

the sampler’s initials and date. 

A sampling and data tracking database is used to track the samples from the point of collection through 

the laboratory analysis process. 

3.6.1 Containers 

Pre-cleaned sample containers with certificates of analysis denoting compliance with EPA specifications 

(EPA 540/R-93/051, Specifications and Guidance for Contaminant-Free Sample Containers) for the 

intended analyses will be used for samples collected for chemical analysis. Container sizes may vary 

depending on laboratory-specific volumes and requirements for meeting analytical detection limits. 

The Radiological Engineering organization will measure both the contamination levels and dose rates 

associated with the filled sample containers. This information, along with other data, will be used to select 

proper packaging, marking, labeling, and shipping paperwork and to verify that the sample can be 

received by the analytical laboratory in accordance with the laboratory’s radioactivity acceptance criteria. 

If the dose rate on the outside of a sample container or the curie content exceeds levels acceptable by 

an offsite laboratory, the FWS (in consultation with the SMR organization), can send smaller volumes to 

the laboratory. Container type, sample volume, preservation, and holding-time requirements for each 

sampling parameter are identified in Table 2-6. 

3.6.2 Container Labeling 

Each sample container will be labeled with the following information on firmly affixed, 

water-resistant labels: 

 SAF 

 HEIS number 

 Sample collection date and time 

 Analysis required 

 Preservation method (if applicable) 
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 Chain-of-custody number 

 Bottle type and size 

 Laboratory performing the analyses 

 Sample location 

In addition, sample records must include the following information: 

 Analysis required 

 Source of sample 

 Matrix (water) 

 Field data (pH, temperature, turbidity, and conductivity) 

 Radiological readings 

3.6.3 Sample Custody 

Sample custody will be maintained in accordance with existing protocols to ensure the maintenance of 

sample integrity throughout the analytical process. Chain-of-custody protocols will be followed 

throughout sample collection, transfer, analysis, and disposal to ensure sample integrity is maintained. 

A chain-of-custody record will be initiated in the field at the time of sampling and will accompany each 

set of samples shipped to any laboratory. 

Shipping requirements will determine how sample shipping containers are prepared for shipment. 

The analyses requested for each sample will be indicated on the accompanying chain-of-custody form. 

Each time the responsibility for the custody of the sample changes, the new and previous custodians will 

sign the record and note the date and time. The sampler will make a copy of the signed record before 

sample shipment and will transmit the copy to the SMR organization within 48 hours of shipping. 

The following information is required on a completed chain-of-custody form: 

 Project name 

 Signature of sampler 

 Unique sample number 

 Date and time of collection 

 Matrix 

 Preservatives 

 Signatures of individual involved in sample transfer 

 Requested analyses (or reference thereto) 

Samplers should note any anomalies with the samples that will prevent batching. If anomalies are found, 

the samplers should inform SMR before adding any information regarding batching on the 

chain-of-custody form. 

3.6.4 Sample Transportation 

All packaging and transportation instructions shall be in compliance with applicable transportation 

regulations and DOE requirements. Regulations for classifying, describing, packaging, marking, labeling, 

and transporting hazardous materials, hazardous substances, and hazardous wastes are enforced by the 

DOT, as described in 49 CFR 171, “General Information, Regulations, and Definitions,” through 177, 

“Carriage by Public Highway.” Carrier-specific requirements defined in the International Air 
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Transportation Association’s IATA, 2013, Dangerous Goods Regulations, shall also be used when 

preparing sample shipments conveyed by air freight providers. 

Samples containing hazardous constituents shall be considered hazardous material in transportation 

and transported according to DOT/IATA requirements. If the sample material is known or can be 

identified, then it will be packaged, marked, labeled, and shipped according to the specific instructions 

for that material. 

Materials are classified by DOT/IATA as radioactive when the isotope-specific activity concentration and 

the exempt consignment limits described in 49 CFR 173, “Shippers—General Requirements for 

Shipments and Packagings,” are exceeded. Samples shall be screened, or relevant historical data will be 

used, to determine if these values are exceeded. When screening or historical data indicate that samples 

are radioactive, the samples shall be properly classified, described, packaged, marked, labeled, and 

transported in accordance with DOT/IATA requirements. 

Prior to shipping radioactive samples to the laboratory, the organization responsible for shipping shall 

notify the laboratory of the approximate number of samples and the radiological levels. This notification 

is conducted through the SMR project coordinator. The laboratory is responsible for ensuring that the 

applicable license limits are not exceeded. The laboratory shall provide SMR with written acceptance for 

samples with elevated radioactive contamination or dose. 
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4 Management of Waste 

Solid waste will be generated from the implementation of this removal action. Purgewater may also be 

generated from well pumping, extracting, and/or sampling activities. The solid and liquid wastes are 

considered to be investigation-derived waste. The waste will be managed in accordance with 

the following: 

 DOE/RL-2011-41, Hanford Site Strategy for Management of Investigation Derived Waste 

 DOE/RL-2012-20, Waste Control Plan for the 200-DV-1 Operable Unit 

The solid waste generated from this sampling activity will be disposed at the Environmental Restoration 

Disposal Facility (ERDF) in accordance with WCH-191, Environmental Restoration Disposal Facility 

Waste Acceptance Criteria. Waste treatment, disposal, or both may take place at other facilities on the 

Hanford Site or at RCRA-permitted treatment, storage, or disposal offsite facilities authorized by 

respective EPA regional offices in accordance with 40 CFR 300.440, “Procedures for Planning and 

Implementing Off-Site Response Actions,” as suitable to receive waste from CERCLA sites. 

Offsite analytical laboratories are responsible for the disposal of unused sample quantities. Pursuant to 

40 CFR 300.440, approval from the DOE-RL remedial project manager is required before returning 

unused samples or waste from offsite laboratories. 

In accordance with Section 5.2.3 of the action memorandum (DOE/RL-2014-34), the 200-DV-1 OU 

perched water pumping/pore water extraction removal action well sites and the ERDF are considered to 

be a single site for response purposes.  

In accordance with Section 5.2.3 of the action memorandum (DOE/RL-2014-34), the 200-DV-1 OU 

perched water pumping/pore water extraction removal action well sites and the 200 West P&T are 

considered to be a single site for response purposes. 

All purgewater will be managed in compliance with DOE/RL-2009-80, Investigation Derived Waste 

Purgewater Management Work Plan. Purgewater will be collected, and contained at the well head if 

necessary, until transport to the purgewater modular storage units or to an appropriate P&T facility. 

  



DOE/RL-2014-51, REV. 0 

4-2 

 

This page intentionally left blank. 



DOE/RL-2014-51, REV. 0 

5-1 

5 Health and Safety 

The hazardous waste operations safety and health program was established to ensure the safety and health 

of workers involved in hazardous waste site activities. The program was developed to comply with the 

requirements of 29 CFR 1910.120, “Occupational Safety and Health Standards,” “Hazardous Waste 

Operations and Emergency Response,” and 10 CFR 835. The health and safety program defines the 

chemical, radiological, and physical hazards and specifies the controls and requirements for day-to-day 

work activities on the overall Hanford Site. Personal training; control of industrial safety and radiological 

hazards; personal protective equipment; site control; and general emergency response to spills, fire, 

accidents, injury, site visitors, and incident reporting are governed by the health and safety program. 

  



DOE/RL-2014-51, REV. 0 

5-2 

 

This page intentionally left blank. 



DOE/RL-2014-51, REV. 0 

6-1 

6 References 

10 CFR 835, “Occupational Radiation Protection,” Code of Federal Regulations. Available at: 

http://www.ecfr.gov/cgi-bin/text-

idx?SID=44978c26b801b659aa26be4be718c6f9&mc=true&node=pt10.4.835&rgn=div5. 

29 CFR 1910.120, “Occupational Safety and Health Standards,” “Hazardous Waste Operations and 

Emergency Response,” Code of Federal Regulations. Available at: http://www.ecfr.gov/cgi-

bin/text-

idx?SID=44978c26b801b659aa26be4be718c6f9&mc=true&node=se29.5.1910_1120&rgn=div8. 

40 CFR 300, “National Oil and Hazardous Substances Pollution Contingency Plan,” Code of Federal 

Regulations. Available at: http://www.ecfr.gov/cgi-bin/text-

idx?SID=44978c26b801b659aa26be4be718c6f9&mc=true&node=pt40.28.300&rgn=div5. 

40 CFR 300.415, “Removal Action.” 

40 CFR 300.440, “Procedures for Planning and Implementing Off-Site Response Actions.” 

49 CFR, “Transportation,” Code of Federal Regulations. Available at: http://www.ecfr.gov/cgi-bin/text-

idx?SID=27648354bbf772fe929855391083f381&mc=true&tpl=/ecfrbrowse/Title49/49tab_02.tpl

. 

49 CFR 171, “General Information, Regulations, and Definitions.” 

49 CFR 172, “Hazardous Materials Table, Special Provisions, Hazardous Materials 

Communications, Emergency Response Information, Training Requirements, and 

Security Plans.” 

49 CFR 173, “Shippers—General Requirements for Shipments and Packagings.” 

49 CFR 174, “Carriage by Rail.” 

49 CFR 175, “Carriage by Aircraft.” 

49 CFR 176, “Carriage by Vessel.” 

49 CFR 177, “Carriage by Public Highway.” 

Atomic Energy Act of 1954, as amended, 42 USC 2011, Pub. L. 83-703, 68 Stat. 919. Available at: 

http://epw.senate.gov/atomic54.pdf. 

Comprehensive Environmental Response, Compensation, and Liability Act of 1980, 42 USC 9601, et seq., 

Pub. L. 107-377, December 31, 2002. Available at: http://epw.senate.gov/cercla.pdf. 

DOE/RL-96-68, 2014, Hanford Analytical Services Quality Assurance Requirements Document, 
(HASQARD), Rev. 4, Volume 1, Administrative Requirements; Volume 2, Sampling Technical 

Requirements; Volume 3, Field Analytical Technical Requirements; and Volume 4, Laboratory 

Technical Requirements, U.S. Department of Energy, Richland Operations Office, Richland, 

Washington. Available at:  

http://www.hanford.gov/files.cfm/DOE-RL-96-68-VOL1-04.pdf. 

http://www.hanford.gov/files.cfm/DOE-RL-96-68-VOL2-04.pdf. 

http://www.hanford.gov/files.cfm/DOE-RL-96-68-VOL3-04.pdf. 

http://www.hanford.gov/files.cfm/DOE-RL-96-68-VOL4-04.pdf. 



DOE/RL-2014-51, REV. 0 

6-2 

DOE/RL-2009-80, 2009, Investigation Derived Waste Purgewater Management Work Plan, Rev. 0, 

U.S. Department of Energy, Richland Operations Office, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/docDetail?accession=0094946. 

DOE/RL-2011-37, 2011, Sampling and Analysis Plan for the Perched Water Pumping/Pore Water 

Extraction Treatability Test, Rev. 0, U.S. Department of Energy, Richland Operations Office, 

Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0093356. 

DOE/RL-2011-40, 2011, Field Test Plan for the Perched Water Pumping/Pore Water Extraction 

Treatability Test, Rev. 0, U.S. Department of Energy, Richland Operations Office, Richland, 

Washington. Available at: http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0093355. 

DOE/RL-2011-41, 2011, Hanford Site Strategy for Management of Investigation Derived Waste, Rev. 0, 

U.S. Department of Energy, Richland Operations Office, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0093937. 

DOE/RL-2012-20, 2015, Waste Control Plan for the 200-DV-1 Operable Unit, Rev. 0, U.S. Department 

of Energy, Richland Operations Office, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=1506301062. 

DOE/RL-2013-37, 2013, Engineering Evaluation/Cost Analysis for Perched Water Pumping/Pore Water 

Extraction, Rev. 0, U.S. Department of Energy, Richland Operations Office, Richland, 

Washington. Available at: http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0086598. 

DOE/RL-2014-34, 2014, Action Memorandum for 200-DV-1 Operable Unit Perched Water Pumping/ 

Pore Water Extraction, Rev. 0, U.S. Department of Energy, Richland Operations Office, 

Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/docDetail?accession=0082284H. 

DOE/RL-2014-37, 2015, Removal Action Work Plan for 200-DV-1 Operable Unit Perched Water 

Pumping/Pore Water Extraction, Rev. 0, U.S. Department of Energy, Richland Operations 

Office, Richland, Washington. 

Ecology, EPA, and DOE, 1989a, Hanford Federal Facility Agreement and Consent Order, 2 vols., as 

amended, Washington State Department of Ecology, U.S. Environmental Protection Agency, and 

U.S. Department of Energy, Olympia, Washington. Available at: 

http://www.hanford.gov/?page=81. 

Ecology, EPA, and DOE, 1989b, Hanford Federal Facility Agreement and Consent Order Action Plan, 

Washington State Department of Ecology, U.S. Environmental Protection Agency, and 

U.S. Department of Energy, Olympia, Washington. Available at: 

http://www.hanford.gov/?page=82. 

Ecology Publication No. 04-03-030, 2004, Guidelines for Preparing Quality Assurance Project Plans for 

Environmental Studies, Washington State Department of Ecology, Olympia, Washington. 

Available at: https://fortress.wa.gov/ecy/publications/summarypages/0403030.html. 

EPA/240/B-01/003, 2001, EPA Requirements for Quality Assurance Project Plans, EPA QA/R-5, Office 

of Environmental Information, U.S. Environmental Protection Agency, Washington, D.C. 

Available at: http://www.epa.gov/QUALITY/qs-docs/r5-final.pdf. 



DOE/RL-2014-51, REV. 0 

6-3 

EPA/240/R-02/009, 2002, Guidance for Quality Assurance Project Plans, EPA QA/G-5, Office of 

Environmental Information, U.S. Environmental Protection Agency, Washington, D.C. 

Available at: http://www.epa.gov/quality/qs-docs/g5-final.pdf. 

EPA 540/R-93/051, 1992, Specifications and Guidance for Contaminant-Free Sample Containers, 

Office of Solid Waste and Emergency Response, U.S. Environmental Protection Agency, 

Washington, D.C. Available at: http://nepis.epa.gov/Exe/ZyPURL.cgi?Dockey=2001266X.txt. 

EPA/600/4-79/020, 1983, Methods for Chemical Analysis of Water and Wastes, Environmental 

Monitoring and Support Laboratory, U.S. Environmental Protection Agency, Cincinnati, Ohio. 

Available at: http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=D196019611. 

EPA/600/R-93/100, 1993, Methods for the Determination of Inorganic Substances in Environmental 

Samples, Office of Research and Development, U.S. Environmental Protection Agency, 

Cincinnati, Ohio. Available at: http://monitoringprotocols.pbworks.com/f/EPA600-R-63-100.pdf. 

EPA, Ecology, and DOE, 2008, Record of Decision, Hanford 200 Area 200-ZP-1 Superfund Site, Benton 

County, Washington, U.S. Environmental Protection Agency, Washington State Department of 

Ecology, and U.S. Department of Energy, Olympia, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=00098825. 

IATA, 2013, Dangerous Goods Regulations, 55th Edition, International Air Transport Association, 

Montreal, Quebec, Canada. 

PNNL-19277, 2010 Conceptual Models for Migration of Key Groundwater Risk Contaminants Through 

the Vadose Zone and into the Unconfined Aquifer Below the B-Complex, Pacific Northwest 

National Laboratory, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/pdf.cfm?accession=0084238. 

PNNL-22499, 2013, Perched-Water Evaluation for the Deep Vadose Zone Beneath the B, BX, and 

BY Tank Farms Area of the Hanford Site, Pacific Northwest National Laboratory, Richland, 

Washington. Available at: 

http://www.pnnl.gov/main/publications/external/technical_reports/PNNL-22499.pdf. 

Resource Conservation and Recovery Act of 1976, 42 USC 6901, et seq. Available at: 

http://www.epa.gov/epawaste/inforesources/online/index.htm. 

SGW-39626, 2008, Borehole Summary Report for the Installation of Seven Groundwater Monitoring 

Wells at the 200-BP-5 Operable Unit, CY 2008, Rev. 0, CH2M HILL Plateau Remediation 

Company, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0082013H. 

SGW-57488, 2014, Borehole Summary Report for the Installation of Two Perched Groundwater Wells in 

the 200-DV-1 Operable Unit, FY 2014, Rev. 0, CH2M HILL Plateau Remediation Company, 

Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/docDetail?accession=0081532H. 

SGW-58147, 2015, Annual Performance Report for the 200-DV-1 Operable Unit Perched Water 

Extraction, Fiscal Year 2014, Rev. 0, CH2M HILL Plateau Remediation Company, Richland, 

Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/docDetail?accession=0081530h. 



DOE/RL-2014-51, REV. 0 

6-4 

SW-846, 2015, Test Methods for Evaluating Solid Waste: Physical/Chemical Methods, Third Edition; 

Final Update V (published in the Federal Register, Vol. 80, No. 156, dated August 13, 2015), 

Office of Solid Waste and Emergency Response, U.S. Environmental Protection Agency, 

Washington, D.C. Available at: http://www.gpo.gov/fdsys/pkg/FR-2015-08-13/pdf/2015-

20030.pdf. 

WAC 173-160, “Minimum Standards for Construction and Maintenance of Wells,” Washington 

Administrative Code, Olympia, Washington. Available at: 

http://apps.leg.wa.gov/WAC/default.aspx?cite=173-160. 

WAC 173-340-720, “Model Toxics Control Act—Cleanup,” “Groundwater Cleanup Standards,” 

Washington Administrative Code, Olympia, Washington. Available at: 

http://apps.leg.wa.gov/WAC/default.aspx?cite=173-340-720. 

WAC 173-460, “Controls for New Sources of Toxic Air Pollutants,” Washington Administrative Code, 

Olympia, Washington. Available at: http://apps.leg.wa.gov/WAC/default.aspx?cite=173-460. 

WCH-191, 2010, Environmental Restoration Disposal Facility Waste Acceptance Criteria, Rev. 2, 

Washington Closure Hanford, Richland, Washington. Available at: 

http://pdw.hanford.gov/arpir/index.cfm/viewDoc?accession=0084183. 


	DOE_RL-2014-37_R0_Clean.pdf
	Blank Page
	Blank Page

	DOE_RL-2014-51_R0_Clean.pdf
	Blank Page
	Blank Page




