
1 SPF-001 (Rev.F1)

DOCUMENT RELEASE AND CHANGE FORM
Prepared For the U.S. Department of Energy, Assistant Secretary for Environmental Management
By Washington River Protection Solutions, LLC (WRPS)
Contractor For U.S. Department of Energy, Office of River Protection

TRADEMARK DISCLAIMER: Reference herein to any specific commercial product, process, or service by trade name, trademark, 
manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United 
States government or any agency thereof or its contractors or subcontractors.  Printed in the United States of America.

Release Stamp

1. Doc No: RPP-PLAN-64889   Rev. 02

2. Title:
241-A-101 Tank Waste Retrieval Work Plan

3. Project Number:
T2R02

☒N/A 4. Design Verification Required:

☐Yes     ☒No

5. USQ Number: ☒ N/A
RPP-27195

6. PrHA Number Rev.                       ☒ N/A
          

Clearance Review Restriction Type:
public

7. Approvals

Title Name Signature Date
Checker Field, Jim G Field, Jim G 03/18/2024
Clearance Review Raymer, Julia R Raymer, Julia R 04/22/2024
Document Control Approval Valadez, Melissa D Valadez, Melissa D 04/18/2024
Originator Olander, Alan R Olander, Alan R 03/18/2024
Responsible Engineer Olander, Alan R Olander, Alan R 03/18/2024
Responsible Manager Kirch, Nick Kirch, Nick 04/17/2024

8. Description of Change and Justification

Updates based on comments received on the 241-A-102 Tank Waste Retreival Work Plan.  Changes are detailed in TPA-CN-1130.  

9. TBDs or Holds ☒N/A

10. Related Structures, Systems, and Components

a. Related Building/Facilities ☐N/A b. Related Systems ☐N/A c. Related Equipment ID Nos. (EIN) ☒N/A

241-A-101 241-GEN      

11. Impacted Documents – Engineering ☒N/A

Document Number Rev. Title
               

12. Impacted Documents (Outside SPF):

TFC-ENG-CHEM-D-48
TFC-OPS-OPER-C-48

13. Related Documents ☐N/A

Document Number Rev. Title
RPP-CALC-64793 00 Estimated Groundwater Impacts from Past Leaks and Potential Waste Losses during Retrieval at WMA A-AX
RPP-ENV-58813 01 Exposure Scenarios for Risk and Performance Assessments in Tank Farms at the Hanford Site, Washington
RPP-ENV-61497 00 Preliminary Performance Assessment of Waste Management Area A-AX, Hanford Site, Washington
RPP-ENV-62206 00 Analysis of Post-Closure Groundwater Impacts from Hazardous Chemicals in Residual Wastes in Tanks and 

Ancillary Equipment at Waste Management Area A-AX at the Hanford Site, Southeast Washington
RPP-RPT-58291 01 Hanford Waste Management Area A/AX Soil Contamination Inventory Estimates

14. Distribution

Name Organization
Allen, Ruth M RETRVL & CLOSURE/PROJ ENV CMPL
Blackwell, Becky TF PROGRAMS DIVISION
Bowers, Holly M ENVIRONMENTAL PROTECTION
Field, Jim G PROCESS ENGINEERING
Greene, James T TF PROGRAMS DIVISION
Kirch, Nick PROCESS & INTEGRITY ENG
Kneese, Kyle C GENERAL COUNSEL
Levitt, Marc T CLOSURE & INTERIM MEASURES
Lopez, Maria J REGULATORY INTERFACE
Olander, Alan R PROCESS & INTEGRITY ENG
Sutey, Mike SST RETRIEVALS ENGINEERING
Walton, Kalli J SST RETRIEVALS PROJECT MGMT

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 1 of 135

DATE:

Apr 22,2024
• HAtilFORD 

REI..EASE 

~ 

I 
I 



RPP-PLAN-64889
Revision 2

241-A-101 Tank Waste Retrieval Work Plan

Prepared by

A. R. Olander
D. J. Watson
Washington River Protection Solutions, LLC

M. W. Kozak
M. Rahman
A. K. Wahi
M. D. Williams
INTERA, Inc.

Date Published
March 2024

Prepared for the U.S. Department of Energy
Office of River Protection

Contract No. DE-AC27-08RV14800

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 2 of 135

 

  Approved for Public Release; 
Further Dissemination Unlimited   
 
 
 
 
 

washington river 
protection solutions 

an ame"ntum·-led company 



RPP-PLAN-64889, Rev. 2

i

Tank Waste Retrieval Work Plan Format

Tank Waste Retrieval Work Plans (TWRWP) are documents that are required by both the 
Hanford Federal Facility Agreement and Consent Order, EPA Docket Number 1089-03-04-120; 
Ecology Docket Number 89-54, (HFFACO Attachment 2, Action Plan Appendix I) and 
Appendix C of the Consent Decree in State of Washington v. Dept. of Energy, Case No. 2:
08-CV-05085-FVS (E.D. WA October 25, 2010).1  The TWRWP content required in both the 
HFFACO and the Consent Decree is nearly identical and is delineated in outline form with 
section titles such as the following:

 Operational requirements during retrieval; and

 Functions and associated requirements necessary to support design of proposed waste 
retrieval and leak detection monitoring and mitigation system(s);

Prior to the creation and execution of the Consent Decree in 2010, the Departments of Energy 
and Ecology had cooperatively developed and employed a format for TWRWPs created under 
the HFFACO.  Once the Consent Decree and its requirement for TWRWPs came into effect, 
Ecology and DOE simply decided to continue to use the TWRWP format developed under the 
HFFACO in satisfaction of the Consent Decree TWRWP requirement, thus avoiding, among 
other things, a potentially lengthy development period for a document that already existed and 
that both parties were already accustomed to and satisfied with.

The following pages provide a crosswalk to point to the sections in the TWRWP where the 
required elements of the Consent Decree, Appendix C, Parts 1 and 2, may be located.

                                                
1 The “Consent Decree” collectively refers to the Consent Decree in Case No. 2:08-cv-05085-FVS (October 25, 
2010), the Amended Consent Decree, Case No. 2:08-cv-05085-RMP (March 11, 2016), and the Second Amended 
Consent Decree, Case No. 2:08-cv-05085-RMP (April 12, 2016) and the Third Amended Consent Decree, Case 
No. 2.08-cv-05085-RMP (October 12, 2018) and the Fourth Amended Consent Decree, Case No. 2.08-cv-05085-
RMP (December 10, 2020) and the Fifth Amended Consent Decree, Case No. 2.08-cv-05085-RMP (July 18, 2022).  
The TWRWP requirements of the October 25, 2010 Consent Decree were not modified by either the Amended 
Consent Decree or the Second Amended Consent Decree.
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Consent Decree Appendix C TWRWP

*Page Part
Line 

Number Requirement Location by Section Number Supplemental Notes, if Necessary

37 1 9-11 ...will describe the retrieval technologies to 
be implemented…

3.0, Planned Retrieval Technology

3.1, System Description

37 1 11-13 …rationale for selecting these 
technologies…

3.3, Technologies Considered and Rationale for 
Selection

37 1 13-14 …the TWRWP shall establish two 
retrieval technologies…

3.0, Planned Retrieval Technology

38 1 13-14 …accompanied by a schedule for 
informational purposes only.  The 
schedule will include design, construction, 
and field retrieval activities…

2.1.1, Start Date A projected start date is included in 
section 2.1.1.  Additional details are 
provided in bi-weekly status 
meetings.  Project schedules are 
updated weekly, a detailed schedule 
included with the TWRWP would 
be inaccurate before the TWRWP is 
reviewed and approved.  

38 2 19-20 Tank(s) and/or ancillary equipment
condition and Configuration;

2.1, Tank

2.1.2, History of Tank

2.1.3, Tank Classification and Level History

2.1.4, Tank Waste Volume/Characteristics

2.2, Pipelines and Ancillary Equipment

38

39

2 21-22

1-2

Leak detection monitoring and mitigation 
plan, including technology description, 
rationale for selection, configuration, 
inspection and monitoring requirements, 
mitigation response, and anticipated 
performance goals;

4.0, Description of Planned Leak Detection and 
Monitoring Technologies

…monitoring and mitigation plan… 4.1, Existing Tank Leak Monitoring

4.2, Proposed Leak Detection Monitoring System 
Description
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Consent Decree Appendix C TWRWP

*Page Part
Line 

Number Requirement Location by Section Number Supplemental Notes, if Necessary

…technology description… 4.2.1.1, Drywell Monitoring

4.2.1.2, Leak Detection Using SST Liquid Level 
Measurement

4.2.1.3, High Resolution Resistivity

4.2.1.4, Leak Detection in Transfer Lines and 
Pits During Waste Retrieval

…rationale for selection… 4.3, Rationale for Selection of Leak Detection 
Monitoring Technology

…configuration… 4.1.2, Existing Tank Level Monitoring Equipment 
and Activities

4.2.1, Description of Proposed LDM System 
Configuration Used During Waste Retrieval

4.2.1.2, Leak Detection Using SST Liquid Level 
Measurement

4.2.1.3, High Resolution Resistivity

4.2.1.4, Leak Detection in Transfer Lines and 
Pits During Waste Retrieval

4.2.1.5, Leak Detection in Receiver DST During 
Waste Retrieval

…inspection and monitoring 
requirements…

4.2.1, Description of Proposed LDM System 
Configuration Used During Waste Retrieval

4.2.1.1, Drywell Monitoring

4.2.1.2, Leak Detection Using SST Liquid Level 
Measurement

4.2.1.3, High Resolution Resistivity

4.2.1.4, Leak Detection in Transfer Lines and 
Pits During Waste Retrieval

4.4, Leak Detection Functions and Requirements

…mitigation response… 4.6, Leak Mitigation and Response

…anticipated performance goals… 4.5, Anticipated Technology Performance

39 2 3 Operational requirements during retrieval; 3.1.2, Operating Description
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Consent Decree Appendix C TWRWP

*Page Part
Line 

Number Requirement Location by Section Number Supplemental Notes, if Necessary

3.2, Liquid Additions During Waste Retrieval

3.6, Functions and Requirements for WRS 
Design

3.7, Anticipated Impacts of Tank Waste Retrieval 
on Future Pipeline/Ancillary Equipment 
Retrieval

3.10, Air Monitoring Plan

39

40

2 4-22

1-7

A pre-retrieval risk assessment… 7.0, Pre-Retrieval Risk Assessment

11-12 Long-term human health risks associated 
with potential leaks during retrieval…

7.1.3.2, Potential Retrieval Leaks

Appendix B, Tank A-101 Long-Term Human 
Health Risk

11-13 Long-term human health risks 
associated…potential residual waste after 
completion of retrieval:

7.1.3.3, Residual Waste Remaining in Tanks

16-17 Process management responses to a leak 
during retrieval and estimated potential 
leak volume

4.6, Leak Mitigation and Response

7.1.1.2, Potential Retrieval Leak Inventories

40 2 8-10 Functions and associated requirements 
necessary to support design of proposed 
waste retrieval and leak detection 
monitoring and mitigation system(s);

3.6, Functions and Requirements for WRS 
Design

4.4, Leak Detection Functions and Requirements

5.0, Regulatory Requirements in Support of 
Retrieval Operations

40 2 11-16 Preliminary isolation evaluation 
including…

2.2, Pipelines and Ancillary Equipment

6.0, Preliminary Isolation Evaluation

Tank retrieval TWRWPs are limited 
to tank retrieval and not ancillary 
equipment retrieval. 

40-41 2 17-22

1-7

Any TWRWP that identifies the use of 
new aboveground tanks, tank systems or 
treatment systems (not otherwise 
permitted, and to be operated only during 
the retrieval duration) shall include the 
following additional information:

3.8, Information for New Aboveground Tank 
Systems

Even though retrieval systems are 
identified in the Part A permit 
application and are therefore 
otherwise permitted, some of these 
items are included in the TWRWP. 
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Consent Decree Appendix C TWRWP

*Page Part
Line 

Number Requirement Location by Section Number Supplemental Notes, if Necessary

21 General arrangement diagrams 3.5, Waste Retrieval System Diagram

22 System description 3.1.1, Physical Description

1-2 Piping and instrumentation drawings 
(P&ID) for the retrieval system

3.8, Information for New Aboveground Tank 
Systems

Not required.  P&ID drawings are 
included with the IQRPE package.

3 Process flow diagrams 3.8, Information for New Aboveground Tank 
Systems

Not required.  Process flow 
diagrams are included with the 
IQRPE package.

4-5 Information to demonstrate compliance 
with WAC 173-303-640

3.8, Information for New Aboveground Tank 
Systems

Not required.  Compliance 
information is included with the 
IQRPE package.

6-7 Describe the disposition of the system at 
completion of the retrieval.

3.7, Anticipated Impacts of Tank Waste Retrieval 
on Future Pipeline/Ancillary Equipment 
Retrieval

3.9, Disposition of Waste Retrieval System 
Following Waste Retrieval

*Neither the Amended Consent Decree (March 11, 2016), the Second Amended Consent Decree (April 12, 2016) nor the Third Amended Consent Decree nor the Fourth 
Amended Consent Decree (12/10/20) nor the Fifth Amended Consent Decree (7/18/2022) changed the text of Appendix C, as the Consent Decree was entered by the Court on 
October 25, 2010.  This table refers to the page numbers and text as set forth in Appendix C as entered October 25, 2010.
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1-1

1.0 INTRODUCTION

The U.S. Department of Energy (DOE) mission includes storage, retrieval, immobilization, and 
disposal of radioactive mixed waste presently stored in underground tanks located in the 
200 East and 200 West Areas of the DOE Hanford Site.  Single-shell tank 241-A-101 (A-101)1

located in the 200 East Area (Figure 1-1), is scheduled for waste retrieval using a modified 
sluicing system retrieval technology.  Tank A-101 is classified as “sound” as specified in 
HNF-EP-0182, Rev. 405, Waste Tank Summary Report for Month Ending September 30, 2021.

As of October 25, 2010, Consent Decree in State of Washington v. Department of Energy, 
Case No. CV-08-5085-FVS2 has provided the regulating direction for Tank Waste Retrieval 
Work Plans (TWRWP) for tanks that are required to be retrieved under the Consent Decree.  
The purpose of this TWRWP is to provide the State of Washington, Department of Ecology 
(Ecology) information on the planned approach for retrieving waste from tank A-101 to allow 
Ecology to approve the waste retrieval action.

Where information regarding treatment, management, and disposal of the radioactive source,
byproduct material, and/or special nuclear components of mixed waste (as defined by the Atomic 
Energy Act of 1954) has been incorporated into this TWRWP, it is not incorporated for the 
purpose of regulating the radiation hazards of such components under the authority of this tank 
waste retrieval work plan or Revised Code of Washington, Chapter 70A.300 RCW, “Hazardous 
waste management.”

                                                
1 NOTE:  To aid readability of the document, the official designation of “241-” in tank and tank farm names will be 
omitted.  Unless otherwise specified, tanks and tank farms are classified with “241-”.

2 The “Consent Decree” collectively refers to the Consent Decree in Case No. 2:08-cv-05085-FVS (October 25, 
2010), the Amended Consent Decree, Case No. 2:08-cv-05085-RMP (March 11, 2016), and the Second Amended 
Consent Decree, Case No. 2:08-cv-05085-RMP (April 12, 2016) and the Third Amended Consent Decree, Case 
No. 2.08-cv-05085-RMP (October 12, 2018) and the Fourth Amended Consent Decree, Case No. 2.08-cv-05085-
RMP (December 10, 2020) and the Fifth Amended Consent Decree, Case No. 2.08-cv-05085-RMP (July 18, 2022)..  
The TWRWP requirements of the October 25, 2010 Consent Decree were not modified by either the Amended 
Consent Decree or the Second Amended Consent Decree.
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Figure 1-1.  Location Map of Tank 241-A-101, A Tank Farm, and
Surrounding Facilities in the 200 East Area.
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2.0 TANKS AND/OR ANCILLARY EQUIPMENT CONDITION AND 
CONFIGURATION AND WASTE CHARACTERISTICS

2.1 TANK

Tank(s) and/or ancillary equipment condition and configuration

Tank 241-A-101 is the subject of this TWRWP.

2.1.1 Start Date

Submittal of the TWRWP shall be accompanied by a schedule provided for informational 
purposes only

The planned sequence of retrievals in A Farm is A-101, A-102, A-106, A-103, A-104, and 
A-105.  DOE anticipates that tank A-101 retrieval system installation will be complete at the end 
April 2024, followed by operations testing.  Retrieval operations are planned to start in 
June 2024.  Figure 2-1 shows the A Farm retrieval schedule as of October 2022.  All of the dates 
are approximate and are based on information, assumptions, forecast available on the noted date.  
Schedule changes are frequent, and this document will not be modified for the sole purpose of 
providing an updated schedule.

Figure 2-1.  A Farm Retrieval Schedule as of March 2023

2.1.2 History of Tank

Tank(s) and/or ancillary equipment condition and configuration

Summary-level historical data related to the configuration and operating history for tank A-101
is provided in Table 2-1.

Table 2-1.  Summary-Level Data for Tank A-101.

Constructed 1954-55

In service 1956

Diameter (ft) 75

Operating depth (in.) 360
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Design capacity (gal.) ≈1,000,000

Bottom shape Flat

Ventilation Active*

Nominal burial depth (ft) 7

Declared inactive 1980

Interim stabilized 2004

*While in Operation

The A Farm tanks consist of a 75-ft diameter, carbon steel liner inside a concrete tank.  The tank 
steel bottoms intersected the sidewalls orthogonally rather than the dished bottoms of earlier 
designed tank farms.  The concrete thickness is 2-ft on the tank bottom under the tank wall and, 
2-ft to 1.25-ft on the side walls, and 1.25-ft for the tank dome.  The concrete tank dome vertical 
thickness increases to approximately 5-ft at the base of the dome along the sidewalls (H-2-
55911, Waste Storage Tanks Composite Section).  Figure 2-2 shows a composite of A Farm 
tanks.

Figure 2-2.  A Tank Composite

Source:  H-2-31880, 241-A Tank Farm Leak Detection System Plan – Section Detail

Each tank was originally equipped with 14 risers that penetrated the tank dome and four airlift 
circulators that were operated to suspend solids, mix the tank contents, and dissipate heat.  
The airlift circulators positions are shown in Figure 2-3.  The airlift circulators stand on three 
legs that are welded to the bottom of the tank.  When built, three cables attached to the top of the 
draft tubes and to the tank floor to provide support keeping the tubes upright.  The airlift 
circulator draft tubes are in two lengths:  17 feet 6 inches and 8 feet 6 inches.  The draft tubes 
end 18 inches from the bottom of the tank.
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Figure 2-3.  Tank A-101 Airlift Circulator Position.*

Airlift Circulators

*From drawing H-2-63100, 101-A Tk. Arrgt. As Built

The 241-A tank specification is not clear on the design temperature, but the range for 
temperature elements was up to 248°F (HWS-5614, Specifications for PUREX Waste Disposal 
Facility Project CA-513).  Other documents state that the maximum design temperature was 
280°F and that the operational limit was increased to 300°F at the tank bottom (RPP-RPT-58291, 
Hanford Waste Management Area A-AX Soil Contamination Inventory Estimates).

Table 2-2 provides the size and use of tank A-101 risers, fill/cascade lines, and any equipment 
installed in or on the risers prior to modification for retrieval.  There are many risers of varying 
diameters and lengths of protrusion into the tank.  Figure 2-4 provides the tank A-101 riser plan 
view.  Planned use of the risers for waste retrieval is described in Section 3.1.1.

Table 2-2.  Tank A-101 Riser Configurationa

Component 
Identification 

Number
Diameter

(in.)

Use Descriptions and Comments

Tank A-101

R-1 12 Circulator Air Lines

R-2 8 Air Inlet Station/ Vacuum Controller/Condensate Drain
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Table 2-2.  Tank A-101 Riser Configurationa

Component 
Identification 

Number
Diameter

(in.)

Use Descriptions and Comments

Tank A-101

R-3 8 Dry Well

R-4 12 Spare

R-5 4 Spare

R-6 4 Enrafb

R-7 4 Crust Breaker

R-8 4 Floor Drain 01H Pit

R-9 20 Vapor Riser

R-10 6 Thermocouple

R-11 4 Process Waste

R-12 4 Spare

R-13 42 Spare

R-14 8 Instrument Lines

R-15 4 Spare

R-16 12 Exhauster Plenum

R17 18 Heating Coil

R-18 18 Heating Coil

R-19 4 Failed LOW

R-20 4 Sludge Measurement Port/ Spare

R-21 12 Pump Pit

R-22 12 Ventilation Exhaust

R-23 4 Drain from transfer box 241-A-153

R-24 4 Spare

N1 6 Overflow – outlet

N2 4 Spare Inlet Nozzle

N3 3 Line V039 (spare), sealed in diversion box

N4 3 Line V038 (fill)

N5 3 Line V063 (fill)
a H-2-73388, Piping Waste Tank Isolation TK 241-A-101
b Enraf—refers to the Enraf®; Enraf is a trademark of Honeywell International, Inc..
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Figure 2-4.  Tank A-101 Riser and Fill/Cascade Line Plan View.

Source:  H-2-73388

2.1.3 Tank Classification and Level History

Tank(s) and/or ancillary equipment condition and configuration

Tank A-101 is classified as sound in HNF-EP-0182.  Figure 2-5 shows the waste level history in 
the tank and some information on the waste stored in the tank.

MH
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Figure 2-5.  Tank A-101 Surface Level History

Source:  RPP-RPT-42739, 2009 Auto-TCR for Tank 241-A-101

2.1.4 Tank Waste Volume/Characteristics

Tank(s) and/or ancillary equipment condition and configuration

Tank A-101 entered service in the first quarter of 1956 when it received organic wash and waste 
from the plutonium-uranium extraction (PUREX) plant.  In the early to mid-1960s some 
carbonate was added to the tank to maintain the pH.  The tank was emptied in 1969 and a leak 
test was performed.  The tank then received waste from B-Plant.  The tank was sluiced in 1976 to 
remove sludge and then received waste from the 242-A evaporator (GJ-HAN-106, Hanford Tank 
Farms Vadose Zone Tank Farms, Tank Summary Data Report for Tank A-101).
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The tank was declared inactive in 1980.  Interim stabilization was completed in June 2004 after 
removing 542 kgal of waste and wash water (HNF-SD-RE-TI-178, Single-Shell Tank Leak 
Stabilization Record).

The waste volume and physical properties of the waste stored in tank A-101 are summarized in 
Table 2-3.

Table 2-3.  Waste Volume and Physical Properties Summary.

Waste Property Unit Tank A-101

Sludge volumea gal 3,000

Saltcake volumea gal 229,000

Supernate volumea gal 3,000

Saltcake Interstitial liquid volumea gal 52,000

Sludge densitya kg/L 1.61

Sludge percent watera % 44.2

Saltcake densitya kg/L 1.68

Saltcake percent watera % 32.8
a Source:  RPP-RPT-59892, Derivation of Best-Basis Inventory for Tank 241-A-101.

Although there are uncertainties associated with contaminant inventories in tank A-101 
(Appendix A), the following items show that there is sufficient information on the characteristics 
that affect waste retrieval, transfer, and storage in the double-shell tanks (DSTs) to proceed with 
waste retrieval.  The information used for waste volumes and constituents is the best available 
and is deemed sufficient based on knowledge of those attributes necessary for planning and 
design purposes to proceed with the retrieval.

 DOE (2003), Dangerous Waste Permit Application – Single-Shell Tank System (Part A 
Permit) list of constituents contains constituents not found in the Best Basis Inventory (BBI)
because of “protective filing.”  The constituents listed in the BBI (25 chemicals and 
46 radionuclides) account for approximately 99 wt% of the chemical inventory (not including 
water and hydroxide) and over 99% of the activity in terms of short- and long-term risk based 
on estimates developed using the Hanford Defined Waste (HDW) Model (RPP-19822, 
Hanford Defined Waste Model – Revision 5.0).

 The above meets the requirements in the Consent Decree that requires those contaminants 
accounting for at least 95% of the impact to groundwater risk be addressed.

Currently there are no plans to perform additional pre-retrieval characterization (e.g., sampling 
and analyses) of the waste in tank A-101.

The BBI is the best available data; however, the Part A Permit provides a list of constituents that 
may or may not be present in the single-shell tanks (SSTs).  A post-retrieval sample will be taken 
of the residual waste for all constituents identified in the Ecology-approved sampling and 
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analysis plan, pursuant to the requirements of that sampling and analysis plan, to address the 
uncertainties.  The information on risk and hazard values for future closure actions will be 
derived from post-retrieval sampling.

Sampling and analysis activities associated with component closure actions will be performed in 
accordance with RPP-23403, Single-Shell Tank Component Closure Data Quality Objectives, 
and RPP-PLAN-23827, Sampling and Analysis Plan for Single-Shell Tanks Component Closure.

2.2 PIPELINES AND ANCILLARY EQUIPMENT

Tank(s) and/or ancillary equipment condition and configuration

Table 2-4 provides a summary of the A Tank Farm ancillary equipment connected to tank A-101.  
Pathways into the tank include lines, pit drains, and risers.  There are no other known pathways 
into the tank; should any be discovered; they will be isolated during retrieval system installation 
or in accordance with the tank closure plan.

The existing buried waste transfer lines routed to tank A-101 have been isolated to prevent the 
inadvertent transfer of waste or intrusion of water into the tank following retrieval.  With these 
isolation measures in place, the process lines are in a stable configuration and do not represent 
pathways for water or additional waste to enter the tanks.

The abandoned process lines used for previous waste transfers will be internally contaminated 
through contact with the waste.  The abandoned lines were constructed with a positive slope to 
facilitate drainage (a design requirement).  Where practical, these lines were either flushed 
following use or were used for dilute waste transfers that should have minimized significant solid 
and/or liquid waste buildup in the lines.

Information on the current condition or on the volume/characteristics of any waste associated 
with piping and other ancillary equipment is not available.  An ancillary equipment source term 
was defined to include the residual waste in the A Farm piping for the purpose of assessing the 
long-term human health risk for the overall waste management area (WMA) as described in 
Section 7.1.3.4.

Information about unplanned releases (UPR) from the ancillary equipment common to A and 
AX tanks can be found in RPP-ENV-37956, Hanford 241-A/AX Farm Leak Assessments Report, 
and RPP-RPT-58291.  Information about the waste content of ancillary equipment can be found 
in RPP-RPT-58293, Hanford 241-A and 241-AX Farm and Ancillary Equipment Residual Waste 
Inventory Estimates.

Additional release information gained during installation of retrieval systems are not accounted 
for in this document.
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Table 2-4.  A-Tank Farm Components Associated with Tank A-101*

Single-Shell Tank

Tank Constructed Declared Inactive
Constructed Operating

Capacity (gal)

241-A-101 1954 – 1955 1980 1,000,000

Valve Pits

No Identification Number Valve pit

Tank Pits

241-A-01A Pump Pit

241-A-01B Pump Pit

241-A-01C Sluice Pit

241-A-01D Sluice Pit

241-A-01E Sluice Pit

241-A-01G Sluice Pit

241-A-01H Distributor Pit

Transfer Lines Before Retrieval Project (December 2020)

Line Number Start and End Connecting Facilities and Isolation Status

Overflow Tank, N-1 241-A-102

Inlet Nozzle Tank, N-2 Capped Spare

V039 Tank, N-3 241-A152, sealed

V038 Tank, N-4 241-A-152, sealed

V063 Tank, N-5 241-A-501, isolated

V-032 241-A-01A, U-1, Capped Above 
241-A-101

241-A-04A, U1

01A 241-A-01A, U-1 241-A-153, sealed

V-109 241-A-01A, U-2 241-C-151, U-2, sealed

SL-107 241-A-01H, U-1, isolated 241-A-A, L-5

SN-207 241-01B 241-A-A, L-14, blocked

4” Drain R-23 241-A-153, isolated

01C 241-A-01C 241-A-153, L-9, sealed

01B 241-A-01B 241-A-153, L-10, sealed

4101 241-A-101 241-AX-151, sealed

Isolation related documents:  H-2-56129, H-2-69184, H-2-71303, H-2-71843, H-2-73388, H-2-73385, H-2-73453, 
ECN 711739.
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3.0 PLANNED RETRIEVAL TECHNOLOGY

…describe the retrieval technology or technologies to be implemented…

This section provides a description of the waste retrieval technologies that will be used, if 
needed, in tank A-101.  The first technology is water and supernate sluicing using an extended 
reach sluicing system (ERSS).  The second technology is high pressure water using the ERSS.  
The rationale for selection technologies is provided in Section 3.3.  However, in accordance with 
Appendix C, Part 1 of the Consent Decree:

If 360 cubic feet is reached with the first retrieval technology, the first retrieval 
technology shall be used to the “limits of technology” and a second retrieval technology 
shall not be required.

Retrieval activities will switch from one technology to the other as required in an attempt to 
reach the Consent Decree residual waste goal.

In accordance with the Consent Decree, Appendix C, Part 1:

If the waste residual goal of 360 cubic feet is not achieved using the established two 
technologies, an additional retrieval technology established in a revised TWRWP shall be 
deployed to the “limits of technology;” provided that DOE may request that the State 
agree that DOE may forego implementing a third retrieval technology if DOE believes 
implementing such technology is not practicable under the criteria set forth above 
[in Appendix C, Part 1 of the Consent Decree].

3.1 SYSTEM DESCRIPTION

…describe the retrieval technology or technologies to be implemented… and system 
description

This section provides a description of the waste retrieval system (WRS) and how it will be 
operated.  Continued design development and incorporation of lessons learned may lead to 
changes in the design and/or operating strategy.

3.1.1 Physical Description

The in-tank WRS equipment will consist of an ERSS sluicing system to mobilize and retrieve 
waste from tank A-101.  The sluicing system will include two ERSSs, with a centrally positioned 
slurry pump.  With only four airlift circulators to work around, two ERSSs will allow the nozzles 
to move in close proximity to the waste.  The ERSSs will be controlled from a control trailer 
located outside the tank farm fence.  The ERSSs will be installed in existing tank risers located 
roughly on the east west center line of the tank.  The east ERSS is roughly halfway between the 
center of the tank and the tank wall while the west ERSS is about a third of the way from the 
center to the wall (see Figure 3-1 and Table 3-1 for locations).  The sluice nozzles will have the 
capability to direct liquid at various locations in the tank.  The waste in tank A-101 is mostly 
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saltcake, so water will be used to sluice and dissolve the waste and DST supernate will be used 
as the secondary sluicing liquid when needed.  The WRS will have the capability to use high 
pressure water to break apart hard agglomerations of waste.  The WRS will also have the 
capacity to use hot or cold water for sluicing.

Double-shell tank 241-AP-101 (AP-101) is planned to be used for both waste receipt and as the 
source tank for supernate recycle.  Tank AP-101 was selected based on available space and 
existing equipment.

Figure 3-1.  ERSS and Equipment Location.

Source:  RPP-RPT-57252, 241-A-Farm Riser Utilization

The configuration of tank A-101 includes four concrete pits; the central pump pit contains two 
risers.  The drains in the pits will be diked so that a buildup of liquid can reach the leak detector.  
A sump pump will be used to pump accumulated liquid back to the tank.  The WRS for 
tank A-101 may require design and construction of riser extensions to support the installation 
of the extended reach sluicers and a slurry pump.  Table 3-1 provides the planned riser use for 
tank A-101.  This riser use may change.
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Table 3-1.  Planned Riser Use for Tank A-101
Waste Retrieval System.

Riser Number Tank A-101

002 Air Inlet/Vacuum Breaker/Camera/Lights

004 ERSS

005 Sample Sleeve/Chemical Addition Port

006 Enraf

012 Camera/Lights

013 Slurry Pump

015 Camera/Lights

016 ERSS

022 Exhauster Port/Camera/Lights

0024 Camera/Lights

Source:  RPP-RPT-57252, 241-A Farm Riser Utilization

The new slurry pump will be installed in a riser located in the center pit.  The slurry pump design 
for tank A-101 will allow the pump installation height to be adjusted to facilitate maximum 
waste removal.  The slurry pump can be lowered to an elevation that allows liquid to be pumped 
to less than 1 inch of the bottom.  In tank AX-102 the tank bottom was uneven, and the slurry 
pump was above a ripple.  The tank A-101 pump will be installed to avoid ripples as much as 
possible.  Riser 013 is 42 inches in diameter allowing some flexibility to move the slurry pump 
away from a ripple.  The pump will be installed in the retracted position using a crane.  
The pump will be lowered into added liquid during retrieval startup.  The pump will be lowered 
to the bottom of the tank as waste retrieval progresses.  Other designs or arrangements may be 
used to optimize the pump installation or operation.

A mass flowmeter will be installed on the slurry pump discharge line in the center pit.  The mass 
flowmeter will be able to measure flowrate, density, and temperature.  A sample sleeve will be 
installed in riser 005 so that liquid/slurry waste samples can be collected from ERSS 
recirculation if needed.

Camera(s) will be installed in tank A-101 to provide the capability to visually monitor and aid in 
control of waste retrieval operations.  Instrumentation will also be provided to monitor process 
control data (e.g., pressures and flow rates).  Flowrates will be used to support material balance 
calculations.  The existing Enraf1 level gauge in tank A-101 will be retracted during waste 
retrieval operations and will be used periodically to monitor waste levels.

During waste retrieval operations, tank A-101 will be actively ventilated.  The ventilation system 
will consist of skid-mounted high-efficiency particulate air filtered portable exhauster(s).  
Two portable exhausters POR518 and POR519 were installed in A Farm.  Condensate drainage 
from the exhauster(s) from A Farm tanks will be routed back to an SST being retrieved or an 
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SST undergoing equipment installation in preparation for retrieval.  Any change to this drainage 
routing will be covered by a change to this TWRWP.

Diversion box POR624 serves to control the routing and flow of liquid to the sluice nozzles, tank 
AP-101, and to control water additions to the waste retrieval process.  The diversion box 
provides secondary containment and the collection/detection of any leakage in a sump.  
The diversion box will have a leak detector that is connected to the pump shutdown system in the 
control trailer.  In the event that a leak is detected in the diversion box, the slurry pump in tank 
A-101 would be shut down.  The diversion valve box has a sump and a sump pump that can be 
configured to transfer any leakage to the SST being retrieved or to tank AP-101.

A splitter box will be used to route waste from one or more of the A Farm tanks being retrieved 
to tank AP-101.  The splitter box will have a leak detector that is connected to the pump 
shutdown system in the control trailer.  Leak detectors may be a conductivity probe, a thermal 
leak detector, or another type of leak detector as appropriate.  The splitter box has a sump and a 
sump pump that can be configured to transfer any leakage to the SST being retrieved or to tank 
AP-101.

Should a transfer leak from the primary hose occur, the leak detection system will be designed 
to shut off the slurry pump when liquid covers the leak detection element contacts.  
Secondary containment structures will not overflow as a result of the transfer line leakage, 
including any transfer line drainback, because either the free volume of the structure exceeds 
the volume of leaked waste plus drainback, or there are openings in the structure which allow 
free-drain to the tank.

Transfer of waste from tank A-101 to tank AP-101 will be performed using transfer lines that 
provide secondary containment.  The waste retrieval project currently plans to use over-ground 
hose-in-hose transfer lines (HIHTL) and the Resource Conservation and Recovery Act of 1976
(RCRA)-compliant DST transfer system.

The receiver tank AP-101 will have a slurry distributor to receive the sludge and liquid from 
tank A-101.  The tank AP-101 ENRAF will be used to monitor the waste level in that tank.

3.1.2 Operating Description

…operational requirements during retrieval…

Before initiating waste retrieval, a formal waste compatibility assessment will be performed in 
accordance with HNF-SD-WM-OCD-015, Tank Farm Waste Transfer Compatibility Program.  
HNF-SD-WM-OCD-015 provides a formal process for determining waste compatibility through 
the preparation of documented waste compatibility assessments for waste transfers.  The primary 
purpose of the program is to ensure that sufficient controls are in place to prevent the formation 
of incompatible mixtures during waste transfer operations.  Waste compatibility assessments are 
prepared before all waste transfers into the DST system to ensure that the waste transfer will 
comply with specific administrative control, safety, regulatory, programmatic, and operational 
decision rules related to waste chemistry and waste properties.  Waste compatibility assessments 
require the preparation of calculations to determine source tank and/or receiver tank 
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compositions and to assess those compositions against specified decision rules that are provided 
in HNF-SD-WM-OCD-015.

Waste compatibility assessments require evaluations to determine whether or not controls are 
necessary to prevent the formation of gels and line plugging.  The identified control requirements 
are called out in the process control plan.

Formal issuance of the compatibility assessment will not be completed until just before waste 
retrieval operations begin to ensure that current conditions are captured in the assessment.

Meeting the informational requirements for waste transfers meets the requirements of 
Washington Administrative Code (WAC) 173-303-300, “General Waste Analysis.”  Compliance 
with the following documents is required before initiating a waste transfer:

 RPP-29002, Double-Shell Tank System Waste Analysis Plan.  SST transfers into the DSTs 
for any reason must meet the waste acceptance criteria presented in this plan.  This plan is 
written pursuant to WAC 173-303-300(5) and the Environmental Protection Agency (EPA)
guidance document OSWER 9938.4-03, Waste Analysis at Facilities that Generate, Treat, 
Store, and Dispose of Hazardous Waste.

 Waste Stream Profile Sheet (RPP-29002).  The sheet addresses the applicable sections of 
WAC 173-303-300; Title 40, Code of Federal Regulations, Part 761, “Polychlorinated 
Biphenyls (PCB) Manufacturing, Processing, Distribution in Commerce, and Use 
Prohibitions” (40 CFR 761); 40 CFR 268, “Land Disposal Restrictions”; and WAC 173-303-
140, “Land Disposal Restrictions,” and also requires a waste compatibility assessment 
pursuant to HNF-SD-WM-DQO-001, Data Quality Objectives for Tank Farms Waste 
Compatibility Program, to meet WAC 173-303-395(1), “Precautions for ignitable, reactive, 
or incompatible waste.”

During normal routine operations, waste retrieval will be initiated by adding water, if necessary, 
backflowing water through the pump and adding water through in-line water nozzles near the 
pump screen to create an operating well for the pump.  Water may also be added through a drop 
leg. Tanks with saltcake often form structured columns in the waste that can fill with silt.  The 
silt can plug the pump so adding water clears the silt and may dissolve the saltcake, which opens 
an operating cavity for the pump.  While the pump is starting, water will be added, if needed, 
through the ERSS sluice or high-pressure nozzles.  The specific gravity of the waste will be 
monitored as described in the process control plan and in-line dilution will be used to minimize 
the risk of plugging waste retrieval system hoses and transfer lines and to minimize impacts to 
DST space.

Initial sluicing will be focused on the center portion of the tank to establish a pump well that will 
allow liquids and solids to collect into a pool.  To maximize the saturation of added water, 
unsaturated water will be sprayed towards the outer edge of the tanks so that contact time 
between the salts and water can be maximized.  The in-tank camera will be used to provide 
visual input for directing the sluice nozzles.  Typically, one sluicer motion control will be 
operated at a time at a flow rate of approximately 60 to 120 gal/min; however, when water is 
added for dissolution it may be added through a sluicer or through a drop leg.
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If the pump suction is too shallow when waste retrieval is started, the sluice nozzle discharges 
can be aimed at the pump inlet to enable the pump to be inserted a little deeper.  The flow rate 
through the sluice nozzles will be adjusted based on the pump-out rate so that when additional 
water is being added to the tank, the rate of water introduction will approximately equal the rate 
of solution removal whether this operation is in a batch or continuous fashion.  The waste 
removed will consist of the mobilized solids, dissolved solids, and added water.  Maintaining a 
balanced pumping rate into and out of the tank is integral to minimizing the liquid volume in 
tank A-101 and reducing the potential for leakage.

An additional technology provided by the ERSS is the capability to add high pressure water to 
break up particles that resist breakup or mobilization with the lower pressure recycled liquor 
stream.  High pressure water could be used at any time during the retrieval process, but it is not 
envisioned that much will be needed until towards the end of retrieval.

If initial sluicing efforts show the tank A-101 salt and sludge is not readily mobilized, it may be 
necessary to add sufficient liquid to the tank to cover the waste and allow it to sit for a period of 
time to soften the solid waste before sluicing is resumed.  Liquid can break down bonds in dried 
waste or dissolve salt crystals holding the waste together if they are present.  The water used will 
not be saturated and thus will be expected to dissolve such salts or break the crystal structure 
down sufficiently to permit retrieval. The volume of free liquid added to soften any waste would 
be minimized by keeping the free liquid height above the waste to as small as practical.  
The time needed to soften the waste is unknown but would likely not be more than a few days.

The retrieval process will be monitored using closed-circuit television to facilitate waste retrieval 
and aid in efficiently retrieving the tanks.  Raw water will be used for waste mobilization and 
conveyance, transfer line flushing, equipment flushing, heel flushing, or as required for 
miscellaneous use.  The liquid in the tank A-101 will be recirculated and used to sluice waste 
reducing the amount of water needed for retrieval.  Sluicing with supernate will also minimize 
the amount of waste added to the DSTs.  Supernate sluicing will be used as needed particularly 
when data shows that salt dissolution has slowed.  During all retrieval activities the tank liquid 
level will be maintained below the maximum waste level designated in the process control plan.

During all field activities, standard operating procedures and safety precautions will be 
implemented to protect worker health and safety, the public, and the environment.  In accordance 
with standard operating procedures, health physics and industrial health technicians will monitor 
conditions within the tank farm in accordance with approved monitoring plans.

The rate of waste removal will be tracked throughout the retrieval.  The project will determine 
when a tank retrieval is complete by following the Consent Decree requirements stating “that the 
recovery rate of that retrieval technology for that tank is, or has become, limited to such an 
extent that it extends the retrieval duration to the point at which continued operation of the 
retrieval technology is not practicable, with the consideration of practicability to include matters 
such as risk reduction, facilitating tank closures, cost, the potential for exacerbating leaks, 
worker safety and the overall impact on the tank waste retrieval and treatment mission.”
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There is no limit of technology definition for an ERSS waste retrieval process.  A limit of 
technology definition will not be developed until sufficient ERSS retrieval operations have been 
performed to enable development of a justifiable definition.  Until an ERSS limit of technology 
definition is developed the same value used for modified sluicing in RPP-50910, Single-Shell 
Tank Waste Retrieval Limit of Technology Definition for Modified Sluicing is applied to ERSS 
retrieval operations.

The limit of technology for modified sluicing is defined in RPP-50910, as when the 
concentration of SST waste in the retrieved slurry sent to the DST is within, or bracketing, the 
range of 0 to 0.6 volume percent.  This limit of technology is used to gauge whether or not other 
retrieval technologies have reached their limit of technology.

The evaluation of limit of technology will consider all the requirements stated in the Consent 
Decree.  Evaluation of risk reduction may include application of an A Farm risk decision 
assessment tool approved for use by both DOE and Ecology.  The evaluation will be based on 
the estimate of remaining volume and projected concentrations of waste constituents.

Experience has shown that unexpected waste forms and tank conditions may be encountered, and 
that equipment performance can degrade with time.  The DOE will inform Ecology at least every 
two weeks, through normally scheduled meetings, about unexpected waste forms, behavior, and 
tank conditions, along with retrieval equipment performance changes that would impact overall 
retrieval rates and retrieval volume.  If a normally scheduled meeting does not occur, Ecology 
will initiate a meeting for this information exchange.

At these meetings, DOE will provide to Ecology the basis and rationale for continuing retrieval 
when it is suspected that waste form behavior, tank condition and/or equipment performance has 
diminished significantly, or performance impacted the ability of the deployed equipment to 
operate in order to meet the waste residual goal of 360 ft3.

The following information will be used to evaluate termination of retrieval and will be shared 
with Ecology prior to a decision to terminate field retrieval activities:

 System performance and efficiency data.

 In-tank visual confirmation of tank condition and waste retrieval.

 Preliminary volume estimates using tank geometry and in-tank structural features.

 Presentation and discussion of alternate system configurations and process modifications to 
enhance retrieval performance.

 Presentation and discussion of residual waste sample location.

TFC-ENG-CHEM-P-47, Single-Shell Tank Retrieval Completion Evaluation, provides the 
methodology to follow for determining when an SST undergoing waste retrieval has reached the 
end of the retrieval process.  The following summary of this procedure does not take the place of 
TFC-ENG-CHEM-P-47, and for any differences between this summary and the latest version of 
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the procedure, the procedure takes precedence.  Refer to TFC-ENG-CHEM-P-47 for details of 
the summary steps.

 When waste retrieval starts, engineering personnel will begin tracking retrieval performance 
(e.g., percent of waste retrieved) and provide a weekly status report.  Weekly status 
information will be provided to Ecology to brief them on retrieval activities, including 
residual volume estimates and performance parameters.  Ecology will be invited to view 
waste retrieval activities and video images of the in-tank operations.

 Engineering shall recommend configuration or procedure changes to enhance recovery as 
warranted.  Management is notified after performance efficiency or retrieval rate has reduced 
significantly.

 An attachment to TFC-ENG-CHEM-P-47 provides guidance for retrieval performance and 
limit of technology evaluations.  Establishment of when the limits of technology have been 
reached includes the following:

 Examination of in-tank images to observe/record waste contours and 
characteristics.

 Estimation of waste retrieval performance efficiency and remaining waste 
volume.

 Using performance data to demonstrate that a consistent pattern is present 
indicating limits of technology have been reached.

 Evaluation of waste retrieval performance against system limitations.

Status reports are continued until waste retrieval operations cease.  An SST completion of 
retrieval certification and a retrieval data report are then prepared and issued in accordance with 
the Consent Decree and the Hanford Federal Facility Agreement and Consent Order (HFFACO) 
respectively.

Following completion of waste retrieval and final tank flushing, the residual waste volume will 
be determined using the methodology defined in RPP-23403 and RPP-PLAN-23827.

3.2 LIQUID ADDITIONS DURING WASTE RETRIEVAL

…operational requirements during retrieval…

The pump adjustment features described previously should allow the tank A-101 pump to be 
inserted in the waste with little or no water addition.  However, if tank conditions require water 
additions to successfully insert the pump (e.g., debris under the pump installation riser), water 
additions would be controlled in accordance with OSD-T-151-00013, Operating Specifications 
for Single-Shell Waste Storage Tanks, Section 3.1).  This water would be added through the 
sluicers, by lancing, or by back flushing through the pump.
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Water could also be added to the tank as needed to flush equipment removed from the tank or for 
a number of operational reasons.  The use of water is minimized to avoid taking up DST storage 
space.

The estimated water volume used for the retrieval and the estimated retrieval time is provided in 
Table 3-2.

Table 3-2.  Tank A-101 Waste Retrieval Summary Data.

Tank

Initial Tank Waste 
Volume prior to 
Retrieval (kgal)

Projected Water Use
Volume (kgal)

Other Additions
(kgal)

Estimated Operating 
Duration (days)d

A-101 287a 892.4b 15.0c 102
a From Table 2-3.
b SS-1647 Rev. 1
c The retrieval plan includes volume of chemicals and time allotted for chemical dissolution.
d Duration estimate based on the general operating assumptions of two shifts operating 4 days/week with 35% operating 
efficiency. 

When adding liquid to the SST for the sole purpose of obtaining a waste level measurement, the 
following conditions apply:

 The electrical resistive leak detection system for the tank described in Section 4.2.1 must be 
continuously operable for at least 48 hours prior to the liquid addition.

 The benchmark level described in Section 4.6.1 will not be exceeded during the liquid 
addition.

 Excess liquid will be removed from the tank as soon as practical once a usable waste level 
measurement is obtained.

The timing for transfers out of tank A-101 is dependent on personnel resource availability, 
equipment availability, and DST conditions.  Once waste retrieval is started, it should follow the 
general pattern described, but no liquid additions or removals to/from tank A-101can be 
predicted for more than a day or two in advance; therefore, no detailed timeline can be developed 
showing all liquid additions and removals.  The water addition/removal may be intermittent or 
continuous.  Based on experience with other modified sluicing and saltcake dissolution 
retrievals, it will likely last for an 8- to 16-hr period, then be followed by one shift to several 
days wait, then continue.  Work continuity will be dependent on resource availability.  
Ideally the retrieval will be completed within a few months, but delays with tank farm work and 
lack of available resources could increase retrieval duration.

3.2.1 Basis for Using Water and Supernate

By using water as the primary retrieval liquid, some of the waste in tank A-101 will be 
simultaneously dissolved and mobilized.  As the agglomerates and structure are disturbed, silt 
and sludge will be mobilized and can be removed from the tank.  Supernate will be used to sluice 
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when it appears that there is little dissolution occurring with water.  Sluicing may also dissolve 
solids that dissolve at high pH.  Prolonged sluicing with supernate sluicing reduces the volume 
impacts to the DSTs since the supernate is recycled.

3.3 TECHNOLOGIES CONSIDERED AND RATIONALE FOR SELECTION

…rationale for selecting these technologies to meet the requirements of this Decree…

Waste retrieval technologies currently available for deployment in tank A-101 are (1) sluicing 
with water or (2) modified sluicing with supernate.  ERSS has demonstrated similar capabilities 
as the mobile-arm retrieval system (MARS) so MARS was not considered for this retrieval.  
Vacuum technologies were not considered because the tank leak status is “sound” and vacuum 
systems are less efficient than other technologies.  Likewise, in-tank vehicles are not preferred 
because of lower efficiency and less reliability.

Sluicing with only supernate that is saturated or nearly saturated with the salts would likely be 
less efficient than sluicing with water to remove saltcake.  Sluicing with water can be used if 
there is a problem with the supernate pump provided sufficient DST space is available.  Also, if 
water conservation is needed, the water slurry can be recirculated through ERSSs rather than 
using fresh water.  The combination of directed sluicing with little downtime is expected to 
provide better sluicing than past supernate-only based sluicing operations.

After considering candidate waste retrieval technologies and evaluation of the tank as discussed 
in Section 2.1.3, sluicing using water and supernate was selected as the preferred first technology 
for deployment in tank A-101.

The second and third technology alternatives, if necessary, are (1) high pressure water, and 
(2) chemical dissolution.  High pressure water can be deployed with an ERSS or an in-tank 
vehicle; an in-tank vehicle is not desirable due to some obstructions in the tank and vehicle
systems have been less reliable than ERSS.

High pressure water is preferred with large heel volume because a chemical dissolution may take 
up too much DST space and, for caustic or acid dissolutions, will have proportionally more 
impact to the DST space.  A chemical retrieval process is preferable for heels where the volume
is relatively low so the impact on DST space and the Waste Treatment Plant (WTP) throughput 
is less.  If dissolution with caustic is used in retrieval, less sodium hydroxide may be needed in a 
DST tank to raise pH.  A chemical retrieval process may also be preferable if the waste solid 
particles are already small because the surface area for dissolution is greater and an in-tank 
vehicle may just push the fine particles around the tank.

High pressure water was selected as the second technology for tank A-101 as it can be deployed 
easily when the first technology is no longer effective and the tank residual waste volume in the 
Consent Decree is exceeded, or it can be used in conjunction with sluicing.  High pressure water 
prepares the waste solids for chemical dissolution by decreasing particle size and increasing 
surface area and should be used prior to chemical dissolution.  High pressure water introduces no 
chemicals into the DST system that may have an impact on the WTP.  Chemical dissolution 
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compliments the mechanical technologies and has shown to be effective for waste forms resistant 
to size reduction by mechanical methods, but, normally, should only be used after the heel 
volume has been reduced by all the feasible mechanical technologies available.

The technologies selected are the technologies which should be deployed first, to their limits of 
technology, in an effort to achieve the 360 ft3 target volume goal specified in the Consent 
Decree.

3.4 ANTICIPATED PERFORMANCE COMPARED TO AGREEMENT CRITERIA

….two retrieval technologies that shall be deployed to each of their “limits of 
technology” in an effort to obtain a waste residue goal of 360 cubic feet of waste or less 
for each tank.

The WRS for tank A-101 will be designed to retrieve as much waste from the tank as possible 
with the technologies selected in an effort to obtain a waste residue goal of 360 ft3 or the limit of 
technology, whichever is less in accordance with the requirements of the Consent Decree.

3.5 WASTE RETRIEVAL SYSTEM DIAGRAM

General arrangement diagrams

Figure 3-2 is a proposed installation of ventilation system(s) equipment to support waste retrieval 
operations.  Alternate layouts may also be used.  A sketch of the WRS installation planned for 
tank A-101 is provided in Figure 3-3.  A potential HIHTL flow path routing and equipment 
layout in the tank farm is provided in Figure 3-4.  The elevation in the AP tank farm is 
approximately 10 ft lower than the elevation in the A tank farm.

Additional system information such as general arrangement diagrams, system description, 
piping, and instrumentation drawings (P&ID), process flow diagrams, are included in the 
Independent Qualified Registered Professional Engineer (IQRPE) package provided to Ecology.
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Figure 3-2.  Ventilation Equipment Layout

Source:  H-14-110201, Sheet 1, A Farm Ventilation Civil Site Plan
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Figure 3-3.  Tank A-101 Waste Retrieval System In-Tank Components.

Figure 3-4.  Tank A-Farm Waste Retrieval System

Source:  H-14-111015, Sheet 2, A Farm Retrieval Mechanical Installation Site Plan
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3.6 FUNCTIONS AND REQUIREMENTS FOR WRS DESIGN

Functions and associated requirements necessary to support design of proposed waste 
retrieval… system.

This section defines the upper-level functions and corresponding requirements to which the tank 
A-101 WRS must be designed and operated.  This TWRWP is not a system specification that 
defines design criteria for the WRS.  However, the system specification for the tank A-101 WRS 
will be consistent with this TWRWP.  The functions and requirements are provided in Table 3-3
and are focused on defining the upper-level requirements for the tanks.

Table 3-3.  Tank A-101 Waste Retrieval System Functions and Requirements (2 Sheets).

Function Requirement Basis* Key Elements

Control gaseous 
and particulate 
discharges 

The ventilation system exhaust shall 
be filtered to restrict emissions to the 
environment.

WAC 173-303-283(3)(b)
WAC 173-400
WAC 173-460
WAC 246-247
TFC-ESHQ-ENV-STD-03
TFC-ESHQ-ENV-STD-04

Mitigate potential 
release to the public and 
the environment.

Mitigate potential 
for leaks to occur 
during waste 
retrieval

Prevent inadvertent release from 
tank A-101 to the environment.

RPP-13033, 
Section 3.3.2.3.4

Do not raise waste level 
above benchmark level.  
(Benchmark level is
discussed in 
Section 4.6).

Control waste level 
in DST receiver 
tank

The WRS shall be operated to 
maintain waste level within specified 
allowable maximum and minimum 
values.

OSD-T-151-00007 Provide for safe waste 
storage in DSTs.

Remove waste 
from tank A-101

The retrieval technologies will be 
designed, deployed, and operated to 
each of their “limits of technology” in 
an effort to achieve the waste residue 
goal of 360 ft3 of waste or less for 
each tank.  The limit of technology is 
defined in the Consent Decree.

WAC 173-303
Consent Decree 
CV-08-05085-FVS

The WRS shall provide 
the ability to retrieve as 
much waste as 
technically possible.

Control and 
monitor the waste 
removal process in 
tank A-101

The WRS shall provide the monitor 
and control capability to control the 
waste retrieval and transfer process.  
This includes controlling and 
monitoring the following WRS 
process parameters:

 Pressures

 Flow rates

 Differential pressures across 
exhaust ventilation filters

 Leak detection systems.

RPP-13033
HNF-SD-WM-TSR-006
WAC 173-303
WAC 246-247
TFC-ENG-STD-26

Consent Decree 
No. CV-08-5085-FVS

Provide for safe and 
effective operation of 
the WRS.
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Table 3-3.  Tank A-101 Waste Retrieval System Functions and Requirements (2 Sheets).

Function Requirement Basis* Key Elements

Minimize waste 
generation

The WRS shall minimize waste 
generation to the greatest extent 
practical.

WAC 173-303 No numerical 
requirement.

Nuclear safety The WRS shall be designed and 
operated to protect workers, public, 
the environment, and equipment from 
exposure to radioactive tank waste and 
emissions during the retrieval 
campaign.

WAC 246-247
10 CFR 830
RPP-13033
HNF-SD-WM-TSR-006
HNF-IP-1266

Ensure protection of 
workers and the public 
from routine operations 
and potential accident 
conditions.

Occupational 
safety and health

The WRS shall be designed for safe 
installation, operation, and 
maintenance.

WAC 173-303-283(3)(i)
29 CFR 1910
10 CFR 835
29 CFR 1926

OSHA standards.

Occupational Radiation 
Protection.

WRS secondary 
containment and 
leak detection

For ex-tank equipment and piping, the 
WRS shall incorporate secondary 
containment and leak-detection design 
features.

WAC 173-303-400
DOE O 435.1
RPP-13033
HNF-SD-WM-TSR-006

Provide for safe and 
compliant transfer of 
waste to the receiver 
DST.

* Basis documents reference information is provided in Section 8.

DST = double-shell tank.

Ecology = Washington State Department of Ecology.

HFFACO = Hanford Federal Facility Agreement and Consent Order.

OSHA = Occupational Safety and Health Administration.

WRS = waste retrieval system.

3.7 ANTICIPATED IMPACTS OF TANK WASTE RETRIEVAL ON FUTURE 
PIPELINE/ANCILLARY EQUIPMENT RETRIEVAL

Describe the disposition of the system at the completion of the retrieval.

The existing buried waste transfer lines routed to tank A-101 have been isolated to prevent the 
inadvertent transfer of waste or intrusion of water into the tanks.  Following waste retrieval 
activities, new transfer lines and auxiliary equipment will be flushed as needed and the 
equipment reused or disposed of as discussed in Section 3.9.

Should the situation arise where a structure needs to be flushed following retrieval, it is estimated 
that the flush volume would be in the 100- to 200-gal range.  This solution would go to tank 
A-101 unless a valve change was made to direct the solution to another SST that had not yet 
completed retrieval.

When retrieval activities are completed, the exhauster(s) may be operated for a time for vapor or 
control, or they may be disconnected and disassembled.  If operations continue, demister 
flushing may be required.  This will add from 0 to 50 gallons of water to a tank to be retrieved or 
one of the retrieved tanks in the farm.  If the exhauster is to cease operations the seal pot will 
need to be drained.  Such drainage will be in the 0- to 20-gal range.
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It is currently planned to leave all in-tank equipment (e.g., the transfer pump) in the tank 
following retrieval.  However, in the unlikely event it is necessary to remove such equipment, it 
may have to be washed down upon removal to remove excess contamination or to reduce 
exposure for personnel protection.  The volume of water expected for such purposes would likely 
be in the 50- to 500-gal range.

Existing risers and pits associated with tank A-101 will be isolated following retrieval activities
when agreement has been reached with Ecology on tank A-101 closure.  These isolation methods 
are designed to minimize water intrusion to the tank.  However, by the general design and nature 
of the equipment, intrusion of rainwater or snowmelt cannot be precluded.

The old process lines and pits used for previous waste transfers should have limited potential for 
containing residual liquid.  The abandoned lines were constructed with a positive slope to 
facilitate drainage (a design requirement) and were either flushed following use or were used for 
dilute waste transfers that should have minimized significant solid and/or liquid waste buildup in 
the lines.  The pits also contained drains to a collection tank.  In accordance with the HFFACO 
Action Plan, Appendix I, disposition of the ex-tank ancillary equipment, including pipelines, will 
be performed in accordance with a separate component closure activity plan.  Flushing of old 
lines or pits would not be done unless required or permitted by the component closure activity 
plan.  Should such flushing be required or necessary, it would not take place until closure 
activities were underway, so the impact of any line flush volumes would be accounted for in the 
closure plan approved tank fill process.

Following retrieval, it may be necessary to add small (0 to 50 gal) volumes of water periodically 
to flush the ENRAF plummet prior to tank closure or to flush heel sample containers.  No other 
activities are envisioned that will purposely add liquids back to a tank once waste retrieval is 
complete.  Should it become necessary to add liquid to a retrieved tank for any reason other than 
those stated above, Ecology will be notified as specified in existing notification channels.

Post-retrieval intrusion monitoring of the tank is addressed in Section 6.3.

3.8 INFORMATION FOR NEW ABOVEGROUND TANK SYSTEMS

…identifies the use of new aboveground tanks, tank systems or treatment systems (not 
otherwise permitted, and to be operated only during the retrieval duration) shall include 
the following additional information:

 General arrangement diagrams
 System description
 Piping and instrumentation drawings (P&ID) for the retrieval system
 Process flow diagrams
 Information to demonstrate compliance with WAC 173-303-640
 Describe the disposition of the system at completion of the retrieval.
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While there are no new aboveground waste tanks or (above ground) waste treatment systems, the
ancillary and containment equipment are considered part of a tank system in accordance with
WAC-173-303-040, “Definitions” and are otherwise included in the SST permit application 
DOE (2011), Dangerous Waste Permit Application – Single-Shell Tank System (Part A Permit).  
The waste tank system equipment is described in Section 3.1.1.

A written integrity assessment, reviewed and certified by an IQRPE, attesting that the transfer-
related equipment and associated transfer lines are suitable for use during waste retrieval 
operations will be prepared in accordance with 40 CFR 265.192, “Design and Installation of 
New Tank Systems or Components,” and submitted to Ecology following completion of the 
design and field installation of the WRS.  This includes verification that the subject equipment 
meets the requirements set forth in 40 CFR 265.193, “Containment and Detection of Releases”.  
If additional systems or additional transfer line systems are used, each system will be evaluated 
by an IQRPE.  The design provided to the IQRPE for review will include all new or existing 
transfer systems, structures, or components, including secondary containment (e.g., central 
caisson) and leak detection equipment, used for tank A-101 waste retrieval.

The requirements for an IQRPE assessment need and the permitting decision logic for new 
equipment or repairs/upgrades to equipment will be performed in compliance with 
TFC-ESHQ-ENV_PP-C-11, Independent Qualified Registered Professional Engineer.

The IQRPE assessment will include P&ID, process flow diagrams, and information to 
demonstrate compliance with WAC-173-303-640.  These engineering documents are normally 
not final until construction is complete and are not available when the TWRWP is submitted to 
Ecology.  The engineering documents will be provided separate from the TWRWP.

General arrangement diagrams are provided in Section 3.5.  The system is described in 
Section 3.1.  Disposition of the system is described in Sections 3.7 and 3.9.

Risers were reviewed as part of the original SST System Integrity Assessment (RPP-10435,
Single-Shell Tank System Integrity Assessment Report).  SST system components (i.e., risers, 
pits) that were identified as part of the SST system for the original Integrity Assessment are not 
part of the retrieval system (unless specifically identified as such) and do not require a separate 
or additional integrity assessment if the function of the equipment does not change from its 
original purpose (e.g., the original purpose of risers is to provide tank access) and changes to the 
component are not outside the original component design basis and specifications.

3.9 DISPOSITION OF WASTE RETRIEVAL SYSTEM FOLLOWING WASTE 
RETRIEVAL

Describe the disposition of the system at the completion of waste retrieval.

3.9.1 Disposition of New Waste Retrieval System Components

Following completion of waste retrieval, the in-tank equipment will be left in place for 
disposition during component closure actions.  The above-grade equipment (e.g., transfer lines, 

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 42 of 135



RPP-PLAN-64889, Rev. 2

3-18

valve box, and related enclosures) will be reused to the extent possible for future waste retrieval 
activities.  Transfer lines and related equipment will be flushed to reach acceptable exposure 
rates for disconnecting and relocating the equipment.  Any above-grade equipment that needs to 
be removed and is not suitable for reuse will be packaged and disposed of as mixed waste onsite 
in accordance with the approved waste acceptance criteria for the Hanford Site burial grounds.  
If contaminated equipment is reused it will be controlled as specified in TFC-OPS-WM-C-10, 
Contaminated Equipment Management Practices.  HIHTLs will be managed to ensure the 
availability and functionality of each as needed for future retrievals, where or if they are needed 
to support SST retrieval.  At the conclusion of their mission, or on reaching the end of life for an
HIHTL, the HIHTL will be managed in accordance with RPP-12711, Temporary Waste Transfer 
Line Management Program Plan.

3.9.2 Disposition of Existing Ancillary Equipment

Ancillary equipment associated with tank A-101 is limited to waste transfer lines and equipment 
installed in pits and above-grade risers.  The current status of the ancillary equipment associated 
with tank A-101 is described in Section 2.2.  Any existing contaminated ancillary equipment 
located within risers that needs to be removed following waste retrieval will be packaged and 
disposed of onsite in accordance with the approved waste acceptance criteria for the Hanford Site 
burial grounds or controlled as specified in TFC-OPS-WM-C-10.

In accordance with the current plans for development and submittal of the SST System Closure 
Plan under HFFACO milestone series M-45-00 and HFFACO Appendix I, disposition of the 
ex-tank ancillary equipment, including pipelines, will be performed in accordance with a 
separate component closure activity plan.  Closure plans will be incorporated into the Hanford 
Facility RCRA Permit Revision 8C, or the renewed permit referred to as the Hanford Facility 
Dangerous Waste Permit, Revision 9, as appropriate.

3.10 AIR MONITORING PLAN

Operational requirements during retrieval

Monitoring shall be conducted in accordance with the approved criteria and toxics air permit and 
the radioactive air emissions licenses, and health and safety monitoring program.  ORP and the 
Tank Farm contractor, pursuant to federal requirements for protection of their workers, will 
develop and implement industrial hygiene (IH) monitoring plans for exhauster stack emission for 
the retrieval of tank A-101.
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4.0 DESCRIPTION OF PLANNED LEAK DETECTION
AND MONITORING TECHNOLOGIES

Leak detection monitoring and mitigation plan, including technology description, rationale 
for selection, configuration, inspection and monitoring requirements, mitigation response, 
and anticipated performance goals.

4.1 EXISTING TANK LEAK MONITORING

This section describes tank leak monitoring activities that have been historically performed or 
are currently being performed.

Prior to beginning retrieval operations, SSTs are in waste storage mode.  The requirements for 
leak detection while in waste storage mode are provided in OSD-T-151-00031, Operating 
Specifications for Tank Farm Leak Detection and Single-Shell Tank Intrusion Detection.  
When retrieval operations are ready to commence for tank A-101 the tank enters retrieval mode 
as described in 4.2.

4.1.1 Drywell Monitoring

Seven drywells that are in the vicinity of tank A-101 will be used for leak detection monitoring.  
The monitoring drywells are between about 4 and 7 and a half feet from the edge of the tank
footer (Figure 4.1).  The seven drywells are 10-01-01, 10-01-03, 10-01-04, 10-01-06, 10-01-08, 
10-01-10, and 10-01-11.  The drywells are from approximately 75 ft to 125 ft deep 
(GJ-HAN-106).

For tanks in waste storage mode no routine drywell logging is performed.

4.1.2 Existing Tank Level Monitoring Equipment and Activities

An in-tank A-101 drywell is used for intrusion/leak detection monitoring.  The receiver DST
annulus has three leak detection devices installed such as Enraf level gauges or similar 
instruments.

The waste level in tank A-101, while in storage mode, is monitored for intrusion only on a 
quarterly basis (OSD-T-151-00031).  The basis for in-tank leak detection and intrusion 
monitoring while in storage mode is provided in RPP-9937, Single-Shell Tank System Leak 
Detection and Monitoring Functions and Requirements Document.

The primary level monitoring in the receiver DST is performed as described in 
OSD-T-151-00031, Section 2.0.  The three annulus leak detector instruments provide indication 
of tank leaks as described in OSD-T-151-00031, Section 2.0.
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Level monitoring for the tank receiving the exhauster condensate, if not tank A-101, will be 
performed as specified in the applicable Ecology approved TWRWP for that tank or estimated 
on a quarterly basis when requested by Ecology.

Figure 4-1.  Plan View of the A Tank Farm Showing Drywells.

4.2 PROPOSED LEAK DETECTION MONITORING SYSTEM DESCRIPTION

Leak detection monitoring and mitigation plan, including technology description, 
rationale for selection, configuration, inspection and monitoring requirements, mitigation 
response, and anticipated performance goals.

This section provides a description of the leak detection and monitoring (LDM) system that will 
be deployed at tank A-101 during waste retrieval along with a description of how it will be 
operated.

The definition of when a tank is changed from storage mode to retrieval mode is provided in 
OSD-T-151-00031.  A tank is considered to be officially in retrieval status if one of three
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conditions is met:  either waste has been physically removed from the tank by retrieval 
operations, preparations for retrieval operations are directly responsible for rendering a primary 
leak detection or intrusion monitoring device out of service or monitoring requirements have 
been transferred to this TWRWP.

When all waste removal operations have been completed, a final waste volume measurement is
obtained, and all post-retrieval monitoring required by this document is completed, the tank 
retrieval status is maintained but retrieval leak detection is complete, and the tank is monitored 
for intrusion as specified in Section 6.

4.2.1 Description of Proposed LDM System Configuration Used During Waste Retrieval

The LDM method for tank A-101 during retrieval is an electrical resistivity (ER) LDM system 
with drywells and the tank thermocouple as electrodes.  The ER system will be fully 
implemented administratively as well as physically implemented in the field when used.

Established drywell logging methods will be used to survey the drywells surrounding tank A-101 
prior to the start of retrieval and will be used as a backup means of leak detection if the ER 
system becomes inoperable.  The use of drywell logging as a backup is specified in 4.2.1.1.

Under limited conditions, as specified in 4.2.1.2, SST liquid level measurement may also be used 
for leak detection and monitoring.

Figure 4-2 is a logic chart showing what leak detection method(s) are used, and when.  Details of 
the methods shown in Figure 4-2 are provided in 4.2.1.1 through 4.2.1.3.

LDM systems consisting of standard leak detection arrangements are used for transfer lines and 
pits.

The LDM system used for the receiver DST is the same one described in Section 4.1.2.

Any resulting changes to LDM activities described in this TWRWP will be approved by Ecology 
within 24-hours through the Change Notice form.
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Figure 4-2.  Leak Detection Methodology for SST Retrieval.1
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4.2.1.1 Drywell Monitoring

Drywell logging can refer to the use of moisture gauges and/or gross gamma detectors to monitor 
soil conditions surrounding the tank for increases in moisture content and/or gamma activity that 
may be evidence of tank leakage.  Drywell logging will be performed as follows:

 Gamma scans will be obtained for each listed drywell prior to initiation of retrieval 
operations in the tank.

 After retrieval operations have been initiated, drywell logging will only be performed if
needed as a backup leak detection method or when active retrieval will be discontinued for 
an extended period (typically two months or longer).

 Gamma scans will be obtained for each listed drywell following completion of active 
retrieval operations in the tank.

Should a pre-retrieval gamma scan show an unexpected presence of radioactivity in the soil 
adjacent to any of the listed drywells, and the unexpected reading is confirmed, the tank leak 
assessment process in procedure TFC-ENG-CHEM-P-57, Intrusion Notification and Tank Leak 
Assessment Process, would be implemented.  Retrieval activities as described in this work plan 
would not commence until the unexpected reading had been evaluated and shown to not alter the 
leak status stated in 2.1.3 for the tank whose waste was to be retrieved.

Current plans include monitoring of the following drywells prior to waste retrieval from tank 
A-101:

 10-01-01, 10-01-03, 10-01-04, 10-01-06, 10-01-08, 10-01-10, and 10-01-11

There is a potential that access to some drywells may be precluded by the placement of 
equipment or shielding, restricted due to ALARA (as low as reasonably achievable) concerns, or 
alterations to the tank farm surface as a part of ongoing waste retrieval activities.

The pre- and post-retrieval gamma scans will be obtained from near the ground surface to near 
the bottom of each drywell.  Pre-retrieval gamma scans will preferably be obtained within a year 
of retrieval start but may, with approval from Ecology, be within two years.

Drywell logging, when performed as a backup leak detection method, will monitor specific 
region(s) of interest for increases in gamma content.  These may include the interval from 
above the existing waste surface to below the base of the tank.  The depth interval to log when 
drywell logging is performed as a backup leak detection method will be specified in the process
control plan.

Due to operational constraints, required drywell logging may be missed occasionally if it is used 
as backup to the electrical resistive system method called High Resolution Resistivity-Leak 
Detection Monitoring (HRR-LDM).  Ecology will be informed of missed required drywell 
monitoring.

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 48 of 135



RPP-PLAN-64889, Rev. 2

4-6

Pre- and post-retrieval drywell gamma logging and any gamma logging done during retrieval 
operations may be performed with the radionuclide assessment system (RAS) truck, Retrieval 
Drywell Monitoring System (RDMS), or the spectral gamma system (SGLS).  The following 
background information describes the drywell logging tools, what they measure, and general 
measurement capabilities.

The RAS truck was specifically designed for routine gamma monitoring against the baseline 
established from the spectral gamma logging system data.  The RAS uses a series of three 
interchangeable NaI(Tl)-based scintillation detectors for measurement over the range from 
background levels to about 105 pCi/g 137Cs.  The RAS records counts in specific energy ranges 
as well as total gamma activity.  Although it does not have the energy resolution capability of the 
spectral gamma logging system, it is mounted on a smaller truck and collects data at a faster rate.

The RDMS handheld gamma logging system development began in 2014 and was completed 
and tested for use in 2019.  The handheld system was developed so that gamma logs of the 
drywells could be obtained as easily as moisture logs.  The system uses a commercially available 
NaI detector and meter with a custom-built cable.  Bar codes are attached to the cable every 
six inches and the bar code scanner wirelessly communicates with the meter matching position 
and counts.

The SGLS logging system was used to establish baseline conditions in 1995-2000.  This logging 
system is based on a liquid nitrogen cooled high purity germanium detector, which provides 
excellent gamma energy resolution for identification and quantification of individual 
radionuclides from background levels (method detection limit about 0.1 pCi/g 137Cs under 
typical conditions) up to about 10,000 pCi/g 137Cs.  A high-rate detector with internal and 
external shields is available to extend the measurement range to about 109 pCi/g 137Cs.

The SGLS truck can also be used to operate a neutron moisture logging system, which measures 
in situ vadose zone moisture over the range of 0 to about 25 vol% moisture content.  It takes 
about one shift of operation to obtain gamma logging data from all the drywells around a tank 
with the hand-held RDMS probe.  It takes about one shift of operation to obtain RAS data from 
one drywell.

The logging systems will be deployed by qualified personnel in accordance with the applicable 
procedures for that equipment.

The results from drywell monitoring, as well as a summary and analysis of this monitoring, 
including tools used, calibration, boreholes logged, depth of logging, frequency, logging rate, 
and data analysis will be submitted to Ecology within the retrieval data report.

4.2.1.2 Leak Detection Alternatives

While retrieving SSTs in C and AX Farms operating conditions occurred that may allow for 
effective alternative leak detection monitoring.  Level measurements were used in C Farm.  
In both C and AX Farm moisture logging was used for leak detection when there were no 
active retrieval operations.  In A Farm the following alternative leak detection methods are 
available depending on the operating conditions.
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ENRAF

Should conditions exist where a continuous liquid surface measurement is available (e.g., a pump 
fail prior to removing as much liquid as practical from the tank and replacement of the pump 
cannot occur immediately) Enraf measurements could provide an additional means of leak 
detection superior to either drywell monitoring or HRR.  SST Liquid level measurements can be 
used for leak detection during waste retrieval under the following conditions:

 The tank level gauge must be an ENRAF level gauge of the type normally used in tank 
farms.

 There must be a liquid surface under the ENRAF plummet, with no part of the plummet 
touching any waste solids or the tank bottom.

 There are no active retrieval operations being performed.

 The tank is not being actively exhausted except as required to meet air permit requirements.  
If the exhaust is applied to the tank for > 7 days and causes a significant level decrease rate, 
gamma logging will be evaluated as an alternative leak detection method.

 The measured waste level is not increasing, such as can occur if liquid is slowly draining 
from waste solids above the liquid surface.

Moisture Logging

Moisture logging maybe used in lieu of gamma logging as a backup method of leak detection if 
circumstances favor its use.  If water has been a primary retrieval fluid and soluble gamma 
emitting radionuclides are at a low concentration, moisture logging maybe more effective than 
gamma scans.  Moisture logging may also be needed if the gamma logging tools are not 
available.  If needed, a switch to moisture logging will be made after receiving Ecology 
approval.  The initial moisture logging will be full depth and will be used as a baseline since no 
pre-retrieval baseline moisture logging is planned.

Dry Tank

In certain situations, no leak detection monitoring will be performed.  At times, when the next 
retrieval action is being evaluated, tanks have become visually dry, and the quantity of waste is 
small enough that very little moisture can be contained in the waste.  If the following conditions 
are met no leak detection monitoring is required:

 Exhauster condensate is not routed to the tank.

 Sufficient tank bottom is visible allowing for visual confirmation that there is no free liquid 
on or seeping from residual waste or liquid on the tank bottom.

 Ecology concurs that the conditions are met and there is no other reason to continue leak 
detection monitoring.

Leak detection monitoring may only be suspended while the conditions are met.
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Material balance will not be credited for SST leak detection during the retrieval of tank A-101.

4.2.1.3 Electrical Resistivity

An electrical resistivity method called HRR-LDM will be used for leak detection during the
retrieval of the waste from tank A-101.  The equipment operates continuously except when down 
for repairs, calibrations, electrical outages, or similar reasons.  Should a problem occur which 
renders the ER leak detection system inoperable, drywell monitoring would be used as a backup 
means of leak detection, within the conditions specified in Figure 4-2 and section 4.2.1.

The HRR-LDM method uses geophysical resistivity measurements as a means to detect changes 
in baseline soil moisture levels.  The electrical resistivity of the soil around and beneath a waste 
tank depends on a number of parameters, one of which is moisture content.  The leakage of water 
or tank waste into these sediments changes the soil resistivity.  The HRR-LDM method detects a 
potential leak by comparing a present resistivity measurement against a previously obtained 
baseline measurement.  Comparison to a baseline allows the HRR-LDM method to discount 
existing resistivity differences in the soil caused by factors that include conductive structures or 
prior leaks.  Changes in soil moisture from precipitation need to be taken into consideration 
during monitoring to reduce the potential for making an incorrect leak determination.

ER data processing, data review, leak evaluation methodology, and definitions of anomalies and 
unexplained anomalies are described in RPP-32477, High Resolution Resistivity Leak Detection 
Data Processing and Evaluation Methods and Requirements.  The HRR-LDM leak detection 
requirements in RPP-32477 and in this TWRWP will be implemented in approved procedures by 
trained and designated personnel prior to the start of waste retrieval operations.

The basic resistivity measurement concept utilizes the existing drywells and/or a tank electrode 
(tank thermocouple or other waste contacting equipment) as measurement electrodes.  There are 
reference transmitters and receiver electrodes located a nominal 1,500 ft or more from the tank 
farm.  Power is applied to a drywell-reference transmitter electrode pair and an amperage 
measurement obtained.  Concurrently, a voltage measurement is obtained at another electrode-
reference receiver electrode pair.  Soil resistivity is calculated by dividing the voltage measured 
across the receiver electrode pair by the current measured across the transmitter pair.  
These measurements are repeated continuously, and the subsequent resistivity data analyzed for 
changes with time.

The HRR-LDM data may be reviewed any time.  When the system is operating the raw data is 
normally less than an hour old.

Ecology will be informed via e-mail or phone if an unexplained HRR-LDM anomaly exists.  
The response to an unexplained HRR anomaly is described in Section 4.6.  It is anticipated that 
three months or more may be needed to analyze all the available data and obtain any needed 
supporting information to enable resolution of the unexplained HRR-LDM anomaly.  If, after 
three months, the unexplained HRR-LDM anomaly has not been resolved, Ecology will be 
consulted as to possible changes in groundwater and analyte monitoring frequency.
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A limitation to the HRR-LDM system is that it provides data primarily as a two-dimensional 
diagram from the viewpoint of looking down on the tank.  Thus, a leak may be detected by 
HRR-LDM, and the general location of the leak around the tank noted, but the actual depth may 
or may not be able to be discerned from the data.

4.2.1.4 Leak Detection in Transfer Lines and Pits During Waste Retrieval

Liquid waste and slurry will be transferred from tank A-101 to the receiver DST using temporary
over-ground HIHTL and pits.  Leak detectors located in pits will be monitored during waste 
transfers.  Leaks may also be detected by monitoring flows and by radiation monitoring of the 
HIHTL in accordance with the requirements of RPP-13033, Tank Farms Documented Safety 
Analysis, and RPP-12711.  The tank AP-101 slurry distributors will also be monitored.

Leakage from the primary over-ground transfer hose (inner hose) will be contained by the 
secondary confinement system (outer hose).  The secondary confinement system is designed to 
drain any fluid released from the primary hose to a common point for collection, detection, and 
removal.  Leak detection elements are installed in pits at the ends of the transfer lines.  If a leak 
occurs the liquid will contact the detector, which will actuate an alarm and the transfer pumps 
shut down either automatically or manually.

4.2.1.5 Leak Detection in Receiver DST During Waste Retrieval

The existing leak detection systems in the receiver DST will be utilized as required in 
OSD-T-151-00031.  Leak detection instruments are installed in the annulus to detect a leak from 
the primary tank.

4.2.1.6 Use of Drywells During and After Waste Retrieval

During waste retrieval operations, existing drywells will be monitored if needed as a backup 
means of leak detection as described in Section 4.2.1.1.

The post-retrieval gamma scans may be done by any of the gamma logging methods discussed in 
Section 4.2.1.1 within approximately six months following the completion of planned waste 
retrieval in the tank.

4.3 RATIONALE FOR SELECTION OF LEAK DETECTION MONITORING 
TECHNOLOGY

Rationale for selection of LDM technology Leak detection monitoring and mitigation 
plan, including technology description, rationale for selection, configuration, inspection 
and monitoring requirements, mitigation response, and anticipated performance goals.

The LDM technology selected for deployment at tank A-101 represents the best available 
technology as of 2021.  The ER system, as described in Section 4.2.1.3 is believed to provide 
improved leak detection monitoring over that provided by vertical drywell monitoring.

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 52 of 135



RPP-PLAN-64889, Rev. 2

4-10

Three horizontal pipes called laterals were installed under tank A-101 for leak detection.  
The pipes are approximately ten feet below the tank bottom and are ideally positioned to detect 
waste leaks with gamma detectors.  Gamma logging of some A Farm laterals was last done 
in 2005.  Logging the laterals was manpower intensive and used specialized equipment that is no 
longer present on the Hanford site.  Also, the condition of the laterals under tank A-101 is not 
known.  Due to the unknown condition of the laterals, lack of specialized equipment, and 
manpower requirements, lateral gamma scanning for leak detection is not considered feasible at 
this time.

Pre-retrieval drywell gamma scans are performed to provide an updated baseline for that drywell 
prior to initiation of waste retrieval activities.

A pre-retrieval ER baseline is performed since ER leak detection is based upon observation of 
resistivity change from an established baseline.

Post-retrieval gamma scans will be obtained for conservatism, to verify there has been no 
significant change from the pre-retrieval gamma scans.

Use of SST liquid level data for leak detection, when such data are available and obtained under 
the conditions listed, would provide a leak detection capability exceeding that provided by 
drywell logging or ER.

4.4 LEAK DETECTION FUNCTIONS AND REQUIREMENTS

This section defines the upper-level functions and corresponding requirements to which the leak 
detection systems for tank A-101 must be designed and operated.  The system specification for 
the A tank farm will be consistent with this TWRWP.  The functions and requirements for LDM 
are given in Table 4-1.

Table 4-1.  Tank A-101 Leak Detection and Monitoring Functions and Requirements.

Function Requirement Basis* Key Elements

Detect leaks during 
waste removal from 
tank A-101

The LDM system shall be capable of 
detecting liquid waste releases 
during all waste removal operations.

WAC 173-303 Utilize LDM technologies to 
detect loss of liquid from a 
tank; see Section 4.2.1.

Monitor leaks from 
tank A-101 during 
waste removal

The WRS shall be capable of 
providing data to support 
quantifying leak volumes from the 
tanks in the event a release is 
detected during waste retrieval 
operations.

WAC 173-303 Utilize both ex-tank LDM 
technologies and process data 
that will allow estimate of leak 
volume and migration rate to 
be developed to the extent 
practical in the event of a leak.
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Table 4-1.  Tank A-101 Leak Detection and Monitoring Functions and Requirements.

Function Requirement Basis* Key Elements

Mitigate leaks 
during tank A-101 
waste retrieval

The integrated retrieval and LDM 
system shall be designed and 
operated to mitigate leaks as the 
primary means of minimizing 
environmental impacts from leaks 
during waste retrieval if they occur.

WAC 173-303 Leak mitigation strategy 
described in Section 4.6.

WRS secondary 
containment and 
leak detection

For ex-tank equipment and piping, 
the WRS shall incorporate 
secondary containment and 
leak-detection design features in 
accordance with 40 CFR 265.193 
and DOE O 435.1.

40 CFR 265
WAC 173-303
DOE O 435.1
RPP-13033
HNF-SD-WM-TSR-
006

Provide for safe and compliant 
transfer of waste to the 
receiver DST.

* Basis documents reference information is provided in Section 8

DST = double-shell tank.

LDM = leak detection and monitoring.

WRS = waste retrieval system.

4.5 ANTICIPATED TECHNOLOGY PERFORMANCE

Rationale for selection of LDM technology Leak detection monitoring and mitigation 
plan, including technology description, rationale for selection, configuration, inspection 
and monitoring requirements, mitigation response, and anticipated performance goals.

4.5.1 Drywell Monitoring

There is no single value that can be stated as the maximum leak that could go undetected by 
drywell monitoring for tank A-101.

There are a wide range of variables that influence the effectiveness of drywell monitoring.  
A Monte Carlo-type analysis of drywell moisture monitoring performance for SST leak detection 
was prepared that considered the impact of all significant variables (RPP-10413, Tank S-112 
Saltcake Waste Retrieval Demonstration Project Leak Detection, Monitoring, and Mitigation 
Strategy, Appendix B).  This document provided the results of an in-depth computer analysis that 
evaluated the variables affecting drywell monitoring performance, varied them over selected 
ranges and calculated the leak volume which might occur by the time of leak detection.  
Over 100,000 combinations were analyzed.  The following wording on drywell monitoring 
performance in italics is extracted from RPP-10413.

From Section 5.3 of RPP-10413:

….For slow leak rates ranging from 0.03 gal/hr to 1.44 gal/hr, the travel time and 
associated leak volumes for a leak originating near a drywell are small.  The theoretical 
leak volume and associated time required to reach a drywell from the center of the tank 
floor to a drywell (modeled as a 45-foot distance) are larger.  Detection of a slow leak 
from the center of the tank floor with a drywell is unrealistic as the time required for 
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sufficient liquid to leak from the tank and migrate to the drywell is significantly longer 
than the planned waste retrieval duration.  Summary statistics for travel time and total 
volume leaked under slow leak conditions are shown in Table 5.2 [this is Table 5.2 in 
RPP-10413, not a table in this work plan].  The mean values for travel times are 12 days 
for the 10-foot distance and 2.0 years for the 45-foot distance.  The corresponding mean 
values for volume leaked are 100 gallons and 6,200 gallons.  The 5th and 95th percentile 
values are also listed in Table 5.2.  Approximately 90% of the results fall between these 
two extremes.

Table 5.2.  Summary Statistical Results for Ex-Tank leak Detection Response Time
(for leaks less than 1.5 gal/hr)

Parameter
10-foot Distance

(f = 0.75)
45-foot Distance

(f = 0.50)

Mean travel time 12 d 710 d (2.0 y)

Median travel time 4.8 d 290 d (0.80 y)

5th percentile time 1.0 d 59 d

95th percentile time 43 d 2,600 d (7.1 y)

Mean volume leaked 100 gal 6,200 gal

Median volume leaked 73 gal 4,400 gal

5th percentile volume 20 gal 1,200 gal

95th percentile volume 300 gal 18,000 gal

Notes:  The mean value is the sum of the times or volumes divided by the number of trials.  The median 
value is the time or volume is [sic] the 50th percentile in the cumulative distribution (i.e., half the results 
lie below the median value).  The 5th and 95th percentiles show the range of times or volumes that 
encompass 90% of the calculated results.

Additional uncertainty analyses were performed to evaluate a larger range in potential 
leak rates.  Historical leak rates were reviewed and a range in-tank leak rates from 
0.03 to 102 gal/hr.  To account for the higher probability of a slow leak compared to a 
fast leak a lognormal distribution was assigned to the leak rate parameter (referred to as 
the lognormal leak rate model).  For this leak range the 95th percentile volume at both 
the 10-foot and 45-ft distance increased over those shown in Table 5.2.  The summary 
statistics for the larger leak rate range are provided in Table 5.3 [this is Table 5.3 in 
RPP-10413, not a table in this work plan]………

Table 5.3.  Summary Statistical Results for Ex-Tank leak Detection Response Time(for large leaks)

Parameter
10-foot Distance

(f = 0.75)
45-foot Distance

(f = 0.50)

Mean travel time 20 d 1,200 d (3.3 y)

Median travel time 2.2 d 130 d

5th percentile time 0.07 d 4.1 d

95th percentile time 72 d 4,400 d (12 y)

Mean volume leaked 100 gal 6,200 gal

Median volume leaked 73 gal 4,400 gal
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Table 5.3.  Summary Statistical Results for Ex-Tank leak Detection Response Time(for large leaks)

Parameter
10-foot Distance

(f = 0.75)
45-foot Distance

(f = 0.50)

5th percentile volume 20 gal 1,200 gal

95th percentile volume 300 gal 18,000 gal

Notes:  The mean value is the sum of the times or volumes divided by the number of trials.  The median value is the 
time or volume is [sic] the 50th percentile in the cumulative distribution (i.e., half the results lie below the median 
value).  The 5th and 95th percentiles show the range of times or volumes that encompass 90% of the calculated 
results.

From Attachment B3 of RPP-10413:

The main text shows stochastic results for two leak-to-drywell distances, 10 ft. and 45 ft.  
In this appendix, the leak-to-drywell distance (B) is allowed to vary over the bottom and 
side surfaces of the tank.  It will be assumed that a leak could occur anywhere on the 
sides or bottom of the underground tank.  It is further assumed that the sides are more 
likely locations for the leak.  A probability distribution is constructed for B and the 
distribution of travel times is calculated.  Three cases are considered.  The first has only 
one drywell for the tank.  The second has two drywells on opposite sides of the tank.  
The third case has three drywells evenly spread around the tank.  As might be expected, 
as the number of drywells, increases, the mean travel time decreases…..

…The stochastic results for these three cases are summarized in Table B3.1 [this is 
Table B3.1 in RPP-10413, not a table in this work plan].  As the number of drywells 
increases, the moisture travel time and volume leaked decrease….

Table B3.1.  Summary of Stochastic Results

Parameter One Two Three

Mean travel time 2,670 d 650 d 234 d

Median travel time 716 d 144 d 54 d

5th percentile time 6.6 d 3.4 d 2.5 d

95th percentile time 10,500 d 2,590 d 924 d

Mean volume leaked 23,100 gal 5,620 gal 2,030 gal

Median volume leaked 11,200gal 2,160 gal 795 gal

5th percentile volume 105 gal 59 gal 46 gal

95th percentile volume 87,700 gal 22,400 gal 7,980 gal

Notes:  The mean value is the sum of the times or volumes divided by the number of trials.  
The median value is the time or volume is [sic] the 50th percentile in the cumulative distribution 
(i.e., half the results lie below the median value).  The 5th and 95th percentiles show the range of 
times or volumes that encompass 90% of the calculated results.

Gamma or moisture drywell logging has been used for many years within the tank farms.  
It normally requires about one shift to perform handheld moisture logging on all the drywells 
around a tank, assuming a 15- to 30-ft logging range with data taken every foot.  It takes longer 
to complete handheld gamma logging.  The count time for each depth is slightly longer than the
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count time used for handheld moisture logging, but, depending on the shift duration, it still 
anticipated that all the wells surround a tank can be logged in one shift.  Approximately one shift 
is required to do a gamma scan with the RAS truck on one drywell, based on a full 75- to 100-ft 
scan.  If the RAS was used only over the same range as the hand-held moisture logging, more 
than one drywell could possibly be logged in a shift.  A full SGLS scan of a single drywell will 
take one shift.  If the SGLS scan was limited to the same depth range as the hand-held moisture 
monitoring, more than one drywell might be logged in a shift.

The data collected during moisture logging consists of neutron counts at different depths below 
grade in a drywell.  These neutron counts are converted to a soil volume percent water using a 
formula developed for each source/detector combination.  Data may be taken manually or 
electronically.

The data collected during gamma logging consists of count rates at different depths below grade 
in a drywell.  These counts can be reviewed as a total count rate at that specific depth or for the 
SGLS converted to a soil radionuclide concentration with a formula developed for each detector.  
Electronic data are recorded on a storage medium.

Handheld gamma and moisture logging data are normally given to data analysis personnel the 
same or following day from when the logging was performed.  In instances such as when logging 
is done on a day when personnel are normally off, it may be several days before the data are 
reviewed.  Following review, operations personnel are notified by data analysis personnel of out 
of the ordinary readings.  This notification will thus usually be 1 to 2 days after the data are 
taken, but in limited instances may be up to 4 days.

The keys to leak mitigation strategy are detailed in Section 4.6.1.

Data collected with the handheld gamma or moisture gauges will be analyzed within a few days.  
Data collected with the truck-mounted logging system will be analyzed within a few weeks 
under normal operations.

Due to the uncertainty and variance in the performance of the technology, there is no 
instantaneous method to measure leak migration rates.  Moisture logging was used in S, C and 
AX Farms as a backup to the ER system.  The retrieval fluid used in S and AX Farm was water 
so the radioactive constituent concentration in the SST decreased as the retrieval progressed.  
In C Farm supernate sluicing was used and the radioactive constituent concentration 
progressively increased or remained approximately the same.  In tank A-101 both supernate and 
water sluicing will be intermittently used to retrieve solid waste in the tank so the radioactive 
constituent concentration is anticipated to remain fairly constant and should be detectable with 
gamma logging.  Gamma logging of a drywell near SST 241-B-109 in the spring of 2021 showed 
a significant increase compared to prior logging supporting the status change of the tank from 
sound to assumed leaker.  The concentration of cesium-137 in tank B-109 is lower than in tank 
AP-101 so gamma logging is anticipated to be an effective method of leak detection.

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 57 of 135



RPP-PLAN-64889, Rev. 2

4-15

4.5.2 SST Liquid Level Monitoring

Should the conditions listed in 4.2.1.2 be met, SST level monitoring can provide a leak detection 
capability that exceeds that for either drywell monitoring or HRR.  The accepted accuracy of an 
ENRAF gauge is ±0.1 in., or ±275 gal when the reading is taken within the 75 ft. diameter 
section of the tank.  The precision of the gauge is ±0.01 in., or ±28 gal.  An ENRAF gauge 
operating on a liquid surface could easily note a decrease in liquid level of less than 275 gal.  
Such a decrease would not automatically indicate a tank leak.  The decrease would need to be 
evaluated to determine if there were other causes besides a leak.

4.5.3 ER Leak Detection

During the leak injection test performed in 2006 adjacent to tank S-102 a non-radioactive salt 
solution was injected into the ground at a depth of approximately the base of the tank.  
The solution for the first test was injected into the soil, and the solution for the nine additional 
tests injected into the soil wetted by the first test.  RPP-30121, Tank 241-S-102 High-Resolution 
Resistivity Leak Detection and Monitoring Test Report, indicates that these ‘leaks’ were detected
eight of the ten times, and for those eight detections the leak volumes at the time of detection
were in the nominal range of 100 to 600 gal.  RPP-30121 further states that the leak detection 
capability of the HRR injection test system, based upon all ten tests, is a volume of 2,100 gal at a 
95% confidence interval.  This statement is only applicable to the ER injection test system in the 
geometry and under the conditions and leak rates tested (‘tank’ simulated as a six-inch diameter 
steel pipe extending downward approximately 100 ft with the leak occurring at a depth of 
approximately 45 ft., 5 to 20 gal/h leak rates).

It is reasonable to assume that the response for an ER system deployed around an SST in A Farm 
would be less than that reported in RPP-30121 for the leak injection test setup due to the 
differences in geometry between the test setup and a 100 Series SST in A Farm, including the 
presence of concrete around the steel SST body which may diffuse or hold up leakage.  Based on 
past tank leak experience, the rate of an actual tank leak would also likely be less than the range 
of leak rates tested in the leak injection test.  Due to these differences and other limitations 
preventing direct extrapolation of test results to field deployment for tank A-101, a quantitative 
value cannot be stated for the leak detection capability of an ER system deployed in A Farm.  
However, it can be qualitatively stated that based upon experience at the Mock Test Site, the tank 
S-102 leak injection test, observation of the response of surface electrodes tested both at S-102 
and tank C-103, and general ER system operation both in S Farm and C Farm it is believed an 
ER system deployed in A Farm should provide leak detection capability better than the 
calculated drywell monitoring leak detection capability in Section 4.5.1.

ER interrogates the soil around and under a tank.  The system sensitivity may decrease somewhat 
with the distance of an electrode (drywell) from the tank, but resistivity changes were still seen 
with drywells 100 ft. away from the injection point during the injection testing.  With drywell 
logging, waste liquid likely needs to be less than a foot from the drywell to be detected by 
moisture monitoring.  Gamma monitoring could potentially detect a leak when the liquid was 
two to three feet from the drywell, depending upon conditions.  ER is expected to have a much 
better sensitivity for leak detection with the much larger area interrogated by HRR when using 
the drywell-to-tank electrode data upon which the leak injection test conclusions were based.  
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Sensitivity for ER leak detection using drywell-to-drywell data; however, it still expected to be 
better than drywell monitoring due to the larger soil volume interrogated by ER.  The leak 
detection capability for ER is also enhanced in comparison to drywell monitoring since it 
operates on a near continuous basis, except when out of service.

No instantaneous method to measure leak migration rates is available due to the inherent 
uncertainty and variance in the performance of the technology.

The data collected during ER consist of voltage and amperage readings taken at periodic 
intervals for all electrode combinations.  The readings are converted into a soil resistivity by 
dividing the voltage by the amperage.  The raw data are then processed through software and 
analyzed for trends that may be indicative of a tank leak.  The raw calculated resistivity values 
can also be reviewed directly without processing.

The ER data may be reviewed any time by qualified personnel.  The raw data available may be 
an hour or less old.  Processed data lags four to six hours behind the raw data due to the need to 
wait for a number of data sets to pass to perform spike rejection and filter the data.  If the data 
are reviewed once a day the data used may thus be from less than one to 54 hours old when first 
reviewed.

4.6 LEAK MITIGATION AND RESPONSE

Leak detection monitoring and mitigation plan, including technology description,
rationale for selection, configuration, inspection and monitoring requirements, 
mitigation response, and anticipated performance goals.

4.6.1 Waste Retrieval Tank Leak

4.6.1.1 Waste Retrieval Tank Leak Mitigation

Leak mitigation strategy for an SST leak during waste retrieval refers to both reducing the 
potential for a leak to occur and to minimizing the volume of waste that could leak to the ground 
if there were a tank leak.  Leak minimization for a waste retrieval tank leak is provided by 
actions taken before and during waste retrieval.  These include the following:

 The in-tank liquid inventory during waste retrieval will be less than liquid level present in the 
tank before interim stabilization activities were undertaken.

 Addition of liquid to the retrieval tank is minimized and liquid pools that form are removed 
as practical.

 Liquid inventories will be removed between waste retrieval campaigns.

 Waste is retrieved to the extent practical by working from the center of the tank outwards
creating a well for liquid to accumulate in and creating a reservoir to pump from.

 The HRR system data is evaluated as specified in Section 4.2.1.3.
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 Equipment handling controls are used to minimize the potential for dropping equipment into 
the tank, which could penetrate the tank bottom during installation.

 A benchmark level is maintained in the tank.  The waste level shall not exceed this 
benchmark.  The benchmark level shall be defined in the process control plan.  
The benchmark shall be based upon minimizing free liquid in the tank.

If there is a need to operate the system longer than currently planned to demonstrate the limit of 
the technology to recover waste that is difficult to retrieve, the basic leak minimization step is 
still to limit the volume of any free liquid in the tank.

4.6.1.2 Waste Retrieval Tank Leak Response

There is no tank specific response plan for an SST leak during waste retrieval.  The generic leak 
response reactions in this subsection are applicable to any tank undergoing sluicing waste 
retrieval.  There may be further actions specified by Corrective Actions or in a WMA A/AX
closure plan when implemented.

The ‘timeliness’ of any leak response action is dictated in part by how often the ER data 
(or drywell monitoring data when used as a backup means of leak detection), are reviewed.  
No leak response is initiated until a potential leak is noted.  The steps enumerated in 
section 4.6.1.1 are used to minimize the leak potential and leak volume.  Anomalies noted during 
HRR data review are evaluated for leak potential.  The following actions will occur when this 
data review indicates an unexplained anomaly exists that may be caused by a potential tank leak:

 All liquid additions to the tank are stopped.  There is no specific timeline for stopping liquid 
addition to the tank, it would occur as soon as direction was sent to field personnel to halt 
liquid addition.  This direction would be sent as soon as operations management was notified 
following receipt of information that showed an unexplained anomaly existed.

 Implement the TFC-ENG-CHEM-P-57 leak assessment procedure.  No specific completion 
times are stated for the referenced steps in the leak assessment process.  Leak assessment 
steps in TFC-ENG-CHEM-P-57 include:

 Review available information and identify additional information needs.  
Available information includes in-tank and ex-tank measured data (e.g., surface 
level, flow rate, barometric pressure); tank process history; historical drywell 
logs; photographs; etc.

 Develop specific leak and non-leak hypotheses.  Analysts and subject matter 
experts develop leak and non-leak hypotheses through a concurrence approach.

 Assess leak probability.  The probability for each leak and non-leak hypothesis 
is calculated.  The probability assessment is reviewed and concurred with by the 
analysts.

 Prepare leak assessment report.  The leak assessment report includes the 
information reviewed, discussion of hypotheses considered, summary of analysts’
assessments, summary of mathematical probabilities, and final determination.
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 Inform Ecology within 72 hours that the evaluation process in TFC-ENG-CHEM-P-57 was 
initiated and that liquid additions to the tank have been suspended to validate if a leak has 
occurred.

 Continue to retrieve liquid from the tank as practical during the leak assessment process.  
There is also no timeline for this step; this operation would continue if it was already being 
performed.  If waste retrieval operations were not being performed and there was free liquid 
in the tank that could be removed, this removal would commence as soon as resources could 
be assembled to begin pumping, and the route to the receiver DST, and the DST itself, were 
available and able to accept the transfer.

The response to a potential leak will be the same regardless of the leak rate.

Waste retrieval operations will resume under normal operating procedures if the leak assessment 
concludes that no leak is indicated.

The operating contractor will notify the appropriate regulatory agencies in accordance with 
TFC-ESHQ-ENV_FS-C-01, Environmental Notification, should a leak be validated.  
This includes notification to Ecology pursuant to the requirements of WAC 173-303.

TFC-OPS-OPER-C-24, Occurrence Reporting and Processing of Operations Information,
provides a number of steps to follow leading up to the point where the environmental notification 
procedure TFC-ESHQ-ENV-FS-C-01 is applied if the event or condition meets one of the 
occurrence reporting criteria.  Procedures are in place that direct immediate actions necessary to 
stabilize the facility/operation to a safe condition and preserve conditions for subsequent 
investigation (TFC-OPS-OPER-C-24).  The applicable steps related to Ecology notification 
excerpted from TFC-ESHQ-ENV_FS-C-01 include:

 Notify Tank Farm Contractor Environmental personnel of the leak.

 Determine if the spill or release exceeds 40 CFR 302, “Designation, Reportable Quantities, 
and Notification,” reportable quantity for the material.

 Determine if a RCRA contingency plan needs to be implemented.

 Notify Ecology and the Washington State Department of Health if the reportable quantity has
been exceeded and/or the RCRA contingency plan has been implemented.  (Note:  These 
notifications are performed per specific requirements on a checklist.)

 Specific actions to mitigate the impact of an SST leak, including spill response, interim 
measures, remedial actions, and closure activities, will require consultation with Ecology and 
DOE.  Specific response(s) to a confirmed release are contingent on the specifics of the 
release, including time to closure of farm, size of release, relation of release to previous 
releases, retrieval processes and equipment in farm.
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4.6.2 Receiving Tank Leak

4.6.2.1 Receiving Tank Leak Mitigation

The only receiver tank for tank A-101 waste is tank AP-101.  Since any DST leak would be into 
the annulus surrounding the primary containment tank there is no release to the environment to 
mitigate, but timely response to a leak should minimize the volume of waste that enters the tank 
annulus.  The primary mitigation strategy for a DST leak is to maintain operable leak detection 
systems and respond as specified in procedures to potential or confirmed leaks.

4.6.2.2 Receiving Tank Leak Response

A generic leak response plan is provided in RPP-PLAN-64245, Double-Shell Tank Leak 
Response Plan.

Actions taken in the event of a leak of waste from primary tank piping into the secondary 
containment system of the DST system or other receiver tank during a waste transfer from an 
SST to a DST include:

 Stopping the flow of waste into the tank system (stopping the transfer),

 Pumping waste in the primary tank to another DST until the liquid level in the secondary 
containment is no longer increasing, and,

 Removing the waste from the secondary containment system as soon as practicable.  Tanks 
that develop leaks at or near the tank bottom may also require saltwell jet pumping to remove 
trapped liquids from between solid layers in the tank.

Pumping out waste from the primary tank and from the annulus would require tank specific 
response plans in the form of procedures or work packages.

The response to a DST leak would be the same regardless of whether the leak was due to a 
transfer leak into the annulus or a leak of the DST primary tank.  Notifications are performed per 
specific checklist requirements and transmitted to the listed parties no later than close of business
the next business day.

The following specific conditions associated with DST leak detection that require Ecology 
notification are excerpted from TFC-ESHQ-ENV_FS-C-01:

 Leak detection equipment preventive maintenance or functional testing that will exceed 24 
hours downtime.

 Leak detection equipment repair that will require more than 90 days to complete.

 Annulus leak detection probe elevations that are outside the elevation band prescribed by the 
operator round sheets.

The above leak detection and mitigation systems are approved and implemented through the 
DST RCRA permitting process.
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4.6.3 Transfer Line Leak

Transfer line leakage occurring near the DST would likely drain to the DST receiver tank.  
All other transfer line leakage will drain back to either the SST being retrieved or a containment 
structure on the transfer line.  Leakage to the containment structure is transferred to the SST 
being retrieved or to the DST.

4.6.3.1 Transfer Line Leak Mitigation

Leak mitigation is provided by the design of equipment that channels all leakage into an outer 
encasement that drains to a transfer structure with a leak detector.  The transfer is shut down 
when the alarm occurs.

4.6.3.2 Transfer Line Leak Response

Responses to transfer leak detection alarms are performed per procedure (procedures for waste 
transfer are developed before waste retrieval operations).  Transfer line leak detection is 
performed in a similar manner to, and response is similar to that for, existing tank farm transfers.  
There is nothing unique to the tank waste retrieval transfer line leak detection system logic when 
compared to existing tank farms transfer line leak detection.  Should a leak be detected in the 
aboveground diversion/splitter boxes or pits, the waste transfer pumps would be shut down and 
the leakage would be transferred to the SST being retrieved or the receiver DST (the AP Farm is 
at a lower elevation than A Farm) using the sump pump.  Leaks within one of the sluicer pits will 
result in pump shutdown with leakage draining to the SST.  Waste leaked to the secondary 
containment of the transfer line will be returned to the SST being retrieved or the DST receiver 
tank.  The leaks would be repaired, or the leak location bypassed before resuming waste retrieval 
operations.

Any transfers in progress would be stopped immediately and response actions defined in 
RPP-27869, Building Emergency Plan for Tank Farms, would be implemented should a visible 
(aboveground) leak or release be detected during waste retrieval operations.  A visible leak or 
spill would only occur as a result of an accident or equipment failure.  RPP-27869 identifies the 
facility hazards, including hazardous materials, and defines the facility-specific emergency 
planning and response.  The emergency plan also describes incident response actions including 
the initial response actions to immediately protect the health and safety of persons in the affected 
area, determining if emergency notification is necessary, and taking steps necessary to ensure 
that a secondary release, fire, or explosion does not occur.  The response actions also include 
steps taken to collect and contain released waste per the regulatory requirements of 
WAC 173-303.
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5.0 REGULATORY REQUIREMENTS IN SUPPORT OF RETRIEVAL
OPERATIONS

Functions and associated requirements necessary to support design of proposed waste 
retrieval and leak detection monitoring and mitigation system(s).

Retrieval of waste from the SSTs will be performed under the requirements of the Consent 
Decree, the Atomic Energy Act of 1954, and RCRA, RCW 70A.300 and their implementing 
regulations.  The SSTs do not provide secondary containment and are not compliant with RCRA,
RCW 70A.300 and some interim facility standards of Subpart J of 40 CFR 265.  The SSTs are 
currently authorized to continue operations under the interim status standards pending closure in 
accordance with WAC 173-303-610, “Closure and Post-Closure,” under the authority of 
HFFACO Action Plan Section 5.3, and Milestones series M-45-00.  Interim status standards are 
authorized pursuant to the Hanford Facility RCRA Permit, Condition I.A.  In addition to the 
regulatory requirements for interim status, the Hanford Facility RCRA Permit also imposes 
requirements on interim status Treatment, Storage, and/or Disposal Units based on those 
requirements identified in the Permit Applicability Matrix (Hanford Facility RCRA Permit 
Attachment 9).  DOE conducts day-to-day operations of the SSTs in accordance with the interim 
status standards established in WAC-173-303-400(3), “Interim Status Facility Standards,” to the 
extent practicable as documented in various compliance agreements.  Additionally, the SSTs are 
governed by federal regulations promulgated under the authority of the Atomic Energy Act of 
1954 and various DOE directives incorporated into the contract between ORP and the Tank Farm 
Contractor (DE-AC27-08RV14800).  These requirements are implemented through operating 
plans and procedures by the Tank Farm Contractor.

Interim status facility standards in WAC 173-303-400(3)(a) incorporate by reference the interim 
status standards set forth by EPA in 40 CFR 265 Subpart J for tank systems.  Elements of the 
interim status standards relevant to the WRS along with the WRS features and/or operating plans 
and procedures are summarized in Table 5-1.

The ventilation system(s) used during waste retrieval operations are designed to pass air through 
the tank, thereby reducing condensation and fog within the tank.  The ventilation systems 
required by the Washington State Department of Health and Washington Department of Ecology
include a heater, demister, two high-efficiency particulate air filters and test sections, exhaust 
fan, and stack.  Details of the ventilation systems are provided in 00-05-006, “Hanford Site Air 
Operating Permit,” as amended and succeeded.
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Table 5-1.  Regulatory Requirements

Regulation Compliance Method*

WAC 173-303-320, 
General Inspection 
Requirements

See Section 4.2 for the tank waste monitoring inspection schedule to meet the 
requirements of 40 CFR 265.195(a) during retrieval.  RPP-16922 contains the 
inspection schedule for both the SST and DST systems that meet the requirements of 
40 CFR 265.195(b).  The inspection requirements are implemented through Operator 
Rounds and Shift Office tickle files.  Deficiencies discovered by operators are 
entered into a tracking system and resolved.

WAC 173-303-330, 
Personnel Training

TFC-PLN-187 contains the Dangerous Waste training requirements for SST tank 
farm workers.  Completion of the training requirements is recorded in electronic 
records.  Electronic records are used to support regulatory agency inquiry during 
compliance inspections.  Tank farm employees who enter the TSD portion of the 
facility are subject to the HAZWOPER training requirements of 29 CFR 1910.120 as 
well as other health and safety training requirements.  These additional health and 
safety training requirements are not part of the Dangerous Waste Training plan.  
Employees entering the TSD portion of the facility, at a minimum, receive 24-hr 
hazardous waste worker training.  Employees who may come in contact with tank 
waste complete the 40-hr hazardous waste worker training.  Both groups complete 
annual 8-hr hazardous waste worker refresher training.

Hanford Facility RCRA 
Permit Condition II.A and 
WAC 173-303-350, WAC 
173-303-360, Contingency 
Plan and Emergency 
Procedures

The Hanford Emergency Management Plan (DOE/RL-94-02) as an attachment to the 
Hanford Facility RCRA Permit and the Tank Farm Building Emergency Plan 
(RPP-27869), serve as the RCRA contingency plan for both the SST and DST 
Systems.  Facility-wide requirements which are not the responsibility of the SST 
System are addressed in Hanford Facility RCRA permit Condition II.A and 
DOE/RL-94-02.  Required notifications are contained in TFC-ESHQ-ENV_FS-C-01.  
The Building Emergency Plan is maintained and updated as required.  Supporting the 
contingency plan are the abnormal operating procedures and the emergency response 
procedures.  Required notifications are contained in TFC-ESHQ-ENV_FS-C-01.  
The contingency plans are maintained in the Production Operations shift office.  
The on-duty Shift Manager serves as the Building Emergency Director.  Emergency 
pumping of the DST is guided by the DST leak response plan, RPP-PLAN-64245.  
The Building Emergency Plan is maintained and updated as required by the 
Production Operations group.

WAC 173-303-380, Facility 
Recordkeeping

The written operating record for the SST System includes but is not limited to the 
following:

 Completed operator rounds.

 Shift Manager logbooks.

 Completed corrective maintenance and preventative maintenance procedures 
and packages.

 TWINS BBI.

40 CFR 265.191, 
Assessment of existing tank 
systems integrity

40 CFR 265.191 (a) and (b):  RPP-10435 prepared and submitted under HFFACO 
Milestone M-23-24.  An updated assessment, RPP-IQRPE-50028, was prepared and 
submitted under HFFACO Interim Milestone M-45-91I.

(d) Because the SSTs are not compliant with RCRA 40 CFR 265.191, the SSTs are 
currently authorized to continue operations pending closure under the authority of the 
HFFACO milestone series M-45-00.
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Table 5-1.  Regulatory Requirements

Regulation Compliance Method*

40 CFR 265.192, Design 
and Installation of New 
Tank Systems or 
Components

The HIHTL design and installation is verified and certified by an IQRPE.  
Aboveground retrieval tank systems are verified and certified by an IQRPE.  System 
design and IQRPE certification ensure that parts 40 CFR 265.192 (a), (b), (c), (d), 
and (e) are met.  Cathodic protection is not installed on the HIHTL.

Note:  The 241-A-101 concrete pits are not fully compliant with 40 CFR 265.193 
and WAC 173-303-640 secondary containment standards and cannot be certified by 
an IQRPE pursuant to 40 CFR 265.192 or WAC 173-303-640.  The pits are not used 
for secondary containment and will not be upgraded to meet the secondary 
containment standards and will not be inspected by, or certified by, an IQRPE.

40 CFR 265.193, 
Containment and Detection 
of Releases

The above ground retrieval system equipment is designed with compliant secondary 
containment.  Design documentation is available for inspection.

40 CFR 265.194, General 
Operating Requirements

40 CFR 265.194 (a) The waste compatibility assessment ensures solutions and 
materials are compatible prior to addition.

(b) Control of the waste retrieval process is defined in the process control plan for 
each retrieval:

(1) System design.

(2) The receiving DST has primary tank level instrumentation which is 
monitored during transfers.

(3) Not applicable.

(c) Because the SSTs are not compliant with RCRA 40 CFR 265.191, the SSTs are 
currently authorized to continue operations pending closure under the authority of the 
HFFACO milestone series M-45-00.

40 CFR 265.195 (a) and 
(b), Inspections

See Row for WAC 173-303-320 above.  Cathodic protection is not installed on 
HIHTLs.

40 CFR 265.196 Response 
to leaks or spills and 
disposition of leaking or 
unfit-for-use tank systems

Responses to leak or spills applicable to requirement are defined in Sections 4.6.2 
and 4.6.3.

WAC 173-303-283 (3), 
Performance standards

The following plans and procedures and their implementation provide the 
preventative measures required:

173-303-283 (3)

(a) Degradation of groundwater is prevented by following the requirements in 
TFC-ESHQ-ENV_RM-C-04.

(b) No open burning is allowed so air is not degraded from burning.

(c) Berms and gutters are in place to prevent surface runoff and surface run-on.

(d) Destruction or impairment of flora and fauna occur outside of the tank farms is 
eliminated or controlled by following the requirements in TFC-ESHQ-ENV_PP-C-
09 and TFC-ESHQ-ENV-PP-C-07.

(e) Noise is monitored based on applicable health and safety requirements.

(f) The tank farms are within the dangerous waste facility (i.e., Hanford site).

(g) Appropriate permits are obtained before excavation work is started.  Retrieving 
waste from a tank does not include excavation.

(h) The waste retrieval process is designed, constructed and will be operated to treat 
and recover waste to the limits of technology in accordance with Consent Decree.

(i) Due to the remote location public risk is related to air emissions.  Air emissions 
are controlled and minimized as required by the air permitting process, Notice of 
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Table 5-1.  Regulatory Requirements

Regulation Compliance Method*

Construction (NOC), and subsequent operating air permits per WAC 173-303-400 & 
460.  Workers are protected per TFC-PLN-43.

WAC 173-303-400, Interim 
Status Facility Standards

Applicable operating plans and procedures are referenced throughout the document; 
too numerous to appropriately reference herein.

* Basis documents reference information is provided in Section 8

HAZWOPER = Hazardous Waste Operations and Emergency Response

TSD = Treatment Storage and Disposal

TWINS = Tank Waste Inventory System

BBI = Best Basis Inventory
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6.0 PRELIMINARY ISOLATION EVALUATION

Preliminary isolation evaluation including a list of ancillary equipment 
associated with the specific component, plans for ancillary equipment removal or 
waste retrieval, available characterization information for waste contained within 
ancillary equipment, and anticipated interrelated impacts of various retrieval 
actions

This section provides a preliminary isolation evaluation for tank A-101.  Intrusion prevention 
measures were completed in the 1980s for this tank.  The identification of tank penetrations and 
methods used to isolate intrusion pathways are described in Section 2.2.  Documents related to 
isolation are:  H-2-56129, H-2-69184, H-2-71303, H-2-71843, H-2-73385, H-2-73388, 
H-2-73453, and ECN 711739.

Following completion of waste retrieval, the in-tank equipment may be removed or may be left 
in place for disposition during tank closure activity actions.  Isolation of pipelines and ancillary 
equipment will be performed in accordance with an Ecology-approved closure plan.  Tank and/or 
ancillary equipment component closure will not begin until there is an approved component 
closure plan for WMA A-AX.

Isolation of intrusion routes into the tank will be done within the closest diversion box to the tank 
when A-101 waste retrieval has been completed.  Additional isolation of any other tank and/or 
ancillary equipment, excluding HIHTLs, once tank A-101 waste retrieval has been completed
will be performed as needed for operational purposes related to future tank waste retrievals.  
HIHTLs will be handled as described in 3.9.1.  Once the final closure plan has been agreed to the 
intrusion prevention will proceed per the schedule for final tank closure at that time.

Post-retrieval intrusion monitoring will be conducted in accordance with OSD-T-151-00031 until
specific post-retrieval monitoring requirements are defined.
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7.0 PRE-RETRIEVAL RISK ASSESSMENT

This section provides long-term human health risk information to support operational decisions 
in the event a leak is detected during waste retrieval operations for tank A-101.  Context 
information is provided regarding potential future impacts of residual tank waste and leaks for
all tanks in WMA A-AX.  The requirement to consider long-term human health impacts in 
developing tank waste retrieval work plans is described in Appendix C, Part 2, of the Decree.

According to the Decree, Appendix C, Part 2, Item 4, the information provided in the work plans 
will include the following:

A pre-retrieval risk assessment of potential residuals, consideration of past leaks, and 
potential leaks during retrieval, based on available data and the most sophisticated analysis 
available at the time.  The purpose of this risk assessment is to aid operational decisions 
during retrieval activities.  This risk assessment will not be used to make final retrieval or 
closure decisions.  The risk assessment will contain the following, as appropriate:

 Long-term human health risk associated with potential leaks during retrieval and potential 
residual waste after completion of retrieval:

 Potential impacts to groundwater, including a WMA-level risk assessment

 Potential impacts based on an intruder scenario

 Process management responses to a leak during retrieval and estimated potential leak 
volume

 The pre-retrieval risk analysis will be based on the following criteria:

 Using the WMA fenceline for point of compliance

 Identify the primary indicator contaminants (accounting for at least 95% of 
impact to groundwater risk) and provide the incremental lifetime cancer risk 
(ILCR) and hazard index (HI)

 Using ILCR and HI for the industrial and residential human scenarios as the risk 
metric1

                                                
1 This analysis uses the EPA Tap Water (residential) exposure scenario, which is documented in the WMA A-AX 
performance assessment RPP-ENV-61497, Preliminary Performance Assessment of Waste Management Area A-AX, 
Hanford Site, Washington and represents the current approach being used to support the assessment of long-term 
human health impacts from tank residuals.  Previous TWRWPs used scenarios from the Hanford Site Risk 
Assessment Model (HSRAM).  The EPA Tap Water scenario is used for risk assessment across the Hanford site 
and incorporates the latest science and more recent data than HSRAM.  While the Decree required using a 
residential and an industrial exposure scenario, a subsequent agreement between the State of Washington 
Department of Ecology (Ecology), EPA and U.S. Department of Energy (DOE) (DOE-RL-2019-46 “Central Plateau 
Inner Area Cleanup Principles and Parameters”) during the scoping process for WMA C (RPP-RPT-47479, Rev. 2, 
Exposure Scenarios for the Waste Management Area C Performance Assessment) and for other tank farms (See 
RPP-ENV-58813, Rev. 1 Exposure Scenarios for Risk and Performance Assessments in Tank Farms at the Hanford 
Site, Washington) states that groundwater protection will be evaluated using EPA’s residential tap water scenario.

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 69 of 135



RPP-PLAN-64889, Rev. 2

7-3

 Calculated concentration(s) of primary indicator contaminant(s) in groundwater 
(mg/L and pCi/L)

The risk information provided in this section was developed to meet the requirements identified 
in the Decree.  Information is provided for two main categories of impacts:  (1) long-term human
health risk associated with use of groundwater, and (2) long-term human health risk associated 
with inadvertent post-closure human intrusion.  Uncertainty or sensitivity evaluations of the 
impact of constituent concentration variability will be provided in the closure plan risk 
assessment and the retrieval data report.

Groundwater pathway impacts are discussed in Section 7.1.  Inadvertent intruder impacts are 
discussed in Section 7.2

7.1 GROUNDWATER PATHWAY IMPACTS

The groundwater pathway impacts evaluation emphasizes the development of a set of graphical 
tools to provide a basis for making informed decisions in the event a leak is detected or 
unexpected retrieval conditions arise during waste retrieval operations.  The format used for the 
retrieval leak impact graphs was developed with Ecology during a joint workshop on 
March 31, 2004.  The graphs are tank-specific and are intended to provide a means to rapidly 
convert retrieval leak monitoring data into a rough approximation of potential groundwater 
pathway impacts for a particular retrieval leak.

Section 7.1.1 describes the methodology used to develop the retrieval leak impact graphs and 
section 7.1.2 discusses tank-specific retrieval leak impact results.  Retrieval leak impact graphs 
for tank A-101 are provided in Appendix B.  Section 7.1.3 provides a WMA-level perspective on 
groundwater pathway impacts to help place the potential retrieval leak impacts from the 
individual tank into the context of the potential impacts for WMA A-AX as a whole.

The methodology developed for evaluating impacts for the groundwater pathway is largely based 
on local-scale modeling tools that were developed for the A and AX tank farms in support of 
RPP-ENV-61497 and RPP-ENV-62206, Analysis of Post-Closure Groundwater Impacts from 
Hazardous Chemicals in Residual Wastes in Tanks and Ancillary Equipment at Waste 
Management Area A-AX at the Hanford Site, Southeast Washington.  As such, reviewers of the 
following results should be cognizant of the following assumptions and aspects of the 
methodology developed to support this TWRWP, especially if comparing results of past or future 
modeling efforts:

 Points of Analysis – Per requirements outlined in the Decree, results summarized here are 
provided at the WMA fenceline which is hundreds of meters closer to the source areas (e.g., 
only 10 m from tanks AX-101 and AX-102) than the A Barrier Boundary where groundwater 
impacts from the WMA A-AX and other SST WMAs were evaluated in the Tank Closure & 
Waste Management Environmental Impact Statement (TC&WM EIS).  The WMA fenceline 
is also closer to the source areas than points of analysis (i.e., 100 m downgradient of the 
WMA fenceline) considered in RPP-RPT-61497.  The TWRWP relies on the present day 
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fenceline rather than assuming a location for a future fenceline encompassing a closed WMA 
A-AX with a surface barrier.  It is probable a future fenceline would be further from the tanks 
than the present fenceline.  The location of the point of analysis affects the amount of 
dilution and dispersion that occurs along the transport pathway.

 Model Resolution – To facilitate the calculation of contaminant impacts at the WMA 
fenceline the Subsurface Transport Over Multiple Phases (STOMP)-based local-scale models 
of the A and AX tank farm areas were extended into the underlying unconfined aquifer 
system.  The grid resolution of this part of the local-scale models is highly discretized so that 
impacts can be examined at the WMA fenceline, i.e., concentrations are typically determined 
in 5 m × 5 m × 5 m volumes, in contrast to the coarser resolution in the regional-scale model 
used to simulate transport of groundwater impacts from source areas to the A Barrier 
Boundary in the TC&WM EIS.

 Past Leak Inventories – This analysis uses estimates of past leak inventories used in 
RPP-RPT-58291.

 Retrieval Leak Inventories – This analysis includes updated information on potential 
retrieval leak inventories for the AX farm tanks (RPP-RPT-58867, AX Farm Groundwater 
Risk Constituent Concentration Determination) while using estimates from the TC&WM EIS 
for retrieval leak inventories for the A Farm tanks evaluated in the TWRWP (i.e., tanks A-
102, A-103, and A-106).  DOE expects to retrieve the A Farm tanks in accordance with a 
future TWRWP(s) in which assumptions may be updated (for instance, tanks A-104 and A-
105 are unlikely to be sluiced).  The approach for estimating retrieval leak inventories 
specifically for tank A-101 is documented in RPP-RPT-63078, 241-A-101 Groundwater Risk 
Constituent Concentration Estimate and differs from previous assessments done for AX 
tanks.

 Residual Inventories – This analysis uses updated estimates of residual inventories 
documented in RPP-RPT-58293.  These estimates provide the basis for residual waste 
estimates used in the WMA A-AX Performance Assessment (PA) (RPP-ENV-61497) and 
impacts analysis (RPP-ENV-62206).  Residual inventories used in a final closure 
performance assessment will eventually be developed based on laboratory analysis of tank 
waste retrieval samples collected after the retrieval process at the WMA A-AX is completed.

 Contaminant Release Models for Residual Wastes – This analysis makes use of 
contaminant release models used for tank waste residuals in the WMA A-AX preliminary PA 
(RPP-ENV-61497) and impacts analysis (RPP-ENV-62206).  Release of contaminants from 
tank waste residual source terms and ancillary equipment reflect the potential effects of the 
tank structure, grout in-filling of tanks, and the tank residuals in controlling the release of 
contaminants after closure.  These assessments use diffusion-controlled and/or solubility-
controlled release models for tank residuals that will generally limit contaminant releases 
from residual wastes and predict lower peak concentrations that would arrive later in time.

 Chromium Analysis -- Hexavalent chromium is a potent oral and inhalation carcinogen, and 
uncertainties around the amount and speciation in residual waste could result in large impacts 
on potential human health effects in the future.  The chromium inventory in these analyses is 
treated in two ways: as all trivalent chromium or as all hexavalent chromium.  These two 
approaches serve as bounding analyses.  Current investigations suggest that hexavalent 
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chromium may only constitute about 30% of the total chromium in residual waste (RPP-
RPT-64002, Chromium Species in Residual Waste in Retrieved Single-Shell Tanks).  By 
conducting bounding analyses, the speciation uncertainty is addressed.

7.1.1 Retrieval Leak Evaluation Methodology

This analysis developed the retrieval leak graphs using the following methodology:

 Focus on potential long-term groundwater pathway human health risk at the downgradient 
tank farm fenceline

 Use radiological and non-radiological ILCR and noncarcinogenic chemical HI as the primary 
human health impact metrics

 Use EPA’s Tap Water exposure scenario to calculate radiological and non-radiological 
human health impacts

 Identify the significant contributors (95% of total) for each health impact metric and generate 
a separate graph for each significant contributor (note that in risk terminology, the HI for all 
chemicals is the sum of the hazard quotient, or HQ, for each chemical)

 Derive effects of contaminant release and transport from previous studies

 Use the best available published data and information to the maximum extent possible.

The human health impact values used to generate the retrieval leak impact graphs are estimates 
based on Equation (7-1).

�� = �� × �� × �� (7-1)

Where:

i = indicator contaminant
Ri = risk metric (non-radiological/radiological ILCR or chemical HQ)
Ii = inventory (Ci or kg released into the environment [e.g., retrieval leakage])
Ci = unit groundwater concentration factor (pCi/L per Ci, or mg/L per kg)
Hi = health effects conversion factor (ILCR per pCi/L, ICLR per mg/L, or HQ per 
mg/L).

Equation (7-1) is a summary equation containing toxicity and exposure parameters that may vary 
by contaminant and exposure scenario.  Additionally, there are methodology differences between 
radiological and non-radiological calculations.  Sections 7.1.3.1 through 7.1.3.4 discuss the 
individual terms in Equation (7-1), including identifying indicator contaminants, developing 
contaminant inventories, simulating contaminant transport, and identifying exposure scenarios 
and health effects conversion factors.

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 72 of 135



RPP-PLAN-64889, Rev. 2

7-6

7.1.1.1 Indicator Contaminants

Retrieval leak impact graphs were generated for a subset of significant contaminants rather than 
for all contaminants.  Significant contaminants are the contaminants estimated to dominate or 
drive the total impact for a particular human health impact metric, also known as “risk drivers.”  
Significant contaminants serve as indicators of the magnitude of total impacts from all 
contaminants.

An indicator contaminant approach is used to ensure that the resulting graphical tools will 
provide a reasonable estimate of total impacts but at the same time be sufficiently simple to 
facilitate rapid decision making in the event a leak is detected during waste retrieval.  
The primary human health impact metrics used are radiological and non-radiological ILCR and 
noncarcinogenic chemical HI.  Exposure scenarios and unit factors used in the calculation of 
ILCR and HI are discussed in Section 7.1.1.4.

This pre-retrieval risk assessment assumes that indicator contaminants identified in the TC&WM 
EIS at the A Barrier line of analysis are the same contaminants driving risk at the WMA A-AX 
fenceline.  Similar modeling of WMA A-AX fenceline results using the Decision Management 
Tool (DMT) software (RPP-39234, Decision Management Tool, Version 5, User’s Manual) 
supports this assumption except for a differing assumption regarding nitrogen speciation, which 
this pre-retrieval risk assessment takes into account.  Indicator contaminants for each human 
health impact metric were identified based on the results of the TC&WM EIS.  The TC&WM 
EIS provides results of a site-specific model developed for sources across the Hanford Site, 
including WMA A-AX.  DOE/EIS-0391, Final Tank Closure and Waste Management 
Environmental Impact Statement for the Hanford Site, Richland, Washington, Appendix Q 
provides contaminant-specific impact contributions at the “A Barrier Boundary” by source term 
for contaminants for which a toxicity factor was available.  The A Barrier Boundary is a 
hypothetical line of analysis encompassing an area much larger than WMA A-AX and including 
multiple other source areas.  Based on the TC&WM EIS analysis, indicator contaminants are 
99Tc, 129I, chromium (Cr), and nitrate (NO3).  Nitrite (NO2) was added to this list per the 
discussion that follows.

The determination of indicator contaminants also considered that similar risk drivers are obtained
from the analysis in DOE/ORP-2005-01, Initial Single-Shell Tank System Performance
Assessment at the Hanford Site, and the use of the associated DMT software provides results of a 
site-specific model developed for WMA C, and extrapolated to other WMAs in the 200 East 
Area, including WMA A-AX.  DOE/ORP-2005-01 provides contaminant-specific impact 
contributions at the WMA A-AX downgradient fenceline by source term for contaminants for 
which a toxicity factor was available.

One difference between the TC&WM EIS and previous assessment tools such as DMT is the 
assumption in the TC&WM EIS that nitrite inventory for all source terms would be converted to 
nitrate prior to transport to the point of calculation.  Thus, the TC&WM EIS model did not 
specifically evaluate nitrite independently and its results identified nitrate as a significant hazard 
contributor, whereas previous assessments of tank farm sources routinely identified nitrite as a 
significant hazard contributor and not necessarily nitrate.  Because analyzing the validity of the 
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assumption for all relevant source terms is non-trivial, and because nitrite has higher toxicity 
than nitrate, source terms were recalculated to include the impacts from both nitrite and nitrate.

Table 7-1 summarizes the contaminant contributions by source term for each of the human health 
impact metrics using results from the present modeling as described briefly in Sections 7.1.3.3
and 7.1.3.4.  Details of the methodology, resulting modeling and subsequent risk, dose, and 
hazard impact calculations are more fully described in RPP-CALC-64793, Estimated 
Groundwater Impacts from Past Leaks and Potential Waste Losses during Retrieval at 
WMA-A-AX.  Table 7-1 shows the peak impacts from the following WMA A-AX source terms:  
1) past leaks and other waste loss events involving tanks A-104 and A-105; 2) a potential 
retrieval leak from A-101; 3) potential retrieval leaks from all A-100-series tanks; 4) potential 
retrieval leaks from all AX-100-series tanks; and 5) tank residual waste;  which includes the 
impacts from waste sources left in ancillary equipment at closure.  Retrieval leak volumes are 
discussed in Section 7.1.1.2.  Peak impacts from sources in the A Farm occur at locations along 
the fenceline that are distant from peak impacts from sources in the AX Farm.  Table 7-1 reports 
the maximum impacts between the two tank farms for each significant contaminant from each 
source except retrieval leaks, with total ILCR or HI for all indicator contaminants assumed to be 
additive (i.e., only one tank farm contributes to the value reported for each contaminant, but 
differences in location along the fenceline and in timing are ignored in the totals for all indicator 
contaminants).  Peak impacts from potential retrieval leaks from each of the A and AX-100 
series tanks are updated using the current PA modeling tools over what was reported in separate 
TWRWP documents that were developed previous to this document.

Results from the TC&WM EIS, the DMT, and preliminary runs of the present TWRWP model 
indicate that the only contributors to total WMA A-AX radiological ILCR at the fenceline at the 
time of peak concentration would be the long-lived and highly mobile radionuclides, 
technetium-99 and iodine-129, with technetium-99 being the major contributor.  Technetium-99 
is predicted to contribute greater than 90% of the total radiological ILCR for every source term 
and receptor scenario, and technetium-99 and iodine-129 combined contribute greater than 98%.  
Highly mobile contaminants are those with distribution coefficient (Kd) values of 0 mL/g in the 
vadose zone and saturated zone sediments, as assumed in the TC&WM EIS.  The contribution 
from iodine-129 and absence of carbon-14 at the time of peak are likely to be a consequence of 
the updated Kd values assumed in the TC&WM EIS (0 and 4.0 mL/g, respectively) versus the 
older values in the DMT (0.2 and 0 mL/g, respectively).  Even with the treatment of carbon-14 as 
both non-reactive (except for radioactive decay) and non-sorbing in the DMT, it contributes less 
than 2% for every source term and receptor scenario.  Tritium is too short-lived to contribute at 
the time of peak impact.  Technetium-99 and iodine-129 were therefore selected as the 
radiological ILCR indicator contaminants for this evaluation.

Percentage contributions shown in Table 7-1 are based on total impacts of the indicator 
contaminants only, because only indicator contaminants were simulated.  Impacts from other 
long-lived, highly mobile contaminants could be estimated by scaling impacts from one of the 
indicator contaminants by the ratio of the contaminant inventories.  From simulations with the 
present TWRWP model, percentage contributions shown in Table 7-1 indicate technetium-99 
accounted for 97.6 to >99% of the radiological ILCR and iodine-129 accounted for <1 to 2.4%.
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The analysis results indicate the only contributors to the total WMA A-AX noncarcinogenic 
chemical HI at the fenceline at the time of peak would be the following highly mobile 
(Kd = 0 mL/g) chemicals:  chromium, nitrite, and nitrate, with chromium and nitrite being the 
major drivers.  From the TC&WM EIS results, these three chemicals combined were predicted 
to contribute at least 98% of the total HI for every source term and receptor scenario.  
Relative contaminant contributions could not be accurately predicted from the TC&WM EIS 
results prior to recalculating separate nitrate and nitrite source terms, but since no chemical 
dominated the HI in every case, each was potentially significant.

The inventory estimates for chromium are based on total chromium.  However, impacts have 
been calculated for both a total chromium inventory and a conservative assumption that all 
chromium inventory is hexavalent chromium.  The DMT indicated a contribution in past leaks 
scenarios from 1-butanol (n-butyl alcohol), however the TC&WM EIS updated Kd value of 
3.0 mL/g eliminated the impact that arose from the DMT using a value of 0 mL/g.  Also, the 
DMT calculated impacts from 1-butanol were dominated by an assumed past leak from tank 
A-103 which was since reclassified as sound, such that contributions of 1-butanol to the HI 
were overestimated in the DMT by an order of magnitude (DOE/ORP-2005-01 pp. 2-210, C-28, 
and 4-89; RPP-ASMT-42278, Tank 241-A-103 Leak Assessment Report; RPP-ASMT-42628, 
Tank 241-AX-102 Integrity Assessment Report).  Chromium, nitrite, and nitrate were therefore 
selected as the noncarcinogenic chemical HI indicator contaminants for this evaluation.

Table 7-1.  Contaminant Contributions to Peak Groundwater Pathway Human Health 
Impacts at Waste Management Area A-AX Fenceline. (3 pages)

Source 
Term Contaminant

Time of 
Peak

(Calendar 
year)

Radiological 
Incremental Lifetime 
Cancer Risk EPA Tap 

Water Scenario 
(Residential)

Non-radiological 
Incremental Lifetime 
Cancer Risk EPA Tap 

Water Scenario 
(Residential)

Noncarcinogenic 
Chemical Hazard 
Quotient EPA Tap 

Water Scenario 
(Residential)

P
a

st
 L

ea
k

sa

Tc-99 2056 2.53E-03 (>99.9%) N/A No RfD

I-129 8810 1.04E-06 (<0.1%) N/A No RfD

Total Crb 2056 N/A No CPF 2.42E-02

Hexavalent Chromiumc 2056 N/A 5.04E-03 (100%) 1.22E+01 (83.8%)

NO2 2056 N/A No CPF 2.18E+00 (14.9%)d

NO3 2056 N/A No CPF 1.84E-01 (1.3%)e

Total Radiological -- 2.53E-03 (100%) -- --

Total Nonradiological 
(w/Total Cr)

-- -- 0.00E+00 2.39E+00

Total Nonradiological 
(w/ Hexavalent 

Chromium)
-- -- 5.04E-03(100%) 1.46E+01(100%)

A
-1

0
1 

R
et

ri
ev

a
l 

L
ea

k
f

Tc-99 3630 1.77E-05 (97.8%) N/A No RfD

I-129 9520 4.42E-07 (2.4%) N/A No RfD

Total Crb 3630 N/A No CPF 3.26E-04

Hexavalent Chromiumc 3630 N/A 6.8E-05 (100%) 1.65E-01 (80.7%)

NO2 3630 N/A No CPF 3.66E-02 (18%)d

NO3 3630 N/A No CPF 2.68E-03 (1.3%)e
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Table 7-1.  Contaminant Contributions to Peak Groundwater Pathway Human Health 
Impacts at Waste Management Area A-AX Fenceline. (3 pages)

Source 
Term Contaminant

Time of 
Peak

(Calendar 
year)

Radiological 
Incremental Lifetime 
Cancer Risk EPA Tap 

Water Scenario 
(Residential)

Non-radiological 
Incremental Lifetime 
Cancer Risk EPA Tap 

Water Scenario 
(Residential)

Noncarcinogenic 
Chemical Hazard 
Quotient EPA Tap 

Water Scenario 
(Residential)

Total Radiological -- 1.81E-05 (100%) -- --

Total Nonradiological 
(w/Total Cr)

-- -- 0.00E+00 3.96E-02

Total Nonradiological 
(w/ Hexavalent 

Chromium)
-- -- 6.8E-05 (100%) 2.04E-01 (100%)

A
 F

a
rm

 R
et

ri
ev

al
L

ea
k

s 
g

Tc-99 3640 3.38E-05 (97.6%) N/A No RfD

I-129 9550 8.25E-07 (2.4%) N/A No RfD

Total Crb 3640 N/A No CPF 6.45E-04

Hexavalent Chromiumc 3640 N/A 1.34E-04 (100%) 3.26E-01 (84.6%)

NO2 3640 N/A No CPF 5.53E-02 (14.4%)d

NO3 3640 N/A No CPF 3.94E-03 (1%)e

Total Radiological -- 3.46E-05 (100%) -- --

Total Nonradiological 
(w/Total Cr)

-- -- 0.00E+00 5.99E-02

Total Nonradiological 
(w/ Hexavalent 

Chromium)
-- -- 1.34E-04 (100%) 3.85E-01 (100%)

A
X

 F
a

rm
 R

et
ri

ev
a

l
L

ea
k

s 
h

Tc-99 3770 2.65E-05 (98.3%) N/A No RfD

I-129 9550 4.87E-07 (1.8%) N/A No RfD

Total Crb 3770 N/A No CPF 5.55E-04

Hexavalent Chromiumc 3770 N/A 1.16E-04 (100%) 2.81E-01 (82.8%)

NO2 3770 N/A No CPF 5.44E-02 (16.%)d

NO3 3770 N/A No CPF 3.86E-03 (1.1%)e

Total Radiological -- 1.35E-05 (100%) -- --

Total Nonradiological 
(w/Total Cr)

-- -- 0.00E+00 5.88E-02

Total Nonradiological 
(w/Hexavalent 

Chromium)
-- -- 1.16E-04 (100%) 3.39E-01 (100%)

W
M

A
 A

-A
X

 R
es

id
u

a
l 

W
a

st
ei Tc-99 4520 5.85E-06 (99%) N/A No RfD

I-129 12050 3.54E-08 (1%) N/A No RfD

Total Crb 4030 N/A No CPF 4.15E-04 (1%)

Hexavalent Chromiumc 4030 N/A 8.66E-05 (100%) 2.10E-01 (86%)

NO2 4170 N/A No CPF 3.23E-02 (13.2%)d

NO3 4170 N/A No CPF 1.95E-03 (0.8%)e

Total Radiological -- 5.88E-06 (100%) -- --

Total Nonradiological 
(w/Total Cr)

-- -- 0.00E+00 3.47E-02
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Table 7-1.  Contaminant Contributions to Peak Groundwater Pathway Human Health 
Impacts at Waste Management Area A-AX Fenceline. (3 pages)

Source 
Term Contaminant

Time of 
Peak

(Calendar 
year)

Radiological 
Incremental Lifetime 
Cancer Risk EPA Tap 

Water Scenario 
(Residential)

Non-radiological 
Incremental Lifetime 
Cancer Risk EPA Tap 

Water Scenario 
(Residential)

Noncarcinogenic 
Chemical Hazard 
Quotient EPA Tap 

Water Scenario 
(Residential)

Total Nonradiological 
(w/Hexavalent 

Chromium)
-- -- 8.66E-05 (100%) 2.44E-01 (100%)

T
a

n
k

 2
41

-A
-1

0
1

 R
es

id
u

a
l 

W
a

st
ej

Tc-99 4390 4.01E-07 (98%) N/A No RfD

I-129 12050 6.54E-09 (2%) N/A No RfD

Total Crb 4550 N/A No CPF 6.59E-08

Hexavalent Chromiumc 4550 N/A 1.37E-08 (100%) 3.33E-05 (0.5%)

NO2 4130 N/A No CPF 5.95E-03 (92.4%)d

NO3 4130 N/A No CPF 4.60E-04 (7%)e

Total Radiological -- 4.08E-07 (100%) -- --

Total Nonradiological 
(w/Total Cr)

-- -- 0.00E+00 6.41E-03

Total Nonradiological 
(w/Hexavalent 

Chromium)
-- -- 1.37E-08 (100%) 6.44E-03 (100%)

Note:  The number of significant digits shown is not intended to imply a level of accuracy greater than the input values.

For radiological incremental lifetime cancer risk, the EPA acceptable target risk range is 10-6 to 10-4.  For nonradiological chemicals, the 
13 Revised Code of Washington 70.105D, “Hazardous Waste Cleanup — Model Toxics Control Act.” (Washington Administrative Code 
(WAC) 173-340-720 Groundwater Cleanup Standards) risk-based criteria are based on a target risk level of 10-6 for carcinogens and a hazard 
quotient of 1 for noncarcinogens.

Note: Bold text indicates total impacts from radiological constituents and non-radiological constituents.
a Basis:  Source-term releases of selected indicator contaminant inventories contained within WMA A-AX past waste losses associated with 
tanks A-103, A-104, A-105, AX-102, and AX-104
b Assumes all chromium is total chromium

c Assumes all chromium is hexavalent chromium. Hexavalent chromium is the only carcinogenic chemical in this analysis. The 
CLARC Washington State Model Toxics Control Act (MTCA) (Revised Code of Washington 70A.305, “Hazardous Waste 
Cleanup—Model Toxics Control Act”) Method B (cancer) cleanup level is 4.6×10-2 μg/L.
d,e Percentage reflect percent of the HI assuming all chromium is hexavalent chromium
f Basis:  Source-term releases of selected indicator contaminant inventories contained within an assumed 4,000-gal retrieval leak from A-Farm 
tank A-101, using OLI Stream Analyzer concentrations.
g Basis:  Source-term releases of selected indicator contaminant inventories contained within retrieval leaks from A-Farm tanks (A-102, A-103, 
and A-106), using inventory and assumptions from the TC&WM EIS, i.e., each tank has one 4,000-gal retrieval leak simultaneously
h Basis:  Source-term releases of selected indicator contaminant inventories contained within retrieval leaks from AX-Farm tanks (AX-101, 
AX-102, AX-103, and AX-104) assuming maximum impacts are additive, using OLI Stream Analyzer concentrations and assuming each tank 
has one 4,000-gal retrieval leak.
i Basis:  Source-term releases of selected indicator contaminant inventories contained within WMA A-AX residual wastes, using WMA A-AX 
PA inventories and assumptions.
j Basis:  Source-term releases of selected indicator contaminant inventories contained within tank 241-A-101 residual waste, using WMA A-AX 
PA inventories and assumptions.

CPF = Cancer Potency Factor

RFD = Reference Dose

From simulations with the present TWRWP model, percentage contributions shown in Table 7-1 
(based on total impacts of the indicator contaminants only) indicate chromium as hexavalent 
chromium accounted for 0.5 to 86% of the HI, nitrite for about 13 to 92%, and nitrate for 
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<1 to 7%.  Chromium and nitrite together account for the vast majority of the HI in all scenarios.  
However, it is safest to retain nitrate as an indicator since the percentage contributions are 
sensitive to assumptions about chromium and nitrogen speciation that could change given 
additional information.  If all chromium inventory is considered hexavalent chromium, its HQ 
from past leaks exceeds the HQ limit.

Uranium was simulated as a moderately mobile (Kd = 0.6 mL/g) contaminant in the TC&WM 
EIS, and the results indicated uranium became the dominant radiological and chemical dose after 
calendar year 5000 but did not exceed the ILCR or HI of the mobile contaminants during the 
modeling period.  A limited number of simulations of additional contaminants, including 
uranium, with the TWRWP model produced similar results.  A potential retrieval leak from tank 
AX-102, which was estimated to have the highest uranium inventory of potential retrieval leaks 
from AX-100-series tanks and was nearest to the fence, produced a peak concentration of about 
3×10-3 mg/L.  Assuming essentially all of the mass was uranium-238, the resulting peak 
concentration would correspond to a radiological ILCR of about 2×10-6 less than the peak values 
for mobile contaminants.  It would also correspond to an HQ of about 0.75, which is below the 
regulatory limit of 1.  Contaminants with Kd values of 2.5 mL/g and higher did not break through 
to the water table during the 10,000-yr modeling period.  Tritium peaked early at levels well 
below those of the other mobile contaminants and decayed to insignificant levels at the time of 
peak concentration.  The results confirmed the expectation based on the TC&WM EIS, and 
therefore most simulations included only the indicator contaminants as described.

In the TC&WM EIS, peak human health impacts from all contaminants were projected to occur 
in the following time ranges:  1) from before closure to within 20 years after closure for past 
leaks and A-100-series tank retrieval leaks, 2) within 700 years after closure for AX-100-series 
tank retrieval leaks, and 3) within 1,700 years after closure for residual waste in tanks and 
ancillary equipment.  The difference in peak arrival times for retrieval leaks in the A Farm versus 
the AX Farm is attributed to the hydraulic properties assigned in the TC&WM EIS AX farm 
model for a fine layer just above the water table.  Sediments at a similar depth within the A Farm 
model are coarser across most of the horizontal domain.  The peak values in all cases were 
driven by contributions from the highly mobile (Kd = 0 mL/g) contaminants.  Uranium and less 
mobile contaminants had not yet broken through to the water table at the time of peak for any 
source term and therefore made no contribution to the peak impacts.  Tritium had decayed to 
insignificant levels at the time of peak impacts.  Uranium exhibited increasing concentrations at 
the end of the 10,000-year simulation and was a primary contributor to the impacts calculated at 
the end of the simulation.  The impacts at the end of the simulation were lower than the peak 
impacts by an order of magnitude or more.

The TC&WM EIS also included an assessment of nonradiological cancer risk.  Cancer risks 
from radionuclides and carcinogenic chemicals are typically reported as separate metrics rather 
than being summed because of differences in how risk is estimated for these two categories of 
substances.  Of the nonradiological indicator contaminants, only hexavalent chromium has a 
published cancer slope factor.  In this analysis, even though only total chromium inventory is 
reported, ILCR is evaluated for two cases:  one where all chromium is assumed to be hexavalent 
chromium and one where all chromium is assumed to be total chromium.  The TC&WM EIS 
evaluated a longer list of nonradiological contaminants in the BBI or in sample results and found 
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chromium to be the only significant contributor to nonradiological ILCR within the A Barrier 
Boundary for the groundwater pathway.

The nonradiological ILCR results are shown in Table 7-1 for information purposes to provide an 
indication of the potential magnitude of nonradiological ILCR.  The results indicate that 
nonradiological ILCR peaks would be on the order of 10-8 to 10-3 depending on source term and 
exposure scenario.  All ILCR values for hexavalent chromium, except for those from residual 
waste in tank A-101, exceed the MTCA risk limit of 1×10-5.  The degree to which the chromium 
ILCR provides an indication of total ILCR is uncertain because of the limited number of 
chemical analytes reported in the BBI.  Hexavalent chromium toxicity values are applied to 
chromium concentration for this analysis.  There is additional uncertainty regarding chromium 
speciation and the degree of conservatism introduced by assuming that all chromium is 
hexavalent chromium.

7.1.1.2 Potential Retrieval Leak Inventories

This analysis assumes a 4,000-gal. retrieval leak volume, the same volume assumed in the 
TC&WM EIS.  This quantity is used only as a point of reference; the choice of the reference 
volume is arbitrary and does not affect how the risk values would be used in the event of a 
retrieval leak.  The 4,000-gal. is a hypothetical volume that represents neither an anticipated leak 
volume nor a leak detection limit.  Tank A-101 is classified as sound and is not anticipated to 
leak during waste retrieval.  If a leak is detected, however, the risk graphs for tank A-101 
provided in Appendix B will allow the leak impacts to be evaluated regardless of leak volume.

Inventories developed from thermodynamic modeling using the OLI Systems Inc. Stream 
Analyzer (RPP-RPT-58867) represent the most sophisticated analysis available for the A-101 
and AX Farm tank retrieval leaks.  In lieu of thermodynamic modeling results, the retrieval leaks 
for other A Farm tanks examined in this analysis (i.e., tanks A-102, A-103, and A-106 were 
based on the inventory assumptions developed used in the TC&WM EIS which involve simple 
dilution (DOE/EIS-0391 Appendix D).  The TC&WM EIS used a single source term for retrieval 
leaks from all six tanks in the A Farm occurring simultaneously.  The specific retrieval loss 
inventories assigned proportionally to tanks A-102, A-103, and A-106 in the single source term 
were those evaluated in the retrieval losses from those tanks.  The remaining A Farm tanks are 
expected to be retrieved in accordance with a future TWRWP(s) in which assumptions may be 
updated (for instance, tanks A-104 and A-105 are unlikely to be sluiced, so no specific retrieval 
losses were evaluated for these tanks).  Pending those assessments, the TC&WM EIS 
assumptions for the A Farm potential retrieval leaks source term are retained as the most 
sophisticated analysis available for the remaining A Farm tanks at this time.

Table A-1 shows relatively high inventories of the toxic metals aluminum, lead, nickel and 
mercury in tank A-101.  These metals are not expected to be mobile in the subsurface if leaked 
and were not evaluated as hazards to groundwater.

The retrieval leak impact graphs provided in the appendix were generated by applying Equation
(7-1) over a range of hypothetical retrieval leak inventories for each indicator contaminant.  
Because potential retrieval leak volumes are uncertain, the inventory range was selected to 
encompass a small leak on the low end and a large leak on the high end.  For information 
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purposes only, a point of reference corresponding to the estimated inventory for a hypothetical 
4,000-gal retrieval leak from tank A-101, summarized in Table 7-2, was provided on the graphs.

Table 7-2.  Inventory for a Potential Retrieval Leak
from Tank 241-A-101.

Contaminant Units Inventory a

Technetium-99 Ci 3.24E+00

Iodine-129 Ci 4.94E-03

Chromium kg 7.04E+01

Nitrite (as NO2)b kg 2.11E+03

Nitrate (as NO3)c kg 3.65E+03

Assumes a hypothetical retrieval leak volume of 4,000 gal.
a Source:  RPP-RPT-63078
b Mass of nitrite as the ion.
c Mass of nitrate as the ion.

7.1.1.3 Contaminant Transport Simulations

To provide the most sophisticated currently available predictions of potential long-term 
groundwater impacts associated with tank waste retrieval and closure activities for WMA A-AX, 
flow and transport were simulated using three-dimensional models in the most current approved 
build of the STOMP simulator (PNNL-15782, STOMP Subsurface Transport Over Multiple 
Phases, Version 4.0 User’s Guide), based predominantly on STOMP input files developed for 
the TC&WM EIS (DOE/EIS-0391).  Detailed methodology for the contaminant transport 
simulations is reported in RPP-CALC-64793.  The groundwater contaminant concentrations used 
for the retrieval leak impact graphs were derived directly from the modeling results summarized 
in RPP-CALC-64793.

As explained in RPP-CALC-64793, the STOMP vadose zone model for the A Farm and 
AX Farm used in the WMA A-AX preliminary PA includes the upper portion of the saturated 
zone at sufficient resolution to report concentrations at the WMA fenceline.  Local-scale 
saturated zone properties used in the modeling were developed from an evaluation of hydraulic 
properties used in the Central Plateau Groundwater Model (CPGWM) Calibration Version 3.3 
(CP-47631, Rev. 2, Version 6.3.3) in conjunction with up-to-date hydrogeologic observations 
and local groundwater elevation trends as summarized in RPP-ENV-58578, Summary of the 
Natural System at Waste Management Area A-AX; SGW-54165, Evaluation of the Unconfined 
Aquifer Hydraulic Gradient Beneath the 200 East Area, Hanford Site; and CHPRC-02485-VA, 
Groundwater Flow Beneath Waste Management Area A-AX.  The transport simulations were 
performed for the following types of contaminant sources within WMA A-AX:

 Past leaks and other waste loss events associated with tanks
 Potential leaks during waste retrieval
 Residual waste remaining in tanks
 Residual waste remaining in ancillary equipment.
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Releases of inventories for the majority of these sources were modeled as implemented in the 
WMA A-AX PA system model as detailed in RPP-CALC-64793.  The exception was for 
inventories developed for potential retrieval leaks from selected AX-100-series tanks (i.e., tanks 
AX-101 and AX-103) that were evaluated as unit source (i.e., 1 Ci or kg) releases in 
4,000-gallon volumes of water from individual tanks.  To predict potential groundwater 
concentrations, the unit source results were scaled by updated retrieval leak inventory estimates 
determined from thermodynamic modeling with the OLI Systems Inc. Stream Analyzer 
(RPP-RPT-58867).

The TWRWP past leaks source terms include large waste losses associated with Tanks A-104 
and A-105 as specified in RPP-RPT-58291.  Smaller losses are associated with Tanks A-103, 
AX-102, and AX-104.  Tanks A-103, AX-102, and AX-104 have historically been classified as 
assumed leakers.  However, formal re-assessments of these three tanks in accordance with 
TFC-ENG-CHEM-P-57 determined they did not leak and should be reclassified as sound 
(RPP-ASMT-42278, RPP-ASMT-42628, and RPP-ASMT-57574, Tank 241-AX-104 Integrity 
Assessment Report).  Conversely, updates to the Soil Inventory Model (RPP-26744, Hanford Soil 
Inventory Model, Rev. 1) based on the current tank farm leak assessment (RPP-ENV-37956, 
Rev. 3) differ from the unplanned releases in WMA A-AX that were modeled in the TC&WM 
EIS or that were approximated as part of the tank past leaks terms.  Since past leaks source terms 
as defined for tanks A-103 and A-105 in RPP-RPT-58291 are the most sophisticated analysis of 
past releases in WMA A-AX currently completed, they are retained with the existing basis.

Release of source terms for residual waste from tanks and from ancillary equipment were each 
based on diffusion-controlled release models assumed for grout-stabilized waste in the WMA 
A-AX PA (RPP-ENV-61497).  These source terms are implemented in the STOMP-based 
models as gradual releases of contaminant mass that are implicitly related to the recharge 
conditions discussed later in this section.  Kd values applicable to the grouted waste in this 
diffusive release model were 1) 0 mL/g for the nonradiological indicator contaminants, 
2) 1 mL/g for technetium-99, and 3) 3 mL/g for iodine-129 (See Table 6-3 in RPP-ENV-61497).  
(These Kd values apply only to the release from the residual waste and not to the vadose zone or 
aquifer).  Note that other recent tank farm assessments have alternatively considered diffusion-
controlled and/or solubility-controlled release models for tank residuals that generally predict 
lower peak concentrations and later arrival times (i.e., RPP-ENV-61497).

At WMA A-AX Closure, a surface barrier will be emplaced, making all potential sources deeper 
than they are today.  Therefore, in the WMA A-AX PA implementation for ancillary equipment 
residual waste releases, the elevation of releases was several meters deeper than the typical 
elevation for ancillary equipment in WMA A-AX.  Any underestimation of peak arrival times for 
this source term was assumed to be small and to not warrant a full re-evaluation of the release 
implementation for the TWRWP model.

Nitrite and nitrate source terms were recalculated from the TC&WM EIS nitrate source terms for 
all affected retrieval losses in tanks A-102, A-103, and A-106 by using the raw inventory data in 
the TC&WM EIS references to determine the fraction of each species as nitrate and then 
converting the mass of nitrite by stoichiometry.
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Properties and boundary conditions of the vadose zone are unchanged from the WMA A-AX PA 
system model.  All simulations assumed a final closure barrier was in place by 2050.  Recharge 
was assumed to occur initially at a rate of 3.5 mm/yr until the year each tank farm became 
operational, then at a rate of 100 mm/yr over the footprint of the tanks until placement of the 
barrier.  The barrier was assumed to function at its design estimate recharge rate (0.5 mm/yr) for 
500 years, after which recharge was assumed to increase to 3.5 mm/yr.  The analysis in 
RPP-CALC-64793 indicated the upper 11 m of the saturated zone below the steady-state water 
table elevation of 119.5 m resides within a gravel stratum with a local effective horizontal 
hydraulic conductivity value of 1,750 m/d for the domain.  Boundary conditions for the saturated 
zone assumed steady-state flow to the southeast at a hydraulic gradient of 1×10-6 m/m 
(RPP-CALC-64793).

After simulating a historical 3,000-year period to initialize conditions in the vadose zone, 
simulations were carried out for the 10,000-years between the calendar years 1940 to 11,940.  
Simulation times in units of years were output by STOMP using the average length of a year on 
the Julian calendar and are reported as approximate Gregorian calendar years by adding 1,940 
(i.e., leap years are not tracked precisely).  It should be emphasized that model predictions into 
future centuries and millennia have uncertainties larger than a few years.

The upper 11 m of the saturated zone was adequate to simulate groundwater concentrations in 
the 5-m interval below the water table, which is the interval used for comparison with 
groundwater protection standards.  Within the resolution of each STOMP model grid, 
groundwater concentrations of each indicator contaminant were calculated at every point along 
the downgradient fenceline and reported for the time and location of maximum concentration for 
each source.

Table 7-3 shows the unit source simulation results for the indicator contaminants in the tank 
A-101 retrieval leak source term.  The results indicate the peak groundwater concentrations from 
a potential retrieval leak at tank A-101 would arrive at the WMA A-AX downgradient fenceline 
around calendar years 3630 for the mobile constituents and 9520 for 129I.  The values shown are 
the predicted peak contaminant concentrations in groundwater at the downgradient WMA A-AX 
fenceline from release of 1 Ci of radionuclide or 1 kg of chemical.  The number of digits shown 
exceeds the number of significant digits because the values are used in subsequent calculations.  
The retrieval leak impact graphs were generated by multiplying the simulated unit source results 
by the retrieval leak inventory to obtain an estimate of peak groundwater concentration 
(Equation 7-1).
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Table 7-3.  Indicator Contaminants Unit Inventory Simulation Results for 
Tank 241-A-101 Retrieval Leak Source Term.

Contaminant

Peak Groundwater 
Concentration at WMA 

A-AX Fenceline* Units
Time of Peak

(Calendar Year)

Techetium-99 1.04E+02 pCi/L per Ci 3630

Iodine-129 3.10E+01 pCi/L per Ci 9520

Chromium 1.04E-04 mg/L per kg 3630

Nitrite 1.04E-04 mg/L per kg 3630

Nitrate 1.04E-04 mg/L per kg 3630

Source:  RPP-CALC-64793

WMA = waste management area.

The results predict a lag of several hundred years between peak arrival times for retrieval leaks in 
the A Farm and those in the AX Farm.  The lag is attributed primarily to the hydraulic properties 
assigned in the TC&WM EIS AX farm model for a layer of fine sediments just above the water 
table.  Sediments at a similar depth within the A Farm tank model are generally coarser.  
Differences in peak concentrations and arrival times between tanks within the AX Farm are 
attributable both to different distances upgradient from the fenceline and variability in the 
thickness and elevation of the layer of fine sediments from tank to tank.

Releases from residual waste in tanks and from ancillary equipment are modeled to occur at the 
same time over similar footprints with a vertical separation of 6 m between the tank bottoms and 
the depth assumed for ancillary equipment releases, and therefore the peak impacts tend to occur 
at similar times. In WMA A-AX, the vertical separation is likely somewhat greater, but the 
effect on arrival times is probably small given the control exerted by the layer of fine sediments 
deeper in the vadose zone.

7.1.1.4 Exposure Scenarios

This analysis uses the EPA tap water (residential) scenario, which is described in 
RPP-ENV-58813.  The Consent Decree in Washington v. DOE, Case No. CV-08-5085-RMP 
(E.D. Wa. October 25, 2010) required evaluating human health impacts with a residential and an 
industrial exposure scenario, however a subsequent agreement between the State of Washington 
Department of Ecology, EPA and U.S. Department of Energy (DOE/RL-2019-46 “Central 
Plateau Inner Area Cleanup Principles and Parameters”) during the scoping process for 
WMA C (RPP-RPT-47479) and for other tank farms (RPP-ENV-58813) states that groundwater 
protection will be evaluated using EPA’s residential tap water scenario.  RCRA Closure and 
post-closure requirements are described in WAC 173-303-610; closure requirements under this 
section are defined in WAC 173-303-610 (2) and 2(i).  These sections refer to WAC 173-340-
700, “Overview of cleanup standards” through 173-340-760, “Sediment cleanup standards” as 
follows:  For soils, groundwater, surface water, and air, the numeric cleanup levels calculated 
using unrestricted use exposure assumptions according to the Model Toxics Control Act
(MTCA) Regulations, chapter 173-340, “Model Toxic Control Act—Cleanup,” WAC as of the 
effective date or hereafter amended.  Primarily, these will be numeric cleanup levels calculated 
according to MTCA Method B, although MTCA Method A may be used as appropriate, see 
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WAC 173-340-700 through 173-340-760, excluding WAC 173-340-745, “Soil cleanup standards 
for industrial properties;” WAC 173-340-700 through 173-340-760 describe the procedures used 
to calculate cleanup levels and WAC 173-340-708, “Human health risk assessment procedures,”
specifically describes the human health risk assessment procedures.  The inputs and assumptions 
used for the tap water scenario follows the procedural requirements described in WAC 173-340-
708 thus meeting RCRA closure requirements and WAC 173-340.  Consequently, current PA 
and groundwater Impacts Analysis efforts and other risk assessments being conducted on the 
Central Plateau rely on EPA’s tap water scenario to evaluate cancer risk and non-cancer hazards 
from exposure to groundwater and no longer evaluate an industrial scenario that uses 
groundwater.  The scoping process as documented in these data packages also indicated that 
simulated groundwater concentrations would also be compared to 2007 MTCA potable 
groundwater cleanup levels defined in WAC 173-340-720, “Groundwater Cleanup Standards” to 
meet RCRA requirements.

The EPA residential tap water scenario evaluates groundwater contamination that may occur 
when recharge water encounters the residual waste, mobilizes it, and transports it through the 
vadose zone to the water table.  This scenario evaluates cancer risk and non-cancer hazards from 
exposure to groundwater used as a source of drinking water.  The scenario considers exposure of 
adults and children who reside on or near WMA A-AX in a residential setting and use water 
from a well drilled to groundwater for domestic purposes.  The scenario considers 20 years of 
exposure to an adult resident and 6 years of exposure to a child resident.  Potentially complete 
exposure pathways for both radionuclides and chemicals in the water downgradient from 
WMA A-AX include ingestion of tap water and inhalation of volatiles while showering.  
Radionuclides have an additional potential pathway from external exposure from immersion in 
tap water, while an additional chemical pathway is dermal contact with skin while showering and 
using groundwater for other domestic purposes (such as washing dishes).  This scenario’s 
exposure assumptions reflect reasonable maximum exposure.

RPP-ENV-58813 provides the equations, exposure parameters and chemical- or radionuclide-
specific data used in the EPA tap water scenario.  The system model developed for the 
WMA A-AX PA (RPP-ENV-61497) used these equations and data to evaluate the impacts to 
groundwater from radionuclides in residual wastes in the tanks and ancillary equipment at 
WMA A-AX, as well as the potential doses to an intruder into the closed tanks.  
RPP-ENV-61497 documents the results of these analyses.  A complimentary analysis in the 
WMA A-AX groundwater impacts analysis (RPP-ENV-62206) used the EPA tap water scenario 
and the WMA A-AX system model to evaluate groundwater impacts from residual chemicals in 
closed tanks at WMA A-AX.

This analysis evaluates the human health risk and chemical hazards from the residual waste, 
potential retrieval leaks and past leaks at WMA A-AX.  This analysis brings forward impacts 
from residual waste that have been reported in RPP-ENV-61497 and RPP-ENV-62206 and
calculates the impacts from potential retrieval and past leaks, along with any additional impacts 
from residual waste.

This analysis calculates the human health risk and chemical hazards from WMA A-AX past and 
potential leaks by multiplying the groundwater concentration results from the STOMP modeling 
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of retrieval and past leaks by unit health effects factors.  The unit health effects factors were 
developed from the equations and data found in RPP-ENV-58813 by running the WMA A-AX 
system model using a unit groundwater concentration.  Table 7-4 shows the EPA tap water 
scenario unit health effects factors developed for the indicator contaminants.

Table 7-4.  Groundwater Unit Health Effects Factors for the Environmental 
Protection Agency Tap Water (Residential) Exposure Scenario.

Contaminant Units
EPA Tap Water

Scenario (Residential)a

Technetium-99 ILCR per pCi/L 5.26E-08

Iodine-129 ILCR per pCi/L 2.89E-06

Hexavalent Chromium ILCR per mg/L 9.28E-03b

Chromium HQ per mg/L 4.45E-02

Hexavalent Chromium HQ per mg/L 2.25E+01

Nitrite HQ per mg/L 1.67E-01

Nitrate HQ per mg/L 7.05E-03

HQ = hazard quotient.

ILCR = incremental lifetime cancer risk.
a Calculated using equations and parameter values from RPP-ENV-58813, Appendix H, except where noted.
b Calculated using equations and parameter values from RPP-ENV-58813, Appendix H and CSFo from EPA (EPA 
Home | Risk Assessment, Queried 07/19/2021, [Regional Screening Table User’s Guide (May 2021)]).

The conversion factors in Table 7-4 provide the ILCR per unit groundwater concentration for 
99Tc, 129I, and hexavalent chromium, while for nonradiological chemicals, they provide the 
noncarcinogenic chemical HQ per unit groundwater concentration.  The unit risk factor for 
cancer risk from hexavalent chromium was calculated to be 9.28×10-3 ILCR per mg/L, based on 
a screening-level oral cancer slope factor (CSFo) of 0.5 (mg/kg-day)-1 (EPA Home Risk 
Assessment, Queried 07/19/2021, [Regional Screening Table User’s Guide (May 2021)]).  
Nitrate and Nitrite have no cancer potency factors (CPF).

Groundwater concentrations at the WMA A-AX fenceline from chemicals in residual waste at 
WMA A-AX and related hazards were evaluated in RPP-ENV-62206.  Groundwater 
concentrations at the WMA A-AX fenceline from radionuclides in residual wastes were 
evaluated in RPP-ENV-61497 and this analysis calculates the related cancer risks using the unit 
risk factors in Table 7-4, since RPP-ENV-61497 did not report radionuclide cancer risks.  
Groundwater contaminant concentrations and related cancer risks and health hazards from tank 
A-101 residual wastes were exported from the system models used for RPP-ENV-62206 and 
RPP-ENV-61497.

Uncertainty in the exposure scenarios contributes to the overall uncertainty in long-term risk 
predictions.  To address uncertainty, exposure scenario parameters are generally biased to yield 
higher exposure and risk values.  Inputs to the scenario unit risk factors that could contribute to 
exposure scenario uncertainty include the various models used (e.g., toxicokinetic model) and 
model parameters (e.g., exposure factors, dose factors, risk factors).  There is additional 
uncertainty regarding chromium and nitrogen speciation.  Complete descriptions of the exposure 
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scenario parameters, assumptions, and unit risk factor calculations can be found in 
RPP-ENV-58813.

7.1.2 Retrieval Leak Impact Analysis Results

Tank-specific retrieval leak impact graphs generated using the methodology described above are 
provided in Appendix B for tank A-101.  One graph for each indicator contaminant is provided.  
An example calculation is also provided to illustrate how the formula given in Equation (7-1)
was applied in generating the graphs.

Peak impacts from a hypothetical 4,000-gal. retrieval leak from tank A-101 are summarized in
Table 7-5.  The table shows the predicted peak groundwater concentration, radiological ILCR 
and noncarcinogenic chemical HI for the indicator contaminants at the downgradient fenceline 
from the A-101 retrieval leak unit source term scaled by the inventory in Table 7-2.

The peak fenceline concentrations of the indicator contaminants from a tank A-101 retrieval leak 
were projected to arrive around calendar years 3630 for mobile constituents and 9520 for 129I.  
The long transport time is influenced by the layer of fine sediments noted in section 7.1.3.3.  
Differences between simulated retrieval leak impacts for tank A-101 and for other A-100-series 
tanks reported in other TWRWPs are attributable primarily to differences in inventory and the 
close proximity of tank A-101 to the fenceline.

Table 7-5.  Peak Impacts at the Waste Management Area A-AX Fenceline from a 
Potential Retrieval Leak at Tank 241-A-101. 

Contaminant

Time of 
Peak 

(Calendar 
Year)

Incremental 
Lifetime

Cancer Risk
Hazard 

Quotient
Groundwater 
Concentration

(pCi/L or 
mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL) (pCi/L 

or mg/L)

Tap Water 
(Residential) 

Scenario

Tap Water 
(Residential) 

Scenario

Tank 241-A-101

Technetium-99 3630 1.77E-05 No Rfd 3.37E+02 -- 900

Iodine-129 9520 4.42E-07 No Rfd 1.53E-01 -- 1

Total Chromium 3630 No CPF No Rfd 7.33E-03 5.00E-02 0.1b

Trivalent Chromium 3630 No CPF 3.26E-04 7.33E-03 2.40E+01 --

Hexavalent 
Chromium

3630 6.80E-05c 1.65E-01 7.33E-03 4.80E-02 --

Nitrite 3630 No CPF 3.66E-02 2.19E-01d 5.26E+00e 3.3d

Nitrate 3630 No CPF 2.68E-03 3.8E-01f 1.15E+02e 44f

Total Radiological -- 1.80E-05 -- -- -- --

Total 
Nonradiological 
(with total 
chromium)

-- 0.00E+00 3.96E-02 -- -- --

Total 
Nonradiological 
(with hexavalent 
chromium)

-- 6.80E-05 2.04E-01 -- -- --
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Table 7-5.  Peak Impacts at the Waste Management Area A-AX Fenceline from a 
Potential Retrieval Leak at Tank 241-A-101. 

Contaminant

Time of 
Peak 

(Calendar 
Year)

Incremental 
Lifetime

Cancer Risk
Hazard 

Quotient
Groundwater 
Concentration

(pCi/L or 
mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL) (pCi/L 

or mg/L)

Tap Water 
(Residential) 

Scenario

Tap Water 
(Residential) 

Scenario

EPA = U.S. Environmental Protection Agency.

MCL = maximum contaminant level.

-- = not applicable.

No CPF = no cancer potency factor available

No Rfd = no reference dose available

Assumes one 4,000-gallon retrieval leak.

For radiological incremental lifetime cancer risk, the EPA acceptable target risk range is 10-6 to 10-4.  For nonradiological chemicals, the risk-
based criteria are based on a target risk level of 10-6 for carcinogens and a hazard quotient of 1 for noncarcinogens (Washington Administrative 
Code (WAC) 173-340-720 Groundwater Cleanup Standards)

Bold text indicates total impacts from radiological constituents and non-radiological constituents.
a Feb 2021 Cleanup Levels and Risk Calculation (CLARC) master spreadsheet was retrieved from https://ecology.wa.gov/Regulations-
Permits/Guidance-technical-assistance/Contamination-clean-up-tools/CLARC/Data-tables on May 3, 2021.
b MCL for total chromium.  No MCL for hexavalent chromium has been published by EPA.
c The calculated ILCR  exceeds limits, but the exceedance likely to be the result of compounded conservatisms in the assumptions regarding the 
concentration of Cr in the leak, and its presence as Cr+6. Hexavalent chromium is the only carcinogenic chemical in this analysis. The CLARC 
Washington State Model Toxics Control Act (MTCA) (Revised Code of Washington 70A.305, “Hazardous Waste Cleanup—Model Toxics 
Control Act”) Method B (cancer) cleanup level is 4.6×10-2 μg/L.
d Concentration and MCL for nitrite reported as the ion.  The MCL for nitrite reported as nitrogen is 1 mg/L.
e A derived limit for nitrate was calculated from the MTCA B groundwater limit for nitrate as nitrogen (NO3

--N) using the mass fraction of 
nitrogen in nitrate.  The mass fraction of nitrogen in nitrate = mol wt N/mol wt NO3

- = (14 g/mol)/(62 g/mol) = 0.226.  The derived limit for 
nitrate = (26 mg/L NO3

- -N) × (1 mg NO3
-/0.226 mg NO3

--N) = 115.0 mg NO3
-/L.  A similar conversion was necessary for nitrite, the tabulated 

values are in units of mg nitrite per liter groundwater.
f Concentration and MCL for nitrate reported as the ion.  The MCL for nitrate reported as nitrogen is 10 mg/L.

7.1.3 Waste Management Area A-AX Risk Assessment

This section provides information to place the potential retrieval leak impacts from the individual 
tanks in the context of the potential impacts from WMA A-AX as a whole.

Sections 7.1.3.1 through 7.1.3.4 summarize the analysis results for past leaks, potential retrieval 
leaks, and residual waste remaining in tanks and ancillary equipment.

7.1.3.1 Past Leaks

WMA A-AX past leak impacts are summarized in Table 7-6.  The results show the predicted 
peak groundwater concentration, radiological ILCR, nonradiological ILCR, and noncarcinogenic 
chemical HI for the indicator contaminants at the downgradient fenceline from the WMA A-AX 
past leak source releases.

The results indicate the peak groundwater concentrations for mobile constituent from past leaks 
would arrive at the WMA A-AX downgradient fenceline around calendar years 2056.  
Peak groundwater concentrations for the less mobile constituent 129I from past leaks would arrive 
at the WMA A-AX downgradient fenceline around calendar year 8810.  The past leaks source 
terms were based on past unplanned releases at tanks A-104 and A-105.
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Table 7-6.  Peak Impacts at the Waste Management Area A-AX Fenceline
from Past Leaks.

Contaminant

Time of 
Peak 

(Calendar 
Year)

Incremental 
Lifetime

Cancer Risk
Hazard 

Quotient

Groundwater 
Concentration 

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL) 

(pCi/L or 
mg/L)

Tap Water 
(Residential) 

Scenario

Tap Water 
(Residential) 

Scenario

Technetium-99 2056 2.53E-03 No Rfd 4.80E+04 -- 900

Iodine-129 8810 1.04E-06 No Rfd 3.59E-01 -- 1

Total Chromium 2056 No CPF No Rfd 5.43E-01 5.00E-02 0.1b

Trivalent Chromium 2056 No CPF 2.42E-02 5.43E-01 2.40E+01 --

Hexavalent Chromium 2056 5.04E-03c 1.22E+01 5.43E-01 4.80E-02 --

Nitrite 2056 No CPF 2.18E+00 1.30E+01d 5.26E+00e 3.3d

Nitrate 2056 No CPF 1.84E-01 5.43E-01f 1.15E+02e 44f

Total Radiological -- 2.53E-03 -- -- -- --

Total 
Nonradiological (with 
total chromium)

-- 0.00E+00 2.39E+00 -- -- --

Total 
Nonradiological (with 
hexavalent 
chromium)

-- 5.04E-03 1.46E+01 -- -- --

EPA = U.S. Environmental Protection Agency.

MCL = maximum contaminant level.

-- = not applicable.

No CPF = no cancer potency factor available

No Rfd = no reference dose available

Assumes one 4,000 gallon retrieval leak.

For radiological incremental lifetime cancer risk, the EPA acceptable target risk range is 10-6 to 10-4.  For nonradiological chemicals, the risk-
based criteria are based on a target risk level of 10-6 for carcinogens and a hazard quotient of 1 for noncarcinogens (Washington Administrative 
Code (WAC) 173-340-720 Groundwater Cleanup Standards).

Bold text indicates total impacts from radiological constituents and non-radiological constituents.

a Feb 2021 Cleanup Levels and Risk Calculation (CLARC) master spreadsheet was retrieved from https://ecology.wa.gov/Regulations-

Permits/Guidance-technical-assistance/Contamination-clean-up-tools/CLARC/Data-tables on May 3, 2021.
b MCL for total chromium.  No MCL for hexavalent chromium has been published by EPA.

c The calculated ILCR  exceeds limits, but that exceednace is likely to be the result of compounded conservatisms in the assumptions regarding 
the concentration of Cr in the leak, and its presence as Cr+6. Hexavalent chromium is the only carcinogenic chemical in this analysis. The 
CLARC Washington State Model Toxics Control Act (MTCA) (Revised Code of Washington 70A.305, “Hazardous Waste Cleanup—Model 
Toxics Control Act”) Method B (cancer) cleanup level is 4.6×10-2 μg/L.
d Concentration and MCL for nitrite reported as the ion.  The MCL for nitrite reported as nitrogen is 1 mg/L.
e A derived limit for nitrate was calculated from the MTCA B groundwater limit for nitrate as nitrogen (NO3

--N) using the mass fraction of 
nitrogen in nitrate.  The mass fraction of nitrogen in nitrate = mol wt N/mol wt NO3

- = (14 g/mol)/(62 g/mol) = 0.226.  The derived limit for 
nitrate = (26 mg/L NO3

- -N) × (1 mg NO3
-/0.226 mg NO3

--N) = 115.0 mg NO3
-/L.  A similar conversion was necessary for nitrite, the tabulated 

values are in units of mg nitrite per liter groundwater.
f Concentration and MCL for nitrate reported as the ion.  The MCL for nitrate reported as nitrogen is 10 mg/L.

Groundwater concentrations were calculated as cumulative fenceline maximum concentrations 
over the entire downgradient length of the WMA A-AX fenceline.  The peak groundwater 
concentrations from past leaks were projected to overlap in time and be additive with the peak 
groundwater concentrations from potential retrieval leaks from the A Farm tanks but were not 
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projected to be additive with the peaks from potential retrieval leaks from the AX Farm tanks or 
from residual waste remaining in tanks and ancillary equipment.  The peak from A Farm 
retrieval leaks was projected to arrive around calendar year 3640 compared with year 2056 for 
the past leaks.  The differences in the peaks of the releases reflects the timing differences of the 
releases prior to the placement of a surface barrier over WMA A-AX at the projected closure 
date of calendar year 2050.

Contaminant transport from past releases was based on water flow from the original releases and 
natural recharge only (i.e., surface infiltration of meteoric water).  The effect of artificial 
recharge on existing contamination, such as a retrieval leak or water line leak, was not explicitly 
simulated.  Generally speaking, should the fluid released in a retrieval leak intercept an existing 
vadose zone plume in WMA A-AX, there is a potential for the contamination to be flushed more 
quickly to the water table.  The effect of the flushing on peak groundwater concentration and 
arrival time would depend on a number of factors, including initial plume depth and the rate, 
volume, and location of the retrieval leak.  If this were to occur, the WMA A-AX past leak 
impacts could differ from the projected impacts shown in Table 7-6, which were calculated 
assuming meteoric infiltration.  However, until the assumed time of final closure in calendar 
year 2050, an enhanced average rate of infiltration is assumed based on disturbance of soil and 
vegetation (DOE/EIS-0391), and the enhanced meteoric infiltration rate likely exceeds any 
artificial recharge.

7.1.3.2 Potential Retrieval Leaks

Potential WMA A-AX retrieval leak impacts are summarized in Table 7-7.  The table shows the 
predicted peak groundwater concentration, radiological ILCR, nonradiological ILCR, and 
noncarcinogenic chemical HI for the indicator contaminants at the downgradient fenceline from 
the A Farm retrieval leak source term as well as total impacts from all the AX-100-series tank 
retrieval leak source terms.

The retrieval leak source terms were based on a hypothetical 4,000-gal. retrieval leak from 
AX-100-series tanks (AX-101 and AX-103) and A-100-series tanks (A-101, A-102, A-103, and 
A-106) all occurring in calendar year 2018.  The contaminant concentrations in the retrieval 
leaks from the AX-100-series tanks were estimated by a different method than that used for the 
A-100-series tanks (see Section 7.1.1.2).

The peak from A Farm retrieval leaks was projected to arrive around calendar year 3640, and the 
peak from AX Farm retrieval leaks was projected to arrive from calendar years 3770.  As noted 
in Section 7.1.3.3, the difference is attributed primarily to the hydraulic properties of a layer of 
fine sediments occurring only below the AX tanks in the model.  Ongoing evaluation of the 
hydrogeology in WMA A-AX suggests the layer may be both more widespread and less resistant 
to flow than the currently available analysis in the model indicates.  If so, the peak 
concentrations from retrieval leaks in A Farm and AX Farm may arrive closer together in time, 
but still at different locations on the fenceline.  The currently simulated peak from A Farm 
retrieval leaks was projected to overlap in time and be additive with the peak groundwater 
concentrations from past leaks.  Neither peak concentrations from A Farm retrieval leaks nor 
those from AX Farm retrieval leaks were projected to be additive with peak concentrations from 
residual waste remaining in tanks and ancillary equipment.  Declining concentrations from 
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AX Farm retrieval leaks following the peak were projected to overlap increasing concentrations 
from residual waste source terms prior to their peak, but at any given time between peaks, the 
impacts from one source term or the other are an order of magnitude lower than at the peak.  
If the fine sediment layer has higher hydraulic conductivities than modeled, the separation 
between peaks would likely be even greater, because even though all arrival times would be 
earlier, the breakthrough curves would be sharper.

Table 7-7.  Peak Impacts at the Waste Management Area A-AX Fenceline from Potential 
Retrieval Leaks for All WMA A-AX Tanks.

Contaminant

Time of 
Peak 

(Calendar 
Year)

Incremental 
Lifetime

Cancer Risk Hazard Quotient

Groundwater 
Concentration 

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL) 

(pCi/L or 
mg/L)

Tap Water 
(Residential) 

Scenario

Tap Water 
(Residential) 

Scenario

A-Farm Total

Technetium-99 3640 3.38E-05 No RfD 6.42E+02 -- 900

Iodine-129 9550 8.25E-07 No RfD 2.86E-01 -- 1

Total Chromium 3640 No CPF No RfD 1.45E-02 5.00E-02 0.1b

Trivalent Chromium 3640 No CPF 6.45E-04 1.45E-02 2.40E+01 --

Hexavalent chromium 3640 1.34E-04c 3.26E-01 1.45E-02 4.80E-02 --

Nitrite 3640 No CPF 5.53E-02 3.31E-01d 5.26E+00e 3.3d

Nitrate 3640 No CPF 3.94E-03 5.58E-01f 1.15E+02e 45f

Total Radiological -- 3.46E-05 0.00E+00 -- -- --

Total Nonradiological 
(with total chromium)

-- 0.00E+00 5.99E-02 -- -- --

Total Nonradiological
(with hexavalent 
chromium)

-- 1.34E-04 3.85E-01 -- -- --

AX Farm Total

Technetium-99 3630 2.65E-05 No RfD 5.04E+02 -- 900

Iodine-129 9550 4.87E-07 No RfD 1.69E-01 -- 1

Total Chromium 3630 No CPF No RfD 1.25E-02 5.00E-02 0.1b

Trivalent Chromium 3630 No CPF 5.55E-04 1.25E-02 2.40E+01 --

Hexavalent chromium 3630 1.16E-04c 2.81E-01 1.25E-02 4.80E-02 --

Nitrite 3630 No CPF 5.44E-02 3.26E-01d 5.26E+00e 3.3d

Nitrate 3630 No CPF 3.86E-03 5.48E-01f 1.15E+02e 44f

Total radiological -- 2.70E-05 0.00E+00 -- -- --

Total nonradiological 
(with total chromium)

-- 0.00E+00 5.88E-02 -- -- --

Total Nonradiological 
(with hexavalent 
chromium)

-- 1.16E-04 3.39E-01 -- -- --

EPA = U.S. Environmental Protection Agency.

MCL = maximum contaminant level.

-- = not applicable.

No CPF = no cancer potency factor available
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Table 7-7.  Peak Impacts at the Waste Management Area A-AX Fenceline from Potential 
Retrieval Leaks for All WMA A-AX Tanks.

Contaminant

Time of 
Peak 

(Calendar 
Year)

Incremental 
Lifetime

Cancer Risk Hazard Quotient

Groundwater 
Concentration 

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL) 

(pCi/L or 
mg/L)

Tap Water 
(Residential) 

Scenario

Tap Water 
(Residential) 

Scenario

No Rfd = no reference dose available

Assumes one 4,000-gallon retrieval leak.

For radiological incremental lifetime cancer risk, the EPA acceptable target risk range is 10-6 to 10-4.  For nonradiological chemicals, the risk-
based criteria are based on a target risk level of 10-6 for carcinogens and a hazard quotient of 1 for noncarcinogens (Washington Administrative 
Code (WAC) 173-340-720 Groundwater Cleanup Standards).

Bold text indicates total impacts from radiological constituents and non-radiological constituents.
a Feb 2021 Cleanup Levels and Risk Calculation (CLARC) master spreadsheet was retrieved from https://ecology.wa.gov/Regulations-
Permits/Guidance-technical-assistance/Contamination-clean-up-tools/CLARC/Data-tables on May 3, 2021.
b MCL for total chromium.  No MCL for hexavalent chromium has been published by EPA.

c The calculated ILCR  exceeds limits, but that exceedance is likely to be the result of compounded conservatisms in the assumptions regarding 
the concentration of Cr in the leak, and its presence as Cr+6. Hexavalent chromium is the only carcinogenic chemical in this analysis. The 
CLARC Washington State Model Toxics Control Act (MTCA) (Revised Code of Washington 70A.305, “Hazardous Waste Cleanup—Model 
Toxics Control Act”) Method B (cancer) cleanup level is 4.6×10-2 μg/L.
d Concentration and MCL for nitrite reported as the ion.  The MCL for nitrite reported as nitrogen is 1 mg/L.

e A derived limit for nitrate was calculated from the MTCA B groundwater limit for nitrate as nitrogen (NO3
--N) using the mass fraction of 

nitrogen in nitrate.  The mass fraction of nitrogen in nitrate = mol wt N/mol wt NO3
- = (14 g/mol)/(62 g/mol) = 0.226. The derived limit for 

nitrate = (26 mg/L NO3
- -N) × (1 mg NO3

-/0.226 mg NO3
--N) = 115.0 mg NO3

-/L.  A similar conversion was necessary for nitrite, the tabulated 
values are in units of mg nitrite per liter groundwater.
f Concentration and MCL for nitrate reported as the ion.  The MCL for nitrate reported as nitrogen is 10 mg/L.

7.1.3.3 Residual Waste Remaining in WMA A-AX

Table 7-8 summarizes the potential groundwater impacts from WMA A-AX residual wastes.  
The table shows the predicted peak groundwater concentration, radiological ILCR, 
nonradiological ILCR, and noncarcinogenic chemical HQ at the fenceline for the indicator 
contaminants from the WMA A-AX residual waste source terms.  These source terms include the 
tanks, ancillary equipment and pipelines as evaluated in RPP-ENV-61497 and RPP-ENV-62206.

Source terms for residual waste potentially remaining in tanks and ancillary equipment after 
closure are based on assumptions from the WMA A-AX PA (RPP-ENV-61497).  Ten kiloliters 
(360 ft3) of waste are assumed to remain in all tanks at closure, except for tanks A-104 and 
A-105, which are assumed to be unretrieved.  Ten kiloliters is the threshold goal for 100-series 
Single-Shell Tanks (SSTs) specified in the HFFACO (Ecology et al., 1989).  The Hanford Tank 
Waste Operations Simulator (HTWOS) model results are assumed to provide a best estimate for 
all of the SSTs except A-104 and A-105.  Contaminant inventories for tanks A-104 and A-105 
come from current BBI concentrations.  The best estimate for residual waste concentrations in 
ancillary equipment in A Farm is assumed to be represented by the average HTWOS 
concentration for waste residuals in the A Farm SSTs.

In closed tanks, the residual waste is conceptualized to be distributed in a uniform layer at the 
base of the tank.  The residual waste layer is underlain by a grout layer added during tank 
construction, which is itself underlain by a concrete base mat.  Over the residual waste layer is 
stabilizing grout added during tank closure activities.
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The results indicate groundwater concentrations from residual waste in WMA A-AX would peak 
at the fenceline at approximately 1,980 to 2,340 years post-closure for all indicator contaminants 
except 129I, whose groundwater concentration is still rising at 10,000 years post-closure.  
A difference in both grout and vadose zone Kd values for the indicator contaminants accounts for 
the different times of peak concentration in groundwater.  Contaminants with higher Kd values in 
grout will have lower release rates than those with lower Kd values.  Similarly, higher Kd values 
in the subsurface lead to sorption onto sediment which impedes transport to the groundwater, 
resulting in lower concentrations and later arrival times.  Chemicals and radionuclides in the 
residual wastes inside the tanks are released into the vadose zone through diffusion assuming that 
the tank grout and base concrete mat are intact.  If the grout and base concrete mat are degraded, 
the radionuclides can be released by both diffusion and advection, which is examined in a 
sensitivity analysis in RPP-ENV-61497.  Release of chromium may be further delayed due to an 
elemental solubility limit; chromium solubility in the pore water of the residual waste and soils is 
assumed to be constant with time.

The peak groundwater concentrations from residual wastes were not projected to be additive 
with the peaks from past leaks or potential retrieval leaks as discussed in Sections 7.1.3.1 and
7.1.3.2.

As shown in Table 7-8, groundwater concentrations of indicator contaminants from residual 
waste in WMA A-AX sources range from between 8 and 160 times lower than their respective 
MCLs.  Hazard quotients for the chemical indicator contaminants range from almost two to four 
orders of magnitude lower than the target hazard quotient of 1.  The hazard index is almost two 
orders of magnitude lower than the target hazard index of 1.  Hexavalent chromium is a 
carcinogen that is not tracked in the BBI, while total chromium (which is not a carcinogen) is.  
There is negligible cancer risk from the indicator chemicals, if all the chromium in the waste is 
assumed to be total chromium.  If all of the chromium in the waste is assumed to be hexavalent 
chromium, the ILCR from hexavalent chromium falls within the EPA acceptable target risk 
range of 1×10-6 to 1×10-4 at 8.66×10-5 but above the MTCA risk limit of 1×10-5.  For the two 
indicator radionuclides, 129I is below the EPA acceptable target risk range, and 99Tc is within the 
range at 5.9×10-6.

Table 7-8.  Peak Impacts at the Waste Management Area A-AX Fenceline from
Potential Residual Waste in A Tank Farm.

Contaminant

Time of 
Peak 

(Years 
Post-

closure)

Incremental 
Lifetime Cancer 
Risk Tap Water

(Residential) 
Scenario

Hazard 
Quotient Tap

Water 
(Residential) 

Scenario

Groundwater 
Concentration

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL)

Technetium-99 2,450b 5.85E-06 No RfD 1.11E+02 b -- 900

Iodine-129 10,000b 3.54E-08 No RfD 1.23E-02 b -- 1

Total Chromium 1,980c No CPF No RfD 9.33E-03c 5.00E-02 0.1d

Trivalent
Chromium

1,980c No CPF 4.15E-04b 9.33E-03c 2.40E+01 --
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Table 7-8.  Peak Impacts at the Waste Management Area A-AX Fenceline from
Potential Residual Waste in A Tank Farm.

Contaminant

Time of 
Peak 

(Years 
Post-

closure)

Incremental 
Lifetime Cancer 
Risk Tap Water

(Residential) 
Scenario

Hazard 
Quotient Tap

Water 
(Residential) 

Scenario

Groundwater 
Concentration

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL)

Hexavalent 
Chromium

1,980c 8.66E-05 2.10E-01 9.33E-03c 4.80E-02 --

Nitrite 2,120c No CPF 3.23E-02b 1.94E-01c
5.26E+00e 3.3 f f

Nitrate 2,120c No CPF 1.95E-03b 2.76E-01c
1.15E+02e 44 g g

Total 
Radiological

-- 5.88E-06 -- -- -- --

Total 
Nonradiological 
(with total 
chromium)

-- 0.00E+00 3.47E-02 -- -- --

Total 
Nonradiological
(with hexavalent 
chromium)

-- 8.66E-05 2.44E-01 -- -- --

EPA = U.S. Environmental Protection Agency.

MCL = maximum contaminant level.

-- = not applicable.

No CPF = no cancer potency factor available

No RfD = no reference dose available

For radiological incremental lifetime cancer risk, the EPA acceptable target risk range is 10-6 to 10-4.  For nonradiological chemicals, the risk-
based criteria are based on a target risk level of 10-6 for carcinogens and a hazard quotient of 1 for noncarcinogens (Washington Administrative 
Code (WAC) 173-340-720 Groundwater Cleanup Standards).

Bold text indicates total impacts from radiological constituents and non-radiological constituents.
a Feb 2021 Cleanup Levels and Risk Calculation (CLARC) master spreadsheet was retrieved from https://ecology.wa.gov/Regulations-
Permits/Guidance-technical-assistance/Contamination-clean-up-tools/CLARC/Data-tables on May 3, 2021.
b RPP-ENV-61497, Preliminary Performance Assessment of Waste Management Area A-AX, Hanford Site, Washington.
c RPP-ENV-62206, Analysis of Post-Closure Groundwater Impacts from Hazardous Chemicals in Residual Wastes in Tanks and Ancillary 
Equipment at Waste Management Area A-AX at the Hanford Site, Southeast Washington.
d  Hexavalent chromium is the only carcinogenic chemical in this analysis. The CLARC Washington State Model Toxics Control Act (MTCA) 
(Revised Code of Washington 70A.305, “Hazardous Waste Cleanup—Model Toxics Control Act”) Method B (cancer) cleanup level is 4.6×10-2

μg/L.
e A derived limit for nitrate was calculated from the MTCA B groundwater limit for nitrate as nitrogen (NO3

--N) using the mass fraction of 
nitrogen in nitrate.  The mass fraction of nitrogen in nitrate = mol wt N/mol wt NO3

- = (14 g/mol)/(62 g/mol) = 0.226.  The derived limit for 
nitrate = (26 mg/L NO3

- -N) × (1 mg NO3
-/0.226 mg NO3

--N) = 115.0 mg NO3
-/L.  A similar conversion was necessary for nitrite, the tabulated 

values are in units of mg nitrite per liter groundwater.
f Concentration and MCL for nitrite reported as the ion.  The MCL for nitrite reported as nitrogen is 1 mg/L.
g Concentration and MCL for nitrate reported as the ion.  The MCL for nitrate reported as nitrogen is 10 mg/L.

7.1.3.4 Residual Waste Remaining in Tank 241-A-101

In order to illustrate the contribution a closed tank A-101 would have on the overall groundwater 
impact and related health effects posed by WMA A-AX residual waste, Table 7-9 summarizes 
tank A-101’s potential groundwater impacts.  The table shows the predicted peak groundwater 
concentration, radiological ILCR, nonradiological ILCR, and noncarcinogenic chemical HQ at 
the fenceline for the indicator contaminants from tank A-101 residual waste.  The results are 
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from the system models used for RPP-ENV-61497 and RPP-ENV-62206 and include the source 
term assumptions described in section 7.1.3.3.

The results indicate the peak groundwater concentrations from tank A-101 residual waste would 
arrive at the fenceline approximately 2,080 to 2,340 years (i.e., between calendar years 4130 to 
4390) after closure except for 129I, whose groundwater concentration is still rising at 10,000 years 
post-closure.  The separation in peak arrival times is caused by the same factors described in 
section 7.1.3.3.

Table 7-9 shows groundwater concentrations of indicator contaminants from residual waste in 
tank A-101 range from between about 2 to 5 orders of magnitude lower than their respective 
MCLs.  Hazard quotients for the chemical indicator contaminants range from about two to seven 
orders of magnitude lower than the target hazard quotient of 1.  The hazard index from the 
indicator chemicals is about two orders of magnitude lower than the target hazard index of 1, 
regardless of whether the chromium inventory is considered to be trivalent chromium or 
hexavalent chromium.  There is negligible cancer risk from the indicator chemicals, if all the 
chromium in the waste is assumed to be total chromium.  If all the chromium in the waste is 
assumed to be hexavalent chromium, the ILCR from hexavalent chromium is below the EPA 
acceptable target risk range of 1×10-6 to 1×10-4 as well as below the MTCA risk limit of 1×10-5.  
Both indicator radionuclides have cancer risks that are below the EPA acceptable target risk 
range.

Table 7-9.  Peak Impacts at the Waste Management Area A-AX Fenceline from Potential 
Residual Waste in Tank 241-A-101.

Contaminant

Time of 
peak

(Years 
Post-

Closure)

Incremental 
Lifetime Cancer 
Risk Tap water

(Residential) 
Scenario

Hazard 
Quotient Tap 

water
(Residential) 

Scenario

Groundwater 
Concentration

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL)

(pCi/L or 
mg/L)

Technetium-99 2,340 4.01E-07 No RfD 7.62E+00 -- 900

Iodine-129 10,000 6.54E-09 No RfD 2.26E-03 -- 1

Total Chromium 2,500 No CPF No RfD 1.48E-06 5.00E-02 0.1b

Trivalent
Chromium

2,500 No CPF 6.59E-08 1.48E-06 2.40E+01 --

Hexavalent 
Chromium

2,500 1.37E-08 c 3.33E-05 1.48E-06 4.80E-02 --

Nitrite 2,080 No CPF 5.95E-03 3.56E-02d 5.26E+00e 3.3d

Nitrate 2,080 No CPF 4.60E-04 6.53E-02f 1.15E+02e 44f

Total radiological -- 4.08E-07 -- -- -- --

Total non-
radiological (with 
total chromium)

-- 0.00E+00 6.41E-03 -- -- --

Total 
Nonradiological 
(with hexavalent 
chromium)

-- 1.37E-08 6.44E-03 -- -- --

EPA = U.S. Environmental Protection Agency.
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Table 7-9.  Peak Impacts at the Waste Management Area A-AX Fenceline from Potential 
Residual Waste in Tank 241-A-101.

Contaminant

Time of 
peak

(Years 
Post-

Closure)

Incremental 
Lifetime Cancer 
Risk Tap water

(Residential) 
Scenario

Hazard 
Quotient Tap 

water
(Residential) 

Scenario

Groundwater 
Concentration

(pCi/L or mg/L)

CLARCa MTCA 
Method A or B 

(noncancer) 
Groundwater 

Cleanup Levels 
(mg/L)

Drinking 
Water 

Standard 
(MCL)

(pCi/L or 
mg/L)

MCL = maximum contaminant level.

-- = not applicable.

No CPF = no cancer potency factor available

No RfD = no reference dose available

For radiological incremental lifetime cancer risk, the EPA acceptable target risk range is 10-6 to 10-4.  For nonradiological chemicals, the risk-
based criteria are based on a target risk level of 10-6 for carcinogens and a hazard quotient of 1 for noncarcinogens (Washington Administrative 
Code (WAC) 173-340-720 Groundwater Cleanup Standards).

Bold text indicates total impacts from radiological constituents and non-radiological constituents.
a Feb 2021 Cleanup Levels and Risk Calculation (CLARC) master spreadsheet was retrieved from https://ecology.wa.gov/Regulations-
Permits/Guidance-technical-assistance/Contamination-clean-up-tools/CLARC/Data-tables on May 3, 2021.
b MCL for total chromium.  No MCL for hexavalent chromium has been published by EPA.
c Hexavalent chromium is the only carcinogenic chemical in this analysis. The CLARC Washington State Model Toxics Control Act (MTCA) 
(Revised Code of Washington 70A.305, “Hazardous Waste Cleanup—Model Toxics Control Act”) Method B (cancer) cleanup level is 4.6×10-2

μg/L.
d Concentration and MCL for nitrite reported as the ion.  The MCL for nitrite reported as nitrogen is 1 mg/L.
e A derived limit for nitrate was calculated from the MTCA B groundwater limit for nitrate as nitrogen (NO3

--N) using the mass fraction of 
nitrogen in nitrate.  The mass fraction of nitrogen in nitrate = mol wt N/mol wt NO3

- = (14 g/mol)/(62 g/mol) = 0.226.  The derived limit for 
nitrate = (26 mg/L NO3

- -N) × (1 mg NO3
-/0.226 mg NO3

--N) = 115.0 mg NO3
-/L.  A similar conversion was necessary for nitrite, the tabulated 

values are in units of mg nitrite per liter groundwater.

.
f Concentration and MCL for nitrate reported as the ion.  The MCL for nitrate reported as nitrogen is 10 mg/L.

7.2 INADVERTENT INTRUDER RISK

This section presents the analysis of the radiological doses to a hypothetical individual who 
inadvertently intrudes into tanks or ancillary equipment at WMA A-AX at some point in the 
future following closure.  Inadvertent intruder dose estimates are included in this work plan to 
provide perspective on potential post-closure risks associated with closing tank A-101 assuming 
waste is retrieved to the HFFACO target volume of 10 kiloliter (360 ft3) and the residuals are 
closed in place.  The analyses are performed in accordance with DOE O 435.1, Radioactive 
Waste Management, and DOE M 435.1, Radioactive Waste Management Manual requirements 
and therefore only analyze exposure to residual radionuclides.  Exposure scenarios are defined in 
RPP-ENV-58813 and the complete analysis was presented in RPP-ENV-61497.

This completed post-closure radiological impact evaluation summarized from the preliminary PA 
(RPP-ENV-61497) is provided to meet the Consent Decree requirements for this TWRWP for 
the most sophisticated analysis available of the long-term human health risk that includes the 
potential impacts based on an intruder scenario.  Among the assumptions associated with the 
long-term performance assessment is the assumption that closure of the WMA will include the 
emplacement of a surface barrier designed to ensure that residual waste is deeper than 15 feet 
below ground surface in the post-closure period.  The inadvertent intruder scenarios considered 
in the evaluation are described in the next section.

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 95 of 135



RPP-PLAN-64889, Rev. 2

7-29

Hypothetical intruder analyses are only performed to analyze the impacts on human health from 
radionuclides. Due to the depth of the waste in the post-closure configuration (> 15 ft) and the 
hypothetical construct of the scenario, there is no direct or ecological exposure route to residual 
waste in the tanks until an intrusion occurs.  No ecological impacts from an inadvertent human 
intrusion into the tank are evaluated.

Any changes to the underlying assumptions, including the design thickness of the surface barrier, 
in any post-closure analysis, including the intruder analysis, must be evaluated under the PA 
change control process and may require additional analysis.

7.2.1 Inadvertent Intruder Scenarios and Performance Measures

This analysis considers two types of exposure scenarios to estimate dose to the hypothetical 
intruder:  (1) acute scenarios and (2) chronic scenarios.  Acute scenarios evaluate the dose 
received from well drilling and subsequent exposure to residual waste in the drill cuttings; 
exposure is evaluated over a short time period.  Chronic scenarios evaluate the dose received 
from spreading the drill cuttings over the surface followed by living and/or working on that area.  
This analysis evaluates doses using one acute exposure scenario and three chronic exposure 
scenarios, and Table 7-10 provides brief descriptions of each and RPP-ENV-58813 provides a 
complete description of the scenarios along with parameter values and dose factors.

A basement scenario, in which exposure occurs during excavation for a basement or building 
foundation, is not considered likely between now and eventual closure of the tank farm due to 
the continued institutional control maintained on the site by DOE.  A basement scenario is also 
not considered likely and is not analyzed under the eventual landfill closure conditions assumed 
for WMA A-AX evaluated as a part of the preliminary performance assessment.  Under these 
conditions, the tank farm is assumed to be covered by about a 5-m (16.4-ft) thick modified 
RCRA Subtitle C engineered surface barrier. The assumed placement of the 5-meter thick 
surface barrier would provide additional defense‐in‐depth against direct contact exposure from a 
basement excavation over the site under these closure conditions.  The generic Modified RCRA 
Subtitle C Barrier baseline design from DOE/RL‐93‐33 consists of layers of the following 
materials: silt loam, sand, gravel, asphaltic material, and grading fill that is ~1.7 m (5.6 ft) thick. 
However, on page 3‐10 of DOE/RL‐93‐33, it is noted that to meet Class C depth of disposal 
requirements, “the thicknesses of one or more of the barrier layers (e.g., grading fill [Layer 8] or 
topsoil [Layers 1 and/or 2]) could be modified (i.e., increased) to conform to” a 5‐m (16.4‐ft) 
depth, thereby creating a barrier that is ~5 m (16.4 ft) thick in order to provide shielding from 
radioactive material and to deter intrusion.  Prior to cover construction, specific closure cover 
designs will be evaluated and the most appropriate closure cover design will be selected for 
construction. Accordingly, the current ground surface would be 16.4 feet below the barrier 
surface, and any residual waste, including residual waste left in pipelines and other ancillary 
equipment, would be even deeper and well below the 0-15 foot depth that needs consideration 
for direct contact exposure under WAC 173‐340‐740(6)(d).  The top of the residual waste in each 
of the A Farm tanks would be about approximately 15 m (49 feet) below the current ground 
surface and would be covered with the additional surface barrier.  Neither basements for home 
residences nor foundations for commercial structures are likely to extend this far below the 
surface under these assumed post-closure conditions.  Finally, concerns about exposure to 
pipeline contamination are centered around the presence of a barrier, and the time of the 
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intrusion, both of which are closure-related concerns.  For the purposes of providing context to 
aid operational decisions during retrieval activities, the exposure scenario for a pipeline intrusion 
is irrelevant.

Table 7-10.  Descriptions of the Inadvertent Intruder Scenarios Evaluated in the Waste 
Management Area A-AX Performance Assessment.

Scenario Description

Acute Exposure:  
Well Driller

Dose is the result of drilling through Waste Management Area A-AX.  Exposure pathways 
include external exposure, inhalation of soil particulates, and incidental soil ingestion.  
Exposure occurs during the drilling operation while in contact with the drill cuttings.  
Exposure does not depend on the borehole diameter.

Chronic Exposure:  
Rural Pasture

Dose is the result of drilling a well that serves a rural pasture.  Contaminated drill cuttings 
are mixed with the soil over the pasture area.  Exposure pathways include external exposure, 
inhalation of soil particulates, incidental soil ingestion, and milk consumption.

Chronic Exposure:  
Suburban Garden

Dose is the result of drilling a well that serves a suburban garden.  Contaminated drill 
cuttings are mixed with the soil over the area where a residence and a garden are 
constructed.  Exposure pathways include external exposure, inhalation of soil particulates, 
incidental soil ingestion, and fruit and vegetable consumption.

Chronic Exposure:  
Commercial Farm

Dose is the result of drilling a well that serves a commercial farm.  Contaminated drill 
cuttings are mixed with the soil over the commercial farm area.  Exposure pathways are 
external exposure, inhalation of soil particulates, and incidental soil ingestion.

Reference:  RPP-ENV-58813

Inadvertent intruder dose is calculated at times consistent with regulatory guidance contained in 
NUREG-1854, NRC Staff Guidance for Activities Related to U.S. Department of Energy Waste 
Determinations – Draft Final Report for Interim Use.  NUREG-1854 notes that strictly applying 
the waste classification system in 10 CFR 61.55, “Waste classification,” to tank farm residual 
wastes is inappropriate because the underlying assumptions used in developing the generic waste 
classification system in 10 CFR 61.55 differ from the site-specific considerations at DOE tank 
farms.  Nevertheless, NUREG-1854 further describes appropriate approaches for evaluating the 
conditions at DOE tank farms using the logic applied to the development of 10 CFR 61.55.  
They note that the depth to the waste and the use of robust intruder barriers are the determining 
conditions for the type and timing of intruder scenarios.  NUREG-1854 defines a robust intruder 
barrier as one that will prevent intrusion into the waste for 500 years.

NUREG-1854 concludes that for wastes at relatively shallow depths without robust intrusion 
barriers, it is appropriate to carry out the intrusion calculation at the end of institutional control:  
100 years.  For deeper wastes when robust intruder barriers exist, it is appropriate to assume that 
intrusion is prevented for at least 500 years, and therefore the intrusion calculation should be 
carried out at 500 years.  These principles are applied for WMA A-AX by assuming that 
pipelines do not represent a significant intrusion barrier and calculating intrusion doses 
beginning at 100 years after closure (end of institutional control period).  By contrast, the tanks 
and infill grout represent very significant and robust barriers to intrusion, and therefore intrusion 
dose calculations begin at 500 years after closure.
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These principles are consistent with prior DOE and Nuclear Regulatory Commission (NRC)
approaches to evaluating inadvertent intrusion.  DOE O 435.1 allows institutional controls to be 
effective in deterring intrusion for at least 100 years following closure.

The performance measure for the acute well driller scenario is 500 mrem effective dose 
equivalent for a one-time exposure.  The performance measure for the chronic scenarios is 
100 mrem/yr effective dose equivalent.  As discussed above, the timing of the intrusion event is 
assumed to be 100 years post-closure for pipelines and 500 years post-closure for more highly 
stabilized wastes with robust intrusion barriers.  Closure is assumed to occur in the calendar 
year 2050.

7.2.2 Methodology

The methodology used to assess acute and chronic exposure to an inadvertent intruder at 
WMA A-AX is based on the volume of residual waste and drill cuttings exhumed during drilling 
and assumptions based on what is done with that material afterwards.  The intruder scenarios, 
parameter values, and related radionuclide-specific data are found in RPP-ENV-58813, while 
RPP-RPT-60885, Model Package Report System Model for the WMA A-AX Performance 
Assessment, fully describes the methodology of the analysis as implemented in the WMA A-AX 
system model.

The main assumptions used in the inadvertent intruder calculations are:

 The landfill closure of WMA A-AX occurs at year 2050.

 Institutional control and societal memory are retained for 100 years after the year of closure, 
based on the standard DOE O 435.1 requirement for inadvertent human intrusion.

 The only credible intrusion event is a drilling event.  Both depth of disposal and the existence 
of concrete and grout intrusion barriers limit credible intrusion scenarios.

 Although results are provided for intrusion into individual SSTs, the most credible intrusion 
event is assumed to be into the ancillary equipment rather than a tank.  This type of event is 
more credible than a tank intrusion, since the tank dome and grout form a substantial intruder 
protection barrier.

 Pipelines do not represent a significant intrusion barrier, and consequently the intrusion 
calculation is conducted beginning at 100 years after closure (end of institutional control 
period).

 The dose calculations are based on the residual radionuclide inventory after retrieval in 
WMA A-AX (considering radioactive decay and ingrowth) but ignoring any depletion due to 
transport of radionuclides from the waste site.

 Tanks and infill grout represent very significant and robust barriers to intrusion, and therefore 
the intrusion calculation is conducted beginning at 500 years.

 Pipelines in WMA A-AX are not grouted and are 5% full of waste, evenly distributed 
throughout the pipeline.
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 Acute exposures are limited to a well driller that is exposed to waste exhumed by the drill bit 
during the drilling.

 The acute exposure to the driller is calculated using representative local assumptions about 
the duration of the drilling; the well driller is assumed to be exposed to drill cuttings for a 
total of five days (8 hours per day for a total of 40 hours).

 For the acute well driller exposure scenario, the driller is assumed to drill through the 
residual waste and all the way to the water table.

 The acute well driller dose is calculated by assuming that the cuttings are uniformly spread 
across the drill pad and are not diluted by mixing with clean soil.

 For calculating dose from external exposure, the thickness and lateral extent of the 
contaminated layer is assumed to be infinite as a conservatism when applied to exposures 
from relatively small contamination sources (like a drill core).

 Chronic post-intrusion exposures are calculated for several alternative exposure scenarios.  In 
these scenarios, waste exhumed by the intrusion event is assumed to be mixed with a surface 
soil layer.  In each scenario, the volume of soil in this layer represents the minimum area 
consistent with the assumed activities of the scenario.  For instance, the residential garden 
scenario mixes the contamination in an area of a garden sufficient to grow vegetables, 
whereas the rural pasture scenario mixes the contamination in an area sufficient for cattle 
grazing.  The effect of this assumption is that different post-intrusion chronic scenarios have 
different soil concentrations, and the relative importance of the scenarios is strongly 
dependent on the assumed area of contamination.

 In the chronic scenarios (commercial farm worker, resident with a rural pasture, resident with 
a suburban garden), contaminated drill cuttings are assumed to be spread evenly over the 
receptor’s land to a tillage depth of 15 cm.

 Radionuclide concentration in water for chronic inadvertent intruder dose calculations is 
assumed to be zero.

 The minimum depth to groundwater is approximately 87 m assuming a long-term 
groundwater elevation of approximately 119.5 m above mean sea level (amsl), a ground 
surface elevation between 202 m and 211 m amsl (RPP-RPT-58693, Engineered System 
Data Package for Waste Management Area A-AX, Section 3.1), and a minimum surface 
barrier depth of 5 m.

Sections 7.2.2.1 and 7.2.2.2 discuss the calculation methodology for the two primary components 
of the inadvertent intruder calculation, inventory, and dose.  Results for all sources at 
WMA A-AX are provided in Section 7.2.3.

7.2.2.1 Inventory

The starting inventories for the inadvertent intruder calculation are the estimated radionuclide 
inventories remaining in the tanks in the WMA A-AX PA as described in Section 7.1.3.3 .    
Tank residual inventories in the WMA A‐AX PA use BBI data, corrected for decay and ingrowth 
to January 1st, 2050.  The nominal estimate for residual waste concentrations in pipelines is 
assumed to be represented by the average HTWOS concentration for waste residuals in the 
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A Farm SSTs.  The HTWOS model uses retrieval assumptions supporting preferential removal 
of soluble constituents to provide an estimate of tank residuals; the retrieval assumptions are 
similar to assumptions that would be made about flushing pipelines after they are used to transfer 
waste.  Retrieval data reports from C Farm retrievals compared post-retrieval waste sample 
results with HTWOS results for each tank.  In general, HTWOS was not a good predictor for 
sorbing radionuclides’ (e.g., 90Sr, 137Cs) post-retrieval concentrations, with 90Sr concentration 
estimates ranging from a little over 10 times greater than post-retrieval sample concentrations 
(tank C-203 [RPP-RPT-26475, Retrieval Data Report for Single-Shell Tank 241-C-203]) to 10
times less (tank 241-C-204 [RPP-RPT-34062, Retrieval Data Report for Single-Shell Tank 241-
C-204]).  Because of this uncertainty, pipeline intruder calculations are also performed with 
inventories developed by taking the average BBI concentration of each radionuclide in all tanks 
in each farm and multiplying them by the pipeline volume (RPP-RPT-58293).  The BBI 
inventory makes no assumptions about preferential removal of soluble constituents during 
pipeline flushing.

Table 7-11 presents the inventory of dose-driving contaminants in tank A-101 used for the 
inadvertent intruder calculations in the WMA A-AX PA (RPP-ENV-61497).

Table 7-11.  Tank 241-A-101 Inventory of Dose-Driving 
Contaminants Assumed in the WMA A-AX Performance 

Assessment

Radionuclide Units Tank A-101

Technetium-99 Ci 2.25E+00

Tin-126 Ci 3.73E-02

Plutonium-239 Ci 7.85E-01

Plutonium-240 Ci 1.88E-01

Americium-241 Ci 3.50E+00

Source:  RPP-ENV-61497, Preliminary Performance Assessment of Waste Management Area 
A-AX, Hanford Site, Washington, Table C-1.

Note:  Tank post-retrieval inventories in RPP-ENV-61497 use the Best Basis Inventory 
decayed to January 1st, 2050.

7.2.2.2 Inadvertent Intruder Calculations

The inadvertent intruder calculations were performed using the WMA A-AX system model, as 
described in RPP-RPT-60885, and the results were reported in the WMA A-AX PA 
(RPP-ENV-61497).  Table 7-12 shows the peak effective doses for all residual waste sources at 
WMA A-AX as reported in the WMA A-AX PA.  Tank A-101 specific results were obtained 
from the WMA A-AX system model.

7.2.3 Inadvertent Intruder Analysis Results

Table 7-12 summarizes the calculated effective doses for each intrusion scenario of all of the 
waste sources considered in WMA A-AX, assuming intrusion occurs 100 years post-closure into 
a pipeline source and 500 years post-closure for the grouted SSTs.  The relative contribution to 
the effective dose of individual radionuclides in the residual waste varies over the compliance 
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period because of different inventories and half-lives.  The total effective dose, however, 
decreases over the compliance period, with the highest dose occurring at the time of intrusion.

BBI-based post-retrieval inventories for radionuclides in the AX Farm pipeline are about an 
order of magnitude lower than those in the HTWOS-based post-retrieval inventories except for 
14C, 243Cm, 244Cm, 137Cs, 3H, 129I, 210Pb, 226Ra, 79Se, 126Sn, 99Tc, 229Th, and 230Th which are all 
about four orders of magnitude higher.

While this analysis assumes WMA A-AX closure in 2050, the surrounding Hanford Site will 
continue to operate beyond 2050 as other tank farms are retrieved and closed and tank waste 
treatment continues at the WTP.  ORP-11242, River Protection Project System Plan anticipates 
closing the last DST farm in 2068, and the Hanford Site cannot be closed before then.  A number 
of other actions in the Central Plateau associated with RODs related to the decommissioning and 
decontamination of existing facilities, remediation of past-practice wastes sites, and mitigation of 
existing contaminated groundwater using pump-and-treat systems may also result in further 
delays in the actual date of site closure from an operational perspective.  Therefore, it is 
reasonable to expect institutional control and societal memory of the Hanford Site to be retained 
until at least 2168.  If intrusion into WMA A-AX pipelines were to occur at that time, the 
potential dose would be substantially lower because of the rapid decay of the primary 
contributors to pipeline doses, 90Sr and 137Cs, both of which have an approximately 30-year 
half-life.

In October 2019, DOE issued a memorandum regarding the institutional control time period for 
Hanford Site intruder analyses (DOE-0431, Recommendations for Institutional Control Time 
Period for Conducting DOE Order 435.1 Performance Assessments at the Hanford Site).  
DOE-0431 recommends that institutional controls and societal memory of the Hanford Site be 
assumed until at least 2278, which is at the end of the last institutional control period 
documented in a CERCLA ROD for a Hanford waste site.  This date is well beyond the intruder 
protection period assumed in the pipeline dose results.  Note, however, that the assumed time of 
institutional controls for pipelines does not affect calculated dose values, only whether or not an 
inadvertent intruder would be exposed to the calculated dose rate.  If intruder protections are 
sufficient to protect from an inadvertent intrusion into the pipelines until 2278 (or some other 
time in the future after 2150), then the dose results presented below prior to that time of 
protection would not apply.

Table 7-12.  Peak Effective Dose for the Inadvertent Intruder Scenarios
for All Residual Waste Sources.

Source

Well Driller 
Acute Dose 

(mrem)

Commercial Farm 
Chronic Dose Rate 

(mrem/yr)

Rural Pasture 
Chronic Dose Rate 

(mrem/yr)

Suburban Garden 
Chronic Dose Rate 

(mrem/yr)

Tank 241-A-101 1.66E-01 3.27E-04 1.00E-01 1.07E-01

Tank 241-A-102 2.15E+00 3.49E-03 3.17E-01 5.79E-01

Tank 241-A-103 1.98E-01 3.68E-04 8.69E-02 1.02E-01

Tank 241-A-104 5.67E+01 9.03E-02 7.34E+00 1.39E+01
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Table 7-12.  Peak Effective Dose for the Inadvertent Intruder Scenarios
for All Residual Waste Sources.

Source

Well Driller 
Acute Dose 

(mrem)

Commercial Farm 
Chronic Dose Rate 

(mrem/yr)

Rural Pasture 
Chronic Dose Rate 

(mrem/yr)

Suburban Garden 
Chronic Dose Rate 

(mrem/yr)

Tank 241-A-105 1.06E+02 1.73E-01 1.34E+01 2.55E+01

Tank 241-A-106 4.82E+00 7.67E-03 6.40E-01 1.24E+00

Tank 241-AX-101 1.55E-01 3.07E-04 9.34E-02 1.00E-01

Tank 241-AX-102 5.25E+00 8.73E-03 6.16E-01 1.23E+00

Tank 241-AX-103 5.82E-01 9.97E-04 1.33E-01 1.90E-01

Tank 241-AX-104 1.43E+01 2.31E-02 2.15E+00 3.66E+00

241-A Farm Pipeline 
(HTWOS)

3.74E+00 2.83E-03 6.63E+01 3.10E+01

241-AX Farm Pipeline 
(HTWOS)

5.72E+00 4.67E-03 1.16E+02* 5.42E+01

241-A Farm Pipeline (BBI) 4.95E+00 4.17E-03 3.28E+01 1.55E+01

241-AX Farm Pipeline (BBI) 8.57E+00 7.41E-03 7.29E+01 3.42E+01

Source:  RPP-ENV-61497, Preliminary Performance Assessment of Waste Management Area A-AX, Hanford Site, Washington, 
Table 7-7.

Note:  Peak dose occurs at 500 years for all sources except for pipeline, which occurs at 100 years after closure.  The peak dose 
for each scenario is shown in bold.

BBI = Best-Basis Inventory HTWOS = Hanford Tank Waste Operations Simulator
* DOE-0431, Recommendations for Institutional Control Time Period for Conducting DOE Order 435.1 Performance 
Assessments at the Hanford Site, recommends that institutional controls and societal memory of the Hanford Site be assumed 
until at least 2278, at which time the rural pasture dose rate from 241-AX farm pipelines (HTWOS) will be 5.44 mrem/yr.

Table 7-13 presents the dose contribution of the top five dose-driving radionuclides in tank 
A-101 residual waste for each inadvertent intruder scenario.  The total peak dose for each 
scenario is between three and five orders of magnitude below its respective performance 
measure.

Table 7-13.  Peak Doses to an Inadvertent Intruder from Dose-Driving
Radionuclides in Tank 241-A-101 Residual Waste.

Radionuclide
Well Driller 

(mrem)

Suburban 
Gardener 
(mrem/yr)

Rural Pasture 
(mrem/yr)

Commercial Farm 
(mrem/yr)

Technetium-99 8.92E-05 6.74E-02 6.97E-02 5.08E-07

Tin-126 2.64E-02 6.97E-03 1.11E-02 9.54E-05

Plutonium-239 4.45E-02 1.04E-02 4.29E-03 6.93E-05

Plutonium-240 1.02E-02 2.39E-03 9.89E-04 1.60E-05

Americium-241 7.96E-02 1.82E-02 8.64E-03 1.31E-04

Other Radionuclides 4.72E-03 1.99E-03 5.33E-03 1.48E-05

Total 1.66E-01 1.07E-01 1.00E-01 3.27E-04

Performance Measure 5.00E+02 1.00E+02 1.00E+02 1.00E+02
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Note:  The number of significant digits shown in Table 7-13 is not intended to imply a level of accuracy greater than the input 
values.
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River Protection Solutions, LLC., Richland, Washington.

TFC-PLN-43, Treatment, Storage and Disposal Facility Hazardous Waste Operations, Latest 
Revision, Washington River Protection Solutions, LLC., Richland, Washington.

TWINS Best Basis Inventory, Queried 2/3/21[Best-Basis Calculation Detail]

Toxic Substances Control Act of 1976, 15 USC 2601, et seq.

WAC 173-303, “Dangerous Waste Regulations,” Washington Administrative Code, as amended.

WAC 173-303-40, “Definitions,” Washington Administrative Code, as amended.

WAC 173-303-140, “Land disposal restrictions,” Washington Administrative Code, as amended.

WAC 173-303-283, “Performance standards,” Washington Administrative Code, as amended.

WAC 173-303-300, “General Waste Analysis”, Washington Administrative Code, as amended.

WAC 173-303-320, “General inspection,” Washington Administrative Code, as amended.

WAC 173-303-330, “Personnel Training,” Washington Administrative Code, as amended.

WAC 173-303-350, “Contingency plans and emergency procedures,” Washington Administrative 
Code, as amended.

WAC 173-303-360, “Emergencies,” Washington Administrative Code, as amended.

WAC 173-303-380, “Facility record keeping,” Washington Administrative Code, as amended.

WAC 173-303-395, “Other general requirements,” Washington Administrative Code, as 
amended.

WAC 173-303-400, “Interim status facility standards,” Washington Administrative Code, as 
amended.

WAC 173-303-610, “Closure and post-closure,” Washington Administrative Code, as amended.

WAC 173-303-640, “Tank systems,” Washington Administrative Code, as amended.
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WAC 173-340, “Model Toxics Control Act – Cleanup,” Washington Administrative Code, as 
amended.

WAC 173-340-700, “Overview of cleanup standards,” Washington Administrative Code, as 
amended.

WAC 173-340-708, “Human health risk assessment procedures,” Washington Administrative 
Code, as amended.

WAC 173-340-720, “Groundwater cleanup standards,” Washington Administrative Code, as 
amended.

WAC 173-340-745, “Soil cleanup standards for industrial properties,” Washington 
Administrative Code, as amended.

WAC 173-340-760, “Sediment cleanup standards,” Washington Administrative Code, as 
amended.

WAC 173-400, “General Regulation for Air Pollution Sources,” Washington Administrative 
Code, as amended.

WAC 173-460, “Controls for New Sources of Toxic Air Pollutants,” Washington Administrative 
Code, as amended.

WAC 246-247, “Radiation Air Emissions Program,” Washington Administrative Code, 
as amended.
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APPENDIX A –
BEST BASIS INVENTORY
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Table A-1.  241-A-101 Best Basis Inventory (10 pages)

Analyte Waste Phase Waste Type Inventory Units

106Ru Supernatant A1-SltCk 9.62E-13 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.90E-11 Ci

Saltcake Solid A1-SltCk (Solid) 2.33E-10 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.64E-10 Ci

Total 4.17E-10 Ci

113mCd Supernatant A1-SltCk 1.37E-01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.71E+00 Ci

Saltcake Solid A1-SltCk (Solid) 2.95E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.12E-01 Ci

Total 3.24E+01 Ci

125Sb Supernatant A1-SltCk 4.72E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 9.34E-03 Ci

Saltcake Solid A1-SltCk (Solid) 3.96E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.97E-02 Ci

Total 6.91E-02 Ci

126Sn Supernatant A1-SltCk 7.46E-02 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.48E+00 Ci

Saltcake Solid A1-SltCk (Solid) 2.36E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.89E-02 Ci

Total 3.93E+00 Ci

129I Supernatant A1-SltCk 2.56E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 5.07E-02 Ci

Saltcake Solid A1-SltCk (Solid) 1.75E-01 Ci

Sludge (Liquid & Solid) P2 (Solid) 7.83E-05 Ci

Total 2.28E-01 Ci

134Cs Supernatant A1-SltCk 6.74E-06 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.33E-04 Ci

Saltcake Solid A1-SltCk (Solid) 5.65E-04 Ci

Sludge (Liquid & Solid) P2 (Solid) 5.84E-05 Ci

Total 7.64E-04 Ci

137Cs Supernatant A1-SltCk 2.29E+03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.54E+04 Ci

Saltcake Solid A1-SltCk (Solid) 1.79E+05 Ci

Sludge (Liquid & Solid) P2 (Solid) 7.87E+02 Ci

Total 2.28E+05 Ci

137mBa Supernatant A1-SltCk 2.16E+03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.28E+04 Ci

Saltcake Solid A1-SltCk (Solid) 1.69E+05 Ci
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Analyte Waste Phase Waste Type Inventory Units

Sludge (Liquid & Solid) P2 (Solid) 7.43E+02 Ci

Total 2.15E+05 Ci

14C Supernatant A1-SltCk 6.06E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.20E-01 Ci

Saltcake Solid A1-SltCk (Solid) 5.82E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.28E-02 Ci

Total 5.97E+00 Ci

151Sm Supernatant A1-SltCk 3.72E+01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 7.36E+02 Ci

Saltcake Solid A1-SltCk (Solid) 9.38E+03 Ci

Sludge (Liquid & Solid) P2 (Solid) 5.83E+03 Ci

Total 1.60E+04 Ci

152Eu Supernatant A1-SltCk 1.76E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 3.48E-02 Ci

Saltcake Solid A1-SltCk (Solid) 8.40E-01 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.53E+00 Ci

Total 3.41E+00 Ci

154Eu Supernatant A1-SltCk 9.44E-02 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.87E+00 Ci

Saltcake Solid A1-SltCk (Solid) 3.57E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.15E+02 Ci

Total 1.53E+02 Ci

155Eu Supernatant A1-SltCk 1.00E-02 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.98E-01 Ci

Saltcake Solid A1-SltCk (Solid) 4.78E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.84E+01 Ci

Total 2.33E+01 Ci

226Ra Supernatant A1-SltCk 4.98E-07 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 9.86E-06 Ci

Saltcake Solid A1-SltCk (Solid) 5.83E-05 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.83E-07 Ci

Total 6.89E-05 Ci

227Ac Supernatant A1-SltCk 3.49E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 6.91E-03 Ci

Saltcake Solid A1-SltCk (Solid) 2.94E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.06E-06 Ci

Total 3.67E-02 Ci

228Ra Supernatant A1-SltCk 1.01E-06 Ci

RPP-PLAN-64889 Rev.02 4/22/2024 - 11:47 AM 116 of 135



RPP-PLAN-64889, Rev. 2

A-4

Table A-1.  241-A-101 Best Basis Inventory (10 pages)
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Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.00E-05 Ci

Saltcake Solid A1-SltCk (Solid) 8.49E-05 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.57E-12 Ci

Total 1.06E-04 Ci

229Th Supernatant A1-SltCk 2.78E-07 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 5.51E-06 Ci

Saltcake Solid A1-SltCk (Solid) 2.34E-05 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.11E-09 Ci

Total 2.92E-05 Ci

231Pa Supernatant A1-SltCk 7.62E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.51E-02 Ci

Saltcake Solid A1-SltCk (Solid) 6.40E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.30E-06 Ci

Total 7.98E-02 Ci

232Th Supernatant A1-SltCk 1.01E-06 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.00E-05 Ci

Saltcake Solid A1-SltCk (Solid) 8.49E-05 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.57E-12 Ci

Total 1.06E-04 Ci

232U Supernatant A1-SltCk 6.60E-07 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.31E-05 Ci

Saltcake Solid A1-SltCk (Solid) 3.26E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 9.96E-07 Ci

Total 3.27E-02 Ci

233U Supernatant A1-SltCk 4.80E-05 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 9.50E-04 Ci

Saltcake Solid A1-SltCk (Solid) 2.37E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.18E-06 Ci

Total 2.37E+00 Ci

234U Supernatant A1-SltCk 8.36E-06 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.66E-04 Ci

Saltcake Solid A1-SltCk (Solid) 4.15E-01 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.54E-02 Ci

Total 4.31E-01 Ci

235U Supernatant A1-SltCk 3.38E-07 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 6.69E-06 Ci

Saltcake Solid A1-SltCk (Solid) 1.68E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 6.45E-04 Ci
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Total 1.75E-02 Ci

236U Supernatant A1-SltCk 2.20E-07 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.35E-06 Ci

Saltcake Solid A1-SltCk (Solid) 1.09E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 3.97E-04 Ci

Total 1.13E-02 Ci

237Np Supernatant A1-SltCk 5.06E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.00E-02 Ci

Saltcake Solid A1-SltCk (Solid) 1.21E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 3.51E-03 Ci

Total 1.22E+00 Ci

238Pu Supernatant A1-SltCk 2.26E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.47E-03 Ci

Saltcake Solid A1-SltCk (Solid) 9.19E-01 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.93E+00 Ci

Total 2.86E+00 Ci

238U Supernatant A1-SltCk 7.52E-06 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.49E-04 Ci

Saltcake Solid A1-SltCk (Solid) 3.73E-01 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.51E-02 Ci

Total 3.88E-01 Ci

239Pu Supernatant A1-SltCk 6.24E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.24E-01 Ci

Saltcake Solid A1-SltCk (Solid) 2.54E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 4.67E+01 Ci

Total 7.22E+01 Ci

240Pu Supernatant A1-SltCk 1.45E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.87E-02 Ci

Saltcake Solid A1-SltCk (Solid) 5.87E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.15E+01 Ci

Total 1.74E+01 Ci

241Am Supernatant A1-SltCk 1.42E-01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.81E+00 Ci

Saltcake Solid A1-SltCk (Solid) 8.79E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.55E+02 Ci

Total 3.45E+02 Ci

241Pu Supernatant A1-SltCk 5.19E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.03E-01 Ci
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Saltcake Solid A1-SltCk (Solid) 2.11E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 4.08E+01 Ci

Total 6.20E+01 Ci

242Cm Supernatant A1-SltCk 3.88E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 7.68E-03 Ci

Saltcake Solid A1-SltCk (Solid) 7.56E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.13E-01 Ci

Total 2.97E-01 Ci

242Pu Supernatant A1-SltCk 1.08E-07 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.14E-06 Ci

Saltcake Solid A1-SltCk (Solid) 4.40E-04 Ci

Sludge (Liquid & Solid) P2 (Solid) 8.31E-04 Ci

Total 1.27E-03 Ci

243Am Supernatant A1-SltCk 9.02E-05 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.79E-03 Ci

Saltcake Solid A1-SltCk (Solid) 5.52E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.38E-01 Ci

Total 1.95E-01 Ci

243Cm Supernatant A1-SltCk 1.08E-05 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.13E-04 Ci

Saltcake Solid A1-SltCk (Solid) 2.10E-03 Ci

Sludge (Liquid & Solid) P2 (Solid) 8.88E-03 Ci

Total 1.12E-02 Ci

244Cm Supernatant A1-SltCk 2.01E-04 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 3.97E-03 Ci

Saltcake Solid A1-SltCk (Solid) 3.91E-02 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.58E-01 Ci

Total 2.01E-01 Ci

3H Supernatant A1-SltCk 4.50E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 8.91E-02 Ci

Saltcake Solid A1-SltCk (Solid) 7.09E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 3.10E-02 Ci

Total 7.21E+00 Ci

59Ni Supernatant A1-SltCk 1.28E-02 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.53E-01 Ci

Saltcake Solid A1-SltCk (Solid) 1.20E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 5.95E-01 Ci

Total 1.29E+01 Ci
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60Co Supernatant A1-SltCk 6.43E-03 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.27E-01 Ci

Saltcake Solid A1-SltCk (Solid) 3.04E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 1.70E+00 Ci

Total 4.87E+00 Ci

63Ni Supernatant A1-SltCk 1.06E+00 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.11E+01 Ci

Saltcake Solid A1-SltCk (Solid) 1.00E+03 Ci

Sludge (Liquid & Solid) P2 (Solid) 5.01E+01 Ci

Total 1.07E+03 Ci

79Se Supernatant A1-SltCk 1.16E-02 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.30E-01 Ci

Saltcake Solid A1-SltCk (Solid) 1.17E+00 Ci

Sludge (Liquid & Solid) P2 (Solid) 9.37E-03 Ci

Total 1.42E+00 Ci

90Sr Supernatant A1-SltCk 4.48E-01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 8.88E+00 Ci

Saltcake Solid A1-SltCk (Solid) 3.14E+04 Ci

Sludge (Liquid & Solid) P2 (Solid) 4.01E+04 Ci

Total 7.15E+04 Ci

90Y Supernatant A1-SltCk 4.48E-01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 8.88E+00 Ci

Saltcake Solid A1-SltCk (Solid) 3.14E+04 Ci

Sludge (Liquid & Solid) P2 (Solid) 4.01E+04 Ci

Total 7.15E+04 Ci

93mNb Supernatant A1-SltCk 3.39E-01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 6.72E+00 Ci

Saltcake Solid A1-SltCk (Solid) 2.84E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.25E-01 Ci

Total 3.57E+01 Ci

93Zr Supernatant A1-SltCk 3.71E-01 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 7.34E+00 Ci

Saltcake Solid A1-SltCk (Solid) 3.11E+01 Ci

Sludge (Liquid & Solid) P2 (Solid) 2.48E-01 Ci

Total 3.91E+01 Ci

99Tc Supernatant A1-SltCk 2.70E+00 Ci

Saltcake Interstitial Liquid A1-SltCk (Liquid) 5.34E+01 Ci

Saltcake Solid A1-SltCk (Solid) 1.68E+02 Ci
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Sludge (Liquid & Solid) P2 (Solid) 1.30E+00 Ci

Total 2.26E+02 Ci

Al Supernatant A1-SltCk 4.93E+02 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 9.76E+03 kg

Saltcake Solid A1-SltCk (Solid) 3.71E+04 kg

Sludge (Liquid & Solid) P2 (Solid) 2.15E+03 kg

Total 4.95E+04 kg

Bi Supernatant A1-SltCk 3.33E-01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 6.59E+00 kg

Saltcake Solid A1-SltCk (Solid) 2.74E+01 kg

Sludge (Liquid & Solid) P2 (Solid) 0.00E+00 kg

Total 3.43E+01 kg

Ca Supernatant A1-SltCk 6.44E-01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.28E+01 kg

Saltcake Solid A1-SltCk (Solid) 4.80E+02 kg

Sludge (Liquid & Solid) P2 (Solid) 1.08E+02 kg

Total 6.02E+02 kg

Cl Supernatant A1-SltCk 8.58E+01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.70E+03 kg

Saltcake Solid A1-SltCk (Solid) 6.24E+03 kg

Sludge (Liquid & Solid) P2 (Solid) 4.30E+00 kg

Total 8.03E+03 kg

Cr Supernatant A1-SltCk 5.45E-01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.08E+01 kg

Saltcake Solid A1-SltCk (Solid) 4.92E+03 kg

Sludge (Liquid & Solid) P2 (Solid) 2.94E+01 kg

Total 4.96E+03 kg

F Supernatant A1-SltCk 2.07E+00 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.09E+01 kg

Saltcake Solid A1-SltCk (Solid) 7.59E+02 kg

Sludge (Liquid & Solid) P2 (Solid) 1.39E+00 kg

Total 8.04E+02 kg

Fe Supernatant A1-SltCk 2.63E-01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 5.22E+00 kg

Saltcake Solid A1-SltCk (Solid) 7.16E+02 kg

Sludge (Liquid & Solid) P2 (Solid) 2.23E+02 kg

Total 9.45E+02 kg

Hg Supernatant A1-SltCk 2.62E-03 kg
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Saltcake Interstitial Liquid A1-SltCk (Liquid) 5.20E-02 kg

Saltcake Solid A1-SltCk (Solid) 1.44E+00 kg

Sludge (Liquid & Solid) P2 (Solid) 1.77E+00 kg

Total 3.26E+00 kg

K Supernatant A1-SltCk 7.06E+01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.40E+03 kg

Saltcake Solid A1-SltCk (Solid) 4.86E+03 kg

Sludge (Liquid & Solid) P2 (Solid) 1.72E+00 kg

Total 6.34E+03 kg

La Supernatant A1-SltCk 9.62E-06 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.90E-04 kg

Saltcake Solid A1-SltCk (Solid) 6.40E-04 kg

Sludge (Liquid & Solid) P2 (Solid) 2.02E+01 kg

Total 2.02E+01 kg

Mn Supernatant A1-SltCk 6.32E-02 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.25E+00 kg

Saltcake Solid A1-SltCk (Solid) 7.94E+01 kg

Sludge (Liquid & Solid) P2 (Solid) 1.01E+02 kg

Total 1.82E+02 kg

Na Supernatant A1-SltCk 2.64E+03 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 5.23E+04 kg

Saltcake Solid A1-SltCk (Solid) 3.15E+05 kg

Sludge (Liquid & Solid) P2 (Solid) 9.14E+02 kg

Total 3.71E+05 kg

Ni Supernatant A1-SltCk 1.76E-01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 3.48E+00 kg

Saltcake Solid A1-SltCk (Solid) 1.51E+02 kg

Sludge (Liquid & Solid) P2 (Solid) 1.28E+02 kg

Total 2.83E+02 kg

NO2 Supernatant A1-SltCk 1.57E+03 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 3.11E+04 kg

Saltcake Solid A1-SltCk (Solid) 1.16E+05 kg

Sludge (Liquid & Solid) P2 (Solid) 3.08E+01 kg

Total 1.48E+05 kg

NO3 Supernatant A1-SltCk 2.22E+03 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.40E+04 kg

Saltcake Solid A1-SltCk (Solid) 2.05E+05 kg

Sludge (Liquid & Solid) P2 (Solid) 7.88E+02 kg
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Total 2.52E+05 kg

Oxalate Supernatant A1-SltCk 4.57E+00 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 9.05E+01 kg

Saltcake Solid A1-SltCk (Solid) 2.28E+04 kg

Sludge (Liquid & Solid) P2 (Solid) 0.00E+00 kg

Total 2.29E+04 kg

Pb Supernatant A1-SltCk 6.57E-01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.30E+01 kg

Saltcake Solid A1-SltCk (Solid) 1.71E+02 kg

Sludge (Liquid & Solid) P2 (Solid) 1.28E+02 kg

Total 3.12E+02 kg

PO4 Supernatant A1-SltCk 5.61E+01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.11E+03 kg

Saltcake Solid A1-SltCk (Solid) 7.49E+03 kg

Sludge (Liquid & Solid) P2 (Solid) 4.39E+02 kg

Total 9.10E+03 kg

Si Supernatant A1-SltCk 2.10E+00 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.16E+01 kg

Saltcake Solid A1-SltCk (Solid) 5.70E+02 kg

Sludge (Liquid & Solid) P2 (Solid) 8.87E+02 kg

Total 1.50E+03 kg

SO4 Supernatant A1-SltCk 1.33E+01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.64E+02 kg

Saltcake Solid A1-SltCk (Solid) 3.46E+04 kg

Sludge (Liquid & Solid) P2 (Solid) 4.07E+02 kg

Total 3.53E+04 kg

Sr Supernatant A1-SltCk 5.36E-04 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.06E-02 kg

Saltcake Solid A1-SltCk (Solid) 1.44E+00 kg

Sludge (Liquid & Solid) P2 (Solid) 1.66E+01 kg

Total 1.81E+01 kg

TIC as CO3 Supernatant A1-SltCk 1.26E+02 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 2.50E+03 kg

Saltcake Solid A1-SltCk (Solid) 1.31E+05 kg

Sludge (Liquid & Solid) P2 (Solid) 9.63E+02 kg

Total 1.34E+05 kg

TOC Supernatant A1-SltCk 3.57E+01 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 7.06E+02 kg
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Table A-1.  241-A-101 Best Basis Inventory (10 pages)

Analyte Waste Phase Waste Type Inventory Units

Saltcake Solid A1-SltCk (Solid) 9.84E+03 kg

Sludge (Liquid & Solid) P2 (Solid) 0.00E+00 kg

Total 1.06E+04 kg

UTOTAL Supernatant A1-SltCk 2.26E-02 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 4.47E-01 kg

Saltcake Solid A1-SltCk (Solid) 1.12E+03 kg

Sludge (Liquid & Solid) P2 (Solid) 4.52E+01 kg

Total 1.16E+03 kg

Zr Supernatant A1-SltCk 6.62E-02 kg

Saltcake Interstitial Liquid A1-SltCk (Liquid) 1.31E+00 kg

Saltcake Solid A1-SltCk (Solid) 6.06E+01 kg

Sludge (Liquid & Solid) P2 (Solid) 5.44E+01 kg

Total 1.16E+02 Kg
a Reference download from TWINS 2-3-21 decayed to 2-3-20
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APPENDIX B –
TANK A-101 LONG-TERM HUMAN HEALTH RISK
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B1.0 TANK A-101 PRE-RETRIEVAL RISK ASSESSMENT RESULTS

This appendix provides tank-specific pre-retrieval risk assessment results for tank A-101.  
The information presented was developed using the methodology described in Section 7.0.  
Groundwater pathway impacts are presented in Section B2.0.  Inadvertent intruder impacts are 
presented in Section B3.0.

B2.0 GROUNDWATER PATHWAY IMPACTS

This section discusses the groundwater impacts predicted from a tank A-101 retrieval leak.  
The methodology used to generate the graphs is described in Section 7.1.1.

B2.1 RETRIEVAL LEAK IMPACT GRAPHS

Figures B-1 through B-6 show the impact on groundwater from a tank A-101 waste retrieval leak 
for the five indicator contaminants (technetium-99, iodine-129, chromium, nitrite, and nitrate) 
identified in Section 7.1.1.1.

Figure B-1.  Tank A-101 Technetium-99 Risk Plot
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Figure B-2.  Tank A-101 Iodine-129 Risk Plot

Figure B-3.  Tank A-101 Hexavalent Chromium Risk Plot
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Figure B-4.  Tank A-101 Hexavalent Chromium Hazard Quotient Plot

Figure B-5.  Tank A-101 Nitrite Hazard Quotient Plot
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Figure B-6.  Tank A-101 Nitrate Hazard Quotient Plot

Figures B-1 through B-3 show the peak groundwater pathway incremental lifetime cancer risk 
(ILCR) from technetium-99, iodine-129, and hexavalent chromium, respectively, as a function of 
the amount of contaminant leaked from tank A-101 during waste retrieval.  Figures B-4 through 
B-6 show the peak groundwater pathway hazard quotient (HQ) from chromium, nitrite, and 
nitrate, respectively, as a function of the amount of contaminant leaked from tank A-101 during 
waste retrieval.

The ILCR and HQ values shown on the graphs were based on the predicted peak groundwater 
concentrations at the waste management area A-AX (WMA A-AX) downgradient fenceline.  
As discussed in Section 7.1.3.3, the projected arrival time of the peaks is in the approximate 
calendar years 3630-3640 for mobile constituents (i.e., 99Tc, chromium, nitrate and nitrite) and 
year 9550 for less mobile 129I based on the supporting contaminant transport analysis in 
RPP-CALC-64793, Estimated Groundwater Impacts from Past Leaks and Potential Waste 
Losses during Retrieval at WMA A-AX .  The graphs provide retrieval leak risk information for 
tank A-101 but do not include contributions from other WMA A-AX sources.

The sloped lines representing the tap water residential exposure scenario described in 
Section 7.1.3.4 were plotted on each graph.  The lines were calculated as described in 
Section 7.1.1 over a range of hypothetical retrieval leak inventory values spanning multiple 
orders of magnitude.  Because potential retrieval leak volumes are uncertain, the inventory range 
was selected to encompass a small leak on the low end and a large leak on the high end.  
Selection of the inventory range was arbitrary and independent of any assumption regarding the 
type of retrieval fluid used (raw water or supernate).

A vertical dashed line was added to each graph as a point of reference to show the estimated 
inventory associated with a potential 4,000-gal. retrieval leak from tank A-101 (see 
Section B2.2).  The 4,000-gal. volume was a hypothetical volume used only as a point of 
reference.  It was not intended to represent an anticipated retrieval leak volume or leak detection 
limits for tank A-101.  Using the graphs, the impacts from leak inventories greater than or less 
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than the reference inventory estimated for the 4,000-gal. volume can be estimated rapidly by 
extrapolating along the sloped lines from the impacts shown for the reference inventor.

B2.2 INVENTORY

The vertical reference lines shown in Figures B-1 through B-5 to indicate retrieval leak inventory 
for a 4,000-gal. leak that was developed from the best available data and information.  
Retrieval leak inventories were calculated by multiplying the hypothetical 4,000-gal. leak 
volume by the retrieval leak fluid concentration estimated from thermodynamic modeling using 
the OLI Systems Inc. Stream Analyzer (RPP-RPT-63078, 241-A-101 Groundwater Risk 
Constituent Concentration Estimate).  To convert curies per liter to curies per gallon, multiply by 
3.78541.  The retrieval leak fluid concentrations and inventories for this retrieval scenario are 
shown in Table B-1.

Table B-1.  Tank A-101 Retrieval Leak Inventory Estimate.

Contaminant
Leak Fluid Concentration 

(Ci/L or kg/L)
Inventory in 4,000-gal. 

Retrieval Leak (Ci or kg)

Technetium-99 2.14E-04 3.24E+00

Iodine-129 3.26E-07 4.94E-03

Chromium 4.65E-03 7.04E+01

Nitrite (as NO2) 1.39E-01 2.11E+03

Nitrate (as NO3) 2.41E-01 3.65E+03

B2.3 SUMMARY OF IMPACTS FROM HYPOTHETICAL RETRIEVAL LEAK

Peak impacts from a hypothetical 4,000-gal. retrieval leak from tank A-101 are summarized in
Table 7-5 in the main body of this report and contaminant-specific impacts are briefly discussed 
in the following section.

The technetium-99 inventory associated with a hypothetical 4,000-gal retrieval leak from tank 
A-101 was estimated to be approximately 3.24 Ci.  As shown in Figure B-1, this corresponds to 
an ILCR of approximately 1.76×10-5 for the tap water residential scenario.  The peak technetium-
99 groundwater concentration at the WMA A-AX fenceline from this retrieval leak would be 
approximately 344 pCi/L.

The iodine-129 inventory associated with a hypothetical 4,000-gal retrieval leak from tank 
A-101 was estimated to be approximately 4.89×10-3 Ci.  As shown in Figure B-2, this 
corresponds to an ILCR of approximately 4.4×10-7 for the tap water residential scenario.  
The peak iodine-129 groundwater concentration at the WMA A-AX fenceline from this retrieval 
leak would be approximately 0.15 pCi/L.

The chromium inventory associated with a hypothetical 4,000-gal retrieval leak from tank A-101 
was estimated to be approximately 69.8 kg.  As shown in Figure B-3, this corresponds to an HQ 
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of 1.63E-01 for the tap water residential scenario.  These impacts assume all chromium inventory 
is hexavalent chromium.  The peak chromium groundwater concentration at the WMA A-AX 
fenceline from this retrieval leak would be approximately 7.3×10-3 mg/L, also assuming all 
chromium is hexavalent chromium.

The nitrite inventory associated with a hypothetical 4,000-gal retrieval leak from tank A-101 was 
estimated to be approximately 2,088 kg.  As shown in Figure B-4, this corresponds to a hazard 
quotient of approximately 3.63×10-2 for the tap water residential scenario.  The peak nitrite 
groundwater concentration at the WMA A-AX fenceline from this retrieval leak would be 
approximately 0.22 mg/L as NO2, assuming no reactions.

The nitrate inventory associated with a hypothetical 4,000-gal retrieval leak from tank A-101 
was estimated to be approximately 3,615 kg.  As shown in Figure B-5, this corresponds to a 
hazard quotient of approximately 2.65×10-3 for the tap water residential scenario.  The peak 
nitrate groundwater concentration at the WMA A-AX fenceline from this retrieval leak would be 
approximately 0.38 mg/L as NO3, assuming no reactions.

B2.4 EXAMPLE CALCULATION

To illustrate the calculation method used for the retrieval leak impact graphs, the following 
example is provided using the tap water residential scenario ILCR result for technetium-99 of 
1.76×10-5.  Following Equation 7-1 from Section 7.1.1, the tap water residential scenario ILCR 
was calculated as the product of the technetium-99 inventory (Table B-1), the technetium-99 
retrieval leak unit groundwater concentration factor (Table 7-3), and the technetium-99 tap water 
residential scenario unit risk factor (Table 7-4), as follows:

ILCR = (3.21 Ci) x �1.04 x 10�
pCi

L
per Ci� x (5.26 x 10�� ILCR per pCi/L) = 1.76 x 10��

B3.0 INADVERTENT INTRUDER IMPACTS

The starting inventories for the tank A-101 inadvertent intruder dose assessment were the 
estimated radionuclide inventories remaining in the tanks following retrieval assumed in the 
Tank Closure & Waste Management Environmental Impact Statement (TC&WM EIS) analysis 
of Alternative 2B.  As per Alternative 2B the tank was assumed to be 99% retrieved at closure.  
Radionuclides were initially decayed from the referenced basis date of January 1, 2001 to an 
assumed closure date of January 1, 2050 for use in the dose assessment.  Closure in 2050 is
consistent with planning assumptions in the Tank Closure and Waste Management 
Environmental Impact Statement DOE/EIS-0391, Final Tank Closure and Waste Management 
Environmental Impact Statement for the Hanford Site, Richland, Washington).  Although tank 
waste retrieval with subsequent tank closure in WMA A-AX is expected to be completed sooner 
than 2050, the engineered surface barrier over the WMA will be part of a much larger structure 
that also covers adjacent tank farms.  The 2050 date accounts for retrieval of the adjacent tank 
farms prior to barrier construction.
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The robustness of the tank dome and 10 m of infill grout is expected to deter drilling activities 
due to the hardness and physical appearance of these engineered materials.  A well driller is 
expected to notice that exhumed concrete and grout from the closed SSTs is not native material 
for a period of at least 500 years.  The latter is consistent with guidance in NUREG-1854, NRC 
Staff Guidance for Activities Related to U.S. Department of Energy Waste Determinations –
Draft Final Report for Interim Use.  For these reasons, the results are presented at the earliest 
credible time, which is 500 years after closure.

Inventories for a subset of parent radionuclides that dominate intruder doses at 500 years after 
closure are shown in Table B-2.  Both the initial inventory at tank closure (calendar year 2050) 
and at the date of earliest credible intrusion (500 years post closure, calendar year 2550) are 
presented in Table B-2.

Table B-2.  Tank A-101 Inventory of Dose-Driving Contaminants Assumed 
in WMA A-AX Preliminary PA for Residual Waste 

Radionuclide Units

Tank A-101

Initial Inventorya

(CY 2050)

Inventory at Intrusion
(500 years post-closure –

CY 2550)

Technetium-99 Ci 2.25E+00 2.25E+00

Tin-126 Ci 3.73E-02 3.72E-02

Plutonium-239 Ci 7.85E-01 7.74E-01

Plutonium-240 Ci 1.88E-01 1.78E-01

Americium-241 Ci 3.50E+00 1.57E+00
a Source:  DOE/ORP-2003-02, Inventory and Source Term Data Package

Table B-3 summarizes the inadvertent intruder dose assessment results for Tank A-101 at 
500 years after closure (Note:  the same impacts are presented with the performance measures 
for acute and chronic exposure in Table 7-13 in the main body of the report).  These results were 
generated using the methodology described in Section 7.2.  Contaminant-specific doses are 
shown for the subset of radionuclide decay chains that dominate the total dose 500 years after 
closure.  The total dose shown represents the sum of the dose contributions from all radionuclide 
decay chains considered.

Table B-3.  Tank A-101 Inadvertent Intruder Dose at 500 Years Post Closure

Radionuclide Decay 
Chain

Well Driller
(mrem EDE)

Suburban Garden
(mrem/yr EDE)

Rural Pasture
(mrem/yr EDE)

Commercial Farm
(mrem/yr EDE)

Technetium-99 8.92E-05 6.74E-02 6.97E-02 5.08E-07

Tin-126 and daughters 2.64E-02 6.97E-03 1.11E-02 9.54E-05

Plutonium-239 4.45E-02 1.04E-02 4.29E-03 6.93E-05

Plutonium-240 1.02E-02 2.39E-03 9.89E-04 1.60E-05
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Table B-3.  Tank A-101 Inadvertent Intruder Dose at 500 Years Post Closure

Radionuclide Decay 
Chain

Well Driller
(mrem EDE)

Suburban Garden
(mrem/yr EDE)

Rural Pasture
(mrem/yr EDE)

Commercial Farm
(mrem/yr EDE)

Americium-241 7.96E-02 1.82E-02 8.64E-03 1.31E-04

Other radionuclides 4.72E-03 1.99E-03 5.33E-03 1.48E-05

TOTAL 1.66E-01 1.07E-01 1.00E-01 3.27E-04

Note:  The number of significant digits shown in Table B-3 is not intended to imply a level of accuracy greater than the input 
values.

EDE = effective dose equivalent.

Table B-3 indicates that tank A-101 would not exceed the performance measures of 500 mrem 
effective dose equivalent for acute exposure and 100 mrem/yr effective dose equivalent for 
chronic exposure beginning 500 years after closure.
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