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WELL SUMMARY CONTINUATION SHEET
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IProject: 4 M-200/P0O-1 Monitoring Wells|

Well ID: D0047 ~ [well Name: 299-E25-243
CONSTRUCTION DATA ‘GEOLOGIC/HYDROLOGIC DATA
Description Diagram ilr?eF?.atZQ Gﬁ;’gh'c Lithologic Description (ft bgs)
TdD]

Surface Completion:
|4x4x05ftconcretepad with |
brass survey marker and protective
monument (3.0 ft ags - 2.0 ft bgs).
WA Ecology Tag #: BMS899

Construction Materials:
High strength concrete:
0.50 ftags - 0.00 ft ags
Type 1L Portland Cement:
0.00ftags - 9.4 ft bgs
#8/20 Bentonite Crumbles:
9.4 Ttbgs- 267.5 ft bgs
3/4”Bentonite Pellets:

267.5 ftbgs - 270.7 ft bgs

#12/20 Colorado Silica Sand:

270.7 ft bgs - 304.0 ft bgs

Bentonite Grout Slurry:

304.0 ft bgs - 408.0 ft bgs

175~

5 190 - 205 ft: SiTty Sandy gravel (msG)

205-210 ft: Sandy Gravel (sG)

o SR10- 220 ft: Gravel (G)

2551220~ 225 ft: Sandy Gravel (sG)
2|225 - 255 ft: Gravel (G)

‘255 - 258 ft: Sandy Gravel (sG)

258 - 260 ft: Gravel (G)

60315 fi: Sandy Gravel 5G]

Well Materials:

4.5 OD TP-304/304L Sch 10s Blank:

2.0ftags-274.0ftbgs

.5" OD TP-304 20-slot (0.020") Screen:

274.0ftbgs - 299.0 ft bgs

.5" 0D TP-304/304L Sump/Cap:

299.0 ftbgs - 302.0 ft bgs

Hole Dimensions:
11.75" OD Temp. Casing: 165.4 ft bgs

9.625' OD Temp. Casing 363.3 ft bgs

7.625" OD Temp. Casing: 394.8 ft bgs

6.0" OD DTH Hammer: 408.0 ft bgs

CEERE 24 | SN AR QLI FRAND ML NS VAR AN NN NN

SN

suss\

Depth to Water = 279.03 ft bgs (09/13/2022)

315 - 320 ft: Silty Sandy Gravel (msG)

320- 330 ft: Gravel (G)

330- 350 ft: Sandy Gravel (sG)

54350 - 375 ft bgs: Gravel
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[ well Name: 299-F25-247

leJect:Installation of 2 MWs in 200-PO1

Well ID: D0222
CONSTRUCTION DATA GEOLOGIC/HYDROLOGIC DATA
Description Diagram ilr?ipet:t Gf:;'c Lithologic Description (ft bgs)
i 524170 - 200 ft: Sandy Gravel

Surface Completion:

4 x4 x.5ft concrete pad with

brass survey marker and 6 ft protectiv
monument (3.08 ft ags - 2.92 ft bsq).
WA Ecology Tag # BMS845

Construction Materials:

e IL Portland Cement:

0.00 ft ags - 10.20 ft bgs

F

10.20 ft bgs - 266.90 ft bgs
3!3“ BE Ato :VIE EE"EIE'

266.90 ft bgs - 270.00 ft bgs
12 -20 Filter Pack:

27000 ft bgs - 302.45 ft hgs

F

302.45 ft bgs - 402 50 ft hgs

Well Materials:

4,57 0D TP-304/304L Sch 10s Blank:

1.93 ft ags - 273.38 ft bgs

4.8"OD TP-304 20-slot {0.020") Screen:

273.38 ft bgs - 298.43 ft bgs

4.5" OD TP-304/304L Sump/Cap:

298.43 ft bgs - 301.41 ft bgs

Hole Disnensions:

10.5" OD Temp. Casing:97.0 ft bgs

.0" 0D i W
6.0" OD Temp. Casing:402.5 ft bgs

9.0" OD Temp. Casing: 217.0 ft bas

Note:

All temporary casing has been

removed from the ground.

ags = above ground surface

[Bgs = below ground surface

175

1200 - 210 ft: Silty Sandy Gravel

210 - 215 ft: Slightly Silty Gravelly Sand

215-220 ft:Sand

(Yq 220 -230 ft: Gravel

*] 230- 235 ft: Gravelly Sandy Silt

§] 235- 250 ft: Gravel

1250 -255 ft: Sandy Gravel

255 - 260 ft: Silty Sandy Gravel

260 - 270ft: Gravelly Sand -

270 - 280 ft: Sandy Gravel

'|Depth to Water = 27845 ft bgs (2/9/2023)

3280 - 315 ft: Gravel

315 - 340 ft: Silty Sandy Gravel

340 - 365 ft: Silty Gravel

51365 - 375 fi: Silty Sandy Gravel

375 - 380 ft Sandy Gravel -

=380 -390 ft: Silty Gravel

A-6006-992 (REV 0)
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Well ID: D0047

[ well Name: 299-E25-243

[Project: 4 M-200/PO-1 Monitoring Wells|

CONSTRUCTION DATA

GEOLOGIC/HYDROLOGIC DATA

Description

Diagram

Depth
in Feet

Graphic

Lithologic Description (ft bgs)

|4x4x05ftconcretepadwith |

brass survey marker and protective
monument (3.0 ft ags - 2.0 ft bgs).
WA Ecology Tag #: BMS899

Construction Materials:
High strength concrete:
0.50 ftags-0.00ftags
Type 1L Portland Cement:
0.00 ftags - 9.4 Tt bgs
#8/20 Bentonite Crumbles:
9.4Ttbgs - 267.5 ftbgs
3/4” Bentonite Pellets:
267.5 ft bgs - 270.7 ft bgs
#12/20 Colorado Silica Sand:
770.7 fi bgs - 304.0 k bgs
[Bentonite Grout Slurry:

375+

400

375 - 394.5 ft: Sandy Gravel (sG)

S

394.5 - 408.0 ft: Basalt

Total Depth = 408.0 ft bgs

Well Materials:

4.5” OD TP-304/304L Sch 10s Blank:
2.0 ftags - 274.0 ft bgs

4.5" OD TP-304 20-slot (0.020") Screen:
274.0 ft bgs - 299.0 ft bgs

4.5" OD TP-304/304L Sump/Cap:
299.0 ft bgs - 302.0 ft bgs

Hole Dimensions:

11.75" OD Temp.Casing: 165.4 ft bgs
9.75" OD Temp. Casing: 363.3 ft bgs
7.625" OD Temp. Casing: 394.8 ft bgs
6.0" OD Button bit: 408.0 ft bgs

Note:
All temporary casing has been
removed from the ground.

ags = above ground surface

—bgs = below ground surface |
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Well ID: D0O222

[ well Name: 299-E25-247

’F’mJEClilnstaHalion of 2 MWs in 200-PO1

CONSTRUCTION DATA

GEOLOGIC/HYDROLOGIC DATA

Description

Diagram

Depth |Graphic
in Feet

Lithologic Description (ft bgs)

Surface Completion:

4 x 4x.5 ft concrete pad with brass
survey marker and 6 ft protective
monument (3.08 ft ags - 2.92 ft bsg).
[WA Ecology Tag # BMS845

Construction Materials:
Type IL Portland Cement:
0.00 ft ags - 10.20 ft bgs
8-20 Bentonite Crumbles:

10.20 ft bgs - 266.90 ft bgs

13/8" Bentonite Pellets:
266,90 ft bgs - 270.00 ft bgs

12 -20 F"_tﬂ[ Eads

270.00 ft bgs - 302.45 ft bgs

3/8" Bentonite Chips:

302.45 ft hgs - 402,50 ft bgs

Well Materials:

4.5" OD TP-304/304L Sch 10s Blank:

1.93 ftags - 273.38 ft bgs

4.8" OD TP-304 20-slot (0.020") Screen:
27338 ft bgs - 298.43 ft bgs

4.5" OD TP-304/304L Sump/Cap:

298.43 ft bgs - 301.41 ft bgs

Hole Dim

10.5" OD Temp. Casing: 97.0 ft bgs

9.0" OD Temp. Casing: 217.0 ft bgs

8.0" OD Temp. Casing: 316.5 ft bgs

6.0" OD Temp. Casing: 402.5 ft bgs

Note:

All temporary casing has been

removed from the ground,

ags = above ground surface
S = (o] u

7
/

d

S| 375-380 ft:: Silty Sandy Gravel

375 —

+1 375 - 380 ft: Gravelly Sand

380 - 390 ft: Silty Gravel

400

H201 - 402.5 ft: Competant Basalt

N Total Depth = 4025 ft bgs
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