




















































































































































































































Attachment 2
24-PFD-0070

PUREX 202A Electrical Isolation Index
CP-ENG-0367 Revision 1

(277 pages including cover sheet)



















































































































































































































































































































































































































































CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
295-AA Isolation
FWS Initials
Item Size From Documentation To Documentation ]
Verify | AT
Gap
TS-AC-11
3/9 - - e - e - -
138 Ya CB-W30-2 H-2-94429-1 (295-AA) H-2-94399-005-08
Notes:

1. Secondary Isolation: Energy
feeding equipment previously
removed under ECN 641605.

2. Verify absence of voltage in
PB

3. No wire is to be cut until it is
individually verified to have
Zero energy

4. Air gap and seal at ground
level

5. Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (105)
South Side — Col 28-29

202-A Elec Isolation Index Rev 0 Chg 0

Page 138
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CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
295-AA Isolation
FWS Initials
Item | Size From Documentation To Documentation ]
Verify | AT
Gap
139 1”7 JB-730 H-2-94399-001-08 295-AA Wire Gutter H-2-94399-001-08
Notes:
1. Secondary Isolation: Energy

feeding equipment previously
removed under ECN 641605.
Verify absence of voltage in
PB

No wire is to be cut until it is
individually verified to have
Zero energy

Air gap and seal at ground
level

Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (105)
South Side — Col 28-29

202-A Elec Isolation Index Rev 0 Chg 0
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CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
295-AA Isolation

FWS Initials

Item | Size From Documentation To Documentation .
Verify | AT

Gap
- Conductivity Probe
140 1 MC-W30-1 H-2-94429-1 (295-AA) H-2-94399-005-08
Notes:
1. Secondary Isolation: Energy

feeding equipment previously
removed under ECN 641605.
Verify absence of voltage in
PB

No wire is to be cut until it is
individually verified to have
Zero energy

Air gap and seal at ground
level

Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (105)
South Side — Col 28-29

202-A Elec Isolation Index Rev 0 Chg 0
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CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
PNLBD DA -212A MISC LOADS
FWS Initials
Item | Size From Documentation To Documentation .
Verify | AT
Gap
- PNLBD DA 212-A EXHAUST FAN
141 1 (202-A) H-2-96965-39-004 (Pump Pit #6) H-2-54451-001-08
Notes:
1. Secondary Isolation: Energy

feeding equipment previously
removed under ECN 641605.
Verify absence of voltage in
Wire Gutter

No wire is to be cut until it is
individually verified to have
Zero energy

Air gap and seal at ground
level

Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (057)
South Wall — Col 26-27

202-A Elec Isolation Index Rev 0 Chg 0
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CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
PNLBD DA —-202A-P-629-2

FWS Initials

Item | Size From Documentation To Documentation .
Verify | AT

Gap
PNLBD DA 202A-P-629-2
3/9 o - - o - _
142 Ya (202-A) H-2-96965-39-004 (Pump Pit #6) H-2-54451-001-08
Notes:
1. Secondary Isolation: Energy

feeding equipment previously
removed under ECN 641605.
Verify absence of voltage in
Wire Gutter

No wire is to be cut until it is
individually verified to have
Zero energy

Air gap and seal at ground
level

Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (057)
South Wall — Col 26-27

202-A Elec Isolation Index Rev 0 Chg 0

Page 142

Paae 146 of 273




CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
PNLBD DA - RECEPTACLES
FWS Initials
Item | Size From Documentation To Documentation .
Verify | AT
Gap
MKA Receptacles
3/9 e - - e - -
143 Ya (202-A) H-2-54451-001-08 (Pump Pit #6) H-2-96965-39-004
Notes:
1. Secondary Isolation: Energy

feeding equipment previously
removed under ECN 641605.
Verify absence of voltage in
Wire Gutter

No wire is to be cut until it is
individually verified to have
Zero energy

Air gap and seal at ground
level

Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (057)
South Wall — Col 26-27

202-A Elec Isolation Index Rev 0 Chg 0
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CP-ENG-0367

Revision 1
202-A Electrical Isolation Index
PNLBD DA —-202-A-P-629-1

FWS Initials

Item | Size From Documentation To Documentation .
Verify | AT

Gap
PNLBD DA 202-A-P-629-1
3/9 o - - o - _
144 Ya (202-A) H-2-96965-39-004 (Pump Pit #6) H-2-54451-001-08
Notes:
1. Secondary Isolation: Energy

feeding equipment previously
removed under ECN 641605.
Verify absence of voltage in
Wire Gutter

No wire is to be cut until it is
individually verified to have
Zero energy

Air gap and seal at ground
level

Sealant materials must be
suitable for outdoor use, if the
application will be done
outside of a building or facility

P (057)
South Wall — Col 26-27

202-A Elec Isolation Index Rev 0 Chg 0
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