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WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.216 

Table III.10.H.F  Low-Activity Waste Vitrification System Automatic Waste Feed Cutoff Parameters 
During Short-term Treatment Operations 

Instrument/ 
Monitor Tag 

Number 

Type and 
Location 

Monitored 
Parameter 

Measurement 
or Display 

Range1 

Expected 
Operating 

Range1 

Accuracy1 Numerical 
Set Point 

Control Function 
and Testing 
Rationale 

Minimum 
Calibration 

or 
Functional 

Test 
Frequency 

Thermal Catalytic Oxidizer Skid (LVP-SCO-00001/LVP-SCR-00001) in L-0304F 
(see 24590-LAW-M6-LVP-00005002) 

LVP-TT-0511; 
LVP-TSLL-0511 

Temperature 
transmitter  
(L-A112); 
temperature 
indicator 
(control room); 
temperature 
interlock 
(software) 

LVP-HTR-
00002 outlet gas 
temperature 

0 to 1,000°F 50 – 925⁰F 0.3% of span Minimum 
outlet 
temperature 
698°F 

Prevent degradation of 
emission control 
equipment and/or 
operating conditions. 
Measures and transmits 
temperature to the PCJ.  
Worst case for organics 
removal efficiency. 
Bechtel National, Inc 
takes credit for organic 
destruction in the TCO; 
thus, a low temperature 
creates a worst case 
environment. 

At least once 
every 912 
days 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.217 

Table III.10.H.F  Low-Activity Waste Vitrification System Automatic Waste Feed Cutoff Parameters 
During Short-term Treatment Operations 

Instrument/ 
Monitor Tag 

Number 

Type and 
Location 

Monitored 
Parameter 

Measurement 
or Display 

Range1 

Expected 
Operating 

Range1 

Accuracy1 Numerical 
Set Point 

Control Function 
and Testing 
Rationale 

Minimum 
Calibration 

or 
Functional 

Test 
Frequency 

Melter Offgas HEPA Preheaters (LVP-HTR-00001A/LVP-HTR-00001B/LVP-HTR-00003A/LVP-HTR-00003B) in L-304H 
(see 24590-LAW-M6-LVP-00001002) 

LVP-TT-0104; 
LVP-TSH-0104A 

Temperature 
transmitter  
(L-A112); 
temperature 
indicator 
(control room); 
temperature 
interlock 
(software) 

LVP-HTR-
00003A and 
LVP-HTR-
00001A HEPA 
preheater outlet 
temperature 

0 to 250°F 140 – 160⁰F 0.3% of span Maximum 
outlet 
temperature 
191°F 

Prevent degradation of 
emission control 
equipment and/or 
operating conditions. 
Measures and transmits 
temperature to the PCJ.  
Reduce the residence 
time of gas to provide a 
worst-case scenario for 
treatment of 
constituents in the 
system. 

At least once 
every 912 
days 

Stack Discharge Monitoring (LVP-SCB-00001) in L-0304F 
(see 24590-LAW-M6-LVP-00002006) 

SDJ-AT-2110 and 
SDJ-AT-2124; 
SDJ-ASHH-2110D 

Analysis 
transmitter – CO 
(L-A112); 
analysis indicator 
– CO 
(control room); 
analysis interlock 
– CO (software) 

Melter off gas 
stack discharge 
CO continuous 
emissions 
monitoring 

0 to 200 ppmv 
(CO low range) 
0 to 3,000 
ppmv (CO high 
range) 

Normal 
operation 
52.4 ppmv 
CO 

1% of span Maximum 
CO outlet 
concentratio
n 100 ppm 
rolling 
hourly 
average 

Prevent degradation of 
emission control 
equipment and/or 
operating conditions. 
Measure and transmits 
analysis results to PCJ. 
 
Exceeding allowed CO 
to environment. 

Daily auto-
calibration, 
365 days for 
functional 
test 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.218 

Table III.10.H.F  Low-Activity Waste Vitrification System Automatic Waste Feed Cutoff Parameters 
During Short-term Treatment Operations 

Instrument/ 
Monitor Tag 

Number 

Type and 
Location 

Monitored 
Parameter 

Measurement 
or Display 

Range1 

Expected 
Operating 

Range1 

Accuracy1 Numerical 
Set Point 

Control Function 
and Testing 
Rationale 

Minimum 
Calibration 

or 
Functional 

Test 
Frequency 

Mercury Mitigation Equipment Bypass (LVP-YV-0403) in L-0304F 
(see 24590-LAW-M6-LVP-00004001) 

LVP-ZSL-0403 Butterfly valve 
position 
indication 
(L-A112); 
position 
indication in 
control room; 
interlock 
(software) 

Valve position  Open or closed Closed NA NA Bypasses the mercury 
skid.  
 
Bypassed skid could 
exceed discharge 
limits. 

Not 
Calibratable2 

Caustic Scrubber Bypass (LVP-YV-0097) in L-0304F 
(see 24590-LAW-M6-LVP-00002001) 

LVP-ZSL-0501 Butterfly valve 
position 
indication 
(L-A112); 
position 
indication in 
control room; 
interlock 
(software) 

Valve position 
(LVP-ZSL-
0501) 

Open or closed Closed NA NA Bypasses the caustic 
scrubber skid.  
 
Bypassed skid could 
exceed discharge 
limits. 

Not 
Calibratable2 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.219 

Table III.10.H.F  Low-Activity Waste Vitrification System Automatic Waste Feed Cutoff Parameters 
During Short-term Treatment Operations 

Instrument/ 
Monitor Tag 

Number 

Type and 
Location 

Monitored 
Parameter 

Measurement 
or Display 

Range1 

Expected 
Operating 

Range1 

Accuracy1 Numerical 
Set Point 

Control Function 
and Testing 
Rationale 

Minimum 
Calibration 

or 
Functional 

Test 
Frequency 

Selective Catalytic Oxidizer (SCO)/Selective Catalytic Reducer (SCR) Skid Bypass (LVP-YV-0501) in L-0304F 
(see 24590-LAW-M6-LVP-00005002) 

LVP-ZSL-0501 Butterfly valve 
position 
indication 
(L-A112); 
position 
indication in 
control room; 
interlock 
(software) 

Valve position Open or closed Closed NA NA Bypasses the LVP 
SCO-SCR skid.  
 
Bypassed skid could 
exceed discharge 
limits. 

Not 
Calibratable2 

Footnotes: 
1These values (i.e., measurement or display range, expected operating range and accuracy) are estimated, not automatic waste feed cut-offs and under the control of the Permitee. 
2The LVP valves are pre-calibrated with recommendation from the vendor to not recalibrate. 
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WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.220 

 1 
 2 
 3 
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WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.221 

 LOW-ACTIVITY WASTE FACILITY SPECIFIC OPERATING CONDITIONS 1 

Unit Description 2 

III.10.I provides unit-specific Permit Conditions applicable to the Dangerous Waste 3 
Management Units (DWMUs) for the WTP LAW Vitrification Facility. The Facility 4 
Description is located within Operating Unit Group 10 Chapter 4E of this Permit.  5 

The LAW Vitrification Facility is one of six major facilities within the WTP Operating 6 
Unit Group. The LAW Vitrification Facility will operate to vitrify tank waste. The LAW 7 
Facility has the following types of DWMUs.  8 

A. Tank Systems (Treatment and Storage). 9 
B. Containment Miscellaneous Units (Miscellaneous Units). 10 

The LAW Vitrification Facility processes and systems perform the following functions: 11 

A. Receive and store pretreated LAW feed. 12 
B. Convert blended LAW feed and glass formers into glass. 13 
C. Treat melter offgas. 14 
D. Handle ILAW containers. 15 
E. Store ILAW containers. 16 
F. Manage miscellaneous secondary waste. 17 
G. Ventilate the LAW Vitrification Facility. 18 

III.10.I.1 Compliance with Unit-Specific Permit Conditions 19 

The Permittees will comply with all permit conditions and corresponding Chapters for the 20 
WTP Operating Unit Group with respect to dangerous waste management and DWMUs 21 
in Operating Unit Group 10, in addition to the applicable requirements in Part I and II 22 
Permit Conditions. 23 

Before starting normal operations in accordance with Permit Section III.10.I, all 24 
requirements in III.10.H must be met, including the following: 25 

A. Final Risk Assessment. 26 
B. Construction Certification. 27 
C. LAW EPDT. 28 

III.10.I.2 General Waste Management 29 

III.10.I.2.a The Permittees will maintain the physical structure of the LAW Vitrification Facility as 30 
documented in the applicable sections of Permit Chapter 4E, “Low-Activity Waste 31 
Vitrification Facility.” [WAC 173-303-810(6)] 32 

III.10.I.2.b The Permittees will manage wastes in accordance with the requirements of this Permit; 33 
including the performance standard requirements in WAC 173-303-283, incorporated by 34 
reference. 35 

III.10.I.2.c The Permittees are authorized to accept the dangerous and/or mixed waste specified in 36 
Operating Unit Group 10, Chapter 1 (Part A), and Chapter 3C, “Waste Analysis Plan for 37 
the DFLAW Configuration.” 38 

\\\.'\ o.\ 
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III.10.I.2.d All dangerous and/or mixed waste must be managed only in areas authorized for 1 
dangerous and/or mixed waste management under the Permit Conditions, except as 2 
allowed under WAC 173-303-200. The authorized dangerous and/or mixed waste 3 
management areas of the WTP Unit area specific in Chapter 4E, Sections 4E.1.2 and 4 
4E.3. 5 

III.10.I.2.e Dangerous and/or mixed waste may be transferred from DWMUs within the WTP 6 
Operating Unit to an onsite DWMU or an off-site permitted TSD facility using the 7 
manifest tracking system required by Permit Condition II.N. 8 

III.10.I.2.f The facility owner will evaluate all waste streams generated at the WTP for potential 9 
exceedance of applicable environmental standards and will ensure all mixed and 10 
dangerous waste streams generated at the WTP will not cause an exceedance of 11 
applicable environmental standards at an appropriate disposal facility on-site and is 12 
subject to the following requirements: 13 

A. ILAW glass will be engineered to be compliant with the disposal facility Waste 14 
Acceptance Criteria. The waste feed and ILAW glass recipes will be verified to 15 
be compliant with the permitted glass formulations prior to vitrification. 16 

B. Treatment methods for secondary waste streams that will be disposed at the 17 
Hanford Site will comply with the on-site disposal facility Waste Acceptance 18 
Criteria and applicable LDRs. 19 

C. On a case-by-case basis, for any WTP mixed waste that does not meet the Waste 20 
Acceptance Criteria for the disposal facility, Ecology will approve or deny 21 
acceptance of that waste into the disposal facility. This decision will be based on 22 
the disposal facility’s Waste Acceptance Criteria and compliance with 23 
WAC 173-303-140. 24 

III.10.I.2.g The Permittees will ensure all certifications required by specialists (e.g., IQRPE; 25 
registered professional engineer; independent corrosion expert; independent, qualified 26 
installation inspector; installation inspector, etc.) use the following statement or 27 
equivalent pursuant to Permit Condition III.10.C.10. 28 

“I, (Insert Name) have (choose one or more of the following: overseen, supervised, 29 
reviewed, and/or certified) a portion of the design or installation of a new LAW 30 
Vitrification system or component located at (address), and owned/operated by (name[s]). 31 
My duties were: (e.g., installation inspector, testing for tightness, etc.) for the following 32 
LAW Vitrification System components (e.g., the venting piping, etc.), as required by the 33 
Dangerous Waste Regulations, namely, WAC 173-303-640(3) (applicable paragraphs 34 
[i.e., (a) through (g)], in accordance with WAC 173-303-680.)” 35 

“I certify under penalty of law that I have personally examined and am familiar with the 36 
information submitted in this document and all attachments and that, based on my inquiry 37 
of those individuals immediately responsible for obtaining the information, I believe that 38 
the information is true, accurate, and complete. I am aware that there are significant 39 
penalties for submitting false information, including the possibility of fine and 40 
imprisonment.” 41 

III.10.I.2.h In all future narrative permit submittals, the Permittees will include LAW Tanks Systems 42 
and Vitrification sub-system names with the sub-system designation (e.g., Melter 43 
Concentrate Receipt Vessels located in the LAW LCP System are designated 44 
LCP-VSL-00001 and LCP-VSL-00002). 45 
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III.10.I.3 Waste Analysis 1 

III.10.I.3.a The Permittees are responsible for obtaining and maintaining accurate information for 2 
each waste stream. Inaccurate waste analysis information provided by the generating site 3 
(or unit) is not a defense for noncompliance by the Permittees with conditions of this 4 
Permit. 5 

III.10.I.3.b The Permittees will comply with requirements in Chapter 3C, “Waste Analysis Plan for 6 
the DFLAW Configuration” for all dangerous and/or mixed waste managed at the WTP 7 
Operating Unit Group. [WAC 173-303-300(5)] 8 

III.10.I.3.c The Permittees will comply with the requirements of WAC 173-303-395(1), (2), and (6). 9 

III.10.I.3.d The Permittees will have an accurate and complete waste profile as described in 10 
Chapter 3C, “Waste Analysis Plan for the DFLAW Configuration,” for every waste 11 
stream accepted by the LAW Vitrification Facility. [WAC 173-303-830(1)(a) and (b)] 12 
Permittees will comply with the land disposal restrictions and the requirements of 13 
WAC 173-303-140. 14 

III.10.I.4 Recordkeeping and Reporting 15 

III.10.I.4.a Operating Unit Record. The unit-specific portion of the Hanford Facility Operating 16 
Record will include the documentation specified in: 17 

A. Hanford Site-wide Permit Attachment 6, which provides a list of required 18 
records, and the methods of submittal for the facility and each unit group. 19 

B. Permit Condition II.I, (applicable to the WTP Unit). 20 
C. Other documentation specified in the WTP Operating Unit Group. 21 

III.10.I.4.a.i Records and results of waste analysis conducted under the WAP will be maintained 22 
in accordance with Permit Condition II.I.1. The WTP Unit operating record will 23 
include, but not be limited to, information requirements for monitoring in Permit 24 
Condition I.E.10. 25 

III.10.I.4.a.ii The Permittees will maintain documentation in the operating record for each 26 
LAW Vitrification Facility DWMU listed in Chapter 4E in accordance with 27 
WAC 173-303-380. 28 

III.10.I.4.a.iii The Permittees will record and maintain in the WTP Unit operating record, all 29 
monitoring, recording, maintenance, calibration, test data, and inspection data 30 
compiled under the conditions of this Permit in accordance with WAC 173-303-380 31 
and Permit Condition II.I (Facility Operating Record), for the following: 32 

A. Containment Miscellaneous Units. 33 
B. WTP Unit Tank Systems. 34 
C. Miscellaneous Thermal Units. 35 

III.10.I.4.a.iv The operating records and waste tracking procedures will indicate all times at which 36 
containerized dangerous and mixed waste were removed from and returned to 37 
storage, segregation, and treatment areas. [WAC 173-303-380] 38 

III.10.I.4.a.v The Permittees must maintain documentation in the operating record of the 39 
description and quantity of dangerous waste in each containment miscellaneous unit 40 
listed in Chapter 4E. 41 
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III.10.I.4.a.vi The Permittees will record in the WTP Unit operating record the date, time, and 1 
duration of all automatic waste feed cutoffs and/or lockouts, including the triggering 2 
parameters, reason for the deviation, and recurrence of the incident. The Permittees 3 
will also record all incidents of AWFCO system function failures, including the 4 
corrective measures taken to correct the condition that caused the failure. 5 

III.10.I.4.a.vii The Permittees will keep summary reports with details of all incidents that require 6 
implementation of the BEP in the Hanford Facility Operating Record, LAW 7 
Vitrification Facility, according to the requirements of Permit Condition II.A.1. 8 
[WAC 173-303-380(1)(d)] 9 

III.10.I.4.a.viii The Permittees will submit to Ecology an annual report each calendar year within 10 
ninety (90) days following the end of the year. The report will include the following 11 
information: 12 

A. Total dangerous and/or mixed waste feed processing time for the 13 
LAW Vitrification System. 14 

B. Date/Time of all LAW Vitrification System startups and shutdowns. 15 
C. Date/Time/Duration/Cause/Corrective Action taken for all LAW 16 

Vitrification System shutdowns caused by malfunction of either process or 17 
control equipment. 18 

D. Date/Time/Duration/Cause/Corrective Action taken for all instances of 19 
dangerous and/or mixed waste feed cut-off due to deviations from 20 
Table III.10.H.F. 21 

III.10.I.4.a.ix The Permittees will submit an annual report to Ecology each calendar year within 22 
ninety (90) days following the end of the year of all quarterly CEMS Calibration 23 
Error and Annual CEMS Performance Specification Tests conducted, in accordance 24 
with Permit Condition III.10.I.17.f.iii. 25 

III.10.I.4.a.x The Permittees shall maintain operating and calibration/maintenance records for 26 
Ecology’s inspection for the following Melter 1 and Melter 2 cooling water flow and 27 
temperature instruments: 28 

1. Melter 1: FT/TI&FI-1206, FT/TI&FI-1209, FT/TI&FI-1215, FT/TI&FI-29 
1218, FT/TI&FI-1221, FT/TI&FI-1224, FT/TI&FI-1227, FT/TI&FI-1233, 30 
FT/TI&FI-1236, FT/TI&FI-1536, FT/TI&FI-1539. 31 

2. Melter 2: FT/TI&FI-2206, FT/TI&FI/2209, FT/TI&FI-2215, FT/TI&FI-32 
2218, FT/TI&FI-2221, FT/TI&FI-2224, FT/TI&FI-2227, FT/TI&FI-2233, 33 
FT/TI&FI-2236, FT/TI&FI-2536, FT/TI&FI-2539. 34 

III.10.I.4.a.xi The Permittees shall maintain refractory thermocouple temperature data for Ecology 35 
inspection. 36 

III.10.I.4.b Permittee will review and submit required incident reports contained in Attachment 4 37 
Hanford Emergency Management Plan, DOE/RL-94-02, Section 5.1 of this Permit. 38 

III.10.I.4.c The Permittees will use WTP reporting procedures for releases from tank systems 39 
requiring notification to Ecology in accordance with WAC 173-303-640(7)(b)(i). 40 

III.10.I.5 Security 41 

III.10.I.5.a The Permittees will implement and maintain the practices described in Chapter 6, 42 
“Procedures to Prevent Hazards,” as required by Permit Condition II.M. [WAC 173-303-43 
310] 44 
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III.10.I.5.b The Permittees will operate the WTP Unit following the requirements of Operating Unit 1 
Group 10, Chapter 6, “Procedures to Prevent Hazards.” 2 

III.10.I.5.c On a monthly basis, the Permittees will provide to Ecology, via electronic mail, 3 
information that is representative of the WTP Unit Operating and emissions monitoring 4 
data and other information necessary to address questions submitted by Ecology in 5 
accordance with Permit Condition III.10.C.13. 6 

III.10.I.6 Preparedness and Prevention 7 

III.10.I.6.a The Permittees will comply with the Preparedness and Prevention requirements, 8 
procedures, and practices described in Chapter 6, “Procedures to Prevent Hazards,” in 9 
addition to WAC 173-303-340. 10 

III.10.I.6.b The Permittees will maintain access to communications or alarms as described in 11 
Chapter 7, “Contingency Plan” (BEP) and Permit Conditions II.B.2. 12 

III.10.I.6.c The Permittees will operate and maintain the runoff controls, interlock systems, and other 13 
systems described in Chapter 6, “Procedures to Prevent Hazards,” in accordance with the 14 
requirements of WAC 173-303-640(5). 15 

III.10.I.7 Contingency Plan 16 

III.10.I.7.a The Permittees will comply with Chapter 7, “Contingency Plan” (BEP), in addition to the 17 
requirements of Permit Condition II.A, when applicable. [WAC 173-303-350] 18 

III.10.I.7.b The Permittees will implement Chapter 7, “Contingency Plan” (BEP), whenever there is 19 
a release of dangerous and/or mixed waste or dangerous waste constituents, fire, 20 
explosion, or other emergency circumstance, any of which threatens human health or the 21 
environment in accordance with the requirements of WAC 173-303-340 and  22 
WAC 173-303-360. [WAC 173-303-350] 23 

III.10.I.8 Inspections 24 

III.10.I.8.a Permittees will inspect the LAW Vitrification Facility in accordance with the Operating 25 
Unit Group 10, Chapter 6A, “Inspection Plan,” Permit Condition III.10.I, and 26 
WAC 173-303-320. Chapter 6A provides specific information concerning inspection 27 
methods, frequency, and recordkeeping requirements. Chapter 6A and WAC 173-303-28 
640(2)(e) contain specific information and guidance concerning Integrity Assessments. 29 

III.10.I.8.b The Permittees, as part of the inspection process, will inspect emergency equipment 30 
specified in Operating Unit Group 10, Chapter 6 and Chapter 6A. 31 

III.10.I.8.c Permittees will inspect the LAW Vitrification Facility following the requirements and 32 
methods specified in Operating Unit Group 10, Chapter 6A. 33 

III.10.I.8.d The inspection reports and data collected during the inspections will be recorded in 34 
accordance with Operating Unit Group 10, Chapter 6A. Records will be retained in the 35 
Facility Operating Record in accordance with Permit Condition III.10.I.4 and 36 
WAC 173-303-380. 37 

III.10.I.8.e The Permittees will remedy any problem revealed by inspections on a schedule that 38 
prevents hazards to the public health and environment per the requirements of Operating 39 
Unit Group 10, Chapter 6A and WAC 173-303-320(3). 40 

III.10.I.8.f When an inspection reveals that an event is imminent or has already occurred, the 41 
Permittees will take remedial action immediately in accordance with WAC 173-303-42 
320(3). 43 
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III.10.I.9 Training 1 

III.10.I.9.a The Permittees will ensure that the LAW DWMUs are operated and maintained, at all 2 
times, by persons who are trained and qualified to perform these and any other duties that 3 
may reasonably be expected to directly affect emissions from the LAW DWMUs. 4 
[WAC 173-303-810(6)] 5 

III.10.I.9.b The Permittees will conduct personnel training in accordance with the approved 6 
description of the WTP Dangerous Waste Training Plan, Operating Unit Group 10, 7 
Chapter 8, pursuant to WAC 173-303-330. The Permittees will maintain documents in 8 
accordance with Permit Condition II.C.1 and WAC 173-303-330(2) and (3). 9 

III.10.I.10 Other General Requirements – RESERVED 10 

III.10.I.11 Closure 11 

III.10.I.11.a The Permittees must conduct closure of the LAW Vitrification Facility according to the 12 
Closure Plan in the Operating Unit Group 10, Chapter 11, and Permit Condition 13 
III.10.C.8. The Closure Plan will be modified according to provisions of Permit 14 
Condition I.C.3. 15 

III.10.I.11.b The Permittees will provide prior written notice to Ecology of the date they expect to 16 
begin closure of any DWMU subject to the requirements of this Permit in accordance 17 
with Permit Condition II.J.3. The notice of closure may apply to closure of any DWMUs 18 
in the WTP Operating Unit Group, or final closure of the remaining Operating Unit 19 
Group 10. [WAC 173-303-610(3)(c)] 20 

III.10.I.11.c At least one hundred eighty (180) days prior to commencing partial closure the 21 
Permittees will submit a permit modification, for Ecology review and approval, updating 22 
the Closure Plan, Operating Unit Group 10, Chapter 11. The plan will include all 23 
documentation required by Permit Condition II.D. 24 

III.10.I.11.d One hundred eighty (180) days prior to commencing final closure of the LAW 25 
Vitrification Facility, the Permittees must submit to Ecology, for review and approval, a 26 
revised Closure Plan, including all documentation required by Permit Condition II.D, as a 27 
permit modification. [WAC 173-303-610(3)(b)] 28 

III.10.I.12 Post Closure – RESERVED 29 

III.10.I.13 Critical Systems 30 

III.10.I.13.a There are 11 critical systems within the LAW Vitrification Facility as defined in the 31 
Facility Specific Definition section of the Unit Specific Permit Conditions and listed in 32 
Appendix 2.0 of Operating Unit Group 10. 33 

III.10.I.14 Containers 34 

III.10.I.14.a Container Storage Area Standards 35 

III.10.I.14.a.i The Permittees may store dangerous and/or mixed waste in Container Storage Areas 36 
and units identified in Tables III.10.D.A in accordance with Chapters 1 and 4E of 37 
Operating Unit Group 10. The Permittees will limit the locations and total volume of 38 
waste to quantities specified for the individual container storage areas to those listed 39 
in Permit Table III.10.D.A. 40 

III.10.I.14.a.ii The Permittees must maintain a free volume (i.e., free volume = total capacity of 41 
containment system minus volume occupied by equipment and containers within 42 
containment systems) within the containment systems identified in Permit Tables 43 
III.10.D.B and III.10.D.C equal to: 44 
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A. Ten percent (10%) of the total volume of dangerous and/or mixed waste 1 
stored within the containment system. 2 

B. Or, the total volume of the largest container stored within the containment 3 
system, whichever is greater. [WAC 173-303-630(7)] 4 

III.10.I.14.a.iii For the purpose of determining compliance with container storage area capacity 5 
limits and containment system requirements, every waste container will be 6 
considered to be full. 7 

III.10.I.14.b Identification of Containers and Container Storage Areas 8 

III.10.I.14.b.i Permittees will ensure signs and labels are posted and maintained for dangerous 9 
and/or mixed waste containers (except as otherwise specified in Operating Unit 10 
Group 10, Chapter 4E, for immobilized glass waste containers) and container storage 11 
areas in accordance with WAC 173-303-160, WAC 173-303-310, and WAC 173-12 
303-320. 13 

III.10.I.14.b.ii The Permittee will comply with the following requirements for all dangerous and/or 14 
mixed waste containers: 15 

A. Labels are not obscured or otherwise unreadable. 16 
B. Permittees will orient waste containers to allow inspection of the labels 17 

identified in Chapter 6A, “Inspection Plan.” 18 
C. Empty dangerous and/or mixed waste containers, as defined by 19 

WAC 173-303-160(2), must have their labels destroyed or otherwise 20 
removed immediately upon being rendered empty. 21 

III.10.I.14.b.iii Permittees will post, maintain, and inspect signs at entrances and access points to the 22 
ILAW storage facilities and areas and any other areas where containers are handled, 23 
with signs that, in addition to meeting the requirements of WAC 173-303-310(2)(a) 24 
and Chapter 6, “Procedures to Prevent Hazards” clearly identify the major risk(s) 25 
associated with the containers of ILAW. 26 

III.10.I.14.c Container Management Practices 27 

III.10.I.14.c.i The Permittees will maintain and manage waste in Container Storage Areas in 28 
accordance with the requirements and procedures described in Operating Unit 29 
Group 10, Chapter 4E, Appendices 9.18, WAC 173-303-160(2) and WAC 173-303-30 
630(7)(a)(i) through (iii). 31 

III.10.I.14.d Containment System for Container Storage 32 

III.10.I.14.d.i Containerized dangerous and mixed waste, and other materials that are incompatible, 33 
will not be segregated or stored within the same containment system as identified in 34 
Permit Table III.10.D.C, (e.g., metal pan, concrete berm, portable containment 35 
system). [WAC 173-303-630(9)(c)] 36 

III.10.I.14.d.ii Permittees will maintain the integrity of the containment system. Any findings 37 
(e.g., cracks, gaps, loss of integrity, deterioration, corrosion, or erosion of 38 
containment pads, joints in containment pads, berms, curbs, trenches, sumps, and 39 
chips or cracks in the protective coating) identified during an inspection are to be 40 
repaired in accordance with Operating Unit Group 10, Chapter 6A, WAC 173-303-41 
320(3) and WAC 173-303-630(7)(a)(i). 42 
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III.10.I.14.d.iii An impermeable coating, as specified in Operating Unit Group 10, Appendices 7.7, 1 
9.8 will be maintained for all concrete containment systems and will meet the 2 
following performance standards: [WAC 173-303-630(7)(a)] 3 

III.10.I.14.d.iv The coating must seal the containment system surface such that no cracks, seams or 4 
other pathways through which liquid could migrate are present. 5 

III.10.I.14.d.v The coating must be of adequate thickness and strength to withstand the normal 6 
operation of equipment and personnel within the given area such that degradation or 7 
physical damage to the coating or lining can be identified and remedied before waste 8 
could migrate from the containment system. 9 

III.10.I.14.d.vi The coating must be compatible with the waste managed in the containment system. 10 

III.10.I.15 Containment Miscellaneous Units 11 

III.10.I.15.a Approved Waste and Storage Limits for Containment Miscellaneous Units 12 

The Permittees may store and conduct treatment in containment miscellaneous units 13 
listed in Permit Table III.10.F.A, all dangerous and mixed waste listed in the 14 
Part A Forms, Chapters 4E and Appendix 9.18 of this Permit, except for those wastes 15 
outside the waste acceptance criteria specified in the Waste Analysis Plan for the 16 
DFLAW configuration. Total dangerous and mixed waste storage at the containment 17 
miscellaneous units will not exceed the sum of the capacities in column 7 of Permit Table 18 
III.10.F.A. 19 

III.10.I.15.b Containment Miscellaneous Unit Management Practices 20 

III.10.I.15.b.i The Permittees will manage all dangerous and mixed waste in containment 21 
miscellaneous units in accordance with procedures described in Operating Unit 22 
Group 10, Appendix 9.18 and Chapter 4E of this Permit. 23 

III.10.I.15.b.ii The Permittees will follow the description of operating procedures described in 24 
Operating Unit Group 10, Appendix 9.18 and Chapter 4E, as specified below: 25 

A. Maintain the primary barrier to be free of significant cracks, gaps, corrosion, 26 
or other deterioration that could cause dangerous and mixed waste to be 27 
released from the primary barrier. 28 

B. Maintain the level of stored/treated dangerous and mixed waste within the 29 
containment miscellaneous unit walls so that the height of the wall is not 30 
exceeded. 31 

C. Take measures to prevent the tracking of dangerous and mixed waste out of 32 
the unit by personnel or by equipment used in handling the waste. An area 33 
must be designated to decontaminate equipment and any rinsate must be 34 
collected and properly managed. 35 

D. Maintain the containment miscellaneous unit at all times to prevent the 36 
spread of airborne dangerous and/or mixed waste contamination into less 37 
contaminated or uncontaminated areas. All air pollution control devices for 38 
exhaust from containment miscellaneous unit must be properly maintained 39 
and operational when storing or treating dangerous and mixed waste in the 40 
containment miscellaneous units. 41 

E. Collect and remove liquids and waste to minimize hydraulic head on the 42 
containment system at the earliest practicable time. 43 
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F. The Permittees will manage incompatible waste in containment 1 
miscellaneous units in accordance with WAC 173-303-395(1). Any 2 
containment miscellaneous units specified in Chapter 4E, in which 3 
incompatible waste are managed, will meet the requirements specified in 4 
40 CFR §264.1101(a)(3). 5 

III.10.I.15.b.iii The Permittees will inspect the containment miscellaneous units per requirements in 6 
the Operating Unit Group 10, Chapter 6A of this Permit, 40 CFR §264.1101(c)(4) in 7 
accordance with WAC 173-303-695 and WAC 173-303-320 and record in the 8 
facilities operating record, at least once every seven (7) days, data gathered from 9 
monitoring equipment and leak detection equipment as well as the containment 10 
miscellaneous unit and area immediately surrounding the containment miscellaneous 11 
unit to detect signs of releases of dangerous and mixed waste. 12 

III.10.I.15.b.iv Throughout the active life of the containment miscellaneous unit, if the Permittees 13 
detect a condition that could lead to or has caused a release of dangerous and/or 14 
mixed waste, the Permittees must repair the condition promptly, in accordance with 15 
the following procedures: 16 

III.10.I.15.b.v Upon detection of a condition that has led to the release of dangerous and/or mixed 17 
waste (e.g., upon detection of leakage from the primary barrier) the Permittees must: 18 

A. Enter a record of the discovery in the facility operating record. 19 
B. Immediately remove the portion of the containment miscellaneous unit, 20 

affected by the condition, from service. 21 
C. Determine what steps must be taken to repair the containment miscellaneous 22 

unit, remove any leakage from the secondary collection system, and establish 23 
a schedule for accomplishing the cleanup and repairs. 24 

D. Within seven (7) days after the discovery of the condition, notify Ecology of 25 
the condition, and within fourteen (14) working days, provide a written 26 
notice to Ecology with a description of the steps taken to repair the 27 
containment miscellaneous unit, and the schedule for accomplishing the 28 
work. 29 

III.10.I.15.b.vi Ecology will review the information submitted, make a determination regarding 30 
whether the containment miscellaneous unit must be removed from service, 31 
completely or partially until repairs and cleanup are complete, and notify the 32 
Permittees of the determination and underlying rationale in writing. 33 

III.10.I.15.b.vii Upon completing all repairs and cleanup, the Permittees must notify Ecology in 34 
writing and provide verification, signed by a qualified, registered, professional 35 
engineer, that repairs have been completed according to the written notice submitted 36 
in accordance with Permit Condition III.10.I.15.b.v.D. 37 

III.10.I.16 Tank Systems 38 

III.10.I.16.a Tank System Management Requirements 39 

III.10.I.16.a.i The Permittees may store in tank systems all dangerous and/or mixed waste listed in 40 
the Part A Forms of this Permit and in accordance with Chapter 3C, “Waste Analysis 41 
Plan for the DFLAW Configuration.” Total tank system dangerous and/or mixed 42 
waste storage at the Facility will not exceed the volume(s) specified in the 43 
Part A Form Permit Application of this Permit. 44 
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III.10.I.16.a.ii The Permittees may store and manage dangerous and/or mixed waste only in 1 
approved tank systems listed in Table 4E-2 in accordance with Permit Section III.10.I 2 
of this Permit, and in accordance with Operating Unit Group 10, Chapters 1 and 4E, 3 
and Operating Unit Group 10, Appendices 9.1 through 9.14, and 9.18 of this Permit. 4 
The Permittees will limit the total volume of waste to quantities specified for the 5 
individual units listed in Permit Table 4E-2. 6 

III.10.I.16.a.iii The Permittees will manage incompatible waste in accordance with WAC 173-303-7 
395(1). Any tank system specified in Table 4E-2 in which incompatible waste is 8 
managed will meet the requirements specified in WAC 173-303-640(9) and (10). 9 

III.10.I.16.b Tank System Integrity Assessments 10 

III.10.I.16.b.i The Permittees will ensure periodic integrity assessments are conducted on the WTP 11 
Unit Tank Systems listed in Table 4E-2 over the term of this Permit as specified in 12 
WAC 173-303-640(3)(b), following the description of the integrity assessment 13 
program and schedule in Operating Unit Group 10, Chapter 6A of this Permit. 14 
Results of the integrity assessments will be included in the WTP Unit operating 15 
record until ten (10) years after post-closure, or corrective action is complete and 16 
certified, whichever is later. 17 

III.10.I.16.b.ii The Permittees will address problems detected during the tank integrity assessments 18 
following the integrity assessment program in Operating Unit Group 10, Chapter 6A 19 
of this Permit. 20 

III.10.I.16.b.iii The Permittees must immediately and safely remove from service any Tank System 21 
or secondary containment system which through an integrity assessment is found to 22 
be “unfit for use” as defined in WAC 173-303-040, following Permit Condition 23 
III.10.I.16.c. 24 

III.10.I.16.b.iv The affected tank system or secondary containment system must be either repaired or 25 
closed in accordance with Permit Condition III.10.I.16.c. [WAC 173-303-640(7)(e) 26 
and (f), WAC 173-303-640(8)] 27 

III.10.I.16.c Tank System Operating Requirements 28 

III.10.I.16.c.i The Permittees will operate the LAW Facility Tank Systems in accordance with 29 
Operating Unit Group 10, Chapter 4E and Appendix 9.18 of this Permit and the 30 
following: 31 

A. The Permittees will operate the LAW Facility Tank System in order to 32 
maintain the systems and process parameters listed in Table 4E-1 and 33 
consistent with assumptions and basis which are reflected in Operating Unit 34 
Group 10, Appendix 6.4, WAC 173-303-815(2)(b)(ii), and WAC 173-303-35 
640(5)(b). 36 

B. The Permittees will calibrate/function test the instruments listed on 37 
Table 4E-1 in accordance with Operating Unit Group 10, Appendix 9.18 of 38 
this Permit. 39 

III.10.I.16.c.ii The Permittees will not place dangerous and/or mixed waste, treatment reagents, or 40 
other materials in the WTP Tank System if these substances could cause the tank 41 
system to rupture, leak, corrode, or otherwise fail. [WAC 173-303-640(5)(a)] 42 
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III.10.I.16.c.iii The Permittees will operate the LAW Facility Tank System to prevent spills and 1 
overflows using the description of controls and practices as required under 2 
WAC 173-303-640(5)(b) described in Operating Unit Group 10, Appendix 9.18 of 3 
this Permit. 4 

III.10.I.16.c.iv For each tank system and LAW Vitrification subsystem holding dangerous and/or 5 
mixed wastes that are acutely or chronically toxic by inhalation, the system must be 6 
operated to prevent escape of vapors, fumes, or other emissions into the air. 7 
[WAC 173-303-640(5)(e)] 8 

III.10.I.16.c.v For routinely non-accessible LAW Vitrification Facility Tank Systems, specified in 9 
Operating Unit Group 10, Chapter 4E of this Permit, the Permittees will mark the 10 
access points with labels or signs to identify the waste. The label, or sign, must be 11 
legible at a distance of at least fifty (50) feet or posted at each entrance and must bear 12 
a legend that identifies the waste in a manner that adequately warns employees, and 13 
emergency response personnel of the major risk(s) associated with the waste being 14 
stored or treated in the tank system(s). [WAC 173-303-395(6), WAC 173-303-15 
640(5)(d)] 16 

III.10.I.16.c.vi For the purposes of this permit condition, “routinely non-accessible” means 17 
personnel are unable to enter those areas while waste is being managed in them. 18 

III.10.I.16.c.vii LAW Vitrification Facility Tank Systems holding dangerous and/or mixed waste that 19 
are not routinely non-accessible; the Permittees will mark these systems, 20 
sub-systems, units, and areas with labels or signs identifying the waste. The labels, or 21 
signs, must be legible at a distance of at least fifty (50) feet or posted at each entrance 22 
and must bear a legend that identifies the waste in a manner which adequately warns 23 
employees, and emergency response personnel of the major risk(s) associated with 24 
the waste being stored or treated in the tank system(s). [WAC 173-303-395(6) and 25 
WAC 173-303-640(5)(d)] 26 

III.10.I.16.c.viii The Permittees will ensure that the secondary containment systems for the LAW 27 
Vitrification Facility Tank Systems listed in Table 4E-2 are free of cracks or gaps to 28 
prevent any migration of dangerous and/or mixed waste or accumulated liquid out of 29 
the system to the soil, ground water, or surface water at any time that waste is in the 30 
tank system. Any indication that a crack or gap may exist in the containment systems 31 
will be investigated and repaired in accordance with Operating Unit Group 10, 32 
Appendix 9.18 of this Permit. [WAC 173-303-320, WAC 173-303-640(4)(b)(i), 33 
WAC 173-303-640(4)(e)(i)(C), and WAC 173-303-640(6)] 34 

III.10.I.16.c.ix An impermeable coating, as specified in Operating Unit Group 10, Appendices 7.7, 35 
9.8, 9.11, and 9.12 of this Permit, must be maintained for all concrete containment 36 
systems and concrete portions of containment systems for each WTP Unit Tank 37 
System listed in Table 4E-2. Concrete containment systems that do not have a liner 38 
that meet the requirements of WAC 173-303-640(4)(e)(i) and have construction 39 
joints, must meet the requirements of WAC 173-303-640(4)(e)(ii)(C), Chapter 4E, 40 
Table 4E-4 and Appendix 9.8. The coating will prevent migration of any dangerous 41 
and/or mixed waste into the concrete. All coatings will meet the following 42 
performance standards: 43 

A. The coating must seal the containment surface such that no cracks, seams, or 44 
other avenues through which liquid could migrate are present. 45 
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B. The coating must be of adequate thickness and strength to withstand the 1 
normal operation of equipment and personnel within the given area such that 2 
degradation or physical damage to the coating or lining can be identified and 3 
remedied before dangerous and/or mixed waste could migrate from the 4 
system. 5 

C. The coating must be compatible with the dangerous and/or mixed waste, 6 
treatment reagents, or other materials managed in the containment system. 7 
[WAC 173-303-640(4)(e)(ii)(D)] 8 

III.10.I.16.c.x The Permittees will inspect all secondary containment systems for LAW Facility 9 
Tank Systems listed in Table 4E-2 in accordance with the Inspection Plan specified 10 
in Operating Unit Group 10, Chapter 6A of this Permit and take the following actions 11 
if a leak or spill of dangerous and/or mixed waste is detected in these containment 12 
systems: [WAC 173-303-320, WAC 173-303-640(6), WAC 173-303-640(7)] 13 

A. Immediately and safely stop the flow of dangerous and/or mixed waste into 14 
the tank system or secondary containment system, in accordance with 15 
procedures based on all applicable safety analysis documentation. 16 

B. Determine the source of the dangerous and/or mixed waste. 17 
C. Remove the waste from the secondary containment area pursuant to 18 

WAC 173-303-640(7)(b). The waste removed from secondary containment 19 
areas of the WTP Unit Tank Systems will be managed as dangerous and/or 20 
mixed waste. 21 

D. If the cause of the release was a spill that has not damaged the integrity of the 22 
tank system, the Permittees may return the tank system to service pursuant to 23 
WAC 173-303-640(7)(e)(ii). In such a case, the Permittees will take action to 24 
ensure the incident that caused liquid to enter the containment systems of 25 
these tank systems will not reoccur. [WAC 173-303-320(3)] 26 

E. If the source of the dangerous waste and/or mixed waste is determined to be 27 
a leak from a primary LAW Facility Tank System, or the system is unfit for 28 
use as determined through an integrity assessment or other inspection, the 29 
Permittees must comply with the requirements of WAC 173-303-640(7) and 30 
take the following actions: 31 
1. Close the tank system according to procedures in WAC 173-303-640(8), 32 

and Operating Unit Group 10, Chapter 11 of this Permit. 33 
2. Or, repair and recertify (in accordance with WAC 173-303-810(13)(a)) 34 

the tank system in accordance with Operating Unit Group 10, 35 
Appendix 9.18 before the tank system is placed back into service. 36 
[WAC 173-303-640(7)(e) and (f)] 37 

F. The Permittees will document in the operating record actions/procedures 38 
taken to comply with A through E above in accordance with WAC 173-303-39 
640(6)(d). 40 

G. The Permittees will notify and report releases to the environment to Ecology 41 
in accordance with WAC 173-303-640(7)(d). 42 

III.10.I.16.c.xi Permittees will take the following action if liquids (e.g., dangerous and/or mixed 43 
waste leaks and spills, precipitation, fire water liquids from damaged or broken 44 
pipes) cannot be removed from the secondary containment system within twenty-four 45 
(24) hours: 46 
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A. Verbally notify Ecology within twenty-four (24) hours after determining that 1 
the waste cannot be removed. 2 

B. The Permittees will provide Ecology a written notification within seven (7) 3 
business days of verbal notification, demonstrating at a minimum: 4 
[WAC 173-303-640(4)(c)(iv) and WAC 173-303-640(7)(b)(ii)] 5 
1. Reasons for the delay. 6 
2. Measures implemented to ensure continued protection of human health 7 

and the environment. 8 
3. Current actions being taken to remove liquids from secondary 9 

containment. 10 

III.10.I.16.c.xii The Permittees will test all process and leak detection system 11 
monitoring/instrumentation, specified in Table 4E-1, in accordance with Operating 12 
Unit Group 10, Appendices 9.1, 9.2, 9.14 of this Permit. 13 

III.10.I.16.c.xiii Tank Systems that have the potential for formation and accumulation of hydrogen 14 
gases must be operated to maintain hydrogen levels below the lower explosive limit. 15 
[WAC 173-303-815(2)(b)(ii)] 16 

III.10.I.16.c.xiv The Permittees will inspect the WTP Unit Tank Systems in accordance with the 17 
Inspection Plan in the Operating Unit Group 10, Chapter 6A of this Permit. 18 

III.10.I.16.c.xv The inspection data for the WTP Unit Tank Systems will be recorded, and the records 19 
will be placed in the WTP Unit operating record. 20 

III.10.I.17 Miscellaneous Thermal Units 21 

III.10.I.17.a Miscellaneous Thermal Units General 22 

III.10.I.17.a.i When this Permit Section references WAC 173-303-640 Tank systems: 23 

A. All requirements for tank system(s) shall apply to the LAW Vitrification 24 
System Miscellaneous Thermal Units. 25 

B. All requirements for tanks shall apply to vitrification sub-systems. 26 
C. All requirements for ancillary equipment shall apply to vitrification 27 

sub-system equipment. 28 
D. All requirements for components shall apply to vitrification sub-systems or 29 

sub-system equipment. 30 

III.10.I.17.a.ii The Permittees will not place dangerous and/or mixed waste, treatment reagents, or 31 
other materials in the LAW Vitrification System if these substances could cause the 32 
sub-system, sub-system equipment, or the containment system to rupture, leak, 33 
corrode or otherwise fail. [WAC 173-303-640(5)(a), in accordance with 34 
WAC 173-303-680(2)] 35 

III.10.I.17.a.iii This condition is not applicable to corrosion of equipment or components that are 36 
expected to be replaced as part of normal operations (e.g., melters). 37 

III.10.I.17.a.iv The Permittees will operate the LAW Vitrification System to prevent spills and 38 
overflows using description of controls and practices as required under 39 
WAC 173-303-640(5)(b), and Operating Unit Group 10, Chapter 6 and 40 
Appendix 9.18 of this Permit. [WAC 173-303-640(5)(b)] 41 
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III.10.I.17.b Miscellaneous Thermal Unit Maintenance Standards 1 

[WAC 173-303-640, in accordance with WAC 173-303-680(2) and (3) and 2 
WAC 173-303-340] 3 

III.10.I.17.b.i The Permittees will maintain the LAW Vitrification System as specified in Permit 4 
Condition III.10.I.17.b (this subsection), Operating Unit Group 10, Chapter 4E of this 5 
Permit, and Operating Unit Group 10, Appendices 9.1 through 9.17 of this Permit. 6 

III.10.I.17.b.ii The Permittees will maintain all containment systems for the LAW Vitrification 7 
System, as specified in Operating Unit Group 10, Chapter 4E and Appendices 9.2 8 
and 9.4 through 9.14 of this Permit. 9 

III.10.I.17.b.iii The Permittees will ensure periodic integrity assessments are conducted on the 10 
LAW Vitrification System sub-systems listed in Table III.10.I.A as specified in 11 
WAC 173-303-640(3)(b) in accordance with WAC 173-303-680(2) and (3) following 12 
the description of the integrity assessment program and schedule in Operating Unit 13 
Group 10, Chapter 6A Section 6A.2.1.9 of this Permit. Results of the integrity 14 
assessments will be included in the WTP Unit operating record until ten (10) years 15 
after post closure, or when corrective action is complete and certified, whichever is 16 
later. 17 

A. The Permittees will, at least thirty (30) days prior to the initial receipt of 18 
dangerous waste, provide a baseline monitoring report that documents all 19 
relevant monitoring locations and initial measurements taken. 20 

B. Beginning three years after the initial receipt of dangerous waste, the Permittees 21 
will provide by December 31 of each year, an annual schedule of integrity 22 
assessments planned for the subject systems for the next calendar year and those 23 
completed in the current calendar year.   24 

III.10.I.17.b.iv The Permittees will address problems detected during the LAW Vitrification System 25 
integrity assessments following the description of the integrity assessment program in 26 
Operating Unit Group 10, Chapter 6A Section 6A.2.1.9 of this Permit. 27 

III.10.I.17.b.v The Permittees must immediately and safely remove from service any LAW 28 
Vitrification System or secondary containment system, which through an integrity 29 
assessment is found to be “unfit for use” as defined in WAC 173-303-040, following 30 
Permit Condition III.10.I.17.b.viii.A through D, and F. The affected LAW 31 
Vitrification System or secondary containment system must be either repaired or 32 
closed in accordance with Permit Condition III.10.I.16.c.x.E. [WAC 173-303-33 
640(7)(e) and (f) and WAC 173-303-640(8), in accordance with WAC 173-303-34 
680(3)] 35 

III.10.I.17.b.vi The Permittees will ensure that the secondary containment systems listed in  36 
Permit Table III.10.I.B for the LAW Vitrification System sub-systems listed in 37 
Permit Tables III.10.I.A are free of cracks or gaps to prevent any migration of 38 
dangerous and/or mixed waste or accumulated liquid out of the system to the soil, 39 
groundwater, or surface water at any time during use of the LAW Vitrification 40 
System sub-systems. Any indication that a crack or gap may exist in the containment 41 
systems will be investigated and repaired in accordance with Operating Unit  42 
Group 10, Appendix 9.18 of this Permit. [WAC 173-303-640(4)(b)(i),  43 
WAC 173-303-640(4)(e)(i)(C), and WAC 173-303-640(6), in accordance with  44 
WAC 173-303-680(2) and (3) and WAC 173-303-320] 45 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.235 

III.10.I.17.b.vii An impermeable coating as specified in Operating Unit Group 10, Appendices 7.7, 1 
7.9, 9.11 and 9.12 of this Permit will be maintained for all concrete containment 2 
systems and concrete portions of containment systems for the LAW Vitrification 3 
System sub-systems listed in Permit Tables III.10.I.A and III.10.I.B. Concrete 4 
containment systems without a liner that meets the requirements of WAC 173-303-5 
640(4)(e)(i), and have construction joints, will meet the requirements of 6 
WAC 173-303-640(4)(e)(ii)(C). The coating will prevent migration of any dangerous 7 
and/or mixed waste into the concrete. All coatings will meet the following 8 
performance standards: 9 

A. The coating must seal the containment surface such that no cracks, seams, or 10 
other avenues through which liquid could migrate are present. 11 

B. The coating must be of adequate thickness and strength to withstand the 12 
normal operation of equipment and personnel within the given area such that 13 
degradation or physical damage to the coating or lining can be identified and 14 
remedied before dangerous and mixed waste could migrate from the system. 15 

C. The coating must be compatible with the dangerous and/or mixed waste, 16 
treatment reagents, or other materials managed in the containment system. 17 
[WAC 173-303-640(4)(e)(ii)(D), in accordance with WAC 173-303-680(2) 18 
and (3)] 19 

III.10.I.17.b.viii The Permittees inspect all secondary containment systems for the LAW Vitrification 20 
System sub-systems listed in Permit Table III.10.I.A in accordance with the 21 
Inspection Plan specified in Operating Unit Group 10, Chapter 6A of this Permit, and 22 
take the following actions if a leak or spill of dangerous and/or mixed waste is 23 
detected in these containment systems. [WAC 173-303-640(6) and WAC 173-303-24 
640(7) in accordance with WAC 173-303-680(2) and WAC 173-303-320] 25 

A. Immediately, and safely, stop the flow of dangerous and/or mixed waste into 26 
the LAW Vitrification System sub-systems or secondary containment 27 
system. 28 

B. Determine the source of the dangerous and/or mixed waste. 29 
C. Remove the waste from the containment area as specified in WAC 173-303-30 

640(7)(b). The waste removed from containment areas of the LAW 31 
Vitrification System sub-systems will be, at a minimum, managed as 32 
dangerous and/or mixed waste. 33 

D. If the cause of the release was a spill that has not damaged the integrity of the 34 
LAW Vitrification System subsystem, the Permittees may return the LAW 35 
Vitrification System sub-system to service as specified in WAC 173-303-36 
640(7)(e)(ii). In such case, the Permittees will take action to ensure the 37 
incident that caused the dangerous and/or mixed waste to enter the 38 
containment system will not reoccur. 39 

E. If the source of the dangerous and/or mixed waste is determined to be a leak 40 
from the primary LAW Vitrification System into the secondary containment 41 
system, or the system is unfit for use as determined through an integrity 42 
assessment or other inspection, the Permittees will comply with the 43 
requirements of WAC 173-303-640(7) and take the following actions: 44 
1. Close the LAW Vitrification System sub-system following procedures in 45 

WAC 173-303-640(8), and Operating Unit Group 10, Chapter 11 of this 46 
Permit. 47 
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2. Repair and re-certify [in accordance with WAC 173-303-810(13)(a)] the 1 
LAW Vitrification System in accordance with Operating Unit Group 10, 2 
Appendix 9.18 of this Permit, before the LAW Vitrification System is 3 
placed back into service. [WAC 173-303-640(7)(e)(iii) and 4 
WAC 173-303-640(7)(f), in accordance with WAC 173-303-680] 5 

F. The Permittees will document in the WTP Unit operating record 6 
actions/procedures taken to comply with A through E above, as specified in 7 
WAC 173-303-640(6)(d), in accordance with WAC 173-303-680(3). 8 

G. The Permittees will notify and report releases to the environment to Ecology, 9 
as specified in WAC 173-303-640(7)(d). 10 

III.10.I.17.b.ix If liquids (e.g., dangerous and/or mixed waste, leaks and spills, precipitation, fire 11 
water, liquids from damaged or broken pipes) cannot be removed from the secondary 12 
containment system within twenty-four (24) hours, Ecology will be verbally notified 13 
within twenty-four (24) hours of determination that the liquid cannot be removed. 14 
The notification will provide the information in A, B and C listed below. The 15 
Permittees will provide Ecology with a written demonstration within seven (7) 16 
business days, identifying at a minimum: [WAC 173-303-640(4)(c)(iv) and 17 
WAC 173-303-640(7)(b)(ii), in accordance with WAC 173-303-680(3)] 18 

A. Reasons for delayed removal. 19 
B. Measures implemented in ensure continued protection of human health and 20 

the environment. 21 
C. Current actions being taken to remove liquids from secondary containment. 22 

III.10.I.17.c Performance Standards for Miscellaneous Thermal Units 23 

Performance Standards [In accordance with WAC 173-303-680(2)] 24 

III.10.I.17.c.i The LAW Vitrification System must achieve a DRE of 99.99% for the PODCs listed 25 
below [40 CFR §63.1203(c)(1) and 40 CFR §63.1203(c)(2)]. 26 

DRE in this permit condition will be calculated in accordance with the formula 27 
given below: 28 
DRE=[1-Wout/Win] x 100% 29 
Where: 30 
Win=mass feed rate of one PODC in a waste feed stream; and 31 
Wout=mass emission rate of the same PODC present in exhaust emissions prior to 32 

release to the atmosphere. 33 

III.10.I.17.c.ii Particulate matter emissions from the LAW Vitrification System will not exceed 34 
34 mg/dscm (0.015 grains/dscf). [40 CFR §63.1203(b)(7)] 35 

III.10.I.17.c.iii Hydrochloric acid and chlorine gas emissions from the LAW Vitrification System 36 
will not exceed 21 ppmv, combined. [40 CFR §63.1203(b)(6)] 37 

III.10.I.17.c.iv Dioxin and furan TEQ emissions from the LAW Vitrification System will not exceed 38 
0.2 ng/dscm. [40 CFR §63.1203(b)(1)] 39 

III.10.I.17.c.v Mercury emissions from the LAW Vitrification System will not exceed 45 µg/dscm. 40 
[40 CFR §63.1203(b)(2)] 41 

III.10.I.17.c.vi Lead and cadmium emissions from the LAW Vitrification System will not exceed 42 
120 µg/dscm, combined. [40 CFR §63.1203(b)(3)] 43 
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III.10.I.17.c.vii Arsenic, beryllium, and chromium emissions from the LAW Vitrification System 1 
will not exceed 97 µg/dscm, combined. [40 CFR §63.1203(b)(4)] 2 

III.10.I.17.c.viii CO emission from the LAW Vitrification System will not exceed 100 ppm by 3 
volume, over an hourly rolling average (as measured and recorded by the continuous 4 
monitoring system), dry basis. [40 CFR §63.1203(b)(5)(i)] 5 

III.10.I.17.c.ix Hydrocarbon emission from the LAW Vitrification System will not exceed 10 ppm 6 
by volume, over an hourly rolling average (as measured and recorded by the 7 
continuous monitoring system during demonstration testing required by this Permit), 8 
dry basis and reported as propane. [40 CFR §63.1203(b)(5)(ii)] 9 

III.10.I.17.c.x If the emissions from the LAW Vitrification System exceed the emission rates listed 10 
in Permit Table III.10.I.E, the Permittees will perform the following actions: 11 
[WAC 173-303-680(2) and (3), and WAC 173-303-815(2)(b)(ii)] 12 

A. Verbally notify Ecology within twenty-four (24) hours of the discovery of 13 
exceeding the emission rate(s) as specified in Permit Condition I.E.21. 14 

B. Submit to Ecology additional risk information to indicate that the increased 15 
emission impact is offset by decreased emission impact from one or more 16 
constituents expected to be emitted at the same time, and/or investigate the 17 
cause and impact of the exceedance of the emission rate(s) and submit a 18 
report of the investigation findings to Ecology within fifteen (15) days of the 19 
discovery of exceeding the emission rate(s). 20 

C. Based on the notification and any additional information, Ecology may 21 
provide, in writing, direction to the Permittees to stop dangerous and/or 22 
mixed waste feed to the LAW Vitrification System and/or to submit a revised 23 
Demonstration Test Plan as a permit modification. The revised 24 
Demonstration Test Plan must include substantive changes to prevent failure 25 
from reoccurring. 26 

III.10.I.17.c.xi The emission limits specified in Permit Conditions III.10.I.17.c.i through 27 
III.10.I.17.c.ix, above, will be met for the LAW Vitrification System by limiting feed 28 
rates as specified in Permit Tables III.10.I.D and III.10.I.F, in compliance with 29 
operating conditions specified in Permit Condition III.10.I (except during periods of 30 
startup and shutdown). 31 

III.10.I.17.c.xii Treatment effectiveness, feed-rates and operating rates for DWMUs in the LAW 32 
Building, but not included in Permit Table III.10.I.A, will be as specified in Permit 33 
Sections III.10.D through F and consistent with assumptions and basis which are 34 
reflected in Operating Unit Group 10, Appendix 6.4 of this Permit. [WAC 173-303-35 
680(2) and (3), and WAC 173-303-815(2)(b)(ii)] 36 

III.10.I.17.c.xiii Except during periods of LAW Vitrification System startup and shutdown, 37 
compliance with the operating conditions specified in Permit Condition III.10.I.17.d, 38 
will be regarded as compliance with required performance standards identified in 39 
Permit Conditions III.10.I.17.c.i through c.x. However, if it is determined that during 40 
the effective period of this Permit that compliance with the operating conditions in 41 
Permit Condition III.10.I.17.d is not sufficient to ensure compliance with the 42 
performance standards specified in Permit Conditions III.10.I.17.c.i through x, the 43 
Permit may be modified, revoked, or reissued pursuant to Permit Conditions 44 
III.10.C.2.e and f, or III.10.C.2.g.  45 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.238 

III.10.I.17.d Miscellaneous Thermal Treatment Unit Operating Standards 1 

III.10.I.17.d.i All air pollution control devices and capture systems in the LAW Vitrification 2 
System will be maintained and operated at all times in a manner that minimizes the 3 
emissions of air contaminants and to minimize process upsets. Procedures for 4 
ensuring that the air pollution control devices and capture systems in the LAW 5 
Vitrification System are properly operated and maintained, that minimizes the 6 
emission of air contaminants and process upsets, will be established. 7 

III.10.I.17.d.ii For any portion of the LAW Vitrification System that has the potential for formation 8 
and accumulation of hydrogen gases, the Permittees will operate the portion to 9 
maintain hydrogen levels below the lower explosive limit. [WAC 173-303-10 
815(2)(b)(ii)] 11 

III.10.I.17.d.iii For each LAW Vitrification System ancillary equipment holding dangerous and/or 12 
mixed waste that are acutely or chronically toxic by inhalation, the Permittees will 13 
operate the system to prevent escape of vapors, fumes, or other emissions into the air. 14 
[WAC 173-303-640(5)(e), in accordance with WAC 173-303-680] 15 

III.10.I.17.d.iv The Permittees will operate the LAW Vitrification System in accordance with 16 
Operating Unit Group 10, Chapter 4E and Appendices 9.15 and 9.18 of this Permit. 17 

III.10.I.17.d.v For routinely non-accessible LAW Miscellaneous Thermal Units/Vitrification 18 
sub-systems, specified in Operating Unit Group 10, Chapter 4E of this Permit; the 19 
Permittees will mark the access points with labels or signs to identify the waste. The 20 
label, or sign, must be legible at a distance of at least fifty (50) feet or posted at each 21 
entrance and must bear a legend that identifies the waste in a manner which 22 
adequately warns employees and emergency response personnel of the major risk(s) 23 
associated with the waste being stored or treated in the sub-systems. [WAC 173-303-24 
395(6), WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)] For the 25 
purposes of this permit condition, “routinely non-accessible” means personnel are 26 
unable to enter these areas while waste is being managed in them. 27 

III.10.I.17.d.vi For LAW Miscellaneous Thermal Units/Vitrification sub-systems, holding dangerous 28 
and/or mixed waste that are not routinely non-accessible; the Permittees will mark 29 
these systems, sub-systems, units and areas with labels or signs identifying the waste. 30 
The labels, or signs, must be legible at a distance of at least fifty (50) feet or posted at 31 
each entrance and must bear a legend which identifies the waste in a manner which 32 
adequately warns employees and emergency response personnel of the major risk(s) 33 
associated with the waste being stored or treated in the sub-systems. [WAC 173-303-34 
395(6), WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)] 35 

III.10.I.17.d.vii The Permittees will operate the LAW Vitrification System in order to maintain the 36 
systems and process parameters listed in Permit Tables III.10.I.C, III.10.I.F, and 37 
Chapter 4E Table 4E-1 and within the set-points specified in Permit Table III.10.I.F. 38 

III.10.I.17.d.viii The Permittees will operate the AWFCO instrument loops specified in Table 39 
III.10.I.F to automatically cut-off and/or lock out the dangerous and/or mixed waste 40 
feed to LAW Vitrification System when the monitored operating conditions deviate 41 
from the operating conditions specified in Permit Table III.10.I.F. 42 

III.10.I.17.d.ix The Permittees will operate the AWFCO instrument loops to automatically cut-off 43 
and/or lock-out the dangerous and/or mixed waste feed to LAW Vitrification System 44 
when both the primary and back-up instruments specified in Permit Table III.10.I.F 45 
for measuring the monitored parameters fail. 46 
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III.10.I.17.d.x The Permittees will operate the AWFCO instrument loops to automatically cut-off 1 
and/or lock out the dangerous waste and/or mixed waste feed to the LAW 2 
Vitrification System when any portion of the LAW Melter Secondary Offgas/Vessel 3 
Vent Process System is bypassed. The terms “bypassed” and “bypass event” as used 4 
in Permit Sections III.10.H and III.10.I, will mean if any portion of the LAW Melter 5 
Secondary Offgas/Vessel Vent Process System is bypassed so that gases are not 6 
treated during the Demonstration Test. 7 

III.10.I.17.d.xi In the event of a malfunction of an AWFCO instrument loop listed in Permit Table 8 
III.10.I.F, the Permittees will immediately, manually cut-off the dangerous and/or 9 
mixed waste feed to the LAW Vitrification System. The Permittees will not restart 10 
the dangerous and/or mixed waste feed until the problem causing the malfunction has 11 
been identified and corrected. 12 

III.10.I.17.d.xii The Permittees will manually cut-off the dangerous and/or mixed waste feed to the 13 
LAW Vitrification System when the operating conditions deviate from conditions 14 
specified in Permit Table III.10.I.F, unless the deviation automatically activates the 15 
waste feed cut-off sequence. 16 

III.10.I.17.d.xiii If any portion of the LAW Melter Secondary Offgas/Vessel Vent Process System is 17 
bypassed while treating dangerous and/or mixed waste, it will be regarded as 18 
non-compliance with Permit Condition III.10.I.17.d. After such a bypass event, the 19 
Permittees will perform the following actions: 20 

A. Investigate the cause of the bypass event. 21 
B. Take appropriate corrective measures to minimize future bypasses. 22 
C. Record the investigation findings and corrective measures in the WTP Unit 23 

Operating Record. 24 
D. Submit a written report to Ecology within five (5) days of the bypass event 25 

documenting the result of the investigation and corrective measures. 26 

III.10.I.17.d.xiv If greater than thirty (30) dangerous and/or mixed waste feed cut-offs, combined, to 27 
the LAW Vitrification System occur due to AWFCOs on Permit Table III.10.I.F, 28 
within a sixty (60) day period, the Permittees will submit a written report to Ecology 29 
within five (5) calendar days of the thirty-first (31st) waste feed cut-off, including the 30 
information specified below: 31 

A. The parameter(s) that triggered the waste feed cut-off. 32 
B. The magnitude, dates and duration of the waste feed cut-off. 33 
C. Results of the investigation of the cause of the waste feed cut-off. 34 
D. Corrective measures taken to minimize future occurrences of the waste feed 35 

cut-off. 36 

III.10.I.17.d.xv These dangerous and/or mixed waste feed cut-offs to the LAW Vitrification System, 37 
whether automatically or manually activated are counted if the specified conditions 38 
are deviated from while dangerous and/or mixed waste or waste residues continue to 39 
be processed in the LAW Vitrification System. A cascade event is counted at a 40 
frequency of one (1) toward the first waste feed cut-off parameter, specified in  41 
Permit Table III.10.I.F, from which the condition is deviated. 42 
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III.10.I.17.d.xvi If greater than thirty (30) dangerous and/or mixed waste feed cut-off, combined, to 1 
the LAW Vitrification System occur due to AWFCOs on Permit Table III.10.I.F 2 
within a thirty (30) day period, the Permittees will submit the written report required 3 
to be submitted pursuant to Permit Condition III.10.I.17.d.xiv to Ecology on the first 4 
business day following the thirty-first (31st) waste feed cut-off. These dangerous 5 
and/or mixed waste feed cut-offs to the LAW Vitrification System, whether 6 
automatically or manually activated, are counted if they occur while dangerous 7 
and/or mixed waste and waste residues continue to be processed in the LAW 8 
Vitrification System. A cascade event is counted as one (1) waste feed cut-off. 9 

III.10.I.17.d.xvii In accordance with WAC 173-303-680(2) and (3), the Permittees may not resume 10 
dangerous and/or mixed waste feed to the LAW Vitrification System until this 11 
written report has been submitted, and: 12 

A. Ecology has authorized the Permittees, in writing, to resume dangerous 13 
and/or mixed waste feed. 14 
Or 15 

B. Ecology, has not, within seven (7) days, notified the Permittees in writing of 16 
the following: 17 
1. The Permittees’ written report does not document that the corrective 18 

measures taken will minimize future exceedances. 19 
2. The Permittees must take further corrective measures and document that 20 

these further corrective measures will minimize future exceedances. 21 

III.10.I.17.d.xviii The Permittees will control fugitive emissions from the LAW Vitrification System by 22 
maintaining the melters under negative pressure. 23 

III.10.I.17.d.xix  Except during periods of vitrification system startup and shutdown, compliance with 24 
the operating conditions specified in Permit Condition III.10.I.17.d will be regarded 25 
as compliance with the required performance standards identified in Permit 26 
Conditions III.10.I.17.c. However, evidence that compliance with these operating 27 
conditions is insufficient to ensure compliance with the performance standards, will 28 
justify modification, revocation, or re-issuance of the Permit, in accordance with 29 
Permit Conditions III.C.2.e and f, or III.10.C.2.g. 30 

III.10.I.17.e Miscellaneous Thermal Unit Inspection Requirements [WAC 173-303-680(3)] 31 

A. The Permittees will inspect the LAW Vitrification System in accordance with the 32 
Inspection Plan in Operating Unit Group 10, Chapter 6A of this Permit. 33 

B. The inspection data for LAW Vitrification System will be recorded, and the 34 
records will be placed in the WTP Unit operating record for LAW Vitrification 35 
System, in accordance with Permit Condition III.10.I.4. 36 

C. The Permittees will comply with the inspection requirements specified in 37 
Operating Unit Group 10, Appendix 9.15 of this Permit. 38 

III.10.I.17.f Miscellaneous Thermal Unit Monitoring Requirements [WAC 173-303-670(5), 39 
WAC 173-303-670(6), WAC 173-303-670(7), and WAC 173-303-807(2), in accordance 40 
with WAC 173-303-680(3)] 41 

III.10.I.17.f.i Upon receipt of a written request from Ecology, the Permittees will perform sampling 42 
and analysis of the dangerous and/or mixed waste and exhaust emissions to verify 43 
that the operating requirements established in this Permit achieve the performance 44 
standards delineated in this Permit. 45 
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III.10.I.17.f.ii The Permittees will comply with the monitoring requirements specified in the 1 
Operating Unit Group 10, Appendices 9.3, 9.7, 9.13, and 9.18 of this Permit. 2 

III.10.I.17.f.iii The Permittees will operate, calibrate, and maintain the carbon monoxide and 3 
hydrocarbon CEMS specified in this Permit in accordance with Performance 4 
Specifications 4B and 8A of 40 CFR Part 60, Appendix B, in accordance with 5 
Appendix A to Subpart EEE of Part 63, and Operating Unit Group 10 Appendix 9.15 6 
of this Permit. 7 

III.10.I.17.f.iv The Permittees will operate, calibrate, and maintain the instruments specified in 8 
Permit Tables III.10.I.C, III.10.I.F, and Chapter 4E Table 4E-1. 9 

III.10.I.17.f.v The Permittees shall calibrate, inspect and maintain the following Melter 1 and 10 
Melter 2 cooling water flow and temperature instruments in accordance with 11 
manufacturer’s recommendations, or as specified in this Permit: 12 

1. Melter 1: FT/TI&FI-1206, FT/TI&FI-1209, FT/TI&FI-1215, FT/TI&FI-13 
1218, FT/TI&FI-1221, FT/TI&FI-1224, FT/TI&FI-1227, FT/TI&FI-1233, 14 
FT/TI&FI-1236, FT/TI&FI-1536, FT/TI&FI-1539; 15 

2. Melter 2: FT/TI&FI-2206, FT/TI&FI-2209, FT/TI&FI-2215, FT/TI&FI-16 
2218, FT/TI&FI-2221, FT/TI&FI-2224, FT/TI&FI-2227, FT/TI&FI-2233, 17 
FT/TI&FI-2236, FT/TI&FI-2536, FT/TI&FI-2539. 18 

III.10.I.18 Miscellaneous Thermal Unit Periodic Re-Testing Requirements 19 

Periodic Emission Re-testing Requirements [WAC 173-303-670(5), WAC 173-303-20 
670(7), and WAC 173-303-807(2), in accordance with WAC 173-303-680(2) and (3)]. 21 

III.10.I.18.a The Permittees must perform re-testing in accordance with the methods and frequencies 22 
described below or may submit proposed alternative test methods (e.g., CEMS) for 23 
consideration. This submittal must be provided no less than six (6) months prior to any 24 
required re-testing and must be approved by Ecology prior to implementation. 25 

III.10.I.18.b Dioxin and Furan Emission Testing 26 

A. Within eighteen (18) months of commencing operation pursuant to 27 
Permit Section III.10.I, the Permittees will submit to Ecology for approval, a 28 
Dioxin and Furan Emission Test Plan (DFETP) for the performance of emission 29 
testing of the LAW Vitrification System gases for dioxin and furans during 30 
“Normal Operating Conditions” as a permit modification in accordance with 31 
Permit Condition III.10.C.2.e. The DFETP will include all elements applicable to 32 
dioxin and furan emission testing included in the “Previously Approved 33 
Demonstration Test Plan,” applicable EPA promulgated test methods and 34 
procedures in effect at the time of the submittal, and projected commencement 35 
and completion dates for dioxin and furan emission test. “Normal Operating 36 
Conditions” will be defined for the purposes of this Permit Conditions as follows: 37 
1. Carbon monoxide emissions, dangerous and/or mixed waste feed-rate, and 38 

automatic waste feed cut-off parameters specified in Permit Table III.10.I.F 39 
(as approved/modified pursuant to Permit Conditions III.10.H.5 and 40 
III.10.H.3.d.v), that were established to maintain compliance with Permit 41 
Condition III.10.I.17.c.iv, as specified in Operating Unit Group 10, 42 
Appendix 9.15 of this Permit (as approved pursuant to Permit Condition 43 
III.10.H.3.d, and in accordance with III.10.I.17.c.xiii and III.10.I.17.d.xviii 44 
are held within the range of the average value over the previous twelve (12) 45 
months and the set-point value specified in Permit Table III.10.I.F. 46 
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The average value is defined as the sum of the rolling average values 1 
recorded over the previous twelve (12) months divided by the number of 2 
rolling averages recorded during that time. The average value will not 3 
include calibration data, malfunction data, and data obtained when not 4 
processing dangerous and/or mixed waste.  5 

2. Feed-rate of metals and chlorine/chloride are held within the range of the 6 
average value over the previous twelve (12) months and the set-point value 7 
specified on Permit Table III.10.I.D (as approved/modified pursuant to 8 
Permit Conditions III.10.H.5 and III.10.H.3.d.v). Feed rate of organics as 9 
measured by TOC are held within the range of the average value over the 10 
previous twelve (12) months. The average value is defined as the sum of the 11 
rolling average values recorded over the previous twelve (12) months divided 12 
by the number of rolling averages recorded during that time. The average 13 
value will not include data obtained when not processing dangerous and/or 14 
mixed waste. 15 

For purposes of this permit condition, the “Previously Approved Demonstration Test 16 
Plan” is defined to include the Demonstration Test Plan approved pursuant to Permit 17 
Condition III.10.H.5.f. 18 
B. Within sixty (60) days of Ecology’s approval of the DFETP, or within thirty-one 19 

(31) months of commencing operation pursuant to Permit Section III.10.I, 20 
whichever is later, the Permittees will implement the DFETP approved pursuant 21 
to Permit Condition III.10.I.18.b.A. 22 

C. The Permittees will resubmit the DFETP, approved pursuant to Permit Condition 23 
III.10.I.18.b.A, revised to include applicable EPA promulgated test methods and 24 
procedures in effect at the time of the submittal, and projected commencement 25 
and completion dates for dioxin and furan emission test as a permit modification 26 
in accordance with Permit Condition III.10.C.2.e at twenty-four (24) months 27 
from the implementation date of the testing required pursuant to Permit 28 
Condition III.10.I.18.b.A and at reoccurring eighteen (18) month intervals from 29 
the implementation date of the previously approved DFETP. The Permittees will 30 
implement these newly approved revised DFETPs, every thirty-one (31) months 31 
from the previously approved DFETP implementation date or within sixty (60) 32 
days of the newly Ecology approved revised DFETP, whichever is later, for the 33 
duration of this Permit.  34 

D. The Permittees will submit a summary of operating data collected pursuant to the 35 
DFETPs in accordance with Permit Conditions III.10.I.18.b.A and C to Ecology 36 
upon completion of the tests. The Permittees will submit to Ecology the complete 37 
test report within ninety (90) calendar days of completion of the testing. The test 38 
reports will be certified as specified in WAC 173-303-807(8), in accordance with 39 
WAC 173-303-680(2) and (3). 40 

E. If any calculations or testing results collected pursuant to the DFETPs in 41 
accordance with Permit Conditions III.10.I.18.b.A and C show an exceedance of 42 
Permit Condition III.10.I.17.c.iv, that one or more of the performance standards 43 
listed in Permit Condition III.10.I.17.c, with the exception of Permit Condition 44 
III.10.I.17.c.x, for the LAW Vitrification System were not met during the 45 
emission test, the Permittees will perform the following actions: 46 
1. Immediately stop dangerous and/or mixed waste feed to the LAW 47 

Vitrification System under the mode of operation that resulted in not meeting 48 
the performance standard(s). 49 
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2. Verbally notify Ecology within twenty-four (24) hours of discovery of not 1 
meeting the performance standard(s), as specified in Permit Condition I.E.21. 2 

3. Investigate the cause of the failure and submit a report of the investigation 3 
findings to Ecology within fifteen (15) days of discovery of not meeting the 4 
performance standard(s). 5 

4. Submit to Ecology within fifteen (15) days of discovery of not meeting the 6 
performance standard(s) documentation supporting a mode of operation 7 
where all performance standards listed in Permit Condition III.I0.I.17.c, with 8 
the exception of Permit Condition III.10.I.17.c.x, for the LAW Vitrification 9 
System were met during the demonstration test, if any such mode was 10 
demonstrated. 11 

5. Based on the information provided to Ecology by the Permittees pursuant to 12 
Permit Conditions III.10.I.18.b.E.1 through 4 above, and any additional 13 
information, Ecology may provide in writing, direction to the Permittees to 14 
stop dangerous waste and mixed waste feed to the LAW Vitrification System 15 
and/or amend the mode of operation the Permittees are allowed to continue 16 
operations prior to Ecology approval of the revised Demonstration Test Plan 17 
pursuant to Permit Condition III.10.I.18.b.E.6. 18 

6. Submit to Ecology within one-hundred and twenty (120) days of discovery of 19 
not meeting the performance standard(s) a revised Demonstration Test Plan 20 
requesting approval to retest as a permit modification pursuant to Permit 21 
Condition III.10.C.2.e. The revised Demonstration Test Plan must include 22 
substantive changes to prevent failure from reoccurring reflecting 23 
performance under operating conditions representative of the extreme range 24 
of normal conditions, and include revisions to Permit Tables III.10.I.D and F. 25 

F. If any calculations or testing results collected pursuant to the DFETPs in 26 
accordance with Permit Conditions III.10.I.18.b.A and C show that any emission 27 
rate for any constituent listed in Permit Table III.10.I.E, as approved/modified 28 
pursuant to Permit Conditions III.10.C.11.c or d is exceeded for LAW 29 
Vitrification System during the emission test, the Permittees will perform the 30 
following actions: 31 
1. Verbally notify Ecology within twenty-four (24) hours of the discovery of 32 

exceeding the emission rate(s), as specified in Permit Condition I.E.21. 33 
2. Submit to Ecology additional risk information to indicate that the increased 34 

emissions impact is off-set by decreased emission impact from one or more 35 
constituents expected to be emitted at the same time, and/or investigate the 36 
cause and impact of the exceedance and submit a report of the investigation 37 
findings to Ecology within fifteen (15) days of this discovery exceeding the 38 
emission rate(s). 39 

3. Based on the notification and any additional information, Ecology may 40 
provide, in writing, direction to the Permittees to stop dangerous and/or 41 
mixed waste feed to the LAW Vitrification System and/or to submit a revised 42 
Demonstration Test Plan DFETP as a permit modification pursuant to Permit 43 
Conditions III.10.C.2.e and f, or III.10.C.2.g. The revised Demonstration 44 
Test Plan must include substantive changes to prevent failure from 45 
reoccurring reflecting performance under operating conditions representative 46 
of the extreme range of normal conditions, and include revisions to Permit 47 
Tables III.10.I.D and III.10.I.F. 48 
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III.10.I.18.c Non-organic Emission Testing 1 

A. Within forty-eight (48) months of commencing operation pursuant to 2 
Permit Section III.10.I, the Permittees will resubmit to Ecology for approval the 3 
“Previously Approved Demonstration Test Plan” revised as a permit 4 
modification in accordance with Permit Condition III.10.C.2.e. The RDTP will 5 
include applicable EPA promulgated test methods and procedures in effect at the 6 
time of the submittal, projected commencement and completion dates for 7 
emission testing to demonstrate performance standards specified in Permit 8 
Conditions III.10.I.17.c.ii, iii, iv, v, vi, vii, viii, and ix, and non-organic emissions 9 
as specified in Permit Table III.10.I.E, as approved/modified pursuant to 10 
Permit Conditions III.10.H.3.d and III.10.C.11.c or d, under “Normal Operating 11 
Conditions.” “Normal Operating Conditions” will be defined for the purposes of 12 
this permit condition as follows: 13 
1. Carbon monoxide emissions, dangerous and/or mixed waste feed-rate, and 14 

automatic waste feed cut-off parameters specified in Permit Table III.10.I.F, 15 
as approved/modified pursuant to Permit Conditions III.10.H.3.d and 16 
III.10.C.11.c or d, that were established to maintain compliance with 17 
Permit Conditions III.10.I.17.c.ii, iii, iv, v, vi, vii, viii, and ix, and 18 
non-organic emissions, as specified in Permit Table III.10.I.E, as specified in 19 
Operating Unit Group 10, Appendix 9.15 of this Permit (as approved 20 
pursuant to Permit Conditions III.10.H.3.d and III.10.C.11.c or d), are held 21 
within the range of the average value over the previous twelve (12) months 22 
and the set-point value specified in Permit Table III.10.I.F. The average 23 
value is defined as the sum of the rolling average values recorded during that 24 
time. The average value will not include calibration data, malfunction data, 25 
and data obtained when not processing dangerous or mixed waste. 26 

2. Feed-rate of metals and chlorine/chloride are held within the range of the 27 
average value over the previous twelve (12) months and the set-point value 28 
specified in Permit Table III.10.I.D, as approved/modified pursuant to Permit 29 
Conditions III.10.H.3.d and III.10.C.11.c or d. The average value is defined 30 
as the sum of all rolling average values recorded over the previous twelve 31 
(12) months divided by the number of rolling averages recorded during that 32 
time. The average value will not include data obtained when not processing 33 
dangerous or mixed waste. 34 

For purposes of this permit condition, the “Previously Approved Demonstration 35 
Test Plan” is defined to include the Demonstration Test Plan approved pursuant 36 
to Permit Condition III.10.H.5.f. 37 

B. Within sixty (60) days of Ecology’s approval of the RDTP, or within sixty (60) 38 
months of commencing operation pursuant to Permit Section III.10.I, whichever 39 
is later, the Permittees will implement the RDTP approved pursuant to 40 
Permit Condition III.10.I.18.c.A. 41 

C. The Permittees will resubmit the RDTP, approved pursuant to Permit Condition 42 
III.10.I.18.c.A, revised to include applicable EPA promulgated test methods and 43 
procedures in effect at the time of the submittal, and projected commencement 44 
and completion dates for emission test as a permit modification in accordance 45 
with Permit Conditions III.10.C.2.e and f at forty-eight (48) months from the 46 
implementation date of the testing required pursuant to Permit Condition 47 
III.10.I.18.c.A and at recurring forty-eight (48) month intervals from the 48 
implementation date of the previously approved RDTP. The Permittees will 49 
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implement the newly approved RDTP, every sixty (60) months from the previous 1 
approved RDTP implementation date or within sixty (60) days of the newly 2 
Ecology approved RDTP, whichever is later, for the duration of this Permit. 3 

D. The Permittees will submit a summary of operating data collected pursuant to the 4 
RDTPs in accordance with Permit Conditions III.10.I.18.c.A and C to Ecology 5 
upon completion of the tests. The Permittees will submit to Ecology the complete 6 
test report within ninety (90) calendar days of completion of the testing. The test 7 
reports will be certified pursuant to WAC 173-303-807(8), in accordance with 8 
WAC 173-303-680(2) and (3). 9 

E. If any calculations or testing results collected pursuant to the RDTPs in 10 
accordance with Permit Conditions III.10.I.18.c.A and C show that any emission 11 
rate for any constituent listed in Permit Table III.10.I.E, as approved/modified 12 
pursuant to Permit Conditions III.10.H.3.d and III.10.C.11.c or d, is exceeded for 13 
LAW Vitrification System during the emission test, the Permittees will perform 14 
the following actions: 15 
1. Verbally notify Ecology within twenty-four (24) hours of the discovery of 16 

exceeding the emission rate(s), as specified in Permit condition I.E.21. 17 
2. Submit to Ecology additional risk information to indicate that the increased 18 

emissions impact is off-set by decreased emission impact from one or more 19 
constituents expected to be emitted at the same time, and/or investigate the 20 
cause and impact of the exceedance and submit a report of the investigation 21 
findings to Ecology within fifteen (15) days of this discovery of exceeding 22 
the emission rate(s). 23 

3. Based on the notification and any additional information, Ecology may 24 
provide, in writing, direction to the Permittees to stop dangerous and/or 25 
mixed waste feed to the LAW Vitrification System and/or to submit a revised 26 
Demonstration Test Plan as a permit modification pursuant to Permit 27 
Conditions III.10.C.2.e and f, or III.10.C.2.g. The revised Demonstration 28 
Test Plan must include substantive changes to prevent failure from 29 
reoccurring reflecting performance under operating conditions representative 30 
of the extreme range of normal conditions, and include revisions to Permit 31 
Tables III.10.I.D and III.10.I.F. 32 

F. If any calculations or testing results collected pursuant to the RDTPs in 33 
accordance with Permit Conditions III.10.I.18.c.A and C show that one or more 34 
of the performance standards listed in Permit Condition III.10.I.17.c, with the 35 
exception of Permit Condition III.10.I.17.c.x, for the LAW Vitrification System 36 
were not met during the emission test, the Permittees will perform the following 37 
actions: 38 
1. Immediately stop dangerous and/or mixed waste feed to the LAW 39 

Vitrification System under the mode of operation that resulted in not meeting 40 
the performance standard(s); 41 

2. Verbally notify Ecology within twenty-four (24) hours of discovery of not 42 
meeting the performance standard(s), as specified in Permit condition I.E.21. 43 

3. Investigate the cause of the failure and submit a report of the investigation 44 
findings to Ecology within fifteen (15) days of discovery of not meeting the 45 
performance standard(s). 46 
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4. Submit to Ecology within fifteen (15) days of discovery of not meeting the 1 
performance standard(s) documentation supporting a mode of operation 2 
where all performance standards listed in Permit Condition III.10.I.17.c, with 3 
the exception of Permit Condition III.10.I.17.c.x, for the LAW Vitrification 4 
System were met during the demonstration test, if any such mode was 5 
demonstrated. 6 

5. Based on the information provided to Ecology by the Permittees pursuant to 7 
Permit Conditions III.10.I.18.c.F.1 through 4 above, and any additional 8 
information, Ecology may provide in writing, direction to the Permittees to 9 
stop dangerous and/or mixed waste feed to the LAW Vitrification System 10 
and/or amend the mode of operation the Permittees are allowed to continue 11 
operations prior to Ecology approval of the revised Demonstration Test Plan 12 
pursuant to Permit Condition III.10.I.18.c.F.6. 13 

6. Submit to Ecology within one hundred and twenty (120) days of discovery of 14 
not meeting the performance standard(s) a revised Demonstration Test Plan 15 
requesting approval to retest as a permit modification pursuant to Permit 16 
Conditions III.10.C.2.e and f. The revised Demonstration Test Plan must 17 
include substantive changes to prevent failure from reoccurring reflecting 18 
performance under operating conditions representative of the extreme range 19 
of normal conditions, and include revisions to Permit Tables III.10.I.D and F. 20 

III.10.I.18.d Other Emission Testing 21 

A. Within seventy-eight (78) months of commencing operation pursuant to Permit 22 
Section III.10.I, the Permittees will resubmit to Ecology for approval the 23 
“Previously Approved Demonstration Test Plan” revised as a permit 24 
modification in accordance with Permit Conditions III.10.C.2.e and f. The RDTP 25 
will include applicable EPA-promulgated test methods and procedures in effect 26 
at the time of the submittal, projected commencement and completion dates for 27 
emission testing to demonstrate performance standards as specified in Permit 28 
Conditions III.10.I.17.c.viii and ix, and emissions as specified in Permit Table 29 
III.10.I.E, as approved/modified pursuant to Permit Conditions III.10.H.3.d and 30 
III.10.C.11.c or d, not addressed under Permit Conditions III.10.I.18.b or c under 31 
“Normal Operating Conditions.” “Normal Operating Conditions” will be defined 32 
for the purposes of this permit condition as follows: 33 
1. Carbon monoxide emissions, dangerous and/or mixed waste feed-rate, and 34 

automatic waste feed cut-off parameters specified in Permit Table III.10.I.F, 35 
as approved/modified pursuant to Permit Condition III.10.H.3.d and 36 
III.10.C.11.c or d, that were established to maintain compliance with Permit 37 
Conditions III.10.I.17.c.viii and ix, and emissions as specified in Permit 38 
Table III.10.I.E, not addressed under Permit Conditions III.10.I.18.b or c as 39 
specified in Operating Unit Group 10, Appendix 9.15 of this Permit, as 40 
approved pursuant to Permit Condition III.10.H.3.d, and in accordance with 41 
Permit Conditions III.10.I.17.c.xiii and III.10.I.17.d.xviii are held within the 42 
range of the average value over the previous twelve (12) months and the 43 
set-point value specified on Permit Table III.10.I.F. The average value is 44 
defined as the sum of all rolling average values recorded over the previous 45 
twelve (12) months divided by the number of rolling averages recording 46 
during that time. The average value will not include calibration data, 47 
malfunction data, and data obtained when not processing dangerous and/or 48 
mixed waste. 49 
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2. Feed-rate of metals and chlorine/chloride are held within the range of the 1 
average value over the previous twelve (12) months and the set-point value 2 
specified in Permit Table III.10.I.D, as approved/modified pursuant to Permit 3 
Conditions III.10.H.3.d. and III.10.C.11.c or d. Feed-rate organics as 4 
measured by TOC are held within the range of the average value over the 5 
previous twelve (12) months. The average value is defined as the sum of the 6 
rolling average values recorded over the previous twelve (12) months divided 7 
by the number of rolling averages recorded during that time. The average 8 
value will not include data obtained when not processing dangerous and/or 9 
mixed waste. 10 

For purposes of this permit condition, the “Previously Approved Demonstration 11 
Test Plan” is defined to include the Demonstration Test Plan approved pursuant 12 
to Permit Condition III.10.H.5.f. 13 

B. Within sixty (60) days of Ecology’s approval of the RDTP, or within ninety-one 14 
(91) months of commencing operation pursuant to Permit Section III.10.I, 15 
whichever is later, the Permittees will implement the RDTP approved pursuant to 16 
Permit Condition III.10.I.18.c.A. 17 

C. The Permittees will submit a summary of operating data collected pursuant to the 18 
RDTPs in accordance with Permit Condition III.10.I.18.c.A to Ecology upon 19 
completion of the tests. The Permittees will submit to Ecology the complete test 20 
report within ninety (90) calendar days of completion of testing. The test reports 21 
will be certified as specified in WAC 173-303-807(8), in accordance with Permit 22 
Condition WAC 173-303-680(2) and (3). 23 

D. If any calculations or testing results show that one or more of the performance 24 
standards listed in Permit Condition III.10.I.17.c, with the exception of Permit 25 
Condition III.10.I.17.c.x, for the LAW Vitrification System were not met during 26 
the emission test, the Permittees will perform the following actions: 27 
1. Immediately stop dangerous and/or mixed waste feed to the LAW 28 

Vitrification System under the mode of operation that resulted in not meeting 29 
the performance standard(s). 30 

2. Verbally notify Ecology within twenty-four (24) hours of discovery of not 31 
meeting the performance standards(s), as specified in Permit Condition 32 
I.E.21. 33 

3. Investigate the cause of the failure and submit a report of the investigation 34 
findings to Ecology within fifteen (15) days of discovery of not meeting the 35 
performance standard(s). 36 

4. Submit to Ecology within fifteen (15) days of discovery of not meeting the 37 
performance standard(s) documentation supporting a mode of operation 38 
where all performance standards listed in Permit Condition III.10.I.17.c, with 39 
the exception of Permit Condition III.10.I.17.c.x, for the LAW Vitrification 40 
System were met during the demonstration test, if any such mode was 41 
demonstrated. 42 

5. Based on the information provided to Ecology by the Permittees pursuant to 43 
Permit Conditions III.10.I.18.d.D.1 through 4 above, and any additional 44 
information, Ecology may provide in writing, direction to the Permittees to 45 
stop dangerous and/or mixed waste feed to the LAW Vitrification System 46 
and/or amend the mode of operation the Permittees are allowed to continue 47 
operations prior to Ecology approval of the revised Demonstration Test Plan, 48 
pursuant to Permit Condition III.10.I.18.d.D.6. 49 
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6. Submit to Ecology within one hundred and twenty (120) days of discovery of 1 
not meeting the performance standard(s) a revised Demonstration Test Plan 2 
requesting approval to retest as a permit modification pursuant to Permit 3 
Conditions III.10.C.2.e and f. The revised Demonstration Test Plan must 4 
include substantive changes to prevent failure from reoccurring reflecting 5 
performance under operating conditions representative of the extreme range 6 
of normal conditions, and include revisions to Permit Tables III.10.I.D and 7 
III.10.I.F. 8 

E. If any calculations or testing results show that any emission rate for any 9 
constituent listed in Permit Table III.10.I.E, as approved/modified pursuant to 10 
Permit Conditions III.10.C.11.c or d, is exceeded for LAW Vitrification System 11 
during the emission test, the Permittees will perform the following actions; 12 
1. Verbally notify Ecology within twenty-four (24) hours of the discovery of 13 

exceeding the emission rate(s), as specified in Permit Condition I.E.21. 14 
2. Submit to Ecology additional risk information to indicate that the increased 15 

emissions impact if off-set by decreased emission impact from one or more 16 
constituents expected to be emitted at the same time, and/or investigate the 17 
cause and impact of the exceedance of the emissions rate(s) and submit a 18 
report of the investigation findings to Ecology within fifteen (15) days of the 19 
discovery of the exceedance of the emission rate(s). 20 

3. Based on the notification and any additional information, Ecology may 21 
provide, in writing, direction to the Permittees to stop dangerous and/or 22 
mixed waste feed to the LAW Vitrification System and/or to submit a revised 23 
Demonstration Test Plan as a permit modification pursuant to Permit 24 
Conditions III.10.C.2.e and f, or III.10.C.2.g. The revised Demonstration 25 
Test Plan must include substantive changes to prevent failure from 26 
reoccurring reflecting performance under operating conditions representative 27 
of the extreme rage of normal conditions, and include revisions to Permit 28 
Tables III.10.I.D and F.  29 
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Table III.10.I.A  Low-Activity Waste Vitrification System Descriptiona 

Sub-system 
Description 

Sub-system 
Designation 

Engineering Description 
(Drawing Nos., Specification Nos., etc.) 

Narrative Description, 
Tables and Figures 

RESERVED RESERVED RESERVED RESERVED 
aSee Permit Table III.10.H.A for the current LAW Vitrification System Description. 

 1 
Table III.10.I.B  Low-Activity Waste Vitrification System Secondary Containment Systems  

Including Sumps and Floor Drains 
Sump/Floor Drain I.D. # 

& Room Location 
Maximum Sump 

Capacity (gallons) 
Sump Dimensionsa 
(feet) & Materials of 

Construction 

Engineering Description 
(Drawing Nos., 

Specification Nos., etc.) 
RESERVED RESERVED RESERVED RESERVED 
aSee Permit Table Chapter 4E, Table 4E-5 for the current LAW Vitrification System Secondary Containment Systems Including Sumps and Floor 
Drains. 

 2 
Table III.10.I.C  Low-Activity Waste Vitrification Systems Process 

and Leak Detection System Instruments and Parameters 
Sub-system 
Locator and 

Name 
(Including 

P&ID) 

Control 
Parameter 

Type of 
Measuring or 

Leak 
Detection 

Instrument 

Location of 
Measuring 
Instrument 
(Tag No.) 

Instrument 
Range 

Failure State Expected 
Range 

Instrument 
Accuracy 

Instrument 
Calibration 
Method No. 
and Range 

RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED 
aSee Permit Table III.10.H.C for the current LAW Vitrification Systems Process and Leak Detection System Instruments and Parameters. 

 3 
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Table III.10.I.D  Maximum Feed-Rates to Low-Activity Waste Vitrification System 
(RESERVED) 

Description of Waste Normal Operation 
Dangerous and/or Mixed Waste Feed Rate RESERVED 
Total Chlorine/Chloride Feed Rate  RESERVED 
Total Metal Feedrates RESERVED 

 1 
Table III.10.I.E  Low-Activity Waste Vitrification System Estimated Emission Rates (RESERVED) 

Chemicals CAS Number Emission Rates 
(grams/second) 

RESERVED RESERVED RESERVED 
 2 

Table III.10.I.F  Low-Activity Waste Vitrification System Waste Feed Cut-off Parameters*1 (RESERVED) 
Sub-system Designation Instrument Tag 

Number 
Parameter 

Description 
Set-points During Normal 

Operation 

RESERVED RESERVED RESERVED RESERVED 
*A CMS will be used as defined in Permit Section III.10.C.1.  
1Maximum Feed-rate will be set based on not exceeding any of the constituent (e.g., metals and chlorine/chloride) feed limits specified on  
Table III.10.I.D of this Permit. 

 3 

I I I I 

I I I I 
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 HIGH-LEVEL WASTE VITRIFICATION SYSTEM – SHORT TERM 1 
MISCELLANEOUS THERMAL TREATMENT UNIT-SHAKEDOWN, 2 
DEMONSTRATION TEST, AND POST DEMONSTRATION TEST 3 

 For purposes of Permit Section III.10.J, where reference is made to WAC 173-303-640, 4 
the following substitutions apply: substituting the terms “HLW Vitrification System” for 5 
“tank system(s),” “sub-system(s)” for “tank(s),” “sub-system equipment” for “ancillary 6 
equipment,” and “sub-system(s) or sub-system equipment of a HLW Vitrification 7 
System” for “component(s),” in accordance with WAC 173-303-680. 8 

III.10.J.1 General Conditions During Shakedown, Demonstration Test, and 9 
Post-Demonstration Test for HLW Vitrification System 10 

III.10.J.1.a Construction and Maintenance [WAC 173-303-640, in accordance with WAC 173-303-11 
680(2) and (3), and WAC 173-303-340]. 12 

III.10.J.1.a.i The Permittees will construct the HLW Vitrification System (listed in Permit Tables 13 
III.10.J.A and III.10.J.B, as approved/modified pursuant to Permit Condition 14 
III.10.J.5) as specified in Permit Condition III.10.J.1 and Operating Unit Group 10, 15 
Chapter 4 of this Permit, and Operating Unit Group 10, Appendices 10.1 through 16 
10.15 and 10.17 of this Permit, as approved pursuant to Permit Conditions III.10.J.5.a 17 
through d, and III.10.J.5.f. 18 

III.10.J.1.a.ii The Permittees will construct all containment systems for the HLW Vitrification 19 
System as specified in Operating Unit Group 10, Chapter 4 of this Permit, and 20 
Operating Unit Group 10, Appendices 10.2, 10.4, through 10.14 of this Permit, as 21 
approved pursuant to Permit Conditions III.10.J.5.a through d. 22 

III.10.J.1.a.iii The Permittees will ensure all certifications required by specialists (e.g., IQRPE, 23 
independent corrosion expert, independent qualified installation inspector, etc.) use 24 
the following statement or equivalent pursuant to Permit Condition III.10.C.10: 25 

“I, (Insert Name) have (choose one or more of the following: overseen, supervised, 26 
reviewed, and/or certified) a portion of the design or installation of a new HLW 27 
Vitrification system or component located at (address), and owned/operated by 28 
(name[s]). My duties were: (e.g., installation inspector, testing for tightness, etc.), for 29 
the following HLW Vitrification system components (e.g., the venting piping, etc.), 30 
as required by the Dangerous Waste Regulations, namely, WAC 173-303-640(3) 31 
(applicable paragraphs [i.e., (a) through (g)] in accordance with WAC 173-303-680). 32 

“I certify under penalty of law that I have personally examined and am familiar with 33 
the information submitted in this document and all attachments and that, based on my 34 
inquiry of those individuals immediately responsible for obtaining the information, I 35 
believe that the information is true, accurate, and complete. I am aware that there are 36 
significant penalties for submitting false information, including the possibility of fine 37 
and imprisonment.” 38 

III.10.J.1.a.iv The Permittees must ensure that proper handling procedures are adhered to in order 39 
to prevent damage to the HLW Vitrification System during installation. Prior to 40 
covering, enclosing, or placing the new HLW Vitrification System or component in 41 
use, an independent qualified installation inspector or an IQRPE, either of whom is 42 
trained and experienced in the proper installation of similar systems or components, 43 
must inspect the system for the presence of any of the following items: 44 

A. Weld breaks. 45 
B. Punctures. 46 

111.1 O.J 
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C. Scrapes of protective coatings. 1 
D. Cracks. 2 
E. Corrosion. 3 
F. Other structural damage or inadequate construction/installation. 4 

All discrepancies must be remedied before the HLW Vitrification system is covered, 5 
enclosed, or placed in use [WAC 173-303-640(3)(c), in accordance with 6 
WAC 173-303-680(2) and (3)]. 7 

III.10.J.1.a.v For the HLW Vitrification System or components that are placed underground and 8 
that are back-filled, the Permittees must provide a backfill material that is a 9 
non-corrosive, porous, homogeneous substance. The backfill must be installed so that 10 
it is placed completely around the HLW Vitrification System and compacted to 11 
ensure that the HLW Vitrification System is fully and uniformly supported 12 
[WAC 173-303-640(3)(d), in accordance with WAC 173-303-680(2) and (3)]. 13 

III.10.J.1.a.vi The Permittees must test for tightness the HLW Vitrification System or components, 14 
prior to being covered, enclosed, or placed into use. If the HLW Vitrification System 15 
or components are found not to be tight, all repairs necessary to remedy the leak(s) in 16 
the system must be performed prior to the HLW Vitrification System being covered, 17 
enclosed, or placed in use [WAC 173-303-640(3)(e), in accordance with 18 
WAC 173-303-680(2) and (3)]. 19 

III.10.J.1.a.vii The Permittees must ensure the HLW Vitrification System equipment is supported 20 
and protected against physical damage and excessive stress due to settlement, 21 
vibration, expansion, or contraction [WAC 173-303-640(3)(f), in accordance with 22 
WAC 173-303-680(2) and (3)]. 23 

III.10.J.1.a.viii The Permittees must provide the type and degree of corrosion protection 24 
recommended by an independent corrosion expert, based on the information provided 25 
in Operating Unit Group 10, Appendices 10.9 and 10.11 of this Permit, as approved 26 
pursuant to Permit Conditions III.10.J.5.b.i, III.10.J.5.b.iv, III.10.J.5.b.v, III.10.J.5.c.i, 27 
III.10.J.5.c.iv, III.10.J.5.c.v, III.10.J.5.d.i, III.10.J.5.d.iv, and III.10.J.5.d.v, or other 28 
corrosion protection if Ecology believes other corrosion protection is necessary to 29 
ensure the integrity of the HLW Vitrification System during use of the HLW 30 
Vitrification System. The installation of a corrosion protection system that is field 31 
fabricated must be supervised by an independent corrosion expert to ensure proper 32 
installation [WAC 173-303-640(3)(g), in accordance with WAC 173-303-680(2) and 33 
(3)]. 34 

III.10.J.1.a.ix Prior to initial receipt of dangerous and/or mixed waste in the WTP Unit, the 35 
Permittees will obtain and keep on file in the WTP Unit operating record, written 36 
statements by those persons required to certify the design of the HLW Vitrification 37 
System and supervise the installation of the HLW Vitrification System, as specified 38 
in WAC 173-303-640(3)(b), (c), (d), (e), (f), and (g), in accordance with WAC 173-39 
303-680, attesting that the HLW Vitrification system and corresponding containment 40 
system listed in Permit Tables III.10.J.A and III.10.J.B, as approved/modified 41 
pursuant to Permit Condition III.10.J.5, were properly designed and installed, and 42 
that repairs, in accordance with WAC 173-303-640(3)(c) and (e), were performed 43 
[WAC 173-303-640(3)(a) and WAC 173-303-640(3)(h), in accordance with 44 
WAC 173-303-680(3)]. 45 
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III.10.J.1.a.x The independent HLW Vitrification System installation inspection and subsequent 1 
written statements will be certified in accordance with WAC 173-303-810(13)(a), as 2 
modified pursuant to Permit Condition III.10.J.1.a.iii, comply with all requirements 3 
of WAC 173-303-640(3)(h) in accordance with WAC 173-303-680, and will 4 
consider, but not be limited to, the following LAW Vitrification System installation 5 
documentation: 6 

A. Field installation report with date of installation. 7 
B. Approved welding procedures. 8 
C. Welder qualification and certifications. 9 
D. Hydro-test reports, as applicable, in accordance with the American Society of 10 

Mechanical Engineers Boiler and Pressure Vessel Code, Section VIII, 11 
Division 1; API Standard 620, or Standard 650, as applicable. 12 

E. Tester credentials. 13 
F. Field inspector credentials. 14 
G. Field inspector reports. 15 
H. Field waiver reports. 16 
I. Non-compliance reports and corrective action (including field waiver 17 

reports) and repair reports. 18 

III.10.J.1.a.xi The Permittees will ensure periodic integrity assessments are conducted on the HLW 19 
Vitrification System, listed in Permit Table III.10.J.A, as approved/modified pursuant 20 
to Permit Condition III.10.J.5, over the term of this Permit, in accordance with 21 
WAC 173-303-680(2) and (3) as specified in WAC 173-303-640(3)(b), following the 22 
description of the integrity assessment program and schedule in Operating Unit 23 
Group 10, Addendum E of this Permit, as approved pursuant to Permit Conditions 24 
III.10.J.5.e.i and III.10.C.5.c. Results of the integrity assessments will be included in 25 
the WTP Unit operating record until ten (10) years after post-closure, or corrective 26 
action is complete and certified, whichever is later. 27 

III.10.J.1.a.xii The Permittees will address problems detected during the HLW Vitrification System 28 
integrity assessments specified in Permit Condition III.10.J.1.a.xi following the 29 
integrity assessment program in Operating Unit Group 10, Addendum E of this 30 
Permit, as approved pursuant to Permit Conditions III.10.J.5.e.i and III.10.C.5.c. 31 

III.10.J.1.a.xiii All process monitors/instruments as specified in Permit Table III.10.J.F, as 32 
approved/modified pursuant to Permit Condition III.10.J.5, will be equipped with 33 
operational alarms to warn of deviation, or imminent deviation from the limits 34 
specified in Permit Table III.10.J.F. 35 

III.10.J.1.a.xiv The Permittees will install and test all process and leak detection system 36 
monitors/instrumentation as specified in Permit Tables III.10.J.C and III.10.J.F, as 37 
approved/modified pursuant to Permit Condition III.10.J.5, in accordance with 38 
Operating Unit Group 10, Appendices 10.1, 10.2, and 10.14 of this Permit, as 39 
approved pursuant to Permit Conditions III.10.J.5.d.x and III.10.J.5.f.xvi. 40 

III.10.J.1.a.xv Except during periods of HLW Vitrification System start up and shut down, no 41 
dangerous and/or mixed waste will be treated in the HLW Vitrification System unless 42 
the operating conditions specified under Permit Condition III.10.J.1.c are complied 43 
with. 44 
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III.10.J.1.a.xvi The Permittees will not place dangerous and/or mixed waste, treatment reagents, or 1 
other materials in the HLW Vitrification System if these substances could cause the 2 
subsystem, subsystem equipment, or the containment system to rupture, leak, 3 
corrode, or otherwise fail [WAC 173-303-640(5)(a), in accordance with 4 
WAC 173-303-680(2)]. This condition is not applicable to corrosion of HLW 5 
Vitrification System sub-system and sub-system equipment that are expected to be 6 
replaced as part of normal operations (e.g., melters). 7 

III.10.J.1.a.xvii The Permittees will operate the HLW Vitrification System to prevent spills and 8 
overflows using description of controls and practices as required under 9 
WAC 173-303-640(5)(b) described in Permit Condition III.10.C.5, and Operating 10 
Unit Group 10, Appendix 10.18 of this Permit, as approved pursuant to Permit 11 
Condition III.10.J.5.e [WAC 173-303-640(5)(b), in accordance with WAC 173-303-12 
680(2) and (3), and WAC 173-303-806(4)(c)(ix)]. 13 

III.10.J.1.a.xviii For routinely non-accessible HLW Vitrification System sub-systems, as specified in 14 
Operating Unit Group 10, Chapter 4 of this Permit, as updated pursuant to Permit 15 
Condition III.10.J.5.e.vi, the Permittees will mark all routinely non-accessible HLW 16 
Vitrification System sub-systems access points with labels or signs to identify the 17 
waste contained in each HLW Vitrification System sub-system. The label, or sign, 18 
must be legible at a distance of at least fifty (50) feet or posted at each entrance, and 19 
must bear a legend which identifies the waste in a manner which adequately warns 20 
employees and emergency response personnel, of the major risk(s) associated with 21 
the waste being stored or treated in the HLW Vitrification System sub-systems. For 22 
the purposes of this permit condition, “routinely non-accessible” means personnel are 23 
unable to enter these areas while waste is being managed in them [WAC 173-303-24 
640(5)(d), in accordance with WAC 173-303-680(2)]. 25 

III.10.J.1.a.xix For all HLW Vitrification System sub-systems not addressed in Permit Condition 26 
III.10.J.1.a.xviii, the Permittees will mark all these HLW Vitrification System 27 
sub-systems holding dangerous and/or mixed waste with labels or signs to identify 28 
the waste contained in the HLW Vitrification System sub-systems. The labels, or 29 
signs, must be legible at a distance of at least fifty (50) feet or posted at each 30 
entrance, and must bear a legend which identifies the waste in a manner which 31 
adequately warns employees and emergency response personnel, of the major risk(s) 32 
associated with the waste being stored or treated in the HLW Vitrification System 33 
sub-systems [WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)]. 34 

III.10.J.1.a.xx The Permittees will ensure that the containment systems for the HLW Vitrification 35 
System sub-systems listed in Permit Tables III.10.J.A and III.10.J.B, as 36 
approved/modified pursuant to Permit Condition III.10.J.5, are free of cracks or gaps 37 
to prevent any migration of dangerous and/or mixed waste or accumulated liquid out 38 
of the system to the soil, groundwater, or surface water at any time during use of the 39 
HLW Vitrification System sub-systems. Any indication that a crack or gap may exist 40 
in the containment systems will be investigated and repaired in accordance with 41 
Operating Unit Group 10, Appendix 10.18 of this Permit, as approved pursuant to 42 
Permit Condition III.10.J.5.e.v [WAC 173-303–640(4)(b)(i), WAC 173-303-43 
640(4)(e)(i)(C), and WAC 173-303-640(6), in accordance with WAC 173-303-44 
680(2) and (3), WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-320]. 45 
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III.10.J.1.a.xxi The Permittees must immediately, and safely, remove from service any HLW 1 
Vitrification System or secondary containment system which, through an integrity 2 
assessment, is found to be “unfit for use” as defined in WAC 173-303-040, following 3 
Permit Conditions III.10.J.1.a.xxiii.A through D, and F. The affected HLW 4 
Vitrification System, or secondary containment system, must be either repaired or 5 
closed in accordance with Permit Condition III.10.J.1.a.xxiii.E [WAC 173-303-6 
640(7)(e) and (f), and WAC 173-303-640(8), in accordance with WAC 173-303-7 
680(3)]. 8 

III.10.J.1.a.xxii An impermeable coating, as specified in Operating Unit Group 10, Appendices 10.4, 9 
10.5, 10.7, 10.9, 10.11, and 10.12 of this Permit, as approved pursuant to Permit 10 
Condition III.10.J.5.b.v, will be maintained for all concrete containment systems and 11 
concrete portions of containment systems for each HLW Vitrification System 12 
sub-systems listed in Permit Tables III.10.J.A and III.10.J.B as approved/modified 13 
pursuant to Permit Condition III.10.J.5 (concrete containment systems that do not 14 
have a liner, pursuant to WAC 173-303-640(4)(e)(i), in accordance with 15 
WAC 173-303-680(2), and have construction joints, will meet the requirements of 16 
WAC 173-303-640(4)(e)(ii)(C), in accordance with WAC 173-303-680(2). The 17 
coating will prevent migration of any dangerous and mixed waste into the concrete. 18 
All coatings will meet the following performance standards: 19 

A. The coating must seal the containment surface such that no cracks, seams, or 20 
other avenues through which liquid could migrate, are present; 21 

B. The coating must be of adequate thickness and strength to withstand the 22 
normal operation of equipment and personnel within the given area such that 23 
degradation or physical damage to the coating or lining can be identified and 24 
remedied before dangerous and mixed waste could migrate from the system; 25 
and 26 

C. The coating must be compatible with the dangerous and mixed waste, 27 
treatment reagents, or other materials managed in the containment system 28 
[WAC 173-303-640(4)(e)(ii)(D), in accordance with WAC 173-303-680(2) 29 
and (3), and WAC 173-303-806(4)(i)(i)(A)].  30 

III.10.J.1.a.xxiii The Permittees will inspect all containment systems for the HLW Vitrification 31 
System sub-systems listed in Permit Tables III.10.J.A and III.10.J.B, as 32 
approved/modified pursuant to Permit Condition III.10.J.5, in accordance with the 33 
Inspection Plan specified in Operating Unit Group 10, Chapter 6A of this Permit, as 34 
approved pursuant to Permit Conditions III.10.J.5.e.i and III.10.C.5.c, and take the 35 
following actions if a leak or spill of dangerous and/or mixed waste is detected in 36 
these containment systems [WAC 173-303-640(5)(c) and WAC 173-303-640(6), in 37 
accordance with WAC 173-303-680(2) and (3), WAC 173-303-320, and 38 
WAC 173-303-806(4)(i)(i)(B)]: 39 

A. Immediately, and safely, stop the flow of dangerous and/or mixed waste into 40 
the HLW Vitrification System sub-systems or secondary containment 41 
system.  42 

B. Determine the source of the dangerous and/or mixed waste. 43 
C. Remove the dangerous and/or mixed waste from the containment area in 44 

accordance with WAC 173-303-680(2) and (3), as specified in 45 
WAC 173-303-640(7)(b). The dangerous and/or mixed waste removed from 46 
containment areas of the HLW Vitrification System sub-systems will be, as a 47 
minimum, managed as mixed waste. 48 
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D. If the cause of the release was a spill that has not damaged the integrity of the 1 
HLW Vitrification System sub-system, the Permittees may return the HLW 2 
Vitrification System sub-system to service in accordance with 3 
WAC 173-303-680(2) and (3), as specified in WAC 173-303-640(7)(e)(ii). In 4 
such case, the Permittees will take action to ensure the incident that caused 5 
the dangerous and/or mixed waste to enter the containment system will not 6 
re-occur [WAC 173-303-320(3)]. 7 

E. If the source of the dangerous and/or mixed waste is determined to be a leak 8 
from the primary HLW Vitrification System into the secondary containment 9 
system, or the system is unfit for use as determined through an integrity 10 
assessment or other inspection, the Permittees will comply with the 11 
requirements of WAC 173-303-640(7) and take the following actions: 12 
1. Close the HLW Vitrification System Sub-system following procedures in 13 

WAC 173-303-640(7)(e)(i), in accordance with WAC 173-303-680 and 14 
Operating Unit Group 10, Addendum H of this Permit, as approved 15 
pursuant to Permit Condition III.10.C.8, or 16 

2. Repair and re-certify (in accordance with WAC 173-303-810(13)(a), as 17 
modified pursuant to Permit Condition III.10.J.1.a.iii) the HLW 18 
Vitrification System in accordance with Operating Unit Group 10, 19 
Appendix 10.18 of this Permit, as approved pursuant to Permit Condition 20 
III.10.J.5.e.v, before the HLW Vitrification System is placed back into 21 
service [WAC 173-303-640(7)(e)(iii) and WAC 173-303-640(7)(f), in 22 
accordance with WAC 173-303-680]. 23 

F. The Permittees will document, in the WTP Unit operating record, 24 
actions/procedures taken to comply with A through E above, as specified in 25 
WAC 173-303-640(6)(d), in accordance with WAC 173-303-680(2) and (3). 26 

G. In accordance with WAC 173-303-680(2) and WAC 173-303-680 (3), the 27 
Permittees will notify and report releases to the environment to Ecology, as 28 
specified in WAC 173-303-640(7)(d). 29 

III.10.J.1.a.xxiv If liquids (e.g., dangerous and/or mixed waste leaks and spills, precipitation, fire 30 
water, liquids from damaged or broken pipes) cannot be removed from the secondary 31 
containment system within twenty-four (24) hours, Ecology will be verbally notified 32 
within twenty-four (24) hours of discovery. The notification will provide the 33 
information in A, B, and C, listed below. The Permittees will provide Ecology with a 34 
written demonstration within seven (7) business days, identifying at a minimum 35 
[WAC 173-303-640(4)(c)(iv) and WAC 173-303-640(7)(b)(ii), in accordance with 36 
WAC 173-303-680(3) and WAC 173-303-806(4)(i)(i)(B)]: 37 

A. Reasons for delayed removal; 38 
B. Measures implemented to ensure continued protection of human health and 39 

the environment; 40 
C. Current actions being taken to remove liquids from secondary containment.  41 

III.10.J.1.a.xxv All air pollution control devices and capture systems in the HLW Vitrification 42 
System will be maintained and operated at all times in a manner so as to minimize 43 
the emissions of air contaminants and to minimize process upsets. Procedures for 44 
ensuring that the air pollution control devices and capture systems in the HLW 45 
Vitrification System are properly operated and maintained so as to minimize the 46 
emission of air contaminants and process upsets will be established. 47 
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III.10.J.1.a.xxvi In all future narrative permit submittals, the Permittees will include HLW 1 
Vitrification sub-system names with the sub-system designation. 2 

III.10.J.1.a.xxvii Modifications to approved design, plans, and specifications in Operating Unit 3 
Group 10 of this Permit for the HLW Vitrification System will be allowed only in 4 
accordance with Permit Conditions III.10.C.2.e and f, or III.10.C.2.g, III.10.C.9.d, e, 5 
and h. 6 

III.10.J.1.a.xxviii For any portion of the HLW Vitrification System that has the potential for formation 7 
and accumulation of hydrogen gases, the Permittees will operate the portion to 8 
maintain hydrogen levels below the lower explosive limit [WAC 173-303-9 
815(2)(b)(ii)]. 10 

III.10.J.1.a.xxix For each HLW Vitrification System sub-system holding dangerous waste which are 11 
acutely or chronically toxic by inhalation, the Permittees will operate the system to 12 
prevent escape of vapors, fumes or other emissions into the air [WAC 173-303-13 
806(4)(i)(i)(B) and WAC 173-303-640(5)(e) in accordance with WAC 173-303-680]. 14 

III.10.J.1.b Performance Standards 15 

III.10.J.1.b.i The HLW Vitrification System must achieve a DRE of 99.99% for the PODCs listed 16 
below [40 CFR §63.1203(c)(1) and 40 CFR 63.1203(c)(2), in accordance with 17 
WAC 173-303-680(2)]. 18 

RESERVED 19 
DRE in this Permit condition will be calculated in accordance with the formula 20 
given below: 21 
DRE=[1-(Wout/Win)] x 100% 22 
Where: 23 
Win=mass feed rate of one PODC in a waste feed stream; and 24 
Wout=mass emission rate of the same PODC present in exhaust emissions prior to 25 

release to the atmosphere. 26 

III.10.J.1.b.ii Particulate matter emissions from the HLW Vitrification System will not exceed 27 
34 mg/dscm (0.015 grains/dscf) [40 CFR §63.1203(b)(7), in accordance with 28 
WAC 173-303-680(2)]: 29 

III.10.J.1.b.iii Hydrochloric acid and chlorine gas emissions from the HLW Vitrification System 30 
will not exceed 21 ppmv, combined [40 CFR §63.1203(b)(6), in accordance with 31 
WAC 173-303-680(2)]: 32 

III.10.J.1.b.iv Dioxin and Furan TEQ emissions from the HLW Vitrification System will not 33 
exceed 0.2 ng/dscm [40 CFR §63.1203(b)(1), in accordance with WAC 173-303-34 
680(2)]: 35 

III.10.J.1.b.v Mercury emissions from the HLW Vitrification System will not exceed 45 µg/dscm, 36 
[40 CFR §63.1203(b)(2), in accordance with WAC 173-303-680(2)]. 37 

III.10.J.1.b.vi Lead and cadmium emissions from the HLW Vitrification System will not exceed 38 
120 µg/dscm, combined [40 CFR §63.1203(b)(3), in accordance with WAC 173-303-39 
680(2)]. 40 

III.10.J.1.b.vii Arsenic, beryllium, and chromium emissions from the HLW Vitrification System 41 
will not exceed 97 µg/dscm, combined [40 CFR §63.1203(b)(4), in accordance with 42 
WAC 173-303-680(2)]. 43 
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III.10.J.1.b.viii CO emission from the HLW Vitrification System will not exceed 100 ppm by 1 
volume, over an hourly rolling average (as measured and recorded by the CMS), dry 2 
[40 CFR §63.1203(b)(5)(i), in accordance with WAC 173-303-680(2)]. 3 

III.10.J.1.b.ix Hydrocarbon emission from the HLW Vitrification System will not exceed 10 ppm 4 
by volume, over an hourly rolling average (as measured and recorded by the CMS 5 
during demonstration testing required by this Permit), dry basis, and reported as 6 
propane [40 CFR §63.1203(b)(5)(ii), in accordance with WAC 173-303-680(2)]: 7 

III.10.J.1.b.x If the emissions from the HLW Vitrification System exceed the emission rates listed 8 
in Permit Table III.10.J.E, as approved pursuant to Permit Condition III.10.C.11.b, 9 
the Permittees will notify Ecology, in accordance with Permit Condition 10 
III.10.J.3.d.vii [WAC 173-303-680(2) and (3), and WAC 173-303-815(2)(b)(ii)]. 11 

The emission limits specified in Permit Conditions III.10.J.1.b.i through 12 
III.10.J.1.b.ix above, will be met for the HLW Vitrification System by limiting feed 13 
rates as specified in Permit Tables III.10.J.D and III.10.J.F, as approved/modified 14 
pursuant to Permit Condition III.10.J.5, compliance with operating conditions 15 
specified in Permit Condition III.10.J.1.c (except as specified in Permit Condition 16 
III.10.J.1.b.xii), and compliance with Permit Condition III.10.J.1.b.xi. 17 

III.10.J.1.b.xi Treatment effectiveness, feed-rates and operating rates for dangerous and mixed 18 
waste management units contained in the HLW Building, but not included in Permit 19 
Table III.10.J.A, as approved/modified pursuant to Permit Condition III.10.J.5, will 20 
be as specified in Permit Sections III.10.D, III.10.E, III.10.F and consistent with 21 
assumptions and basis which are reflected in Operating Unit Group 10, Appendix 6.3 22 
of this Permit, as approved pursuant to Permit Condition III.10.C.11.b. For the 23 
purposes of this permit condition, Operating Unit Group 10, Appendix 6.3 will be 24 
superseded by Appendix 6.4 upon its approval pursuant to either Permit Conditions 25 
III.10.C.11.c or III.10.C.11.d [WAC 173-303-680(2) and (3), and WAC 173-303-26 
815(2)(b)(ii)]. 27 

III.10.J.1.b.xii Except during periods of HLW Vitrification System startup and shutdown, 28 
compliance with the operating conditions specified in Permit Condition III.10.J.1.c, 29 
will be regarded as compliance with the required performance standards identified in 30 
Permit Conditions III.10.J.1.b.i through x. However, if it is determined that during 31 
the effective period of this Permit that compliance with the operating conditions in 32 
Permit Condition III.10.J.1.c is not sufficient to ensure compliance with the 33 
performance standards specified in Permit Conditions III.10.J.1.b.i through x, the 34 
Permit may be modified, revoked, or reissued pursuant to Permit Conditions 35 
III.10.C.2.e or III.10.C.2.g. 36 

III.10.J.1.c Operating Conditions [WAC 303-670(6), in accordance with WAC 173-303-680(2)  37 
and (3)].  38 

 The Permittees will operate the HLW Vitrification System in accordance with Operating 39 
Unit Group 10, Chapter 4 of this Permit, as updated pursuant to Permit Condition 40 
III.10.J.5.e.vi, and Operating Unit Group 10, Appendix 10.18 of this Permit, as approved 41 
pursuant to Permit Condition III.10.J.5.e, and Operating Unit Group 10, Appendix 10.15 42 
of this Permit, as approved pursuant to Permit Condition III.10.J.5.f, except as modified 43 
pursuant to Permit Conditions III.10.J.1.b.xii, III.10.J.2, III.10.J.3, III.10.J.4, and in 44 
accordance with the following: 45 
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III.10.J.1.c.i The Permittees will operate the HLW Vitrification System in order to maintain the 1 
systems and process parameters listed in Permit Tables III.10.J.C and III.10.J.F, as 2 
approved/modified pursuant to Permit Condition III.10.J.5, within the set-points 3 
specified in Permit Table III.10.J.F. 4 

III.10.J.1.c.ii The Permittees will operate the AWFCO systems, specified in Permit Table 5 
III.10.J.F, as approved/modified pursuant to Permit Condition III.10.J.5, to 6 
automatically cut-off and/or lock-out the dangerous and mixed waste feed to the 7 
HLW Vitrification System when the monitored operating conditions deviate from the 8 
set-points specified in Permit Table III.10.J.F. 9 

III.10.J.1.c.iii The Permittees will operate the AWFCO systems, specified in Permit Table 10 
III.10.J.F, as approved/modified pursuant to Permit Condition III.10.J.5, to 11 
automatically cut-off and/or lock-out the dangerous and mixed waste feed to the 12 
HLW Vitrification System when all instruments specified on Permit Table III.10.H.F 13 
for measuring the monitored parameters fails or exceeds its span value. 14 

III.10.J.1.c.iv The Permittees will operate the AWFCO systems, specified in Permit Table 15 
III.10.J.F, as approved/modified pursuant to Permit Condition III.10.J.5, to 16 
automatically cut-off and/or lock out the dangerous and/or mixed waste feed to the 17 
HLW Vitrification System when any portion of the HLW Vitrification System is 18 
bypassed. The terms “bypassed” and “bypass event” as used in Permit Sections 19 
III.10.J and III.10.K will mean if any portion of the HLW Vitrification System is 20 
bypassed so that gases are not treated as during the Demonstration Test. 21 

III.10.J.1.c.v In the event of a malfunction of the AWFCO systems listed in Permit Table 22 
III.10.J.F, as approved/modified pursuant to Permit Condition III.10.J.5, the 23 
Permittees will immediately, manually cut-off the dangerous and mixed waste feed to 24 
the HLW Vitrification System. The Permittees will not restart the dangerous and/or 25 
mixed waste feed until the problem causing the malfunction has been identified and 26 
corrected. 27 

III.10.J.1.c.vi The Permittees will manually cut-off the dangerous and mixed waste feed to the 28 
HLW Vitrification System when the operating conditions deviate from the limits 29 
specified in Permit Condition III.10.J.1.c.i, unless the deviation automatically 30 
activates the waste feed cut-off sequence specified in Permit Conditions 31 
III.10.J.1.c.ii, III.10.J.1.c.iii, and/or III.10.J.1.c.iv. 32 

III.10.J.1.c.vii If greater than thirty (30) dangerous and mixed waste feed cut-offs, combined, to the 33 
HLW Vitrification System occur due to deviations from Permit Table III.10.J.F, as 34 
approved/modified pursuant to Permit Condition III.10.J.5, within a sixty (60) day 35 
period, the Permittees will submit a written report to Ecology within five (5) calendar 36 
days of the thirty-first exceedance including the information specified below. These 37 
dangerous and mixed waste feed cut-offs to the HLW Vitrification System, whether 38 
automatically or manually activated, are counted if the specified set-points are 39 
deviated from while dangerous waste, mixed waste, and waste residues continue to 40 
be processed in the HLW Vitrification System. A cascade event is counted at a 41 
frequency of one (1) towards the first waste feed cut-off parameter, specified on 42 
Permit Table III.10.J.F, from which the set-point is deviated: 43 

A. The parameter(s) that deviated from the set-point(s) in Permit Table 44 
III.10.J.F. 45 

B. The magnitude, dates, and duration of the deviations. 46 
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C. Results of the investigation of the cause of the deviations. 1 
D. Corrective measures taken to minimize future occurrences of the deviations. 2 

III.10.J.1.c.viii If any portion of the HLW Vitrification System is bypassed while treating dangerous 3 
and/or mixed waste, it will be regarded as non-compliance with the operating 4 
conditions specified in Permit Condition III.10.J.1.c and the performance standards 5 
specified in Permit Condition III.10.J.1.b. After such a bypass event, the Permittees 6 
will perform the following actions: 7 

A. Investigate the cause of the bypass event. 8 
B. Take appropriate corrective measures to minimize future bypasses. 9 
C. Record the investigation findings and corrective measures in the operating 10 

record. 11 
D. Submit a written report to Ecology within five (5) days of the bypass event 12 

documenting the result of the investigation and corrective measures. 13 

III.10.J.1.c.ix The Permittees will control fugitive emissions from the HLW Vitrification System by 14 
maintaining the melter under negative pressure. 15 

III.10.J.1.c.x Except during periods of HLW Vitrification System startup and shutdown, 16 
compliance with the operating conditions specified in Permit Condition III.10.J.1.c 17 
will be regarded as compliance with the required performance standards identified in 18 
Permit Condition III.10.J.1.b. However, evidence that compliance with these 19 
operating conditions is insufficient to ensure compliance with the performance 20 
standards, will justify modification, revocation, or re-issuance of this Permit, in 21 
accordance with Permit Conditions III.10.C.2.e or III.10.C.2.g. 22 

III.10.J.1.d Inspection Requirements [WAC 173-303-680(3)]. 23 

III.10.J.1.d.i The Permittees will inspect the HLW Vitrification System in accordance with the 24 
Inspection Plan in Operating Unit Group 10, Chapter 6A of this Permit, as modified 25 
in accordance with Permit Condition III.10.C.5.c. 26 

III.10.J.1.d.ii The inspection data for HLW Vitrification System will be recorded, and the records 27 
will be placed in the WTP Unit operating record for the HLW Vitrification System, 28 
in accordance with Permit Condition III.10.C.4. 29 

III.10.J.1.d.iii The Permittees will comply with the inspection requirements specified in Operating 30 
Unit Group 10, Appendix 10.15 of this Permit, as approved pursuant to Permit 31 
Condition III.10.J.5.f, and as modified by Permit Conditions III.10.J.1.b.xii, 32 
III.10.J.2, III.10.J.3., and III.10.J.4. 33 

III.10.J.1.e Monitoring Requirements [WAC 173-303-670(5), WAC 173-303-670(6),  34 
WAC 173-303-670(7), and WAC 173-303-807(2), in accordance with WAC 173-303-35 
680(3)] 36 

III.10.J.1.e.i Upon receipt of a written request from Ecology, the Permittees will perform sampling 37 
and analysis of the dangerous and mixed waste and exhaust emissions to verify that 38 
the operating requirements established in the Permit achieve the performance 39 
standards delineated in this Permit. 40 

III.10.J.1.e.ii The Permittees will comply with the monitoring requirements specified in Operating 41 
Unit Group 10, Appendices 10.2, 10.3, 10.7, 10.13, 10.15, and 10.18 of this Permit, 42 
as approved pursuant to Permit Conditions III.10.J.5.c, III.10.J.5.d, III.10.J.5.e, and 43 
III.10.J.5.f, as modified by Permit Conditions III.10.J.1.b.xii, III.10.J.2, III.10.J.3, 44 
and III.10.J.4. 45 
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III.10.J.1.e.iii The Permittees will operate, calibrate, and maintain the carbon monoxide CEMS as 1 
specified in this Permit in accordance with Performance Specifications found in 2 
40 CFR Part 60, Appendix B, in accordance with Appendix A to Subpart EEE of Part 3 
63, and Operating Unit Group 10 Appendix 10.15 of this Permit, as approved 4 
pursuant to Permit Condition III.10.J.5.f, and as modified by Permit Conditions 5 
III.10.J.1.b.xii, III.10.J.2, III.10.J.3, and III.10.J.4. 6 

III.10.J.1.e.iv The Permittees will operate, calibrate, and maintain the instruments specified on 7 
Permit Tables III.10.J.C and F, as approved/modified pursuant to Permit Condition 8 
III.10.J.5, in accordance with Operating Unit Group 10, Appendix 10.15 of this 9 
Permit, as approved pursuant to Permit Condition III.10.J.5.f, and as modified by 10 
Permit Conditions III.10.J.1.b.xii, III.10.J.2, III.10.J.3, and III.10.J.4. 11 

III.10.J.1.f Recordkeeping Requirements [WAC 173-303-380 and WAC 173-303-680(3)] 12 

III.10.J.1.f.i The Permittees will record and maintain in the WTP Unit operating record for the 13 
HLW Vitrification System, all monitoring, calibration, maintenance, test data, and 14 
inspection data compiled under the conditions of this Permit, in accordance with 15 
Permit Conditions III.10.C.4 and III.10.C.5, as modified by Permit Conditions 16 
III.10.J.1.b.xii, III.10.J.2, III.10.J.3, and III.10.J.4. 17 

III.10.J.1.f.ii The Permittees will record in the WTP Unit operating record the date, time, and 18 
duration of all automatic waste feed cut-offs and/or lockouts, including the triggering 19 
parameters, reason for the deviation, and recurrence of the incident. The Permittees 20 
will also record all incidents of AWFCO system function failures, including the 21 
corrective measures taken to correct the condition that caused the failure. 22 

III.10.J.1.f.iii The Permittees will submit to Ecology a report semi-annually the first calendar year, 23 
and annually thereafter each calendar year within ninety (90) days following the end 24 
of the year. The report will include the following information: 25 

A. Total dangerous and mixed waste feed processing time for the HLW 26 
Vitrification System. 27 

B. Date/Time of all HLW Vitrification System startups and shutdown. 28 
C. Date/Time/Duration/Cause/Corrective Action taken for all HLW 29 

Vitrification System shutdowns caused by malfunction of either process or 30 
control equipment. 31 

D. Date/Time/Duration/Cause/Corrective Action taken for all instances of 32 
dangerous and/or mixed waste feed cut-off due to deviations from Permit 33 
Table III.10.J.F, as approved/modified pursuant to Permit Condition 34 
III.10.J.5. 35 

III.10.J.1.f.iv The Permittees will submit an annual report to Ecology each calendar year within 36 
ninety (90) days following the end of the year of all quarterly CEMS Calibration 37 
Error and Annual CEMS Performance Specification Tests conducted in accordance 38 
with Permit Condition III.10.J.1.e.iii. 39 

III.10.J.1.g Closure 40 

 The Permittees will close the HLW Vitrification System in accordance with Operating 41 
Unit Group 10, Addendum H of this Permit, as approved pursuant to Permit Condition 42 
III.10.C.8. 43 
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III.10.J.2 Shakedown Period [WAC 173-303-670(5), WAC 173-303-670(6), 1 
WAC 173-303-670(7), and WAC 173-303-807(2), in Accordance with 2 
WAC 173-303-680(2) and (3)] 3 

III.10.J.2.a The shakedown period for the HLW Vitrification System will be conducted in 4 
accordance with Permit Condition III.10.J.1, Operating Unit Group 10, Appendix 10.15 5 
of this Permit, as approved pursuant to Permit Condition III.10.J.5.f, and as modified in 6 
accordance with Permit Conditions III.10.J.1.b.xii, III.10.J.2, and III.10.J.3. 7 

III.10.J.2.b Duration of the Shakedown Period 8 

III.10.J.2.b.i The shakedown period for the HLW Vitrification System will begin with the initial 9 
introduction of dangerous waste in the HLW Vitrification System following 10 
construction and will end with the start of the demonstration test. 11 

III.10.J.2.b.ii The shakedown period will not exceed the following limits, as defined by hours of 12 
operation, when the HLW Vitrification System is processing dangerous waste. The 13 
Permittees may petition Ecology for one (1) extension of each shakedown phase for 14 
seven hundred and twenty (720) additional operating hours in accordance with permit 15 
modification procedures specified in Permit Condition III.10.C.2.e. 16 

Shakedown Phase 1: 720 hours. 17 
Shakedown Phase 2: 720 hours. 18 

III.10.J.2.b.iii Shakedown Phase 2 will not be commenced until documentation has been submitted 19 
to Ecology verifying that the HLW Vitrification System has operated at a minimum 20 
of 75% of the shakedown Phase 1 feed-rate limit for two (2) separate eight (8) 21 
consecutive hour periods with no AWFCOs. 22 

III.10.J.2.c Allowable Waste Feed during the Shakedown Period 23 

III.10.J.2.c.i The Permittees may feed the dangerous waste specified for the HLW Vitrification 24 
System on the Part A Forms (Operating Unit Group 10, Chapter 1 of this Permit), 25 
except for those waste outside the waste acceptance criteria specified in the WAP, 26 
Operating Unit Group 10, Chapter 3 of this Permit, as approved pursuant to Permit 27 
Condition III.10.C.3, except Permit Conditions III.10.J.2.c.ii through v also apply. 28 

III.10.J.2.c.ii The Permittees will not feed the following waste to the HLW Vitrification System 29 
during Shakedown Phase 1: 30 

A. Acutely toxic dangerous waste as defined in WAC 173-303-040. 31 
B. Mixed waste. 32 

III.10.J.2.c.iii The Permittees will not feed the following waste to the HLW Vitrification System 33 
during Shakedown Phase 2: 34 

A. Mixed waste. 35 

III.10.J.2.c.iv The feed-rates to the HLW Vitrification System will not exceed the limits in  36 
Permit Tables III.10.J.D and III.10.J.F, as approved/modified pursuant to  37 
Permit Condition III.10.J.5. 38 

III.10.J.2.c.v The Permittees will conduct sufficient analysis of the dangerous waste treated in the 39 
HLW Vitrification System to verify that the waste feed is within the physical and 40 
chemical composition limits specified in this Permit. 41 
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III.10.J.3 Demonstration Test Period [WAC 173-303-670(5), WAC 173-303-670(6), 1 
WAC 173-303-670(7), and WAC 173-303-807(2), in Accordance with 2 
WAC 173-303-680(2) and (3)] 3 

III.10.J.3.a Demonstration Test Period 4 

III.10.J.3.a.i The Permittees will operate, monitor, and maintain the HLW Vitrification System as 5 
specified in Permit Condition III.10.J.1, and Operating Unit Group 10, 6 
Appendix 10.15 of this Permit, as approved pursuant to Permit Condition III.10.J.5.f, 7 
except as modified in accordance with Permit Conditions III.10.J.1.b.xii and 8 
III.10.J.3. 9 

III.10.J.3.a.ii Operating Unit Group 10, Appendix 10.15 of this Permit, as approved pursuant to 10 
Permit Condition III.10.J.5.f, will be re-submitted to Ecology for approval by the 11 
Permittees as a permit modification pursuant to Permit Condition III.10.C.2.e at least 12 
one hundred and eighty (180) days prior to the start date of the demonstration test. 13 
The RDTP will include applicable EPA promulgated test methods and procedures in 14 
effect at the time of the re-submittal and projected commencement and completion 15 
dates for the Demonstration Test. 16 

III.10.J.3.a.iii The Permittees will not commence the demonstration test period until documentation 17 
has been submitted to Ecology verifying that the HLW Vitrification System has 18 
operated at a minimum of 75% of the demonstration test period feed-rate limit for a 19 
minimum of an eight (8) consecutive hours period on two (2) consecutive days. 20 

III.10.J.3.b Performance Standards 21 

 The Permittees will demonstrate compliance with the performance standards specified in 22 
Permit Condition III.10.J.1.b during the Demonstration Test Period. 23 

III.10.J.3.c Allowable Waste Feed during the Demonstration Test Period 24 

III.10.J.3.c.i The Permittees may feed the dangerous waste specified for the HLW Vitrification 25 
System in Part A Forms (Operating Unit Group 10, Chapter 1 of this Permit), except 26 
for those waste outside the waste acceptance criteria specified in the WAP, Operating 27 
Unit Group 10, Chapter 3 of this Permit, as approved pursuant to Permit Condition 28 
III.10.C.3, except Permit Conditions III.10.J.3.c.ii through iv also apply. 29 

III.10.J.3.c.ii The Permittees will not feed mixed waste to the HLW Vitrification System. 30 

III.10.J.3.c.iii RESERVED 31 

III.10.J.3.c.iv The dangerous waste feed-rates to the HLW Vitrification System will not exceed the 32 
limits in Permit Tables III.10.J.D and F, as approved/modified pursuant to 33 
Permit Condition III.10.J.5. 34 

III.10.J.3.c.v The Permittees will conduct sufficient analysis of the dangerous waste treated in the 35 
HLW Vitrification System to verify that the dangerous waste is within the physical 36 
and chemical composition limits specified in this Permit. 37 

III.10.J.3.d Demonstration Data Submissions and Certifications 38 

III.10.J.3.d.i The Permittees will submit to Ecology a complete demonstration test report within 39 
one hundred and eighty (180) calendar days of completion of the Demonstration Test 40 
including all data collected during the Demonstration Test and updated Permit Tables 41 
III.10.K.D, III.10.K.E, and III.10.K.F. 42 
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III.10.J.3.d.ii The Permittees must submit the following information to Ecology prior to receiving 1 
Ecology’s approval to commence feed of dangerous waste and mixed waste to the 2 
HLW Vitrification System: 3 

A. The Permittees will submit a summary of data collected as required during 4 
the Demonstration Test to Ecology upon completion of the Demonstration 5 
Test. 6 

B. A certification that the Demonstration Test has been carried out in 7 
accordance with the approved Demonstration Test Plan and approved 8 
modifications within thirty (30) days of the completion of the Demonstration 9 
Test [WAC 173-303-807(8)]. 10 

C. Calculations and analytical data showing compliance with the performance 11 
standards specified in Permit Conditions III.10.J.1.b.i, III.10.J.1.b.iv, 12 
III.10.J.1.b.v, III.10.J.1.b.vi, and III.10.J.1.b.vii. 13 

D. Laboratory data QA/QC summary for the information provided in 14 
III.10.J.3.d.ii.C. 15 

III.10.J.3.d.iii After successful completion of the Demonstration Test and receipt of Ecology’s 16 
approval, the Permittees will be authorized to commence feed of dangerous waste 17 
and mixed waste to the HLW Vitrification System for the post-demonstration test 18 
period indicated in Permit Tables III.10.J.D and F, as approved/modified pursuant to 19 
Permit Condition III.10.J.5, in compliance with the operating requirements specified 20 
in Permit Condition III.10.J.1.c and within the limitations specified in Permit 21 
Condition III.10.C.14. 22 

III.10.J.3.d.iv RESERVED 23 

III.10.J.3.d.v After successful completion of the Demonstration Test, Permittees submittal of the 24 
following to Ecology, and Permittees receipt of Ecology approval of the following in 25 
writing, the Permittees will be authorized to feed dangerous waste and mixed waste 26 
to the HLW Vitrification System pursuant to Permit Section III.10.K. 27 

A. A complete Demonstration Test Report for the HLW Vitrification System 28 
and updated Permit Tables III.10.K.D, III.10.K.E, and III.10.K.F, as 29 
approved/modified pursuant to Permit Conditions III.10.J.5 and III.10.C.11.c 30 
or III.10.C.11.d, the test report will be certified in accordance with 31 
WAC 173-303-807(8), in accordance with WAC 173-303-680(2) and (3). 32 

B. A Final Risk Assessment Report completed pursuant to Permit Conditions 33 
III.10.C.11.c or III.10.C.11.d. 34 

III.10.J.3.d.vi If any calculations or testing results show that one or more of the performance 35 
standards listed in Permit Condition III.10.J.1.b, with the exception of Permit 36 
Condition III.10.J.1.b.x, for the HLW Vitrification System were not met during the 37 
Demonstration Test, the Permittees will perform the following actions: 38 

A. Immediately stop dangerous and mixed waste feed to the HLW Vitrification 39 
System under the mode of operation that resulted in not meeting the 40 
performance standard(s). 41 

B. Verbally notify Ecology within twenty-four (24) hours of discovery of not 42 
meeting the performance standard(s) as specified in Permit Condition I.E.21. 43 

C. Investigate the cause of the failure and submit a report of the investigation 44 
findings to Ecology within fifteen (15) days of discovery of not meeting the 45 
performance standard(s). 46 
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D. Submit to Ecology within fifteen (15) days of discovery of not meeting the 1 
performance standard(s), documentation supporting a mode of operation 2 
where all performance standards listed in Permit Condition III.10.J.1.b, with 3 
the exception of Permit Condition III.10.J.1.b.x, for the HLW Vitrification 4 
System were met during the demonstration test, if any such mode was 5 
demonstrated. 6 

E. Based on the information provided to Ecology by the Permittees, pursuant to 7 
Permit Conditions III.10.J.3.d.vi.A through D above, and any additional 8 
information, Ecology may provide, in writing, direction to the Permittees to 9 
stop dangerous and/or mixed waste feed to the LAW Vitrification System 10 
and/or amend the mode of operation the Permittees are allowed to continue 11 
operations prior to Ecology approval of a compliance schedule and/or RDTP, 12 
pursuant to Permit Conditions III.10.J.3.d.vi.F and G. 13 

F. If the performance standard listed in Permit Condition III.10.J.1.b.i was not 14 
met during the Demonstration Test, the Permittees will submit within one 15 
hundred and twenty (120) days of discovery of not meeting the performance 16 
standard, a RDTP (if appropriate) and a compliance schedule for Ecology 17 
approval to address this deficiency. If a RDTP is submitted, it will be 18 
accompanied by a request for approval to retest as a permit modification 19 
pursuant to Permit Condition III.10.C.2.e. The RDTP (if submitted) must 20 
include substantive changes to prevent failure from reoccurring. 21 

G. If any of the performance standards listed in Permit Condition III.10.J.1.b, 22 
with the exception of Permit Conditions III.10.J.1.b.i or III.10.J.1.b.x, were 23 
not met during the Demonstration Test, the Permittees will submit to 24 
Ecology within one hundred and twenty (120) days of discovery of not 25 
meeting the performance standard(s), a RDTP requesting approval to retest 26 
as a permit modification pursuant to Permit Condition III.10.C.2.e. The 27 
RDTP must include substantive changes to prevent failure from reoccurring. 28 

III.10.J.3.d.vii If any calculations or testing results show that any emission rate for any constituent 29 
listed in Permit Table III.10.J.E, as approved pursuant to Permit Condition 30 
III.10.C.11.b, is exceeded for HLW Vitrification System during the Demonstration 31 
Test, the Permittees will perform the following actions: 32 

A. Verbally notify Ecology within twenty-four (24) hours of the discovery of 33 
exceeding the emission rate(s) as specified in Permit Condition I.E.21. 34 

B. Submit to Ecology additional risk information to indicate that the increased 35 
emissions impact is offset by decreased emission impact from one or more 36 
constituents expected to be emitted at the same time, and/or investigate the 37 
cause and impact of the exceedance of the emission rate(s) and submit a 38 
report of the investigation findings to Ecology within fifteen (15) days of the 39 
discovery of exceeding the emission rate(s). 40 

C. Based on the notification and any additional information, Ecology may 41 
provide, in writing, direction to the Permittees to stop dangerous and/or 42 
mixed waste feed to the HLW Vitrification System and/or to submit a RDTP 43 
as a permit modification pursuant to Permit Conditions III.10.C.2.e or 44 
III.10.C.2.g. The RDTP must include substantive changes to prevent failure 45 
from reoccurring. 46 
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III.10.J.4 Post-Demonstration Test Period [WAC 173-303-670(5), WAC 173-303-670(6), 1 
and WAC 173-303-807(2), in Accordance with WAC 173-303-680(2) and (3)] 2 

III.10.J.4.a The Permittees will operate, monitor, and maintain the HLW Vitrification System as 3 
specified in Permit Condition III.10.J.1 and Operating Unit Group 10, Appendix 10.15 of 4 
this Permit, as approved pursuant to Permit Condition III.10.J.5, except as modified in 5 
accordance with Permit Conditions III.10.J.1.b.xii, III.10.J.3, and III.10.J.4. 6 

III.10.J.4.b Allowable Waste Feed during the Post-Demonstration Test Period 7 

III.10.J.4.b.i The Permittees may feed the dangerous and/or mixed waste specified for the HLW 8 
Vitrification System on the Part A Forms (Operating Unit Group 10, Chapter 1 of this 9 
Permit), except for those waste outside the waste acceptance criteria specified in the 10 
WAP, Operating Unit Group 10, Chapter 3 of this Permit, as approved pursuant to 11 
Permit Condition III.10.C.3, and except Permit Conditions III.10.J.4.b.ii and 12 
III.10.J.4.b.iii also apply. 13 

III.10.J.4.b.ii The dangerous waste and mixed waste feed rates to the HLW Vitrification System 14 
will not exceed the limits in Permit Tables III.10.J.D and F, as approved/modified 15 
pursuant to Permit Condition III.10.J.5, or in Permit Condition III.10.J.3. 16 

III.10.J.4.b.iii The Permittees will conduct sufficient analysis of the dangerous waste and mixed 17 
waste treated in HLW Vitrification System to verify that the waste feed is within the 18 
physical and chemical composition limits specified in this Permit. 19 

III.10.J.5 Compliance Schedules 20 

III.10.J.5.a All information identified for submittal to Ecology in a through f of this compliance 21 
schedule must be signed and certified in accordance with requirements in WAC 173-303-22 
810(12), as modified in accordance with Permit Condition III.10.J.1.a.iii [WAC 173-303-23 
806(4)]. 24 

III.10.J.5.b The Permittees will submit to Ecology, pursuant to Permit Condition III.10.C.9.f, prior to 25 
construction of each secondary containment and leak detection system for the HLW 26 
Vitrification System (per level) as identified in Permit Tables III.10.J.A and III.10.J.B, 27 
engineering information as specified below, for incorporation into Operating Unit 28 
Group 10, Appendices 10.2, 10.4, 10.5, 10.7, 10.8, 10.9, 10.11, and 10.12 of this Permit. 29 
At a minimum, engineering information specified below will show the following as 30 
described in WAC 173-303-640, in accordance with WAC 173-303-680 (the information 31 
specified below will include dimensioned engineering drawings and information on 32 
sumps and floor drains): 33 

III.10.J.5.b.i IQRPE Reports (specific to foundation, secondary containment, and leak detection 34 
system) will include review of design drawings, calculations, and other information 35 
on which the certification report is based and will include, but not limited to, review 36 
of such information described below. Information (drawings, specifications, etc.) 37 
already included in Operating Unit Group 10, Appendix 10.0 of this Permit, may be 38 
included in the report by reference and should include drawing and document 39 
numbers. IQRPE Reports will be consistent with the information separately provided 40 
in ii through ix below [WAC 173-303-640(3)(a), in accordance with WAC 173-303-41 
680 and WAC 173-303-806(4)(i)(i)]; 42 
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III.10.J.5.b.ii Design drawings (General Arrangement Drawings, plan) and specifications for the 1 
foundation, secondary containment including liner installation details, and leak 2 
detection methodology. These items should show the dimensions, volume 3 
calculations, and location of the secondary containment system, and should include 4 
items such as floor/pipe slopes to sumps, tanks, floor drains [WAC 173-303-5 
640(4)(b) through (f) and WAC 173-303-640(3)(a), in accordance with 6 
WAC 173-303-680 and WAC 173-303-806(4)(i)(i)]; 7 

III.10.J.5.b.iii The Permittees will provide the design criteria (references to codes and standards, 8 
load definitions, and load combinations, materials of construction, and 9 
analysis/design methodology) and typical design details for the support of the 10 
secondary containment system. This information will demonstrate the foundation will 11 
be capable of providing support to the secondary containment system, resistance to 12 
pressure gradients above and below the system, and capable of preventing failure due 13 
to settlement, compression, or uplift [WAC 173-303-640(4)(c)(ii), in accordance with 14 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(B)]; 15 

III.10.J.5.b.iv A description of materials and equipment used to provide corrosion protection for 16 
external metal components in contact with soil, including factors affecting the 17 
potential for corrosion [WAC 173-303-640(3)(a)(iii)(B), in accordance with 18 
WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(A) through (B)]; 19 

III.10.J.5.b.v Secondary containment/foundation, and leak detection system, materials selection 20 
documentation (including, but not limited to, concrete coatings and water stops, and 21 
liner materials), as applicable [WAC 173-303-806(4)(i)(i)(A) through (B)]; 22 

III.10.J.5.b.vi Detailed description of how the secondary containment for the HLW Vitrification 23 
System will be installed in compliance with WAC 173-303-640(3)(c), in accordance 24 
with WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(A) through (B); 25 

III.10.J.5.b.vii Submit Permit Tables III.10.J.B and III.10.K.B completed to provide for all 26 
secondary containment sumps and floor drains the information, as specified in each 27 
column heading consistent with information to be provided in i through vi, above; 28 

III.10.J.5.b.viii Documentation that secondary containment and leak detection systems will not 29 
accumulate hydrogen gas levels above the lower explosive limit for incorporation 30 
into the Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A), 31 
and WAC 173-303-806(4)(i)(v)]; 32 

III.10.J.5.b.ix A detailed description of how HLW Vitrification System design provides access for 33 
conducting future HLW Vitrification System integrity assessments [WAC 173-303-34 
640(3)(b) and WAC 173-303-806(4)(i)(i)(B)]. 35 

III.10.J.5.c The Permittees will submit to Ecology pursuant to Permit Condition III.10.C.9.f, prior to 36 
installation of each sub-system as identified in Permit Table III.10.J.A, engineering 37 
information as specified below, for incorporation into Operating Unit Group 10, 38 
Appendices 10.1 through 10.14 and 10.17 of this Permit. At a minimum, engineering 39 
information specified below will show the following, as required pursuant to 40 
WAC 173-303-640, in accordance with WAC 173-303-680 (the information specified 41 
below will include dimensioned engineering drawings): 42 
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III.10.J.5.c.i IQRPE Reports (specific to sub-system) will include review of design drawings, 1 
calculations, and other information on which the certification report is based and will 2 
include as applicable, but not limited to, review of such information described below. 3 
Information (drawings, specifications, etc.) already included in Operating Unit 4 
Group 10, Appendix 10.0 of this Permit, may be included in the report by reference 5 
and should include drawing and document numbers. The IQRPE Reports will be 6 
consistent with the information separately provided in ii through xii below and the 7 
IQRPE Report specified in Permit Condition III.10.J.5.b [WAC 173-303-640(3)(a), 8 
in accordance with WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)]; 9 

III.10.J.5.c.ii Design drawings (General Arrangement Drawings in plan, Process Flow Diagrams, 10 
Piping and Instrumentation Diagrams, [including pressure control systems], 11 
Mechanical Drawings, and specifications, and other information specific to 12 
subsystems [to show location and physical attributes of each subsystem specific to 13 
miscellaneous units]) [WAC 173-303-640(3)(a), in accordance with WAC 173-303-14 
680(2) and WAC 173-303-806(4)(i)(i)]; 15 

III.10.J.5.c.iii Sub-system design criteria (references to codes and, standards, load definitions, and 16 
load combinations, materials of construction, and analysis/design methodology) and 17 
typical design details to support the sub-systems. Structural support calculations 18 
specific to off-specification, non-standard, and field-fabricated subsystems will be 19 
submitted for incorporation into the Administrative Record. Documentation will 20 
include, but not be limited to, supporting specifications (test data, treatment 21 
effectiveness report, etc.), supporting projected operational capability (e.g., WESP 22 
projected removal efficiency for individual metals, halogens, particulates, etc.), and 23 
compliance with performance standards specified in Permit Condition III.10.J.1.b 24 
[WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) and 25 
WAC 173-303-806(4)(i)(i)(B)]; 26 

III.10.J.5.c.iv A description of materials and equipment used to provide corrosion protection for 27 
external metal components in contact with water, including factors affecting the 28 
potential for corrosion [WAC 173-303-640(3)(a)(iii)(B), in accordance with 29 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(A) through (B)]; 30 

III.10.J.5.c.v Sub-system materials selection documentation (e.g., physical and chemical 31 
tolerances) [WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) and 32 
WAC 173-303-806(4)(i)(i)(A)]; 33 

III.10.J.5.c.vi Sub-system vendor information (including, but not limited to, required performance 34 
warranties, as available), consistent with information submitted under ii above, will 35 
be submitted for incorporation into the Administrative Record WAC 173-303-36 
640(3)(a), in accordance with WAC 173-303-680(2), WAC 173-303-806(4)(i)(i)(A) 37 
through (B), and WAC 173-303-806(4)(i)(v)]; 38 

III.10.J.5.c.vii System descriptions related to sub-system units will be submitted for incorporation 39 
into the Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A) 40 
through (B), and WAC 173-303-806(4)(i)(v)]; 41 

III.10.J.5.c.viii Mass and energy balance for normal projected operating conditions used in 42 
developing the Piping and Instrumentation Diagrams and Process Flow Diagrams, 43 
including assumptions and formulas used to complete the mass and energy balance, 44 
so that they can be independently verified for incorporation into the Administrative 45 
Record [WAC 173-303-680(2), WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-46 
806(4)(i)(v)]; 47 
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III.10.J.5.c.ix Detailed description of all potential HLW Vitrification System bypass events 1 
including: 2 

A. A report which includes an analysis of credible potential bypass events and 3 
recommendations for prevention/minimization of the potential, impact, and 4 
frequency of the bypass event to include at a minimum: 5 
1. Operating procedures. 6 
2. Maintenance procedures. 7 
3. Redundant equipment. 8 
4. Redundant instrumentation. 9 
5. Alternate equipment. 10 
6. Alternate materials of construction. 11 

III.10.J.5.c.x A detailed description of how the sub-systems will be installed in compliance with 12 
WAC 173-303-640(3)(b), (c), (d), and (e), in accordance with WAC 173-303-680 13 
and WAC 173-303-806(4)(i)(i)(B); 14 

III.10.J.5.c.xi Sub-system design to prevent escape of vapors and emissions of acutely or 15 
chronically toxic (upon inhalation) extremely hazardous waste (EHW), for 16 
incorporation into the Administrative Record [WAC 173-303-640(5)(e), in 17 
accordance with WAC 173-303-680(2), and WAC 173-303-806(4)(i)(i)(B)]; 18 

III.10.J.5.c.xii Documentation that sub-systems are designed to prevent the accumulation of 19 
hydrogen gases levels above the lower explosive limit for incorporation into the 20 
Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A), and 21 
WAC 173-303-806(4)(i)(v)]; 22 

III.10.J.5.d The Permittees will submit to Ecology, pursuant to Permit Condition III.10.C.9.f, prior to 23 
installation of equipment for each sub-system as identified in Permit Tables III.10.J.A 24 
and III.10.J.B, not addressed in Permit Conditions III.10.J.5.b or III.10.J.5.c, engineering 25 
information as specified below, for incorporation into Operating Unit Group 10, 26 
Appendices 10.1 through 10.14 of this Permit. At a minimum, engineering information 27 
specified below will show the following as required pursuant to in WAC 173-303-640, in 28 
accordance with WAC 173-303-680 (the information specified below will include 29 
dimensioned engineering drawings): 30 

III.10.J.5.d.i IQRPE Reports (specific to sub-system equipment) will include a review of design 31 
drawings, calculations, and other information as applicable on which the certification 32 
report is based. The reports will include, but not be limited to, review of such 33 
information described below. Information (drawings, specifications, etc.) already 34 
included in Operating Unit Group 10, Appendix 10.0 of this Permit, may be included 35 
in the report by reference and should include drawing and document numbers. The 36 
IQRPE Reports will be consistent with the information provided separately in ii 37 
through xiii below and the IQRPE Reports specified in Permit Conditions III.10.J.5.b 38 
and III.10.J.5.c [WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) 39 
and WAC 173-303-806(4)(I)(I)(A) through (B)]; 40 

III.10.J.5.d.ii Design drawings (Process Flow Diagrams, Piping and Instrumentation Diagrams 41 
[including pressure control systems], and specifications, and other information 42 
specific to equipment [these drawings should include all equipment such as pipes, 43 
valves, fittings, pumps, instruments, etc.]) [WAC 173-303-640(3)(a), in accordance 44 
with WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(A) through (B)]; 45 
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III.10.J.5.d.iii Sub-system equipment design criteria (references to codes and standards, load 1 
definitions and load combinations, materials of construction, and analysis/design 2 
methodology) and typical design details for the support of the sub-system equipment. 3 
[WAC 173-303-640(3)(a) and WAC 173-303-640(3)(f), in accordance with 4 
WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(B)]; 5 

III.10.J.5.d.iv A description of materials and equipment used to provide corrosion protection for 6 
external metal components in contact with soil and water, including factors affecting 7 
the potential for corrosion [WAC 173-303-640(3)(a)(iii)(B), in accordance with 8 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(A)]; 9 

III.10.J.5.d.v Materials selection documentation for equipment for each sub-system (e.g., physical 10 
and chemical tolerances) [WAC 173-303-640(3)(a), in accordance with 11 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(A)]; 12 

III.10.J.5.d.vi Vendor information (including, but not limited to, required performance warranties, 13 
as available), consistent with information submitted under ii above, for sub-system 14 
equipment will be submitted for incorporation into the Administrative Record 15 
[WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2), WAC 173-303-16 
806(4)(i)(i)(A) through (B), and WAC 173-303-806(4)(i)(iv)];  17 

III.10.J.5.d.vii Sub-system, sub-system equipment, and leak detection system instrument control 18 
logic narrative description (e.g., descriptions of fail-safe conditions, etc.) 19 
[WAC 173-303-680(2), WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-20 
806(4)(i)(v)]; 21 

III.10.J.5.d.viii System description related to sub-system equipment, and system descriptions related 22 
to leak detection systems, for incorporation into the Administrative Record 23 
[WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A) through (B), and WAC 173-303-24 
806(4)(i)(v)]; 25 

III.10.J.5.d.ix A detailed description of how the sub-system equipment will be installed and tested 26 
[WAC 173-303-640(3)(c) through (e) and WAC 173-303-640(4)(b) and (c), in 27 
accordance with WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(B)]; 28 

III.10.J.5.d.x For process monitoring, control, and leak detection system instrumentation for the 29 
HLW Vitrification System as identified in Permit Tables III.10.J.C and III.10.J.F, a 30 
detailed description of how the process monitoring, control, and leak detection 31 
system instrumentation will be installed and tested [WAC 173-303-640(3)(c) through 32 
(e), WAC 173-303-640(4)(b) and (c), WAC 173-303-806(4)(c)(vi), and 33 
WAC 173-303-806(4)(i)(i)(B)]; 34 

III.10.J.5.d.xi Mass and energy balance for projected normal operating conditions used in 35 
developing the Piping and Instrumentation Diagrams and Process Flow Diagrams, 36 
including assumptions and formulas used to complete the mass and energy balance, 37 
so that they can be independently verified, for incorporation into the Administrative 38 
Record [WAC 173-303-680(2), WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-39 
806(4)(i)(v)]; 40 

III.10.J.5.d.xii Documentation that sub-systems equipment are designed to prevent the accumulation 41 
of hydrogen gas levels above the lower explosive limit into the Administrative 42 
Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A), and WAC 173-303-43 
806(4)(i)(v)] [WAC 173-303-815(2)(b)(ii)]; 44 
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III.10.J.5.d.xiii Leak Detection system documentation (e.g., vendor information etc.) consistent with 1 
information submitted under Permit Condition III.10.J.5.c.ii and Permit Conditions 2 
III.10.J.5.d.ii, vii, viii, and x above, will be submitted for incorporation into the 3 
Administrative Record. 4 

III.10.J.5.e Prior to initial receipt of dangerous and/or mixed waste in the WTP Unit, the Permittees 5 
will submit to Ecology, pursuant to Permit Condition III.10.C.9.f, the following as 6 
specified below for incorporation into Operating Unit Group 10, Appendix 10.18 of this 7 
Permit, except Permit Condition III.10.J.5.e.i, which will be incorporated into Operating 8 
Unit Group 10, Addendum E of this Permit. All information provided under this permit 9 
condition must be consistent with information provided pursuant to Permit Conditions 10 
III.10.J.5.b, c, d, e, and f, III.10.C.3.e.v, and III.10.C.11.b, as approved by Ecology: 11 

III.10.J.5.e.i Integrity assessment program and schedule for the HLW Vitrification System will 12 
address the conducting of periodic integrity assessments on the HLW Vitrification 13 
System over the life of the system, as specified in Permit Condition III.10.J.5.b.ix and 14 
as specified in WAC 173-303-640(3)(b), in accordance with WAC 173-303-680, and 15 
descriptions of procedures for addressing problems detected during integrity 16 
assessments. The schedule must be based on past integrity assessments, age of the 17 
system, materials of construction, characteristics of the waste, and any other relevant 18 
factors [WAC 173-303-640(3)(b), in accordance with WAC 173-303-680 and 19 
WAC 173-303-806(4)(i)(i)(B)]; 20 

III.10.J.5.e.ii Detailed plans and descriptions, demonstrating the leak detection system is operated 21 
so that it will detect the failure of either the primary or secondary containment 22 
structure or the presence of any release of dangerous and/or mixed waste or 23 
accumulated liquid in the secondary containment system within twenty-four (24) 24 
hours [WAC 173-303-640(4)(c)(iii)]. Detection of a leak of at least 0.1 gallons per 25 
hour within twenty-four (24) hours is defined as being able to detect a leak within 26 
twenty-four (24) hours. Any exceptions to this criteria must be approved by Ecology 27 
in accordance with WAC 173-303-680, WAC 173-303-640(4)(c)(iii), and 28 
WAC 173-303-806(4)(i)(i)(b); 29 

III.10.J.5.e.iii Detailed operational plans and descriptions, demonstrating that spilled or leaked 30 
waste and accumulated precipitation liquids can be removed from the secondary 31 
containment system within twenty-four (24) hours [WAC 173-303-806(4)(i)(i)(B)]; 32 

III.10.J.5.e.iv Descriptions of operational procedures demonstrating appropriate controls and 33 
practices are in place to prevent spills and overflows from the HLW Vitrification 34 
System or containment systems in compliance with WAC 173-303-640(5)(b)(i) 35 
through (iii), in accordance with WAC 173-303-680 and WAC 173-303-36 
806(4)(i)(i)(B); 37 

III.10.J.5.e.v Description of procedures for investigation and repair of the HLW Vitrification 38 
System [WAC 173-303–640(6) and WAC 173-303-640(7)(e) and (f), in accordance 39 
with WAC 173-303-680, WAC 173-303-320, WAC 173-303-806(4)(ia)(iv), and 40 
WAC 173-303-806(4)(a)(ii)(B)]; 41 

III.10.J.5.e.vi Updated Chapter 4, Narrative Description, Tables and Figures as identified in Permit 42 
Tables III.10.J.A and III.10.J.B, as modified pursuant to Permit Condition 43 
III.10.H.5.e.x and updated to identify routinely non-accessible LAW Vitrification 44 
sub-systems. 45 
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III.10.J.5.e.vii Description of procedures for management of ignitable and reactive, and 1 
incompatible dangerous and/or mixed waste as specified in accordance with 2 
WAC 173-303-640(9) and (10), in accordance with WAC 173-303-680 and 3 
WAC 173-303-806(4)(i)(i)(B). 4 

III.10.J.5.e.viii A description of the tracking system used to track dangerous and/or mixed waste 5 
generated throughout the HLW Vitrification System, pursuant to WAC 173-303-380. 6 

III.10.J.5.e.ix Permit Table III.10.J.C and III.10.K.C will be revised and/or completed for HLW 7 
Vitrification System process and leak detection system monitors and instruments 8 
(to include, but not be limited to: instruments and monitors measuring and/or 9 
controlling flow, pressure, temperature, density, pH, level, humidity, and emissions) 10 
to provide the information as specified in each column heading. Process and leak 11 
detection system monitors and instruments for critical systems, as specified in 12 
Operating Unit Group 10, Appendix 2.0 and as updated pursuant to Permit Condition 13 
III.10.C.9.b and for operating parameters as required to comply with Permit 14 
Condition III.10.C.3.e.iii, will be addressed. Process monitors and instruments for 15 
non-waste management operations (e.g., utilities, raw chemical storage, non-contact 16 
cooling waters, etc.) are excluded from this permit condition [WAC 173-303-680, 17 
WAC 173-303-806(4)(i)(i)(A) through (B), and WAC 173-303-806(4)(i)(v)];  18 

III.10.J.5.e.x Permit Tables III.10.J.A and III.10.K.A amended as follows [WAC 173-303-680 and 19 
WAC 173-303-806(4)(i)(i)(A) through (B)]: 20 

A. Under column 1, update and complete list of dangerous and mixed waste 21 
HLW Vitrification System sub-systems, including plant items that comprise 22 
each system (listed by item number). 23 

B. Under column 2, update and complete system designations. 24 
C. Under column 3, replace the “Reserved” with Operating Unit Group 10, 25 

Appendix 10.0 sub-sections (e.g., 10.1, 10.2, etc.) designated in Permit 26 
Conditions III.10.J.5.b, c, and d specific to HLW Vitrification System 27 
sub-system, as listed in column 1. 28 

D. Under column 4, update and complete list of narrative description, tables, 29 
and figures. 30 

III.10.J.5.f One hundred and eighty (180) days prior to initial receipt of dangerous and/or mixed 31 
waste in the WTP Unit, the Permittees will submit for review and receive approval for 32 
incorporation into Operating Unit Group 10, Appendix 10.15 of this Permit, a 33 
Demonstration Test Plan for the HLW Vitrification System to demonstrate that the HLW 34 
Vitrification Systems meets the performance standards specified in Permit Condition 35 
III.10.J.1.b. In order to incorporate the Demonstration Test Plan for the HLW 36 
Vitrification System into Operating Unit Group 10, Appendix 10.15, Permit Condition 37 
III.10.C.2.g process will be followed. The Demonstration Test Plan will include, but not 38 
be limited to, the following information. The Demonstration Test Plan will also be 39 
consistent with the information provided pursuant to Permit Conditions III.10.J.5.b, c, d, 40 
and e, III.10.C.3.e.v and III.10.C.11.b, as approved by Ecology and consistent with the 41 
schedule described in Operating Unit Group 10, Appendix 1.0 of this Permit. The 42 
documentation required pursuant to Permit Condition III.10.J.5.f.xvi, in addition to being 43 
incorporated into Operating Unit Group 10, Appendix 10.15, will be incorporated by 44 
reference in Operating Unit Group 10, Addendum E of this Permit. 45 
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Notes: (1) The following should be consulted to prepare this Demonstration Test Plan: 1 
Guidance on Setting Permit Conditions and Reporting Trial Burn Results Volume II of 2 
the Hazardous Waste Incineration Guidance Series, and EPA/625/6-89/019 and Risk 3 
Burn Guidance For Hazardous Waste Combustion Facilities, EPA-R-01-001, July 2001, 4 
WAC 173-303-807(2), WAC 173-303-670(5), WAC 173-303-670(6), 5 
40 CFR §63.1207(f)(2), 40 CFR §63.1209 and Appendix A to Subpart EEE of Part 63.  6 

(2) Cross-referencing to the information provided pursuant to Permit Conditions 7 
III.H.5.b, c, d, e and III.10.C.3.e.v, as approved by Ecology, that are redundant to 8 
elements of the Demonstration Test Plan for the HLW Vitrification System is acceptable. 9 

III.10.J.5.f.i Analysis of each feed-stream to be fed during the demonstration test, including 10 
dangerous waste, glass formers and reductants, process streams (e.g., control air, 11 
process air, steam, sparge bubbler air, air in-leakage from melter cave, and gases 12 
from HLW Vitrification Vessel Ventilation System, process water, etc.) that includes: 13 

A. Levels of metals, total chlorine (organic and inorganic), other halogens and 14 
radionuclide surrogates. 15 

B. Description of the physical form of the feed-streams. 16 
C. An identification and quantification of organics that are present in the 17 

feed-stream, including constituents proposed for DRE demonstration. 18 

A comparison of the proposed demonstration test feed streams to the mixed waste 19 
feed envelopes to be processed in the melter must be provided that documents that 20 
the proposed demonstration test feed streams will serve as worst case surrogates for 21 
organic destruction, formation of products of incomplete oxidation, and metals, total 22 
chlorine (organic and inorganic), other halogens, particulate formation, and 23 
radionuclides; 24 

III.10.J.5.f.ii Specification of trial PODCs for which destruction and removal efficiencies are 25 
proposed to be calculated during the demonstration test and for inclusion in Permit 26 
Conditions III.10.J.1.b.i and III.10.K.1.b.i. These trial PODCs will be specified based 27 
on destructibility, concentration or mass in the waste and the dangerous waste 28 
constituents or constituents in WAC 173-303-9905; 29 

III.10.J.5.f.iii A description of the blending procedures, prior to introducing the feed-streams into 30 
the melter, including analysis of the materials prior to blending, and blending ratios; 31 

III.10.J.5.f.iv A description of how the surrogate feeds are to be introduced for the demonstration. 32 
This description should clearly identify the differences and justify how any of these 33 
differences would impact the surrogate feed introduction as representative of how 34 
mixed waste feeds will be introduced; 35 

III.10.J.5.f.v A detailed engineering description of the HLW Vitrification System, including: 36 

A. Manufacturer’s name and model number for each sub-system. 37 
B. Design capacity of each sub-system including documentation (engineering 38 

calculations, manufacturer/vendor specifications, operating data, etc.) 39 
supporting projected operational efficiencies (e.g., WESP projected removal 40 
efficiency for individual metals, halogens, particulates, etc.) and compliance 41 
with performance standards specified in Permit Condition III.10.J.1.b. 42 

C. Detailed scaled engineering drawings, including Process Flow Diagrams, 43 
Piping and Instrumentation Diagrams, Vessel Drawings (plan, and elevation 44 
with cross sections) and General Arrangement Drawings. 45 
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D. Process Engineering Descriptions. 1 
E. Mass and energy balances for each projected operating condition and each 2 

demonstration test condition, including assumptions and formulas used to 3 
complete mass and energy balances so that they can be independently 4 
verified for incorporation into the Administrative Record. 5 

F. Engineering Specifications/data sheets (materials of construction, physical 6 
and chemical tolerances of equipment, equipment performance warranties, 7 
and fan curves). 8 

G. Detailed Description of Automatic Waste Feed Cut-off System addressing 9 
critical operating parameters for all performance standards specified in 10 
Permit Condition III.10.J.1.b. 11 

H. Documentation to support compliance with performance standards specified 12 
in Permit Condition III.10.J.1.b, including engineering calculations, test data, 13 
and manufacturer/vendor’s warranties, etc. 14 

I. Detailed description of the design, operation, and maintenance practices for 15 
air pollution control system. 16 

J. Detailed description of the design, operation, and maintenance practices of 17 
any stack gas monitoring and pollution control monitoring system. 18 

III.10.J.5.f.vi Detailed description of sampling and monitoring procedures including sampling and 19 
monitoring locations in the system, the equipment to be used, sampling and 20 
monitoring frequency, and planned analytical procedures for sample analysis 21 
including, but not limited to: 22 

A. A short summary narrative description of each stack sample method should 23 
be included within the main body of the demonstration test plan, which 24 
references an appendix to the plan that would include for each sampling 25 
train: (1) detailed sample method procedures, (2) sampling train 26 
configuration schematic, (3) sampling recovery flow sheet, (4) detailed 27 
analytical method procedures, and (5) sampling preparation and analysis 28 
flow sheet. The detailed procedures should clearly flag where the method has 29 
provided decision points (e.g., choices of equipment materials of 30 
construction, choices of clean-up procedures or whether additional clean-up 31 
procedures will be incorporated, whether pretest surveys or laboratory 32 
validation work will be performed, enhancements to train to accommodate 33 
high moisture content in stack gas, etc.) and what is being proposed along 34 
with the basis for the decision. 35 

B. A short summary narrative description of the feed and residue sampling 36 
methods should be included within the main body of the demonstration test 37 
plan, which references an appendix that would include for each sample type: 38 
(1) detailed sample method procedures, (2) sampling recovery/compositing 39 
procedures, and (3) detailed analytical method procedures. The detailed 40 
procedures should clearly flag where the method has provided decision 41 
points (e.g., choices of equipment materials of construction, choices of 42 
clean-up procedures or whether additional clean-up procedures will be 43 
incorporated, whether pretest surveys or laboratory validation work will be 44 
performed, etc.) and what is being proposed along with the basis for the 45 
decision. 46 
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III.10.J.5.f.vii A detailed test schedule for each condition for which the demonstration test is 1 
planned, including projected date(s), duration, quantity of dangerous waste to be fed, 2 
and other relevant factors; 3 

III.10.J.5.f.viii A detailed test protocol including, for each test condition, the ranges of feed-rate for 4 
each feed system, and all other relevant parameters that may affect the ability of the 5 
HLW Vitrification System to meet performance standards specified in Permit 6 
Condition III.10.J.1.b; 7 

III.10.J.5.f.ix A detailed description of planned operating conditions for each demonstration test 8 
condition, including operating conditions for shakedown, demonstration test, 9 
post-demonstration test and normal operations. This information will also include 10 
submittal of Permit Tables III.10.J.D, III.10.J.F, III.10.K.D, and III.10.K.F completed 11 
with the information as specified in each column heading for each HLW Vitrification 12 
System waste feed cut-off parameter and submittal of supporting documentation for 13 
Permit Tables III.10.J.D, III.10.J.F, III.10.K.D, and III.10.K.F set-point values. 14 

III.10.J.5.f.x The test conditions proposed must demonstrate meeting the performance standards 15 
specified in Permit Condition III.10.J.1.b with the simultaneous operation of the 16 
melter at capacity and input from the HLW Vitrification Vessel Ventilation System at 17 
capacity to simulate maximum loading to the HLW Vitrification System off-gas 18 
treatment system and to establish the corresponding operating parameter ranges. 19 

III.10.J.5.f.xi A detailed description of procedures for start-up and shutdown of waste feed and 20 
controlling emissions in the event of an equipment malfunction, including off-normal 21 
and emergency shutdown procedures; 22 

III.10.J.5.f.xii A calculation of waste residence time; 23 

III.10.J.5.f.xiii Any request to extrapolate metal feed-rate limits from Demonstration Test levels 24 
must include: 25 

A. A description of the extrapolation methodology and rationale for how the 26 
approach ensures compliance with the performance standards, as specified in 27 
Permit Condition III.10.J.1.b. 28 

B. Documentation of the historical range of normal metal feed-rates for each 29 
feed stream. 30 

C. Documentation that the level of spiking recommended during the 31 
demonstration test will mask sampling and analysis imprecision and 32 
inaccuracy to the extent that extrapolation of feed-rates and emission rates 33 
from the Demonstration Test data will be as accurate and precise as if full 34 
spiking were used. 35 

III.10.J.5.f.xiv Documentation of the expected levels of constituents in HLW Vitrification System 36 
input streams, including, but not limited to, waste feed, glass former and reactants, 37 
control air, process air, steam, sparge bubbler air, air in-leakage from melter cave, 38 
gases from HLW Vitrification Vessel Ventilation System, and process water. 39 

III.10.J.5.f.xv Documentation justifying the duration of the conditioning required to ensure the 40 
HLW Vitrification System had achieved steady-state operations under Demonstration 41 
Test operating conditions. 42 

III.10.J.5.f.xvi Documentation of HLW Vitrification System process and leak detection system 43 
instruments and monitors as listed on Permit Tables III.10.J.C, III.10.J.F, III.10.K.C, 44 
and III.10.K.F to include: 45 
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A. Procurement specifications. 1 
B. Location used. 2 
C. Range, precision, and accuracy. 3 
D. Calibration/functionality test procedures (either method number ASTM) or 4 

provide a copy of manufacturer’s recommended calibration procedures. 5 
E. Calibration/functionality test, inspection, and routine maintenance schedules 6 

and checklists, including justification for calibration, inspection and 7 
maintenance frequencies, criteria for identifying instruments found to be 8 
significantly out of calibration, and corrective action to be taken for 9 
instruments found to be significantly out of calibration (e.g., increasing 10 
frequency of calibration, instrument replacement, etc.). 11 

F. Equipment instrument control logic narrative description (e.g., descriptions 12 
of failsafe conditions, etc.) [WAC 173-303-680(2), WAC 173-303-13 
806(4)(i)(i)(B), and WAC 173-303-806(4)(i)(v)]. 14 

III.10.J.5.f.xvii Outline of demonstration test report.15 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

HLW Melter Process System  
 
HMP-MLTR-00001 (HLW Melter 1) 
 
HMP-MLTR-00002 (HLW Melter 2) 

HMP -M6-HMP-00001001 
-M6-HMP-00001002 
-M6-HMP-00003001 
-M6-HMP-00004001 
-M6-HMP-00006001 
-M6-HMP-00006002 
-M6-HMP-00007001 
-M6-HMP-00008001 
-M6-HMP-00013002 
-M6-HMP-00013003 
-M6-HMP-20001001 
-M6-HMP-20001002 
-M6-HMP-20003001 
-M6-HMP-20004001 
-M6-HMP-20006001 
-M6-HMP-20008001 
-M6-HMP-20013002 
-M6-HMP-20013003 
-M5-V17T-P0002 
-M5-V17T-P20002 
-M0D-HMP-00001 
-M0D-HMP-00002 
-MF-HMP-00001 
-MF-HMP-00002 
-MF-HMP-00003 

Section 4F.2.2; Table 4F-2; and 
Figures 4A-1, 4A-4 and 4A-27 in 
Operating Unit Group 10, Chapter 4 of 
this Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

-N1D-HMP-P0001 
-P1-P01T-00002 
-3PS-AE00-T0001 

Melter Offgas Treatment Process System  
 
HOP-FCLR-00001 (Melter 1 Offgas Film Cooler) 
 
HOP-FCLR-00002 (Melter 2 Offgas Film Cooler) 
 
HOP-FCLR-00003 (Melter 1 Standby Offgas Insert) 
 
HOP-FCLR-00004 (Melter 2 Standby Offgas Insert) 

HOP 24590-HLW 
-M5-V17T-P0002 
-M5-V17T-P20002 
-M6-HMP-00002001 
-M6-HMP-00002002 
-M6-HMP-20002001 
-3YD-HOP-00001a 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1, 4A-4 and 4A-27 in 
Operating Unit Group 10, Chapter 4 of 
this Permit. 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-SCB-00001 (Melter 1 SBS) 
 
HOP-SCB-00002 (Melter 2 SBS) 

HOP 24590-HLW 
-M5-V17T-P0003 
-M5-V17T-P20003 
-M6-HOP-00001001 
-M6-HOP-00001002 
-M6-HOP-00001003 
-M6-HOP-20001001 
-M6-HOP-20001002 
-M6-HOP-20001003 
-MKD-HOP-00016 
-MK-HOP-P0001001 
-MK-HOP-P0001002 
-MK-HOP-P0001003 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

-MK-HOP-P0001004 
-N1D-HOP-P0010 
-P1-P01T-00002 
-3YD-HOP-00001a 

 
24590-WTP 
-3PS-MV00-T0001 
-3PS-MV00-T0002 
-3PS-MV00-T0003 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-WESP-00001 (Melter 1 Wet Electrostatic 
Precipitator, WESP) 
 
HOP-WESP-00002 (Melter 2 Wet Electrostatic 
Precipitator, WESP)  

HOP 24590-HLW 
-M5-V17T-P0003 
-M5-V17T-P20003 
-M6-HOP-00002 
-M6-HOP-20002 
-N1D-HOP-P0002 
-P1-P01T-00004 
-P1-P01T-00005 
-3YD-HOP-00001a 

 
24590-WTP 
-3PS-MKE0-T0001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Melter Offgas Treatment Process System (Cont.) 
 
HOP-HEPA-00001A (Melter 1 Primary Offgas 
HEPA Filter) 
 
HOP-HEPA-00001B (Melter 1 Primary Offgas 
HEPA Filter) 
 
HOP-HEPA-00002A (Melter 1 Secondary Offgas 
HEPA Filter) 
 
HOP-HEPA-00002B (Melter 1 Secondary Offgas 
HEPA Filter) 
 
HOP-HEPA-00007A (Melter 2 Primary Offgas 
HEPA Filter) 
 
HOP-HEPA-00007B (Melter 2 Primary Offgas 
HEPA Filter) 
 
HOP-HEPA-00008A (Melter 2 Secondary Offgas 
HEPA Filter) 
 
HOP-HEPA-00008B (Melter 2 Secondary Offgas 
HEPA Filter) 

HOP 24590-HLW 
-M5-V17T-P0003 
-M5-V17T-P20003 
-M6-HOP-00010 
-M6-HOP-20010 
-MAD-HOP-00010 
-MAD-HOP-00011 
-MAD-HOP-00012 
-MAD-HOP-00013 
-MAD-HOP-00014 
-MAD-HOP-00015 
-MAD-HOP-00016 
-MAD-HOP-00017 
-P1-P01T-00002 
-3YD-HOP-00001a 

 
24590-WTP 
-3PS-MKH0-T0002 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-ADBR-00001A (Melter 1 Activated Carbon 
Adsorber – located on Activated Carbon Adsorber 
Skid HOP-ADBR-00001) 
 
HOP-ADBR-00001B (Melter 1 Activated Carbon 
Adsorber – located on Activated Carbon Adsorber 
Skid HOP-ADBR-00001) 
 
HOP-ADBR-00002A (Melter 2 Activated Carbon 
Adsorber – located on Activated Carbon Adsorber 
Skid HOP-ADBR-00002) 
 
HOP-ADBR-00002B (Melter 2 Activated Carbon 
Adsorber – located on Activated Carbon Adsorber 
Skid HOP-ADBR-00002) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00003001 
-M6-HOP-00003002 
-M6-HOP-20003001 
-M6-HOP-20003002 
-MVD-HOP-00015 
-MVD-HOP-00016 
-N1D-HOP-00003 
-P1-P01T-00002 
 
24590-WTP 
-3PS-MWK0-T0001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-HEME-00001A (Melter 1 HEME) 
 
HOP-HEME-00001B (Melter 1 HEME) 
 
HOP-HEME-00002A (Melter 2 HEME) 
 
HOP-HEME-00002B (Melter 2 HEME) 

HOP 24590-HLW 
-M5-V17T-P0003 
-M5-V17T-P20003 
-M6-HOP-00009001 
-M6-HOP-00009002 
-M6-HOP-20009001 
-M6-HOP-20009002 
-MVD-HOP-00007 
-MV-HOP-P0002001 
-MV-HOP-P0002002 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.282 

Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

-MV-HOP-P0002003 
-N1D-HOP-P0001 
-P1-P01T-00002 
-3YD-HOP-00001a 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-SCO-00001 (Thermal Catalytic Oxidizer – 
located on Catalyst SkidHOP-SKID-00005) 
 
HOP-SCO-00004 (Thermal Catalytic Oxidizer – 
located on Catalyst Skid HOP-SKID-00007) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 
-M6-HOP-20008003 
-MKD-HOP-00019 
-N1D-HOP-00004 
-NID-HOP-00005 
-P1-P01T-00002 
-3PS-MBTV-T0002 
 
24590-LAW 
-3PS-MBTV-T0001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-SCR-00001 (NOx Selective Catalytic Reducer 
– located on Catalyst Skid HOP-SKID-00005) 
 
HOP-SCR-00002 (NOx Selective Catalytic Reducer 
– located on Catalyst Skid HOP-SKID-00007) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 
-M6-HOP-20008003 
-MKD-HOP-00019 
-N1D-HOP-00004 
-N1D-HOP-00005 
-P1-P01T-00002 
-3PS-MBTV-T0002 
 
24590-LAW 
-3PS-MBTV-T0001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-HX-00001 (Catalyst Skid Preheater – located 
on Catalyst Skid HOP-SKID-00005) 
 
HOP-HX-00003 (Catalyst Skid Preheater – located 
on Catalyst Skid HOP-SKID-00007) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

-M6-HOP-20008003 
-MKD-HOP-00019 
-N1D-HOP-00008 
-P1-P01T-P0002 
-3PS-MBTV-T0002 
 
24590-LAW 
-3PS-MBTV-T0001 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-HTR-00001 (Catalyst Skid Electric Heater – 
located on Catalyst Skid HOP-SKID-00005) 
 
HOP-HTR-00007 (Catalyst Skid Electric Heaters – 
located on Catalyst Skid HOP-SKID-00007) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 
-M6-HOP-20008003 
-MKD-HOP-00019 
-P1-P01T-00002 
-3PS-MBTV-T0002 
-N1D-HOP-00011 
 
24590-LAW 
-3PS-MBTV-T0001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Melter Offgas Treatment Process System (Cont.)  
 
HOP-ABS-00002 (Silver Mordenite Column) 
 
HOP-ABS-00003 (Silver Mordenite Column) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 
-M6-HOP-20008003 
-MKD-HOP-00014 
-MKD-HOP-00017 
-NID-HOP-P0006 
-P1-P01T-00001 
-3PS-MBT0-TP001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 

Melter Offgas Treatment Process System (Cont.) 
 
HOP-HTR-00001B (HEPA Preheater) 
 
HOP-HTR-00002A (HEPA Preheater) 
 
HOP-HTR-00005A (HEPA Preheater) 
 
HOP-HTR-00005B (HEPA Preheater) 

HOP 24590-HLW 
-M5-V17T-P0003 
-M5-V17T-P20003 
-M6-HOP-00010 
-M6-HOP-20010 
-MED-HOP-00013 
-3PS-MEE0-T0001 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Melter Offgas Treatment Process System (Cont.) 
 
HOP-HX-00002 (Silver Mordenite Preheater) 
 
HOP-HX-00004 (Silver Mordenite Preheater) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00003001 
-M6-HOP-00003002 
-M6-HOP-20003001 
-M6-HOP-20003002 
-N1D-HOP-00007 
-P1-P01T-00002 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 

Melter Offgas Treatment Process System (Cont.) 
 
HOP-FAN-00001A (Booster Extraction Fan) 
 
HOP-FAN-00001B (Booster Extraction Fan) 
 
HOP-FAN-00001C (Booster Extraction Fan) 
 
HOP-FAN-00009A (Booster Extraction Fan) 
 
HOP-FAN-00009B (Booster Extraction Fan) 
 
HOP-FAN-00009C (Booster Extraction Fan) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00003001 
-M6-HOP-00003002 
-M6-HOP-20003001 
-M6-HOP-20003002 
-MAD-HOP-00018 
-P1-P01T-00001 
 
24590-WTP 
-3PS-MACS-T0004 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Melter Offgas Treatment Process System (Cont.) 
 
HOP-FAN-00008A (Stack Extraction Fan) 
 
HOP-FAN-00008B (Stack Extraction Fan) 
 
HOP-FAN-00008C (Stack Extraction Fan) 
 
HOP-FAN-000010A (Stack Extraction Fan) 
 
HOP-FAN-000010B (Stack Extraction Fan) 
 
HOP-FAN-000010C (Stack Extraction Fan) 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 
-M6-HOP-20008003 
-MAD-HOP-00038 
-P1-P01T-00005 
 
24590-WTP 
-3PS-MACS-T0004 

Section 4F.4.2; Table 4F-2; and 
Figures 4A-1 and 4A-4 in Operating 
Unit Group 10, Chapter 4 of this 
Permit. 

Melter Offgas Treatment Process System (Cont.) 
 
HLW Stack 

HOP 24590-HLW 
-M5-V17T-00004 
-M5-V17T-20004 
-M6-HOP-00008001 
-M6-HOP-00008002 
-M6-HOP-00008003 
-M6-HOP-20008001 
-M6-HOP-20008002 
-M6-HOP-20008003 

Section 4F.4.2; and Figures 4A-1 and 
4A-4 in Operating Unit Group 10, 
Chapter 4 of this Permit. 
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Table III.10.J.A  High-Level Waste Plant Miscellaneous Unit System Description 
Sub-system Description Sub-system 

Designation 
Engineering Description 

(Drawing Nos., 
Specification Nos., etc.) 

Narrative Description, 
Tables, and Figures 

Pulse Jet Ventilation System 
 
PJV-HTR-00002 (PJV HEPA Electric Preheater) 
 
PJV-HEPA-00004B (PJV System HEPA Filter 
[Standby Primary]) 
 
PJV-HEPA-00005B (PJV System HEPA Filter 
[Standby Secondary]) 
 
PJV-HEPA-00004A (PJV System HEPA Filter 
[Primary]) 
 
PJV-HEPA-00005A (PJV System HEPA Filter 
[Secondary]) 
 
PJV-FAN-00002A (PJV Extraction Fan) 
 
PJV-FAN-00002B (PJV Extraction Fan) 

PJV 24590-HLW 
-M6-PJV-00001001 
-M6-PJV-00002001 

 

Process Vessel Vent Extraction System 
 
PVV system contains ancillary equipment only. 

PVV 24590-HLW 
-M6-PVV-00001 
-M6-PVV-20001 

 

aSystem Descriptions are maintained in the Administrative Record, and are listed here for information only.  
 1 
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Table III.10.J.B  High-Level Waste Vitrification Systems Secondary Containment Systems 
Including Sumps and Floor Drains 

Sump/Floor Drain 
I.D. # & Room 

Location 

Maximum Sump 
Capacity 
(gallons) 

Sump Dimensionsa 
(feet) & Materials of 

Construction 

Maximum 
Allowable Liquid 
Height (inches) 

Secondary 
Containment 

Volume (gallons) 

Engineering Description 
(Drawing Nos., 

Specification Nos., etc.) 

RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED 
aDimensions listed are based on permitted design. Actual dimensions may vary within plus or minus (TBD).  

 1 
Table III.10.J.C  High-Level Waste Vitrification System Process and Leak Detection System Instruments and Parameters 

P&ID Monitoring or 
Control 

Parameter 

Type of 
Instrument or 

Control Device 

Instrument or 
Control Device 

Tag No. 

Instrument 
Range 

Expected 
Range 

Fail 
States 

Instrument 
Accuracy 

Instrument 
Calibration 
Method No. 
and Range 

24590-HLW-M6-HMP-
00004001 

Melter 1 plenum 
temperature, 62” 

TBD (TE-0920A + 
TT-0920A + 
TI-0920A)* 
Or 
(TE-0920C + 
TT-0921A + 
TI-0921F)* 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
00004001 

Melter 1 plenum 
temperature, 59” 

TBD (TE-0920B + 
TT-920A +  
TI-0920B)* 
Or 
(TE-920D + 
TT-0921A+ 
TI-0921E)* 

TBD TBD TBD TBD TBD 
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Table III.10.J.C  High-Level Waste Vitrification System Process and Leak Detection System Instruments and Parameters 
P&ID Monitoring or 

Control 
Parameter 

Type of 
Instrument or 

Control Device 

Instrument or 
Control Device 

Tag No. 

Instrument 
Range 

Expected 
Range 

Fail 
States 

Instrument 
Accuracy 

Instrument 
Calibration 
Method No. 
and Range 

24590-HLW-M6-HMP-
20004001 

Melter 2 plenum 
temperature, 62” 

TBD (TE-2920A + 
TT-2920A + 
TI-2920A)* 
Or 
(TE-2920C + 
TT-2921A + 
TI-2920C)* 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
20004001 

Melter 2 plenum 
temperature, 59” 

TBD (TE-2920B +  
TT-2920A +  
TI-2920B)* 
Or 
(TE-2920D +  
TT-2921A + 
TI-2920D)* 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
0001300224590-HLW-M6-
HMP-00013003 

Melter 1 glass 
pool density 

TBD DT-0132 
DI-0132 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
0001300224590-HLW-M6-
HMP-00013003 

Melter 1 glass 
pool level 

TBD LT-0131 
LI-0131 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
2001300224590-HLW-M6-
HMP-20013003 

Melter 2 glass 
pool density 

TBD DT-2132 
DI-2132 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
2001300224590-HLW-M6-
HMP-20013003 

Melter 2 glass 
pool level 

TBD LT-2131 
LI-2131 

TBD TBD TBD TBD TBD 
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Table III.10.J.C  High-Level Waste Vitrification System Process and Leak Detection System Instruments and Parameters 
P&ID Monitoring or 

Control 
Parameter 

Type of 
Instrument or 

Control Device 

Instrument or 
Control Device 

Tag No. 

Instrument 
Range 

Expected 
Range 

Fail 
States 

Instrument 
Accuracy 

Instrument 
Calibration 
Method No. 
and Range 

24590-HLW-M6-HMP-
0001300224590-HLW-M6-
HMP-00013003 

Melter 1 plenum 
pressure 

TBD (PDT-0139A + 
PDI-0139A)* 
Or 
(PDT-0139B + 
PDI-0139B)* 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
2001300224590-HLW-M6-
HMP-20013003 

Melter 2 plenum 
pressure 

TBD (PDT-2139A + 
PDI-2139A)* 
Or 
(PDT-2139B + 
PDI-2139B)* 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
0000800124590-HLW-M6-
HMP-00008002 

Melter 1 West 
canister level 

TBD LT-0816 
(LI-0816A Or 
LI-0816B)** 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
00007001 

Melter 1 West 
Discharge Air 
Lift  

TBD YC-0761 
 
YV-0761 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
0000800124590-HLW-M6-
HMP-00008002 

Melter 1 East 
canister level 

TBD LT-0820 
 
(LI-0820A Or 
LI-0820B)** 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
0000600124590-HLW-M6-
HMP-00006002 

Melter 1 East 
Discharge Air 
Lift  

TBD YC-0664 
 
YV-0664 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
2000800124590-HLW-M6-
HMP-20008002 

Melter 2 West 
canister level 

TBD LT-2816 
 
(LI-2816A Or 
LI-2816B)** 

TBD TBD TBD TBD TBD 
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Table III.10.J.C  High-Level Waste Vitrification System Process and Leak Detection System Instruments and Parameters 
P&ID Monitoring or 

Control 
Parameter 

Type of 
Instrument or 

Control Device 

Instrument or 
Control Device 

Tag No. 

Instrument 
Range 

Expected 
Range 

Fail 
States 

Instrument 
Accuracy 

Instrument 
Calibration 
Method No. 
and Range 

24590-HLW-M6-HMP-
20007001 

Melter 2 West 
Discharge Air 
Lift  

TBD YC-2761 
 
YV-2761 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
2000800124590-HLW-M6-
HMP-20008002 

Melter 2 East 
canister level 

TBD LT-2820 
 
(LI-2820A Or 
LI-2820B)** 

TBD TBD TBD TBD TBD 

24590-HLW-M6-HMP-
20006001 

Melter 2 East 
Discharge Air 
Lift  

TBD YC-2664 
 
YV-2664 

TBD TBD TBD TBD TBD 

*These instrument sets are duplicates. Only one instrument set is required to remain functioning during waste feed operations. 
**These instruments are duplicates. Only one instrument is required to remain functioning during waste feed operations. 

 1 
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Table III.10.J.D  Maximum Feed-Rates to High-Level Waste Vitrification System 
(RESERVED) 

Description of Waste Shakedown 1 Shakedown 2, Demonstration Test 
and Post Demonstration Test 

Dangerous and Mixed Waste 
Feed Rate 

RESERVED RESERVED 

Total Chlorine/Chloride Feed 
Rate  

RESERVED RESERVED 

Total Metal Feedrates RESERVED RESERVED 
 1 

Table III.10.J.E  High-Level Waste Vitrification System Estimated Emission Rates 
(RESERVED) 

Chemicals CAS Number Emission Rates 
(grams/second) 

RESERVED RESERVED RESERVED 
 2 

Table III.10.J.F  High-Level Waste Vitrification System Waste Feed Cut-off Parameters* 
(RESERVED) 

Subsystem 
Designation 

Instrument 
Tag Number 

Parameter 
Description 

Setpoints During 
Shakedown 1 and Post 

Demonstration Test 

Setpoints During 
Shakedown 2 and 

Demonstration Test 
RESERVED RESERVED RESERVED RESERVED RESERVED 

*A CMS will be used as defined in Permit Section III.10.C.1.  
1Maximum Feed-rate will be set based on not exceeding any of the constituent (e.g., metals and chlorine/chloride) feed limits 
specified on Permit Table III.10.J.D of this Permit 
 3 

 HIGH-LEVEL WASTE VITRIFICATION SYSTEM – LONG TERM 4 
MISCELLANEOUS THERMAL TREATMENT UNIT 5 

For purposes of Permit Section III.10.K, where reference is made to WAC 173-303-640, 6 
the following substitutions apply: substitute the terms “HLW Vitrification System” for 7 
“tank system(s),” “sub-system(s)” for “tank(s),” “sub-system equipment” for “ancillary 8 
equipment,” and “sub-system(s) or sub-system equipment of a HLW Vitrification 9 
System” for “component(s),” in accordance with WAC 173-303-680. 10 

III.10.K.1 Requirements for High-Level Waste Vitrification System Beginning Normal 11 
Operation  12 

Prior to commencing normal operations provided in Permit Section III.10.K, all 13 
requirements in Permit Section III.10.J will have been met by the Permittees and 14 
approved by Ecology, including the following: The HLW Vitrification System 15 
Demonstration Test results and the revised Final Risk Assessment provided for in Permit 16 
Conditions III.10.C.11.c or d and Permit Section III.10.J, will have been evaluated and 17 
approved by Ecology, Permit Tables III.10.K.D and F, as approved/modified pursuant to 18 
Permit Condition III.10.J.5, will have been completed, submitted and approved pursuant 19 
to Permit Condition III.10.J.3.d.v and Permit Table III.10.K.E, as approved/modified 20 

111.10.K 
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pursuant to Permit Condition III.10.J.5, will have been completed, submitted and 1 
approved pursuant to Permit Conditions III.10.C.11.c or d. 2 

III.10.K.1.a Construction and Maintenance [WAC 173-303-640, in accordance with WAC 173-303-3 
680(2) and (3), and WAC 173-303-340] 4 

III.10.K.1.a.i The Permittees will maintain the design and construction of the HLW Vitrification 5 
System as specified in Permit Condition III.10.K.1, Operating Unit Group 10, 6 
Chapter 4 of this Permit, and Operating Unit Group 10, Appendices 10.1 through 7 
10.17 of this Permit, as approved pursuant to Permit Conditions III.10.J.5.a through d 8 
and III.10.J.5.f. 9 

III.10.K.1.a.ii The Permittees will maintain the design and construction of all containment systems 10 
for the HLW Vitrification System as specified in Operating Unit Group 10, Chapter 4 11 
of this Permit, and Operating Unit Group 10, Appendices 10.2 and 10.4 through 12 
10.14 of this Permit, as approved pursuant to Permit Conditions III.10.J.5.a 13 
through d. 14 

III.10.K.1.a.iii Modifications to approved design, plans, and specifications in Operating Unit 15 
Group 10, of this Permit, for the HLW Vitrification System will be allowed only in 16 
accordance with Permit Conditions III.10.C.2.e and f, or III.10.C.2.g, III.10.C.9.d, e, 17 
and h. 18 

III.10.K.1.a.iv The Permittees will ensure all certifications required by specialists (e.g., IQRPE; 19 
registered, professional engineer; independent corrosion expert; independent 20 
qualified installation inspector; installation inspector; etc.) use the following 21 
statement or equivalent pursuant to Permit Condition III.10.C.10: 22 

“I, (Insert Name) have (choose one or more of the following: overseen, supervised, 23 
reviewed, and/or certified) a portion of the design or installation of a new HLW 24 
Vitrification system or component located at (address), and owned/operated by 25 
(name[s]). My duties were: (e.g., installation inspector, testing for tightness, etc.), for 26 
the following HLW Vitrification system components (e.g., the venting piping, etc.), 27 
as required by the Dangerous Waste Regulations, namely, WAC 173-303-640(3) 28 
(applicable paragraphs [i.e., (a) through (g)]), in accordance with WAC 173-303-680. 29 

“I certify under penalty of law that I have personally examined and am familiar with 30 
the information submitted in this document and all attachments and that, based on my 31 
inquiry of those individuals immediately responsible for obtaining the information, I 32 
believe that the information is true, accurate, and complete. I am aware that there are 33 
significant penalties for submitting false information, including the possibility of fine 34 
and imprisonment.” 35 

III.10.K.1.a.v The Permittees will ensure periodic integrity assessments are conducted on the HLW 36 
Vitrification System listed in Permit Table III.10.I.A, as approved/modified pursuant 37 
to Permit Condition III.10.J.5, over the term of this Permit, in accordance with 38 
WAC 173-303-680(2) and (3), as specified in WAC 173-303-640(3)(b) following the 39 
description of the integrity assessment program and schedule in Operating Unit 40 
Group 10, Addendum E of this Permit, as approved pursuant to Permit Conditions 41 
III.10.J.5.e.i and III.10.C.5.c. Results of the integrity assessments will be included in 42 
the WTP Unit operating record until ten (10) years after post-closure, or corrective 43 
action is complete and certified, whichever is later. 44 
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A. The Permittees will, at least thirty (30) days prior to the initial receipt of 1 
dangerous waste, provide a baseline monitoring report that documents all 2 
relevant monitoring locations and initial measurements taken.  3 

B. Beginning three years after the initial receipt of dangerous waste, the Permittees 4 
will provide by December 31 of each year, an annual schedule of integrity 5 
assessments planned for the subject systems for the next calendar year and those 6 
completed in the current calendar year. 7 

III.10.K.1.a.vi The Permittees will address problems detected during the HLW Vitrification System 8 
integrity assessments specified in Permit Condition III.10.K.1.a.v following the 9 
description of the integrity assessment program in Operating Unit Group 10, 10 
Addendum E of this Permit, as approved pursuant to Permit Conditions III.10.J.5.e.i 11 
and III.10.C.5.c. 12 

III.10.K.1.a.vii All process monitors/instruments as specified in Permit Table III.10.K.F, as 13 
approved/modified pursuant to Permit Condition III.10.J.5 and III.10.J.3.d.v, will be 14 
equipped with operational alarms to warn of deviation, or imminent deviation from 15 
the limits specified in Permit Table III.10.K.F. 16 

III.10.K.1.a.viii The Permittees will install and test all process and leak detection system 17 
monitors/instruments, as specified in Permit Tables III.10.K.C and III.10.K.F, as 18 
approved/modified pursuant to Permit Conditions III.10.J.5 and III.10.J.3.d.v, in 19 
accordance with Operating Unit Group 10, Appendices 10.1, 10.2, and 10.14 of this 20 
Permit, as approved pursuant to Permit Conditions III.10.J.5.d.x and III.10.J.5.f.xvi. 21 

III.10.K.1.a.ix No dangerous and/or mixed waste will be treated in the HLW Vitrification System 22 
unless the operating conditions, specified under Permit Condition III.10.K.1.c are 23 
complied with. 24 

III.10.K.1.a.x The Permittees will not place dangerous and/or mixed waste, treatment reagents, or 25 
other materials in the HLW Vitrification System if these substances could cause the 26 
sub-system, sub-system equipment, or the containment system to rupture, leak, 27 
corrode, or otherwise fail [WAC 173-303-640(5)(a), in accordance with 28 
WAC 173-303-680(2)]. This condition is not applicable to corrosion of HLW 29 
Vitrification System sub-system or sub-system equipment that are expected to be 30 
replaced as part of normal operations (e.g., melter). 31 

III.10.K.1.a.xi The Permittees will operate the HLW Vitrification System to prevent spills and 32 
overflows using the description of controls and practices as required under 33 
WAC 173-303-640(5)(b), described in Permit Condition III.10.C.5, and Operating 34 
Unit Group 10, Appendix 10.18 of this Permit, as approved pursuant to Permit 35 
Condition III.10.J.5.e [WAC 173-303-640(5)(b), in accordance with WAC 173-303-36 
680(2) and (3), WAC 173-303-806(4)(c)(ix)]. 37 

III.10.K.1.a.xii For routinely non-accessible HLW Vitrification System sub-systems, as specified in 38 
Operating Unit Group 10, Chapter 4 of this Permit, as updated pursuant to Permit 39 
Condition III.10.J.5.e.vi, the Permittees will mark all routinely non-accessible HLW 40 
Vitrification System sub-systems access points with labels or signs to identify the 41 
waste contained in each HLW Vitrification System sub-system. The label, or sign, 42 
must be legible at a distance of at least fifty (50) feet or posted at each entrance, and 43 
must bear a legend which identifies the waste in a manner which adequately warns 44 
employees and emergency response personnel, of the major risk(s) associated with 45 
the waste being stored or treated in the HLW Vitrification System sub-systems. For 46 
the purposes of this permit condition, “routinely non-accessible” means personnel are 47 
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unable to enter these areas while waste is being managed in them [WAC 173-303-1 
640(5)(d), in accordance with WAC 173-303-680(2)]. 2 

III.10.K.1.a.xiii For all the HLW Vitrification System sub-systems not addressed in Permit Condition 3 
III.10.K.1.a.xii, the Permittees will mark all these HLW Vitrification System 4 
sub-systems holding dangerous and/or mixed waste with labels or signs to identify 5 
the waste contained in the HLW Vitrification System sub-systems. The labels, or 6 
signs, must be legible at a distance of at least fifty (50) feet or posted at each 7 
entrance, and must bear a legend which identifies the waste in a manner which 8 
adequately warns employees and emergency response personnel, of the major risk(s) 9 
associated with the waste being stored or treated in the HLW Vitrification System 10 
sub-systems [WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)]. 11 

III.10.K.1.a.xiv The Permittees will ensure that the secondary containment systems for the HLW 12 
Vitrification System sub-systems listed in Permit Tables III.10.K.A and III.10.K.B, 13 
as approved/modified pursuant to Permit Condition III.10.J.5, are free of cracks or 14 
gaps to prevent any migration of dangerous and/or mixed waste or accumulated 15 
liquid out of the system to the soil, groundwater, or surface water at any time during 16 
the use of the HLW Vitrification System sub-systems. Any indication that a crack or 17 
gap may exist in the containment systems will be investigated and repaired in 18 
accordance with Operating Unit Group 10, Appendix 10.18 of this Permit, as 19 
approved pursuant to Permit Condition III.10.J.5.e.v [WAC 173-303–640(4)(b)(i), 20 
WAC 173-303-640(4)(e)(i)(C), and WAC 173-303-640(6), in accordance with 21 
WAC 173-303-680(2) and (3), WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-22 
320]. 23 

III.10.K.1.a.xv The Permittees must immediately and safely remove from service any HLW 24 
Vitrification System or secondary containment system which through an integrity 25 
assessment is found to be “unfit for use” as defined in WAC 173-303-040, following 26 
Permit Condition III.10.K.1.a.xvii.A through D, and F. The affected HLW 27 
Vitrification System or secondary containment system must be either repaired or 28 
closed in accordance with Permit Condition III.10.K.1.a.xvii.E [WAC 173-303-29 
640(7)(e) and (f) and WAC 173-303-640(8), in accordance with WAC 173-303-30 
680(3)]. 31 

III.10.K.1.a.xvi An impermeable coating, as specified in Operating Unit Group 10, Appendices 10.4, 32 
10.5, 10.7, 10.9, 10.11, and 10.12 of this Permit, as approved pursuant to Permit 33 
Condition III.10.J.5.b.v, will be maintained for all concrete containment systems and 34 
concrete portions of containment systems for the HLW Vitrification System 35 
sub-systems listed in Permit Tables III.10.K.A and III.10.K.B, as approved/modified 36 
pursuant to Permit Condition III.10.J.5 (concrete containment systems that do not 37 
have a liner, pursuant to WAC 173-303-640(4)(e)(i), in accordance with 38 
WAC 173-303-640(4)(e)(ii)(C), in accordance with WAC 173-303-680(2). The 39 
coating will prevent migration of any dangerous and/or mixed waste into the 40 
concrete. All coatings will meet the following performance standards: 41 

A. The coating must seal the containment surface such that no cracks, seams, or 42 
other avenues through which liquid could migrate are present; 43 

B. The coating must be of adequate thickness and strength to withstand the 44 
normal operation of equipment and personnel within the given area such that 45 
degradation or physical damage to the coating or lining can be identified and 46 
remedied before dangerous and/or mixed waste could migrate from the 47 
system; and 48 
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C. The coating must be compatible with the dangerous and/or mixed waste, 1 
treatment reagents, or other materials managed in the containment system 2 
[WAC 173-303-640(4)(e)(ii)(D), in accordance with WAC 173-303-680(2) 3 
and (3), and WAC 173-303-806(4)(i)(i)(A)]. 4 

III.10.K.1.a.xvii The Permittees will inspect all secondary containment systems for the HLW 5 
Vitrification System sub-systems listed in Permit Tables III.10.K.A and III.10.K.B, 6 
as approved/modified pursuant to Permit Condition III.10.J.5, in accordance with the 7 
Inspection Plan specified in Operating Unit Group 10, Chapter 6A of this Permit, as 8 
approved pursuant to Permit Conditions III.10.J.5.e.i and III.10.C.5.c, and take the 9 
following actions if a leak or spill of dangerous and/or mixed waste is detected in 10 
these containment systems [WAC 173-303-640(5)(c), WAC 173-303-640(6) in 11 
accordance with WAC 173-303-680(2) and (3), WAC 173-303-320, and 12 
WAC 173-303-806(4)(i)(i)(B)]: 13 

A. Immediately, and safely, stop the flow of dangerous and/or mixed waste into 14 
the HLW Vitrification System sub-systems or secondary containment 15 
system.  16 

B. Determine the source of the dangerous and/or mixed waste. 17 
C. Remove the dangerous and/or mixed waste from the containment area in 18 

accordance with WAC 173-303-680(2) and (3), as specified in 19 
WAC 173-303-640(7)(b). The dangerous and/or mixed waste removed from 20 
containment areas of the HLW Vitrification System will be, at a minimum, 21 
managed as mixed waste. 22 

D. If the cause of the release was a spill that has not damaged the integrity of the 23 
HLW Vitrification System sub-system, the Permittees may return the 24 
HLW Vitrification System sub-system to service in accordance with 25 
WAC 173-303-680(2) and (3), as specified in WAC 173-303-640(7)(e)(ii). 26 
In such case, the Permittees will take action to ensure the incident that caused 27 
the dangerous and/or mixed waste to enter the containment system will not 28 
reoccur. 29 

E. If the source of the dangerous and/or mixed waste is determined to be a leak 30 
in from the primary HLW Vitrification System into the secondary 31 
containment system, or the system is unfit for use as determined through an 32 
integrity assessment or other inspection, the Permittees will comply with the 33 
requirements of WAC 173-303-640(7) and take the following actions: 34 
1. Close the HLW Vitrification System sub-system following procedures in 35 

WAC 173-303-640(7)(e)(i), in accordance with WAC 173-303-680, and 36 
Operating Unit Group 10, Addendum H of this Permit, as approved 37 
pursuant to Permit Condition III.10.C.8. 38 

2. Repair and re-certify (in accordance with WAC 173-303-810(13)(a), as 39 
modified pursuant to Permit Condition III.10.K.1.a.iii) the HLW 40 
Vitrification System, in accordance with Operating Unit Group 10, 41 
Appendix 10.18 of this Permit, as approved pursuant to Permit Condition 42 
III.10.J.5.e.v, before the HLW Vitrification System is placed back into 43 
service [WAC 173-303-640(7)(e)(iii) and WAC 173-303-640(7)(f), in 44 
accordance with WAC 173-303-680]. 45 

F. The Permittees will document in the operating record actions/procedures 46 
taken to comply with A through E above, as specified in WAC 173-303-47 
640(6)(d), in accordance with WAC 173-303-680(2) and (3). 48 
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G. In accordance with WAC 173-303-680(2) and (3), the Permittees will notify 1 
and report releases to the environment to Ecology as specified in 2 
WAC 173-303-640(7)(d).  3 

III.10.K.1.a.xviii If liquids (e.g., dangerous and/or mixed waste, leaks and spills, precipitation, fire 4 
water, liquids from damaged or broken pipes) cannot be removed from the secondary 5 
containment system within twenty-four (24) hours; Ecology will be verbally notified 6 
within twenty-four (24) hours of discovery. The notification will provide the 7 
information in A, B, and C, listed below. The Permittees will provide Ecology with a 8 
written demonstration within seven (7) business days, identifying at a minimum 9 
[WAC 173-303-640(4)(c)(iv) and WAC 173-303-640(7)(b)(ii), in accordance with 10 
WAC 173-303-680(3) and WAC 173-303-806(4)(i)(i)(B)]: 11 

A. Reasons for delayed removal. 12 
B. Measures implemented to ensure continued protection of human health and 13 

the environment. 14 
C. Current actions being taken to remove liquids from secondary containment. 15 

III.10.K.1.a.xix All air pollution control devices and capture systems in the HLW Vitrification 16 
System will be maintained and operated at all times in a manner so as to minimize 17 
the emissions of air contaminants and to minimize process upsets. Procedures for 18 
ensuring that the air pollution control devices and capture systems in the HLW 19 
Vitrification System are properly operated and maintained so as to minimize the 20 
emission of air contaminants and process upsets will be established. 21 

III.10.K.1.a.xx In all future narrative permit submittals, the Permittees will include HLW 22 
Vitrification sub-system names with the sub-system designation. 23 

III.10.K.1.a.xxi For any portion of the HLW Vitrification System which has the potential for 24 
formation and accumulation of hydrogen gases, the Permittees will operate the 25 
portion to maintain hydrogen levels below the lower explosive limit [WAC 173-303-26 
815(2)(b)(ii)]. 27 

III.10.K.1.a.xxii For each HLW Vitrification System sub-system holding dangerous waste which are 28 
acutely or chronically toxic by inhalation, the Permittees will operate the system to 29 
prevent escape of vapors, fumes, or other emissions into the air [WAC 173-303-30 
806(4)(i)(i)(B) and WAC 173-303-640(5)(e), in accordance with WAC 173-303-31 
680]. 32 

III.10.K.1.b Performance Standards  33 

III.10.K.1.b.i The HLW Vitrification System must achieve a DRE of 99.99% for the PODCs listed 34 
below [40 CFR §63.1203(c)(1) and 40 CFR §63.1203(c)(2), in accordance with 35 
WAC 173-303-680(2)]: 36 

RESERVED 37 
DRE in this Permit Condition will be calculated in accordance with the formula 38 
given below: 39 
DRE=[1-(Wout/Win)] x 100% 40 
Where: 41 
Win=mass feed-rate of one PODC in a waste feed stream; and 42 
Wout=mass emission rate of the same PODC present in exhaust emissions prior to 43 

release to the atmosphere. 44 
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III.10.K.1.b.ii Particulate matter emissions from the HLW Vitrification System will not exceed 1 
34 mg/dscm (0.015 grains/dscf) [40 CFR §63.1203(b)(7), in accordance with 2 
WAC 173-303-680(2)]; 3 

III.10.K.1.b.iii Hydrochloric acid and chlorine gas emissions from the HLW Vitrification System 4 
will not exceed 21 ppmv, combined [40 CFR §63.1203(b)(6), in accordance with 5 
WAC 173-303-680(2)]; 6 

III.10.K.1.b.iv Dioxin and Furan TEQ emissions from the HLW Vitrification System will not 7 
exceed 0.2 ng/dscm [40 CFR §63.1203(b)(1), in accordance with WAC 173-303-8 
680(2)]; 9 

III.10.K.1.b.v Mercury emissions from the HLW Vitrification System will not exceed 45 µg/dscm 10 
[40 CFR §63.1203(b)(2), in accordance with WAC 173-303-680(2)]; 11 

III.10.K.1.b.vi Lead and cadmium emissions from the HLW Vitrification System will not exceed 12 
120 µg/dscm, combined [40 CFR §63.1203(b)(3), in accordance with WAC 173-303-13 
680(2)]; 14 

III.10.K.1.b.vii Arsenic, beryllium, and chromium emissions from the HLW Vitrification System 15 
will not exceed 97 µg/dscm, combined [40 CFR §63.1203(b)(4), in accordance with 16 
WAC 173-303-680(2)]; 17 

III.10.K.1.b.viii CO emission from the HLW Vitrification System will not exceed 100 ppm by 18 
volume, over an hourly rolling average (as measured and recorded by the CMS), dry 19 
basis [40 CFR §63.1203(b)(5)(i), in accordance with WAC 173-303-680(2) and (3)]; 20 

III.10.K.1.b.ix RESERVED 21 

III.10.K.1.b.x If the emissions from the HLW Vitrification System exceed the emission rates listed 22 
in Permit Table III.10.K.E, as approved pursuant to Permit Condition III.10.C.11.c 23 
or d, the Permittees will perform the following actions [WAC 173-303-680(2) and 24 
(3), and WAC 173-303-815(2)(b)(ii)]: 25 

A. Verbally notify Ecology within twenty-four (24) hours of the discovery of 26 
exceeding the emission rate(s) as specified in Permit Condition I.E.21. 27 

B. Submit to Ecology additional risk information to indicate that the increased 28 
emissions impact is off-set by decreased emission impact from one or more 29 
constituents expected to be emitted at the same time, and/or investigate the 30 
cause and impact of the exceedance of the emission rate(s) and submit a 31 
report of the investigation findings to Ecology within fifteen (15) days of the 32 
discovery of exceeding the emission rate(s). 33 

C. Based on the notification and any additional information, Ecology may 34 
provide, in writing, direction to the Permittees to stop dangerous and/or 35 
mixed waste feed to the HLW Vitrification System and/or to submit a RDTP 36 
as a permit modification pursuant to Permit Conditions III.10.C.2.e and f, or 37 
III.10.C.2.g. The RDTP must include substantive changes to prevent failure 38 
from reoccurring. 39 

The emission limits specified in Permit Conditions III.10.K.1.b.i through 40 
III.10.K.1.b.ix above, will be met for the HLW Vitrification System by limiting feed 41 
rates as specified in Permit Tables III.10.K.D and III.10.K.F, as approved/modified 42 
pursuant to Permit Condition III.10.J.5 and III.10.J.3.d.v, compliance with operating 43 
conditions specified in Permit Condition III.10.K.1.c (except as specified in Permit 44 
Condition III.10.K.1.b.xii), and compliance with Permit Condition III.10.K.1.b.xi. 45 
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III.10.K.1.b.xi Treatment effectiveness, feed-rates, and operating rates for dangerous and/or mixed 1 
waste management units contained in the HLW Building, but not included in Permit 2 
Table III.10.K.A, as approved/modified pursuant to Permit Condition III.10.J.5, will 3 
be as specified in Permit Sections III.10.D, III.10.E, III.10.F and consistent with the 4 
assumptions and basis which are reflected in Operating Unit Group 10, Appendix 6.3 5 
of this Permit, as approved pursuant to Permit Condition III.10.C.11.b. For the 6 
purposes of this permit condition, Operating Unit Group 10, Appendix 6.3 will be 7 
superseded by Appendix 6.4 upon its approval pursuant to either Permit Conditions 8 
III.10.C.11.c or d [WAC 173-303-680(2) and (3), and WAC 173-303-815(2)(b)(ii)]. 9 

III.10.K.1.b.xii Compliance with the operating conditions specified in Permit Condition III.10.K.1.c, 10 
will be regarded as compliance with the required performance standards identified in 11 
Permit Conditions III.10.K.1.b.i through x. However, if it is determined that during 12 
the effective period of this Permit that compliance with the operating conditions in 13 
Permit Condition III.10.K.1.c is not sufficient to ensure compliance with the 14 
performance standards specified in Permit Conditions III.10.K.1.b.i through x, the 15 
Permit may be modified, revoked, or reissued pursuant to Permit Conditions 16 
III.10.C.2.e and f, or III.10.C.2.g. 17 

III.10.K.1.c Operating Conditions [WAC 173-303-670(6), in accordance with WAC 173-303-680(2) 18 
and (3)] 19 

The Permittees will operate the HLW Vitrification System in accordance with Operating 20 
Unit Group 10, Chapter 4 of this Permit, as updated pursuant to Permit Condition 21 
III.10.J.5.e.vi, Operating Unit Group 10, Appendix 10.18 of this Permit, as approved 22 
pursuant to Permit Conditions III.10.J.5.e and f, and Operating Unit Group 10, 23 
Appendix 10.15 of this Permit, as approved pursuant to Permit Condition III.10.J.5.f, 24 
except as modified pursuant to Permit Conditions III.10.J.3, III.10.K.1.b.x, 25 
III.10.K.1.b.xii, III.10.K.1.h, and in accordance with and the following: 26 

III.10.K.1.c.i The Permittees will operate the HLW Vitrification System in order to maintain the 27 
systems and process parameters listed in Permit Tables III.10.K.C and III.10.K.F, as 28 
approved/modified pursuant to Permit Conditions III.10.J.5 and III.J.3.d.v, within the 29 
set-points specified in Permit Table III.10.K.F. 30 

III.10.K.1.c.ii The Permittees will operate the AWFCO systems, specified in Permit Table 31 
III.10.K.F, as approved/modified pursuant to Permit Conditions III.10.J.5 and 32 
III.J.3.d.v, to automatically cut-off and/or lock-out the dangerous and/or mixed waste 33 
feed to HLW Vitrification System when the monitored operating conditions deviate 34 
from the set-points specified in Permit Table III.10.K.F. 35 

III.10.K.1.c.iii The Permittees will operate the AWFCO systems, specified in Permit Table 36 
III.10.K.F, as approved/modified pursuant to Permit Conditions III.10.J.5 and 37 
III.J.3.d.v, to automatically cut-off and/or lock-out the dangerous and/or mixed waste 38 
feed to HLW Vitrification System when all instruments specified on Permit Table 39 
III.10.I.F for measuring the monitored parameters fails or exceeds its span value. 40 

III.10.K.1.c.iv The Permittees will operate the AWFCO systems, specified in Permit Table 41 
III.10.K.F, as approved/modified pursuant to Permit Conditions III.10.J.5 and 42 
III.J.3.d.v, to automatically cut-off and/or lock out the dangerous and/or mixed waste 43 
feed to the HLW Vitrification System when any portion of the HLW Vitrification 44 
System is bypassed. The terms “bypassed” and “bypass event” as used in Permit 45 
Sections III.10.J and K will mean if any portion of the HLW Vitrification System is 46 
bypassed so that gases are not treated as during the Demonstration Test. 47 
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III.10.K.1.c.v In the event of a malfunction of the AWFCO systems listed in Permit Table 1 
III.10.K.F, as approved/modified pursuant to Permit Conditions III.10.J.5 and 2 
III.J.3.d.v, the Permittees will immediately, manually, cut-off the dangerous and/or 3 
mixed waste feed to the HLW Vitrification System. The Permittees will not restart 4 
the dangerous and/or mixed waste feed until the problem causing the malfunction has 5 
been identified and corrected. 6 

III.10.K.1.c.vi The Permittees will manually cut-off the dangerous and/or mixed waste feed to the 7 
HLW Vitrification System when the operating conditions deviate from the limits 8 
specified in Permit Condition III.10.K.1.c.i, unless the deviation automatically 9 
activates the waste feed cut-off sequence specified in Permit Conditions 10 
III.10.K.1.c.ii, iii, and/or iv. 11 

III.10.K.1.c.vii If greater than thirty (30) dangerous and/or mixed waste feed cut-off, combined, to 12 
the HLW Vitrification System occur due to deviations from Permit Table III.10.K.F, 13 
as approved/modified pursuant to Permit Conditions III.10.J.5 and III.J.3.d.v, within 14 
a sixty (60) day period, the Permittees will submit a written report to Ecology within 15 
five (5) calendar days of the thirty-first (31) exceedance including the information 16 
specified below. These dangerous and/or mixed waste feed cut-offs to the HLW 17 
Vitrification System, whether automatically or manually activated, are counted if the 18 
specified set-points are deviated from while dangerous and/or mixed waste and waste 19 
residues continue to be processed in the HLW Vitrification System. A cascade event 20 
is counted at a frequency of one (1) towards the first waste feed cut-off parameter, 21 
specified on Permit Table III.10.K.F, from which the set-point is deviated: 22 

A. The parameter(s) that deviated from the set-point(s) in Permit Table 23 
III.10.K.F; 24 

B. The magnitude, dates, and duration of the deviations; 25 
C. Results of the investigation of the cause of the deviations; and 26 
D. Corrective measures taken to minimize future occurrences of the deviations. 27 

III.10.K.1.c.viii If greater than thirty (30) dangerous and/or mixed waste feed cut-offs, combined, to 28 
the HLW Vitrification System occur due to deviations from Permit Table III.10.K.F, 29 
as approved/modified pursuant to Permit Conditions III.10.J.5 and III.10.J.3.d.v, 30 
within a thirty (30) day period, the Permittees will submit the written report required 31 
to be submitted pursuant to Permit Condition III.10.K.1.c.vii to Ecology, on the first 32 
business day following the thirty-first exceedance. These dangerous and/or mixed 33 
waste feed cut-offs to the HLW Vitrification System, whether automatically or 34 
manually activated, are counted if the specified set-points are deviated from while 35 
dangerous and/or mixed waste and waste residues continue to be processed in the 36 
HLW Vitrification System. A cascade event is counted at a frequency of one (1) 37 
towards the first waste feed cut-off parameter, specified on Permit Table III.10.K.F, 38 
from which the set-point is deviated: 39 

In accordance with WAC 173-303-680(2) and (3), the Permittees may not resume 40 
dangerous and/or mixed waste feed to the HLW Vitrification System until this 41 
written report has been submitted; and 42 

A. Ecology has authorized the Permittees, in writing, to resume dangerous 43 
and/or mixed waste feed, or 44 

B. Ecology has not, within seven (7) days, notified the Permittees in writing of 45 
the following: 46 
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1. The Permittees written report does not document that the corrective 1 
measures taken will minimize future exceedances. 2 

2. The Permittees must take further corrective measures and document that 3 
these further corrective measures will minimize future exceedances. 4 

III.10.K.1.c.ix If any portion of the HLW Vitrification System is bypassed while treating dangerous 5 
and/or mixed waste, it will be regarded as non-compliance with the operating 6 
conditions specified in Permit Condition III.10.K.1.c and the performance standards 7 
specified in Permit Condition III.10.K.1.b. After such a bypass event, the Permittees 8 
will perform the following actions: 9 

A. Investigate the cause of the bypass event. 10 
B. Take appropriate corrective measures to minimize future bypasses. 11 
C. Record the investigation findings and corrective measures in the operating 12 

record. 13 
D. Submit a written report to Ecology within five (5) days of the bypass event 14 

documenting the result of the investigation and corrective measures. 15 

III.10.K.1.c.x The Permittees will control fugitive emissions from the HLW Vitrification System by 16 
maintaining the melter under negative pressure. 17 

III.10.K.1.c.xi Compliance with the operating conditions specified in Permit Condition III.10.K.1.c 18 
will be regarded as compliance with the required performance standards identified in 19 
Permit Condition III.10.K.1.b. However, evidence that compliance with these 20 
operating conditions is insufficient to ensure compliance with the performance 21 
standards, will justify modification, revocation, or re-issuance of this Permit, in 22 
accordance with Permit Conditions III.10.C.2.e and f, or III.10.C.2.g. 23 

III.10.K.1.d Inspection Requirements [WAC 173-303-680(3)] 24 

III.10.K.1.d.i The Permittees will inspect the HLW Vitrification System in accordance with the 25 
Inspection Plan in Operating Unit Group 10, Chapter 6A of this Permit, as modified 26 
in accordance with Permit Condition III.10.C.5.c. 27 

III.10.K.1.d.ii The inspection data for HLW Vitrification System will be recorded, and the records 28 
will be placed in the WTP Unit operating record for HLW Vitrification System, in 29 
accordance with Permit Condition III.10.C.4. 30 

III.10.K.1.d.iii The Permittees will comply with the inspection requirements specified in Operating 31 
Unit Group 10, Appendix 10.15 of this Permit, as approved pursuant to Permit 32 
Condition III.10.J.5.f, and as modified by Permit Conditions III.10.J.3, III.10.K.1.b.x, 33 
III.10.K.1.b.xii, and III.10.K.1.h. 34 

III.10.K.1.e Monitoring Requirements [WAC 173-303-670(5), WAC 173-303-670(6),  35 
WAC 173-303-670(7), and WAC 173-303-807(2), in accordance with WAC 173-303-36 
680(3)] 37 

III.10.K.1.e.i Upon receipt of a written request from Ecology, the Permittees will perform sampling 38 
and analysis of the dangerous and/or mixed waste and exhaust emissions to verify 39 
that the operating requirements established in the permit achieve the performance 40 
standards delineated in this Permit. 41 

III.10.K.1.e.ii The Permittees will comply with the monitoring requirements specified in the 42 
Operating Unit Group 10, Appendices 10.2, 10.3, 10.7, 10.13, 10.15, and 10.18 of 43 
this Permit, as approved pursuant to Permit Condition III.10.J.5, and as modified by 44 
Permit Conditions III.10.J.3, III.10.K.1.h, and III.10.K.1.b.x and xii. 45 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.303 

III.10.K.1.e.iii The Permittees will operate, calibrate, and maintain the carbon monoxide CEMS as 1 
specified in this Permit in accordance with Performance Specifications found in 2 
40 CFR Part 60, Appendix B, in accordance with Appendix A to Subpart EEE of Part 3 
63, and Operating Unit Group 10 Appendix 10.15 of this Permit, as approved 4 
pursuant to Permit Condition III.10.J.5.f, and as modified by Permit Conditions 5 
III.10.J.3, III.10.K.1.h, and III.10.K.1.b.x and xii. 6 

III.10.K.1.e.iv The Permittees will operate, calibrate, and maintain the instruments specified on 7 
Permit Tables III.10.K.C and F, as approved/modified pursuant to Permit Conditions 8 
III.10.J.5 and III.J.3.d.v, in accordance with Operating Unit Group 10, Appendix 9 
10.15 of this Permit, as approved pursuant to Permit Condition III.10.J.5.f, and as 10 
modified by Permit Conditions III.10.J.3, III.10.K.1.h, and III.10.K.1.b.x and xii. 11 

III.10.K.1.e.v The Permittees shall calibrate, inspect, and maintain or replace the following cooling 12 
water flow and temperature instruments: (Melter 1: FT/FI-0306, FT/FI-0316, 13 
FT/FI-0321, FT/FI-0326, FT/FI-0336, TE/TT/TI-0352; Melter 2: FT/FI-2306, 14 
FT/FI-2316, FT/FI-2321, FT/FI-2326, FT/FI-2336, TE/TT/TI-2352) in accordance 15 
with manufacturer’s recommendations. 16 

III.10.K.1.f Recordkeeping Requirements [WAC 173-303-380 and WAC 173-303-680(3)] 17 

III.10.K.1.f.i The Permittees will record and maintain in the WTP Unit operating record for the 18 
HLW Vitrification System, all monitoring, calibration, maintenance, test data, and 19 
inspection data compiled under the conditions of this Permit, in accordance with 20 
Permit Conditions III.10.C.4 and 5 as modified by Permit Conditions III.10.J.3, 21 
III.10.K.1.h, and III.10.K.1.b.x and xii. 22 

III.10.K.1.f.ii The Permittees will record in the WTP Unit operating record the date, time, and 23 
duration of all automatic waste feed cut-offs and/or lockouts, including the triggering 24 
parameters, reason for the deviation, and recurrence of the incident. The Permittees 25 
will also record all incidents of AWFCO system function failures, including the 26 
corrective measures taken to correct the condition that caused the failure. 27 

III.10.K.1.f.iii The Permittees will submit to Ecology an annual report each calendar year within 28 
ninety (90) days following the end of the year. The report will include the following 29 
information: 30 

A. Total dangerous and/or mixed waste feed processing time for the HLW 31 
Vitrification System. 32 

B. Date/Time of all HLW Vitrification System startups and shutdowns. 33 
C. Date/Time/Duration/Cause/Corrective Action taken for all HLW 34 

Vitrification System shutdowns caused by malfunction of either process or 35 
control equipment. 36 

D. Date/Time/Duration/Cause/Corrective Action taken for all instances of 37 
dangerous and/or mixed waste feed cut-off due to deviations from Permit 38 
Table III.10.K.F, as approved/modified pursuant to Permit Conditions 39 
III.10.J.5 and III.10.J.3.d.v. 40 

III.10.K.1.f.iv The Permittees will submit an annual report to Ecology each calendar year within 41 
ninety (90) days following the end of the year of all quarterly CEMS Calibration 42 
Error and Annual CEMS Performance Specification Tests conducted in accordance 43 
with Permit Condition III.10.K.1.e.iii. 44 
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III.10.K.1.f.v The Permittees shall maintain operating and calibration/maintenance records for 1 
Ecology’s inspection for the following cooling water flow and temperature 2 
instruments (Melter 1: FT/FI-0306, FT/FI-0316, FT/FI-0321, FT/FI-0326, 3 
FT/FI-0336, TE/TT/TI-0352; Melter 2: FT/FI-2306, FT/FI-2316, FT/FI-2321, 4 
FT/FI-2326, FT/FI-2336, TE/TT/TI-2352). 5 

III.10.K.1.f.vi The Permittees shall maintain refractory thermocouple temperature data for Ecology 6 
inspection. 7 

III.10.K.1.g Closure 8 

 The Permittees will close the HLW Vitrification System in accordance with Operating 9 
Unit Group 10, Addendum H of this Permit, as approved pursuant to Permit Condition 10 
III.10.C.8. 11 

III.10.K.1.h Periodic Emission Re-testing Requirements [WAC 173-303-670(5), WAC 173-303-12 
670(7), and WAC 173-303-807(2), in accordance with WAC 173-303-680(2) and (3)].  13 

III.10.K.1.h.i Dioxin and Furan Emission Testing 14 

A. Within eighteen (18) months of commencing operation pursuant to Permit 15 
Section III.10.K, the Permittees will submit to Ecology for approval, a 16 
DFETP for the performance of emission testing of the HLW Vitrification 17 
System gases for dioxin and furans during “Normal Operating Conditions” as 18 
a permit modification in accordance with Permit Conditions III.10.C.2.e and 19 
f. The DFETP will include all elements applicable to dioxin and furan 20 
emission testing included in the “Previously Approved Demonstration Test 21 
Plan,” applicable EPA promulgated test methods and procedures in effect at 22 
the time of the submittal, and projected commencement and completion dates 23 
for dioxin and furan emission test. “Normal Operating Conditions” will be 24 
defined for the purposes of this permit condition as follows: 25 
1. Carbon monoxide emissions, dangerous and/or mixed waste feed-rate, 26 

and automatic waste feed cut-off parameters specified on Permit Table 27 
III.10.K.F (as approved/modified pursuant to Permit Conditions 28 
III.10.J.5 and III.10.J.3.d.v), that were established to maintain 29 
compliance with Permit Condition III.10.K.1.b.iv, as specified in 30 
Operating Unit Group 10, Appendix 10.15 of this Permit (as approved 31 
pursuant to Permit Condition III.10.J.3.d and in accordance with 32 
III.10.K.1.b.xii and III.10.K.1.c.xi), are held within the range of the 33 
average value over the previous twelve (12) months and the set-point 34 
value specified on Permit Table III.10.K.F. The average value is defined 35 
as the sum of the rolling average values recorded over the previous 36 
twelve (12) months divided by the number of rolling averages recorded 37 
during that time. The average value will not include calibration data, 38 
malfunction data, and data obtained when not processing dangerous 39 
and/or mixed waste. 40 

2. Feed-rate of metals and chlorine/chloride are held within the range of the 41 
average value over the previous twelve (12) months and the set-point 42 
value specified on Permit Table III.10.K.D (as approved/modified 43 
pursuant to Permit Conditions III.10.J.5 and III.10.J.3.d.v). Feed-rate of 44 
organics as measured by TOC are held within the range of the average 45 
value over the previous twelve (12) months. The average value is defined 46 
as the sum of the rolling average values recorded over the previous 47 
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twelve (12) months divided by the number of rolling averages recorded 1 
during that time. The average value will not include data obtained when 2 
not processing dangerous and/or mixed waste. 3 

For purposes of this permit condition, the “Previously Approved 4 
Demonstration Test Plan” is defined to include the Demonstration Test Plan 5 
approved pursuant to Permit Condition III.10.J.5.f. 6 

B. Within sixty (60) days of Ecology’s approval of the DFETP, or within 7 
thirty-one (31) months of commencing operation pursuant to Permit Section 8 
III.10.K, whichever is later, the Permittees will implement the DFETP 9 
approved, pursuant to Permit Condition III.10.K.1.h.i.A. 10 

C. The Permittees will resubmit the DFETP, approved pursuant to Permit 11 
Condition III.10.K.1.h.i.A, revised to include applicable EPA promulgated 12 
test methods and procedures in effect at the time of the submittal, and 13 
projected commencement and completion dates for dioxin and furan 14 
emission test as a permit modification in accordance with Permit Conditions 15 
III.10.C.2.e and f at twenty-four (24) months from the implementation date 16 
of the testing required pursuant to Permit Condition III.10.K.1.h.i.A and at 17 
reoccurring eighteen (18) month intervals from the implementation date of 18 
the previously approved DFETP. The Permittees will implement these newly 19 
approved revised DFETPs every thirty-one (31) months from the previous 20 
approved DFETP implementation date or within sixty (60) days of the newly 21 
Ecology approved revised DFETP, whichever is later, for the duration of this 22 
Permit. 23 

D. The Permittees will submit a summary of operating data collected pursuant to 24 
the DFETPs in accordance with Permit Conditions III.10.K.1.h.i.A and C to 25 
Ecology upon completion of the tests. The Permittees will submit to Ecology 26 
the complete test report within ninety (90) calendar days of completion of the 27 
testing. The test reports will be certified as specified in WAC 173-303-28 
807(8), in accordance with WAC 173-303-680(2) and (3). 29 

E. If any calculations or testing results collected pursuant to the DFETPs in 30 
accordance with Permit Conditions III.10.K.1.h.i.A and C show that one or 31 
more of the performance standards listed in Permit Condition III.10.K.1.b, 32 
with the exception of Permit Condition III.10.K.1.b.x, for the HLW 33 
Vitrification System were not met during the emission test, the Permittees 34 
will perform the following actions: 35 
1. Immediately stop dangerous and/or mixed waste feed to the HLW 36 

Vitrification System under the mode of operation that resulted in not 37 
meeting the performance standard(s). 38 

2. Verbally notify Ecology within twenty-four (24) hours of discovery of 39 
not meeting the performance standard(s) as specified in Permit Condition 40 
I.E.21. 41 

3. Investigate the cause of the failure and submit a report of the 42 
investigation findings to Ecology within fifteen (15) days of discovery of 43 
not meeting the performance standard(s). 44 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.306 

4. Submit to Ecology within fifteen (15) days of discovery of not meeting 1 
the performance standard(s) documentation supporting a mode of 2 
operation where all performance standards listed in Permit Condition 3 
III.K.1.b, with the exception of Permit Condition III.10.K.1.b.x, for the 4 
HLW Vitrification System were met during the demonstration test, if any 5 
such mode was demonstrated. 6 

5. Based on the information provided to Ecology by the Permittees, 7 
pursuant to Permit Conditions III.10.K.1.h.i.E.1 through 4 above, and 8 
any additional information, Ecology may provide, in writing, direction to 9 
the Permittees to stop dangerous and/or mixed waste feed to the HLW 10 
Vitrification System and/or amend the mode of operation the Permittees 11 
are allowed to continue operations prior to Ecology approval of the 12 
RDTP pursuant to Permit Condition III.10.K.1.h.i.E.6. 13 

6. Submit to Ecology within one hundred and twenty (120) days of 14 
discovery of not meeting the performance standard(s) a RDTP requesting 15 
approval to retest as a permit modification pursuant to Permit Conditions 16 
III.10.C.2.e and f. The RDTP must include substantive changes to 17 
prevent failure from reoccurring reflecting performance under operating 18 
conditions representative of the extreme range of normal conditions, and 19 
include revisions to Permit Tables III.10.K.D and F. 20 

F. If any calculations or testing results collected pursuant to the DFETPs in 21 
accordance with Permit Conditions III.10.K.1.h.i.A and C show that any 22 
emission rate for any constituent listed in Permit Table III.10.K.E, as 23 
approved/modified pursuant to Permit Conditions III.10.C.11.c or d, is 24 
exceeded for HLW Vitrification System during the emission test, the 25 
Permittees will perform the following actions: 26 
1. Verbally notify Ecology within twenty-four (24) hours of the discovery 27 

of exceeding the emission rate(s) as specified in Permit Condition I.E.21; 28 
2. Submit to Ecology additional risk information to indicate that the 29 

increased emissions impact is off-set by decreased emission impact from 30 
one or more constituents expected to be emitted at the same time, and/or 31 
investigate the cause and impact of the exceedance and submit a report of 32 
the investigation findings to Ecology within fifteen (15) days of this 33 
discovery of exceeding the emission rate(s); and 34 

3. Based on the notification and any additional information, Ecology may 35 
provide, in writing, direction to the Permittees to stop dangerous and/or 36 
mixed waste feed to the HLW Vitrification System and/or to submit a 37 
RDTP as a permit modification pursuant to Permit Conditions 38 
III.10.C.2.e and f, or III.10.C.2.g. The RDTP must include substantive 39 
changes to prevent failure from reoccurring reflecting performance under 40 
operating conditions representative of the extreme range of normal 41 
conditions, and include revisions to Permit Tables III.10.K.D and F. 42 

III.10.K.1.h.ii Non-organic Emission Testing 43 

A. Within forty-eight (48) months of commencing operation pursuant to Permit 44 
Section III.10.K, the Permittees will resubmit to Ecology for approval the 45 
“Previously Approved Demonstration Test Plan” revised as a permit 46 
modification in accordance with Permit Conditions III.10.C.2.e and f. The 47 
RDTP will include applicable EPA promulgated test methods and procedures 48 
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in effect at the time of the submittal, projected commencement and 1 
completion dates for emission testing to demonstrate performance standards 2 
specified in Permit Conditions III.10.K.1.b.ii, iii, v, vi, and vii, and 3 
non-organic emissions as specified in Permit Table III.10.K.E, as 4 
approved/modified pursuant to Permit Conditions III.10.J.3.d and 5 
III.10.C.11.c or d, under “Normal Operating Conditions.” “Normal Operating 6 
Conditions” will be defined for the purposes of this permit condition as 7 
follows: 8 
1. Carbon monoxide emissions, dangerous and/or mixed waste feed-rate, 9 

and automatic waste feed cut-off parameters specified in Permit Table 10 
III.10.K.F, as approved/modified pursuant to Permit Conditions 11 
III.10.J.3.d and III.10.C.11.c or d, that were established to maintain 12 
compliance with Permit Conditions III.10.K.1.b.ii, iii, v, vi, and vii, and 13 
non-organic emissions, as specified in Permit Table III.10.K.E, as 14 
specified in Operating Unit Group 10, Appendix 10.15 of this Permit 15 
(as approved pursuant to Permit Conditions III.10.J.3.d and III.10.C.11.c 16 
or d), are held within the range of the average value over the previous 17 
twelve (12) months and the set-point value specified on Permit Table 18 
III.10.K.F. The average value is defined as the sum of the rolling average 19 
values recorded over the previous twelve (12) months divided by the 20 
number of rolling averages recorded during that time. The average value 21 
will not include calibration data, malfunction data, and data obtained 22 
when not processing dangerous and/or mixed waste; and 23 

2. Feed-rate of metals and chlorine/chloride are held within the range of the 24 
average value over the previous twelve (12) months and the set-point 25 
value specified on Permit Table III.10.K.D, as approved/modified 26 
pursuant to Permit Conditions III.10.J.3.d and III.10.C.11.c or d. The 27 
average value is defined as the sum of all rolling average values recorded 28 
over the previous twelve (12) months divided by the number of rolling 29 
averages recorded during that time. The average value will not include 30 
data obtained when not processing dangerous and/or mixed waste. 31 

For purposes of this permit condition, the “Previously Approved 32 
Demonstration Test Plan” is defined to include the Demonstration Test Plan 33 
approved pursuant to Permit Condition III.10.J.5.f. 34 

B. Within sixty (60) days of Ecology’s approval of the RDTP, or within sixty 35 
(60) months of commencing operation pursuant to Permit Section III.10.K, 36 
whichever is later, the Permittees will implement the RDTP approved 37 
pursuant to Permit Condition III.10.K.1.h.ii.A. 38 

C. The Permittees will resubmit the RDTP, approved pursuant to Permit 39 
Condition III.10.K.1.h.ii.A, revised to include applicable EPA promulgated 40 
test methods and procedures in effect at the time of the submittal, and 41 
projected commencement and completion dates for emission test as a permit 42 
modification in accordance with Permit Conditions III.10.C.2.e and f at 43 
forty-eight (48) months from the implementation date of the testing required 44 
pursuant to Permit Condition III.10.K.1.h.ii.A and at reoccurring forty-eight 45 
(48) month intervals from the implementation date of the previously 46 
approved RDTP. The Permittees will implement these newly approved 47 
revised RDTP, every sixty (60) months from the previous approved RDTP 48 
implementation date or within sixty (60) days of the newly Ecology approved 49 
revised RDTP, whichever is later, for the duration of this Permit. 50 
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D. The Permittees will submit a summary of operating data collected pursuant to 1 
the RDTPs in accordance with Permit Conditions III.10.K.1.h.ii.A and C to 2 
Ecology upon completion of the tests. The Permittees will submit to Ecology 3 
the complete test report within ninety (90) calendar days of completion of the 4 
testing. The test reports will be certified pursuant to WAC 173-303-807(8), 5 
in accordance with WAC 173-303-680(2) and (3). 6 

E. If any calculations or testing results collected pursuant to the DFETPs in 7 
accordance with Permit Conditions III.10.K.1.h.ii.A and C show that any 8 
emission rate for any constituent listed in Permit Table III.10.K.E, as 9 
approved/modified pursuant to Permit Conditions III.10.J.3.d and 10 
III.10.C.11.c or d, is exceeded for HLW Vitrification System during the 11 
emission test, the Permittees will perform the following actions: 12 
1. Verbally notify Ecology within twenty-four (24) hours of the discovery 13 

of exceeding the emission rate(s) as specified in Permit Condition I.E.21. 14 
2. Submit to Ecology additional risk information to indicate that the 15 

increased emissions impact is off-set by decreased emission impact from 16 
one or more constituents expected to be emitted at the same time, and/or 17 
investigate the cause and impact of the exceedance and submit a report of 18 
the investigation findings to Ecology within fifteen (15) days of this 19 
discovery of exceeding the emission rate(s). 20 

3. Based on the notification and any additional information, Ecology may 21 
provide, in writing, direction to the Permittees to stop dangerous and/or 22 
mixed waste feed to the HLW Vitrification System and/or to submit a 23 
RDTP as a permit modification pursuant to Permit Conditions 24 
III.10.C.2.e and f, or III.10.C.2.g. The RDTP must include substantive 25 
changes to prevent failure from reoccurring reflecting performance under 26 
operating conditions representative of the extreme range of normal 27 
conditions, and include revisions to Permit Tables III.10.K.D and 28 
III.10.K.F. 29 

F. If any calculations or testing results collected pursuant to the DFETPs in 30 
accordance with Permit Conditions III.10.K.1.h.ii.A and C show that one or 31 
more of the performance standards listed in Permit Condition III.10.K.1.b, 32 
with the exception of Permit Condition III.10.K.1.b.x, for the HLW 33 
Vitrification System were not met during the emission test, the Permittees 34 
will perform the following actions: 35 
1. Immediately stop dangerous and/or mixed waste feed to the HLW 36 

Vitrification System under the mode of operation that resulted in not 37 
meeting the performance standard(s). 38 

2. Verbally notify Ecology within twenty-four (24) hours of discovery of 39 
not meeting the performance standard(s), as specified in Permit 40 
Condition I.E.21. 41 

3. Investigate the cause of the failure and submit a report of the 42 
investigation findings to Ecology within fifteen (15) days of discovery of 43 
not meeting the performance standard(s). 44 
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4. Submit to Ecology within fifteen (15) days of discovery of not meeting 1 
the performance standard(s) documentation supporting a mode of 2 
operation where all performance standards listed in Permit Condition 3 
III.10.K.1.b, with the exception of Permit Condition III.10.K.1.b.x, for 4 
the HLW Vitrification System were met during the demonstration test, if 5 
any such mode was demonstrated.  6 

5. Based on the information provided to Ecology by the Permittees pursuant 7 
to Permit Conditions III.10.K.1.h.ii.F.1 through 4 above, and any 8 
additional information, Ecology may provide, in writing, direction to the 9 
Permittees to stop dangerous and/or mixed waste feed to the HLW 10 
Vitrification System and/or amend the mode of operation the Permittees 11 
are allowed to continue operations prior to Ecology approval of the 12 
RDTP pursuant to Permit Condition III.10.K.1.h.ii.F.6.  13 

6. Submit to Ecology within one hundred and twenty (120) days of 14 
discovery of not meeting the performance standard(s) a RDTP requesting 15 
approval to retest as a permit modification pursuant to Permit Conditions 16 
III.10.C.2.e and f. The RDTP must include substantive changes to 17 
prevent failure from reoccurring reflecting performance under operating 18 
conditions representative of the extreme range of normal conditions, and 19 
include revisions to Permit Tables III.10.K.D and F. 20 

III.10.K.1.h.iii Other Emission Testing 21 

A. Within seventy-eight (78) months of commencing operation pursuant to 22 
Permit Section III.10.K, the Permittees will resubmit to Ecology for approval 23 
the “Previously Approved Demonstration Test Plan” revised as a permit 24 
modification in accordance with Permit Conditions III.10.C.2.e and f. The 25 
RDTP will include applicable EPA promulgated test methods and procedures 26 
in effect at the time of the submittal, projected commencement and 27 
completion dates for emission testing to demonstrate performance standards 28 
as specified in Permit Conditions III.10.K.1.b.viii and ix, and emissions as 29 
specified on Permit Table III.10.K.E, as approved/modified pursuant to 30 
Permit Conditions III.10.J.3.d and III.10.C.11.c or d, not addressed under 31 
Permit Conditions III.10.K.1.h.i or ii under “Normal Operating Conditions.” 32 
“Normal Operating Conditions” will be defined for the purposes of this 33 
Permit Condition as follows: 34 
1. Carbon monoxide emissions, dangerous and/or mixed waste feed-rate, 35 

and automatic waste feed cut-off parameters specified on Permit Table 36 
III.10.K.F, as approved/modified pursuant to Permit Condition 37 
III.10.J.3.d and III.10.C.11.c or d, that were established to maintain 38 
compliance with Permit Conditions III.10.K.1.b.viii and ix, and 39 
emissions as specified on Permit Table III.10.K.E, not addressed under 40 
Permit Conditions III.10.K.1.h.i or ii as specified in Operating Unit 41 
Group 10, Appendix 10.15 of this Permit, as approved pursuant to Permit 42 
Condition III.10.J.3.d, and in accordance with Permit Conditions 43 
III.10.K.1.b.xii and III.10.K.1.c.xi are held within the range of the 44 
average value over the previous twelve (12) months and the set-point 45 
value specified on Permit Table III.10.K.F. The average value is defined 46 
as the sum of all rolling average values recorded over the previous 47 
twelve (12) months divided by the number of rolling averages recorded 48 
during that time. The average value will not include calibration data, 49 
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malfunction data, and data obtained when not processing dangerous 1 
and/or mixed waste; and 2 

2. Feed-rate of metals and chlorine/chloride are held within the range of the 3 
average value over the previous twelve (12) months and the set-point 4 
value specified on Permit Table III.10.K.D, as approved/modified 5 
pursuant to Permit Conditions III.10.J.3.d and III.10.C.11.c or d. Feed-6 
rate of organics as measured by TOC are held within the range of the 7 
average value over the previous twelve (12) months. The average value 8 
is defined as the sum of the rolling average values recorded over the 9 
previous twelve (12) months divided by the number of rolling averages 10 
recorded during that time. The average value will not include data 11 
obtained when not processing dangerous and/or mixed waste. 12 

For purposes of this permit condition, the “Previously Approved 13 
Demonstration Test Plan” is defined to include the Demonstration Test Plan 14 
approved pursuant to Permit Condition III.10.J.5.f. 15 

B. Within sixty (60) days of Ecology’s approval of the RDTP, or within 16 
ninety-one (91) months of commencing operation pursuant to Permit Section 17 
III.10.K, whichever is later, the Permittees will implement the RDTP 18 
approved pursuant to Permit Condition III.10.K.1.h.iii.A. 19 

C. The Permittees will submit a summary of operating data collected pursuant to 20 
the RDTPs in accordance with Permit Condition III.10.K.1.h.iii.A to Ecology 21 
upon completion of the tests. The Permittees will submit to Ecology the 22 
complete test report within ninety (90) calendar days of completion of the 23 
testing. The test reports will be certified as specified in WAC 173-303-24 
807(8), in accordance with Permit Condition WAC 173-303-680(2) and (3). 25 

D. If any calculations or testing results show that one or more of the 26 
performance standards listed in Permit Condition III.10.K.1.b, with the 27 
exception of Permit Condition III.10.K.1.b.x, for the HLW Vitrification 28 
System were not met during the emission test, the Permittees will perform 29 
the following actions: 30 
1. Immediately stop dangerous and/or mixed waste feed to the HLW 31 

Vitrification System under the mode of operation that resulted in not 32 
meeting the performance standard(s). 33 

2. Verbally notify Ecology within twenty-four (24) hours of discovery of 34 
not meeting the performance standard(s), as specified Permit Condition 35 
I.E.21. 36 

3. Investigate the cause of the failure and submit a report of the 37 
investigation findings to Ecology within fifteen (15) days of discovery of 38 
not meeting the performance standard(s). 39 

4. Submit to Ecology within fifteen (15) days of discovery of not meeting 40 
the performance standard(s) documentation supporting a mode of 41 
operation where all performance standards listed in Permit Condition 42 
III.10.K.1.b, with the exception of Permit Condition III.10.K.1.b.x, for 43 
the HLW Vitrification System were met during the demonstration test, if 44 
any such mode was demonstrated. 45 



WA7890008967 
Waste Treatment and Immobilization Plant 

Conditions.311 

5. Based on the information provided to Ecology by the Permittees pursuant 1 
to Permit Conditions III.10.K.1.h.iii.D.1 through 4 above, and any 2 
additional information, Ecology may provide, in writing, direction to the 3 
Permittees to stop dangerous and/or mixed waste feed to the HLW 4 
Vitrification System and/or amend the mode of operation the Permittees 5 
are allowed to continue operations prior to Ecology approval of the 6 
RDTP, pursuant to Permit Condition III.10.K.1.h.iii.D.6. 7 

6. Submit to Ecology within one hundred and twenty (120) days of 8 
discovery of not meeting the performance standard(s) a RDTP requesting 9 
approval to retest as a permit modification pursuant to Permit Conditions 10 
II.10.C.2.e and f. The RDTP must include substantive changes to prevent 11 
failure from reoccurring reflecting performance under operating 12 
conditions representative of the extreme range of normal conditions, and 13 
include revisions to Permit Tables III.10.K.D and F. 14 

E. If any calculations or testing results show that any emission rate for any 15 
constituent listed in Permit Table III.10.K.E, as approved/modified pursuant 16 
to Permit Condition III.10.C.11.c or d, is exceeded for HLW Vitrification 17 
System during the emission test, the Permittees will perform the following 18 
actions: 19 
1. Verbally notify Ecology within twenty-four (24) hours of the discovery 20 

of exceeding the emission rate(s) as specified in Permit Condition I.E.21; 21 
2. Submit to Ecology additional risk information to indicate that the 22 

increased emissions impact is off-set by decreased emission impact from 23 
one or more constituents expected to be emitted at the same time, and/or 24 
investigate the cause and impact of the exceedance of the emission 25 
rate(s) and submit a report of the investigation findings to Ecology 26 
within fifteen (15) days of the discovery of the exceedance of the 27 
emission rate(s); and 28 

3. Based on the notification and any additional information, Ecology may 29 
provide, in writing, direction to the Permittees to stop dangerous and/or 30 
mixed waste feed to the HLW Vitrification System and/or to submit a 31 
RDTP as a permit modification pursuant to Permit Conditions 32 
III.10.C.2.e and f, or III.10.C.2.g. The RDTP must include substantive 33 
changes to prevent failure from reoccurring reflecting performance under 34 
operating conditions representative of the extreme range of normal 35 
conditions, and include revisions to Permit Tables III.10.K.D and F.  36 
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Table III.10.K.A  High-Level Waste Vitrification System Description 
Sub-system Description Sub-System Designation Engineering Description 

(Drawing Nos., etc.) 
Narrative Description, 
Tables, and Figures 

RESERVED RESERVED RESERVED RESERVED 
aPermit Table III.10.K.A will be completed in accordance with Permit Condition III.10.J.5.e.x, prior to initiating Permit Condition III.10.K.1. 
See Permit Table III.10.J.A for the current HLW Vitrification System Description. 

 1 
Table III.10.K.B  High-Level Waste Vitrification System Secondary Containment Systems Including Sumps and Floor Drains 

Sump/Floor Drain I.D. # & 
Room Location 

Maximum Sump Capacity 
(gallons) 

Sump Dimensionsb (feet) & 
Materials of Construction 

Engineering Description 
(Drawing Nos., Specification 

Nos., etc.) 

RESERVED RESERVED RESERVED RESERVED 
aPermit Table III.10.K.B will be completed in accordance with Permit Condition III.10.J.5.b.vii, prior to initiating Permit Condition III.10.K.1. See Permit Table III.10.J.B for the 
current HLW Vitrification System Secondary Containment Systems Including Sumps and Floor Drains. 

bDimensions listed are based on permitted design. Actual dimensions may vary within plus or minus (TBD).  
 2 

Table III.10.K.C  High-Level Waste Vitrification System Process and Leak Detection System Instruments and Parameters 
Sub-system 
Locator and 

Name 
(including 

P&ID) 

Control 
Parameter 

Type of 
Measuring or 

Leak 
Detection 

Instrument 

Location of 
Measuring 
Instrument 
(Tag No.) 

Instrument 
Range 

Failure State Expected 
Range 

Instrument 
Accuracy 

Instrument 
Calibration 
Method No. 
and Range 

RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED RESERVED 
aPermit Table III.10.K.C will be completed in accordance with Permit Condition III.10.J.5.e.ix, prior to initiating Permit Condition III.10.K.1. See Permit Table III.10.J.C for the current 
HLW Vitrification System Process and Leak Detection System Instruments and Parameters. 

  3 
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Table III.10.K.D  Maximum Feed-rates to High-Level Waste Vitrification System 
(RESERVED) 

Description of Waste Normal Operation 
Dangerous and/or Mixed Waste Feed Rate RESERVED 
Total Chlorine/Chloride Feed Rate RESERVED 
Total Metal Feed Rates RESERVED 

 1 
Table III.10.K.E  High-Level Waste Vitrification System Estimated Emission Rates 

(RESERVED) 
Chemicals CAS Number Emission Rates 

(grams/second) 
RESERVED RESERVED RESERVED 

 2 
Table III.10.K.F  High-Level Waste Vitrification System Waste Feed Cut-off Parameters*1 

(RESERVED) 
Sub-system 
Designation 

Instrument Tag 
Number 

Parameter 
Description 

Set-points During 
Normal Operation 

RESERVED RESERVED RESERVED RESERVED 
*A CMS will be used as defined in Permit Section III.10.C.1.  
1Maximum Feed-rate will be set based on not exceeding any of the constituent (e.g., metals and chlorine/chloride) feed limits 
specified on Table III.10.K.D of this Permit. 

 3 
 ANALYTICAL LABORATORY SPECIFIC OPERATING CONDITIONS 4 

Unit Description 5 

The Analytical Laboratory is one of the six major facilities within the WTP Operating 6 
Unit Group. The LAB will operate to ensure efficient WTP operations by performing 7 
analysis of samples to meet permitting, process control, authorization basis, and waste 8 
form qualification requirements. 9 

The LAB consists of analytical laboratory rooms, hotcells, and a waste management area 10 
for storage of secondary waste generated for analytical activities. The LAB also contains 11 
a RLD Tank System (tanks and ancillary equipment) which will be used to store and 12 
manage liquid waste generated in the LAB. Under the DFLAW configuration, the 13 
contents of the laboratory area sink drain collection vessel are transferred to the EMF 14 
Direct Feed Effluent Transfer (DEP) System for evaporation and treatment prior to being 15 
returned to the LAW vitrification process, or sent to be treated at the Liquid Effluent 16 
Retention Facility/Effluent Treatment Facility (LERF/ETF). Construction of the LAB 17 
was completed in 2014 and operations are expected to begin 2023. 18 

This Chapter provides unit-specific Permit Conditions applicable to the dangerous waste 19 
management units for the WTP LAB. 20 

111.10.L 
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III.10.L.1 Compliance With Unit-Specific Permit Conditions 1 

III.10.L.1.a The Permittees will comply with all Permit Conditions and corresponding Chapters for 2 
the WTP Operating Unit Group with respect to dangerous waste management and 3 
dangerous waste management units in Operating Unit Group 10, in addition to applicable 4 
requirements in Part I and II. 5 

III.10.L.2 General Waste Management 6 

III.10.L.2.a The Permittees are authorized to accept, according to the requirements of Permit 7 
Condition III.10.C.2 and Chapter 3, “Waste Analysis Plan,” dangerous/mixed waste for 8 
management in Operating Unit Group 10 dangerous waste management units. 9 

III.10.L.2.b The Permittees will manage wastes at the facility in accordance with the requirements of 10 
this Permit, including the performance standard requirements in WAC 173-303-283, 11 
incorporated by reference. 12 

III.10.L.2.c The Permittees will maintain the physical structure of the Analytical Laboratory as 13 
documented in the applicable sections of Permit Chapter 4H, “Analytical Laboratory.” 14 
[WAC 173-303-640(2), WAC 173-303-640(3), WAC 173-303-640(4)] 15 

III.10.L.3 Waste Analysis 16 

III.10.L.3.a The Permittees will comply with requirements in Permit Condition III.10.C.3 and 17 
Chapter 3/3A, WAP, for all dangerous and/or mixed waste managed at the WTP 18 
Operating Unit Group. [WAC 173-303-300(5)] 19 

III.10.L.3.b The Permittees will comply with the requirements of WAC 173-303-395(1), (2), and (6). 20 

III.10.L.3.c The Permittees will have an accurate and complete waste profile as described in 21 
Chapter 3, “Waste Analysis Plan,” for every waste stream accepted by the Analytical 22 
Laboratory. [WAC 173-303-380(1)(a)(b)] 23 

III.10.L.3.d Inaccurate or incomplete waste analysis information is not a defense for noncompliance 24 
by the Permittees with the waste management requirements and conditions in this Permit, 25 
or the LDR specified in the requirements of WAC 173-303-140, incorporated by 26 
reference. 27 

III.10.L.4 Recordkeeping and Reporting 28 

III.10.L.4.a The Permittees will keep and maintain records in the Hanford Facility Operating Record, 29 
Analytical Laboratory, as required by WAC 173-303-380, as specified in the 30 
corresponding chapters and Permit Condition II.I. 31 

III.10.L.4.b The Permittees will place a copy of each waste profile required by Permit Condition 32 
III.10.C.3.d, in the Hanford Facility Operating Record, Analytical Laboratory file 33 
required by Permit Condition II.I. [WAC 173-303-380(1)(a)] 34 

III.10.L.4.c Records and results of waste analysis required by Permit Condition III.10.C.4 and 35 
Chapter 3, “Waste Analysis Plan,” will be maintained in the Hanford Facility Operating 36 
Record, WTP analytical laboratory as required by Permit Condition II.I. [WAC 173-303-37 
380(1)(a)] 38 

III.10.L.4.d The Permittees will place updates to engineering drawings listed in Appendix 11 into the 39 
Hanford Facility Operating Record for the Analytical Laboratory. 40 
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III.10.L.4.e The Permittees will keep summary reports and details of all incidents that require 1 
implementation of the Contingency Plan in the Hanford Facility Operating Record, 2 
Analytical Laboratory, according to the requirements of Permit Condition II.A.1. 3 
[WAC 173-303-380(1)(d)] 4 

III.10.L.5 Security 5 

III.10.L.5.a On a monthly basis, the Permittees will provide to Ecology, via electronic mail, 6 
information that is representative of the WTP Unit Operating and emissions monitoring 7 
data and other information necessary to address questions submitted by Ecology in 8 
accordance with Permit Condition III.10.C.13. 9 

III.10.L.5.b The Permittees will implement and maintain the practices described in Chapter 6, 10 
“Procedures to Prevent Hazards,” as required by Permit Condition II.M at the WTP 11 
Operating Unit Group. [WAC 173-303-310] 12 

III.10.L.6 Preparedness and Prevention 13 

III.10.L.6.a The Permittees will comply with the Preparedness and Prevention requirements, 14 
procedures and practices described in Chapter 6, “Procedures to Prevent Hazards,” in 15 
addition to WAC 173-303-340. 16 

III.10.L.6.b The Permittees will operate and maintain the runoff controls, interlock systems and other 17 
systems described in Chapter 6, “Procedures to Prevent Hazards,” in accordance with the 18 
requirements of WAC 173-303-640(5), incorporated by reference. 19 

III.10.L.7 Contingency Plan 20 

III.10.L.7.a The Permittees will comply with Chapter 7, “Contingency Plan” (BEP), in addition to the 21 
requirements of Permit Condition II.A when applicable. [WAC 173-303-350] 22 

III.10.L.7.b The Permittees will implement the emergency procedures specified in Chapter 7, 23 
“Contingency Plan” (BEP) in the event of a fire, explosion, or release that could threaten 24 
human health or the environment, in accordance with the requirements of WAC 173-303-25 
340 and WAC 173-303-360, incorporated by reference. 26 

III.10.L.8 Inspections 27 

III.10.L.8.a The Permittees will implement the practices specific to the WTP Operating Unit Group 28 
as described in Chapter 6A, “Inspection Plan,” and include the inspection requirements of 29 
Chapter 6A in the inspection schedule required by Permit Condition II.O. 30 
[WAC 173-303-320] 31 

III.10.L.8.b The Permittees will keep a copy of the elements of the inspection log or summary 32 
required by WAC 173-303-380(1)(e); -380(3) and -320. 33 

III.10.L.8.c The Permittees will remedy any problem revealed by inspections on a schedule which 34 
prevents hazards to the public health and environment per the requirements of 35 
WAC 173-303-320(3), incorporated by reference. 36 

III.10.L.8.d Where an inspection reveals a problem that creates a hazard that is imminent or has 37 
already occurred, the Permittees will take remedial action immediately per the 38 
requirements of WAC 173-303-320(3), incorporated by reference. 39 

III.10.L.9 Training 40 

III.10.L.9.a The Permittees will include the training requirements described in Chapter 8, 41 
“Personnel Training,” in the training program required by Permit Condition II.C. 42 
[WAC 173-303-330] 43 
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III.10.L.10 Other General Requirements – Reserved 1 

III.10.L.11 Closure 2 

III.10.L.11.a The Permittees will close the WTP Analytical Laboratory Dangerous Waste Management 3 
Unit in Operating Unit Group 10 in accordance with Chapter 11, “Closure Plan.” 4 
[WAC 173-303-610] 5 

III.10.L.11.b The Permittees will provide prior written notice to Ecology of the date they expect to 6 
begin closure of any dangerous waste management unit subject to the requirements of 7 
this Permit in accordance with Permit Condition II.J.3. The notice of closure may apply 8 
to closure of any dangerous waste management units in the WTP Operating Unit Group, 9 
or final closure of the remaining Operating Unit Group 10. [WAC 173-303-610(3)(c)] 10 

III.10.L.12 Post-Closure – RESERVED 11 

III.10.L.13 Critical Systems 12 

III.10.L.13.a The RLD is a critical system within the LAB. The RLD in the LAB will comply with 13 
III.10.C.9, Critical Systems. 14 

III.10.L.14 RESERVED 15 

III.10.L.15 Containers 16 

III.10.L.15.a Container Storage and Treatment Unit Standards 17 

III.10.L.15.b The Permittees will ensure that all containers remain in good condition. If a container 18 
holding mixed and dangerous waste is not in good condition (e.g., severe rusting or 19 
corrosion, or apparent structural defects), or if it begins to leak, the Permittees must 20 
transfer the waste from the container to a container that is in good condition or place the 21 
leaking container in an appropriate over-pack container. [WAC 173-303-630(2)] 22 

III.10.L.15.c Container Management Standards 23 

III.10.L.15.d The Permittees will maintain and manage wastes in accordance with the requirements, 24 
procedures, and practices described in Chapter 4H, “Analytical Laboratory” in addition to 25 
WAC 173-303-630. 26 

III.10.L.15.e The contents of any leaking container will be transferred as soon as possible considering 27 
safety of the work force to a compatible container which is in good condition or to an 28 
over pack container. Any waste residue remaining in the damaged container will be 29 
managed as a dangerous waste unless the container is empty pursuant to WAC 173-303-30 
160(2). 31 

III.10.L.15.f The Permittees will label containers in accordance with the requirements of Chapter 4H, 32 
“Analytical Laboratory.” [WAC 173-303-630(3)] 33 

III.10.L.15.g The Permittees will ensure wastes will not be ignitable, reactive or incompatible with 34 
containers and with other wastes stored or treated in containers within the Container 35 
Storage Area for the Analytical Laboratory, and if such wastes are managed in any 36 
container storage area, the containers of incompatible waste or chemicals will not be 37 
stored in close proximity to each other; according to the requirements of Chapter 4H, 38 
“Analytical Laboratory.” [WAC 173-303-630(4), WAC 173-303-630(9)] 39 

III.10.L.15.h RESERVED 40 
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III.10.L.15.i The Permittees will remove any accumulated liquids from container storage areas in 1 
according with the requirements of Chapter 4H, “Analytical Laboratory,” to ensure 2 
containers are not in contact with free liquids and to prevent overflow of the container 3 
storage area secondary containment. 4 

III.10.L.15.j The Permittees will comply with the requirements for air emissions from containers in 5 
Chapter 4H, “Analytical Laboratory.” [WAC 173-303-692] 6 

III.10.L.16 Tank Systems 7 

III.10.L.16.a Tank System Management Requirements 8 

III.10.L.16.a.i The Permittees will comply with the schedule for conducting integrity assessments 9 
for the WTP analytical laboratory tank systems as described in Chapter 4H, 10 
“Analytical Laboratory,” and the requirements in WAC 173-303-640(3)(b). 11 

III.10.L.16.a.ii If the findings of an integrity assessment indicate that a WTP analytical laboratory 12 
tank has structural deficiencies or lacks integrity such that it may collapse, rupture, or 13 
fail, the Permittees will at a minimum do the following: 14 

III.10.L.16.a.ii.A Evaluate and review the waste acceptance criteria in Chapter 3, “Waste Analysis 15 
Plan;” 16 

III.10.L.16.a.ii.B Evaluate and review the applicable tank design and/or operating requirements in 17 
Chapter 4H, “Analytical Laboratory;” 18 

III.10.L.16.a.ii.C Evaluate and review any other permit requirements, which may reasonably influence 19 
the integrity of the tank in question; 20 

III.10.L.16.a.ii.D Based on this evaluation and review, the Permittees will request the required permit 21 
modifications in accordance with WAC 173-303-830. [WAC 173-303-640(3)(b), 22 
WAC 173-303-815(2)(b)] 23 

III.10.L.16.a.iii The Permittees will submit a permit change notification to the Part A (Chapter 1) for 24 
the Analytical Laboratory in accordance with Permit Condition I.C if the capacity 25 
decreases or increases for the Analytical Laboratory tank systems. 26 

III.10.L.16.b Tank System Operating Requirements 27 

III.10.L.16.b.i The Permittees will not place dangerous wastes or treatment reagents in the tank 28 
system if they could cause the tank, ancillary equipment, or the containment system 29 
to rupture, leak, corrode or fail. [WAC 173-303-640(5)(a)] 30 

III.10.L.16.b.ii The Permittees will operate the Analytical Laboratory Tank System to prevent spills 31 
and overflows using the controls and practices as required under WAC 173-303-32 
640(5)(b) described in Permit Condition III.10.C.5, and Operating Unit Group 10, 33 
Appendix 13.18 of this Permit. [WAC 173-303-640(5)(b), WAC 173-303-34 
806(4)(c)(ix)] 35 

III.10.L.16.b.iii The Permittees will comply with the requirements of WAC 173-303-640(7), in 36 
response to spills or leaks from the Tank System. [WAC 173-303-640(5)(c)] 37 

III.10.L.16.b.iv For all Analytical Laboratory Unit Systems the Permittees will mark all the unit 38 
systems holding dangerous and/or mixed waste with labels or signs to identify the 39 
waste contained in the unit. The labels or sign must be legible at a distance of at least 40 
fifty (50) feet or posted at each entrance, and must bear a legend which identifies the 41 
waste in a manner which adequately warns employees and emergency response 42 
personnel, of the major risk(s) associated with the waste being stored or treated in the 43 
unit system(s). [WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)]. 44 
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III.10.L.16.b.v For each Analytical Laboratory Unit System holding dangerous waste which are 1 
acutely or chronically toxic by inhalation, the Permittees will operate the system to 2 
prevent escape of vapors, fumes, or other emissions into the air. [WAC 173-303-3 
806(4)(i)(i)(B) and WAC 173-303-640(5)(e), in accordance with WAC 173-303-680] 4 

III.10.L.16.b.vi The Permittees will ensure that incompatible wastes/material are not placed in  5 
the same tank system, unless WAC 173-303-395(1)(b) is complied with.  6 
[WAC 173-303-640(10)(a)] 7 

III.10.L.16.b.vii The Permittees will not place dangerous waste in a tank system that has not been 8 
previously decontaminated and that previously held an incompatible waste/material, 9 
unless WAC 173-303-395(1)(b) is complied with. [WAC 173-303-640(10)(b)] 10 

III.10.L.16.b.viii If there is indication that a tank system is leaking or unfit for use, the Permittees will 11 
comply with WAC 173-303-640(7). 12 

III.10.L.16.b.ix The Permittees will not transfer waste into the analytical laboratory tank systems in 13 
excess of the maximum capacity of the tanks as listed in Table4H-7. 14 

III.10.L.16.b.x The Permittees will comply with the requirements of Chapter 4H, “Analytical 15 
Laboratory,” in response to spills or leaks from tank systems at the Analytical 16 
Laboratory [WAC 173-303-640(5)(c), WAC 173-303-640(7)]. 17 

III.10.L.16.b.xi The Permittees will comply with the requirements of WAC 173-303-640(9) 18 
incorporated by reference. [WAC 173-303-640(9)] 19 

III.10.L.16.b.xii The Permittees will comply with the requirements of WAC 173-303-640(10), 20 
incorporated by reference. 21 

 EFFLUENT MANAGEMENT FACILITY SPECIFICATION OPERATING 22 
CONDITIONS 23 

Unit Description 24 

The EMF is one of the six major facilities within the WTP Operating Unit Group. The 25 
EMF will operate to ensure efficient WTP operations to meet permitting, process control, 26 
and waste form qualification requirements. 27 

These unit-specific Permit Conditions are applicable to the dangerous waste management 28 
units for the WTP EMF. 29 

The EMF consists of four primary buildings: the LAW Effluent Process Building, the 30 
LAW Effluent Drain Tank Building, the LAW Effluent Electrical Building, and the LAW 31 
Effluent Utility Building. The EMF contains an evaporator system, nine major process 32 
vessels, two supporting reagent product storage tanks, heating, ventilation, and air 33 
conditioning (HVAC) equipment, and electrical utilities. The buildings are constructed of 34 
reinforced concrete and structural steelwork with a metal roof. The EMF structures are 35 
supported by a reinforced concrete mat foundation. 36 

The EMF is designed with a minimum of a forty-eight (48) hour effluent storage capacity 37 
and includes underground waste transfer lines to transfer waste to and from the LAW 38 
Vitrification Facility, Lab, and other TSD Facilities. Secondary wastes generated by the 39 
EMF are managed as described in Chapter 4G.1. 40 

There are two types of dangerous waste management units in the EMF: 41 

• Tank Systems. 42 
• Miscellaneous Unit Systems. 43 

111 .10.M 
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III.10.M.1 Compliance with Unit-Specific Permit Conditions 1 

The Permittees will comply with all Permit Conditions and corresponding Chapters for 2 
the EMF with respect to dangerous waste management and dangerous waste management 3 
units in the EMF, in addition to applicable requirements in Parts I and II Permit 4 
Conditions. 5 

III.10.M.2 General Waste Management 6 

All dangerous and/or mixed waste must be managed only in areas authorized for 7 
dangerous and/or mixed waste management under the Permit Conditions, except as 8 
allowed under WAC 173-303-200. The authorized dangerous and/or mixed waste 9 
management areas of the WTP Unit are specified in Chapter 4G. 10 

The Permittees will maintain the physical structure of the EMF as documented in the 11 
applicable sections of Permit Chapter 4G, “Direct Feed Low-Activity Waste 12 
(Effluent Management Facility).” [WAC 173-303-640(2), WAC 173-303-640(3), 13 
WAC 173-303-640(4)] 14 

III.10.M.2.a The Permittees are authorized to accept, according to the requirements of Permit 15 
Condition III.10.C.2 and Chapter 3, “Waste Analysis Plan,” dangerous/mixed waste for 16 
management in EMF dangerous waste management units. 17 

III.10.M.2.b The Permittees will manage wastes at the facility in accordance with the requirements of 18 
this Permit, including the performance standard requirements in WAC 173-303-283, 19 
incorporated by reference. 20 

III.10.M.2.c The Permittees will not place dangerous and/or mixed waste, treatment reagents, or other 21 
materials in the EMF Systems if these substances could cause any system to rupture, leak, 22 
corrode, or otherwise fail. [WAC 173-303-640(5)(a), in accordance with WAC 173-303-23 
680(2)] 24 

III.10.M.2.d The Permittees will operate the EMF to prevent spills and overflows using the description 25 
of controls and practices, as required under WA 173-303-640(5)(b) and WAC 173-303-26 
806(4)(c)(ix). 27 

III.10.M.2.e In accordance with WAC 173-303-680(2) and (3), the Permittees will notify and report 28 
releases to the environment to Ecology as specified in WAC 173-303-640(7)(d). 29 

III.10.M.3 Waste Analysis 30 

III.10.M.3.a The Permittees will comply with requirements in Permit Condition III.10.C.3 and 31 
Chapter 3C, “Waste Analysis Plan for the DFLAW Configuration,” for all dangerous 32 
and/or mixed waste managed at the EMF. [WAC 173-303-300(5)] 33 

III.10.M.3.b The Permittees will comply with the requirements of WAC 173-303-395(1), (2), and (6). 34 

III.10.M.3.c The Permittees will have an accurate and complete waste profile as described in 35 
Chapter 3C, “Waste Analysis Plan for the DFLAW Configuration,” for every waste 36 
stream accepted by the EMF. [WAC 173-303-380(1)(a)(b)] 37 

III.10.M.3.d Primary path for EMF concentrate (bottoms) is to be recycled back to the vitrification 38 
process. However, on occasion, breaking of the recycle may become necessary to control 39 
the halide buildup or other operational constraints. Prior to initiating transfer of EMF 40 
Evaporator Concentrate (bottoms) for disposal at an off-site licensed and permitted 41 
commercial TSD Facility, the Permittees will submit to Ecology a permit modification 42 
pursuant to Permit Conditions III.10.C.2.e. This modification will add the details and 43 
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boundaries of when and how purging of EMF evaporator concentrate (bottoms) would be 1 
conducted in the applicable chapters of the WTP Permit. 2 

III.10.M.4 Recordkeeping and Reporting 3 

III.10.M.4.a The Permittees will keep and maintain records in the Hanford Facility Operating Record, 4 
WTP EMF file, as required by WAC 173-303-380, as specified in the corresponding 5 
chapters and Permit Condition II.I. 6 

III.10.M.4.b Records and results of waste analysis required by Permit Condition III.10.C.4 and 7 
Chapter 3C, “Waste Analysis Plan for the DFLAW Configuration,” will be maintained in 8 
the Hanford Facility Operating Record for the WTP EMF file as required by Permit 9 
Condition II.I. [WAC 173-303-380(1)(a)] 10 

III.10.M.4.c The Permittees will keep summary reports and details of all incidents that require 11 
implementation of the BEP in the Hanford Facility Operating Record, WTP EMF file, 12 
according to the requirements of Permit Condition II.A.1. [WAC 173-303-380(1)(d)] 13 

III.10.M.5 Security 14 

III.10.M.5.a The Permittees will comply with the Security requirements specific to the WTP EMF as 15 
required by Chapter 6, “Procedures to Prevent Hazards,” and Permit Condition II.M. 16 
[WAC 173-303-310(2)]. 17 

III.10.M.5.b The Permittees will operate the WTP Unit following the requirements of Operating Unit 18 
Group 10, Section 6.1 of Chapter 6. 19 

III.10.M.5.c On a monthly basis, the Permittees will provide to Ecology, via electronic mail, 20 
information that is representative of the WTP Unit Operating and emissions monitoring 21 
data and other information necessary to address questions submitted by Ecology in 22 
accordance with Permit Condition III.10.C.13.  23 

III.10.M.6 Preparedness and Prevention  24 

III.10.M.6.a The Permittees will comply with the Preparedness and Prevention requirements, 25 
procedures and practices described in Chapter 6, “Procedures to Prevent Hazards,” in 26 
addition to WAC 173-303-340. 27 

III.10.M.6.b The Permittees will maintain access to communications or alarms as described in the 28 
BEP and Permit Condition II.B.2. 29 

III.10.M.6.c The Permittees will operate and maintain the runoff controls, interlock systems and other 30 
systems described in Chapter 6, “Procedures to Prevent Hazards,” in accordance with the 31 
requirements of WAC 173-303-640(5).  32 

III.10.M.7 Contingency Plan 33 

III.10.M.7.a The Permittees will comply with Chapter 7, “Contingency Plan” (BEP), in addition to the 34 
requirements of Permit Condition II.A when applicable. [WAC 173-303-350] 35 

III.10.M.7.b The Permittees will implement the emergency procedures specified in Chapter 7, 36 
“Contingency Plan” in the event of a fire, explosion, or release that could threaten human 37 
health or the environment, in accordance with the requirements of WAC 173-303-340 38 
and WAC 173-303-360. 39 

III.10.M.7.c The Permittees will review and submit required incident reports contained in 40 
Attachment 4, Hanford Emergency Management Plan, DOE/RL-94-02, Section 5.1 of 41 
this Permit. 42 
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III.10.M.8 Inspections 1 

III.10.M.8.a The Permittees will implement the inspection requirements specific to the WTP EMF as 2 
described in Chapter 6A, “Inspection Plan,” and include the inspection requirements of 3 
Chapter 6A in the inspection schedule required by Permit Condition II.O. 4 
[WAC 173-303-320] 5 

III.10.M.8.b The Permittees will keep a copy of the elements of the inspection log or summary as 6 
required by WAC 173-303-380(1)(e); -380(3) and -320. 7 

III.10.M.8.c The Permittees will remedy any problem revealed by inspections on a schedule which 8 
prevents hazards to the public health and environment per the requirements of 9 
WAC 173-303-320(3). 10 

III.10.M.8.d Where an inspection reveals an event is imminent or has already occurred, the Permittees 11 
will take remedial action immediately per the requirements of WAC 173-303-320(3). 12 

III.10.M.9 Training 13 

III.10.M.9.a The Permittees will include the training requirements described in Chapter 8, 14 
“Personnel Training,” in the training program required by Permit Condition II.C. 15 
[WAC 173-303-330] 16 

III.10.M.10 Other General Requirements - RESERVED 17 

III.10.M.11 Closure 18 

The Permittees will close all Dangerous Waste Management Units within the WTP EMF 19 
in accordance with Chapter 11, “Closure Plan,” as approved pursuant to Permit Condition 20 
III.10.C.8. [WAC 173-303-610] 21 

III.10.M.11.a The Permittees will provide prior written notice to Ecology of the date they expect to 22 
begin closure of any dangerous waste management unit subject to the requirements of 23 
this Permit in accordance with Permit Condition II.J.3. The notice of closure may apply 24 
to closure of any dangerous waste management units in the WTP EMF, or final closure of 25 
the remaining Operating Unit Group 10. [WAC 173-303-610(3)(c)] 26 

III.10.M.11.b At least one hundred eighty (180) days prior to commencing partial closure the 27 
Permittees will submit a permit modification, for Ecology review and approval, updating 28 
the “Closure Plan,” Operating Unit Group 10, Chapter 11. The plan will include all 29 
documentation required by Permit Condition II.D. 30 

III.10.M.11.c One hundred eighty (180) prior to commencing final closure of the EMF, the Permittees 31 
must submit to Ecology for review and approval, a revised Closure Plan, including all 32 
documentation required by Permit Condition II.D, as a permit modification. 33 
[WAC 173-303-610(3)(b)] 34 

III.10.M.12 Post-Closure - RESERVED 35 

III.10.M.13 Critical Systems 36 

III.10.M.13.a The EMF will comply with the critical systems requirements of Permit Condition 37 
III.10.C.9, Critical Systems. 38 

III.10.M.14 Containers 39 

III.10.M.14.a Container Storage and Treatment Unit Standards 40 
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III.10.M.14.a.i The Permittees will ensure that all containers remain in good condition. If a container 1 
holding mixed and dangerous waste is not in good condition (e.g., severe rusting or 2 
corrosion, or apparent structural defects), or if it begins to leak, the Permittees must 3 
transfer the waste from the container to a container that is in good condition or place 4 
the leaking container in an appropriate over-pack container. [WAC 173-303-630(2)] 5 

III.10.M.14.b Container Management Standards 6 

III.10.M.14.b.i The Permittees will maintain and manage wastes in accordance with the 7 
requirements, procedures, and practices described in Chapter 4G, “Direct-Feed 8 
Low-Activity Waste (Effluent Management Facility),” in addition to WAC 173-303-9 
630. 10 

III.10.M.14.b.ii The contents of any leaking container will be transferred as soon as possible 11 
considering safety of the work force to a compatible container which is in good 12 
condition to an over pack container. Any waste residue remaining in the damaged 13 
container will be managed as a dangerous waste unless the container is empty 14 
pursuant to WAC 173-303-160(2). 15 

III.10.M.14.b.iii The Permittees will label containers in accordance with the requirements of 16 
Chapter 4G, “Direct-Feed Low-Activity Waste (Effluent Management Facility).” 17 
[WAC 173-303-630(3)] 18 

III.10.M.15 Tank Systems 19 

III.10.M.15.a Tank System Management Requirements 20 

III.10.M.15.a.i The Permittees may store and manage dangerous and/or mixed waste only in 21 
approved tank systems in accordance with Permit Section III.10.M of this Permit, and 22 
in accordance with Operating Unit Group 10, Chapter 1 and 4G of this Permit. The 23 
Permittees will limit the total volume of waste to quantities specified for the 24 
individual units in accordance with WAC 173-303-640(4) and (5). 25 

III.10.M.15.a.ii The Permittees will manage incompatible waste in accordance with WAC 173-303-26 
395(1). Any tank system in which incompatible wastes are managed will meet the 27 
requirements specified in WAC 173-303-640(9) and (10). 28 

III.10.M.15.a.iii For routinely non-accessible EMF Tank Systems, as specified in Operating Unit 29 
Group 10, Chapter 6A of this Permit, the Permittees will mark all routinely 30 
non-accessible EMF Tank System access points with labels or signs to identify the 31 
waste contained in the units. The label, or sign, must be legible at a distance of at 32 
least fifty (50) feet or posted at each entrance and must bear a legend which identifies 33 
the waste in a manner which adequately warns employees and emergency response 34 
personnel of the hazard(s) associated with the waste being stored or treated in the 35 
miscellaneous unit system(s). For the purposes of this Permit condition, 36 
“routinely non-accessible” means personnel are unable to enter these areas while 37 
waste is being managed in them. [WAC 173-303-640(5)(d), in accordance with 38 
WAC 173-303-680(2)] 39 

III.10.M.15.a.iv If liquids (e.g., Dangerous and/or mixed waste leaks and spills, precipitation, fire 40 
water, liquids from damaged or broken pipes) cannot be removed from the secondary 41 
containment system within twenty-four (24) hours, Ecology will be verbally notified 42 
within twenty-four (24) hours of discovery. The notification will provide the 43 
information in A, B, and C listed below. The Permittees will provide Ecology with a 44 
written demonstration, within seven (7) business days, identifying at a minimum: 45 
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[WAC 173-303-640(4)(c)(iv) and WAC 173-303-640(7)(b)(ii), in accordance with 1 
WAC 173-303-680(3) and WAC 173-303-806(4)(a)(viii)(B)] 2 

A. Reasons for delayed removal. 3 
B. Measures implemented to ensure continued protection of human health and 4 

the environment. 5 
C. Current actions being taken to remove liquids from secondary containment. 6 

III.10.M.15.b Tank System Integrity Assessments 7 

III.10.M.15.b.i The Permittees will comply with the schedule for conducting integrity assessments 8 
for the WTP EMF tank systems as described in Chapter 6A, “Inspection Plan,” and 9 
the requirements in WAC 173-303-640(3)(b). 10 

III.10.M.15.b.ii If the findings of an integrity assessment indicate that a WTP EMF Tank System has 11 
structural deficiencies or lacks integrity such that it may collapse, rupture, or fail, the 12 
Permittees will at a minimum do the following: 13 

A. Evaluate and review the waste acceptance criteria for each WTP EMF Tank 14 
System in Chapter 3C, “Waste Analysis Plan for the DFLAW 15 
Configuration;” 16 

B. Evaluate and review the applicable tank design and/or operating 17 
requirements in Chapter 4G, “Direct-Feed Low-Activity Waste 18 
(Effluent Management Facility),” 19 

C. Evaluate and review any other permit requirements, which may reasonably 20 
influence the integrity of the tank in question. 21 

III.10.M.15.b.iii Based on this evaluation and review, the Permittees will request the required permit 22 
modifications in accordance with WAC 173-303-830. [WAC 173-303-640(3)(b), 23 
WAC 173-303-815(2)(b)] 24 

III.10.M.15.b.iv The Permittees will submit a permit change notification to the Part A (Chapter 1) for 25 
the EMF in accordance with Permit Condition I.C if the capacity decreases or 26 
increases for an EMF Tank System. 27 

III.10.M.15.c Tank System Operating Requirements 28 

III.10.M.15.c.i The Permittees will not place dangerous wastes or treatment reagents in an EMF 29 
Tank System if they could cause the tank, ancillary equipment, or the containment 30 
system to rupture, leak, corrode or fail. [WAC 173-303-640(5)(a)] 31 

III.10.M.15.c.ii The Permittees will operate the EMF Tank Systems to prevent spills and overflows 32 
using the controls and practices as required under WAC 173-303-640(5)(b) described 33 
in Permit Condition III.10.C.5, and Operating Unit Group 10, Appendix 13.18 of this 34 
Permit. [WAC 173-303-640(5)(b), WAC 173-303-806(4)(c)(ix)] 35 

III.10.M.15.c.iii The Permittees will comply with the requirements of WAC 173-303-640(7), in 36 
response to spills or leaks from an EMF Tank System. [WAC 173-303-640(5)(c)] 37 

III.10.M.15.c.iv For all EMF Tank Systems, the Permittees will mark all the unit systems holding 38 
dangerous and/or mixed waste with labels or signs to identify the waste contained in 39 
the unit. The labels or sign must be legible at a distance of at least fifty (50) feet or 40 
posted at each entrance and must bear a legend which identifies the waste in a 41 
manner which adequately warns employees and emergency response personnel of the 42 
major risk(s) associated with the waste being stored or treated in the unit system(s). 43 
[WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)] 44 
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III.10.M.15.c.v For any EMF Tank System holding dangerous waste which are acutely or chronically 1 
toxic by inhalation, the Permittees will operate the system to prevent escape of 2 
vapors, fumes, or other emissions into the air. [WAC 173-303-806(4)(c)(xii) and 3 
WAC 173-303-640(5)(e), in accordance with WAC 173-303-680] 4 

III.10.M.15.c.vi The Permittees will ensure that incompatible wastes/material are not placed in  5 
the same tank system, unless WAC 173-303-395(1)(b) is complied with.  6 
[WAC 173-303-640(10)(a)] 7 

III.10.M.15.c.vii The Permittees will not place dangerous waste in an EMF Tank System that has not 8 
been previously decontaminated and that previously held an incompatible 9 
waste/material, unless WAC 173-303-395(1)(b) is complied with. [WAC 173-303-10 
640(10)(b)] 11 

III.10.M.15.c.viii If there is indication that an EMF Tank System is leaking or unfit for use, the 12 
Permittees will comply with WAC 173-303-640(7). 13 

III.10.M.15.c.ix The Permittees will not transfer waste into an EMF Tank System in excess of the 14 
maximum capacity of the tank as listed in Chapter 4G Table 4G-5. 15 

III.10.M.15.c.x The Permittees will comply with the requirements of WAC 173-303-640(9) and 16 
WAC 173-303-640(10), incorporated by reference. 17 

III.10.M.15.c.xi The Permittees will ensure that the secondary containment systems for EMF Tank 18 
Systems listed in Permit Chapter 4G Table 4G-4, are free of cracks or gaps to prevent 19 
any migration of dangerous and/or mixed waste or accumulated liquid out of the 20 
system to the soil, groundwater, or surface water at any time waste in in the EMF 21 
System. Any indication that a crack or gap may exist in the tank systems will be 22 
investigated and repaired in accordance with Operating Unit Group 10, 23 
Appendix 13.18 of this Permit, as approved pursuant to [WAC 173-303-640(4)(b)(i), 24 
WAC 173-303-640(4)(e)(i)(C), and WAC 173-303-640(6) in accordance with 25 
WAC 173-303-680(2) and (3), WAC 173-303-806(4)(c)(vii), and WAC 173-303-26 
320]. 27 

III.10.M.15.c.xii If the cause of the release was a spill that has not damaged the integrity of the tank 28 
system, the Permittees may return the tank system to service in accordance with 29 
WAC 173-303-680(2) and (3), as specified in WAC 173-303-640(7)(e)(ii). In such a 30 
case, the Permittees will take action to ensure the incident that caused liquid to enter 31 
the containment system will not reoccur. [WAC 173-303-320(3)] 32 

III.10.M.15.c.xiii If the source of the dangerous and/or mixed waste is determined to be a leak from a 33 
primary EMF Tank System into the secondary containment system, or the system is 34 
unfit for use as determined through an integrity assessment or other inspection, the 35 
Permittees must comply with the requirements of WAC 173-303-640(7), and take the 36 
following actions: 37 

A. Close the EMF Tank System following procedures in WAC 173-303-640(7)(e)(i) 38 
and in accordance with WAC 173-303-680, and Operating Unit Group 10, 39 
Chapter 11 of this Permit, as approved pursuant to Permit Condition III.10.C.8; 40 
or 41 

B. Repair and re-certify in accordance with WAC 173-303-810(13)(a), before the 42 
EMF Tank System is placed back into service. [WAC 173-303-640(7)(e)(iii) and 43 
WAC 173-303-640(7)(f), in accordance with WAC 173-303-680] 44 
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III.10.M.15.c.xiv The Permittees will document, in the operating record, actions/procedures taken to 1 
comply with WAC 173-303-640(6)(d) and in accordance with WAC 173-303-680(2) 2 
and (3). 3 

III.10.M.15.c.xv In accordance with WAC 173-303-680(2) and (3), the Permittees will notify and 4 
report releases to the environment to Ecology as specified in WAC 173-303-5 
640(7)(d). 6 

III.10.M.15.c.xvi For any portion of the EMF Tank Systems which have the potential for formation and 7 
accumulation of hydrogen gases, the Permittees will operate the portion to maintain 8 
hydrogen levels below the lower explosive limit. [WAC 173-303-815(2)(b)(ii)] 9 

III.10.M.16 Effluent Management Facility Miscellaneous Units 10 

Unless otherwise noted in Table III.10.M.A, for purposes of Permit Section III.10.M, 11 
where reference is made to WAC 173-303-640, the following substitutions apply: 12 
substitute the terms “EMF Miscellaneous Unit System(s)” for “tank system(s),” 13 
“miscellaneous unit(s)” for “tank(s),” “equipment” for “ancillary equipment,” and 14 
“miscellaneous unit(s) or equipment of a EMF Miscellaneous Unit System” for 15 
“component(s)” in accordance with WAC 173-303-680. Miscellaneous unit systems, 16 
exempt from the WAC 173-303-640 requirements in Permit Section III.10.M are noted as 17 
exempt in Table III.10.M.A. 18 

III.10.M.16.a Waste and Storage Limits 19 

The Permittees may process, in the EMF Miscellaneous Unit Systems listed in Permit 20 
Table III.10.M.A, as approved/modified pursuant to Permit Condition III.10.M.21 all 21 
dangerous and mixed waste listed in the Part A Forms, Operating Unit Group 10, 22 
Chapter 1 of this Permit, and in accordance within the WAP, Operating Unit Group 10, 23 
Chapter 3/Chapter 3C of this Permit, as approved pursuant to Permit Condition 24 
III.10.C.3. Total EMF Miscellaneous Unit dangerous and mixed waste storage at the 25 
Facility will not exceed the limits specified in Permit Table III.10.M.A. 26 

III.10.M.16.b The Permittees may process dangerous and mixed waste only in approved EMF 27 
Miscellaneous Unit Systems listed in Permit Table III.10.M.A in accordance with Permit 28 
Section III.10.M and in accordance with Operating Unit Group 10, Chapters 1 and 4G of 29 
this Permit, and Operating Unit Group 10, Appendices 13.1 through 13.14 of this Permit, 30 
as approved pursuant to Permit Conditions III.10.M.21.b through e. The Permittees will 31 
limit the total volume of wastes to quantities specified for the individual miscellaneous 32 
units listed in Permit Table III.10.M.A, 33 

III.10.M.16.c RESERVED 34 

III.10.M.16.d The Permittees will ensure all certifications required by specialists (e.g., IQRPE; 35 
independent corrosion expert; independent, qualified installation inspector; etc.) use the 36 
following statement or equivalent pursuant to Permit Condition III.10.C.10: 37 

“I, (Insert Name) have, (choose one or more of the following: overseen, supervised, 38 
reviewed, and/or certified) a portion of the design or installation of a new miscellaneous 39 
unit system or component located at (address), and owned/operated by (name[s]). My 40 
duties were: (e.g., installation inspector, testing for tightness, etc.), for the following 41 
miscellaneous unit system components (e.g., venting piping, etc.), as required by the 42 
Dangerous Waste Regulations, namely, WAC 173-303-640(3) (applicable paragraphs 43 
[i.e., (a) through (g)] in accordance with WAC 173-303-680).” 44 
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“I certify under penalty of law that I have personally examined and am familiar with the 1 
information submitted in this document and all attachments and that, based on my inquiry 2 
of those individuals immediately responsible for obtaining the information, I believe that 3 
the information is true, accurate, and complete. I am aware that there are significant 4 
penalties for submitting false information, including the possibility of fine and 5 
imprisonment.” 6 

III.10.M.16.e In all future narrative permit submittals, the Permittees will include Miscellaneous Unit 7 
System names with the unit designation (e.g., Evaporator Separator Vessel; DEP-EVAP-8 
00001). 9 

III.10.M.17 Integrity Assessments [WAC 173-303-340 and WAC 173-303-640, in 10 
Accordance with WAC 173-303-680(2) and (3)] 11 

III.10.M.17.a The Permittees will ensure periodic integrity assessments are conducted on the EMF 12 
Miscellaneous Unit Systems listed in Permit Table III.10.M.A, as approved/modified 13 
pursuant to Permit Condition III.10.M.21, over the term of this Permit in accordance with 14 
WAC 173-303-680(2) and (3) as specified in WAC 173-303-640(3)(b), following the 15 
description of the integrity assessment program and schedule in Operating Unit 16 
Group 10, Chapter 6A of this Permit, as approved pursuant to Permit Conditions 17 
III.10.M.21.e and III.10.M.17.c. Results of the integrity assessments will be included in 18 
the WTP Unit operating record until ten (10) years after post-closure, or corrective action 19 
is complete and certified, whichever is later. 20 

III.10.M.17.a.i The Permittees will, at least thirty (30) days prior to the initial receipt of dangerous 21 
waste, provide a baseline monitoring report that documents all relevant monitoring 22 
locations and initial measurements taken. 23 

III.10.M.17.a.ii Beginning three years after the initial receipt of dangerous waste, the Permittees will 24 
provide by December 31 of each year, an annual schedule of integrity assessments 25 
planned for the subject systems for the next calendar year and those completed in the 26 
current calendar year.   27 

III.10.M.17.b The Permittees will address problems detected during EMF Miscellaneous Unit Systems 28 
integrity assessments specified in Permit Condition III.10.M.4.a following the integrity 29 
assessment program in Operating Unit Group 10, Chapter 6A of this Permit, as approved 30 
pursuant to Permit Conditions III.10.M.21.e and II.10.M.17.c. 31 

III.10.M.17.c The Permittees must immediately and safely remove from service any EMF 32 
Miscellaneous Unit System or secondary containment system which through an integrity 33 
assessment is found to be “unfit for use” as defined in WAC 173-303-040, following 34 
Permit Condition III.10.M.18.i.i through iv, and vi. The affected EMF Miscellaneous 35 
Unit or secondary containment system must be either repaired or closed in accordance 36 
with Permit Condition III.10.M.18.i.v. [WAC 173-303-640(7)(e) and (f) and 37 
WAC 173-303-640(8), in accordance with WAC 173-303-680(3)]  38 

III.10.M.18 Miscellaneous Unit Management Practices 39 

III.10.M.18.a No dangerous and/or mixed waste will be managed in the EMF Miscellaneous Unit 40 
Systems unless the operating conditions, specified under Permit Condition III.10.M.16, 41 
are complied with. 42 
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III.10.M.18.b The Permittees will install and test all process and leak detection system 1 
monitoring/instrumentation, as specified in Permit Table III.10.M.A, as 2 
approved/modified pursuant to Permit Condition III.10.M.21, in accordance with 3 
Operating Unit Group 10, Appendices 13.1, 13.2, and 13.14 of this Permit, as approved 4 
pursuant to Permit Condition III.10.M.21.d.ii. 5 

III.10.M.18.c The Permittees will not place dangerous and/or mixed waste, treatment reagents, or other 6 
materials in the EMF Miscellaneous Unit Systems if these substances could cause the 7 
systems to rupture, leak, corrode, or otherwise fail. [WAC 173-303-640(5)(a), in 8 
accordance with WAC 173-303-680(2)] 9 

III.10.M.18.d The Permittees will operate the EMF Miscellaneous Unit Systems to prevent spills and 10 
overflows using the description of controls and practices, as required under 11 
WAC 173-303-640(5)(b), described in Permit Condition III.10.M.16 and 18, and 12 
Operating Unit Group 10, Appendix 13.13 of this Permit, as approved pursuant to  13 
Permit Condition III.10.M.21.e.iii. [WAC 173-303-640(5)(b), in accordance with  14 
WAC 173-303-680(2) and (3) and WAC 173-303-806(4)(c)(ix)] 15 

III.10.M.18.e RESERVED 16 

III.10.M.18.f For all EMF Miscellaneous Unit Systems not addressed in Permit Condition 17 
III.10.M.15.a.iii, the Permittees will mark all these miscellaneous unit systems holding 18 
dangerous and/or mixed waste with labels or signs to identify the waste contained in the 19 
unit. The labels, or sign, must be legible at a distance of at least fifty (50) feet or posted at 20 
each entrance, and must bear a legend which identifies the waste in a manner which 21 
adequately warns employees and emergency response personnel of the major risk(s) 22 
associated with the waste being stored or treated in the miscellaneous unit system(s). 23 
[WAC 173-303-640(5)(d), in accordance with WAC 173-303-680(2)] 24 

III.10.M.18.g The Permittees will ensure that the secondary containment systems for EMF 25 
Miscellaneous Unit Systems listed in Permit Table III.10.M.A, as approved/modified 26 
pursuant to Permit Condition III.10.M.21, are free of cracks or gaps to prevent any 27 
migration of dangerous and/or mixed waste or accumulated liquid out of the system to the 28 
soil, ground water, or surface water at any time waste is in the EMF Miscellaneous Units 29 
System. Any indication that a crack or gap may exist in the containment systems will be 30 
investigated and repaired in accordance with Operating Unit Group 10, Appendix 13.18 31 
of this Permit, as approved pursuant to Permit Condition III.10.M.21.e.iv. 32 
[WAC 173-303-640(4)(b)(i), WAC 173-303-640(4)(e)(i)(C), and WAC 173-303-640(6) 33 
in accordance with WAC 173-303-680(2) and (3), WAC 173-303-806(4)(i)(i)(B), and 34 
WAC 173-303-320] 35 

III.10.M.18.h An impermeable coating, as specified in Operating Unit Group 10, Appendices 13.4, 36 
13.5, 13.7, 13.9, 13.11, and 13.12 of this Permit, as approved pursuant to Permit 37 
Condition III.10.M.21.b.v of this Permit, will be maintained for all concrete containment 38 
systems and concrete portions of containment systems for each EMF Miscellaneous Unit 39 
System listed in Permit Table III.10.M.A, as approved/modified pursuant to Permit 40 
Condition III.10.M.21 [concrete containment systems that do not have a liner pursuant to 41 
WAC 173-303-640(4)(e)(i), in accordance with WAC 173-303-680(2), and have 42 
construction joints, will meet the requirements of WAC 173-303-640(4)(e)(ii)(c), in 43 
accordance with WAC 173-303-680(2)]. The coating will prevent migration of any 44 
dangerous and mixed waste into the concrete. All coatings will meet the following 45 
performance standards: 46 
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III.10.M.18.h.i The coating must seal the containment surface such that no cracks, seams, or other 1 
avenues through which liquid could migrate are present; 2 

III.10.M.18.h.ii The coating must be of adequate thickness and strength to withstand the normal 3 
operation of equipment and personnel within the given area such that degradation or 4 
physical damage to the coating or lining can be identified and remedied before 5 
dangerous and mixed waste could migrate from the system; and 6 

III.10.M.18.h.iii The coating must be compatible with the dangerous and mixed waste, treatment 7 
reagents, or other materials managed in the containment system. [WAC 173-303-8 
640(4)(e)(ii)(D), in accordance with WAC 173-303-680(2) and (3) and 9 
WAC 173-303-806(4)(i)(i)(A)] 10 

III.10.M.18.i The Permittees will inspect all secondary containment systems for the EMF 11 
Miscellaneous Unit Systems listed in Permit Table III.10.M.A, as approved/modified 12 
pursuant to Permit Table III.10.M.21, in accordance with the Inspection Plan specified in 13 
Operating Unit Group 10, Chapter 6A of this Permit, as approved pursuant to Permit 14 
Conditions III.10.M.21.e.i., and take the following actions if a leak or spill of dangerous 15 
and/or mixed waste is detected in these containment systems [WAC 173-303-640(5)(c) 16 
and WAC 173-303-640(6), in accordance with WAC 173-303-680(2) and (3), 17 
WAC 173-303-320, and WAC 173-303-806(4)(i)(i)(B)]: 18 

III.10.M.18.i.i Immediately and safely stop the flow of dangerous and/or mixed waste into the 19 
miscellaneous unit system or secondary containment system; 20 

III.10.M.18.i.ii Determine the source of the dangerous and/or mixed waste; 21 

III.10.M.18.i.iii Remove the waste from the containment area in accordance with WAC 173-303-22 
680(2) and (3), as specified in WAC 173-303-640(7)(b). The dangerous and/or mixed 23 
waste removed from containment areas of miscellaneous unit systems will be, as a 24 
minimum, managed as dangerous and/or mixed waste; 25 

III.10.M.18.i.iv If the cause of the release was a spill that has not damaged the integrity of the 26 
miscellaneous unit system, the Permittees may return the miscellaneous unit system 27 
to service in accordance with WAC 173-303-680(2) and (3), as specified in 28 
WAC 173-303-640(7)(e)(ii). In such a case, the Permittees will take action to ensure 29 
the incident that caused liquid to enter the containment system will not reoccur. 30 
[WAC 173-303-320(3)] 31 

III.10.M.18.i.v If the source of the dangerous and/or mixed waste is determined to be a leak from a 32 
primary EMF Miscellaneous Unit System into the secondary containment system, or 33 
the system is unfit for use as determined through an integrity assessment or other 34 
inspection, the Permittees must comply with the requirements of WAC 173-303-35 
640(7), and take the following actions: 36 

A. Close the EMF Miscellaneous Unit System following procedures in 37 
WAC 173-303-640(7)(e)(i) and in accordance with WAC 173-303-680, and 38 
Operating Unit Group 10, Chapter 11 of this Permit, as approved pursuant to 39 
Permit Condition III.10.C.8; or 40 

B. Repair and re-certify (in accordance with WAC 173-303-810(13)(a), as 41 
modified pursuant to Permit Condition III.10.M.16.d) the EMF 42 
Miscellaneous Unit System in accordance with Operating Unit Group 10, 43 
Appendix 13.11 of this Permit, as approved pursuant to Permit Condition 44 
III.10.M.21.e.iv before the EMF Miscellaneous Unit System is placed back 45 
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into service. [WAC 173-303-640(7)(e)(iii) and WAC 173-303-640(7)(f), in 1 
accordance with WAC 173-303-680] 2 

III.10.M.18.i.vi The Permittees will document, in the operating record, actions/procedures taken to 3 
comply with III.10.M.18.i.i through v above, as specified in WAC 173-303-640(6)(d) 4 
and in accordance with WAC 173-303-680(2) and (3). 5 

III.10.M.18.i.vii In accordance with WAC 173-303-680(2) and (3), the Permittees will notify and 6 
report releases to the environment to Ecology as specified in WAC 173-303-7 
640(7)(d). 8 

III.10.M.18.j If liquids (e.g., dangerous and/or mixed waste leaks and spills, precipitation, fire water, 9 
liquids from damaged or broken pipes) cannot be removed from the secondary 10 
containment system within twenty-four (24) hours, Ecology will be verbally notified 11 
within twenty-four (24) hours of discovery. The notification will provide the information 12 
in A, B, and C listed below. The Permittees will provide Ecology with a written 13 
demonstration, within seven (7) business days, identifying at a minimum [WAC 173-303-14 
640(4)(c)(iv) and WAC 173-303-640(7)(b)(ii), in accordance with WAC 173-303-680(3) 15 
and WAC 173-303-806(4)(i)(i)(B)]; 16 

A. Reasons for delayed removal. 17 
B. Measures implemented to ensure continued protection of human health and the 18 

environment. 19 
C. Current actions being taken to remove liquids from secondary containment. 20 

III.10.M.18.k The Permittees will operate the EMF Miscellaneous Unit Systems in accordance with 21 
Operating Unit Group 10, Chapter 4G as updated pursuant to Permit Condition 22 
III.10.M.21.e.v, and Appendix 13.18 of this Permit, as approved pursuant to Permit 23 
Condition III.10.C.9.e, and the following: 24 

III.10.M.18.k.i The Permittees will operate the EMF Miscellaneous Unit Systems in order to 25 
maintain the systems and process parameters listed in Permit Table III.10.M.A as 26 
approved/modified pursuant to Permit Condition III.10.C.9, within the operating trips 27 
and operating ranges specified in Permit Table III.10.M.A, and consistent with 28 
assumptions and basis which are reflected in Operating Unit Group 10, Appendix 6.3, 29 
as approved pursuant to Permit Condition III.10.M.21.b. [WAC 173-303-30 
815(2)(b)(ii) and WAC 173-303-680(2) and (3)]. For the purposes of this 31 
Permit Condition, Operating Unit Group 10, Appendix 6.3 will be superseded by 32 
Appendix 6.4 upon its approval pursuant to either Permit Conditions III.10.M.21.c or 33 
III.10.M.21.d. 34 

III.10.M.18.k.ii The Permittees will calibrate/function test the instruments listed in Permit 35 
Chapter 4G Table 4G-6, in accordance with Operating Unit Group 10, 36 
Appendix 13.18, as approved pursuant to Permit Condition III.10.M.21.e.xi. 37 

III.10.M.18.l For any portion of the EMF Miscellaneous Unit Systems which have the potential for 38 
formation and accumulation of hydrogen gases, the Permittees will operate the portion to 39 
maintain hydrogen levels below the lower explosive limit. [WAC 173-303-815(2)(b)(ii)] 40 

III.10.M.18.m For each miscellaneous unit holding dangerous waste which are acutely or chronically 41 
toxic by inhalation, the Permittees will operate the system to prevent the escape of 42 
vapors, fumes, or other emissions into the air. [WAC 173-303-806(4)(i)(i)(B) and 43 
WAC 173-303-640(5)(e), in accordance with WAC 173-303-680] 44 
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III.10.M.19 Inspections [WAC 173-303-680(3)] 1 

III.10.M.19.a The Permittees will inspect the EMF Miscellaneous Unit Systems in accordance with the 2 
Inspection Plan in Operating Unit Group 10, Chapter 6A of this Permit, as modified in 3 
accordance with Permit Condition III.10.C.5.c. 4 

III.10.M.19.b The inspection data for EMF Miscellaneous Unit Systems will be recorded, and the 5 
records will be placed in the WTP Unit operating record for the EMF Miscellaneous Unit 6 
Systems, in accordance with Permit Condition III.10.C.4. 7 

III.10.M.20 Recordkeeping 8 

The Permittees will record and maintain in the WTP operating record for the EMF 9 
Miscellaneous Unit Systems, all monitoring, calibration, maintenance, test data, and 10 
inspection data compiled under the conditions of this Permit, in accordance with Permit 11 
Conditions III.10.C.4 and III.10.C.5. 12 

III.10.M.21 Compliance Schedule 13 

III.10.M.21.a All information identified for submittal to Ecology in a. through e. of this compliance 14 
schedule must be signed and certified in accordance with requirements in WAC 173-303-15 
810(12), as modified in accordance with Permit Condition III.10.M.16.d.  16 
[WAC 173-303-806(4)] 17 

III.10.M.21.b The Permittees will submit to Ecology, pursuant to Permit Condition III.10.C.9.f, prior to 18 
construction of each secondary containment and leak detection system for the EMF 19 
Miscellaneous Unit Systems (per level) as identified in Permit Tables III.10.M.A 20 
engineering information as specified below, for incorporation into Operating Unit 21 
Group 10, Appendices 13.2, 13.4, 13.5, 13.7, 13.8, 13.9, 13.11, and 13.12 of this Permit. 22 
At a minimum, engineering information specified below will show the following as 23 
described in WAC 173-303-640, in accordance with WAC 173-303-680 (the information 24 
specified below will include dimensioned engineering drawings and information on 25 
sumps and floor drains): 26 

III.10.M.21.b.i IQRPE Reports (specific to foundation, secondary containment, and leak detection 27 
system) will include review of design drawings, calculations, and other information 28 
on which the certification report is based and will include as applicable, but not 29 
limited to, review of such information described below. Information (drawings, 30 
specifications, etc.) already included in Operating Unit Group 10, Appendix 13.0 of 31 
this Permit may be included in the report by reference and should include drawing 32 
and document numbers. IQRPE Reports will be consistent with the information 33 
separately provided in III.10.M.21.b.ii through ix below [WAC 173-303-640(3)(a), in 34 
accordance with WAC 173-303-680 and WAC 173-303-806(4)(i)(i)]; 35 

III.10.M.21.b.ii Design drawings (General Arrangement Drawings, in plan) and specifications for the 36 
foundation, secondary containment; including, liner installation details, and leak 37 
detection methodology [Note: leak detection systems for areas where daily, direct, or 38 
remote visual inspection is not feasible, will be continuous in accordance with 39 
WAC 173-303-640(4)(e)(iii)(C)]. These items should show the dimensions, volume 40 
calculations, and location of the secondary containment system, and should include 41 
items such as floor/pipe slopes to sumps, tanks, floor drains [WAC 173-303-42 
640(4)(b) through (f) and WAC 173-303-640(3)(a), in accordance with 43 
WAC 173-303-680 and WAC 173-303-806(4)(i)(i)]; 44 
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III.10.M.21.b.iii The Permittees will provide the design criteria (references to codes and standards, 1 
load definitions, and load combinations, materials of construction, and 2 
analysis/design methodology) and typical design details for the support of the 3 
secondary containment system. This information will demonstrate the foundation will 4 
be capable of providing support to the secondary containment system, resistance to 5 
pressure gradients above and below the system, and capable of preventing failure due 6 
to settlement, compression, or uplift [WAC 173-303-640(4)(c)(ii), in accordance with 7 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(B)]; 8 

III.10.M.21.b.iv A description of materials and equipment used to provide corrosion protection for 9 
external metal components in contact with soil, including factors affecting the 10 
potential for corrosion [WAC 173-303-640(3)(a)(iii)(B), in accordance with 11 
WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(A) through (B)]; 12 

III.10.M.21.b.v Secondary containment/foundation and leak detection systems materials selection 13 
documentation (including, but not limited to, concrete coatings and water stops, and 14 
liner materials), as applicable [WAC 173-303-806(4)(i)(i)(A) through (B)]; 15 

III.10.M.21.b.vi Detailed description of how the secondary containment for each miscellaneous unit 16 
system will be installed in compliance with WAC 173-303-640(3)(c), in accordance 17 
with WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(A) through (B); 18 

III.10.M.21.b.vii Submit Permit Chapter 4G Table 4G-4 completed to provide for all secondary 19 
containment sumps and floor drains, the information as specified in each column 20 
heading, consistent with information to be provided in III.10.M.21.b.i through vi 21 
above; 22 

III.10.M.21.b.viii Documentation that secondary containment and leak detection systems will not 23 
accumulate hydrogen gas levels above the lower explosive limit for incorporation 24 
into the Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A), 25 
and WAC 173-303-806(4)(i)(v)]; 26 

III.10.M.21.b.ix A detailed description of how miscellaneous unit design provides access for 27 
conducting future miscellaneous unit integrity assessments. [WAC 173-303-28 
640(3)(b) and WAC 173-303-806(4)(i)(i)(B)] 29 

III.10.M.21.c The Permittees will submit to Ecology, pursuant to Permit Condition III.10.C.9, prior to 30 
installation of each EMF Miscellaneous Unit System as identified in Permit Table 31 
III.10.M.A, engineering information as specified below, for incorporation into Operating 32 
Unit Group 10, Appendices 13.1 through 13.8 of this Permit. At a minimum, engineering 33 
information specified below will show the following as required pursuant to 34 
WAC 173-303-640 and in accordance with WAC 173-303-680 (the information specified 35 
below will include dimensioned engineering drawings): 36 

III.10.M.21.c.i IQRPE Reports (specific to miscellaneous unit) will include review of design 37 
drawings, calculations, and other information on which the certification report is 38 
based and will include as applicable, but not limited to, review of such information 39 
described below. Information (drawings, specifications, etc.) already included in 40 
Operating Unit Group 10, Appendix 8.0 of this Permit may be included in the report 41 
by reference and should include drawing and document numbers. The IQRPE 42 
Reports will be consistent with the information separately provided in III.10.M.21.c.ii 43 
through xi [WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) and 44 
WAC 173-303-806(4)(i)(i)]; 45 
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III.10.M.21.c.ii Design drawings (General Arrangement Drawings in plan, Process Flow Diagrams, 1 
Piping and Instrumentation Diagrams [including pressure control systems], and 2 
Mechanical Drawings) and specifications, and other information specific to 3 
miscellaneous units (to show location and physical attributes of each miscellaneous 4 
unit), [WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) and 5 
WAC 173-303-806(4)(i)(i)]; 6 

III.10.M.21.c.iii Miscellaneous unit design criteria (references to codes and standards, load 7 
definitions, and load combinations, materials of construction, and analysis/design 8 
methodology) and typical design details for the support of the miscellaneous unit(s). 9 
Structural support calculations specific to off-specification, non-standard, and field 10 
fabricated miscellaneous units will be submitted for incorporation into the 11 
Administrative Record [WAC 173-303-640(3)(a), in accordance with WAC 173-303-12 
680(2) and WAC 173-303-806(4)(i)(i)(B)]; 13 

III.10.M.21.c.iv A description of materials and equipment used to provide corrosion protection for 14 
external metal components in contact with water, including factors affecting the 15 
potential for corrosion [WAC 173-303-640(3)(a)(iii)(B), in accordance with 16 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(A) through (B)]; 17 

III.10.M.21.c.v Miscellaneous unit materials selection documentation (e.g., physical and chemical 18 
tolerances) [WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) and 19 
WAC 173-303-806(4)(i)(i)(A)]; 20 

III.10.M.21.c.vi Miscellaneous unit vendor information (including, but not limited to, required 21 
performance warranties, as available), consistent with information submitted under ii 22 
above, will be submitted for incorporation into the Administrative Record 23 
[WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2), WAC 173-303-24 
806(4)(i)(i)(A) through (B), and WAC 173-303-806(4)(i)(v)]; 25 

III.10.M.21.c.vii System Description related to miscellaneous units will be submitted for incorporation 26 
into the Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A) 27 
through (B), and WAC 173-303-806(4)(i)(v)]; 28 

III.10.M.21.c.viii Mass and energy balance for normal projected operating conditions used in 29 
developing the Piping and Instrumentation Diagrams and the Process Flow Diagrams, 30 
including assumptions and formulas used to complete the mass and energy balance, 31 
so that they can be independently verified for incorporation into the Administrative 32 
Record [WAC 173-303-680(2), WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-33 
806(4)(i)(v); 34 

III.10.M.21.c.ix A detailed description of how the miscellaneous unit will be installed in compliance 35 
with WAC 173-303-640(3)(c), (d), and (e), in accordance with WAC 173-303-680 36 
and WAC 173-303-806(4)(i)(i)(B); 37 

III.10.M.21.c.x Documentation that miscellaneous units are designed to prevent the accumulation of 38 
hydrogen gas levels above the lower explosive limit for incorporation into the 39 
Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A), and 40 
WAC 173-303-806(4)(i)(v)]; 41 

III.10.M.21.c.xi Documentation that miscellaneous units are designed to prevent escape of vapors and 42 
emissions of acutely or chronically toxic (upon inhalation) EHW, for incorporation 43 
into the Administrative Record [WAC 173-303-640(5)(e), in accordance with 44 
WAC 173-303-680(2) and WAC 173-303-806(4)(i)(i)(B)]. 45 
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III.10.M.21.d The Permittees will submit to Ecology, pursuant to Permit Condition III.10.C.9.f, prior to 1 
installation of equipment as identified in Permit Tables III.10.M.A not addressed in 2 
Permit Condition III.10.M.21.c, engineering information as specified below for 3 
incorporation into Operating Unit Group 10, Appendices 13.1 through 13.14 of this 4 
Permit. At a minimum, engineering information specified below will show the following 5 
as required pursuant to WAC 173-303-640, in accordance with WAC 173-303-680 6 
(the information specified below will include dimensioned engineering drawings): 7 

III.10.M.21.d.i IQRPE Reports (specific to equipment) will include review of design drawings, 8 
calculations, and other information as applicable, on which the certification report is 9 
based. The reports will include, but not be limited to, review of such information 10 
described below. Information (drawings, specifications, etc.) already included in 11 
Operating Unit Group 10, Appendix 13.0 of this Permit may be included in the report 12 
by reference and should include drawing and document numbers. The IQRPE 13 
Reports will be consistent with the information provided separately in ii through xiii 14 
below and the IQRPE Reports specified in Permit Conditions III.10.M.21.b and 15 
III.10.M.21.c [WAC 173-303-640(3)(a), in accordance with WAC 173-303-680(2) 16 
and WAC 173-303-806(4)(i)(i)(A) through (B)]; 17 

III.10.M.21.d.ii For process monitoring, control, and leak detection system instrumentation for the 18 
WTP Unit Miscellaneous Unit Systems as identified in Permit Table III.10.M.A a 19 
detailed description of how the process monitoring, control, and leak detection 20 
system instrumentation will be installed and tested [WAC 173-303-640(3)(c) through 21 
(e), WAC 173-303-640(4)(b) and (c), WAC 173-303-806(4)(c)(vi), and 22 
WAC 173-303-806(4)(i)(i)(B)]; 23 

III.10.M.21.d.iii Documentation that miscellaneous units are designed to prevent the accumulation of 24 
hydrogen gas levels above the lower explosive limit for incorporation into the 25 
Administrative Record [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(A), and 26 
WAC 173-303-806(4)(i)(v)]; 27 

III.10.M.21.d.iv Leak detection system documentation (e.g., vendor information, etc.) consistent with 28 
information submitted under Permit Condition III.10.M.21.c.ii and Permit Conditions 29 
III.10.M.21.d.ii, vii, viii, and x above, will be submitted for incorporation into the 30 
Administrative Record. 31 

III.10.M.21.e Integrity assessment program and schedule for the EMF Miscellaneous Unit Systems will 32 
address the conducting of periodic integrity assessments on the EMF Miscellaneous Unit 33 
Systems over the life of the systems, as specified in Permit Condition III.10.M.21.b.ix 34 
and WAC 173-303-640(3)(b), in accordance with WAC 173-303-680, and descriptions of 35 
procedures for addressing problems detected during integrity assessments. The schedule 36 
must be based on past integrity assessments, age of the system, materials of construction, 37 
characteristics of the waste, and any other relevant factors [WAC 173-303-640(3)(b), in 38 
accordance with WAC 173-303-680, and WAC 173-303-806(4)(i)(i)(B)]; 39 

III.10.M.21.e.i Detailed plans and descriptions, demonstrating the leak detection system is operated 40 
so that it will detect the failure of either the primary or secondary containment 41 
structure or the presence of any release of dangerous and/or mixed waste or 42 
accumulated liquid in the secondary containment system within twenty-four (24) 43 
hours WAC 173-303-640(4)(c)(iii). The WTP facility has been constructed to detect 44 
a leak of at least 0.1 gallons per hour within a twenty-four (24) hour period. Any 45 
exceptions to this criteria must be approved by Ecology in accordance with 46 
WAC 173-303-680, WAC 173-303-640(4)(c)(iii), and WAC 173-303-47 
806(4)(i)(i)(B)]; 48 
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A. Dangerous waste pipe penetrations that require a penetration seal in 1 
accordance with the IBC and DOE-STD-1066, DOE Standard for Fire 15 2 
Protection Design Criteria, or meet ventilation sealing requirements 3 
identified in Chapter 4G, Table 4G-7, are not required to meet the 0.1 gallons 4 
per hour within twenty-four (24) hours leak detection rate for those sections 5 
of piping that are in contact with approved silicone or equivalent 6 
low-permeability seal material or boot.  7 

B. Piping on either side of the penetration seal must meet the requirements of 8 
III.10.M.21.e.i.  9 

C. Revisions (including additions or deletions) to Chapter 4G, Table 4G-7 will 10 
be submitted to Ecology for review and approval pursuant to Condition 11 
III.10.C.2.e. Addition of penetration seal locations to Chapter 4G,  12 
Table 4G-7 will be approved by Ecology prior to installation of the 13 
penetration seal.  14 

III.10.M.21.e.ii Detailed operational plans and descriptions, demonstrating that spilled or leaked 15 
waste and accumulated liquids can be removed from the secondary containment 16 
system within twenty-four (24) hours [WAC 173-303-806(4)(i)(i)(B)]; 17 

III.10.M.21.e.iii Descriptions of operational procedures demonstrating appropriate controls and 18 
practices are in place to prevent spills and overflows from the EMF Miscellaneous 19 
Unit Systems, or containment systems, in compliance with WAC 173-303-20 
640(5)(b)(i) through in accordance with WAC 173-303-680 [WAC 173-303-21 
806(4)(i)(i)(B)]; 22 

III.10.M.21.e.iv Descriptions of procedures for investigation and repair of the EMF Miscellaneous 23 
Unit Systems [WAC 173-303-640(6) and WAC 173-303-640(7)(e) and (f), in 24 
accordance with Chapter 6A of this Permit; 25 

III.10.M.21.e.v Updated Chapter 4, Narrative Descriptions, Tables and Figures as identified in Permit 26 
Table III.10.M.A, and updated to identify routinely non-accessible EMF 27 
Miscellaneous Unit Systems [WAC 173-303-680 and WAC 173-303-806(4)(i)(i)(A) 28 
through (B)]; 29 

III.10.M.21.e.vi Descriptions of procedures for management of ignitable and reactive, and 30 
incompatible dangerous and/or mixed waste, in accordance with WAC 173-303-31 
640(9) and (10), in accordance with Chapter 4 of this Permit. 32 

III.10.M.21.e.vii A description of the tracking system used to track dangerous and/or mixed waste 33 
generated throughout the EMF Miscellaneous Unit Systems, pursuant to 34 
WAC 173-303-380; 35 

III.10.M.21.e.viii Permit Table III.10.M.A, amended as follows [WAC 173-303-680 and 36 
WAC 173-303-806(4)(i)(i)(A) through (B)]; 37 

A. Under column 1, update and complete list of dangerous and mixed waste 38 
EMF Miscellaneous Unit Systems, including plant items which comprise 39 
each system (listed by item number). 40 

B. Under column 2, update and complete system designations. 41 
C. Under column 3, replace the “Reserved” with the Operating Unit Group 10, 42 

Appendix 13.0 subsections specific to miscellaneous unit systems as listed in 43 
column 1. 44 

D. Under column 4, update and complete list of narrative description tables and 45 
figures. 46 
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E. Under column 5, update and complete maximum operating volume for each 1 
miscellaneous unit, as applicable. 2 

F. Permit Table III.10.M.A, amended as follows: 3 
1. Under column 1, update and complete list of plant items that comprise 4 

the EMF Vessel Vent System (listed by item number). 5 
2. Under column 2, update and complete designations. 6 
3. Under column 3, replace the “Reserved” with the Operating Unit 7 

Group 10, Appendix 13.0, subsections (e.g., 13.1, 13.2, etc.) specific to 8 
systems as listed in column 1. 9 

4. Under column 4, update and complete list of narrative description tables 10 
and figures. 11 

III.10.M.21.e.ix Permit Table III.10.M.A will be completed for EMF Miscellaneous Unit System 12 
process and leak detection system monitors and instruments (to include, but not be 13 
limited to: instruments and monitors measuring and/or controlling flow, pressure, 14 
temperature, density, pH, level, humidity, and emissions) to provide the information 15 
as specified in each column heading. Process and leak detection system monitors and 16 
instruments for critical systems as specified in Operating Unit Group 10, 17 
Appendix 2.0 and as updated pursuant to Permit Condition III.10.C.9.b and for 18 
operating parameters as required to comply with Permit Condition III.10.C.3.e.iii will 19 
be addressed. Process monitors and instruments for non-waste management 20 
operations (e.g., utilities, raw chemical storage, non-contact cooling waters, etc.) are 21 
excluded from this permit condition [WAC 173-303-680, WAC 173-303-22 
806(4)(i)(i)(A) through (B), and WAC 173-303-806(4)(i)(v)]; 23 

III.10.M.21.e.x Supporting documentation for operating trips and expected operating ranges specified 24 
in Permit Table III.10.M.A, as approved pursuant to Permit Condition 25 
III.10.M.21.e.ix [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(B), WAC 173-303-26 
806(4)(i)(iv), and WAC 173-303-806(4)(i)(v)]; 27 

III.10.M.21.e.xi Documentation of process and leak detection instruments and monitors (as listed in 28 
Permit Table III.10.M.A) for the EMF Miscellaneous Unit Systems to include, but 29 
not be limited to, the following [WAC 173-303-680, WAC 173-303-806(4)(i)(i)(B), 30 
and WAC 173-303-806(4)(i)(v)]: 31 

A. Procurement Specifications. 32 

B. Location used. 33 

C. Range, precision, and accuracy. 34 

D. Detailed descriptions of calibration/functionality test procedures 35 
(e.g., method number [ASTM]) or provide a copy of manufacturer’s 36 
recommended calibration procedures. 37 

E. Calibration/functionality test, inspection, and routing maintenance schedules 38 
and checklists, including justification for calibration, inspection and 39 
maintenance frequencies, criteria for identifying instruments found to be 40 
significantly out of calibration, and corrective action to be taken for 41 
instruments found to be significantly out of calibration (e.g., increasing 42 
frequency of calibration, instrument replacement, etc.). 43 
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F. Equipment of instrument control logic narrative description 1 
(e.g., descriptions of fail-safe conditions, etc.). [WAC 173-303-680(2), 2 
WAC 173-303-806(4)(i)(i)(B), and WAC 173-303-806(4)(i)(c)] 3 

 4 
Table III.10.M.A  Effluent Management Facility Plant Miscellaneous Unit System Description 
Miscellaneous Unit 

System 
Description/Location 

Miscellaneous 
Unit System 
Designation 

Description Drawings Narrative 
Description, 

Tables & Figures 

Maximum 
Capacity 
(gallons) 

DEP-COND-00001 
(Evaporator Primary 
Condenser) 
E-0102 

DEP 24590-BOF 
-M5-V17T-00012 
-M6-DEP-00003004 
-MED-DEP-00004 
-N1D-DEP-00007 
-P1-25-00001 
-3PS-MEVV-T0001 
24590-CM-POA-MEVV-
00003-05-00001 
(Sheet 2 of 3, Sheet 3 of 3) 

4G.3.2; Table 4G-2 NA 

DEP-COND-00002 
(Evaporator 
Inter-Condenser) 
E-0102 

DEP 24590-BOF 
-M5-V17T-00012 
-M6-DEP-00003004 
-MED-DEP-00005 
-N1D-DEP-00007 
-P1-25-00001 
24590-CM-POA-ME00-
00003-04-00004 
(Sheet 2 of 3, Sheet 3 of 3) 

4G.3.3; Table 4G-2 NA 

DEP-COND-00003 
(Evaporator 
After-Condenser) 
E-0102 

DEP 24590-BOF 
-M5-V17T-00012 
-M6-DEP-00003004 
-MED-DEP-00006 
-N1D-DEP-00007 
-P1-25-00001 
24590-CM-POA-ME00-
00003-04-00001 
(Sheet 2 of 3, Sheet 3 of 3) 

4G.3.4; Table 4G-2 NA 
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Table III.10.M.A  Effluent Management Facility Plant Miscellaneous Unit System Description 
Miscellaneous Unit 

System 
Description/Location 

Miscellaneous 
Unit System 
Designation 

Description Drawings Narrative 
Description, 

Tables & Figures 

Maximum 
Capacity 
(gallons) 

DEP-EVAP-00001 
(Evaporator Separator 
Vessel) 
E-0103 

DEP 24590-BOF 
-M5-V17T-00012 
-M6-DEP-00003001 
-MVD-DEP-00009 
-N1D-DEP-00010 
-P1-25-00001 
-3PS-MEVV-T0001 
24590-CM-POA-MEVV-
00003-05-00002 
(Sheet 2 of 6, Sheet 5 of 6) 

4G.3.4; Table 4G-2; 
Table 4G-6 

3,544 

DVP-HTR-00001A 
(Process Ventilation 
Preheater) 
E-0102 

DEP RESERVED 4G; Table 4G-2 NA 

DVP-HTR-00001B 
(Process Ventilation 
Preheater) 
E-0102 

DEP RESERVED 4G; Table 4G-2 NA 

DVP-HEPA-00003A 
(Process Ventilation 
Primary HEPA Filter) 
E-0102A 

DEP RESERVED 4G; Table 4G-2 NA 

DVP-HEPA-00003B 
(Process Ventilation 
Primary HEPA Filter) 
E-0102A 

DEP RESERVED 4G; Table 4G-2 NA 

DVP-HEPA-00004A 
(Process Ventilation 
Secondary HEPA Filters) 
E-0102A 

DEP RESERVED 4G; Table 4G-2 NA 

DVP-HEPA-00004B 
(Process Ventilation 
Secondary HEPA Filters) 
E-0102A 

DEP RESERVED 4G; Table 4G-2 NA 
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Table III.10.M.A  Effluent Management Facility Plant Miscellaneous Unit System Description 
Miscellaneous Unit 

System 
Description/Location 

Miscellaneous 
Unit System 
Designation 

Description Drawings Narrative 
Description, 

Tables & Figures 

Maximum 
Capacity 
(gallons) 

DEP-HX-00001 
(Evaporator Concentrate/ 
Feed Vessels LAW Effluent 
Cooler) 
E-0103 

DEP 24590-BOF 
-M5-V17T-00013 
-M6-DEP-00002006 
-MED-DEP-00001 
-N1D-DEP-00008 
-P1-25-00001 
-3PS-MEP0-T0001 
24590-CM-POA-MEP0-
00006-04-00004 
(Sheet D3334) 

4G.3.8; Table 4G-2 NA 

DEP-RBLR-00001 
(Evaporator Reboiler) 
E-0103 

DEP 24590-BOF 
-M5-V17T-00012 
-M6-DEP-00003002 
-MBD-DEP-00001 
-N1D-DEP-00009 
-P1-25-00001 
-3PS-MEVV-T0001 
24590-CM-POA-MEVV-
00003-05-00003 
(Sheet 2 of 4, Sheet 3 of 4) 

4G.3.9; Table 4G-2 NA 

DVP-EXHR-00001A 
(Process Ventilation 
Exhausters) 
E-0102 

DEP RESERVED 4G; Table 4G-2 NA 

DVP-EXHR-00001B 
(Process Ventilation 
Exhausters) 
E-0102 

DEP RESERVED 4G; Table 4G-2 NA 

 1 
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CHAPTER 6A 
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CHANGE CONTROL LOG 
 

 

Change Control Logs ensure that changes to this unit are performed in a methodical, controlled, 

coordinated, and transparent manner. Each unit addendum will have its own change control log with a 

modification history table. The “Modification Number” represents Ecology’s method for tracking the 

different versions of the permit. This log will serve as an up to date record of modifications and version 

history of the unit. 

Modification History Table 

Modification Date Modification Number 

05/16/2025 8C.2024.3F 

12/04/2023 24590-WTP-PCN-ENV-23-001 (8C.2023.Q4) 

01/13/2022 8C.2021.12F 

06/24/2020 8C.2020.3F 

04/05/2018 8C.2018.1F 

09/05/2017 8C.2017.6F 

08/2011  
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ACRONYMS 1 

ALARA As Low As Reasonably Achievable 

CCTV Closed Circuit Television 

CFR Code of Federal Regulations 

EMF Effluent Management Facility 

HDPE High-Density Polyethylene 

HLW High-Level Waste 

IHLW  Immobilized High-Level Waste  

ILAW  Immobilized Low-Activity Waste  

LAW  Low-Activity Waste 

NDE Non-Destructive Examination 

OUG Operating Unit Group 

PA Public Address (system) 

WAC Washington Administrative Code 

WTP Waste Treatment and Immobilization Plant 
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 1 

CHAPTER 6A 2 

INSPECTION PLAN 3 
 4 

 5 

6A. INSPECTION PLAN 6 

The following sections describe the Waste Treatment and Immobilization Plant (WTP) dangerous waste 7 

inspection plan. The WTP inspection plan uses a graded approach to preventing and detecting 8 

malfunctions, deterioration, operator errors, and discharges that range from daily inspections to integrity 9 

assessments. This graded approach is comprised of activities that, at a minimum, meets the inspection 10 

requirements in Washington Administrative Code (WAC) 173-303-320 and includes more precautions for 11 

equipment at higher risk of failure. Monitoring via instrumentation will be used to perform remote 12 

inspections in areas of high radioactivity, including, but not limited to, the Pretreatment areas, 13 

Low-Activity Waste (LAW) vitrification area, Analytical Laboratory (Lab), Effluent Management 14 

Facility (EMF) and the High-Level Waste (HLW) vitrification area. Due to the radioactive nature of the 15 

waste and consistent with As Low As Reasonably Achievable (ALARA) principles, monitoring by 16 

instrumentation is the primary means of fulfilling the inspection requirements in these areas. 17 

Direct-Feed Low-Activity Waste (DFLAW) Configuration refers to WTP Unit operations where LAW, 18 

Lab, and EMF (Unit-Specific Permit Conditions III.10.H, III.10.I, III.10.L, and III.10.M) are permitted to 19 

receive and vitrify pre-treated tank waste. The Pretreatment and HLW facilities will not operate in the 20 

DFLAW Configuration and are currently being managed under a preservation and maintenance program. 21 

Specific operating conditions in the WTP Permit do not apply to Pretreatment and HLW in the DFLAW 22 

Configuration. 23 

The inspection schedule for various facilities is provided in Table 6A-1 through Table 6A-7 of this 24 

inspection plan. Each table addresses a particular dangerous waste management unit, or group of units, 25 

such as tanks. Within each dangerous waste management unit table, the inspections are presented by 26 

system, and are further broken down by individual component. Once a dangerous waste management unit 27 

receives dangerous and/or mixed waste, the inspection criteria and frequencies detailed in the tables for 28 

each specific unit (Table 6A-1 through 6A-7) will be active. Controlled copies of the inspection plan will 29 

be kept at the WTP facility. Inspection tables identified as Example (e.g., Pretreatment and HLW) are 30 

deferred from inspections, as they are not applicable to the DFLAW Configuration. 31 

The WTP has no waste pile units, surface impoundment units, incinerator units, landfill units, or land 32 

treatment facilities. The requirements for inspection of these units and activities are not applicable to the 33 

WTP and are not included in this inspection schedule. 34 

6A.1 General Inspection Requirements 35 

This section describes general, WTP-wide inspection requirements used to help prevent, detect, or 36 

respond to environmental or human health hazards related to dangerous and/or mixed waste handling, 37 

treatment, and storage at the WTP. 38 

Personnel performing these inspections will be appropriately trained and qualified in the system or 39 

activity being inspected as prescribed in Chapter 8.0, “Personnel Training.” 40 
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6A.1.1 Inspection Methods 1 

The method of inspection is how an inspection is to be performed. The three primary methods of 2 

inspection identified and required by this inspection plan are described below. 3 

 4 

Methods of Inspection 

Physical An inspection conducted physically in person. A physical inspection requires the 

physical presence of the inspector at the item of inspection and is not to be confused with 

a remote inspection. Due to accessibility limitation, physical inspections may be 

conducted with the aid of instruments (e.g., borescope, mirrors). 

Remote An inspection conducted by Closed-Circuit Television (CCTV), observation windows, 

control panels, process control system, or any other inspection that is not conducted 

physically in person. 

Functional An inspection conducted by operating or testing the item being inspected to determine if 

equipment/instrument is operating correctly and capable of performing its function. 

 5 

Design, process controls and safety requirements for some systems, structures and components necessitate 6 

insulation, flashing or inaccessible enclosures/cabinets. In such instances the inspection methods may 7 

include review for evidence of dislodged or bulging insulation, discoloration, or external signs of damage, 8 

corrosion staining, or leak/release in the vicinity. 9 

Due to the radioactive nature of the waste and consistent with ALARA principles, remote inspections are 10 

the primary method of conducting inspections for several facilities at WTP. Areas of higher radiation 11 

have been identified for all of the operating facilities, i.e., Lab, Pretreatment, LAW vitrification area, 12 

HLW vitrification area and EMF. Unless otherwise stated in this permit, inspections of equipment, items, 13 

and systems are performed as physical inspections. 14 

6A.1.2 Inspection Frequencies 15 

The frequency of inspection is how often (at a minimum) an inspection must be performed. For the 16 

purposes of this inspection schedule, the various inspection frequencies have been established with 17 

sufficient conservatism to be protective of human health and the environment. The inspection frequencies 18 

most frequently used in this plan are outlined below. 19 

 20 

Inspection Frequencies 

Frequency Definition 

Daily Once per calendar day 

Weekly At least once during the period from Sunday to Saturday 

Monthly Once per calendar month 

Bimonthly Once every other calendar month 

Quarterly Once per calendar quarter 

Semi-Annual Once per 6-month calendar period 

Annually At least once during a 12-month period +/- 30 days 

 21 
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As a best management practice, the Permittees may implement an inspection frequency which is greater 1 

than the frequency required in the Chapter 6A inspection schedule. However, such elective increases in 2 

frequency will not constitute a basis for modifying the Chapter 6A inspection schedule to increase 3 

permit-required frequencies. 4 

6A.1.3 Inspection Documentation 5 

Performance of inspections will be documented to demonstrate execution of the inspection schedule in 6 

this plan. Preventative Maintenance work packages or standalone checklists will be utilized and will be 7 

kept as a hardcopy or an electronic copy. Records of completed inspections will include the date and time 8 

of inspection; the legible, printed name and hand written signature of the inspector (or equivalent), a 9 

notation of the observations made, an account of spills or discharges and the date and nature of any 10 

repairs or remedial actions taken. Inspection records will be placed in the WTP Unit Operating Record. 11 

Completed and/or suspended inspection checklists are stored in the WTP Operating Record for at least 12 

5 years from the date of the inspection. 13 

For Suspended Inspections, further detail can be found in Section 6A.4. 14 

6A.1.4 Schedule for Remedial Action for Problems Revealed 15 

Problems revealed by inspections will be corrected on a schedule that prevents hazards to the public 16 

health and environment. If inspections show that nonemergency maintenance is required, maintenance is 17 

completed as soon as possible to prevent further damage and to reduce the need for subsequent 18 

emergency response. Non-emergency corrective actions will be initiated within 24 hours if possible; 19 

however, additional response time may be required because of the radioactive component of the waste 20 

being managed at the WTP. Where a hazard is imminent or has already occurred, remedial actions are 21 

taken immediately to prevent equipment damage and prevent hazards to human health and the 22 

environment. 23 

If an inspection identifies a fire, explosion, or release involving a dangerous waste, or an imminent hazard 24 

to human health or the environment, the Building Emergency Plan (Chapter 7.0) is followed. 25 

6A.2 Specific Process or Waste Type Inspection Requirements 26 

6A.2.1 Container Inspections 27 

The WTP will store Immobilized Low-Activity Waste (ILAW) in containers and Immobilized High-Level 28 

Waste (IHLW) in canisters, and secondary dangerous and mixed waste in containers. In the DFLAW 29 

Configuration, IHLW canisters will not be utilized. For purposes of IHLW, the term canisters are used to 30 

specifically address the unique disposal requirements of the filled containers when operating in the 31 

Baseline Configuration. Throughout this section, general references to containers also applies to the 32 

IHLW canisters. Inspections of container storage areas will be performed weekly when waste is in the 33 

storage areas.  34 

6A.2.1.1 Immobilized Low-Activity Waste Containers 35 

Filled ILAW containers will be radioactive and thus, inspections must be performed remotely. Therefore, 36 

in lieu of conventional container inspections while the containers are in storage, each container will be 37 

inspected before and after filling. The containers will not contain free liquids, will be chemically and 38 

physically stable (not ignitable or reactive), and will have a pressed fitted closure seal (ILAW). 39 

The WTP will inspect the LAW container storage or containment miscellaneous unit areas, when they are 40 

in use, weekly. The LAW container storage or containment miscellaneous unit areas, with the exception 41 

of the LAW Export Bay (L-0127), will be inspected remotely. The LAW Export Bay (L-0127) will be 42 

physically inspected when the ILAW containers are placed inside the transportation container, and it is 43 

properly closed. Physical inspections in LAW Export Bay (L-0127) can occur once the transportation 44 

container is closed, because it provides the necessary shielding of the ILAW containers. As specified in 45 
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Unit-Specific Permit Condition III.10.D.4.b.ii, these remotely managed storage areas are exempt from the 1 

30-inch aisle spacing. ILAW containers aisle spacing is anticipated to be in the range of 4 to 16 inches, as 2 

described in Chapter 4E, Section 4E.1.2. Table 6A-3a details the methods and criteria used to inspect the 3 

ILAW containers. 4 

The dangerous waste container labeling requirements will be met by using a unique alphanumeric 5 

identifier that will be welded to each container. Deterioration of the identifier is not expected due to the 6 

permanent nature of these markings and provisions for subsequent handling that will safeguard against 7 

damage to the containers and the identifying marks. 8 

Using the identification on each container, a tracking system will record key movements of each 9 

immobilized waste container through the facility. For each container of ILAW, the system will track the 10 

following: 11 

• The location of each container in process and storage areas. 12 

• The date that waste was first placed in the container. 13 

• The date the container was shipped from the facility, and its destination. 14 

• Dangerous waste designation codes, and land disposal restriction requirements.  15 

6A.2.1.2 High-Level Waste Canisters 16 

Filled HLW canisters will be radioactive and thus, inspections must be performed remotely. Therefore, in 17 

lieu of conventional container inspections while the containers are in storage, each container will be 18 

inspected before and after filling, and when it is moved into and out of the HLW miscellaneous unit. The 19 

containers will not contain free liquids, will be chemically stable (not ignitable or reactive), and will have 20 

a welded closure. The IHLW canisters will be placed in special racks inside the storage areas that will 21 

prevent from toppling. 22 

The WTP will inspect the HLW containment miscellaneous unit areas; when they are in use, weekly by 23 

remote means. As specified in Unit-Specific Permit Condition III.10.D.4.b.ii, these remotely managed 24 

storage areas are exempt from the 30-inch aisle spacing. IHLW aisle spacing is anticipated to be in the 25 

range of 4 to 16 inches, as described in Chapter 4F, Section 4F.1.2.1. Table 6A-5a details the methods 26 

and criteria used to inspect the IHLW canisters. 27 

The dangerous waste container labeling requirements will be met by using a unique alphanumeric 28 

identifier that will be welded to each container. Deterioration of the identifier is not expected due to the 29 

permanent nature of these markings and provisions for subsequent handling that will safeguard against 30 

damage to the containers and the identifying marks. 31 

Using the identification on each container, a tracking system will record key movements of each 32 

immobilized waste container through the facility. Information about the waste canister tracking system is 33 

in Chapter 4.0. For each container of IHLW produced, the system will track the following: 34 

• The location of each container in process and storage areas. 35 

• The date the waste was first placed in the container. 36 

• The date the container was shipped from the facility, and its destination. 37 

• Dangerous waste designation codes, and land disposal restriction requirements. 38 

6A.2.1.3 Secondary and Miscellaneous Waste in Containers 39 

Secondary waste refers to newly generated waste (or a waste by-product from treating the Hanford tanks 40 

waste) that is designated as dangerous waste and/or mixed waste. Secondary waste will be generated at 41 

the WTP, for example, waste associated with laboratory activities, maintenance activities and failed 42 

contaminated equipment. Containerized secondary and miscellaneous waste that has been designated as 43 



WA7890008967 

Waste Treatment and Immobilization Plant 

Chapter 6A.11 

dangerous or mixed waste will be inspected weekly. Additional inspection criteria are included in the 1 

container storage inspection tables at the end of this chapter. 2 

6A.2.1.4 Container Storage Areas 3 

Container storage areas managing secondary and/or miscellaneous mixed wastes are inspected weekly. 4 

Inspections of container storage areas include verifying major risk labels are present and legible, that all 5 

containers are closed, and area and aisle space is free of liquid and debris. Additional inspection criteria 6 

are included in the container storage inspection tables at the end of this chapter. 7 

6A.2.1.5 Tanks and Miscellaneous Units 8 

In the DFLAW Configuration, the secondary containment systems for the WTP Unit Tank Systems listed 9 

in Inspection Tables 6A-3c and 6A-4b, are free of cracks or gaps to prevent migration of dangerous 10 

and/or mixed waste or accumulated liquid out of the system to the soil, groundwater, or surface water at 11 

any time that waste is in the tank system. Any indication that a crack or gap may exist in the containment 12 

systems will be investigated and repaired in accordance with WAC 173-303-320, WAC 173-303-13 

640(4)(b)(i), WAC 173-303-640(4)(e)(i)(C), WAC 173-303-640(6), and WAC 173-303-806(4)(c)(vii). 14 

6A.2.1.6 Secondary Containment Leak Detection/Correction 15 

Leak detection systems are used for secondary containment of the WTP Unit tank systems. If liquids 16 

(e.g., dangerous and/or mixed waste leaks and spills, precipitation, fire water liquids from damaged or 17 

broken pipes) cannot be removed from the secondary containment system within twenty-four (24) hours, 18 

Department of Ecology (Ecology) will be verbally notified within twenty-four (24) hours of discovery. 19 

The notification will provide the information in A, B, and C listed below. The Permittees will provide 20 

Ecology with a written summary within fourteen (14) business days; identifying at a minimum the 21 

following: 22 

A. Reasons for delayed renewal. 23 

B. Measures implemented to ensure continued inspection protection of human health and the 24 

environment. 25 

C. Current actions being taken to remove liquids from secondary containment. 26 

Throughout the active life of the secondary containment system, if the Permittees detect a condition that 27 

could lead to or has caused a release of dangerous and/or mixed waste, the Permittees must repair the 28 

condition promptly. 29 

The inspection data for the secondary containment system will be recorded in the inspection 30 

documentation, as described in Section 6A.1.3 and in accordance with WAC 173-303-640(4)(c)(iv), 31 

WAC 173-303-640(7)(b)(ii), WAC 173-303-806(4)(c)(vii). 32 

6A.2.1.7 Instrument Calibration 33 

Each instrument must be calibrated in accordance with documented preventive maintenance instructions. 34 

A computerized tracking system is used to identify and schedule preventive maintenance and calibration 35 

activities. All instrument calibrations must be accomplished using measuring and test equipment with 36 

accuracy and reliability. Certain equipment calibration might not be possible when LAW is operating. 37 

If the LAW campaign prohibits instrument calibration, these activities will be scheduled during outages to 38 

avoid interference with operating activities. 39 

6A.2.1.8 Tank System Remedies 40 

If a leak or spill of dangerous and/or mixed waste is detected in a secondary containment system during 41 

the course of an inspection, the Permittees will follow the remedial actions found in Unit-specific Permit 42 

Condition III.10.E.5.i. 43 
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If the source of the dangerous wastes and/or mixed waste is determined to be a leak from a primary WTP 1 

Unit Tank System, or the system is unfit for use as determined through an integrity assessment or other 2 

inspection, the Permittees must comply with the requirements of WAC 173-303-640(7) and take the 3 

following actions [WAC 173-303-640(5)(c)]: 4 

A. Close the tank system according to procedures in WAC 173-303-640(8); or 5 

B. Repair and re-certify [in accordance with WAC 173-303-640(7)(f) and 173-303-810(13)]. 6 

Minor or routine remedial actions (e.g., repairing floor coating, instrument replacement) that are not 7 

major repairs or as specified in the Operating Unit Group (OUG) 10 Part III Conditions do not require 8 

recertification by an independent qualified registered professional engineer prior to being placed back into 9 

service. 10 

6A.2.1.9 Integrity Assessments 11 

Periodic integrity assessments will be performed over the life of the regulated tank systems to assure they 12 

retain their structural integrity and will not collapse, rupture, or fail. The frequency of integrity 13 

assessments will be based on the potential for corrosion and erosion. For the Lab, LAW, and EMF 14 

operations, integrity assessments will be completed after reducing inventory in the affected tank(s) and/or 15 

miscellaneous unit(s) (MU) making the area accessible. Details on facility specific integrity assessment 16 

programs can be found in Appendix 7.15. 17 

Lower Potential 18 

Assessment of equipment with lower potential for corrosion and erosion with accessible areas or hot cells 19 

is made during the routine or maintenance outages and within 10 years after start of hot commissioning at 20 

selected accessible points where baseline Non-Destructive Examination (NDE) measurements had been 21 

taken. Subsequent integrity assessments will be based on the results of the previous integrity assessments, 22 

the age of equipment, materials of construction, characteristics of the waste, and any other relevant factors 23 

[WAC 173-303-640(2)], but there will be no more than 10 years between integrity assessments. 24 

Higher Potential 25 

Assessment of equipment with higher potential for corrosion and erosion with accessible areas is made 26 

during routine or maintenance outages and within 7 years after the start of hot commissioning at selected 27 

accessible points where baseline NDE measurements had been taken. Subsequent integrity assessments 28 

will be based on the results of previous integrity assessments, the age of equipment, materials of 29 

construction, characteristics of the waste, and any other relevant factors but there will be no more than 30 

7 years between integrity assessments. 31 

6A.2.2 Low-Activity Waste Containment Miscellaneous Units 32 

The containment miscellaneous units will be inspected in accordance with Table 6A-3a. 33 

6A.2.3 Storage of Ignitable or Reactive Wastes 34 

Small amounts of ignitable (D001) and reactive (D003) waste may be generated as secondary waste 35 

during lab maintenance activities or laboratory operations. Management of this waste will be performed 36 

either in Lab Pack Room (A-0139A), Waste Management Room (A-0139) or the WTP waste storage pad 37 

in accordance with WAC 173-303-395. Annual inspections of areas managing D001 and D003 waste will 38 

be conducted in compliance with the International Fire Code, or in the presence of the local, state, or 39 

federal fire marshal. The date and time of the inspection, the name of the inspector or fire marshal, a 40 

notation of the observation made, and any remedial actions, will be documented in an inspection 41 

checklist. 42 
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6A.2.4 Cathodic Protection System 1 

The treated LAW feed is transferred through underground High-Density Polyethylene (HDPE) jacketed 2 

co-axial (pipe-in-pipe) transfer lines from the Tank Farms to the LAW facility, and then between EMF 3 

and the Lab, LAW facility, and the Tank Farms. The annular space of the outer co-axial pipe provides 4 

secondary containment and all transfer line piping is sloped to a leak detection box equipped with a 5 

thermal level switch to provide leak detection. In addition, inspections of the Cathodic Protection System 6 

will be conducted in accordance with the governing National Association of Corrosion Engineers 7 

(NACE) standards, WAC 173-303-640(6)(c)(ii) and WAC 173-303-320. 8 

The insulated HDPE-jacket co-axial/duplex underground piping does not require cathodic protection 9 

because its secondary containment, carbon steel pipe, is isolated from soil moisture. 10 

Table 6A-2b identifies leak detection boxes, frequency, and methods of inspection. 11 

Cathodic protection systems are further defined in Chapter 4I, Section 4I.10. 12 

6A.2.5 Routinely Non-Accessible Inspections 13 

Rooms in the WTP Unit, in the DFLAW Configuration, are determined to be routinely non-accessible 14 

because of high radiation dose and confined space entry. Remote inspections will be conducted via 15 

instrument readouts. Visual inspections cannot be performed. During outages, detailed inspections will be 16 

completed. Table 6A-3d describes the locations for DFLAW facilities. 17 

All routinely non-accessible access points will be marked with labels or signs to identify the waste 18 

contained in the units. The label, or sign, will be placed at the entrance to the routinely non-accessible 19 

room or process cell. The label or sign must be legible at a distance of at least fifty (50) feet or posted at 20 

each entrance and bear a legend which identifies the waste in a manner that adequately warns employees, 21 

emergency response personnel, and the public of the major risk(s) associated with the waste being stored 22 

or treated in the miscellaneous unit system(s). This applies for the following systems: 23 

• LAW, Lab and EMF Tank Systems. 24 

• LAW and Lab Miscellaneous Units Systems. 25 

• LAW and HLW Vitrification Sub-systems. 26 

• Pretreatment Facility. 27 

6A.2.5.1 Tank System Inspections 28 

A description of the tank systems, and their safety and interlock controls, at the WTP can be found in 29 

Chapter 4.0. Access to regulated tanks for inspection and integrity assessments must be consistent with 30 

keeping radiation exposure ALARA. Each tank or grouping of identical tanks is shown as a line item in 31 

the facility specific inspection schedule, in Table 6A-3b, Table 6A-4a, Table 6A-5b, and Table 6A-6b. 32 

Each inspection item includes a description of problems to look for and the frequency of inspection. The 33 

inspection will address the tanks overfill and spill control equipment, data gathered from monitoring and 34 

leak detection equipment, the area immediately surrounding the externally accessible portion of the tank 35 

as well as secondary containment system. 36 

6A.2.6 Secondary Containment Equivalent Device Areas 37 

Special protective coating systems, as defined in the Engineering Specification for Field Applied Special 38 

Protective Coatings for Secondary Containment Areas and incorporated into Appendix 7.7, have been 39 

approved by Ecology for use as equivalent devices on a case-by-case basis, as allowable under 40 

WAC 173-303-640(4)(d)(iv). The secondary containment areas identified in OUG 10 Part III Conditions 41 

Table III.10.C.B are approved to use special protective coating systems as an equivalent device. 42 

Inspections required for these areas will be performed per the frequencies and methods identified in 43 
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Table III.10.C.B and associated tank and/or miscellaneous unit system identified in the Chapter 6A 1 

inspection tables. 2 

6A.3 Air Emissions Control and Detection 3 

6A.3.1 Air Emissions from Process Vents (Subpart AA)  4 

The WTP does not use any of the regulated devices or processes listed; therefore, the WTP will not be 5 

subject to regulation under Subpart AA (40 Code of Federal Regulations [CFR] 264). 6 

6A.3.2 Air Emission Standards for Equipment Leaks (Subpart BB) 7 

The WAC 173-303-691 and Subpart BB (40 CFR 264) applies to equipment that contains or contacts 8 

hazardous wastes with organic concentrations of at least 10 percent by weight. This provision will not 9 

apply to the facility because the WTP will not accept or treat wastes with organic concentrations at or 10 

above 10 percent by weight. Compliance with this provision will be documented through analyses of 11 

verification samples, as described in the Waste Analysis Plan. 12 

6A.3.3 Air Emission Standards for Tanks and Containers (Subpart CC) 13 

The regulations specified under WAC 173-303-692 and 40 CFR Part 264 Subpart CC, incorporated by 14 

reference, do not apply to the WTP mixed waste tank systems and containers. These tanks and containers 15 

qualify as waste management units that are “…used solely for the management of radioactive mixed 16 

waste in accordance with all applicable regulations under the authority of the Atomic Energy Act and the 17 

Nuclear Waste Policy Act” and are excluded under WAC 173-303-692(1)(b)(vi). 18 

Containers or tanks bearing nonradioactive, dangerous waste, such as maintenance and laboratory waste, 19 

that are not excluded under WAC 173-303-692(1)(b)(ii) or 40 CFR 264.1082(c), will comply with the 20 

container and tank standards specified under 40 CFR Part 264 Subpart CC. 21 

6A.4 Suspended Inspections 22 

When a dangerous waste management unit is no longer receiving, containing, managing, or treating 23 

waste, the unit’s specific inspections may be suspended. During these situations, inspections can be 24 

suspended until the affected system is placed back into dangerous waste operation. Prior to resuming 25 

dangerous waste operations, “initial” inspections will be conducted when the system is brought back 26 

online and regularly scheduled inspections are resumed. Inspections detailed in Table 6A-1 cannot be 27 

suspended. 28 

In the case an inspection has been suspended prior to the expiration of the next scheduled inspection, the 29 

inspection requirement is satisfied by performing the inspection prior to resuming dangerous waste 30 

operations. In the case of suspended daily inspections, the initial (restart) inspection satisfies the daily 31 

inspection requirement for that day. All suspended inspections will be documented in the inspection 32 

records described in Section 6A.1.3. Ecology WTP Permit Coordinator will receive a written notification 33 

(e.g., email) when an inspection has been suspended. 34 

 35 

Table 6A-1  General Facility Inspections1 

Item Inspections Frequency Method 

Security Devices3 

WTP inner fence (i.e., active 

portion) 

Check for appearance, damage and 

tampering. 

Monthly Physical 
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Table 6A-1  General Facility Inspections1 

Item Inspections Frequency Method 

Warning signs to read 

“Danger – Unauthorized 

Personnel Keep Out” 

Verify signs are present, legible from a 

distance of 25 ft, and visible; ensure 

buildings or rooms containing dangerous 

and/or missed waste are posted. 

Points of access to active 

portions turnstiles, doors, 

and/or magnetic encoded bar 

readers 

Verify operability. Monthly Functional 

Emergency Preparedness Equipment3 

Safety showers and eyewash 

stations 

Verify operability. Weekly Physical 

Fire alarms and signaling 

systems 

Perform visual inspection of Fire Alarm 

System for damage and changes that 

impact system performance. 

Semi-Annual Physical 

Verify operability. Annually Functional 

Automatic fire suppression 

system(s)  

Verify operability. Annually Functional 

Portable fire extinguishers 

(all types) 

Check for adequate charge. Monthly Physical 

Emergency and exit lighting Test operability. Monthly Functional 

Spill kit and spill control 

equipment 

The spill kit is present and the seal is 

intact. 

Quarterly Physical 

Communications Equipment3 

Emergency WTP Alert 

System (e.g., sirens, alarms, 

and alert beacons)  

Verify operability. Monthly Functional 

Voice paging system 

(e.g., pagers or Public 

Address [PA] system) 

Emergency telephones or 

two-way radios 

Power Supply Inspections 

Emergency uninterruptible 

power supply system(s) 

Verify operability. Annual Functional 

Emergency turbine generator2 Perform no-load test and verify sufficient 

fuel. 

RESERVED Functional 

1Inspections apply to active portions (i.e., Laboratory) of the Facility in the DFLAW Configuration. 

2Only applies to Baseline Configuration (HLW facility). 

3For additional information (e.g., room/location), reference Chapter 7.0, Building Emergency Plan for the WTP Site. 

  1 
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Table 6A-2  Lab Inspection Plan 1 

Table 6A-2a  Lab Container Storage Inspections 

Item Inspection Frequency Method 

Dangerous and Mixed Waste Container Storage Areas 

Laboratory waste 

management areas  

(A-0139) 

(A-0139A/B/C/D) 

Verify major risk labels (e.g., toxic) 

present and legible, ensure all 

containers are closed; Check that 

container storage areas are free of liquid 

and debris; Check for cracks, gaps, and 

other signs of deterioration of storage 

area floors; Verify minimum 30 inches 

of aisle space between containers; 

Verify that any dangerous and or mixed 

waste container holding free liquids 

have portable secondary containment 

and no liquids accumulated in portable 

secondary containment 

Weekly Physical 

Container storage areas 

storing ignitable or reactive 

waste 

Inspection must be performed in the 

presence of a professional person who 

is familiar with the International Fire 

code, or in the presence of the local, 

state, or federal fire marshal1 

Annual Physical 

1WAC 173-303-395(1)(d). 

 2 

Table 6A-2b  Lab Tank System and Ancillary Equipment Inspections 

Item Types of Problems/Inspection Frequency Method 

Analytical Laboratory Tank Systems 

RLD-VSL-001645 

RLD-VSL-001651,5 

Tank level switches and 

transmitters for spill control 

equipment/overfill controls 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

Tank ancillary equipment 

(e.g., pumps, piping) 

Check for indications of corrosion, 

physical damage, and leaks/releases 

Daily2 Control panels/ 

Process Control 

System 

Tank integrity assessment Review Operating History  2 years Physical 

Nondestructive Examination4 7 or 10 years Physical 
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Table 6A-2b  Lab Tank System and Ancillary Equipment Inspections 

Item Types of Problems/Inspection Frequency Method 

Secondary Containment Sump Systems5 

Sumps associated with RLD-VSL-00164: RLD-SUMP-00041, -00045 

Sumps associated with RLD-VSL-00165: RLD-SUMP-00042, -00043A/B, -00044 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

Sump integrity assessment Review Operating History  2 years Physical 

Nondestructive Examination3,4 10 years Physical 

Leak Detection Boxes5 

Leak Detection Boxes associated with RLD-VSL-00164: RLD-LDB-00005, -00006, -00007, -00008, 

-00011 

Leak Detection Boxes associated with RLD-VSL-00165: RLD-LDB-00002, -00004, -00009 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

Integrity assessment Review Operating History  2 years Physical 

1RLD-VSL-00165, including associated sumps and leak detection boxes, will not be active under the DFLAW Configuration. 

Inspections apply to active portions of the facility in the DFLAW Configuration. 

2Per WAC 173-303-640(6)(b). 
3Nondestructive examination will only be conducted for sumps that were found to have managed dangerous waste during the 

operating history review. 

4For integrity assessment details, reference Appendix 7.15, 24590-WTP-PER-M-08-001, Integrity Assessment Program and 

Schedule for DWP Regulated Equipment in the Analytical Laboratory, Low-Activity Waste Vitrification Facility, Balance of 

Facilities, and Effluent Management Facility. Lower potential – 10 years and Higher potential – 7 years.  

5Due to ALARA considerations for these areas, physical inspections will only be conducted at intervals coinciding with 

maintenance activities to mitigate risk to workers. 

 1 

Table 6A-3  Low-Activity Waste Inspection Plan 2 

Table 6A-3a  Low-Activity Waste Containment Miscellaneous Units and Container 
Storage Inspections 

Item Inspection Frequency Method 

LAW Containment Miscellaneous Units 

LAW Locally Shielded Melter (LSM) Gallery: L-0112 

LAW Consumable Import/Export Containment Area: L-0119B 

LAW C3 Workshop: L-0226A 

LAW Melter Gallery: L-0130 

LAW-LSM Maintenance Shop: L-0226B 

LAW Process Cell Charge Floor: L-0202 

LAW Secondary Offgas Equipment Room: L-0304F 

I I I 
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Table 6A-3a  Low-Activity Waste Containment Miscellaneous Units and Container 
Storage Inspections 

Item Inspection Frequency Method 

Building exterior Inspect the area surrounding the 

containment room to detect signs of 

releases of dangerous and/or mixed 

waste. 

Weekly Physical, 

Control panels/ 

Process Control 

System 

Interior rooms Inspect floor and walls for cracks, 

gaps, signs of corrosion, or other 

signs of deterioration; look for liquids 

on floor; when secondary wastes are 

being managed in the room. 

Check differential pressure 
monitoring records to ensure negative 

pressure has been maintained in the 

containment room.  

Container storage areas 

storing ignitable or 

reactive waste 

Inspection must be performed in the 

presence of a professional person who 

is familiar with the International Fire 

Code, or in the presence of the local, 

state, or federal fire marshal.2 

Annual Physical 

LAW Containment Miscellaneous Units 

LAW Container Finishing Line:3 L-0109B, L-0109C, L-0109D, L-0115B, L-0115C, L-0115D 

Interior rooms Inspect floor and walls for cracks, 

gaps, signs of corrosion, or other 

signs of deterioration; look for liquids 

on floor, when secondary wastes are 

being managed in the room. 

Weekly CCTV, 

Observation 

windows 

Check differential pressure 

monitoring records to ensure negative 

pressure has been maintained in the 

containment room. 

Weekly Control panels/ 

Process Control 

System 

LAW Containment Miscellaneous Units 

LAW Pour Cave:3 L-B011C, L-B013B, L-B013C, L-B015A 

Interior rooms Inspect floor and walls for cracks, 

gaps, signs of corrosion, or other 

signs of deterioration; look for liquids 

on floor when secondary wastes are 

being managed in the room. 

Weekly CCTV, 

Observation 

windows 

Check differential pressure 

monitoring records to ensure negative 

pressure has been maintained in the 

containment room. 

Weekly Control panels/ 

Process Control 

System 
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Table 6A-3a  Low-Activity Waste Containment Miscellaneous Units and Container 
Storage Inspections 

Item Inspection Frequency Method 

LAW Containment Miscellaneous Units 

ILAW Container Buffer Storage and Rework Areas:3 L-B025B, L-B025C, L-B025D 

Interior rooms Inspect floor and walls for cracks, 

gaps, signs of corrosion, or other 

signs of deterioration; look for liquids 

on the floor when secondary wastes 

are being managed in the room. 

Weekly CCTV, 

Observation 

windows 

Check differential pressure 

monitoring records to ensure negative 

pressure has been maintained in the 

containment room. 

Weekly Control panels/ 

Process Control 

System 

ILAW Container Storage in Containment Miscellaneous Units 

ILAW containers Inspect that unique alphanumeric 

identifier is welded to ILAW 

container and is legible. 

Prior to placing 

in service 

Physical 

Filled ILAW containers1 Inspect each container for cracks, 

leaks, bulges, or other abnormalities. 

After sealing 

container 

CCTV, 

Observation 

windows  

Record in tracking system each 

container’s location when placed in 

storage; 

Record in tracking system all 

container location changes if 

container(s) are moved while in 

storage; 

Verify container in recorded location 

when transporting container out of 

WTP storage. 

Within 

48 hours of 

placing or 

moving each 

container 

Process Control 

System 
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Table 6A-3a  Low-Activity Waste Containment Miscellaneous Units and Container 
Storage Inspections 

Item Inspection Frequency Method 

Dangerous and Mixed Waste Container Storage Areas 

LAW Export Bay: L-0127 

Interior Room Inspect floor and walls for cracks, 

gaps, signs of corrosion, or other 

signs of deterioration; 

Weekly when 

in use 

Physical 

Stored ILAW 

containers1 

Record in tracking system each 

container’s location when placed in 

storage; 

Record in tracking system all 

container location changes if 

container(s) are moved while in 

storage; 

Verify container in recorded location 

when transporting container(s) out of 

WTP storage. 

Within 

48 hours of 

placing 

containers in 

storage  

Process Control 

System 

1Direct access to containers of ILAW for the purposes of inspection is precluded due to radioactivity levels; therefore, ILAW 

containers are exempt from the 30-inch aisle requirements (Unit-Specific Permit Condition III.10.D.4.b.ii). 

2WAC 173-303-395(1)(d). 
3Due to ALARA considerations for these areas, physical inspections will only be conducted at intervals coinciding with 

maintenance activities to mitigate risk to workers. 

 1 

Table 6A-3b  Low-Activity Waste Tank System and Ancillary Equipment Inspections 

Item Types of Problems/Inspections Frequency Method 

Component Name  

LVP: LVP-TK-00001 

Tank level switches and 

transmitters for spill 

control equipment/ 

overfill controls 

Check for proper operation and 

review of alarm status 

Daily  Control panels/ 

Process Control 

System 

Tank exterior  Check visible equipment for signs of 

corrosion, physical damage, and 

leaks/releases 

Daily Physical 

Tank ancillary 

equipment (e.g., pumps, 

piping) 

Check visible equipment for signs of 

corrosion, physical damage, and 

leaks/releases 

Daily1 Physical 

Secondary containment 

special protective 

coating 

Check for signs of physical damage Daily5 Physical 

Tank integrity 

assessment  

Review Operating History  2 years  Physical 

Nondestructive Examination2 7 or 10 years Physical 
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Table 6A-3b  Low-Activity Waste Tank System and Ancillary Equipment Inspections 

Item Types of Problems/Inspections Frequency Method 

Component Name 

Radioactive Liquid Waste Disposal System (RLD):3 RLD-VSL-00003, -00004, -00005 

Tank level switches and 

transmitters for spill 

control equipment/ 

overfill controls 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

Tank ancillary 

equipment (e.g., pumps, 

piping) 

Check for indications of corrosion, 

physical damage, and leaks/releases 

Daily1 Control panels/ 

Process Control 

System 

Tank integrity 

assessment 

Review Operating History 2 years Physical 

Nondestructive Examination2 7 or 10 years Physical 

Component Name 

LAW Concentrate Receipt Process System (LCP):3 LCP-VSL-00001, -00002 

LAW Canister Finishing Handling System (LFP):3 LFP-VSL-00001, -00002, -00003, -00004 

LAW Primary Offgas Process System (LOP):3 LOP-VSL-00001, -00002 

Tank level switches and 

transmitters for Spill 

control equipment/ 

overfill controls 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

Tank ancillary 

equipment (e.g., pumps, 

piping) 

Check for indications of corrosion, 

physical damage, and leaks/releases 

Daily1 CCTV, Control 

panels/Process 

Control System 

Tank integrity 

assessment 

Review Operating History 2 years Physical 

Nondestructive Examination2 7 or 10 years Physical 

Secondary Containment Sump Systems 

Sumps associated with the LAW Facility: RLD-SUMP-00028, -00029, -00030, 00031, 00032, 

00035, 00036 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

Sump integrity 

assessment 

Review Operating History  2 years Physical 

Nondestructive Examination2,4 7 years Physical 

Bulges 

LCP: LCP-BULGE-00001, -00002, -00003 

LFP: LFP-BULGE-00001, -00002 

LOP: LOP-BULGE-00001, -00002 

RLD: RLD-BULGE-00001, -00004 



WA7890008967 

Waste Treatment and Immobilization Plant 

Chapter 6A.22 

Table 6A-3b  Low-Activity Waste Tank System and Ancillary Equipment Inspections 

Item Types of Problems/Inspections Frequency Method 

Bulge exterior  Check for signs of corrosion, physical 

damage, and leaks/releases 

Daily Physical 

Bulge Integrity 

Assessment 

Review Operating History  2 years Physical 

Nondestructive Examination2 7 or 10 years Physical 

Autosampler Secondary Containment Cabinets 

Autosamplers associated with the LAW Facility: ASX-SMPLR-00012 and ASX-SMPLR-00013 

Autosampler Cabinet 

Exterior 

Check for signs of corrosion, physical 

damage, and leaks/releases 

Daily Physical 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/ 

Process Control 

System 

1Per WAC 173-303-640(6)(b). 
2For integrity assessment details, reference Appendix 7.15, 24590-WTP-PER-M-08-001, Integrity Assessment Program and 

Schedule for DWP Regulated Equipment in the Analytical Laboratory, Low-Activity Waste Vitrification Facility, Balance of 

Facilities, and Effluent Management Facility. Lower potential – 10 years and Higher potential – 7 years. 
3Due to ALARA considerations for these areas, physical inspections will only be conducted at intervals coinciding with 

maintenance activities to mitigate risk to workers. 
4Nondestructive examinations will only be conducted for sumps that were found to have managed dangerous waste during the 

operating history review. 

5Per Table III.10.C.B, Secondary Containment Locations Approved for Equivalent Device Use. 

 1 

Table 6A-3c  Low-Activity Waste Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/Inspections 

Frequency Method 

LAW Melter Process (LMP) System 

LAW Melter 1 

LAW Melter 2 

LMP-MLTR-00001 

LMP-MLTR-00002 

Check visible equipment 

and/or instrument 

indications for signs of 

corrosion or physical 

damage 

Daily Physical, 

Control panels/ 

Process Control 

System 

Inspect melter level 

monitoring data to 

prevent overflow 

LAW Primary Offgas Process (LOP) System 

Melter 1 and 

Melter 2 

submerged bed 

scrubber (SBS) 

LOP-SCB-00001 

LOP-SCB-00002 

Check for instrument 

indications and/or visible 

equipment for signs of 

corrosion or physical 

damage 

Daily1 CCTV, Control 

panels/Process 

Control System 

Melter 1 and 

Melter 2 

wet electrostatic 

precipitators 

(WESP) 

LOP-WESP-00001 

LOP-WESP-00002 

Check for instrument 

indications and/or visible 

equipment for signs of 

corrosion or physical 

damage 

Daily1 CCTV, Control 

panels/Process 

Control System 
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Table 6A-3c  Low-Activity Waste Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/Inspections 

Frequency Method 

Primary/standby 

film coolers 

LOP-FCLR-00001 

LOP-FCLR-00002 

LOP-FCLR-00003 

LOP-FCLR-00004 

Check for instrument 

indications and/or visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Control panels/ 

Process Control 

System, 

Physical2 

LAW Secondary Offgas/Vessel Vent Process (LVP) System 

Melter offgas 

caustic scrubber  

LVP-SCB-00001 Check visible equipment 

for signs of corrosion or 

physical damage 

Daily Physical 

Secondary containment 

special protective coating 

Check coated berm 

containment area for 

signs of physical damage 

to protective coating  

Daily3 Physical 

Melter offgas 

high-efficiency 

particulate air 

(HEPA) filters  

LVP-HEPA-00001A/B 

LVP-HEPA-00002A/2B 

LVP-HEPA-00003A 

Check visible equipment 

and/or instrument 

indications for signs of 

corrosion or physical 

damage 

Daily Physical, 

Control panels/ 

Process Control 

System 

Thermal catalytic 

oxidizer 

LVP-SCO-00001 Check visible equipment 

for signs of corrosion or 

physical damage 

Daily Physical 

NOx selective 
catalytic 

reduction unit 

LVP-SCR-00001 Check visible equipment 
for signs of corrosion or 

physical damage 

Daily Physical 

Melter offgas 

HEPA preheaters 

LVP-HTR-00001A/3A Check visible equipment 

and/or instrument 

indication for signs of 

corrosion or physical 

damage 

Daily Physical, 

Control panels/ 

Process Control 

System 

Catalytic oxidizer 

electric heater 

LVP-HTR-00002 Check visible equipment 

for signs of corrosion or 

physical damage 

Daily Physical 

Catalytic oxidizer 

heat recovery unit  

LVP-HX-00001 Check visible equipment 

for signs of corrosion or 

physical damage 

Daily Physical 

Offgas mercury 

adsorbers 

LVP-ADBR-00001A/1B Check visible equipment 

for signs of corrosion or 

physical damage 

Daily Physical 

Melter offgas 

exhausters  

LVP-EXHR-00001A/1B/1C Check visible equipment 

for signs of corrosion or 

physical damage 

Daily Physical 

1Due to ALARA considerations for these areas, physical inspections will only be conducted at intervals coinciding with 

maintenance activities to mitigate risk to workers. 
2The melter lid vicinity around the film cooler location will be inspected daily during melter inspections. For worker safety, 

visual inspection of the individual film coolers inside the melter lid will be performed only when conditions allow safe 

physical access to remove the film cooler cover panels.   

3Per Table III.10.C.B, Secondary Containment Locations Approved for Equivalent Device Use. 
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Table 6A-3d  Facility Routinely Non-Accessible System Inspections 

Room 
Number 

System Description Elevation Frequency Method 

LAW Facility 

L-B001B Tank Systems: 

C3/C5 Drains/Sump Collection Vessel: 

RLD-VSL-00004 

(-) 21’ -0” Daily Control panels/ 

Process Control 

System 

L-0123 Tank Systems: 

Melter 1 Concentrate Receipt Vessel: 

LCP-VSL-00001 

Melter 1 Feed Preparation Vessel: 

LFP-VSL-00001 

Melter 1 Feed Vessel:  

LFP-VSL-00002 

Melter 1 SBS Condensate Vessel: 

LOP-VSL-00001 

(+) 3’ -0” Daily CCTV, Control 

panels/Process 

Control System 

Miscellaneous Units: 

Melter 1 SBS: LOP-SCB-00001 

Melter 1 WESP: LOP-WESP-00001 

L-0124 Tank Systems: 

Melter 2 Concentrate Receipt Vessel: 

LCP-VSL-00002 

Melter 2 Feed Preparation Vessel: 

LFP-VSL-00003 

Melter 2 Feed Vessel:  

LFP-VSL-00004 

Melter 2 SBS Condensate Vessel: 

LOP-VSL-00002 

Miscellaneous Units: 

Melter 2 SBS: LOP-SCB-00002 

Melter 2 WESP: LOP-WESP-00002 

L-0126 Tank Systems: 

Plant Wash Vessel: RLD-VSL-00003 

SBS Condensate Collection Vessel: 

RLD-VSL-00005 

(+) 3’ -0” Daily Control panels/ 

Process Control 

System 

L-0109B Containment Miscellaneous Unit: 

Swabbing Cell – North Line 

(+) 3’ -0” Daily CCTV, 

Observation 

windows 
L-0109C Containment Miscellaneous Unit: 

Decon Area – North Line 

L-0109D Containment Miscellaneous Unit: 

Inert Fill Line/Lidding Area –  

North Line 





http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00004&RevNo=004
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Chapter 6A.30 

Table 6A-3e Remote Inspection Closed Circuit Television Camera Capabilities and 
Locations1 

Camera Location View 
Angle 

Pan Tilt Zoom View 

Camera ID: PTJ-XT-2036  

Lid Inspection South Camera 

Camera Elevation: 16’-8” 

Drawing: 24590-LAW-J2-20-00010 

180° Y Y Y Transfer line, bogey, floor, 

and ILAW container 

(if present) 

Camera ID: PTJ-XT-2038  

Lid Station South Camera 

Camera Elevation: 16’-4” 

Drawing: 24590-LAW-J2-20-00010 

180° Y Y Y General room, transfer line, 

and floor 

Camera ID: PTJ-XT-2040  

Lidding Room South Camera 

Camera Elevation: 16’-0” 

Drawing: 24590-LAW-J2-20-00010 

180° Y Y Y General Room, transfer line, 

bogey, and floor 

Room L-B011C (Pour Cave) 

Camera ID: PTJ-XT-2008  

Pour Cave L-B011C Camera Upper 

Camera Elevation: -5’-5” 

Drawing: 24590-LAW-J2-20-00105 

63° - 

Fixed 

N N N Melter 2 East Pour Cave – 

pour turntable and 

surrounding floor 

Room L-B013B (Pour Cave) 

Camera ID: PTJ-XT-2006  

Pour Cave L-B013B Camera Upper 

Camera Elevation: -5’-5” 

Drawing: 24590-LAW-J2-20-00105 

63° - 

Fixed 

N N N Melter 2 West Pour Cave – 

pour turntable and 

surrounding floor 

Room L-B013C (Pour Cave) 

Camera ID: PTJ-XT-2004  

Pour Cave L-B013C Camera Upper 

Camera Elevation: -5’-5” 

Drawing: 24590-LAW-J2-20-00105 

63° - 

Fixed 

N N N Melter 1 East Pour Cave – 

pour turntable and 

surrounding floor 

Room L-B015A (Pour Cave) 

Camera ID: PTJ-XT-2002  

Pour Cave L-B015A Camera Upper 

Camera Elevation: -5’-6” 

Drawing: 24590-LAW-J2-20-00104 

63° - 

Fixed 

N N N Melter 1 West Pour Cave – 

pour turntable and 

surrounding floor 

http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00010&RevNo=004
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00010&RevNo=004
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00010&RevNo=004
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00105&RevNo=003
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00105&RevNo=003
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00105&RevNo=003
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00104&RevNo=003
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Chapter 6A.31 

Table 6A-3e Remote Inspection Closed Circuit Television Camera Capabilities and 
Locations1 

Camera Location View 
Angle 

Pan Tilt Zoom View 

Room L-B025B (Container Buffer Storage and Rework Area) 

Camera ID: PTJ-XT-2020  

Pour Cave L-B015A and L-B-013C 

Transfer 

Camera Elevation: -7’-0” 

Drawing: 24590-LAW-J2-20-00104 

180° Y Y Y General room view, transfer 

line, and floor 

Camera ID: PTJ-XT-2022  

Pour Cave L-B013B and L-B-011C 

Transfer 

Camera Elevation: -7’-0” 

Drawing: 24590-LAW-J2-20-00105 

180° Y Y Y General room view, transfer 

line, and floor 

Room L-B025C (Container Buffer Storage and Rework Area) 

Camera ID: PTJ-XT-2028  

North Buffer Storage Area Viewing 

Camera 

Camera Elevation: -7’-0” 

Drawing: 24590-LAW-J2-20-00106 

63° - 

Fixed 

N N N General room view, ILAW 

Containers (when present) 

Room L-B025D (Container Buffer Storage and Rework Area) 

Camera ID: PTJ-XT-2030 

South Buffer Storage Area Viewing 

Camera 

Camera Elevation: -8’-0” 

Drawing: 24590-LAW-J2-20-00106 

63° - 

Fixed 

N N N General room view, ILAW 

Containers (when present) 

1Drawings depicting closed circuit television camera locations are included in WTP OUG 10 Part III Appendix 9.18. 
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Table 6A-4  Effluent Management Facility Inspection Plan 2 

Table 6A-4a  Effluent Management Facility Tank System and Ancillary Equipment 
Inspections 

Component Name Types of 
Problems/Inspections 

Frequency Method 

Direct Feed LAW EMF Process System (DEP): DEP-VSL-00001,4 -00002,4 -00003A,4 -00003B,4  

-00003C4 

Tank level switches and 

transmitters for spill 

control equipment/overfill 

controls 

Check for proper operation and 

review of alarm status 

Daily Control panels/Process 

Control System 

http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00104&RevNo=003
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00105&RevNo=003
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00106&RevNo=003
http://wtpidocsearch.wtp.amers.ibechtel.com/Engine.aspx?DocNo=24590-LAW-J2-20-00106&RevNo=003
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Table 6A-4a  Effluent Management Facility Tank System and Ancillary Equipment 
Inspections 

Component Name Types of 
Problems/Inspections 

Frequency Method 

Tank ancillary equipment 

(e.g., pumps, piping) 

Check for indications of 

corrosion, physical damage, and 

leaks/releases 

Daily1 Control panels/Process 

Control System and/or 

Physical 

Tank integrity assessment Review Operating History 2 years Physical 

Nondestructive Examination2 7 or 10 years Physical 

DEP: DEP-VSL-00004A, -00004B, -00005A, -00005B 

Tank level switches and 

transmitters for spill 

control equipment/overfill 

controls 

Check for proper operation and 

review of alarm status 

Daily Control panels/Process 

Control System 

Tank Exterior Check visible equipment for 

signs of corrosion, physical 

damage, and leaks/releases 

Daily Physical 

Tank ancillary equipment 

(e.g., pumps, piping) 

Check visible equipment for 

signs of corrosion, physical 

damage, and leaks/releases 

Daily Physical 

Tank Integrity Assessment Review Operating History 2 years Physical 

Nondestructive Examination2 7 or 10 years Physical 

Secondary Containment Sump System 

Sumps associated with the EMF: DEP-SUMP-00001,4 DEP-SUMP-00002A/B,4 DEP-SUMP-

00003A/B,4 DEP-SUMP-00004A/B4 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/Process 

Control System 

Sump integrity assessment Review Operating History 2 years Physical 

Nondestructive Examination2,3 10 years Physical 

Secondary Containment Sump System 

Sumps associated with the EMF: DEP-SUMP-00005A/B 

Sump Check visible areas for signs of 

corrosion, physical damage, 

and leaks/releases 

Daily Physical 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/Process 

Control System 

Sump Integrity 

Assessment 

Review Operating History 2 years Physical 

Nondestructive Examination2, 3 10 years Physical 
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Chapter 6A.33 

Table 6A-4a  Effluent Management Facility Tank System and Ancillary Equipment 
Inspections 

Component Name Types of 
Problems/Inspections 

Frequency Method 

Leak Detection Boxes 

Leak Detection Boxes associated with the Effluent Management Facility4: DEP-LDB-00001, 

-00002, -00003, -00004, -00005, -0006 

Level switches and 

transmitters 

Check for proper operation and 

review of alarm status 

Daily Control panels/Process 

Control System 

Integrity assessment Review Operating History  2 years Physical 

1Per WAC 173-303-640(6)(b). 
2For integrity assessment details, reference Appendix 7.15, 24590-WTP-PER-M-08-001, Integrity Assessment Program and 

Schedule for DWP Regulated Equipment in the Analytical Laboratory, Low-Activity Waste Vitrification Facility, Balance of 

Facilities, and Effluent Management Facility. Lower potential – 10 years and Higher potential – 7 years. 

3Nondestructive examination will only be conducted for sumps that were found to have managed dangerous waste during the 

operating history review. 
4Due to ALARA considerations for these areas, physical inspections will only be conducted at intervals coinciding with 

maintenance activities to mitigate risk to workers. 
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Table 6A-4b  Effluent Management Facility Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/ 

Inspections 

Frequency Method 

DEP evaporator 

separator 

DEP-EVAP-00001 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

DEP evaporator 

reboiler 

DEP-RBLR-00001 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Evaporator 

primary 

condenser 

DEP-COND-00001 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Evaporator 

intercondenser 

DEP-COND-00002 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Evaporator after 

condenser 

DEP-COND-00003 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 
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Chapter 6A.34 

Table 6A-4b  Effluent Management Facility Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/ 

Inspections 

Frequency Method 

Process 

condensate lag 

storage transfer 

line filter 

DEP-FILT-00002 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Evaporator feed 

prefilter 

DEP-FILT-00003 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Condensate 
duplex cartridge 

filter 

DEP-FILT-00004A 

DEP-FILT-00004B 

Check visible 
equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 
panels/Process 

Control System 

Concentrate 

effluent cooler 

DEP-HX-00001 Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Process 

ventilation 

primary HEPA 

DVP-HEPA-00003A 

DVP-HEPA-00003B 

Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Process 

ventilation 

secondary 

HEPA 

DVP-HEPA-00004A 

DVP-HEPA-00004B 

Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Process 

ventilation 

heater 

DVP-HTR-00001A/B Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 

Process 

ventilation 

exhauster 

DVP-EXHR-00001A/B Check visible 

equipment for signs of 

corrosion or physical 

damage 

Daily Physical, Control 

panels/Process 

Control System 
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Table 6A-5  Example – High-Level Waste Inspection Plan 2 

Table 6A-5a  Example – High-Level Waste Containment Building and Container Storage 
Inspections 

Item Inspection Frequency Method 

Containment Building Inspections 

Building exterior Inspect the area immediately surrounding the 
containment building to detect signs of releases of 

dangerous and/ mixed waste. 

Weekly Physical 
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Chapter 6A.35 

Table 6A-5a  Example – High-Level Waste Containment Building and Container Storage 
Inspections 

Item Inspection Frequency Method 

Interior rooms Inspect floor and walls for significant cracks, gaps, 

corrosion, or other signs of deterioration; look for 

liquids on floor. 

Check differential pressure monitoring records to 

ensure negative pressure has been maintained in 

containment building.  

Dangerous and/or Mixed Waste Container Storage Inspections 

HLW east corridor 

(HC-0108/0109/0110)  

HLW loading area 

(H-0130) 

Verify major risk labels present and legible, ensure 

all containers are closed; Check that container 

storage areas are free of liquid and debris; Check 

for significant cracks, gaps, and other signs of 

deterioration of storage area floors; Verify 

minimum 30 inches of aisle space between 

containers; Verify that any dangerous and or mixed 

waste container holding free liquids have portable 

secondary containment and no liquids accumulated 

in portable secondary containment. 

Weekly Physical 

Container storage 

areas storing ignitable 

or reactive waste 

Inspection must be performed in the presence of a 

professional person who is familiar with the 

International Fire Code, or in the presence of the 

local, state, or federal fire marshal.2 

Annual Physical 

High-Level Waste Vitrification Plant Canister Storage Area 

IHLW canisters Inspect that unique alphanumeric identifier is 

welded to IHLW canister and is legible. 

Prior to 

placing in 

storage 

Remote 

Filled IHLW 

canisters1 

Inspect each container for cracks, leaks, bulges, or 

other abnormalities. 

After sealing 

container 

Remote 

Record in tracking system each container’s 

location when placed in storage; 

Record in tracking system all container location 

changes if container(s) are moved while in storage; 

Verify container in recorded location when 

transporting container out of WTP storage. 

Within 

48 hours of 

placing or 

moving each 

container 

Remote 

IHLW canister 

storage cave (H-0132) 

Inspect for deformities in storage area floors or 

debris in storage area. 

Weekly Remote 

1Direct access to IHLW for the purposes of inspection is precluded due to high radioactivity levels; therefore, IHLW canisters 

are exempt from the 30-inch aisle space requirements (Unit-specific Permit Conditions III.10.D.4.b.ii). 

2WAC 173-303-395(1)(d). 

 1 
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Chapter 6A.36 

Table 6A-5b  Example – High-Level Waste Tank System and Ancillary Equipment 
Inspections 

High-Level Waste Tank System 

HOP: HOP-VSL-00903, -00904 

HLW Canister Decontamination Handling System (HDH): HDH-VSL-00001, -000002, -000003,  

-00004 

RLD: RLD-VSL-00002, -00007, -00008  

HLW Melter Feed Process System (HFP): HFP-VSL-00001, -00002, -00005, -00006 

HLW Melter Cave Support Handling System (HSH): HSH-TK-00001, -00002 

Item Types of Problems/Inspections Frequency Method 

Tank level switches 

and transmitters 

Check for proper operation and review of alarm 

status 

Daily Remote 

Spill control 

equipment/overfill 

controls 

Check for proper operation Daily Remote 

Tank integrity 

assessment  

Review Operating History  TBD  TBD 

Visual Inspections TBD TBD 

Nondestructive Examination TBD TBD 

Secondary Containment Sump System 

Level switches and 

transmitters 

Check for proper operation and review of alarm 

status 

Daily Remote 

Sump integrity 

assessment 

Review Operating History  TBD TBD 

Visual Inspections TBD TBD 

Nondestructive Examination TBD TBD 
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Table 6A-5c  Example – High-Level Waste Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/ 

Inspections 

Frequency Method 

High-Level Waste Melter Process System (HMP) 

HLW Melter 1 

HLW Melter 2 

HMP-MLTR-00001 

HMP-MLTR-00002 

Check for damage, 

leaks, or 

abnormalities 

Daily Remote 

Inspect melter level 

monitoring data to 

prevent overflow 

HLW Melter Offgas Treatment Process System (HOP) 

SBS HOP-SCB-00001 

HOP-SCB-00002 

TBD TBD TBD  

WESP HOP-WESP-00001 

HOP-WESP-00002 

TBD TBD TBD 
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Table 6A-5c  Example – High-Level Waste Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/ 

Inspections 

Frequency Method 

Thermal catalytic 

oxidizer 

HOP-SCO-00001 

HOP-SCO-00004 

TBD TBD TBD 

NOx selective catalytic 

reduction units 

HOP-SCR-00001 

HOP-SCR-00002 

TBD TBD TBD 

Silver mordenite columns HOP-ABS-00002 

HOP-ABS-00003 

TBD TBD TBD 

HEPA filters HOP-HEPA-00001A/B 

HOP-HEPA-00002A/B 

HOP-HEPA-00007A/B 

HOP-HEPA-00008A/B 

TBD TBD TBD 

Melter offgas film 

coolers 

HOP-FCLR-00001/3 

HOP-FCLR-00002/4 

TBD TBD TBD 

Catalyst skid preheaters  HOP-HX-00001 

HOP-HX-00003  

TBD TBD TBD 

HEPA preheaters HOP-HTR-00001B 

HOP-HTR-00002A 

HOP-HTR-00005A 

HOP-HTR-00005B 

TBD TBD TBD 

Catalyst skid electric 

heaters 

HOP-HTR-00007 

HOP-HTR-00001 

TBD TBD TBD 

Silver mordenite 

preheaters 

HOP-HX-00002 

HOP-HX-00004 

TBD TBD TBD 

Stack extraction fans HOP-FAN-00008A 

HOP-FAN-00008B 

HOP-FAN-00008C 

HOP-FAN-00010A 

HOP-FAN-00010B 

HOP-FAN-00010C 

TBD TBD TBD 

Booster extraction fans HOP-FAN-00001A/B/C 

HOP-FAN-00009A/B/C 

TBD TBD TBD 

Activated carbon 

adsorber 

HOP-ADBR-00001A/B 

HOP-ADBR-00002A/B 

TBD TBD TBD 

High efficiency mist 

eliminators (HEME) 

HOP-HEME-00001A/B 

HOP-HEME-00002A/B 

TBD TBD TBD 
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Table 6A-5c  Example – High-Level Waste Miscellaneous Treatment Unit Inspections 

Item Plant Item Number Types of 
Problems/ 

Inspections 

Frequency Method 

High-Level Waste Pulse Jet Ventilation System (PJV) 

PJV HEPA filters PJV-HEPA-00004A/B 

PJV-HEPA-00005A/B 

TBD TBD TBD 

Pulse ventilation HEPA 

electric preheater 

PJV-HTR-00002 TBD TBD TBD 

Pulse vent extraction 

Fans 

PJV-FAN-00002A/B TBD TBD TBD 

 1 

Table 6A-6  Example – Pretreatment Facility Inspection Plan 2 

Table 6A-6a  Example – Pretreatment Facility Containment Building Inspections 

Pretreatment Hot Cell Containment Building: P-0123 

Pretreatment Maintenance Containment Rooms: PM0124, P-0121A, P-0421A, P-0122A, P-0122A, 

P-0123A, P-0124, P-124A, P-0125, P-0125A, P-0128A, P-0128 

Pretreatment Filter Package Maintenance Containment Room: P-0223 

Pretreatment Filter Cave Room: P-0335 

Decon Chamber: P-0335A 

General Filter Room: P-0431A 

Item Inspection Frequency Method 

Building exterior Inspect the area immediately surrounding the 

containment building to detect signs of releases of 

dangerous and/or mixed waste.  

Weekly Physical 

Interior rooms Inspect floor and walls for significant cracks, gaps, 

corrosion, or other signs of deterioration; look for 

liquids on floor. 

Check differential pressure monitoring records to 

ensure negative pressure has been maintained in 

containment building. 

  3 
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Table 6A-6b  Example – Pretreatment Tank System and Ancillary Equipment Inspections 

Pretreatment Facility Tank System 

Waste Feed Receipt Process System (FRP): FRP-VSL-00002A, -00002B, -00002C, -00002D 

Waste Feed Evaporator Feed Process System (FEP): FEP-VSL-00017A, -00017B, -00005 

HLW Lag Storage and Feed Blending Process System (HLP): HLP-VSL-00027A, -00027B,  

-00022, -00028 

Ultrafiltration Process System (UFP): UFP-VSL-00001A, -00001B, -

00002A, -00002B, -00062A, -00062B, -00062C, UFP-FILT-00001A UFP-FILT-00001B 

UFP-FILT-00002A UFP-FILT-00002B UFP-FILT-00003A UFP-FILT-00003B, UFP-FILT-00004A, 

UFP-FILT-00004B, UFP-FILT-00005A, UFP-FILT-00005B 

Cesium Ion Exchange Process System (CXP): CXP-VSL-00001, CXP-IXC-00001 CXP-IXC-00002 

CXP-IXC-00003 CXP-IXC-00004, CXP-VSL-00005, CXP-VSL-00004, CXP-VSL-00026A 

CXP-VSL-00026B CXP-VSL-00026C 

Cesium Nitric Acid Recovery Process System (CNP): CNP-VSL-00001, -00004, -00003 

Pretreatment Vessel Vent Process System (PVP): PVP-VSL-00001 

Plant Wash and Disposal System (PWD): PWD-VSL-00033, -00044, -00015, -00016, -00046, -00043 

Treated LAW Evaporation System (TLP): TLP-VSL-00002, -00009A, -00009B  

Treated LAW Evaporation Process System (TCP): TCP-VSL-00001 

Spent Resin and Dewatering Process System (RDP): RDP-VSL-00002A, -00002B, -00002C, -00004 

RLD: RDP-TK-00006A, -00006B, -00017A, -00017B 

Pretreatment in-cell Handling System (PIH): PIK-TK-00001 

Item Types of Problems/Inspections Frequency Method 

Tank level switches 

and transmitters 

Check for proper operation and review of alarm 

status 

Daily  Remote 

Spill control 

equipment/ overfill 

controls 

Check for proper operation Daily Remote 

Tank integrity 

assessment  

Review Operating History  2 years Physical 

Nondestructive Examination 10 years Physical 

Secondary Containment Sump System 

Level switches and 

transmitters 

Check for proper operation and review of alarm 

status 

Daily Remote 

Sump integrity 

assessment 

Review Operating History  2 years Physical 

Nondestructive Examination TBD TBD 

  1 



WA7890008967 

Waste Treatment and Immobilization Plant 

Chapter 6A.40 

 1 

Table 6A-6c  Example – Pretreatment Miscellaneous Treatment Unit Inspections 

Item Plant Item 
Number 

Types of 
Problems/ 

Inspections 

Frequency Method 

Treated LAW Evaporation System (TLP) 

Treated LAW evaporator 

separator vessel 

TLP-SEP-00001 Inspect vessel level 

monitoring data to 

prevent overflow 

Daily TBD 

Treated LAW reboiler  TLP-RBLR-00001 TBD TBD TBD 

Treated LAW primary 

condenser  

TLP-COND-00001 TBD TBD TBD 

Treated LAW 

inter-condenser  

TLP-COND-00003 TBD TBD TBD 

Treated LAW 

after-condenser  

TLP-COND-00002 TBD TBD TBD 

Waste Feed Evaporator Feed Process System (FEP) 

Waste feed evaporator 

Separator vessels 

FEP-SEP-00001A 

FEP-SEP-00001B 

TBD TBD TBD 

Waste feed evaporator 

reboilers 

FEP-RBLR-00001A 

FEP-RBLR-00001B 

TBD TBD TBD 

Waste feed evaporator 

primary condensers 

FEP-COND-00001A 

FEP-COND-00001B 

TBD TBD TBD 

Waste feed evaporator 

inter-condensers 

FEP-COND-00002A 

FEP-COND-00002B 

TBD TBD TBD 

Waste feed evaporator 

after-condensers 

FEP-COND-00003A 

FEP-COND-00003B 

TBD TBD TBD 

Pulse Jet Ventilation (PJV) 

PJV primary HEPA 

filters 

PJV-HEPA-00001A 

PJV-HEPA-00001B 

PJV-HEPA-00001C 

PJV-HEPA-00001D 

PJV-HEPA-00001E 

PJV-HEPA-00001F 

PJV-HEPA-00001G 

TBD TBD TBD 
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Table 6A-6c  Example – Pretreatment Miscellaneous Treatment Unit Inspections 

Item Plant Item 
Number 

Types of 
Problems/ 

Inspections 

Frequency Method 

Vessel vent exhaust fans PVV-FAN-00001A 

PVV-FAN-00001B 

TBD TBD TBD 

Cesium Nitric Acid Recovery Process System (CNP) 

Cesium evaporator 

separator vessel 

CNP-EVAP-00001 TBD TBD TBD 

Cesium evaporator 

concentrate reboiler 

CNP-HX-00001 TBD TBD TBD 

Cesium evaporator nitric 

acid rectifier column 
CNP-DISTC-00001 TBD TBD TBD 

Cesium evaporator 

primary condenser 

CNP-HX-00002 TBD TBD TBD 

 1 

Table 6A-7  Balance of Facilities Inspection Plan 2 

Table 6A-7a  Balance of Facilities Container Storage Inspections 

Item Inspection Frequency Method 

Dangerous and Mixed Waste Container Storage Areas 

WTP waste storage area Verify major risk labels (e.g., toxic) are present 

and legible, ensure all containers are closed; 

Check that container storage areas are free of 

liquid and debris; 

Check for cracks, gaps, and other signs of 

deterioration of storage area floors; 

Verify minimum 30 inches of aisle space are 

between containers (excluding ILAW 

containers); 

Verify that any dangerous and/or mixed waste 

container holding free liquids have portable 

secondary containment and no liquids have 

accumulated in portable secondary containment. 

Weekly Physical 

Waste transportation 

staging area 

Check that transportation staging area is free of 

debris. 

Weekly Physical 

WTP waste storage area 

storing ignitable or 

reactive waste 

Inspection must be performed in the presence of 

a professional person who is familiar with the 

International Fire Code, or in the presence of the 

local, state, or federal fire marshal1. 

Annual Physical 

1WAC 173-303-395(1)(d). 
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Table 6A-7b  Balance of Facilities Cathodic Protection Schedule-Dangerous 
Waste Transfer Lines 

Item Inspection Frequency 

Cathodic protection systems for 

dangerous and mixed waste 

transfer lines 

Verify Proper Operation Initial (less than 6 months after 

installation) 

Annual (from date of initial installation 

inspection 

All sources of impressed current 

supporting cathodically protected 

dangerous and/or mixed waste 

transfer lines 

Test for proper function Every other month 
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XVIII. Certifications 

Waste Treatment and Immobilization Plant 
Revision 8, October 2024 

I certify under penalty of law that this document and all attachments were prepared under my direction or 
supervision in accordance with a system designed to assure that qualified personnel properly gather and 
evaluate the information submitted. Based on my inquiry of the person or persons who manage the system, or 
those persons directly responsible for gathering the information, the information submitted is, to the best of my 
knowledge and belief, true, accurate, and complete. I am aware that there are significant penalties for 
submitting false information, including the possibility of fine and imprisonment for knowing violations. 
Operator Signature Date Signed 
Name and Official Title (type or print) 

Brian T. Vance, Manager 
U.S. Department of Energy 
Hanford Field Office 

Co-Operator* 
Name and Official Title (type or print) 
Brian Hartman 
Project Director 
Bechtel National, Inc. 

Co-Operator* - Address and Telephone Number 

450 Hills Street 
Richland, WA 99354 
(509) 371-2220 

Facility-Property Owner 
Name and Official Title (type or print) 

Brian T. Vance, Manager 
U.S. Department of Energy 
Hanford Field Office 

Comments 

Signature Date Signed 

' 

Signature Date Signed 




