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This report presents an engineering evaluation and conceptual plan for an interim remedial measure 
(IRM) to address a uranium and technetium-99 groundwater plume and an associated nitrate 
contamination plume in the 200-UP-1 Groundwater Operable Unit located in the 200 West Area of the 
Hanford Site. This report provides information regarding the need and potentially achievable 
objectives and goals for an IRM and evaluates alternatives to contain elevated concentrations of 
uranium, technetium-99, nitrate, and carbon tetrachloride and to obtain information necessary to 
develop final remedial actions for the operable unit. 

2.0 SITE CHARACTERIZATION 

2.1 BACKGROUND 

The 200 Areas of the Hanford Site are included on the U.S. Environmental Protection Agency (EPA) 
National Priorities List (NPL) under the Comprehensive Environmental Response, Compensation, and 
Liability Act (CERCLA). The Hanford Site, established in 1943, was originally designed, built, and 
operated to produce plutonium for nuclear weapons using production reactors and chemical 
separations and reprocessing plants. Operations in the 200 Areas involved mainly separation of 
special nuclear materials from irradiated nuclear fuel and related chemical and fuel processing and 
waste management. In general, chemical and low-level radioactive liquid wastes associated with 
operations were disposed to the ground via infiltration structures such as cribs, ponds, ditches, and 
injection wells resulting in soil and groundwater contamination. 

Process wastewater consisting primarily of dilute nitric acid containing uranium, technetium-99, and 
other fission products was disposed to the ground through cribs associated with the U Plant in the 
200 West Area of the Hanford Site between 1951 and 1968. Mobile contaminants, such as 
technetium-99, reached groundwater during the years when the cribs were in use. Most of the 
uranium, however, was retained in the upper portion of the soil column beneath the cribs as a 
uranium phosphate mineral phase until the final years of crib operation when highly acidic waste 
solutions were discharged to the crib. The acid waste dissolved the uranium mineral deposits in the 
soil column and increased its solubility and mobility. The mobile uranium was transported to 
groundwater in the mid-1980's when large volumes of process water were discharged to a new crib 
located in the vicinity of the disposal cribs. The process water created a perched zone of saturation 
that spread laterally to the soil column containing the soluble uranium. Uranium was then carried to 
groundwater via unsealed well casings or through the soil column. When this contamination was 
identified in groundwater samples in 1985, a uranium recovery program was instituted that reduced 
contaminant levels to the concentrations present today. The source of nitrate contamination is the co­
disposed dilute nitric acid. 

Process water containing carbon tetrachloride was disposed to the ground through Z-Plant operations. 
Widespread contamination of the 200 West Area groundwater has resulted from these disposals . 
Carbon tetrachloride is present in 200-UP-1 groundwater at concentrations as high as 320 ppb. 

I 

An aggregate area management study program was implemented under the Hanford Federal__f acility 
Agreement and Consent Order (Tri-Party Agreement) (Ecology et al. 1994) to assess soil and 
groundwater contamination in .the 200 Areas. Based on the findings of the studies, an overall 
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remedial action strategy for the 200 Areas was developed for potential interim remedial actions to 
expedite the cleanup process. The 200 West Groundwater Aggregate Area Management Study Report 
(AAMSR) (DOE-RL 1992a) summarized information about groundwater contaminants beneath the 
200 West Area and provided recommendations for prioritizing, investigating, and remediating various 
contaminants and plumes. The 200 West Groundwater AAMSR provided a detailed description of 
contaminant plumes in the area, including uranium, technetium-99, and nitrate in the 
200-UP-1 Operable Unit. The 200 West Groundwater AAMSR (OOE-RL 1992a) recommended that 
three contaminants/plumes containing the highest concentrations of uranium, technetium-99, and 
nitrate be addressed under an IRM. This engineering evaluation report evaluates alternatives for 
taking interim remedial actions to address the 200-UP-1 groundwater contaminants. A description of 
this groundwater contamination is summarized in Appendix A. 

A field investigation program (OOE-RL 1992b) in 1994 focused on the uranium, technetium-99, and 
nitrate plume. The program consisted of installing four characterization wells screened at various 
depths, soil sampling, geophysical logging, aquifer testing, and groundwater monitoring. The 
investigation was used to refine the conceptual model regarding the nature and extent of 
contamination. Results from these activities are summarized in the Borehole Summary Report for 
200-UP-1 Operable Unit, 200 West Area (Kelty et al. 1994) and the 200-UP-1 Vertical Pro.filing 
Activity Summary Report (Ford 1995). 

A pilot-scale pump-and-treat system is currently operating at 200-UP-1 as a treatability test under 
authority of the Tri-Party Agreement (change control form M-13-93-03). The scope and purpose of 
this treatability test were set forth in the treatability test plan (OOE-RL 1993a), which is available in 
the administrative record. This test is evaluating treatment of uranium and technetium-99 
contaminated groundwater in the 200 West Area using ion excp.ange resins. Carbon tetrachloride is 
being removed using granular activated carbon (GAC). 

2.2 EXTENT OF CONTAMINATION 

The plumes of nitrate, uranium, and technetium-99 contamination have migrated eastward to their 
present location (Figure 1). The uranium and technetium-99 plumes cover approximately 0.24 mi2

• 

The maximum concentration of nitrate is approximately 1,700,000 ppb. The maximum concentration 
of uranium present .in groundwater today is approximately 1700 ppb. Technetium-99 is measurable in 
concentrations up to 23,000 pCi/L. The highest concentrations are found in wells that are currently 
associated with the 216-U-17 crib. A recent evaluation of the vertical distribution of contamination 
indicates that groundwater containing contamination in concentrations equivalent to proposed Safe 
Drinking Water Act (SOW A) standards for uranium and existing SOW A standards for technetium-99 
is present to depths of 50 to 60 ft beneath the water table (Ford 1995). Technetium-99 is entirely 
dissolved in groundwater and mobile. Uranium is slightly less mobile, and a portion of the 
contaminant is likely adsorbed on the soil. Carbon tetrachloride is present in 200-UP-1 groundwater 
from Z Plant operations. 

2.3 RISK ANALYSIS 

A preliminary analysis of risk was performed to assess the impacts of the uranium, technetium-99, 
and nitrate contamination at a hypothetical exposure point near the boundary of the 200 Area Plateau. 
This analysis indicates that under the no-action alternative, if unrestricted use of the ground~ater is 
permitted, an estimated increase in lifetime cancer risk would be 3 x 10·5 and the estimated maximum 
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hazard quotient (HQ) for noncarcinogens would be about 10. An HQ of one represents no additional 
risk. An HQ greater to or equal to one may pose a potential adverse human health risk. 

Back calculations to determine the likely effects of partial remediation of the 200-UP-1 uranium and 
technetium-99 plume through an IRM shows a reduction of the incremental lifetime cancer risk at the 
hypothetical exposure point to less than 5 x 10~. The HQ would be reduced but would remain 
greater than 1.0. Land use and associated target risks are key factors in the detennination of 
compliance and the degree of cleanup needed at the source and will be addressed during development 
of a final remedy. A discussion of this preliminary risk analysis is provided in Appendix B. 

3.0 IDENTIFICATION OF REMEDIAL ACTION OBJECTIVES 

The EPA guidance Interim Final Guidance on Preparing Superfund Dedsion Documents (EPA 1989) 
states that appropriate objectives for interim actions include site stabilization, prevention of further 
degradation, and significant rapid risk reduction. For 200-UP-1, the proposed site-specific interim 
remedial objectives are to minimize the migration of contaminated groundwater beyond the high­
concentration areas of the plume near the U Cribs, to remove uranium, technetium-99, and carbon 
tetrachloride, and obtain additional information that is necessary for developing a final remedy. It is 
estimated that 69 % of the uranium and 62 % of the technetium-99, dissolved in the groundwater, from 
the U Cribs, is located near the proposed IRM (DOE-RL 1993b). Minimizing migration of this 
highly contaminated groundwater will help stabilize the plumes, prevent further degradation of 
groundwater quality outside of the source area, and mitigate future risks to human health and the 
environment. Specific interim remedial objectives include the following: 

1. Preventing further movement of nitrate, uranium, and technetium-99 from the area of highest 
concentration 

2. Extracting contaminants from the area of highest concentrations 

3. Providing information that will be necessary for development of a final remedy that will be 
protective of human health and the environment. 

These proposed remedial objectives are consistent with the overall strategy for groundwater 
remediation at the Hanford Site and with the recommendations of the 200 West Groundwater 
Aggregate Area Management Study Report (DOE-RL 1992a) . 

. 4.0 IDENTIFICATION AND ANALYSIS OF ALTERNATIVES 

The 200 West Groundwater AAMSR (DOE-RL 1992a) provided an initial feasibility study that 
screened technologies for groundwater remediation in the 200 West Area and developed preliminary 
action alternatives. Alternative interim actions to address the combined nitrate, uranium, and 
technetium-99 plumes include no action, institutional control, treatment at the point of use or 
discharge, physical containment, and pump-and-treat. .._ 
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The no-action alternative is retained for further evaluation as required by the National Contingency 
Plan (NCP) (40 Code of Federal Regulations [CFR] 300.430). The alternatives of institutional 
control and treatment at the point of use or discharge are not retained for further evaluation because, 
upon preliminary evaluation, they would not meet the interim remedial objectives of preventing 
further degradation·of 200 Area groundwater or containing contaminants within the currently affected 
portion of the aquifer. 

The alternative of physical containment is not retained for further evaluation because it is not 
considered implementable in the 200 West Area because of the great depth to groundwater (220 to 
240 ft below ground surface). In addition, this alternative is not retained because it would not 
provide any removal of contamination from the aquifer, would be difficult to maintain, and would not 
meet the remedial action objectives. 

The alternative of pump-and-treat is retained for further evaluation because it is considered to be 
readily implementable and may be able to achieve the interim remedial objectives of containing the 
concentrated portion of the plume, extracting contaminants from the area of highest concentration, 
and providing information necessary for final remedy development. Pump-and-treat technologies are 
considered the primary proven technology available to contain, remove, and treat contaminants in 
groundwater. Several options are possible for disposal of treated effluent water including upgradient 
reinjection within the plume, discharging to a trench in the same area as the proposed injection wells, 
or using a permitted surface disposal facility. 

5.0 COMPARATIVE ANALYSIS OF ALTERNATIVES 

The CERCLA requires that remedial alternatives be evaluated against nine criteria: (1) overall 
protection of human health and the environment; (2) compliance with federal and state regulations; (3) 
long-term effectiveness and permanence; (4) reduction of toxicity, mobility, or volume through 
treatment; (5) short-term effectiveness; (6) implementability; (7) cost; (8) state acceptance; and (9) 
community acceptance. Based on the preliminary screening of alternatives in Section 4 .0, only the 
no-action and the pump-and-treat alternatives are retained for detailed evaluation. This is consistent 
with the CERCLA statute, as EPA guidance (EPA 1989) recognizes that such a limited number of 
alternatives may be acceptable when considered for purposes of tiling interim actions. 

5.1 OVERALL PROTECTION OF HUMAN HEALTH AND THE ENVIRONMENT 

This criterion evaluates whether the alternative achieves adequate overall elimination, reduction, or 
control of risks to human health and the environment posed by the likely exposure pathways. It is a 
summary check that takes into account the other criteria and includes an evaluation of short-term and 
cross-media impacts. 

The no-action alternative does not provide additional protection of human health and the environment, 
except by attenuation of the contaminant plumes over an extended period of time. The plumes will 
migrate and result in additional groundwater being contaminated. 

Implementing the pump-and-treat alternative would minimize the potential for further plume -Eiigration 
and remove contaminant mass from the groundwater, thereby reducing the potential risks associated 
with this plume. Operating a 200-UP-1 groundwater treatment system will not significantly impact 
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human health or the environment. The greatest hazard associated with normal operation of the 
treatment system is to workers, which would occur when spent ion exchange resin is being removed. 
The risk to the worker is mitigated by using personnel protective equipment (PPE) and radiation work 
procedures (RWP). Therefore, the net effect of the proposed alternative is that it will improve overall 
protection of human health and the environment. 

5.2 COMPLIANCE WIIB FEDERAL AND STATE REGULATIONS 

This section provides a general discussion of federal and state applicable or relevant and appropriate 
requirements (ARARs) pertinent to the proposed IRM activities. The ARARs in federal or state law 
must be met or waived for remediation actions. In accordance with 40 CFR 300.430(f)(l)(ii)(C), 
ARARs may be waived for remedial alternatives that are interim measures if the ARARs will be 
attained as part of a final remedial action. A list of potential ARARs for the 200 West Area of the 
Hanford Site was previously identified in the AAMSR (DOE-RL 1992a). The major requirements 
pertinent to an interim action at the 200-UP-1 Operable Unit are safe drinking water standards, state 
underground injection standards, solid and hazardous waste designation and management standards, 
hazardous waste treatment system design standards, and air emission standards. The treated effluent 
may contain contaminants in concentrations in excess of maximum contaminant levels (MCLs) and 
state underground injection standards, which will be returned to the 200-UP-1 contaminant plume. 
This interim remediation activity, however, will support the development of a final remedial action 
that will address federal and state ARARs. 

The pump-and-treat alternative will comply with necessary action-specific or location-specific ARARs 
during the IRM. Not all cleanup goals may be met during the IRM, but the final selected remedy for 
the 200-UP-1 Operable Unit will attain those ARARs at the time of final remedy selection unless a 
waiver is granted. In discussing this issue in the preamble to the NCP, EPA acknowledged that 
"chemical-specific ARARs used as remediation goals, such as MCLs as ARARs for groundwater 
remediation, cannot be attained during implementation." (55 Federal Register [FR] 8755). In such 
cases, EPA "recognizes that ARARs that are used to determine final remediation levels apply only at 
the completion of the action." This evaluation is relevant to the 200-UP-1 pump-and-treat effort. 
Inasmuch as this action is an ongoing remediation effort, cleanup standards such as MCLs are 
considered ARARs to be met at completion of the final remedy. 

The no-action alternative invokes no ARARs that need to be satisfied. Under the no-action 
alternative, concentrations of nitrate, uranium, and technetium-99 would continue to migrate beyond 
200-UP-1 boundaries. 

Although not a contaminant of potential concern for 200-UP-1, carbon tetrachloride is present (from 
the 200-ZP-1 Operable Unit) in the groundwater. In the 200-UP-1 Operable Unit, levels range from 
10 ppb to 320 ppb. The majority of carbon tetrachloride was associated with Z Plant separation and 
reprocessing activities. It was determined (WHC 1994) that a small portion ( < 1 %) of the carbon 
tetrachloride was used as a degreaser, and therefore originated from a Resource Conservation and 
Recovery Act (RCRA) listed waste source. The maximum concentration of carbon tetrachloride 
identified in the 200-UP-1 Operable Unit to date is about 320 ppb. By conservatively applying the 
maximum concentration of 320 ppb and a 1 % listed waste fraction, the greatest concentration of 
carbon tetrachloride from a listed waste source can therefore be considered to be approximately 
3.2 ppb. This concentration is below the drinking water maximum contaminant level of 5 ppb. 
Therefore, groundwater at the 200-UP-1 Operable Unit is not considered to contain carbon .._ 
tetrachloride from a listed hazardous waste source. Groundwater will be managed in a manner that is 
protective of human health and the envfronment, including compliance with applicable RCRA 
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hazardous waste requirements for any medium containing carbon tetrachloride in concentrations that 
exceed limits for characteristic hazardous waste (500 ppb). 

5.2.1 Effluent Disposal Options 

Three disposal options were considered for treated effluent for the pump-and-treat alternative: (1) 
discharge into an injection well(s) within the 200-UP-1 contaminant plume; (2) discharge into a trench 
located over the 200-UP-1 contaminant plume; and (3) discharge into the Treated Effluent Disposal 
Facility (TEDF) associated with the W-049 project. 

5.2.1.1 Discharge to an Injection Well Within the Co11taroioant Plume. At CERCLA sites, the 
discharge of hazardous or radioactive waste into injection wells is allowable in certain cases. RCRA 
Section 3020(b) allows such discharge provided that the reinjection is done pursuant to CERCLA or 
RCRA corrective action authority, includes treatment of contaminated water to substantially reduce 
hazardous constituents prior to .reinjection, and the CERCLA or RCRA effort will, upon completion, 
be sufficient to protect human health and the environment. 

Based upon receipt of regulator concurrence, reinjection of treated effluent via a well(s) within the 
contaminant plume would be allowable pursuant to RCRA Section 3020(b). In a similar manner, and 
notwithstanding the general prohibition of 40 CFR 144.13(a), 40 CFR 144.13(c) allows injection of 
treated groundwater into the same formation from which it was drawn when such actions are done 
pursuant to CERCLA or RCRA authority . 

State underground injection control standards are promulgated at Washington Administrative Code 
(WAC) 173-218. Unlike the federal counterpart, the state regulation provides no exemption for 
hazardous or radioactive waste discharges during CERCLA actions. The pump-and-treat alternative 
may not meet all of the state discharge standards. The pump-and-treat alternative, however, is being 
evaluated as an interim action. The final remedial action will address all federal and state ARARs . 

5.2.1.2 Discharge to a Trench Over the Plume. In the absence of CERCLA waivers, use of a 
trench to discharge hazardous. waste would be prohibited by a variety of ARARs. Unlined liquid 
disposal trenches do not fit into any category of RCRA units. RCRA Section 3004(0) prohibits use of 
unlined trenches in the manner under consideration. Effluent discharge into a trench would be 
prohibited by WAC 173-216 unless the solution had been subjected to "all known reasonable methods 
of prevention, control, and treatment." Additional considerations that make the trench disposal option 
untenable include issues relating to the determination that such a discharge might not be protective of 
human health and the environment. Included in this category would be regulatory concerns regarding 
possible air emissions resulting from volatilization of organic constituents and the potential for 
mobilizing hazardous constituents currently held in the soil column. For these reasons, this discharge 
option is not retained for further consideration at this time. 

5.2.1.3 Discharge to the Treated Effluent Disposal Facility. As currently planned, the TEDF is 
intended to receive discharges of liquid effluents generated from operations occurring in U.S. 
Department of Energy (DOE) facilities in the 200 Areas. These effluents will primarily consist of 
relatively clean process streams such as cooling waters and steam condensate. Based upon evaluations 
to date, these streams are not designated as hazardous waste pursuant to RCRA. 

The TEDF will be located east of B Pond near the 200 East Area. The B Pond area has been 
designated a "RCRA Past Practice" (RPP) area in the Tri-Party Agreement; however, the actual 
TEDF location is outside the boundary of an operable unit with a discharge that is well outside the 
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200 West Area nitrate, uraniwn, and technetiwn-99 groundwater plwne. These factors make 
discharge of the treated effluent to TEDF not feasible because disposal of the 200-UP-1 treated 
effluent to TEDF would probably constitute an offsite CERCLA action. Offsite CERCLA actions 
must comply with all applicable standards; CERCLA waivers cannot be used for offsite actions. For 
these reasons, this discharge option is not retained for further consideration. 

5.2.2 System Design and Operating Standards 

The pwnp-and-treat alternative may generate RCRA hazardous waste, including spent ion exchange 
resins and GAC. If so, substantive RCRA and WAC 173-303 standards would apply to the 
management of these wastes. Although the substantive RCRA and WAC 173-303 standards do not 
apply to design and operation of the system, they will be considered because of the possibility of 
encountering groundwater with hazardous constituents above RCRA characteristic levels in the future. 

Regulatory provisions found in 40 CFR 264 Subpart J and WAC 173-303-640 require secondary 
containment systems for hazardous waste tanks and ancillary equipment (e.g., pwnps, piping, valves). 
Design standards for the IRM system include secondary containment. 

5.2.3 Air Emissions 

Under 40 CFR Part 61, Subpart Hand WAC 246-247, radionuclide airborne emissions from all 
combined operations at the Hanford Site may not exceed 10 mrem/year effective dose equivalent to 
the hypothetical offsite maximally exposed individual. WAC 173-460 establishes acceptable source 
impact levels for more than 500 carcinogenic and acutely toxic air pollutants. 

The radionuclide emission requirements would apply to all fugitive, diffuse, and point source air 
emissions of radionuclides generated by the pwnp-and-treat alternative. If the pwnp-and-treat 
alternative generated an increase of toxic air pollutants to the atmosphere above the small quantity 
emission rates, implementation of Best Available Control Technology for Toxics (T-BACT) would be 
required. It is anticipated that air emissions will not exceed the small quantity threshold. 

5.2.4 Location-Specific ARARs 

The location-specific ARARs that are pertinent to the interim remedial measure at the 200-UP-1 
Operable Unit are the requirements of the Endangered Species Act of 1973, as amended and the 
protective requirements for significant cultural resources as identified in statutes such as the National 
Historic Preservation Act, Archaeological Resources Protection Act, American Indian Religious 
Freedom Act, and the Native American Graves Protection and Repatriation Act. Biological and 
cultural resource surveys have been perforriled within the 200-UP-1 Operable Unit. Based on these 
surveys, it has been determined that activities to support the IRM will not adversely effect any 
significant natural or cultural _resources at the operable unit. As additional intrusive activities are 
planned, surveys will be performed to ensure that there continue to be no significant adverse effects to 
biological or cultural resources. 
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The long-term effectiveness and permanence criterion assesses whether the alternatives leave an 
unacceptable risk after the conclusion of remedial activities. The no-action alternative would 
effectively reduce risk in the very long term through natural attenuation; however, the time necessary 
to achieve this risk reduction is many hundreds of years. Until natural attenuation is achieved, the 
potential risk to human health and the environment would likely increase as the plume migrates. The 
pump-and-treat alternative would not, by itself, achieve long-term effectiveness and permanence for 
the entire plume. Containment of the high-concentration area of the plume will reduce risk resulting 
from plume migration. In addition, removal of contaminants would provide a measure of long-term 
and permanent reduction in risk by removing a significant portion of the total mass that contributes to 
those risks. Pump-and-treat is consistent with potential final remedies and could improve the 
likelihood for those final remedies to achieve long-term effectiveness and permanence. 

5.4 REDUCTION OF TOXICITY, MOBILITY, OR VOLUME THROUGH TREATMENT 

This criterion, reducing the toxicity, mobility, or volume via a treatment alternative, assesses whether 
the alternative permanently and significantly reduces the hazard posed. This is accomplished by 
destroying the contaminants, reducing the quantity of contaminants, or irreversibly reducing the 
mobility of the contaminants. 

The no-action alternative pro".ides no immediate reduction of toxicity, mobility, or volume through 
treatment. The plume volume is expected to increase in size as groundwater movement displaces it. 
Toxicity would be reduced as the plume disperses, but this will require hundreds of years to reach the 
MCLs. 

The pump-and-treat alternative would restrict the movement of the plume and would provide 
immediate reduction of the contaminant mass in the aquifer. Extracted groundwater would be treated 
to remove contaminants, thereby reducing the toxicity of the groundwater in the high-concentration 
areas of the plume. Contaminants removed during treatment would be concentrated (e.g., in spent 
resin) in a stable waste form. · Carbon tetrachloride will be captured in GAC and ultimately disposed 
of via an approved method. · 

5.5 SHORT-TERM EFFECTIVENESS 

The short-term effectiveness criterion assesses whether the alternatives provide adequate protection to 
human health and the environment during the remedial action and how long it will take for the action 
to achieve the established objectives. Because the groundwater in the 200 West Area is not currently 
used as a source of drinking water, there is no immediate risk to human health. However, under the 
no-action alternative, the plume will continue to migrate, increasing the affected area and creating a 
potential threat to human health and the environment. The time for the no-action alternative to 
achieve restoration of the aquifer to acceptable levels is extremely long. The pump-and-treat 
alternative does not present a significant risk to human health and the environment because it would 
be implemented in a manner that is protective of workers and the environment. 
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The implementability criterion assesses whether the alternatives are technically and administratively 
feasible. The no-action alternative is implementable. A pump-and-treat system could be implemented 
without administrative difficulty using available technology. It is not completely certain that the 
remedial objectives of containment could be achieved; however, remediation simulations using 
computer models indicate that it is feasible . The contaminants of concern are highly soluble and are 
conservatively expected to be flushed from the high-concentration portion of the aquifer using 
pump-and-treat within a reasonable time (within 20 years) . 

5.7 COST 

The cost criterion evaluates the cost effectiveness of the alternatives. The no-action alternative 
invokes no additional cost. 

Cost estimates for the pump-and-treat alternative were prepared based on vendor information, 
conventional cost-estimating guides, and results of the treatability study. The assumptions for the cost 
estimates are summarized in Section 6.6 by fiscal year (FY) and are based on FY 1995 dollars. The 
total estimated cost for implementing the pump-and-:treat alternative through FY 1999 is $9,243,000. 

5.8 STATE ACCEPTANCE 

The state acceptance criterion evaluates whether the technical and administrative concerns of the state 
have been addressed. The no-action alternative does not meet the concern expressed by the state 
regarding the continued migration of contaminants in groundwater at the Hanford Site. The 
pump-and-treat alternative has generally been accepted by the State of Washington. 

5.9 COMMUNITY ACCEPTANCE 

The community acceptance criterion evaluates how the alternatives address the concerns of the local 
community. The local community has expressed concern regarding the continued migration of 
contaminants in groundwater at the Hanford Site. The no action alternative does not address these 
expressed concerns. The pump-and-treat alternative was first proposed as part of the Fourth 
Amendment to the Tri-Party Agreement and received favorable public comments. Final community 
acceptance of the alternative will be evaluated following the public comment period on the 200-UP-1 
IRM Proposed Plan. 

6.0 PREFERRED INTERIM REMEDIAL ALTERNATIVE 

The preferred interim alternative is pump-and-treat. The primary objectives are to contain the 
contaminant plumes, extract contaminants from the area of highest concentrations, and to provide 
information that will be necessary for development of a final remedy that will be protective of human 
health and the environment. In addition to the pump-and-treat system, site investigation and other 
field activities (discussed below) would be conducted during the IRM to assess and optimize the 
remedial action. 
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Two phases of operation are proposed: The first phase consists of continued use of the existing 
pilot-scale treatment system, which has a capacity of about 50 gal/min. This system, however, is 
currently limited by the capacity of the pwnping wells to approximately 15 gal/min. Therefore, 
Phase 1 will include the installation of additional wells within the plume to increase the pumping rate 
and provide reinjection capacity. Phase 1 operations will provide additional engineering data for 
further optimization of the treatment system and to support the phased expansion of the pump-and­
treat system. During this period, monitoring of the plumes will continue and may include the 
installation of an additional monitoring well(s). Information to be gained during this initial phase 
include optimal groundwater withdrawal and return rates; optimal pwnping, injection, and monitoring 
well placement; and refined knowledge of contaminant distribution within the aquifer. Phase 1 
treatment will use the treatment system developed for the treatability test. . This system does not 
include nitrate treatment capability; thus, nitrate will not be addressed during Phase 1. However, the 
treatment of carbon tetrachloride will be addressed in Phase 1. If an interim action record of decision 
(ROD) is issued by September 1995, Phase 1 is estimated to be initiated by March 1996. Operation 
of Phase 1 would continue until Phase 2 upgrades necessitate system shutdown. It should be noted 
that the pilot-scale treatability test began March 31, 1994, and operations will continue until the start 
of Phase 1 operations. It should also be noted that the implementation of the two phases is time 
critical as continuation of Phase 1 alone without subsequent implementation of Phase 2 may result in 
accelerated offsite transport of the target plumes. This could happen because a portion of the high­
concentration plumes would not be captured, but would be subject to an increased hydraulic gradient 
imposed by the pumping and reinjection activities. Phase 2 will expand the pump-and-treat remedial 
action to include a 120 gal/min treatment system, additional pumping and injection wells to increase 
the pumping capacity to 120 gal/min, and additional monitoring wells to assess the performance of the 
pump and treat. The degree of the planned expansion (120 gal/min) is based on the estimated amount 
of pumping necessary to contain that portion of the plume with the highest concentrations of uranium, 
technetium-99, and nitrate (Figure 1). Groundwater extracted from the containment zone will be 
treated for uranium and technetium-99 using ion exchange technology. Nitrate will be removed using 
biodenitrification. Carbon tetrachloride will be removed using liquid-phase GAC. 

Interim remediation should proceed at least until information sufficient to determine a final remedy 
has been obtained. Such information will include spatial and temporal data to support refinement of 
contaminant transport parameters, to set final cleanup standards, and to define key site conditions and 
mechanisms that could limit restoration potential. It is expected that about 2 to 4 years are required 
to flush the affected portion of the aquifer one time and to obtain the necessary data. 

The following sections present the technical basis for the preferred alternative, conceptualization of 
the wellfield, evaluation of the capture zone, a description of the treatment system, criteria for 
technical evaluation of performance of the pump-and-treat systems, and additional proposed activities . 

6.1 TECHNICAL BASIS AND SCOPE OF THE PREFERRED ALTERNATIVE 

The preferred alternative would create a hydraulic containment zone in the area of highest nitrate, 
uranium, and technetium-99 contamination (greater than the 450,000 ppb, 590 ppb and 9,000 pCi/L 
isopleths, respectively). This contaminant zone is an elliptically shaped area (0.03 mi2) downgradient 
of the uranium and technetium-99 contamination sources (the 216-U-1 and 216-U-2 Cribs) (Figure 1). 
These isopleths represent 10 times (lOX) the MCL contours for the contaminants of concern and 
coincidentally represent an incremental cancer risk (ICR) of approximately 10-4. This area is 
proposed because it contains the highest concentrations of dissolved contamination in the aquifer, is 
limited in areal extent, and therefore provides the best opportunity to control local plume migration 
and reduce contaminant mass. This proposal addresses nitrate, uranium, and technetium-99 

11 



BHI-00187 
Rev. oo · 

contamination; however, other contaminants are known to be ptesent (i.e., carbon tetrachloride). 
Although this IRM concentrates on nitrate, uranium, and technetium-99, carbon tetrachloride will also 
be removed from extracted groundwater through the use of GAC. 

Containment and mass reduction of the entire nitrate, uranium, and technetium-99 plume is 
impracticable with current or next-generation technology. Table 1 illustrates two remedial scenarios: 
one for the entire plume and a second for the much smaller high-concentration portion of the plume. 
The high-concentration portion of the plume is the area where concentrations are greater than 10 
times the current MCL and contain about 69% and 62 % of the total inventory of dissolved uranium 
and technetium-99, respectively, but cover only 16% of the total plume area. 

Table 1. Estimated Time to Remediate the 200-UP-1 Uranium and Technetium-99 Plumes. 

Total Pore 
120 gal/min 360 gal/min Mass 

Constituent K.i Rf Area Volume 
Removal Removal 

Removed 
Time Time . (mi2) (L) 

(years) (years) 
(%) 

2..1ox MCL CAPTURE ZONE 

Uranium 0.3 6 16.6 5.5 

Technetium-99 0 1 
0.03 2.6E+7 

1.6 0.5 
54 

ENTIRE PLUME 

Uranium 0.3 6 100 33 

Technetium-99 0 1 
0.24 4.9E+8 

9.4 3.1 
90 

Remediation time for the entire plume (Table 1) is considerably greater than the estimated remediation 
time for the high-concentration area of the plume. Estimated remediation times for the entire plume 
range from a minimum of 3 .1 years for technetium-99 pumping at 360 gal/min to a maximum of 
100 years pumping at 120 gal/min and assuming the 6.0 retardation factor for uranium. 

It is estimated that containment and treatment of the high-concentration portion of the plume would 
require from 5.5 to 16.6 years depending on treatment rate and geochemical adsorption assumptions 
(Table 1). Based on a total pumping rate of 120 gal/min, about 17 years would be required for a 
90% reduction of currently di°ssolved uranium in the concentrated portion of the plume. 
Technetium-99, due to its greater mobility, would be remediated earlier (approximately 2 years). 

As demonstrated by these two scenarios, a small change in the retardation factor or contaminant 
distribution can significantly affect the time for remediation. Additionally, these estimations do not 
consider continuing source(s) of contamination (uranium), which could extend or nullify remediation 
efforts. Remediation times would change in a linear fashion if the input parameters for the 
calculation are varied. For example, doubling the porosity and the thickness of the contaminated 
interval quadruples the remediation time. This illustration points to the need for additional, accurate 
aquifer and contaminant migration data in order to make more reliable estimates of remediation times . 

The simple volumetric calculations do not consider the number of wells needed to extract the 
contaminated groundwater. For example, it would take about 12 wells to intercept just the eastern 
portion of the entire 0.24-mi2 plume, assuming a 100-ft well spacing. For the partial plume,.jt is 
estimated that three wells will be needed to contain the concentrated plume (assuming 50-ft well 
spacings). Additional wells would be required for reinjection of the treated water. 
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6.2 WELLFIELD CONCEPTUALIZATION/CAPTURE ZONE ANALYSIS 

Preliminary design efforts have evaluated actions necessary to create a wellfield that would meet the 
remedial action objectives of containing the concentrated portion of the plume in a cost effective 
manner and obtaining data necessary to develop a final remedy. The capture of groundwater within 
this area of high concentration (Figure 2) for technetium-99, uranium, and part of the nitrate plume 
would be constrained by the following considerations: 

• 

• 

• 

Minimize the number of wells and pumping rates while maximizing the areal extent of the 
groundwater capture zone (this optimizes well field efficiency and minimizes associated costs) 

Recirculate as much groundwater as possible within the envelope of the groundwater capture 
zone to direct the movement of contaminants toward the extraction wells 

Limit the time to capture each pore volume of the high-concentration portion of the plume, 
thereby rapidly reducing the highest concentrations of contaminants to the target levels. 

The proposed extraction and injection well screens are assumed to extend through the entire depth 
(approximately 30 ft) of high contaminant concentration. 

One of the primary factors influencing groundwater flow and transport in the area of the 200-UP-1 
Operable Unit is the spatial variability in hydraulic conductivity due to lenticular zones of sand, silty 
sand, silt, and gravelly sands within the aquifer system. The extent and continuity of these lenticular 
zones has not been extensively characterized to enable prediction of the extent and continuity of the 
corresponding high and low hydraulic conductivity zones (Kelty et al. 1995). Therefore, for 
numerical modeling purposes, the aquifer was assigned uniform hydraulic properties. 

The groundwater capture within the composite lOX MCL zone of uranium and technetium-99 was 
characterized using an EPA-accepted, screening-level, three-dimensional groundwater capture zone 
analysis. The MODFLOW (McDonald and Harbaugh 1988) computer code was used for all 
simulations of groundwater flow. To determine the areal extent of groundwater capture zones, 
particle tracking was performed using MODPATH (Pollock 1989). MODPATH uses the output from 

· MOD FLOW to track an inert "particle" through the aquifer flow field. 

Particle tracking assumes no chemical interaction with the aquifer matrix or groundwater and, 
therefore, no retardation or molecular diffusion of the contaminants in the groundwater flow field. 
Particle tracking also neglects the spreading of contaminants due to tortuous paths through the aquifer 
matrix (i.e., mechanical dispersion). 

Hydraulic conductivity, boundary conditions, and other input parameters were derived from previous 
studies by Kelty et al. (1994, 1995); Connelly (1994); Thome et al. (1994); DOE-RL (1993a); Kasza 
et al. (1993a, 1993b); and Serkowski et al. (1994). The model was configured with three layers, and 
assumed that the extraction and injection wells fully penetrated layer 1 (uppermost layer). Figure 3 is 
a cross section of the conceptual model. Input parameters and conditions for the screening-level 
numerical model are listed below. 

-
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Figure 2. Capture Zone Analysis for Three-Well Scenario 
(Reverse Particle Tracking, Depicting Zone Captured). 
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Figure 3. Cross Section of Conceptual Flow Model. 
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Input Parameters 

Hydraulic conductivity 
Vertical hydraulic conductivity 
Porosity 
Pumping rate 
Layer thickness 
Elevation, bottom layer 1 

Model Conditions 

• Constant head boundaries. 
• Steady state hydraulic field. 

50 ft/d 
5 ft/d 
15% 
40 gal/min/well 
100 ft (L2, L3); 30 ft (Ll) 
425 ft amsl 

• Water levels = top of layer 1 (for all layers). 
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The model was refined based on a qualitative fit of calculated to observed water levels. Figure 4 
illustrates the steady-state flow field over the model region. The fit of observed to calculated water 
levels is shown in Table 2. The degree of "fit" is considered good to excellent for a screening 
analysis. Reverse particle tracking was used to better illustrate the areal extent of the groundwater 
capture zone and groundwater travel times to the extraction wells (Figure 2). 

The wellfield configuration shown in Figure 2 was found to be the most efficient scenario for 
groundwater capture encompassing the lOX MCL isopleths for uranium and technetium-99. The 
model results also show that one pore volume of groundwater will pass through the high-concentration 
area of the plume in about 2.2 years at 120 gal/min extraction rate. Pumping results in a downward 
vertical gradient being generated at the injection wells, and an upward gradient at the extraction wells . 
Figure 3 is a cross-sectional illustration showing the streamlines between the extraction and injection 
wells. 

6.3 TREATMENT SYSTEM CONCEPTUALIZATION . 

The treatment system will be designed to nominally process contaminated groundwater at 
120 gal/min. The water will be extracted from three extraction wells at a nominal flow rate of 
40 gal/min from each well. The treatment system will target removal of nitrate, uranium, and 
technetium-99 from.the extracted groundwater. Carbon tetrachloride will also be removed from the 
water. After treatment, the water will be returned to the aquifer at a rate of 120 gal/min through 
three return wells (Figure 2) . 

The uranium and technetium-99 will be removed using an ion-exchange process (Figure 5). This 
process passes the groundwater through ion-exchange resin beds where the uranium and 
technetium-99 are adsorbed onto the resin. The ion exchange process was tested using a pilot-scale 
system operated under actual field conditions (DOE-RL 1993a, 1995). · The pilot-scale system proved 
to be > 99 % effective at removing uranium and technetium-99. 

The elevated levels of nitrate will also be treated. The treatment of nitrate would use a 
biodenitrification treatment system. Biodenitrification uses micro-organisms to convert nitrate to 
nitrogen gas and bacterial sludge. Biodenitrification technology has been tested with 200-UP-1 
groundwater in an off site laboratory using bench-scale fluidized bed reactors (FBR) (Brown J..995). 
The tests indicated that a single-stage FBR could reduce nitrate concentration by over 95 % at steady 
state. This range of nitrate reduction would result in an effluent meeting the drinking water standard 
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Table 2. Observed vs . Calculated Water Levels (June 1994). 

Well Observed Calculated 
Observed minus 

Number Head (6/94) Head 
Calculated (ft) 

(299) (ft arnsl) (ft ainsl) 

W19-14 458.95 460.15 -1.20 

W19-15 459.83 460.78 -0.95 

W21-1 451.37 451.35 0.02 

W22-40 455.11 456.13 -1.02 

W22-41 455.11 456.10 -0.99 

W22-42 455.01 456.09 -1.08 

W22-43 455.93 457.02 -1.09 

38-70 449.46 447.35 2.11 

W19-20 453.40 455 .37 -1.97 

W19-27 463.70 463 .89 -0.19 

W19-28 457.37 457.03 0.34 

ainsl = above mean sea level. 
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of 45,000 ppb nitrate MCL, with the anticipated groundwater average concentration of 650,000 ppb. 
Alternative biodenitrification schemes using suspended bacterial cultures would cost more than an 
FBR, which was bacterial cells immobilized on a solid fluidizing medium such as sand or GAC. The 
alternative to biodenitrification, anion exchange, might be practical with onsite regeneration of the 
anion exchange resin. However, this alternative would produce a large volume of regenerate 
wastewater containing nitrate. The biodenitrification alternative produces a relatively small amount of 
nonhazardous bacterial sludge waste. This waste, when dewatered, can be landfilled. An FBR 
designed for 120 to 180 gal/min would consist of a water pump, a steel 14- to 18-ft-diameter tank, 
flow controls, a circulation pump, a sludge thickener/filter/pumping removal system, and small 
tank/pump systems for dissolved carbon and nutrient additions . 

Carbon tetrachloride will be treated using liquid-phase GAC. This method has proven to be highly 
successful in the 200-ZP-1 treatability test. 

Spent ion-exchange ·resins will be removed from the columns, drained, and appropriately packaged for 
disposal. Disposal options for spent resins are (1) disposal at low-level burial grounds (radioactive 
components are the only potentially hazardous material that will require special handling) and (2) 
disposal at the Environmental Restoration Disposal Facility (ERDF), which is currently under 
construction. All wastes will be packaged to meet the requirements of whichever facility receives 
them. Spent carbon will either be regenerated or disposed of at an approved facility. -
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Performance evaluation for the IRM pump-and-treat will be based on parameters that are directly 
measurable during remediation. These parameters will be used to assess the effectiveness of the 
action and judge whether the remedial objectives are being fulfilled. 

Performance goals include the following: 

• Maintain hydraulic control and contain the high-concentration area of the plume by 
establishing a hydraulic capture zone in the area of the extraction wells (i.e., capturing the 
lOX MCL isopleths of uranium and technetium-99) 

• Prevent uranium, nitrate, and technetium-99 concentrations from increasing down gradient 
from the containment zone 

• Reduce nitrate, uranium, technetium-99, and carbon tetrachloride to the MCLs prior to 
reinjection of treated groundwater using the surface treatment system 

• Obtain data to support development of a final remedy. 

A technically successful interim remedy would (1) hydraulically contain the highly contaminated 
portion of the plume, (2) remove significant contaminant mass and reduce contaminant concentrations, 
and (3) provide data necessary to develop a final remedy. Therefore, to evaluate the technical success 
of the preferred alternative during operation and prior to each stage of expansion, a periodic 
performance evaluation using the observational approach will be conducted. Several specific technical 
criteria will be addressed in the evaluation. 

• Criterion 1 

Is the wellfleld hydraulically containing and/or intercepting the combined uranium and 
technetium-99 plume? This evaluation will require estimating the extent of the 
three-dimensional capture zone. Field measurements to support this evaluation will consist of 
monitoring water-levels in the extraction and monitoring wells. If this criterion is met, the 
action will have achieved the overall interim goal of containment. 

• Criterion 2 

Have contaminant concentrations within or downgradient of the containment zone been 
stabilized? Field activities will consist of collecting and analyzing groundwater samples at 
monitoring wells and extraction wells. Analytical results will be used to plot contaminant 
concentrations versus time and to evaluate the pump-and-treat system effectiveness. 

• Criterion 3 

Is mass removal occurring at a rate that will remove the dissolved contamination in a 
reasonable period of time and at a reasonable cost? Field and laboratory measurements will 
include flow rates and contaminant concentration changes over time in the extraction and 
monitoring wells and evaluation of treatment system effectiveness/efficiency. 
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Have data been obtained on aquifer and contaminant response to remediation measures to 
support a determination of the need for and feasibility of final remedial measures for the Site? 
The information from the IRM pump-and-treat activity will be developed in an iterative 
manner, as precise system performance goals justifying continued operations are difficult to 
predict. However, it is likely that hydrologic factors, contaminant capture factors, or 
reaching an acceptable level of remediation will determine whether or not the IRM should be 
continued, terminated, or redirected. The temporal and areal distribution of contaminant 
concentrations will be used to refine the contaminant transport parameters, to set final cleanup 
standards, and to establish the technical feasibility of meeting those standards. · 

• Criterion 5 

Is the treatment system perfonnance meeting the MCL treatment goals? Field activities will 
consist of post-treatment water sampling and analysis. Treatability testing indicates that the 
ion exchange resin treatment for uranium and technetium-99 will meet the MCL targets. 
Sampling and analysis will be used to determine when resin changeout is necessary. The 
treatment of carbon tetrachloride using GAC is an established technology, and analysis will 
indicate when replacement of the GAC is needed. Monitoring of the biodenitrification unit 
will be used to determine what actions must be taken to maintain or recover system 
efficiency. In the event that the system cannot fully meet MCL requirements after 
optimization, the agencies will be informed and alternate treatment levels proposed. 

In conclusion, the remedial objectives and goals will be achieved if the high-concentration plume is 
hydraulically contained; contaminant mass is removed in a reasonable time-frame and at a reasonable 
cost; contaminant concentrations are reduced, thus stabilizing or shrinking the plume in this area; and 
the remedial activities and related actions provide valuable information for the final remedy selection. 

6.5 ADDITIONAL PROPOSED ACTIVITIES 

Activities implemented under the work plan (DOE-RL 1992b) have been completed and were largely 
sufficient to refine the conceptual model and support interim action decisions regarding the uranium, 
technetium-99 and nitrate plume. However, one additional monitoring well is recommended on the 
south side of the plume where well control is lacking. This information is expected to further 
constrain the interpreted geometry of the plume and assess contaminant contributions from the 
216-U-8 Crib. . 

6.6 BASIS FOR COST ESTIMATE AND SCHEDULE 

The cost estimates for the preferred alternative were prepared based on vendor information, using 
pilot-scale test cost/resource data and conventional cost-estimating guidelines. Figure 6 summarizes 
the proposed schedule for the IRM, and Table 3 provides a summarized listing of the costs . 

Phase 1 FY 1996 costs included the following items: (1) design and upgrade of existing system to 
operate at 50 gal/min capacity; (2) installation of one injection and one extraction well; (3) operation 
and maintenance (3.5 full-time employees, resin replacement, and waste management); (4) J2E_Oject 
support at 80% of operation and maintenance (O&M) labor; and (5) sampling and analysis, and 
monitoring costs. 
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Table 3. Summary Table for Costs and Schedule for the 200-UP-1 IRM 
from the Present through Fiscal Year 1999. 

Activity FY 19961 FY 19962 FY 19972 

Design, Procure, 
Install System $89,000 $1,633,000 $0 

Well Installation $286,000 $857,000 $0 

Operations and 
Maintenance 

Resin $114,000 $0 $304,000 
Labor $438,000 $0 $438,000 
Direct Support $350,000 $0 $350,000 
Waste Disposal $70,000 $0 $101 ,000 
Biodenitrification · SQ $0 $241 ,000 

Subtotal $972,000 $0 $1 ,434 ,000 

Sampling, Analysis, 
and Monitoring $219,000 $0 $219,000 

Escalation $0 $0 $38,000 

Totalb $1,566,000 $2,490,000 $1,691,000 

1 Phase 1, 50 gal/min system with no nitrate removal capability 
2 Phase 2, 120 gal\min system 

FY 19982 FY 19992 

$0 $0 

$0 $0 

$304,000 $304,000 
$438,000 $438,000 
$350,000 $350,000 
$101,000 $101,000 
$241,000 $241,000 

$1,434,000 $1 ,434,000 

$219,000 $219,000 

$76,000 $114,000 

$1,729,000 $1,767,000 

Phase 2 FY 1996 costs included the following items: (1) capital costs for the design, procurement, 
and installation of a 120 gal/min IX/GAC/biodenitrification pump-and-treat system; (2) installation of 
seven wells at a depth of 270 ft (two extraction, two injection, and three monitoring); (3) sampling 
and analysis, and monitoring costs; and (4) escalation at 2.3% per year. 

Phase 2 FY 1997 costs included the following items: (1) operation and maintenance (3.5 full-time 
equivalents, IX resin replacement and waste management, biodenitrification operation, and 
miscellaneous supplies and equipment); (2) project support at 80% of O&M labor; (3) sampling, 
analysis, and monitoring costs; and (4) escalation at 2 .3% per year. 

Costs for FY 1998 and FY 1999 include operations and maintenance, sampling and analysis, 
escalation, and markup based on the same assumptions as FY 1997. 

The cost estimates for the preferred alternative were prepared based on treatability test results, vendor 
information, and conventional cost-estimating guidelines. Table 3 provides a summarized listing of 
the costs. 
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The UO3 Plant discharged considerable volumes of liquid containing uranium and technetium-99 into 
five cribs (216-U-1, 216-U-2, 216-U-8, 216-U-12, and 26-U-16) located in the vicinity of the facility 
(Figure A-1). Although each crib had the potential to impact groundwater, only the 216-U-1, 
216-U-2, and 216-U-12 Cribs have been clearly identified as sources of groundwater contamination. 
The 216-U-1 and 216-U-2 Cribs are the primary sources of the uranium, technetium-99, and nitrate 
plumes in the 200-UP-1 Operable Unit; the disposal history for these cribs is discussed below. The 
summary information presented in this section has been distilled from a number of sources, including 
Delegard et al. (1986), Rockwell (1986), WHC (1986), and DOE-RL (1993). 

Al.1.1 Disposal History 

Process wastewater from the UO3 Plant, consisting primarily of dilute nitric acid containing uranium, 
technetium-99, and other fission products, was discharged to the soil column via two cribs (216-U-1 
and 216-U-2) between 1952 and 1967. More than 70 pore column volumes of wastewater were 
discharged, thus easily transporting mobile constituents, particularly technetium-99, to the water table. 
However, most of the 4,000 kg (8,800 lbs) of uranium discharged to the 216-U-1 and 216-U-2 Cribs 
was retained in the upper 20 m (66 ft) of the soil column as autunite (Ca(UO;z)i(PO4)i-10-12H20), a 
relatively insoluble phosphate mineral phase. Phosphate was added from uranium recovery operations 
during the 1950's. Under these conditions the principal uranium species in solution would be a 
phosphate complex (UOi(HPO4)/) (Drever 1982), and reaction with calcium (Ca2+ or CaCO3) to 
form autunite would serve as a major retardation mechanism for the transport of uranium through the 
vadose zone. 

During the final years of crib operation (ca. 1966-67), smaller volumes of highly acidic 
decontamination wastes were disposed. The acid would have served to shift the equilibrium in favor 
of the solution species and resulted in the dissolution of part of the previously deposited autunite. 
The volume of process wastes disposed to the cribs was only sufficient to transport a small fraction of 
the mobile anionic uranium phosphate complex to groundwater, and only low concentrations of 
uranium were seen in the groundwater monitoring wells near the 216-U-1 and 216-U-2 Cribs during 

· this period. The majority of the dissolved uranium was distributed throughout the soil column 
beneath the crib with a large concentration deposited above a caliche layer at about a 50-m depth. 

The mobile uranium fraction in the 216-U-1 and 216-U-2 Cribs was later transported (broke through) 
to groundwater after large volumes of cooling water were discharged to the adjacent 216-U-16 Crib, 
located less that 60 m (200 ft) away, in 1984. Water from the 216-U-16 Crib spread laterally as a 
perched water layer. This subsurface water source reached the 216-U-1 and 216-U-2 Cribs and 
carried the mobilized uranium down to groundwater via preferential pathways (e.g., outside of 
unsealed well casings adjacent to the 216-U-1 and 216-U-2 Cribs), and/or migrated downward 
through the soil column. Upon reaching groundwater the higher ambient pH would result in the 
conversion of the uranyl phosphate complex into a uranyl carbonate complex (UO2[CO3]/) which is 
the form transported in the existing groundwater plume. 

Al.1.2 Remedial Actions in 1985 

In February 1985, uranium concentrations in the groundwater abruptly increased from 166 tQ,. about 
72,000 pCi/L. Three actions were instituted to address uranium discharge to groundwater: (1) a 
pump-and-treat action was initiated through an ion-exchange column to remove uranium, (2) portions 
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Figure A-1. 200-UP-1 Facility Location Map. 
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of existing wells that may have provided preferential pathways were grouted to prevent further 
vertical communication, and (3) new monitoring wells were installed to aid in the characterization of 
the uranium plume and the cleanup activities. Eight-million gallons of groundwater was pumped and 
treated during a 6-month period from June 13, 1985 to November 26, 1985. An estimated 687 kg of 
uranium was removed during this operation, and concentrations in 199-Wf9-3 were reduced from 
72,000 pCi/L to about 1,700 pCi/L. After treatment was terminated groundw.ater concentrations 
rebounded significantly in early 1986 (to 20,400 pCi/L) but declined rapidly as drainage of most of 
the contaminated wastewater from the soil column beneath the cribs continued for approximately 5 
years and subsequently diminished. 

Al.2 CURRENT CONTAMINANT DISTRIBUTION 

Plume distributions for uranium, technetium-99, and nitrate are illustrated in Figure A-2. The leading 
edge of contamination for all three plumes has migrated beyond the 200 West Area boundary. The 
combined uranium and technetium-99 contaminant plume which is above regulatory standards covers 
an area of 5.0 x 105 m2 (.2 mi2

). The nitrate plume is much larger and coalesces with other nitrate 
contaminant plumes from 200 West Area facilities. The Drinking Water Standards MCLs for 
uranium, technetium-99, and nitrate are 59 ppb, 900 pCi/L, and 45,000 ppb respectively. The 
highest concentrations for each of the contaminants , are nearly collocated near the treatability test site 
shown in Figure A-2 . Maximum concentrations (February 1995) are 1487 ppb (uranium), 
23,700 pCi/L (technetium-99), and 1,700,000 ppb (nitrate). Uranium and technetium-99 maximum 
concentrations are about 25 times as high as the applicable MCLs, while nitrate's maximum 
concentration is nearly 40 times the MCL. The uranium plume distribution pattern suggests there 
may be a continuing source of uranium at or near the 216-U-1 and 216-U-2 Cribs. This may be due 
to slow drainage of remobilized uranium from the vadose zone, as noted above. 

Carbon tetrachloride is also present beneath 200-UP-1 in concentrations as high as 320 ppb at the 
treatability test site. The source for the carbon tetrachloride is believed to be to the west and outside 
the 200-UP-1 Operable Unit from disposal sites associated with Z Plant. The MCL for carbon 
tetrachloride is 5 ppb, therefore, the maximum concentration is about 65 times the regulatory 
standard. 

Al.2.1 Unsaturated Zone Distribution 

The current distribution of contamination in the unsaturated zone beneath the Ul/U2 crib site was 
investigated in late 1993/early 1994 and a summary of the results is reported in the Borehole 
Summary Report for the 200-UP-2 Operable Unit, 200 West Area (Kelty et al. 1995). Borehole 299-
W19-96 was drilled through the U-1 crib to characterize the vertical extent of uranium contamination 
beneath the Ul/U2 crib site. The borehole was placed in the northwest comer of the U-1 crib. 
During drilling, radiological contamination was reported at 4 ft and extended at elevated levels from 
15 to 60 ft. Activity levels dropped to below detection limits for field screening instruments by 60 ft, 
with sporadic contamination occurring to 70 ft. Low-level radiological contamination was reported 
again in a thin interval of the caliche layer from 169-170 ft. Subsequent radiologic soil analyses and 
geophysical logging of the borehole confirms a zone of uranium contamination from about 20 ft to 57 
ft (highest levels exceeding 20,000 pCi/g) and a second zone at the top of the caliche layer at 165-169 
ft (highest concentration < 100 pCi/g). The zones of uranium contamination in 299-W19-96 are very 
comparable to those reported for well 299-W19-11 which was drilled and sampled in 1983 ~d logged 
in 1985 (Delegard 1986). Detailed physical and chemical characterization of 299-W19-11 sediment in 
1985 established that a sample taken at 35 .5 ft contained autunite in a low pH environment. 
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The areal extent of contamination of uranium, technetium-99, nitrate, and carbon tetrachloride in the 
saturated zone has been presented in Section Al .2. Two phases of vertical characterization work 
have been conducted in support of the 200-UP-1 Operable Unit investigation and reported in Ford 
(1995). The first phase, conducted from August 1993 through December 1993, utilized existing 
boreholes that had been completed and perforated or screened over intervals that spanned the water 
table to greater than 30 ft into the saturated zone. Phase II sampling was conducted as a drill and test 
evaluation at a new three-well cluster site from June, 1994 to September, 1994 (Kelty et al. 1994). A 
well location map is presented in Figure A-3. Factors that are believed to control the vertical 
distribution of contaminants include reduction/oxidation conditions, hydrostratigraphic conditions 
which restrict vertical movement, and vertical cross-cutting preferential pathways such as unsealed 
wells. Based on interpreted redox conditions in the unconfined aquifer, a potential exists for mobile 
uranium and technetium-99 to be present at depths of up to 100 to 130 ft below the water table. 
Hydrostratigraphic controls appear to limit the vertical migration of these contaminants over the main 
body of the plume. Uranium and technetium-99 at concentrations greater than drinking water 
standards in the main body of the contaminant plumes are interpreted to be present up to 60 ft into the 
aquifer. 

Al.3 RATE OF MOVEMENT 

Figure A-4 presents a normalized concentration data contour for both contaminants. The maximum 
average rate of movement can be estimated from examining the leading edges of both plumes. The 
apparent rate of movement of the technetium-99 plume, based on the maximum distance of the 0.1 
(C/Cmax) contour (see Figure A-4) from the 216-U-1 and 216-U-2 Cribs and time (ca. 40 yr) since 
initial discharge of process waste to the cribs, is approximately 1400 m/40 yr = 37 m/yr (120 ft/yr) . 
An apparent migration rate for the uranium plume using the maximum downgradient distance to the 
same C/Cmax contour is 945 m/40 yr = 24 m/yr (80 ft/yr). 

The apparent plume migration rate of the technetium-99 is in approximate agreement with predicted 
groundwater flow rates based on hydraulic properties of the aquifer in the vicinity of the plumes (ca 
30 m/yr) (100 ft/yr) (Connelly et al. 1992). This suggests there is little if any reduction in the 
migration rate of this contaminant due to interaction with aquifer solids within the saturated zone. 
Uranium, on the other hand, appears to have migrated more slowly, which may be related to 
retardation due to interaction of the uranyl ion with aquifer solids. 

Al.4 CONCENTRATIONS AT THE RIVER 

The maximum estimated concentrations that could potentially occur at the 200 Areas hypothetical 
exposure point and at the river are of interest as reference points for considering the magnitude of 
potential groundwater remediation required. For this estimate it is assumed that no action is taken 
and the centerline plume concentration can be estimated using the C/C0 plot as shown in Figure A-4. 
The path taken by the plumes emanating from the U Cribs area is expected to shift to the north and 
pass through Gable Gap and then to the river. The maximum concentrations are estimated by 
multiplying the appropriate C/C0 factor by the highest concentrations of uranium and technetium-99 
that currently exist within the concentration contours shown in Figure A-4. These maximum values 
are shown in Table A-1. _ 
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Table A-1 Maximum Estimated Centerline Concentrations of Contaminant 
Plumes at Major Downgradient Reference Points 

Point of interest 
Uranium Technetium-99 
(pCifL)• (pCifL)• 

Hypothetical exposure point 1,000 14,000 

Columbia River 600 8,000 

• Based on maximum initial centerline concentrations of 1,500 and 
20,000 pCi/L for uranium and technetium-99, respectively. 
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A quantitative analysis of the 200-UP-1 Groundwater Operable Unit (OU) was prepared based on the 
document entitled Risk-Based Decision Analysis for Groundwater Operable Units (BHl-00161). The 
analysis includes: 

• Sample-specific risk characterization of radioactive and chemical contamination in 
groundwater at 200-UP-1 expressed as risk contours using an industrial exposure scenario to 
establish risk levels for local workers ingesting groundwater. 

• Estimation of retardation and dispersion of the 200-UP-1 contamination during natural, 
downgradient migration to the hypothetical exposure point, assuming no remediation at 
200-UP-l. 

• Contaminant-specific risk characterization for protection of public health at the hypothetical 
exposure point, using the same industrial scenario for direct comparison of attenuation and a 
conservative, residential exposure scenario to gauge remediation. 

Risk Characterization of 200-UP-1 Groundwater 

Incremental lifetime cancer risks (ILCR) and noncancer hazard quotients (HQ) were estimated from 
sample-specific analytical data obtained during the period March 1993 to October 1994. The cancer 
and noncancer risks were calculated assuming an industrial groundwater ingestion scenario and the 
definition of a reasonable maximum exposure (RME). Typically, the RME is based on the 95 percent 
upper confidence limit (UCL) of the mean contaminant levels in the groundwater samples. However, 
only one sample event per well was obtained during the sampling period such that the sample-specific 
data for 200-UP-1 plumes were based on single values. The RME also assumes upper 90th to 95th 
percentile values, or best professional judgement, for exposure parameters such as contact rate, 
exposure frequency, and duration. The estimated RMEs were consistent with the equations and 
parametric values recommended in the Hanford Site Baseline Risk Assessment Methodology 
(HSBRAM 1993). 

Risk contours for ILCRs and HQs are shown in Figures 1 and 2, respectively. Remedial actions are 
generally not required for contamination where the composite ILCRs are less than 1 X 104 and the 
composite HQs are less than 1. The areas inside these contours, as shown in Figures 1 and 2, 
establish the plan view basis for estimating target cleanup volumes. 

Contaminants of potential concern (COPC) in groundwater at the 200-UP-1 OU include~ 
uranium, and nitrate. The radioisotopes of uranium and 99-f c are known to be human carcinogens 
(cancer-causing substances). Figure 9 shows the combined 99-fc and total uranium concentrations that 
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will yield an ILCR of 1 X 10-4 for industrial exposure to these radionuclides in the existing 
groundwater plwne .beneath the 200 West Area. This figure indicates that the combination of 99-fc 
and total uraniwn concentrations in groundwater corresponding to an ILCR of 1 x 10-4 vary depending 
on the ratio of the radionuclide concentrations. For example, if 99-fc and uraniwn contribute 60 and 
40 percent, respectively, to the total radiological ILCR, then the 99-fc and total uraniwn concentrations 
that correspond to an ILCR of 1 X 10-4 are approximately 10,000 pCi/L and 500 ug/L, respectively. 
This 60/40 99-fc-to-uraniwn ratio is approximately the ratio observed in the 200-UP-1 plwne where 
the total radiological ILCR exceeds 1 X 10-4. The ILCRs asswne that uraniwn is present in the 
following naturally-occurring isotopic quantities: 

238U = 99.2743% 
235U = 0.1200% 
234U = 0.0057%. 

Nitrate and the chemical form of uraniwn do not cause cancer but can produce other health effects in 
hwnans. Nitrate is the dominant factor in the estimate of noncancer-causing health effects in the 200-
UP-1 groundwater. The HQ = 1 contour approximately corresponds to the 45,000 ppb drinking 
water standard for Washington State. Nitrate has been classified as a contaminant with potential of 
producing methemoglobinemia (blue baby) when infants are exposed to high concentrations in 
groundwater. 

Natural Attenuation of the 200-UP-1 Plume 

If no remediation is implemented, the plwne of contamination will continue to move downgradient 
until it eventually reaches the boundary of the Central Plateau. The flow path from the 200-UP-1 
plwne location to the hypothetical exposure point was estimated to be 31,250 ft. This path length, 
used in the flow and contaminant transport modeling, was estimated from previous groundwater 
modeling, which showed that the plume will move to the east and then turn north. It would take 
approximately 130 years for this to happen with unretarded COPCs. However, uraniwn is retarded 
during migration causing the uraniwn plwne to separate from the 99-f c and nitrate plwnes with 99-f c 
and nitrate arriving at the hypothetical exposure point several hundred years ahead of the uraniwn. 

A two-dimensional analytical flow and transport equation was used to estimate receptor concentrations 
(or activities) at the boundary of the Central Plateau. The analytical equation describes contaminant 
migration in a uniform one-directional flow from a slug source. The analytical model is called 
CONMIG and is docwnented in the book entitled Analytical Groundwater Modeling. Flow and 
Contaminant Migration by William Walton (1989). Hydrogeologic parameters used for the analytical 
calculations were: 

Effective porosity = 0.15 
Aquifer thickness = 33 ft 
Hydraulic conductivity = 50 ft/day 
Hydraulic gradient = 0.0019 
Longitudinal dispersivity = 200 ft 
Transverse dispersivity = 20 ft 
Seepage velocity = 0.63 ft/day 
Aquifer bulk density = 1.65 gm/cm3 

Distribution coefficients = 0 (99-fc and nitrate) 
= 1 (uranium). 
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If it is assumed that the land use is unrestricted (residential bounding condition) and hwnans drink the 
groundwater, the estimated maximum ILCR is 3 X 10-5 (over a person's lifetime) and the estimated 
maximum HQ is 4 for the noncancer-causing constituents. Figures 2 through 8 show risk contours at 
the hypothetical exposure point for both the future residential and future industrial scenarios and 
contaminants 99-fc, uranium, and nitrate. The land use and associated target risks are key factors in 
the determination of compliance and the degree of cleanup at the source (200-UP-1). Thus, the target 
risks must be established in order to estimate risk reduction factors or target cleanup goals at the 
source. 

The calculations have been documented in calculation briefs per IT quality assurance procedures. If 
you have any questions or need additional information, please contact me or Bob Sobocinski. 

Respectfully yours, 

IT CORPORATION 

F. Harvey Dove, Ph.D., P.H. 
Manager, Risk Assessment Section 

Enclosure: Calculation Briefs 

c: · Dave Myers 
Bob Sobocinski 
CUrt Wittreich 

-
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Figure B-1 . Lifetime Incremental Cancer Risk for Reasonable Maximum Exposure to Technetium-99 
in Groundwater, Future Conditions at Hypothetical Exposure Point, 
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Figure B-2. Lifetime Incremental Cancer Risk for Reasonable Maximum Exposure to Uranium-234, 
-235, and -238 in Groundwater, Future Conditions at Hypothetical 
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Figure B-3. Lifetime Incremental Cancer Risk for Reasonable Maximum Exposure to 
Technetium-99 in Groundwater, Future Conditions at Hypothetical Exposure Point, 

Residential Ingestion Scenario. 
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Figure B-4. Lifetime Incremental Cancer Risk for Reasonable Maximum Exposure to 
Uranium-234, -235, and -238 in Groundwater, Future Conditions at Hypothetical 

Exposure Point, Residential Ingestion Scenario. 
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Figure B-5. Hazard Quotient for Reasonable Maximum Exposure to Nitrate in Groundwater, Future 
Conditions at Hypothetical Exposure Point, Industrial Ingestion Scenario. 
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Figure B-6. Haz.ard Quotient for Reasonable Maximum Exposure to Nitrate in Groundwater, Future 
Conditions at Hypothetical Exposure Point, Residential Ingestiqn Scenario. 
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