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1.0 SCOPE OF WORK 

This document details the field activities associated with nonintrusive 
source sampling in 100-HR-l Operable Unit of the Hanford Site and will serve 
as a field guide for those performing the work (DOE/RL 1992, Task 2). It 
should be used in conjunction with RCRA Facility Investigation/Corrective 
Measures Study Work Plan for the 100-HR-1 Operable Unit, Hanford Site, 
Richland, Washington (DOE/RL 1992) for general investigation strategy and with 
Environmental Investigations and Site Characterization Manual (WHC 1988a) for 
specific procedures. This description of work describes specific limited 
field investigation activities and sampling locations in accordance with 
discussions at the June 27, 1991, 100 Area work plan rescoping meeting. 

This description of work specifically addresses sampling of 1607-H4 
Septic Tile Field. 

2.0 GENERAL REQUIREMENTS 

2.1 HEALTH AND SAFETY 

All personnel working to this description will perform all work in 
accordance with the following: 

• WHC-EP-0383, Environmental Engineering, Technology, and Permitting 
Function Quality Assurance Program Plan (WHC 1990) 

• WHC-CM-4-10, Radiation Protection (WHC 1988b) 

• WHC-CM-4-11, ALARA Program Manual (WHC 1988c) 

• WHC-CM-4-3, Industrial Safety Manual, Vol. 1 through 3, (WHC 1987) 

• WHC-CM-7-5, Environmental Compliance Manual (WHC 1988d) 

• WHC-SD-EN-SAD-002, 100 Area Low Hazard Characterization Activities 
Safety Assessment, Rev. 0 (Taylor 1991) 

• Site-specific job safety analysis. 

2.2 PREREQUISITES 

A readiness review will be completed by the cognizant engineer before 
the sampling task is initiated. The readiness review will be completed per 
Ell 1.13, Environmental Engineering and Geotechnology Readiness Review, 
(WHC 1988a). The Source Sampling Status Checklist (Attachment 1) will be 
initialed by the cognizant engineer or field team leader and dated as each 
step of the task is completed. 

1 
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3.0 SAMPLING AND FIELD ACTIVITIES 

3.1 FACILITY BACKGROUND 

The l607-H4 Sanitary System received waste from the 181 - 11 pumphou se. 
The system consisted of a six-person capacity tank with removable concrete 
covers . The associated tile fields consist of 48 ft of vit r ifi ed cl ay tile 
pipe (GE 1948a; GE 1948b). A drawing/document search confirms th at t he tank 
was placed south of the river and north of the 1607-H2 si te (A EC 195 3) . Th e 
1607-H4 system was active from 1949 to 1965. There has been no documen t ed 
spill into the system (DOE- RL 1988). 

During May 1991, an attempt was made to sample the contents of t he 
septic tank. When the 1607- H4 tank top soil was excavated, it was dete rmi ned 
that the septic tank had been backfilled with soil and large stones . The s i ze 
of fill material and the tank constrained boring into the septic tank . As an 
alternative method, a test pit would be constructed in the tile field for 
sampling the contents of the system. 

3. 2 LOCATION 

The 1607-H4 septic system is located in the northwest area of 100-HR- l 
Operable Unit on the bluff approximately 100 ft from the Columbia River. The 
NAD-83 coordinates are approximately E 577,560 and N 153,440 (DOE/RL 1991). 
The current surface grade is approximately 402 ft above sea level . Figu re 1 
shows the location of the septic system in relation to other buildings in t he 
100-HR-l Operable Unit. 

Information from ground-penetrating radar (GPR) has been us ed to 
determine the 1607-H4 septic tank location. This information and the plo t 
maps (AEC-RL 1953 and GE 1948b) will be used locate and stake out the til e 
field sampling site. 

3.3 SAMPLE ANALYSIS 

3.3.1 Contaminants of Concern 

The are no specific contaminants of concern for the 1607-H4 Septic 
System. There have been no reported spills or introduction of contaminan t s 
into the system, but because of the uncertainty, soil samples will be analyzed 
for the radionuclides identified in the work plan, all CERCLA target analyte 
list (TAL) and target compound list (TCL) constituents , and specific ani ons 
(DOE/RL 1991, Table QAPjP-1). 

2 
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3. 3. 2 Field Screening 

The field screening discussed in this section is not for health and 
safety determination. Health and safety issues are covered in the radia t ion 
work permit (RWP) or the job safety analysis (JSA). Field screening cove red 
in this section is for the purpose of selecting samples for l abora t ory 
analysis. 

Samples will be field screened for radioactivity and volatile organics. 
Radiation field screening will be performed using a Geiger-Mueller in st rument 
with a P-11 probe and volatile organics screened using an Organic Vapor 
Monitor (OVM) per Ell 3.4, Field Screening. Appendices A and B (WIIC 1988a) . 

If the field team leader finds radioactive contamination two times 
background or volatile organics contamination 5 ppm over background a sampl e 
will be taken per Section 3.5. Background will be determined before 
excavation is started. The field team leader will determine the ambient 
background 3 ft over the sampling site. The background will be determined per 
Ell 3.4, Appendix A and 8. The background will be recorded in the field 
logbook. 

3.3.3 Laboratory Analysis 

All samples will be analyzed per Section 5.0. The li st of analyte s is 
~ consistent with the work plan (DOE/RL 1991). If full sample volume 

requirements cannot be met, the field sampler will record the volume obtained 
....,, i n the sampling logbook per Ell 1.5, Field Logbooks (WHC 1988c) and the 

analyses will occur in the following order: 

• TCL volatiles 
• TCL semivolatiles/PCB/pesticides 
• TAL metals and cyanide 
• Anions 
• Radioisotopes 
• Total activity. 

3.4 TEST PIT CONSTRUCTION 

The test pit will be constructed in an area staked out as part of 
Section 3.2. The test pit will form a "L" over the site . Figure 2 shows the 
site location and the projected test pit perimeter . The exploratory trench of 
the test pit will excavated first. This trench will start approximately 5 f t 
from the end of the septic tank and be excavated across the two drain leg s of 
the field. The purpose of this arm will to identify one of the two legs of 
the tile field. When a leg has been identified the backhoe will excavate th e 
leg in a manner that samples can be obtained from around the tiles. The til es 
will be excavated to a length to enable sufficient quantity of soil to 
complete this activity. The excavated area will be approximately 4 f t deep. 
The depth of the pit will be determined using GPR data. If the results of t he 
GPR are inconclusive the test pit will be 4 ft deep. 
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The test pit will be constructed per the safety constraints required in 
the JSA. At the direction of the field team leader plastic or other covering 
may be placed on the ground adjacent to the excavation for the temporary 
stockpiling of excavated material. Excavated material will be continuot1 sly 
screened per the criteria stated in Section 3.3.2 from the surface to the 
final depth. If the whole body exposure or contamination exceeds the RWP 
limit, the sampling activities will be terminated and the task will be 
reassessed. 

After all samples have been collected at the pit site, the excavation 
will be backfilled in approximately the reverse order, so the first bucketful 
excavated is the last bucketful backfilled. The test pit site will be 
returned to it's original condition. Should any waste be generated it will be 
handled per Ell 4.3, Control of CERCLA and Other Past-Practice Investigation 
Derived Waste (WHC 1988a). 

3.5 SAMPLE COLLECTION 

Analytical samples will be collected directly from the backhoe bucket 
using hand tools and standard soil sampling techniques per Ell 5.2, Soil and 
Sediment Sampling. Appendix F (WHC 1988a). The bucket of the backhoe will be 
decontaminated or cleaned of visible dirt before sampling and between samp l e 
locations. A bucket of soil will be removed from the desired sampling 
intervals and brought to the side of the test pit for sampling. Samples shall 
be collected from soil in the middle of the bucket, away from the bucket 
sides. All sample material will be collected in the order shown in Section 
3.3.3. A minimum of one sample or a maximum of two samples will be collected 
per the following criteria: 

• Collect one sample the first time the material does not pass the 
screening criteria 

• Collect the second sample 6 ft after first sample 

• If no contamination is encountered collect the first sample at the 
intersection of the two arms of the test pit. 

All test pit material will be field screened for radioactive 
contamination per Section 3.3.2. A field logbook (WHC-N-429-1) will be used 
to document activities associated with the sample collection. The logbook 
will be used and maintained per Ell 1.5 Field Logbooks (WHC 1988a). All 
samples collected will be packaged and sent to an offsite laboratory for 
analysis. The packaging of the samples is done per Ell 5.11, Sample Packaging 
and Shipping (WHC 1988a). A chain of custody is initiated and maintained 
after the sample is collected. The chain of custody is done per Ell 5.1 Chain 
of Custody (WHC 1988a). 

6 
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4.0 SAMPLE LABELING 

The Hanford Environmental Information System (HEIS) is used to track the 
sample and laboratory data obtained during environmental investigations 
conducted under this description of work. Each sample will be identified and 
labeled with a unique HEIS sample number. HEIS numbers will be assigned per 
the Hanford Environmental Information System {HEIS) User's Manual (WIIC 1991). 
Field sampling data will be collected and recorded in the field logbook (HIIC­
N-429-1). 

5.0 ANALYSES 

Samples collected for chemical analysis will be analyzed for the full 
suite of CERCLA CLP TCL and TAL constituents, specific anions, and specified 
radionuclides. Estimated quantity of material needed for analyses are shown 
in Table 1. The laboratory will use existing Level III for anions, Level IV 
methods for CLP TCL and TAL constituents, and Level V for radionuclides. Th e 
specific anions will be analyzed using EPA methods (EPA 1986). Sample custody 

· will follow the procedures as specified in the 100-HR-l Operable Unit work 
plan (DOE/RL 1991, Appendix A, Section 5.1) and Ell 5. 1 Chain of Custody 
(WHC 1988a). 

T bl 1 1607 H4 S . 1 A 1 t L. t a e . - 01 nay e 1 S • 

Analyte Method Holding time Container/volume 

AA metals CLP 6 mo Glass/500 ml 
28 d mercury 14 d cyanide 

Volatile organic CLP 14 d Glass (septum)/125 ml 

Semivolatile organic CLP 7 d8 Amber glass/1,000 ml 
PCB/pesticides CLP 

Anions: F,-, NO/, & EPA 300 & 28 d Amber glass/250 ml 
so= 353.2 4 

Carbon-14 Lab SOP 6 mo Glass/1,000 ml 
Strontium-90 
Gross alpha 
Gross beta 
Gamma spec 

Alpha spec Lab SOP 

Total Activity 6 mo Plastic or glass vial 
(222-S Lab) (at least l g) 

8 7 d for extraction, 40 dafter extraction for analysis. 

7 
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6.0 QUALITY ASSURANCE/QUALITY CONTROL REQUIREMENTS 

Internal quality control (QC) samples shall be collected as specifi ed in 
the work plan Appendix A, Quality Assurance (QA) Project Plan. 

The following QA samples will be collected for the 1607-H4 Septic 
System. 

QA Sample 

Trip blank (one 
per trip con­
tainer) 

Field duplicate 
(one sample) 

Split (one 
sample) 

QC 

A pedigree of matrix 
will be included in 
project file. 

Medium 

Silica sand 

First soil 
sample taken 

First soil 
sample taken 

The field team leader will document in the field logbook the QA sampl e ' s 
HEIS number, sample location, sample medium, and any relationship to other 
samples. 

7.0 SCHEDULE 

The following schedule is for nonintrusive source sampling in the 
100-HR-1 Operable Unit. This schedule is subject to change and the operable 
unit coordinator should be contacted for current status. An agreement 
activity notification form will be issued at least 5 d before start of fi eld 
work . 

Sample task Sampling date 

l607-H4 Tile Field Last 2 wk of June 

8.0 CHANGES TO DESCRIPTION OF WORK 

Major changes to this description of work, such as analyzing different 
parameters, using different analytical methods, or changing the sampling 
intervals will be submitted on the attached form (Attachment 2) and kept on 
file with the operable unit coordinator. The two digit change control 
tracking number will be supplied by the operable unit coordinator. The ch ange 
will require, as a minimum, the verbal approval of field team leader and 
operable unit coordinator. The change will be filed as an Engineering Change 
Notice and a copy will be inserted into the 100-H Area project file. Copie s 

8 
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will be submitted to the lead regulatory agency and appropriate field 
personnel. 
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ATTACHMENT 1 
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Signature/Uate 

LA NDLORD CONTACTED FOR ENTRANCE 

100 AREA ENVIRONMENTAL PROTECTION NOTIFIED 

PREJOB SAFETY MEETING COMPLETED 

SAMPLES COLLECTED AND LABELED 

SAMPLES SURVEYED BY HPT 

TOTAL ACTIVITY SCAN OF SAMPLES COMPLETED 

CHAIN OF CUSTODY FORM COMPLETED 

SAMPLES SHIPPED TO LABORATORY 
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ATTACHMENT 2 
100-HR-1 AREA NONINTRUSIVE SOURCE SAMPLING 

PROJECT CHANGE FORM 

Date : ____________ _ Tracking Number: _____ _ 

Pers on Initiating Change: _____________________ _ 

Change: ____________________________ _ 

R~ son for Change: ________________________ _ 

APPROVAL: 

Fi el d Team Leader: _________________ _______ _ 

Op erable Unit Coordinator: _____________________ _ 

Env ironmental QA Representative: _________________ __ _ 
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