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TRANSMITTAL OF "ADDENDUM TO THE AIR MONITORING PLANS FOR THE 
100-B/C PROCESS EFFLUENT PIPELINES REMEDIAL ACTION AND 100-B/C AREA 
BURIAL GROUNDS REMEDIAL ACTION" 

71.() 

Attached is the approved addendum to the Air Monitoring Plan for the 100-B/C Process Effluent 
Pipelines Remedial Action and Air Monitoring Plan for the 100-B/C Area Burial Grounds 
Remedial Action for your use. The addendum to both of the aforementioned plans was approved 
in September 2001 and provides for consistent application and documentation of dust control 
techniques. 

If you should have any questions, please contact Chris Smith, of my staff, at (509) 372-1544. 

Sincerely, 

ERD:DCS 

Attachment 

cc w/attach: 
D. A. Faulk, EPA 
Administrative ecord (100-B/C Area) 

cc w/o attach: 
J. G. Woolard, BHI 
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ADDENDUM TO: 

AIR MONITORING PLAN FOR THE 100-B/C PROCESS EFFLUENT 
PIPELINES REMEDIAL ACTION 

AND 
AIR MONITORING PLAN FOR THE 100-B/C AREA BURIAL GROUNDS 

REMEDIAL ACTION 

Proposed Changes: 

The following changes are proposed to the 100-B/C air monitoring plans. The original 
and proposed text is shown. 

Air Monitoring Plan for the I 00-B/C Area Process Effluent Pipelines Remedial Action: 

Fixatives will be applied to contaminated soils that will be inactive less than 24 hours at 
the end of work operations, if any portion of the sustained windspeed is predicted 
overnight to be greater than 20 mph or greater, based on the Hanford Meteorological 
Station morning forecast. 

An entry will be made in the prajeet logbook Monthly Air Quality Data Summary Record 
( or equivalent) when the forecasts predict sustained wind speeds of great than 20 mph 0f 

greater and dust control is to be applied at the end of the work shift. 

Air Monitoring Plan for the 100-B/C Area Burial Grounds Remedial Action: 

Fixatives will be applied to contaminated soils and debris that will be inactive less than 
24 hours at the end of work operations, if any portion of the sustained windspeed is 
predicted overnight to be greater than 20 mph or greater based on the Hanford 
Meteorological Station morning forecast.. 

An entry will be made in the project logbook when the forecasts predict sustained wind 
speeds of greater than 20 mph or greater and dust control is to be applied at the end of the 
work shift. 

Justification for Changes 

Changing the requirement to apply dust suppressants from "20 mph or greater" to 
"greater than 20 mph" would make the 100-B/C remedial action dust control methods 
consistent with previous agreements for Remedial Action activities . 

The Remedial Action Project has gathered several years of air monitoring data that 
demonstrates radionuclide air emissions are being successfully controlled with the 
existing dust control methods. 
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