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ACRONYMS

BBI
CH2M1.._L
DCRT
DIL
DLR
DST
FSAR
Gal
.GPM
ILL
Kgal
IS
MT/FIC/
El AF
OSD
PFP
SHMS
SST
SWL
TMACS
TPA

TSR
TWINS
UsQ

Best Basis Inventory

CH2M HILL Hanford Group, Inc.

Double-Contained Receiver Tank

Drainable Interstitial Liquid

Drainable Liquid Remaining

Double-Shell Tank

Final Safety Analysis Report effective October 18, 1999

Gallon

Gallons Per Minute

Interstitial Liquid

Kilogallons

Interim Stabilized

Manual Tape, Food Instrument Corporation, ENRAF Corporation (surface level measurement
devices)

Operating Specifications Document

Plutonium Finishing Plant

Standard Hydrogen Monitoring System

Single-Shell Tank

Salt Well Liquid

Tank Monitor and Control System

Hanford Federal Facility Consent and Compliance Order, “Washington State Department of
Ecology, U.S. Environmental Protection Agency, and U.S. Department of Energy,” as amended
(Tri-Party Agreement)

Technical Safety Requirement

Tank Waste Infi ition Netv  k System

Unreviewed Safety Question
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Tank Integrity

Assumed Leaker - The integrity classification of a waste storage tank for which surveillance data indicate a
loss of liquid attributed to a breach of integrity.

Sound - The integrity classification of a waste storage tank for which surveillance data indicate no loss of
liquid attributed to a breach of integrity.

Surveillance Instrumentation

Annulus - The annulus is the space between the inner and outer shells on DSTs only. Drain channels in the
insulating-and/or supporting concrete carry any leakage to the annulus space where conductivity probes are
installed. The annulus conductivity probes and radiation detectors are the primary means of leak detection
for all DSTs.

Automatic FIC - An automatic waste surface level measurement device is manufactured by the Food
Instrument Corporation (FIC). The instrument consists of a conductivity electrode (plummet) connected to
a calibrated steel tape, a steel tape reel housing and a controller that automatically raises and lowers the
plummet to obtain a waste surface level reading. All FIC gauges are read manually. FICs are being
replaced by ENRAF detectors (see below).

Drywells - Historically, the drywells were monitored with gross logging tools as part of a secondary leak
monitoring system. In some cases, neutron-moisture sensors were used to monitor moisture in the soil as a
function of well depth, which could be indicative of tank leakage. * :routine gross gamma logging data
were stored electronically from 1974 through 1994; a program was initiated in 1995 to log each of the
available drywells in each tank farm with a spectral gamma logging system. The spectral g:  na logging
system provides quantitative values for gamma-emitting radionuclides. The baseline spectral gamma
logging database is available electronically. '

Spectral drywell scans can be run by special request. A select subset of drywells is routinely monitored by
the Vadose Zone Characterization Project to assess movement of gamma-emitting radionuclides in the
subsurface.

JRAF 854 # ™ L~-~' Detector - FICs and some manual tapes are in the process of being replaced by the
ENRAF ATG 554 level detector. The ENRAF gauge, fabricated by ENRAF Incorporated, determines
waste level by detecting variations in the weight of a displacer suspended in the tank waste. ENRAFs and
future installations will transmit digital level data to TMACS via an ENRAF Computer Interface Unit
(CIU). The CIU allows fully remote communication with the gauge, minimizing tank farm entry.

" © ls - Laterals are horizontal drywells positioned 8 to 10 feet under single-shell waste stora  tanks, 3
per tank, to detect radionuclides in the soil which could be indicative of tank leakage. These drywells can
be monitored by radiation detection probes. Laterals are located only in A and SX farms. There are
currently no functioning laterals and no plan to prepare them for use.

Liguid Observation Well (LOW) - In-tank liquid observation wells are used for monitoring the L in
single-shell tanks. The wells are usually constructed of fiberglass or TEFZEL-reinforced epoxy-polyester
resin (TEFZEL is a trademark of E. 1. du Pont de Nemours & Company). A few LOWs constructed of
steel. Gamma and neutron probes are used to monitor changes in the ILL, and can indicate intrusions or
leakage by increases or decreases in the ILL.. There are 70 LOWs installed in SST's that contain or are
capable of containing greater than 50 Kgallons of drainable interstitial liquid. All of the LOWs are
monitored weekly with the exception of TX-108 which is monitored by request only. Two LOWs installed
in DSTs SY-102 and AW-103 are used for special, rather than routine, surveillance purposes only.
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Surface Levels - The surface level measurements in all w anks are monitored by manual or
> conductivity probes, and recorded and transmi 1 into the Surveillance Analysis
——eep - T System. ’
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- A thermocouple is .

iermoelectric device used to measure temperature. More than
:ment on a device (probe) is called a the iple tree.
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1.0 PURPOSE AND SCOPE

This report is the official inventory for radioactive waste stored in underground tanks in the

200 Areas at the Hanford Site. Data that depict the status of stored radioactive waste and tank
vessel integrity are contained within the report. This report provides data on each of the existing
177 large underground waste storage tanks and 60 smaller miscellaneous underground storage
tan d:  ial surveillance facilities, a1 ~ supplemental information regarding tank

su ‘illance anomalies and ongoing investigations. This report is intended to meet the
requirement of U.S. Department of Energy Order 435.1 (DOE-HQ, August 28, 2001,
Radioactive Waste Management, U.S. Department of Energy-Washington, D.C.) requiring the

repo ng of waste inventories and space utilization for the Hanford Site Tank . «rm tanks.
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